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PREFACE. 


The  present  book,  it  ts  hoped,  will  be  of  assistance  to  both 
the  practical  operator  in  textiles  and  the  student  on  textile 
subjects.  It  has  been  the  outgrowth  of  a  number  of  years  of 
experience  in  the  teaching  of  textile  chemistry,  as  well  as  prac- 
tical observation  in  the  many  mill  problems  which  have  come 
under  the  notice  of  the  author. 

The  textile  fibres  form  the  raw  materials  for  many  of  our 
greatest  industries,  and  hence  it  is  of  importance  that  the  facts 
concerning  them  should  be  systematized  into  some  form  of 
scientific  knowledge.  The  author  has  attempted,  however,  not 
to  allow  the  purely  scientific  phase  of  the  subject  to  overbalance 
the  practical  bearing  of  such  knowledge  on  the  every-day  problems 
of  industry. 

Heretofore,  the  literature  on  the  textile  fibres  has  been  chiefly 
confined  to  a  chapter  or  two  in  general  treatises  on  dyeing  or 
other  textile  subjects,  or  to  specialized  books  such  as  HShnel's 
work  on  the  microscopy  of  the  fibres.  It  has  been  the  author's 
endeavor,  in  the  present  volume,  to  bring  together,  as  far  as 
possible,  all  of  the  materia!  available  for  the  study  of  the  textile 
fibres.  Such  material  is  as  yet  incomplete  and  rather  poorly 
organized  at  its  best;  but  it  is  hoped  that  this  volume  may  prove 
a  stimulus  along  the  several  lines  of  research  which  are  available 
in  this  field.  Unfortunately,  the  subject  of  the  textile  fibres 
has  been  lamentably  neglected  by  chemists,  although  there  is 
abundant  indication  that  a  fertile  field  of  research  is  open  to 
chemists  in  this  direction,  and  such  work  would  have  not  only 
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a  scientific  value,  but  might  also  lead  to  great  industrial  worth. 
There  is,  as  yet,  relatively  little  known  concerning  the  chemical 
constituents  of  the  fibres,  and  the  manner  in  which  varying 
chemical  conditions  affect  the  composition  and  properties  of 
these  constituents.  The  action  of  various  chemical  agents  on 
the  fibre  as  an  individual  has  been  but  very  imperfectly  studied. 
More  work  has  been  done  in  the  microscopical  field  concerning 
the  properties  of  the  fibres;  but  even  here  the  knowledge  is 
very  incomplete  and  disjointed,  and  especial  attention  is  drawn 
to  the  fact  there  is  yet  a  large  amount  of  work  to  be  done  in  the 
microchemistry  of  the  subject. 

The  author  has  endeavored  to  emphasize  throughout  this 
volume  the  importance  of  the  study  of  the  fibre  as  an  individual, 
for  in  many  cases  it  is  misleading  to  assume  that  the  behavior 
of  the  individual  fibre  is  identical  with  that  of  a  large  mass  of 
fibres  in  the  form  of  yam  or  cloth.  In  the  latter  case,  the  dif- 
ference in  physical  condition  and  the  action  of  mechanical  forces 
has  an  important  influence.  By  goii^  back  to  the  study  of  the 
individual  fibre  as  a  basis,  many  explanations  can  be  given  which 
could  not  be  discovered  otherwise. 

It  is  hoped  that  this  book  may  afford  instruction  both  to 
the  manufacturer  and  to  the  student;  assisting  the  former  in 
solving  some  of  the  many  practical  problems  constantly  occurring 
in  the  manufacture  of  textiles,  and  urging  the  latter  on  to  an 
increased  effort  in  the  scientific  development  of  the  subject, 
J.  Mebbitt  Matthews. 

Phuadelphia  Textilk  School, 
January,  1907. 
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THE  TEXTILE  FIBRES. 


CLASSIFICATION  OF  THE  TEXTILE  FIBRES. 

1.  Fibres  Chiefly  Used  for  Textiles. — In  order  to  be  service- 
able in  a  textile  fabric,  a  fibre  must  possess  sufficient  length  to 
be  woven  and  a  physical  structure  which  will  permit  of  several 
fibres  being  spun  together,  thereby  yielding  a  continuous  thread 
of  considerable  tensile  strength  and  pliability.  Although  there 
are  several  fibres,  such  as  spun  glass,  asbestos,  various  grasses, 
etc.,  which  are  used  for  the  manufacture  of  textiles  in  peculiar 
and  rare  instances,  yet  the  fibres  which  are  employed  to  the 
greatest  extent  and  which  exhibit  the  most  satisfactory  qualities 
are  wool,  silk,  cotton,  and  linen.  All  of  these  possess  an  organ- 
ized structure,  and  are  the  products  of  a  natural  growth  in  life 
processes. 

According  to  Georgevics,  all  textile  fibres  may  be  divided 
into  four  distinct  classes;  and  though  the  same  general  arrai^e- 
ment  is  here  preserved,  the  order  has  been  somewhat  changed 
so  as  to  bring  the  most  prominent  ones  first:  (i)  Animal  fibres; 
{2)  Vegetable  fibres;  (^)  Mineral  fibres;  (4)  Artificial  fibres. 

2.  Animal  and  Vegetable  Fibres. — According  to  their  origin, 
we  may  divide  the  principal  fibres  into  two  general  classes,  those 
derived  from  animal  and  those  derived  from  vegetable  life.  The 
former  includes  wool  and  silk,  and  the  latter  cotton  and  linen. 

fibres   are   essentially   nitrogenous   substances    (protein 
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a  THE  TEXTILE  FIBRES. 

matter),*  and  in  some  cases  contain  sulphur.  They  may  also 
be  solid  filaments  formed  from  a  liquid  secretion  of  certain  cater- 
pillars, spiders,  or  molluscs.  Alkalies  readily  attack  the  animal 
fibres,  causing  them  to  be  dissolved,  but  they  withstand  the  action 
of  mineral  acids  to  a  considerable  degree.    Contrary  to  the 


Fig.  I. — Section  of  Vascular  Bundle  of  Sisal  Hemp.     (X300.) 
Par,  cellular  parenchyma;   S.S,,  starch  layer;   Scl,  sclerenchyma;   M.L.,  middle 
lamella;    B.S.,  bundle  sheath;    X,  xylem  or  wood  celb;    P.H.,  phloEra  or 
bast  cells.     (After  Morris.) 

vegetable  fibres,  they  are  readily  injured  if  exposed  to  elevated 
temperatures.     Vegetable  fibres  consist   of   plant-cells,f  usually 


»  Protein  matter  is  of  the  character  of  albumin,  and  forms  one  of  the  prin- 
cipal ingredients  of  animal  tissues.  It  is  essentially  nitrogenous  in  composition 
and  is  especially  characterized  by  the  peculiar  empyreumatic  odor  evolved  when 
burned.  One  of  the  readiest  and  most  conclusive  tests,  in  fact,  which  may  be 
used  to  distinguish  between  an  animal  and  a  vegetable  &bre  is  to  notice  the  odor 
evolved  on  burning  in  the  air.  With  regard  to  their  physical  condition,  it  mav 
be  said  the  protclds  composing  the  animal  libres  are  essentially  of  a  colloidal 
nature;  that  is,  they  resemble  a  Solidified  jelly  in  condition.  This  property  of 
the  fibres  may  be  used,  to  a  great  extent,  to  explain  their  action  with  solutions  of 
dyestuffs  and  metallic  salts,  in  which  the  ihcorj'  of  solid  solution  and  osmosis 
comes   into   play. 

t  Plant -cells  are  of  different  character  and  size  depending  on  the  part  of  the 
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CLASSIFICATION  OF  THE   TEXTILE  FIBRES.  3 

rather  simple  in  structure  and  forming  an  integral  part  of  the 
plant   itself.    They  are  capable  of   withstanding   rather  high 
temperatures,  and  are  not  weakened  or   disinte- 
grated by  the    action   of  dilute    alkalies.     They 
consist  essentially  of  cellulose,  which   may   be  in 
a  very   pure  form   or   be  mixed  with    its  various 
alteration    products.      In    some    cases    the    fibre 
consists  of  some  cellulose  derivative  obtained  by 
chemical  means,  such,  for  instance,  as  mercerized 
cotton.      Concentrated   alkalies  produce  alteration 
products    with    the    vegetable    fibres.      Free  sul- 
phuric or  hydrochloric  acid,  even  if   only    mod- 
erately   strong,    will    quickly    attack    the     fibre, 
disintegrating  its  organic   structure   and   forming 
hydrolyzed   products.     Nitric  acid,  on  the  other 
hand,    forms    nitrated    celluloses    (the    so-called       - 
nitro-celluloses)  and  various  oxidation  derivatives.      Cells  of  Wood 
It  b  generally  considered  that  the  animal  fibres  Tissue.  (Xsoo.) 
have    a   lower  conductivity  for  heat  than    have   <Aft"  f^'^^) 
the  vegetable  fibres,  and  in  consequence  fabrics  made  from 
wool  and  silk  are  warmer  than  those  made  from  cotton  and 
linen.* 


plant  in  which  they  occur  and  (he  office  or  funaion  Ihey  perfonn  in  the  dcvelop- 
menl  of  the  plant  tissue.  These  cells  consist  of  tubes  generally  between  o.ooi  in. 
and  O.OOI  in.  in  diameter;  their  ends  are  usually  pointed  and  in  their  arrange- 
ment overlap  one  another.  (See  Fig,  3.)  In  the  fibrous  lay  era  occurring  in  plants 
these  cells  are  sufficiently  long  and  so  interlaced  as  to  give  a  fibre  uf  considerahle 
strength,  whereas  in  plain  woody  tissue  the  cells  are  short  and  properly  speak- 
ing yield  no  fibre  of  sufficient  strength  or  length  to  be  used  for  textile  purposes. 
In  monocotyledons;  according  to  Dr.  Morris,  the  fibrous  cells  are  found  huill 
up  with  vessels  into  a  composite  structure  known  as  fibro-vascular  bundles;  these 
bundles  occur  in  Ihe  leaves  and  stems,  but  not  in  the  outer  bark  of  plants  (see 
Fig.  i),  and  are  usually  found  imbedded  in  a  soft  cellular  tissue  kuown  as 
parenchyma, 

•  Count  Rumford  made  some  interesting  esperimenls  relative  lo  the  '  heal- 
retaioing  value"  of  various  clothing  materials.  He  heated  a  large  thermometer 
lo  a  pven  lemperalure  and  then  ascertained  the  length  of  time  required  for  the 
thermometer  to  fall  to  a  given  point  when  surrounded  with  the  various  mate. 
rials  experimented  upon.     The  times  taken  by  the  ihermomeer  in  falling  from 
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4  THE  TEXTILE  FIBRES. 

3.  Mineral  and  Artificial  Fibres. — These  two  cksses  of  fibres 
are  of  rare  occurrence  in  the  textile  industry  when  compared 
with  the  extensive  use  of  the  preceding  fibres.  They  find  a  lim- 
ited use,  however,  for  certain  purposes,  and  deserve  to  be  con- 
sidered in  a  systematic  study  of  the  subject.  The  principal,  and 
strictly  speakii^  the  only,  mineral  fibre  is  asbestos,  which  occurs 
in  nature  as  the  mineral  of  that  name.  It  is  a  fibrous  silicate  of 
magnesium  and  calcium,  though  often  containing  iron  and  alumin- 
ium in  its  composition,  especially  in  the  dark-colored  varieties,* 
This  mineral,  though  in  the  form  of  a  hard  rock,  can  be  easily 
separated  into  slender  f  white  fibres  (Fig.  3),  sometimes  inclining 

70"   lo    10°   R&umur,   when   surrounded  with    various   substances,    were   as 
ibllows: 


Raw  silk 1184 

Sheep's  wool 1 18 

Cotton 1046 

Fine  lint 1039 

Beaver's  tur i»g6 

Hare's  fur 1315 

Eiderdown 1305 

In  another  series  of  experiments,  however,  using  the  same  materials  differenti]' 
arranged,  very  diflercnt  results  were  obtained: 

Sheep's  wool,  loosely  arranged 1118 

Woolen  thread,  wound  round  bulb 934 

Cotton,  loose 1046 

Cotton  thread,  wound  round  bulb 851 

Lint,  loose 103J 

Linen  thread,  wound  round  bulb 873 

Linen  cloth,  ditto 786 

From  these  experiments,  Rumford  showed  thai  the  heat-retaining  value  of 
clothing  depends  more  on  its  texture  than  on  its  actual  material.  For  further 
consideration  of  this  subject,  see  Matlieu  Williams'  book  on  Tht  Philoiaphy  of 
Chlhing. 

•  The  general  term  "asbestos"  includes  the  fibrous  varieties  of  both  pyroxene 
and  hornblende.  Pyroxene  is  a  compound  silicate  of  magnesium  and  calcJum, 
always  containing  iron,  and  generally  also  some  tnangnnese.  Hornblende  (alao 
known  as  amphibole)  is  very  similar  in  composilion,  but  often  contains  alu- 

t  The  individual  fibies  of  asbestos  are  so  fine  as  lo  approach  the  limits  of 
microscopic  measurement  which  is  i;(— 0.0005  """■ 
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CLASSIFICATION  OF  THE  TEXTILE  FIBRES.  5 

towards  a  greenish  color.  The  fibres  of  some  varieties  (Canadian) 
are  curly,  and  afford  the  best  material  for  spinning.*  In  general, 
however,  the  fibres  of  asbestos  are  straight  and  glassy  in  structure, 
and  are  difficult  to  spin  into  a  coherent  thread.  In  order  to 
enhance  its  spinning  qualities  it  is  mixed  with  a  little  cotton  or 
linen,  the  latter  fibre  being  subsequently  destroyed  by  heating 
the  woven  fabric  to  incandescence.  By  improved  methods  of 
handling,  however,  it  is  now  possible  to  spin  asbestos  directly 
without  admixture  with  cotton;    the  asbestos  is  first  softened 


Fio.  3.— Asbestos  Fibre,     (Xs.)     (Micrograph  by  author.) 

in  hot  water  and  then  disintegrated  mechanically  into  the  fibre. 
At  the  present  time  quite  a  variety  of  fabrics  are  manufactured 
from  asbestos  fibre,  and  the  high  quality  of  many  articles  appearing 

*  Asbestos  occurs  in  a  variety  of  species,  some  of  which  are  much  more  valu- 
able than  others  (or  £bre  purposes.  In  some  the  fibres  are  slender  and  easily 
separable,  and  o[  a  white  or  greenish  color.  A  variety  known  as  Amianlkui 
gives  fibres  of  a  fine  silky  quality.  Ligniform  asbestos  is  a  hard  compact  variety, 
resembling  petrified  wood  in  appearance,  and  brownish  lo  yellowish  in  color; 
a  wool-like  variety  found  near  Vesuvius  is  known  as  Breiilakiu.  A  variety  of 
serpentine  also  yields  an  asbestos,  but  of  inferior  quality;  it  differs  from  the 
hornblende  variety  in  that  it  contains  about  14  per  cent,  of  water  in  its  com- 
position. The  mineralogical  name  for  this  fibrous  variety  of  serpeotine  is 
ehryi«tit«.  Canadian  asbestos  is  the  most  valuable  as  a  source  for  textile  pur- 
poses, as  it  yields  a  curly  fibre  easily  spun  into  threads. 
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on  the  market  shows  that  the  art  of  manipulating  this  substance 
has  reached  a  high  degree  of  perfection.  On  account  of  its 
incombustible  nature,  and  as  it  is  a  very  poor  conductor  of  heat, 
it  is  made  into  fabrics  where  these  qualities  are  especially  desired. 
Thus  it  is  frequently  manufactured  into  gloves  and  aprons,  packing 
for  steam-cylinders,  theatrical  curtains  and  scenery,  lamp- wicks, 
etc.  The  latter  use  of  asbestos  was  known  to  the  ancients,  who 
employed  it  for  the  wicks  of  the  perpetual  lamps  in  their  temples. 
It  is  from  this  fact,  indeed,  that  it  received  its  name,  the  word 
"asbestos"  meaning  "unconsumed,"  It  was  also  employed  for 
napkins  on  account  of  its  being  readily  cleansed,  it  only  being 
necessary  to  heat  the  fabric  in  a  flame  to  make  it  clean  again. 
In  some  cases  asbestos  is  spun  directly  around  a  copper  wire  for 
purposes  of  insulation.  Asbestos,  in  general,  is  not  dyed,  and 
does  not  undergo  any  chemical  processes  or  modes  of  treatment. 
When  it  is  desirable  to  dye  it  the  various  substantive  dyes  may 
be  used  with  good  effect,  or  the  color  may  be  applied  by  mordant- 
mg  with  albumen. 

The  artificial  fibres  may  be  divided  into  two  groups:  (a) 
those  of  mineral  origin  and  (b)  those  of  animal  or  vegetable 
or^in.  In  the  first  division  may  be  classed  such  fibres  as  spun 
glass,  metallic  threads,  and  slag  wool;  in  the  second  division 
may  be  put  the  various  artificial  silks,  such  as  lustra-cellulose 
and  gelatin  silk. 

Fibres  of  spun  gjass  are  prepared  by  drawing  out  molten 
glass  in  the  form  of  very  fine  threads;  *  colored  glasses  may  be  used 
to  give  rise  to  variously  colored  threads.  Owing  to  its  brittle 
nature  and  lack  of  elasticity,  spun  glass  receives  a  very  limited 
application,  it  being  made  into  various  ornamental  objects,  and 
sometimes  into  cravats.f  A  variety  of  spun  glass  known  as  glass 
wool  is  used  to  some  extent  in  the  chemical  laboratory  as  a  filter- 
ing medium  for  liquids  which  would  destroy  ordinary  filter-paper. 

*  Glass  threads  can  be  drawn  out  so  fine  that  it  takes  about  140a  miles  of 
the  fibre  to  weigh  one  pound. 

t  Though  fabrics  composed  of  glass  are  rare,  yet  colored  glass  threads  are 
somewhat  used  for  the  weft  in  silk  materials  for  the  purpose  of  producing  novel 
effects,  as  the  glass  gives  the  fabric  great  lustre  and  stiSne». 
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Glass  woo!  is  curly,  this  property  being  given  to  it  by  drawing 
out  the  glass  thread  from  two  pieces  of  glass  of  different  degrees 
of  hardness;  and  by  unequal  contraction  on  cooling,  this  double 
thread  curls  up. 

Various  metals  are  at  times  drawn  out  into  threads  for  use  in 
decorative  fabrics.  Gold,  silver,  copper,  and  various  alloys  are 
used  for  this  purpose,  the  metals  being  heated  to  redness  or  until 
they  are  in  a  softened  condition.  At  the  present  time  metallic 
threads  are  largely  imitated  by  coating  linen  yams  with  a  thin 
film  of  gold  or  silver.  Threads  of  pure  gold  are  seldom  made; 
what  is  known  as  "  pure-gold  "  thread  is  a  fine  silver  wire  covered 
with  a  thin  layer  of  gold.  Silver  thread  is  sometunes  made 
with  a  core  of  copper  and  a  layer  of  silver.  Lyon's  gold  thread 
consists  of  copper  faced  with  gold.  Metallic  threads  are  usually 
made  into  a  flattened  or  band-like  form  by  rolling;  by  twisting 
with  silk  or  woolen  yams,  the  so-called  "brilliant"  yams  are 
made.  The  Cyprian  gold  thread  of  old  embroideries  consists 
of  a  linen  or  silk  thread  around  which  is  twisted  a  cover  of  gilded 
catgut. 

Metallic  threads  are  used  for  quite  a  large  number  of  fabrics, 
such  as  passementerie  work,  trimmings,  brocades,  decorative 
embroidery,  church  vestments,  fancy  costumes,  tapestries,  fancy 
vestings,  etc. 

^ag  wool  is  prepared  by  blowing  steam  through  molten  slag; 
it  can  scarcely  be  called  a  textile  fibre,  but  it  is  used  in  some 
degree  as  a  packing  material. 

Artificial  silks  arc  made  either  from  cellulose  derivatives  or 
gelatin  by  forcing  solutions  of  these  through  fine  capillary  tubes, 
coagulating  the  resulting  threads,  and  subsequently  subjecting 
them  to  various  processes  of  chemical  treatment.  As  these 
belong  more  strictly  to  the  class  of  true  textile  fibres,  they  will 
be  given  a  more  extensive  consideration,  in  a  further  section, 
as  being  derivatives  of  cellulose.* 

•  Artificial  cotton  [s  made  from  pine  wood.  The  latter  is  cut  up  into  shavings 
and  r«ducRi  to  Ihe  Bin,  which  is  then  steamed  and  boiled  under  pressure  with 
causdc-aoda  aohition. 
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CHAPTER  II. 


WOOL  AND  HAIR  FIBRES. 


1.  The  Sheep. — ^The  woolly,  hair-like  covering  of  the  sheep 
forms  the  most  importaBt  and  the  most  typical  of  the  textile 
fibres  which  are  obtained  from  the  skin  tissues  of  different  animals. 
The  hairy  coverings  of  a  large  number  of  animals  are  employed 
to  a  greater  or  lesser  extent  as  raw  materials  for  the  manufacture 
of  different  textile  products,  but  those  of  the  various  species  of 
sheep  make  up  the  great  bulk  of  the  fibres  which  possess  any 
considerable  technical  importance.  Hairs,  derived  from  what- 
ever species  of  animals,  have  very  much  in  common  as  to  their 
general  physical  and  chemical  properties;  they  are  also  similar 
with  respect  to  their  physiological  origin  and  growth.  The 
hairs,  however,  of  different  animals  vary  much  m  the  detail 
of  their  special  characteristics,  and  also  with  regard  to  their 
adaptability  for  use  in  the  textile  industry;  and  the  wool  of  the 
sheep  appears  to  exhibit  in  the  highest  degree  those  specific 
properties  which  make  the  most  suitable  textile  fibre.  These 
properties  may  be  enumerated  as  being:  (a)  Sufficient  length, 
strength,  and  elasticity,  tt^ether  with  certain  surface  cohesion, 
to  enable  several  fibres  to  be  twisted  or  spun  together  so  as  to 
form  a  coherent  and  continuous  thread  or  yam;  (&)  the  power 
of  absorbing  coloring-matters  from  solution  and  becoming  dyed 
thereby,  and  also  the  property  of  becoming  decolorized  or  bleached 
when  treated  with  suitable  chemical  agents;  (c)  hi  addition  to 
these  qualities,  which  they  have  in  common  with  almost  any 
textile  fibre,  wool  fibres  also  possess  the  quality  of  becoming 
felted  or  matted  together,  due  to  the  peculiar  physical  character 
of  their  surfaces.    This  property  is  a  most  valuable  one,  as  it 
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adapts  wool  to  a  large  niunber  of  uses  to  which  other  fibres  are 
unsuitable. 

Silk  is  also  a  member  of  the  general  group  of  animal  fibres, 
and  though  it  possesses  certain  general  chemical  characteristics 
in  common  with  wool  and  hair,  yet  it  has  an  entirely  different 
physiological  origin,  being  a  filament  of  animal  tissue  excreted 
by  a  certain  species  of  caterpillar,  and  hence  is  totally  different 
from  wool  in  its  physical  properties.  There  is  also  a  distinct 
chemical  difference  in  wool  and  silk.  The  former  contains  sul- 
phur as  an  essential  constituent,  while  the  latter  contains  no 
sulphur  in  its  composition.  Wool  may  be  specifically  designated 
as  a  variety  of  hair  growing  on  certain  species  of  mammalia, 
such  as  sheep,  goats,  etc.  The  unmodified  term  "wool"  has 
special  reference  to  the  product  obtained  from  the  different 
varieties  of  sheep.  Cashmere,  mohair,  and  alpaca  are  the  products 
obtained  from  the  thibet,  angora,  and  llama  goats,  respectively. 
Fur  is  also  a  modified  form  of  hair,  but  differs  from  wool  in  many 
of  its  physical  properties,*  and  is  not  adapted  for  use  in  the  manu- 
facture of  spun  textiles.  It  is,  however,  largely  employed  for  the 
TTii^hing  of  hat  felts.t 

The  wool-bearing  animals  all  belong  to  the  order  Rumtnanlia, 
which  includes  those  animals  that  chew  their  cud  or  ruminate. 
The  principal  members  of  this  order  are  sheep,  goats,  and  camels. 
The  sheep  belongs  to  the  class  Ovida,  and  occurs  in  a  number 
of  species  which  vary  considerably  in  form  and  geographical 
distribution,  as  well  as  in  the  character  of  the  wool  it  produces. 
Broadly  considered,  naturahsts  divide  the  sheep  mto  three  different 
classes: 

(a)  Ovis  aries,  commonly  known  as  the  domestic  sheep,  and 
cultivated  more  or  less  in  every  country  in  the  world. 

(i)  Ovis  musmon,  occurring  native  in  the  European  and 
African  countries  bordering  on  the  Mediterranean  Sea. 

(c)  Ovis  ammon,  which  includes  the  wild  or  mountain  sheep 

*  The  CTDSS-sectioD  of  wool  U  almost  circular,  while  that  of  f  ui  is  quite  elliptical. 

t  The  fuT  of  the  hare,  rabbit,  and  cat  is  occasionally  mixed  with  cotton,  wool, 
OT  waste  silk  and  spun  into  yams.  Such  yams  are  principally  used  for  the  weav- 
ing of  certain  kinds  of  velvets. 
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(argali)  to  be  found  in  Asia  and  America.    The  big-hom  sheep 
of  the  Rocky  Mountains  belongs  to  this  class.* 

The  domestic  sheep  is  the  most  important  of  these  classes. 
It  can  hardly  be  said  to  be  indigenous  to  any  one  country,  for  it 

*  A  more  detailed  classification  than  the  above  is  givea  by  Archer,  who  divides 
the  sheep  into  Ihirty-two  varieties: 

I.  Spanish,  or  merino  sheep  (_Ovis  hiipaniam). 

3.  Cotnmon  sheep  (Ovu  rusticui). 
3    Cretan  sheep  (Ovis  Unpaiceroi). 

4.  Crimean  iheep  {Ovis  bmgicaudatui), 

5.  Hooniah,  or  black-faced  sheep  of  Thibet 

6.  Cago,  or  tame  sheep  of  Cabul  {Ovts  cagia). 

7.  Nepal  sheep  (OvU  selingia). 

8.  Curumbar,  or  Mysore  sheep. 

9.  Girar,  or  Indian  sheep. 

10.  Dukhun,  or  Deccan  sheep. 

It    MorvanI  de  la  chine,  or  Chinese  sheep. 

11.  Shaymbliar,  or  Mysore  sheep. 

13    Broad-tailed  sheep  (Outs  lalicaudaiia). 

14.  Many-horned  sheep  (Ovis  polyteralus). 

15.  Pucha,  or  Hindoostan  dumba  sheep. 

16.  Tartary  sheep 

17.  Javanese  sheep. 

18.  Barwall  sheep  {Ovii  Barnal). 

19.  Short-tailed  sheep  of  northern  Russia  (Ovsi  brevkaKdaliu). 
ao.  Smooth-haired  sheep  {Ovit  Ethiopia). 

91.  African  sheep  {Ovts  Grienensis). 

93  Guinea  sheep  (Ovii  ammim  Gtiintniis), 

93  Zeylan  sheep. 

94.  Fezzan  sheep. 

95.  Congo  sheep  (Owi  arits  Congtnsis). 
26.  Angola  sheep  [Ovis  aria  Angoltnsii). 

27    Yenu,  or  goitred  sheep  (Ovii  arits  sleatitiiora). 

98.  Madagascar  sheep. 

39.  Bearded  sheep  of  west  Africa. 

30.  Morocco  sheep  (Oi/is  arics  munadtz). 

31.  West  Indian  sheep  of  Janajca. 

32.  Brazilian  sheep. 

These  represent  the  naturally  occurring  classes  of  sheq>  in  the  diffei«nt  coun- 
tries, of  course,  a  large  number  have  been  emigrated  and  domesticated  in  other 
:s  than  Ihose  in  which  they  had  their  origin,  which  has  given  rise  to  several 
Then,  too.  new  varieties  have  been  formed  by  cross-breeding 
and  intermixing,  which  has  brought  about  a  considerable  variation  in  the  type. 
The  latter  is  also  influenced  very  largely  by  climatic  conditions,  geographical 
I,  and  iharacli-T  uf  jiasturage. 
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appears  to  have  been  cultivated  by  the  earUest  peoples  in  history, 
and  it  has  spread  over  the  entire  face  of  the  globe  with  the  gradual 
extension  of  civilization  itself.  Different  conditions  of  climate 
and  soil,  of  pasturage  and  cuhivation,  appear  to  exert  a  consider- 
able influence  on  the  variety  of  the  sheep  and  on  the  character  of 
the  wool  it  eventually  produces.  Variations  are  also  produced 
by  cross-breeding  and  intermixing,  and  the  nature  of  the  fibre  has 
been  much  altered  and  improved  by  careful  selection  in  breeding 
and  genealc^cal  development. 

Sheep  in  their  natural  condition  produce  two  kinds  of  hair: 
the  one  giving  a  long,  stiff  fibre,  which  we  will  call  "  beard-hair  " ; 
and  the  other  a  shorter,  softer,  and  more  curly  fibre,  which  we 
will  designate  as  "  wool-hair,"  or  true  wool.  By  domestication  and 
proper  cultivation  the  sheep  can  be  made  to  produce  the  latter 
kind  of  hair  almost  exclusively,  with  but  little  or  none  of  the  hairy 
fibre.  Herein  the  ^eep  differs  essentially  from  the  goat,  as  the 
latter  will  always  produce  both  kinds  of  fibre,  thoi^h  the  fineness 
and  quality  of  its  hair  may  be  much  improved  by  proper  cultiva- 
tion. In  addition  to  the  above-mentioned  varieties  of  hair,  most 
sheep  grow  more  or  less  of  short,  stiff  hairs,  or  imdergrowth; 
these  have  no  value  as  textile  fibres.  It  naust  be  mentioned,  how- 
ever, that  the  exact  character  of  the  wool  on  the  individual  sheep 
varies  considerably  with  its  position  in  the  fleece;  on  the  extrem- 
ities of  the  animal  the  wool  becomes  more  hairy  in  nature,  and 
near  the  feet  the  short  undei^rowth  of  stiff  hair  is  alone  to  be 
found.  The  texture,  length,  and  softness  of  the  fibre  also  differ 
considerably  in  different  portions  of  the  fleece.*  Hence  it  becomes 
necessary,  in  order  to  obtain  a  homogeneous  mixture  of  fibres 
with  properties  as  constant  as  possible,  to  sort  out  the  fibres  of 
the  fleece  into  different  portions,  which  are  put  together  into 
different  grades  of  wool  stock.  This  operation  is  termed  wool- 
sorting  and  grading,  and  is  an  important  step  in  the  manufacture 

•  In  well -cultivated  sheep  the  wool-hairs  are  usually  united  in  luftt  or  locks 
conlaining  a  hundred  or  more  fibres.  Often  several  locks  are  connected  into 
one  Urge  one  called  a  staple,  the  hairs  joining  the  locks  together  being  knonn 
as  hitidtri.  The  number  of  hairs  growing  on  each  square  inch  of  the  sheep's 
iUd  is  between  4,500  and  5,500. 
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of  wool.  Different  varieties  of  wool  may  require  different  sys- 
tems and  degrees  of  sorting,  but  in  general  the  fleece  is  roughly 
divided  into  nine  sections,  given  as  follows: 

(i)  The  shoulders  and  sides  of  the  fleece  give  the  finest  and 
most  even  staples  of  fibre. 

(a)  The  lower  part  of  the  back  yields  a  fibre  of  fairly  good 
staple. 

(3)  The  loin  and  back  give  a  shorter  staple,  and  the  fibre  is 
not  as  strong. 

{4)  The  upper  part  of  the  legs  give  a  staple  of  moderate 
lei^th.  The  fibre  on  this  part  is  frequently  in  the  form  of  loose, 
open  locks  and  acquires  a  large  amount  of  burrs  by  brushing 
against  the  spinose  fruit  of  the  plant;  the  presence  of  these  burrs 
considerably  lessens  the  commercial  value  of  the  wool.  South 
American  wool  is  especially  liable  to  be  heavily  charged  with 
burrs. 

(5)  The  upper  part  of  the  neck  gives  a  rather  irregular  staple 
which  is  also  very  frequently  filled  with  burrs. 

(6)  The  centre  of  the  back  gives  a  fine  delicate  staple  similar 
to  that  from  the  loins. 

{7)  The  belly,  together  with  the  wool  from  the  fore  and  hind 
legs,  yields  a  poor  staple  and  a  weak  fibre. 

(8)  The  tail  gives  a  short,  coarse,  and  lustrous  fibre,  fre- 
quently containii^  a  considerable  amount  of  kemps. 

(9)  The  head,  chest,  and  shins  give  a  short,  stiff,  and  straight 
fibre,  opaque  and  dead  white  in  color. 

The  merino  sheep,  which  yields  what  is  considered  to  be  the 
finest  quality  of  wool,  appears  to  have  originated  in  Spain,  and  at 
one  time  was  extensively  cultivated  by  the  Moors.  The  exporta- 
tion of  merino  sheep  from  Spain  was  long  guarded  against  with 
great  care,  no  one  being  allowed  to  take  a  live  merino  sheep  out 
of  the  kingdom  of  Spain  under  penalty  of  death.  Later,  how- 
ever, this  sheep  was  brought  into  various  countries,  being  crossed 
with  the  different  local  breeds  with  very  beneficial  results.  A 
German  derivative  of  the  Spanish  merino  known  as  the  Saxony 
Electoral  merino,  gives  perhaps  the  highest  grade  of  fibre  known 
in  Europe.      Australian  sheep  are  mostly  derived  from  merino 
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and  other  high-class  stock  and  yield  a  wool  of  the  very  highest 
quality.  The  merino  has  been  cultivated  and  crossed  with  other 
breeds  throughout  the  various  parts  of  the  United  States,  and  the 
latter  country  is  gradually  becoming  a  large  producer  of  middle- 
grade  wool* 

The  amount  of  fibre  in  the  fleece  varies  greatly  with  the  breed, 
sex,  age,  and  racial  conditions  of  the  animal  The  average  yield 
from  the  ewe  is  1,75  to  4  lbs,,  and  from  the  wether  3.5  to  7.5  lbs. 

2.  Physiology  and  Structure  of  Wool, — Wool,  in  common  with 
all  kinds  of  hair,  is  a  growth  originating  in  the  skin  or  cuticle  of 
the  vertebrate  animals,  and  is  similar  in  its  origin  and  general 
composition  to  the  various  other  skin  tissues  to  be  found  in  ani- 
mals, such  as  horn,  nails,  feathers,  etc.  Wool  is  an  organized 
structure  growing  from  a  root  situated  in  the  dermis  or  middle 
layer  of  the  skin,  its  ultimate  physical  elements  being  several 
series  of  animal  cells  of  different  forms  and  properties.  Herein 
it  differs  essentially  from  silk,  which  is  not  composed  of  cells,  but 
is  a  continuous  and  homogeneous  tissue.  The  root  of  the  wool 
fibre  is  termed  the  hair  follicle  (Fig.  4) ;  it  is  a  gland  which  secretes 
a  lymph-like  liquid,  from  which  the  hair  is  gradually  developed 
by  the  process  of  growth.  The  hair  follicle  also  secretes  an  oil, 
which  is  supplied  to  the  fibre  during  its  growth  and  serves  the 
purpose  of  lubricating  its  several  parts,  giving  it  pliability  and 
elasticity.  In  conjunction  with  the  hair  follicle  there  also  occur 
in  the  skin  numerous  sebaceous  glands  which  secrete  a  fatty  or 
waxy  substance,  commonly  known  as  wool-fat.  This  substance 
gradually  exudes  from  the  glands  and  coats  the  surface  of  the 

•  According  to  the  National  Aisociation  of  Wool  Manufacturers,  the  wool 
clip  for  tQ05  in  the  United  States  amounted  to  195,488,438  pounds;  during  the 
same  year  the  net  imports  of  wool  were  242,471,489  pounds,  giving  a  total  supply 
of  63i.33'.4S9  pounds. 

The  imports  of  manufactures  of  wool  for  1905  amounted  in  value  lo  $11,373,- 
743,  and  estimating  three  pounds  of  wool  in  the  grease  for  each  dollar  in  value, 
we  reckon  thai  in  the  form  of  manufactured  goods  there  were  itnported  in  this 
year  64,131,116  pounds,  n'hich  added  to  the  takings  of  domestic  mills  (478,667,- 
887)  amounted  to  543,789,113  pounds  of  wool  as  approximately  representing 
the  consumption  of  wool  by  the  American  people  in  the  way  of  domestic  and 
foreign  manufactures,  which,  distributed  on  the  basb  of  the  population,  amounted 
to  6.54  pounds  of  wool  per  capita  required  to  meet  consumptive  demand. 
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wool  in  rather  considerable  amount  (Fig.  5).  It  affords  a  pro- 
tective coating  to  the  fibre  which  serves  to  preserve  the  latter  from 
mechanical  injury  during  its  growth,  and  also  prevents  the  sev- 
eral fibres  from  becoming  matted  and  felted  tt^ether.  In  the 
preparation  of  wool  for  manufacture,  this  fatty  covering  has  to  be 
removed,  the  operation  constitutii^  the  ordinary  process  of  wool- 


Fio.  4.— Section  of  Hair  Follicle.     (Xioo.) 
C,  cuticle  of  skin;  R,  rela  mucosum;  PL,  papillary  layer;  S,  sebaceous  glands; 
P,  papilla;    B,  bulb  of  hair;   H,  hair;   F,  fibrous  tissue;    SH,  transparent 
sheath.     (Micrograph  by  author.) 

scouring.  There  is  also  a  wool-oi!  which  is  contained  in  the  cells 
of  the  fibre  itself,  and  is  a  true  constituent  of  its  substance. 
This  oil  should  not  be  removed,  as  its  removal  causes  the  fibre  to 
lose  much  of  its  elasticity  and  resiliency.  The  oil  amounts  to 
about  I  per  cent,  of  the  total  weight  of  the  fibre,  whereas  the 
external  fatty  matters  amount  on  an  average  to  about  30  per  cent. 
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Fig.  s.~Wood  Fibre  in  the  Grease,     (X500.) 
A,  irregular  lumps  of  grease  and  dirt;   also  note  that  outline  of  scales  ii 
indistinct.     (Micrograph  by  author.) 


Fig.  6.— Typical  Wool  Fibres  after  Removal  o(  Grease.     (^350.) 
(Micrograph  by  author.) 
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Morphologically  considered,  the  wool  iibre  consists  of  three 
distinct  portions:  (a)  A  cellular  marrow,  or  medulla,  which 
frequently  contains  more  or  less  pigment  matter  to  which  the 
wool  owes  its  color;  (b)  a  layer  of  cellular  fibrous  substance  or 
cortical  tissue  which  gives  the  fibre  its  chief  strength  and  elasticity; 


Fig.  7.— Sections  of  a  Hair  Fibre.     (Xsoo.) 
b,  longitudinal  section;  A,  epidermal  layer  of  scales;  B,  cortical 
layer  ol  fibrous  cells;   C,  medullary  layer  of  round  cells. 
(Micrograph  by  author.) 

(c)  an  outer  layer,  or  epidermis,  of  horn  tissue,  consisting  of  flat- 
tened cells,  or  scales,  the  ends  of  which  generally  overlap  each 
other,  and  project  outwards,  causing  the  edge  of  the  fibre  to 
present  a  serrated  appearance  (Fig,  7).  This  scaly  covering 
gives  the  fibre  its  quality  of  rigidity  and  resistance  to  crushing 


Fig.  8. — Diagram  showing  Felting  Action  of  Vvool.     (Drawing  by  author.) 

strain;  it  also  causes  the  fibres  to  felt  together  on  rubbing  against 
one  another  by  the  interlocking  of  the  projecting  edges  of  the 
scales  (Fig.  8). 

Any  one  of  these  three  physical  constituents  may  at  times  be 
lacking  in  a  fibre.  When  the  epidermal  scales  are  absent,  they 
have  simply  been  nibbed  off  by  friction;  this  condition  is  fre- 
quently to  be  found  at  the  ends  of  long  beard-hairs.  The  cortical 
layer  of  fibrous  tissue  is  frequently  but  slightly  developed,  espe- 
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cially  in  cases  where  the  medulla  is  large :  in  some  instances,  indeed 
(as  in  the  hair  of  the  doe),  the  cortical  layer  appears  to  be  totally 
absent  in  the  broadest  parts  of  the  fibre.  The  medulla  is  very 
frequently  absent,  or,  at  least,  shows  no  difference  in  structure 
from  the  cells  of  the  surrounding  cortical  layer  (Fig,  10);  this 
occurs  more  especially  in  the  wool- hairs,  but  is  also  to  be  found  in 
beard-hairs.  On  the  other  hand,  the  medulla  is  occasionally 
more  largely  develop>ed  than  the  cortical  layer,  and  becomes  the 


Fig.  9. — Beard-hair  of  Doe.     (Xjso) 

Showing  small  development  of  cortical  layer  and  large  medulla. 

(Micrograph  by  author.) 

principal  part  of  the  fibre,  as  in  the  beard-hairs  of  the  doe 
(Fig.  9)- 

The  miGr08G<^c  appearance  of  wool  is  sufficiently  character- 
istic to  distinguish  it  from  all  other  fibres.  Under  even  moder- 
ately low  power  of  magnification  the  epidermal  scales  on  the  sur- 
face of  the  fibre  can  be  readily  discerned,  while  neither  silk  nor 
the  vegetable  fibres  present  this  appearance  (Fig.  11),  The  scales 
are  more  or  less  translucent  in  appearance,  and  permit  of  the 
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under  cortical  layer  being  seen  through  them.  The  exact  nature 
and  structure  and  arrangement  of  the  scales  differ  considerably 
with  different  varieties  of  wool.  In  fine  merino  wools,  for  in- 
stance, the  individual  scales  are  in  the  form  of  cylindrical  cuq)S, 
one  somewhat  overlapping  the  other;  that  is  to  say,  a  single 
scale  completely  surrounds  the  entire  fibre  (Fig,  12,  M).  In  some 
varieties  of  wool,  on  the  other  hand,  two  or  more  scales  occur  in 


Fio.  10.— Wool  Fibres  Deficient  in  Medullary  Cells.     (Xsoo.) 
A,  a  fibre  without  evidence  at  medullary  cetts;  B,  a  fibre  showing  isolated  medul- 
lary cells  at  M.     (Micrograph  by  author.) 

the  circumference  of  the  fibre  (Fig.  12,  T).  In  some  cases  the 
edges  of  the  scales  are  smooth  and  straight,  and  this  appears  to 
be  especially  characteristic  of  fine  qualities  of  wool;  the  coarser 
species,  on  the  other  hand,  possess  scales  having  serrated  wavy 
edges.  Usually  such  scales  are  much  broader  than  they  are 
long  and  are  very  thin.  The  length  of  the  free  or  projecting 
edge  of  the  scale  is  also  a  very  variable  factor;  in  some  wools  the 
scale  is  free  from  the  body  of  the  fibre  for  about  one-third  of  the 
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length  of  the  former,  and  in  consequence  the  scale  protrudes  to  a 
considerable  extent;  such  wool  would  be  eminently  suitable 
for  the  preparation  of  material  which  requires  to  be  much  felted 
(Fig.  12,  M),  In  other  wools  the  free  edge  of  the  scale  amounts  to 
almost  nothii^,  and  the  separate  members  fit  down  on  one  another 
closely,  and  are  arranged  like  a  series  of  plates.  Wools  of  this 
class  are  more  hair-like  in  texture,  being  stiffer  and  straighter^ 


Fjo.  II. — Comparison   of   Wool,    Cotton,   and    Silk    Fibres.    (Xjc*.) 

W,  wool  fibre,  shotving  marking  of  scales;   C,  cotton;   S,  silk,  showing  irregular 

shreds  of  silk-glue  at  Sk.     (Micrograph  by  author.) 

and  not  capable  of  being  readily  felted  (Fig.  13).  The  wool- 
hairs  (the  long,  stiff  fibres  which  have  already  been  mentioned  as 
occurrii^  to  a  greater  or  lesser  degree  in  nearly  all  wools  and  also 
known  as  beard-hairs)  usually  possess  this  structure.  The  felt- 
ii^  quality  of  wool  is  much  increased  by  treatment  with  acid  or 
alkaline  solutions,  or  even  boiling  water,  the  effect  being  to  open 
up  the  scales  to  a  greater  extent,  so  that  they  present  a  much 
larger  free  margin  and  consequently  interlock  more  readily  and 
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firmly.  Woolen  yams,  and  woven  materials  made  from  such 
yams,  felt  much  more  easily  than  worsted  yams,  due  to  the  fact 
that  the  fibres  of  the  former  lie  in  every  directioo  and  the  inter- 
locking of  the  scales  takes  place  more  easily. 

In  some  varieties  of  wool  fibre  the  scales  have  no  free  edge  at 
all,  but  the  sides  fit  tightly  together  with  apparently  no  overlap- 
ping; in  such  fibres  the  surfaces  of  the  scales  are  also  more  or 


Fig    u  — Comparison  of  DifFerenI  Varieties  of  Wool,     (Xsoo.) 

M,  merino  wool  with  only  B  single  scale  in  circumference  of  fibre;    T,  territory 

wool  with  two  or  more  scales;  C,  coarse  wool  with  numerous  scales 

(Micrograph  by  author.) 

less  concave  (Fig.  14).  This  structure  only  occurs  with  thick, 
coarse  varieties  of  wool.  Frequently  at  the  ends  of  the  wool 
fibre,  where  the  natural  point  is  still  preserved  (as  in  the  case  of 
lamb's  wool  from  fleeces  which  have  not  been  previously  sheared), 
the  scales  are  more  or  less  rubbed  off  and  the  under  cortical 
layer  becomes  exposed  (Fig.  15,/*);  this  appearance  is  quite  char- 
acteristic of  certain  woob.     In  diseased  fibres  the  epidermal  scales 
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may  also  be  lacking  in  places,  causing  such  fibres  to  be  very 
weak  at  these  points  (Fig.  1 5,  D). 

In  most  varieties  of  wools  tiie  scales  of  the  epidermis  may  be 
readily  observed  even  under  rather  low  powers  of  magnification, 
while  under  high  powers  the  individual  scales  may  be  seen  over- 


FiG.  13.  Fio.  14- 

FiG,  13.— Wool  Fibre  with  PUle-like  Scales.     (X340.)     (HOhnel.) 

A,  portion  of  fibre  with  isolated  medullary  cells  at  i,  and  smooth  scales  e  fitting 

together  like  plates;    B,  portion  of  fibre  showing  medullary  cylinder  at  m. 

FiC.  14.— Wool  Fibre  with  Concave  Scales.      (X340.)     <H6hncl.) 

m,  medullary  cylinder  consisting  of  several  rows  o(  cells;  e,  concave  scales  arranged 

in  a  plale-like  manner. 

lappii^  one  another  like  shingles  on  a  roof,  and  showing  pointed, 
thickened  protuberances  at  the  edges.  When  the  fibre  becomes 
more  hair-like  in  nature,  such  as  mohair,  alpaca,  camel-hair,  etc., 
it  is  more  difficult  to  observe  the  individual  scales,  as  these  fuse 
together  to  a  greater  or  lesser  degree,  until  the  true  hair  fibre 
is  reached,  which  exhibits   scarcely  any  markings  of  scales  at 
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all  under  ordinary  conditions.  By  treatment  with  ammoniacal 
copper  oxide,  however,  the  interscalar  matter  is  dissolved  away, 
and  even  with  true  hair  the  scaly  nature  of  the  surface  may  be 


Fig.  15. — Wool  Fibres  showing  Absence  of  Epidermal  Scales.     (X500.) 

D,  at  middle  portion  of  fibre,  probably  due  to  disease;    P,  at  point  of  fibre  of 

Iamb's  wool.     (Micrograph  by  author.) 

obsen'cd.    Bowman  gives  the  approximate  comparative  number 
of  scales  per  inch  in  different  varieties  of  wool  as  follows : 


WooL 
East  Indian.  . 

Lincoln 

SouChdowD.  . , 

Merino 

Saxony 


Scales,  per  inch.    Diem,  of  Pibn  Qtw.). 


According  to  the  measurements  of  Hanausek,  the  size  of  the 
«pidermal  scales  on  different  forms  of  hair  fibres  are  as  follows : 
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No.  of  Bpidennal 

Pibie.  Scalo  per  mm. 

Length  of  Pibra. 

Sheep's  wool,  onUnujr 97 

"         "      merino. J14 

"         "      Electoral too 

"         "      Saxony IJI 

ADgora  Tvool 53 

White  ttlpaca go 

Brown  alpaca 150 

Vioifta  wool 100 

Camel's  wool 90 

The  epidermal  layer  of  scales  imparts  to  the  wool  fibre  its 
characteristic  quality  of  lustre.  Since  the  lustre  of  any  surface 
is  due  to  the  unbroken  reflection  of  light  from  that  surface,  it  may 
be  readily  understood  that  the  smoother  the  surface  of  the  fibre, 
the  more  lustrous  it  will  appear  When  the  epidermal  scales 
are  irregular  and  uneven,  and  have  projecting  points  and  rough- 
ened edges,  the  surface  of  the  fibre  will  naturally  not  be  very 
smooth  and  uniform,  and  consequently  will  reflect  light  in  only 
a  broken  and  scattered  nmnaer.  Such  fibres  will  not  have  a 
high  degree  of  lustre.  On  the  other  hand,  when  the  scales  are 
regular  and  uniform  in  their  arrangement,  and  their  edges  are 
more  or  less  segmented  together  to  form  a  continuous  surface, 
the  fibre  will  be  smooth  and  lustrous.  As  a  rule,  the  coarser  and 
straighter  flbres  are  the  more  lustrous,  as  they  approximate 
more  closely  to  the  structure  of  hair,  which  has  a  smooth  surface. 
The  lustre  of  the  fibre  being  dependent  on  the  polished  surface 
of  the  scales  is  influenced  largely  by  any  condition  which  may 
affect  the  latter.  Treatment  with  chemical  agents,  for  instance, 
which  will  corrode  the  homy  tissue  of  the  scales  will  seriously 
affect  the  lustre,  as  is  evidenced  by  allowing  alkaline  solutions  to 
act  on  lustrous  wool  fibres.  High  temperatures  (and  especially 
dry  heat)  corrodes  the  epidermal  scales  and  shrivels  them  up, 
causing  the  fibre  to  lose  its  lustre.  In  the  various  mechanical 
processes  through  which  the  wool  must  pass  in  the  course  of  its 
manufacture,  the  scales  of  the  fibre  suffer  more  or  less  injury, 
being  torn  apart,  roughened,  and  loosened  from  the  surface.  In 
order  to  minimize  the  extent  of  this  injury  the  wool  is  generally 
oiled,  so  that  the  surface  of  the  fibres  may  be  properly  lubricated. 
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The  rigidity  and  pliability  of  the  wool  fibre  is  also  largely 
conditioned  by  the  nature  of  its  epidermal  scales.  If  these  fit 
over  one  another  loosely  with  considerable  length  of  free  edge, 
the  fibre  will  be  very  pliable  and  plastic,  soft,  and  yielding,  also 
easily  felted.  Whereas,  if  the  scales  fit  closely  against  one  another 
and  have  little  or  no  freedom  of  movement,  the  fibres  will  be  stiff 
and  resistant,  and  not  easily  twisted  together  nor  felted. 

The  cortical  layer,  or  true  fibrous  portion  of  the  fibre,  forms 
the  major  constituent  of  wool.  It  consists  principally  of  more  or 
less  eloi^ated  cells,  and  often  presents  a  distinctly  striated  appear- 
ance, the  striations  being  visible  through  the  translucent  layer 
of  scales.  The  individual  cells  measure  from  0.0014  inch  to  0.0025 
inch  in  length,  and  from  0.00050  inch  to  0.00066  inch  in  diameter, 
hence  are  elliptical  in  form.  The  cells  may  be  disintegrated 
from  one  another  by  a  careful  treatment  with  caustic  alkali.  To 
this  cortical  tissue  the  fibre  chiefly  owes  its  tensile  strength  and 
elasticity.  When  the  fibre  is  fine  in  staple,  the  cortical  cells 
exhibit  more  or  less  unevenness  in  their  growth  and  arrangement, 
with  the  result  that  the  fibre  is  contracted  on  one  side  or  the  other, 
giving  rise  to  the  waviness  or  curled  appearance  of  such  wools. 
It  is  best,  perhaps,  to  speak  of  the  wool  being  "  wavy  "  rather  than 
"curled,"  as  the  latter  implies  usually  a  spiral  development  which 
involves  a  twisting  of  the  fibre,  and  in  wool,  as  a  rule,  this  does  not 
occur.  Coarse  wools  seldom  exhibit  this  wavy  structure,  or  only 
to  a  slight  degree,  the  waves  being  long  and  irregular;  some  fine 
stapled  wools,  on  the  other  hand,  possess  short  and  very  regular 
waves.  This  property  of  the  fibre  adds  much  to  its  spinning 
qualities,  and  also  to  the  resiliency  of  the  yam  or  fabric  into 
which  it  is  manufactured.  Wool-hairs  exhibit  much  less  develop- 
ment of  waves  than  the  true  wool  fibres,  and  the  more  closely  the 
animal  fibres  approximate  to  the  structure  of  ordinary  hair,  the 
less  pronounced  are  the  waves.  Sheep's  wool  is  more  wavy 
than  that  derived  from  allied  species,  such  as  the  various  goats, 
camel,  etc.  Mohair,  for  instance,  exhibits  no  wavy  structure 
at  all.  The  exact  cause  which  determines  the  wavy  quality  of 
wool  is  but  ill-defined;  there  appears,  however,  to  be  some  con- 
nection between  the  degree  of  curl,  the  diameter  of  the  fibre. 
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and  the  number  of  scales  per  inch.  The  following  table,  given 
by  Bowman,  shows  the  relation  between  the  number  of  waves  and 
the  diameter  of  the  fibre. 


DuimMerof 
Fibre  CIm.), 

M78 


Wool  pcrinSi. 

English  merino. 34-jo 

Southdown 13-18 

11-16 

Irish 7-" 

LiDcoln 3-5 

NonhumbeTlaad. 1-4 


The  waviness  of  the  wool  fibre  may  be  temporarily  removed  by 
wetting  with  hot  water  and  drying  while  in  the  stretched  con- 
dition. 

In  tensile  strength  and  elasticity,  the  wool  fibre  varies  within 
large  limits,  depending  on  the  breed  and  quality  of  the  sheep, 
and  also  the  diameter  of  the  fibre  and  the  part  of  the  fleece  from 
which  it  was  derived.  The  strength  of  wool,  and  of  animal  hairs 
in  general,  is  due  to  the  pecuUar  structure  of  the  fibre.  In  the 
first  place,  the  external  sheath  of  homy  tissue  of  flattened  cells 
which  take  the  form  of  scales,  offers  considerable  resistance  to 
crushing  strains,  and  are  also  locked  rather  firmly  together  in 
the  direction  of  the  length  of  the  fibre;  this  has  a  tendency  to 
resist  any  diminution  in  the  diameter  of  the  fibre  which  would  be 
felt  when  the  latter  is  stretched.  Then,  too,  the  internal  cortical 
cells  of  the  fibre  are  so  arranged  as  to  present  a  very  firm  struc- 
ture, beii^  firmly  interlaced  together,  consequently  they  offer 
considerable  resistance  to  rupture.  It  has  been  noticed  by  a 
microscopical  examination  of  a  broken  flbre  that  the  cells  them- 
selves are  never  ruptured,  but  only  pulled  apart  from  one  an- 
other; this  is  evidence  that  the  cell-wall  is  of  a  strong  texture. 
The  latter  is  probably  formed  of  a  continuous  tissue  which  is  less 
than  0.0002  inch  in  thickness,  as  tmder  the  highest  powers  of 
the  microscope  it  exhibits  no  evidence  of  structural  elements. 
Bowman  gives  the  followii^  table,  which  records  the  average 
results  of  a  number  of  experiments  on  the  strength  and  elas- 
ticity of  the  wool  fibre: 
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Human  haSi.  .  .  ■ 
Lincoln  wooL  ... 

Leicester 

NortbumberUnd. 
Southdown  wool. 
Australian  meiini 
Saxony  merino.  . 
Mohait. 


36.6 

0 

»8.4 

00.64 

n-t 

00149 

00099 

33-5 

O00S2 

17-5 

00034 

»9-9 

00170 

34.1 

" 

«»S3 

It  is  interesting  to  compare  these  figures  of  tensile  strength  for 
equal  cross-sections  of  fibre.  ^  As  the  cross-section  varies  with  the 
square  of  the  diameter,  by  taking  the  ratio  of  the  latter  numbers 
and  multipl)Tng  by  the  tensile  strength,  a  figure  is  obtained  which 
represents  the  tensile  strength  for  equal  diameters  of  fibres.  In 
this  manner  the  following  table  has  been  calculated,  taking  human 
hair  as  the  standard  for  comparison,  as  it  has  the  largest  diameter: 

Human  hair loo 

Lincoln  wool 96.4 

Leicester 119.9 

Northumberland 130.9 

Southdown  wool 69.3 

Australian  merino I2>.8 

Saxony  merino 114.6 

Mohair 136.* 

Alpaca 358.5 

Coiton  (Egyptian) 301.8 

It  will  be  noticed  from  this  table  that  Saxony  merino  wool  is 
by  far  the  strongest  of  the  different  grades  of  wool.  It  is  also 
interesting  to  note  that  cotton  is  considerably  stronger  than  the 
majority  of  wools. 

The  medulla,  or  marrow,  of  the  wool  fibre  consists  of  round  or 
slightly  flattened  cells,  usually  somewhat  lai^er  in  section  than 
those  comprising  the  cortical  layer  (Fig.  7,  C).  The  size  of  the 
medulla  varies  considerably  in  different  varieties  and  grades  of 
wool,  and  even  shows  large  variations  in  fibres  from  the  same 
fleece.  At  times  it  may  occupy  as  much  as  one-quarter  to  one- 
third  of  the  entire  diameter  of  the  fibre;   and  again,  it  may  be 
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reduced  to  almost  a  line,  or  even  disappear  completely.  Wool- 
hairs  exhibit  the  presence  of  a  distinct  medulla  more  frequently 
than  the  true  wool  fibres.  The  latter  mostly  show  scarcely  any 
inner  structure  at  all,  though  at  times  there  may  be  noticed  isolated 
medullary  markings,  but  usually  the  fibre  is  so  transparent  that 
it  presents  no  markings  at  all.  In  camel -hair,  however,  the  medul- 
lary portion  shows  up  very  distinctly,  in  some  fibres  appear- 
ing as  a  continuous  dark  band  occurring  about  three-fourths  of 
the  width  of  the  fibre,  while  in  other  fibres  it  shows  a  well-defined 
granular  structure.  In  hairs  of  some  other  animals  the  medullary 
part  exhibits  a  structure  which  is  distinctly  characteristic  of  the 
fibre;  in  the  hair  of  the  cat,  for  instance,  the  medullary  cells  appear 
in  a  reticulated  form,  and  in  the  hair  of  the  rabbit  they  occur  as  a 
series  of  laminae  very  regularly  superposed  on  each  other.  The 
medullary  cells  frequently  contain  pigment  matter,  either  con- 
tinuously or  in  isolated  cells;  and  this  may  occur  even  in  fibres 
usually  classified  as  white  wool.  Sometimes  the  pigment  per- 
meates not  only  the  medulla,  but  also  the  cells  of  the  cortical 
layer,  in  which  case  the  fibre  as  a  whole  appears  colored.  To 
this  class  belong  the  variously  colored  wools,  ranging  from  a 
light  brown  to  almost  a  black.  The  hair  of  camels,  goats,  and 
other  animals  is  also  more  or  less  colored,  and  to  a  much  more 
general  extent  than  sheep's  wool.  The  medulla  may  consist  of  a 
sii^le  series  of  cells,  or  of  several  series  arranged  side  by  side; 
sometimes  these  ceUs  occur  in  a  discontinuous  and  rather  irregu- 
lar manner,  the  intervening  spaces  of  the  medulla  being  filled 
with  air.  The  function  of  the  medulla  is  to  provide  the  living 
fibre  with  an  inner  canal  for  the  flow  of  juices  whereby  it  receives 
nourishment  for  its  growth.  It  also  adds  much  to  the  porosity 
of  the  fibre,  forming  a  capillary  tube  whereby  the  latter  may  suck 
up  solutions  of  various  kinds,  such  as  dyestufFs,  different  salts, 
etc.,  allowing  these  to  gradually  permeate  through  the  cortical 
layer  as  well.  The  epidermal  layer  of  scales  is  rather  impervious 
to  the  transpiration  of  solutions,  and  only  permits  of  their  en- 
trance into  the  fibre  at  the  joints  of  the  scales,  so  it  may  be  seen 
that  the  medulla  of  the  fibre  becomes  an  important  adjunct  in 
the  chemical  treatment  of  wool  in  the  processes  of  mordanting, 
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dyeing,  and  bleaching.  It  might  also  be  noted,  in  this  connec- 
tion, that  the  epidermal  scales  become  but  slightly,  if  at  all, 
dyed  when  various  coloting-matters  are  applied  to  the  fibre,  but 
remain  clear  and  translucent.  Hence  it  may  be  readily  under- 
stood that  if  two  samples  of  wool  are  dyed  simultaneously,  the 
one  consisting  of  fibres  having  small  and  open  scales,  while  the 
other  has  a  thick  and  hijhly  resistant  epidermis,  the  resulting 
color  on  the  two  samples  will  have  a  different  quality  or  tone, 
due  to  the  influence  on  the  latter  of  the  uncolored  and  trans- 
lucent scales.  In  wools  where  this  influence  is  very  marked  it  is 
almost  impossible  to  obtain  rich  and  full  shades  of  color,  due  to 
the  transparency  and  lustre  of  the  surface,  which  allows  of  con- 
siderable white  light  being  refracted  through  the  fibre  along 
with  the  reflected  color.  This  also  explains  the  well-known  fact 
that  the  longitudinal  surface  of  the  fibre  in  many  cases  presents 
a  different  tone  of  color  than  the  cut  ends,  the  latter  usually  being 
richer  and  deeper  in  tone;  as  may  be  noticed  in  cut-pile  fabrics, 
such  as  occur  in  nigs,  plushes,  etc.  In  some  cases  the  epidermal 
layer,  instead  of  being  highly  translucent,  is  opaque  and  white; 
this  is  true  of  many  varieties  of  coarse  wool- hairs,  and  such  fibres 
as  cow-hair,  etc.  In  such  instances  the  dyed  fibre  will  lack 
liveliness  of  tone  and  appear  rather  dead  and  flat.  The  further 
discussion  of  this  interesting  subject  must  be  dealt  with  in  more 
detail  in  the  study  of  shade  matchmg.  Attention  is  merely  called 
to  it  at  this  point  in  order  to  emphasize  more  clearly  the  funda- 
mental cause  of  these  differences  in  color  phenomena  as  lying 
in  the  .stucture  of  the  fibre  itself. 

Frequently,  through  disease  or  other  natural  causes,  the 
medulla  of  the  wool  fibre  is  imperfectly  developed,  in  consequence 
of  which  the  wool  will  not  absorb  solutions  readily,  and  hence 
will  not  be  dyed  (or  mordanted)  at  all,  or  only  slightly.  These 
fibres,  which  arc  known  as  kemps,  will  occur  through  the  mass 
of  the  wool  as  undyed  streaks,  and  will  give  the  yam  or  fabric  a 
speckled  appearance.  Not  only  may  this  condition,  however, 
be  brought  about  by  natural  causes,  but  it  may  at  times  be  the 
result  of  improper  manipulation  during  manufacturing  processes. 
There  is  a  certain  class  of  wool,  for  instance,  known  in  trade  as 
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pulled  wool ;  *  this  is  obtained  from  the  pelts  of  slaughtered  f^eep, 
and  is  usually  removed  from  the  skin  by  the  action  of  lime,  the 
fibres  being  pulled  out  by  the  roots.  In  the  process,  the  medulla 
becomes  stopped  up  with  solid  insoluble  particles  of  lime,  which 
is  also  true  of  the  end  pores  of  the  cortical  layer  and  the  joints  of 
the  scales.  As  a  consequence,  the  fibre  is  very  difficult  to  impreg- 
nate with  solutions,  and  will  remain  more  or  less  completely 
undyed.  This  non-porous  character  is  also  enhanced,  perhaps, 
by  the  fact  that  the  fibre  does  not  possess  a  freshly  cut  end,  but 
still  retains  the  root,  which  is  more  or  less  rounded  off  and  closed 
by  the  coagulation  and  hardening  of  the  juices  in  the  hair  follicle. 

The  medulla,  as  a  rule,  is  more  developed  in  beard-hairs  than 
in  wool-hairs,  and  more  in  coarse  grades  of  wool  than  in  the 
finer  qualities.  There  also  appears  to  be  more  or  less  relation 
between  the  breed  of  the  wool  and  the  morphological  charac- 
teristics of  the  medullary  cells,  although  this  is  a  subject  which 
as  yet  has  been  but  little  studied.  At  times  the  medullary  cells 
exhibit  but  little  differentiation  from  those  of  the  cortical  layer, 
and  these  two  portions  of  the  fibre  become  continuous  in  their 
appearance,  that  is  to  say,  no  line  of  demarcation  can  be  drawn 
between  the  medulla  and  the  surrounding  cortical  layer. 

In  length,  the  wool  fibre  varies  between  laige  limits,  not  only  in 
different  sheep,  but  also  m  the  same  fleece.  Generally  speaking, 
the  length  may  be  taken  as  being  between  i  and  8  inches.  The 
diameter  of  the  fibre  is  also  very  variable,  even  in  the  same 
fleece,  but  may  be  taken  as  averaging  from  0.0018  to  0.004  inch.f 
According  to  their  length  of  staple,  wool  fibres  are  graded  into 
two  classes:  tops  and  noils.  The  former  includes  the  longer 
stapled  fibres,  which  are  combed  and  spun  into  worsted  yams,  to 
be  manufactured  into  trouserings,  dress-goods,  and  such  fabrics 
as  are  not  fulled  to  any  extent  in  the  finishing.  The  latter  class 
consists  of  the  short-stapled  fibres,  which  are  carded  and  spun  into 
woolen  yams  to  be  used  for  weft  and  all  classes  of  goods  which 

*  This  is  also  known  as  tanners'  wool  and  gkrvers'  wool. 

^  AccordiDg  to  Hohnet,  ihe  diamrter  of  sheep's  wool  varies  from  10  to  100  /t 
(the  expresMon  /i-=TiAr»  n"".);  and  according  to  Ciamer,  the  thickness  of  the 
hairs  from  one  and  the  same  fleece  may  vary  from  13  to  85  /«. 
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are  fulled  more  or  less  in  the  finishii^  operations,  where  a  felting 
together  of  the  fibres  is  desired.  On  comparing  worsted  and 
woolen  yams,  it  will  be  noticed  that  the  former  are  fairly  even 
in  diameter  and  the  individual  fibres  lie  more  or  less  parallel 
to  each  other,  whereas  in  woolen  yams  the  diameter  is  very 
uneven,  and  the  fibres  lie  in  all  manner  of  directions. 

The  quality  of  wool  obtained  from  sheep  depends  very  largely 
on  the  breed,  on  climatic  conditions,  and  nature  of  the  pasturage 
on  which  the  sheep  feed.  Australia  appears  to  possess  the  cli- 
matic conditions  best  adapted  for  wool-growii^.*  With  r^ard 
to  the  nature  of  the  pasturage  it  has  been  found  that  grass  from 
chalky  soils  gives  rise  to  a  coarse  wool,  whereas  that  from  rich, 
loamy  soils  produces  fine  grades  of  wooLf    As  a  rule,  the  sheep 

*  Other  conditions  being  equal,  long  droughty  seasons  in  wool-growing  dis- 
tricts will  cause  the  fibre  to  be  much  ihorter  than  otherwise. 

t  Utah  wools,  ior  instance,  are  harsh  and  stairy  compared  to  Wyoming  vrools. 
This  is  due  lo  the  alkali  in  the  soil  in  Utah  and  the  dryness  of  the  climate.  The 
alkali  in  the  soil  and  the  effect  it  has  upon  the  water  which  the  sheep  drink 
have  a  tendency  to  take  the  life  out  of  the  wool  and  weaken  the  staple.  The  more 
close  and  uniform  the  fibres  lie,  the  better  will  be  the  combing  qualities  of  the 
wool.  The  Utah  wools  in  this  respect  are  inferior  to  the  Wyomings,  Idahos, 
and  Montanas,  especially  the  wools  grown  in  southern  Utah.  In  northern  Utah 
the  wools  are  longer  than  in  southern  Utah,  but  there  are  very  few  Utahs  either 
north  or  south  which  are  fit  for  combing.  The  heaviest  shrinkage  wools  gen- 
erally come  from  eastern  Oregon  and  Nevada.  The  degree  of  shrinkage  depends 
to  a  con^derable  extent  on  the  season  in  which  the  wools  were  grown.  A  wet 
season  and  long-continued  rains  will  wash  much  dirt  and  dust  out  of  the  wools, 
thus  leaving  them  lighter.  The  lightest  shrinkage  wools  come  from  Virginia 
and  Kentucky  and  the  Blue  Grass  region,  where  medium  wools  are  grown,  where 
the  sheep  are  cleaner,  the  range  better,  and  the  country  hilly,  and  where  com- 
paratively little  sand  and  dirt  work  their  way  into  the  fleece.  The  shrinkage 
of  washed  fleeces  ranges  from  55  to  35  per  cent.  Unwashed  Indiana  woob  shrink 
38  to  43  per  cent.  Missouris  will  shrink  around  43  to  45  per  cent.;  Illinois, 
45  to  47  per  cent.  California  wools  shrink  55  to  72  per  cent.,  depending  on  the 
part  from  which  they  come.  The  heaviest  shrinkage  wools  are  in  southern  Cali- 
fornia, because  of  the  presence  of  more  sand  and  dirt,  and  inferiority  of  the  range. 
Texas  spring  wools  shrink  anywhere  from  64  to  73  per  cent.,  and  the  fall  wools 
58  lo  64  per  cent.  Territory  wools  shrink  from  55  up  to  73  per  cent.  Idahos 
on  the  medium  order  will  not  shrink  over  55  per  cent.  Wyoming  wools  on  the 
fine  and  fine  medium  order  shrink  65  to  71  per  cent.  The  Montanas  ^rink 
on  the  average  63  to  69  per  cent,  for  fine  and  fine  mediums,  and  57  to  60  per 
cent,  for  mediums.  The  shrinkage  on  Ariiona  wools  will  range  from  66  to  73 
per  cent.,  but  they  will  spin  lo  finer  counts  than  the  Utah  wools,  and  will  scour 
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which  yield  the  best  qualities  of  wool  give  the  poorest  quality  of 
mutton. 

Unhealthy  conditions  of  the  sheep  almost  always  influence 
the  fibre  during  that  period  of  its  growth.  If  the  sheep,  for 
example,  is  suffering  from  indigestion,  cold,  lack  of  proper  nour- 
ishment, etc.,  the  fleece  during  that  time  will  develop  tender 
fibres;  when  the  sheep  regains  its  normal  condition  of  health,  the 
fibre  becomes  strong  again.  Thus  the  fleece  may  have  tender 
strata  through  it  which  will  considerably  affect  the  fibre  and  its 
uses.  These  tender  spots,  of  course,  render  the  wool  unfit  for 
combing  purposes,  and  it  must  go  into  the  "clothing"  class,  and 
will  consequently  sell  for  less  money,  other  things  being  equal. 
It  is  no  great  injury  to  the  wool,  however,  aade  from  spoiling  it 
for  combing,  as  the  wool,  after  it  has  passed  the  tender  spot,  grows 
fully  as  well  as  before  the  sheep  was  ill.  When  sheep  have  been 
afflicted  with  scab,  the  latter  shows  itself  in  tender  wool  at  the 
bottom  of  the  fibre.  The  scab  leaves  a  pus-like  substance  which 
adheres  to  the  bottom  of  the  fibres  and  dries  there.  Vermin  on 
sheep  have  an  influence  on  the  wool;  these  creatures  leave  dis- 
colorations  on  the  fibre  which  cannot  be  removed  by  scouring. 
The  wool,  being  "off  color,"  does  not  sell  as  well,  and,  moreover, 
the  fibre  is  liable  to  be  tender. 

As  to  the  amount  of  wool  to  be  obtained  from  each  sheep, 
it  may  be  said  that  the  average  yield  is  from  4  to  15  lbs.,  though 
in  some  South  American  varieties  the  fleece  may  weigh  as  high  as 
30  to  40  lbs.  With  respect  to  the  variation  in  fibres  derived  from 
different  kinds  of  sheep.  Bowman  gives  the  following  classifica- 
tion: 


out  very  white.  In  this  latter  respect  the  Wyoming  wools  are  superior  to  any 
other  grown  west  of  the  M isussippi  River.  ThE  shortest  wools  grown  in  America 
are  from  California  and  Texas;  they  are  used  piincipally  for  felts  and  hats, 
though  they  can  also  be  mixed  in  certain  proportions  with  clothing  wool.  Aa 
the  Teiriloiy  wools  are  grown  mostly  in  dry  climates,  they  will  gain  somewhat 
in  wcigbt  on  b^g  shipped  to  the  Atlantic  seaboard  and  stored  for  a  few  months. 
Utah  wools  will  gain  about  i  per  cent.,  Montana  wools  about  ]  per  cent.,  and 
Wyoming  wools  about  i  per  cent.  The  wools  from  Ohio  and  other  eaalem  States 
will  not  gain  anything;  Id  fact,  will  sometitnes  show  a  slight  shrinkage.  {Ameri- 
can  WboI  OTvt  Collin  Rtporter.) 
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(i)  Those  sheep  the  fibres  of  whose  wool  most  neariy  approach 
to  a  true  hair,  the  epidermal  scales  being  most  homy  and  attached 
most  firmly  to  the  cortical  structure.  This  class  includes  all  the 
lustrous  varieties  of  wool,  besides  alpaca  and  mohair. 

(2)  Those  where  the  epidermal  scales,  though  more  numerous 
than  in  the  first  class,  are  less  homy  in  structure  and  less  adherent 
to  the  cortical  substance  of  the  fibre.  This  class  includes  most 
of  the  middle- wooled  sheep  and  half-breeds. 

(3)  Those  where  the  characteristics  of  tnie  wool  are  most 
highly  developed,  such  as  suppleness  of  fibre  and  fineness  of 
texture,  the  epidermal  scales  being  attached  to  the  cortical  sub- 
stance through  the  smallest  part  of  their  length.  This  class 
includes  all  the  finest  grades  of  sheep,  such  as  the  merino  and 
crosses  with  it 
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I.  Chemical  Coostitution. — In  its  chemical  constitution  wool 
is  closely  allied  to  hair,  hom,  feathers,  and  other  epidermal  tissues. 
A  distinction  must  be  made  between  the  fibre  proper  and  the 
raw  fibre  as  it  comes  from  the  fleece.  In  the  latter  condition  it 
contains  a  large  amount  of  dirt,  grease,  and  dried-up  sweat 
which  have  first  to  be  removed  by  the  scouring  process  before 
the  pure  fibre  is  obtained.  Reserving  these  impurities  for  a 
further  discussion  which  does  not  concern  us  at  this  point,  and 
discussing  only  the  fibre  itself,  it  has  been  fomid  to  consist  of 
five  chemical  elements;  namely,  carbon,  hydrogen,  oxygen, 
nitrogen,  and  sulphur.  Nitrc^en  is  an  ingredient  common  to 
both  wool  and  silk,  but  sulphur  is  distinctly  characteristic  of  wool 
and  hair  fibres.  To  show  the  average  amount  of  pure  fibre 
to  be  obtained  from  raw  fleece  wool,  the  following  analysis  by 
Chevreul  of  a  merino  wool  is  given: 

PwCsnt, 
Ea.rthy  matter  depodted  by  washing  the  wool  in  water. ....     96.06 

Suint  OT  yolk  soluble  in  cold  distilled  water 31 '74 

Neutral  fats  soluble  in  ether. 8.57 

Eaithy  matters  adhering  to  the  fat 1 .  40 

Wool  fibre 3t.»3 


These  figures  are  based  on  wool  dried  at  1 00°  C. ;  if  corrected 
for  air-dry  wool  containing  14  per  cent,  of  moisture,  this  would 
give  only  about  27.5  per  cent,  of  pure  fibre.    Of  course,  the 
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amount  of  fibre  will  vary  considerably  in  different  qualities  and 
samples  of  wools,  but  this  figure  may  be  taken  as  a  fair  average. 

The  presence  of  nitrogen  in  wool  is  readily  made  evident  by 
simply  burning  a  small  sample  of  the  fibre,  when  the  character- 
istic empyreumatic  odor  of  nitn^enous  animal  matter  will  be 
observed.  By  heating  wool  in  a  small  combustion  test-tube  it 
will  be  noticed  that  ammonia  is  among  the  gaseous  products 
evolved,  and  can  be  tested  for  in  the  usual  manner.  The  pres- 
ence of  sulphur  in  wool  can  be  shown  by  dissolving  a  sample  of 
the  fibre  in  a  solution  of  sodium  plumbite  (obtained  by  dissolving 
lead  oxide  in  sodium  hydrate),  when  a  brown  coloration  will  be 
observed,  due  to  the  formation  of  lead  sulphide.  On  adding 
hydrochloric  acid  to  the  solution  and  heating,  the  odor  of  sul- 
phuretted hydrogen  will  be  distinctly  noticed.  The  application 
of  this  test  to  show  the  presence  of  sulphur  in  wool  is  sufficient  to 
discriminate  chemically  between  that  fibre  and  those  conasting 
of  silk  or  cotton,  and  also  to  detect  wccl  in  admixture  with  other 
fibres.  The  older  methods  of  hair-dyeing  were  based  on  thb 
same  reaction,  solutions  of  soluble  lead  salts,  such  as  sugar  of 
lead,  being  applied  to  the  hair,  with  the  result  that  lead  sulphide 
would  be  formed  and  cause  a  dark  brown  coloration.  The  use 
of  such  preparations,  however,  b  dangerous,  as  they  are  liable  to 
cause  lead -poisoning. 

The  presence  of  sulphur  in  wool  may  at  times  be  the  cause  of 
certain  defects  in  the  dyeing  process.  In  neutral  or  alkaline 
baths,  if  lead  is  present,  the  color  obtained  on  the  fibre  will  be 
more  or  less  affected  by  the  lead  sulphide  formed  on  the  wool,  and 
serious  stains  may  be  the  result.  The  presence  of  sulphuric 
acid,  however,  prevents  this,  and  no  staining  of  the  fibre  takes 
place.  Stains  are  sometimes  produced  when  wool  is  mordanted 
with  stannous  chloride,  as  in  the  dyeing  of  cochineal  scarlets,  due 
to  the  formation  of  stannous  sulphide.  Occasionally  woolen 
printed  goods  exhibit  brownish  stains  on  the  white  or  light- 
colored  portions  after  being  steamed.  These  may  be  due  to  slight 
traces  of  copp>er  or  lead  being  deposited  on  the  cloth  during  its 
manipulation  and  passage  through  the  machines,  and  these  metals 
when  the  wool  is  steamed  form  dark  colored  sulphides  which  cause 
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the  stains.  By  locally  applying  a  weak  solution  of  hydrt^en 
peroxide  such  discolorations  may  be  removed  without  injury 
to  the  printed  color. 

Chevreul  recognized  the  fact  that  in  certain  dyeing  operations 
it  was  necessary  to  remove  the  sulphur  from  wool  as  far  as  pmssible 
in  order  to  obtain  the  best  results.  He  accomplished  this  by 
steeping  the  wool  in  milk  of  lime  and  afterwards  in  a  weak  bath 
of  hydrochloric  acid,  and  finally  washii^. 

The  amount  of  sulphur  existing  in  wool  does  not  appear  to  be 
a  very  constant  factor,  but  varies  in  different  samples  of  wool 
from  0,8  to  4  per  cent.*  The  manner  in  which  the  sulphur  exists 
in  the  molecular  structure  of  the  libre  is  by  no  means  clear,  ag 
the  majority  of  it  is  readily  removed  without  any  apparent  struc- 
tural modihcation  of  the  fibre  itself.  According  to  Chevreul 
the  amount  of  sulphur  in  wool  was  reduced  to  0.46  per  cent,  by 
several  treatments  with  lime-water.  Treatment  with  a  concen- 
trated solution  of  caustic  soda  in  such  a  manner  as  not  to  disinte- 
grate the  f.bre  (see  p.  46)  will  remove  as  much  as  84.5  per  cent, 
of  the  sulphur  originally  present  in  the  wool.  On  a  sample  of 
wool  containing  3,42  per  cent,  of  sulphur,  treatment  in  this  man- 
ner left  only  0.53  per  cent,  of  sulphur  in  the  fibre.  This  would 
appear  to  indicate  that  the  sulphur  is  not  a  structural  constituent 
of  the  wool  fibre, t  The  fact,  however,  that  the  sulphur  present 
is  not  all  removed  by  even  such  severe  treatment  as  described 
would  also  serve  to  indicate  that  this  element  may  exist  in  wool 
in  two  forms,  the  one  an  ultimate  constituent  of  the  fibre,  and 
the  other,  and  major  part,  as  a  more  loosely  combined  compound. 
The  fact  that  the  amount  of  sulphur  naturally  present  in  wool  is 


*  Wool  is  similar  to  other  albuminoids  in  that  it  contains  a  lelatively  small 
though  a  widely  fluctuating  amount  of  sulphur.  The  following  sulphur  com- 
pounds have  been  isolated  from  th«  decomposition  products  of  the  albuminoids: 
Cystin,  cystein,  thiolactic  add,  thioglycoltic  acid,  ethyl  sulphide,  ethyl  mercap- 
tan,  Mjlphuretted  hydrogen,  and  diethyl-thetin, 

t  The  presence  of  sulphuric  or  sulphurous  acids  has  formerly  never  been 
observed  in  Ibe  decomposition  products  of  albuminoids  and  (his  led  to  the  opinion 
that  the  albumin  molecule  did  not  contain  sulphur  in  combination  with  oxygen. 
Raikow  {Chem.  Zeit.,  1905,  page  900),  however,  finds  that  when  purified,  un- 
bleached wool  is  treated  with  phosphoric  acid  considerable  quantities  of  sul- 
phurous add  aie  evolved. 
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by  no  means  constant  would  also  tend  to  support  this  view;  as 
would  also  the  fact  that  the  major  portion  of  the  sulphur  is  so 
readily  spilt  o£F  to  form  metallic  sulphides.  On  dissolving  wool 
in  boiling  caustic  soda,  it  does  not  appear  that  all  of  the  sulphur 
is  converted  into  sodium  sulphide,  as  only  about  80  per  cent,  of 
it  can  be  obtained  as  hydrogen  sulphide  when  the  caustic  soda 
solution  is  treated  with  acid.  Probably  the  remainder  of  the 
sulphur  exists  in  the  wool  as  a  sulphonic  acid,  or  some  compound 
of  a  similar  nature. 

In  its  chemical  nature  wool  appears  to  be  a  proteoid,  known  as 
keratin.  As  its  constituents  are  not  rigidly  constant  in  their 
proportions,  we  cannot  assign  to  wool  a  detinite  chemical  for- 
mula.* On  an  average,  its  composition  may  be  taken  as 
follows. 

Carbon 50 

Hydrogen 7 

Oiygen it-ia 

Nilrc^en 15-17 

Sulphur, 1-4 

*  Keratin,  free  from  ash.  water,  and  melanin,  on  hydrolysis  gave  the  follow- 
iDg  amounts  of  monamino-acids: 

Kerstin  from  Keratin  rrom 
Hur»-hair,  Gcxwfuthen. 
PcrCciU.  Percent. 

Glydn 4-7 

Alanin 1.5 

Amino-valeric  acid 0.9 

Leucin 7.1 

Pyrotidin-i-carboxylic  add 3.4 

Aspartic  add 0,3 

Glutamic  add 3.7 

Tyrosin 3.2 

(Abderhalden,  Zfil.  physiol.  Chem.,  toI.  46,  p.  31,) 

According  lo  the  tables  of  Cohnheim,  the  percentages  of  known  constituents 
in  the  keratin  from  hair  are  as  follows; 

Percent. 

Leucin 14 

Glutaminic  acid 11 

Aspartic  add nol  determined 

Cystin 13 .92 

Tyrosin 3 

Ammonia largcamount 
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Bowman  gives  the  followii^  analyses  of  four  different  grades  of 
English  wool: 


Nurihun 
berlund 
Wool. 


Hvdrogen. 
Nitrogen. . 
Oiygtn. . 


These  analyses  were  made  of  wool  which  had  been  purified  by 
extraction  with  water,  alcohol,  and  ether. 

The  continued  action  of  boiling  water  appears  to  decompose 
the  wool  fibre  to  a  certain  extent,  as  both  ammonia  and  hydn^en 
sulphide  may  be  detected  in  the  gases  evolved.* 

By  heating  wool  to  a  temperature  of  130°  C.  with  water  under 
pressure,  the  fibre  appears  to  become  completely  disorganized, 
and  on  drying  may  be  rubbed  into  a  fine  powder.  At  higher 
temperature  the  fibre  is  completely  dissolved.  Based  on  this  fact, 
Knccht  has  proposed  a  method  for  the  carbonization  of  wool  in 
mixed  woolen  and  silk  goods,  for  the  purpose  of  recovering  the 
silk,  as  the  latter  is  noi  materially  affected  by  this  treatment.t 
The  wool  fibre  as  a  whole  docs  not  appear  to  be  a  homogeneous 
chemical  compound;  instead  of  being  a  simple  molecular  body 
to  which  a  defnite  formula  might  be  given,  it  b  doubtless  com- 
posed of  several  chemically  distinct  substances.  This  is  evi- 
denced by  the  fact  that  the  proximate  constituents  of  wool  are 
by  no  means  constant  in  their  amount;  furthermore,  certain  of  its 
constitucnis  are  in  part  removed  by  simply  boiling  the  fibre  in 
water  without  a  structural  disorganization  taking  place.  The 
sulphur  content  is  especially  liable  to  fluctuation,  and  is  the  most 


•  The  soluble  decom position  products  of  wool  produced  by  boiling  with 
water  show  all  the  characteristic  properties  of  the  peptones.  Suida  suggests 
Ihal  this  action  of  boiling  water  on  wool  may  account  for  the  lack  of  fastness 
to  rubbing  often  noticed  with  basic  colors  on  wool. 

t  This  method,  though  iheoreiicallj'  possible,  does   not   have  any   practical 
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readily  removed  of  the  chemical  elements  of  which  the  fibre  is 
composed;  in  fact,  so  easily  is  some  of  the  sulphur  removed  as  such 
by  various  solvents,  that  it  would  seem  to  indicate  that  this  con- 
stituent existed  in  wool  either  in  the  free  condition  or  in  a  com- 
pound of  exceedingly  unstable  character. 

Schuetzenbcrger,  by  decomposing  pure  wool  fibre  by  heating 
with  a  solution  of  barium  hydrate  at  170°  C,  obtained  the  fol- 
lowing decomposition  products: 

Nitrogen  (evolved  as  ammonia) 5  .  35 

Carbonic  acid  (separated  as  barium  carbonate) 4.  27 

Oialic  acid  (separated  as  barium  onalaie) 5.71 

Acetic  acid  (by  distillation  and  titration) 3.10 

Pyrrol  and  volatile  products i  to  1 .  50 

,  C    47.85 
Prorimate  composition  of  fixed  residue,  containing  leu-  J  H     7. 69 

cin,  tyrnsin,  and  other  volatile  products |  N    11. 6j 

^  O   31.83 

Williams  has  shown  that  by  distillii^  wool  with  strong  caustic 
potash  a  large  amount  of  ammonia  was  obtained  in  the  distillate, 
together  with  butylamin  and  amylamin.  Dry  distillation  of 
wool  yields  an  oil  of  a  very  disagreeable  odor,  probably  consist- 
ing of  various  sulphuretted  bases;  also  a  considerable  amount 
of  pyrrol  and  hydrogen  sulphide  gas,  together  with  a  small  amount 
of  carbon  disulphide,  and  traces  of  various  oily  bases. 

The  fatty  and  mineral  matters  present  on  the  raw  wool  fibre 
consist  on  the  one  hand  of  wool  grease  derived  from  the  fatty 
glands  surrounding  the  hair-follicle  in  the  skin,  and  on  the  other 
band  of  dried-up  perspiration  from  the  sudorific  glands  in  the 
skin.  The  wool  grease  is  mostly  lo  be  found  as  the  external 
coating  on  the  fibre  *  which  serves  to  protect  it  from  mechanical 
injury  and  felting  while  in  the  growing  fleece.^    There  is  also  a 

•  The  statement  made  in  some  text-books  that  raw  wool  when  left  in  the 
greasy  condition  is  not  attacked  by  moths  is  erroneous.  The  personal  experi- 
ence of  the  author  has  proved  that  raw  woo!  is  as  liable  lo  the  depredations  of 
insects  as  washed  and  scoured  wool. 

t  Cottcd  fleeces  are  those  in  which  the  fibres  have  grown  in  and  amongst  each 
other  on  the  sheep's  body,  50  that  they  form  a  more  or  less  perfect  mat  of  wool. 
These  mats  arc  hard  or  soft  according  lo  the  extent  to  which  the  malting  process 
has  been  carried  on.  Cotted  fleeces  occur  mostly  in  sheep  which  have  been 
housed;  they  are  seldom  found  in  the  territories  where  the  sheep  run  on  the  range 
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small  amount  of  oily  matter  contained  in  the  medullary  intercellu- 
lar structure  of  the  fibre  which  appears  to  have  the  function  of 
acting  as  a  lubricant  for  the  inner  portion  of  the  fibre,  thus  pre- 
serving its  pliability  and  elasticity.  Wool  grease  does  not  appear 
to  be  a  simple  compound,  but  evidently  consists  of  several  oils 
and  wax-like  compounds. 

Its  chief  constituent  is  cholesterol,  which  appears  to  be  one  of 
the  higher  monatomic  alcohols,  and  is  not  a  glyceride.  Analysis 
shows  it  to  have  the  formula  C2BH43OH.  It  is  a  solid  wax-like 
substance  which  very  readily  emulsifies  in  vt-ater.  Associated  with 
cholesterol  there  is  also  an  isomeric  body  called  isochalesterol. 
Besides  these  solid  waxes,  wool  grease  also  contains  two  fats 
which  have  been  studied  by  Chevreul  to  some  extent.  These 
are  described  as  follows: 

{a)  Slearerin,  a  neutral  solid  fat,  melting  at  60°  C. ;  contains 
neither  nitrogen  nor  sulphur;  does  not  emulsify  with  boiling 
water,  but  emubifies  without  saponif.cation  when  boiled  with 
caustic  potash  and  water;  it  is  soluble  in  1000  parts  of  alcohol 
at  1 5.5°  C. 

(6)  Elairerin,  a  neutral  fat  melting  at  15.5°  C;  also  free 
from  nitrogen  and  sulphur;  it  emulsifies  with  boiling  water, 
and  is  saponiHcd  with  caustic  potash;  it  is  soluble  in  143  parts  of 
alcohol  at  is-s^C. 

The  dried-up  perspiration  adhering  to  the  raw-wool  fibre 
is  also  caUed  suint.  It  consists  principally  of  the  potash  salts 
of  various  fatty  acids,  and  it  is  soluble  in  water,  wherein  it  differs 
from  wool  grease.  On  extraction  with  water,  suint  will  yield  a 
dry  residue  of  about  140  to  180  lbs.  for  1000  lbs.  of  raw  wool. 
This  on  ignition  will  give  70  to  90  lbs.  of  potassium  carbonate 
and  5  to  6  lbs.  of  potassium  sulphate  and  chloride,  so  that  the 

and  are  more  exposed  and  hardy.  Cnttcd  fleeces  indicate  a  low  degree  of  vitatily. 
and  many  arc  10  be  found  in  fleece  wool  from  States  cast  of  the  Mississippi  River, 
They  may  be  caused  by  sicitness  or  a  low  slate  ol  the  blood,  or  they  may  be  found 
in  an  old  sheep  which  is  giving  out  or  is  run  down,  which  contributes  to  the  frowsy 
condition  of  the  wool.  Cotted  fleeces  are  unfit  for  combing  purposes,  as  they 
have  to  be  lorn  apart,  and  frequently  they  are  so  dense  and  hard  that  the  fibres 
can  only  be  pulleil  apart  by  the  use  of  special  machinery.  Badly  tolled  fleeces 
are  used  frequently  for  braid  purposes. 
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amount  of  potash  salts  to  be  derived  from  raw  unwashed  wool 
may  be  taken  to  be  about  lo  per  cent,  on  the  weight  of  the  wool. 

Besides  the  mineral  matter  existing  in  the  soluble  suint,  there 
is  also  a  small  amount  of  mineral  matter  which  appears  to  form  an 
essential  constituent  of  the  fibre  itself.*  It  is  left  as  an  ash  when 
wool  is  ignited,  and  amounts  on  an  average  to  about  i  per  cent., 
the  majority  of  which  is  soluble  in  water  and  consists  of  the  alka- 
line sulphates.  The  following  analysis  by  Bowman  shows  the 
typical  composition  of  the  ash  of  Lincoln  wool: 

Fotaa^um  oxide. 31,1 

Sodium  oxide 8.1 

Calcium  oxide 16.9 

Aluminium  oxide  1 

Ferric  oxide          J '*'■' 

Silica 5.8 

Sulphuric  anhydride so. 5 

Carbonic  acid 4.1 

Phosphoric  acid trace 

Chlorin Irace 

Sheep's  wool  is  nearly  always  white  in  color,  though  sometimes 
it  may  occur  in  the  natural  colors  of  gray,  brown,  or  black.  The 
coloring-matter  in  wool  appears  to  withstand  the  action  of  alkalies 

•  Arsenic  appears  to  be  present  in  nearly  all  samples  of  wool,  even  in  the 
natural  slate.  The  arsenic  is  generally  derived  from  the  dips  to  which  the  sheep 
are  subjected  even  the  wool  from  a  lamb  whose  mother  has  been  dipped  a  con- 
siderable time  before  the  lamb's  birth  will  show  distinct  traces  of  lusenic.  Thorpe 
^ves  Ibe  following  figures  for  the  amounts  of  arsenic  in  woolen  materials: 

Mgmi.  per  Gram 'a( 

Flannel  from  natural  wool 0.005-0.009 

White  Berlin  wool '■■''37 

Cream  flannel o .  004 

Welsh  flannel o.oi; 

Vest  wool  (undyed) o.oii 

IJnen  (white) free 

Silk(undyed) o.ooi 

Wool  from  lamb  (mother  treated  with  arsenical  dip).  .    0.0005 
Wool  from  lamb  (mother  dipped  shortly  before  birth  of 

the  lamb) 0.019 

Wool  from  ewe  (treated  with  carbolic  dip  15  months 

previously) °-047 
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and  acids,  though  it  is  not  especially  permanent  toward  light.  It 
appears  to  be  distributed  in  the  fibre  in  quite  a  different  manner 
from  that  of  the  artificially  applied  dyes.  The  natural  coloring- 
matter  appears  to  be  contained  particularly  in  the  cells  of  the 
cortical  layer  and  the  marrow  in  a  granular  form,  and  to  occur  to 
a  greater  extent  in  the  medullary  than  in  the  cortical  cells.  In 
fibres  which  are  only  slightly  colored  the  walls  of  the  cells  are 
almost  colorless;  though  when  the  fibre  becomes  very  stroi^ly 
colored  the  cell-walla  also  appear  to  be  impregnated  with  the 
coloring-matter.  In  wools  which  have  been  dyed,  however,  the 
cell- walls  are  nearly  always  uniformly  colored,  in  consequence  of 
which  the  medulla  of  the  fibre  becomes  less  pronounced ;  whereas, 
with  naturally  colored  wools,  the  medulla  is  usually  rendered  more 
distinct  through  the  deposit  of  coloring-matter. 

2.  Chemical  Reactions. — In  its  chemical  reactions  wool  ap- 
pears to  exhibit  the  characteristics  both  of  an  acid  *  and  a  base, 
and  no  doubt  it  contains  an  amido  acid  in  its  composition.  The 
presence  of  an  amido  group  is  evidenced  by  the  formation  of 
ammonia  as  one  of  the  decomposition  products  of  wool,  also  by 
the  strong  affinity  of  wool  for  the  acid  dyestuffs,  or  even  of  its 
ability  to  combine  with  acids  in  general. 

Schuetzoibei^er  has  shown  that  the  products  of  the  hydrolysis 
of  wool  by  baryta-water  are  analogous  to  those  of  albuminoids 
containing  imido  groups;  the  experiments  of  Prud'homme  and 
Flick  also  indicate  the  presence  of  imido  rather  than  amido 
groups  in  wool.  The  fact  that  wool  absorbs  nitrous  add,  and 
combines  with  phenols,  which  is  supposed  to  indicate  the  pres- 
ence of  amido  groups,  may  be  explamed  by  the  formation  of 
nitrosamines  with  the  imido  groups,  which  would  also  yield  col- 
ored derivatives  with  phenols. 

•  The  acid  nature  of  wool  accounts  for  the  possibility  of  the  formation  ol 
compounds  of  the  fibre  with  various  metallic  salts,  alkalies,  and  meialljc  oxides, 
and  therefore  for  the  difference  in  behavior  ia  dyeing  between  wools  which  have 
been  scoured  witb  alkaline  carbonates  or  treated  with  metallic  salts  or  hard  water 
and  wool  which  has  not  had  its  acid  groups  saturated  in  this  way.  It  also  accounts 
for  the  fact  that  different  wools  require  the  addition  of  different  amounts  of  acid 
to  the  dye-bath  to  give  the  same  effect.  (See  experiments  of  Gelmo  and  Suida, 
Btr.  Akad.  Wiasensckaflen.  May,  i^s) 
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The  coefficient  of  acidity,  which  is  a  figure  meaning  the  num- 
ber of  milligrams  of  caustic  potash  neutralized  by  one  gram  of 
substance,  has  been  determined  for  wool,  together  with  a  number 
of  other  albuminoids,  as  follows: 


Silk.. 


Although  the  amount  of  acid  absorbed  and  neutralized  by  wool 
may  be  thus  quantitatively  determined,  the  amount  of  alkali 
absorbed  cannot  be  so  obtained,  as  wool,  though  it  absorbs  alka- 
lies, does  not  neutralize  them.* 

By  treatment  with  concentrated  solutions  of  caustic  soda 
(80°  Tw.)  wool  absorbs  about  50  per  cent,  of  its  weight  of  sodium 
hydrate  from  solution.  Nor  can  this  alkali  be  totally  removed 
from  the  wool  by  subsequent  washing  with  water  alone,  but 
requires  a  treatment  with  acid  for  complete  neutralization.  Wool 
so  treated  exhibits  a  lessened  afifinity  for  basic  dyes,  showing  a 
probable  neutralization  to  a  greater  or  lesser  extent  of  its  acid 
component. 

The  amido  acid  of  keratin  has  received  the  name  of  lanu- 
ginic  acid,  and  has  been  prepared  by  dissolving  purified  wool 
in  a  strong  solution  of  barium  hydrate,  precipitating  the  barium 
by  means  of  carbon  dioxide,  and  after  filtering,  treating  the 
liquid  with  lead  acetate,  whereby  the  lead  salt  is  obtained.  This 
IS  decomposed  by  means  of  hydrogen  sulphide,  and  the  lanuginic 
acid  obtained,  after  evaporation,  as  a  dirty-yellow  substance 
Its  solution  in  water  yields  colored  lakes  with  the  add  and  basic 
dyestuffs,  and  also  with  the  various  mordants. 

According  to  Knecht,  lanuginic  acid  possesses  the  following 
properties:  It  is  soluble  in  water,  sparingly  so  in  alcohol,  and 
insoluble  in  ether.  Its  aqueous  solution  yields  highly  colored 
precipitates  with  the  acid  and  basic  dyestuffs;    tannic  acid  and 

•  Wool  which  has  l>een  ireated  with  a  dilute  solution  of  caustic  alkali  appar- 
ently shows  no  difference  from  untreated  wool  in  its  dyeing  properties  with  re- 
spect 10  acid  and  basic  dyes.  Thai  alkali  has  been  absorbed  by  the  wool,  how- 
ever, is  shown  by  the  fact  that  il  has  an  increased  attraction  for  such  dyes  as 
Benzopurpurin  and  Bordeaux,  which  only  dye  wool  from  a  slightly  alkaline  bath. 


byGoo'^lc 


U^OOL  AND  HAIR  FIBRES.  43 

bichromate  of  potash  also  give  precipitates.  The  following 
mordants  in  the  presence  of  sodium  acetate  also  give  precipitates: 
alum,  stannous  chloride,  copper  sulphate,  ferric  chloride,  ferrous 
sulphate,  chrome  alum,  silver  nitrate,  and  platinum  chloride. 
Lanuginic  acid  exhibits  all  the  properties  of  a  proteoid,  and  may 
therefore  be  classed  among  the  albuminoids;  it  is  soluble  in 
water  at  all  temperatures,  and  its  solution  is  not  coagulated. 
With  MiUon's  reagent  and  with  the  double  compound  of  phos- 
phoric and  tungstic  acids,  it  shovre  the  characteristic  albuminoid 
reactions.  Knecht  recommends  the  use  of  a  solution  of  wool  in 
barium  hydrate  for  the  purpose  of  animalizing  vegetable  libres. 
Cotton  so  treated  is  capable  of  beii^  dyed  vrith  acid  and  basic 
dyestuffs. 

When  heated  to  loo"  C,  lanuginic  acid  becomes  soft  and 
plastic,  and  the  majority  of  its  colored  lakes  also  melt  at  this 
temperature.  Knecht  gives  the  followii^  analysis  of  lanuginic 
acid : 

Percent 

Carbon 41.61 

Hydrogen 7.31 

Nitrogen 10.  26 

Sulphur. 3.3s 

Oxygen 3" -44 

93-97 

Though  lanuginic  acid  contains  a  notable  amount  of  sulphur  in 
its  composition,  it  is  not  blackened  by  treatment  with  sodium 
plumbite. 

When  treated  with  dilate  acids,  the  wool  fibre  does  not  appear 
to  undergo  any  appreciable  change;  although,  from  the  fact  that 
acids  are  very  readily  absorbed  by  wool  and  very  tenaciously  held 
by  it,  there  is  reason  to  believe  that  some  chemical  combination 
takes  place  between  the  fibre  and  the  acid.  It  can  be  shown,  for 
example,  that  if  wool  be  treated  with  dilute  sulphuric  acid,*  all  of 

♦  Wool  Ihat  has  been  treated  with  warm  dilute  solutions  of  sulphuric  acid 
not  only  shows  an  increased  affinity  for  acid  colors,  but  also  a  much  decreased 
aflEoity  for  bauc  colors.  Treatment  of  wool  with  cold  aqueous  or  alcoholic  solu- 
tions of  sulphuric  acid,  honever,  followed  by  washing  with  cold  water,  appears 
to  diminish  the  affimty  of  the  fibre  for  acid  colors,  from  which  it  is  concluded 
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the  acid  cannot  again  be  extracted  by  boiling  in  water  until  the 
wash-waters  are  perfectly  neutral;  and  wool  thus  prepared  has 
the  power  of  combining  with  the  various  add  cobrs  without  the 
necessity  of  adding  any  add  to  the  dye-bath.  It  is  also  true  that 
if  wool  which  has  been  treated  with  sulphuric  add  is  boiled  in 
water,  ammonium  sulphate  is  to  be  found  in  the  solution,  showing 
that  some  chemical  action  has  probably  taken  place  between  the 
add  and  some  ba^c  constituent  of  the  wool  fibre.  Hydrochloric 
add  acts  much  in  the  same  manner  as  sulphuric  acid,  althou^ 
the  amount  permanently  absorbed  by  the  fibre  is  quite  small, 
most  of  the  acid  being  removed  by  boiling  water.  Chromic  acid 
is  also  absorbed  in  like  manner,  and  no  doubt  the  usefulness  of 
bichromates  as  mordants  for  wool  depends  somewhat  on  the 
chemical  combination  between  the  fibre  and  the  chromic  acid. 
With  nitric  acid  wool  behaves  somewhat  differently,  for  unless 
the  add  be  very  dUute  and  the  temperature  low,  the  fibre  will 
assume  a  yellow  color,  which  is  probably  due  to  the  formation  of 
xanthoproteic  acid.  Formerly  thb  yellow  color  was  supposed  to 
be  due  to  the  formation  of  picric  acid,  but  this  view  is  erroneous. 
Nitric  acid  has  a  similar  effect  on  the  skin,  the  yellow  stains  ^i^iich 
it  produces  being  a  subject  of  common  experience.  If  the 
strength  of  the  acid  is  below  4°Tw.,  the  yellow  coloration  on 
wool  is  not  very  marked,  and  in  this  manner  nitric  acid  has  been 
largely  employed  as  a  stripping  agent,  especially  for  shoddies. 

Richards  has  shown  that  by  the  action  of  nitrous  add,  wool  is 
diazotized  in  a  manner  similar  to  an  amido  compound,  and  may 
be  developed  subsequently  in  an  alkaline  solution  of  a  phenol, 
giving  rise  to  quite  a  variety  of  shades.  When  wool  is  treated 
in  the  dark  with  an  acid  solution  of  sodium  nitrite  (6  per  cent.) 
it  quickly  acquires  a  pale-yellow  color,  rapidly  changing  on  expo- 
sure to  light.     Wool  prepared  in  this  manner  is  turned  brown  by 

that  the  acid  is  fixed  in  a  somewhat  different  way  than  when  the  wool  is  heated 
with  the  add  solution.  Acidified  wool  also  shows  an  increased  power  of  dyeing 
alizarin  colois  direct.  Other  acids  have  about  the  same  effect  on  wool  as  sul- 
phuric add,  only  in  Ihe  case  of  acetic  acid  it  is  necessary  to  add  the  acid  directly 
to  the  dye-bath  in  order  to  hinder  the  fixation  of  basic  colore  or  increase  the  ab- 
sorption ot  add  colors.  (See  Gelmo  and  Suida,  Ber,  AkaA,  Wiiienidtaflett, 
May,  1905.) 
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boQing  water,  and  caustic  soda  effects  the  same  change,  the  color 
becomii^  yellow  f^ain  on  treatment  with  acids.  Stannous  chlo- 
ride in  a  warm  solution  discharges  the  brown  color.  Diazotized 
wool  appears  to  have  an  increased  attraction  for  basic  dyes  &nd  a 
lessened  affinity  for  the  acid  dyes.  Exposure  to  light  bleaches 
diazotized  wool,  which  is  then  turned  orange  by  alkalies,  and 
not  brown.  The  following  colors  may  be  obtained  by  treating 
diazotized  wool  with  various  phenols  in  alkaline  solution: 

PlKnoL  Color.  Ruction  witb  HiSO» 

Resordn  Oiaoge  Pale  red 

OrdD  Orange  Pile  red 

FfTogalkil  Yellowish  bTovn  Oraoge 

Fhlorcf  ludn  Bordeaux  No  change 

d-Nai^tbol  Red  Black 

/)-Naphlbol  Red  Pale  red 

When  dyed  in  connection  with  metallic  mordants,  these  phenol 
colors  are  fast  to  light,  fulling,  acids,  and  boilii^  water.  Tin 
mordants  give  yellow  and  orange  shades,  aluminium  orange,  iron 
dark  browns  and  olive  browns,  chromium  and  copper  garnet. 
Wool  treated  with  nitrous  acid  acquires  a  harsh  feel  and  is  non- 
hygroscopic. 

Its  acid  number  is  169,  and  its  iodin  number  4.7,  whereas 
untreated  wool  has  the  niunbers  88  and  18.4  respectively.  It 
also  appears  to  contain  less  nitrt^en  than  ordinary  wool  (Lidow, 
Cktm.  Centr.,  1901,  i,  703}. 

\^gnon  (Cotnpt.  Rend.,  1890,  No.  17)  has  experimented  on 
the  amount  of  heat  disengaged  by  treating  wool  with  different 
acids  and  alkalies,  with  the  following  results,  usmg  100  grams  of. 
unbleached  wool: 

Rcaaent.  CaloriM  Libanted. 

Potassium  hydrate  (normal) 14.50 

Sodium  hydrate  (normal) 34-30 

Hydrochloric  acid  (normal) 10. os 

Sulphuric  add  (normal) 10.90 

These  ^ures  are  interestmg  in  tndicatii^  the  relative  acidity 
and  alkalinity  of  the  wool  fibre. 

In  common    with  most  other  organic  substances,   wool  is 
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totally  destroyed  by  the  action  of  concentrated  mineral 
acids.* 

With  organic  acids,  wool  is  usually  reactive,  readily  absorbii^ 
oxalic,  lactic,  tartaric,  acetic,  etc.,  acids.  Tannic  acid,  however, 
is  an  exception,  and  is  not  absorbed  to  any  extent  by  the  fibre. 
But  if  wool  is  treated  in  a  boiling  solution  of  tannic  acid  and  the 
latter  fixed  in  the  fibre  by  a  subsequent  treatment  in  a  solution 
of  tartaric  emetic  (or  other  suitable  metallic  salt),  it  will  be  found 
that  the  fibre  becomes  altered  in  such  manner  that  it  no  loi^r 
exhibits  its  normal  affinity  towards  acid,  substantive,  and  mor- 
dant dyes.  Towards  basic  dyes,  however,  the  affinity  of  the 
wool  becomes  considerably  increased  by  reason  of  the  presence  of 
tannin. 

Although  so  resistant  to  the  action  of  acids,  on  the  other  hand, 
wool  is  quite  sensitive  to  alkalies;  so  much  so,  in  fact,  that  a  five 
per  cent,  solution  of  caustic  soda  at  a  boiling  temperature  will 
completely  dissolve  wool  in  five  minutes.  From  this  fact  it  is 
easy  to  understand  why  soaps,  and  scourii^  and  fulling  agents 
in  general,  should  be  free  from  appreciable  amounts  of  caustic 
alkalies.  The  weaker  alkaline  salts,  such  as  the  carbonates, 
soaps,  etc.,  are  not  so  destructive  in  their  action,  and  when  em- 
ployed at  moderate  temperatures  they  are  not  regarded  as  dele- 
terious, and  are  largely  used  in  scouring  and  fulling.  With 
respect  to  the  amount  of  caustic  alkali  necessary  to  decompose 
wool,  Knccht  found  that  on  boiling  wool  for  three  hours  with 
three  per  cmt.  (on  the  weight  of  the  wool)  of  caustic  soda  the 
fibre  was  not  disintegrated,  but  on  increasing  the  amount  to 
six  per  cent.,  complete  disintegration  took  place  and  the  wool  was 
almost  entirely  dissolved. 

The  action  of  concentrated  solutions  of  caustic  alkalies  on 
wool  is  a  rather  peculiar  one.f  Solutions  of  caustic  soda  of  a 
strength  below  75°  Tw.  will  rapidly  disintegrate  the  fibre,  but 
with  solutions  of  75''-ioo°  Tw.  the  fibre  is  no  longer  disintegrated. 


t  with  cold  concentrated  sulphuric  acid  for  a  short  time  wool 
is  nut  seriously  disintegrated;  the  fibre,  however,  suffers  a  change  in  that  it  loses 
all  affinity  for  acid  dyes,  while  it  strongly  attracts  baac  dyes.  {Text.  Rtc,  vol.  ij, 
p.  239) 

t  Kerlesi,  Ferbcr-Zeil.,  vol.  9,  pp.  35-36;   Buntrock,  ibid.,  vol.  9,  pp.  69-71. 
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but,  on  the  other  hand,  increases  from  25  to  35  per  cent,  in  tensile 
strength,  becomes  quite  white  in  appearance,  and  acquires  a 
high  lustre  and  a  silky  scroop.  The  maximum  effect  is  obtained 
by  using  a  caustic  soda  solution  of  80°  Tw.  and  keeping  the  tem- 
perature below  20°  C*  The  duration  of  the  treatment  should  not 
be  more  than  five  minutes.  The  addition  of  glycerol  to  the 
solution  of  caustic  soda  renders  the  action  of  the  alkali  more 
effective.  Wool  treated  in  this  manner  may  be  said  to  be  "mer- 
cerized," though  the  action  of  the  caustic  soda  in  this  case  is 
not  quite  analogous  to  that  in  the  mercerization  of  cotton.  From 
the  decrease  in  the  density  of  the  caustic  soda  solutions  employed, 
it  has  been  shown  that  the  wool  absorbs  a  considerable  amount 
of  sodium  hydrate  from  solution.  Whether  this  is  held  by  the 
wool  in  true  chemical  combination  has  net  been  ascertained. 
The  treated  wool  contains  but  a  small  amount  of  sulphur  com- 
pared with  that  present  in  the  original  fibre  (see  page  35);  analy- 
sis, in  fact,  shows  that  only  about  1 5  per  cent,  of  the  original  sul- 
phur remains  in  the  mercerized  wool.  The  dyeing  qualities  of  the 
latter  are  also  different  from  the  original  fibre  in  that  it  absorbs 
more  dycstuff  from  solution  and  hence  yields  heavier  shades. 
Quantitative  tests  have  shown  that  the  increase  in  the  absorption 
of  dyestuffs  is  as  follows: 

Oaas  of  Dyeitnfli.  p"?toltl 

Basic 13.5 

Add 30,0 

Substantive sj.o 

Mordanl 33.3 

Mercerized  wool  also  shows  an  increased  absorption  with 
respect  to  solutions  of  various  metallic  salts. 

The  exact  nature  of  the  action  of  caustic  soda  under  the  con- 
ditions given  is  rather  difficult  to  satisfactorily  explain.  Through 
a  microscopic  examination  of  the  treated  fibres  it  appears  that 
the  individual  scales  on  the  surface  of  the  wool  are  more  or  less 
fused  together  to  a  smooth  surface,  which  would  account  for  the 
great  increase  in  lustre.  The  additional  tensile  strength  is  prob- 
ably accounted  for  by  the  same  fact,  the  closer  adhesions  of  the 

*  Matlhews,  Jour.  Soc.  Ckem.  lad.,   vol.  21,  p.  683. 
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scales  giving  a  greater  rigidity  to  the  fibre.  The  volatile  alkalies, 
such  as  ammonia  and  ammonium  carbonate,  do  not  have  any 
marked  deleterious  effect  on  wool,  especially  at  low  temperatures; 
hence  these  compounds  fonn  excellent  scourii^  materials.  The 
hydroxides  of  the  alkaline  earths,  though  less  violent  in  their 
action  than  the  fixed  caustic  alkalies,  nevertheless  decompose  noot. 
Milk  of  lime,  even  in  the  cold,  abstracts  most  of  the  sulphur,  and 
also  causes  the  fibre  to  become  hard  and  brittle  if  the  action  b 
prolonged;  the  wool  also  loses  its  felting  quality  to  a  considerable 
extent.  Barium  hydroxide,  as  already  noted,  is  used  for  the 
decomposition  of  wool  in  the  preparation  of  lanuginic  acid. 

Towards  other  chemical  reagents  wool  is  much  more  reactive 
than  cotton,  and  either  absorbs  from  solution  or  chemically  com- 
bines with  many  substances.  The  fibre  is  quite  readily  oxidized 
when  treated  with  strong  oxidizing  agents  such  as  potassium 
permanganate  or  bichromate,  becomii^  greatly  deteriorated  in 
its  qualities. 

Towards  chloiin  wool  acts  in  a  peculiar  manner;  it  is  com- 
pletely decomposed  by  moist  chlorin  gas,  but  in  weak  solutions 
it  absorbs  a  considerable  amount  of  chlorin  and  is  strangely 
altered  in  its  properties.*  It  becomes  harsh.f  has  a  high  lustre, 
and  acquires  a  silk-Iike  feel  or  "scroop,"  at  the  same  time  losing 
its  felting  properties,  though  its  attraction  for  coloring-matters 
in  general  is  largely  increased.! 

*  Bromin  appears  to  have  a  similar  action  on  wool.  It  is  claimed  to  have 
the  advantages  over  chlorin  in  thai  it  does  not  turn  the  material  yellow,  and 
that  in  mixtures  of  dyed  and  undyed  wool  the  former  is  not  attacked.  This 
latter  statement  is  open  to  doubt. 

t  According  to  a  recent  Gennan  patent,  the  harshness  of  chlorinated  wool 
may  be  considerably  lessened  by  working  the  materia!  &rst  in  a  solution  of  a  salt 
such  as  citrate  of  zinc  or  acetate  of  iron,  or  of  sodium  stannate  or  aluminate;  this 
is  folLowed  by  a  second  bath  ot  very  dilute  alkali,  after  which  the  goods  are  ex- 
posed to  the  air.  The  author,  however,  has  not  been  able  to  obtain  any  satisfac- 
tory results  on  testing  this  process, 

}  Chlorinated  -wool  finds  quite  a  number  of  applications  in  practice.  The 
process  is  used,  fof\instance,  for  the  purpose  of  imparting  a  silk-like  gloss  lo  the 
fibre.  Again,  if  yari^  of  chlorinated  wool  and  ordinary  wool  are  woven  together 
in  pattern,  and  the  fatric  afterwards  fulled,  since  the  chlorinated  wool  does  not 
felt  it  mil  not  shrink  op  like  the  remainder  o(  the  yam,  and  in  consequence  the 
patlem  will  be  brought\out  with  very  good  effect;    a  great  variety  of  novdlies 
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With  neutral  metallic  salts  -wool  does  not  seem  very  reactive, 
as  it  does  not  absorb  them  appreciably  from  their  solutions. 
With  salts,  however,  which  are  acid  in  reaction  and  are  capable 
of  being  easily  dissociated,  such  as  alum,  ferrous  sulphate,  etc., 
the  wool  fibre  possesses  considerable  attraction,  especially  when 
boiled  in  their  solutions*  , 

With  r^ard  to  coloring-matters,  wool  is  the  most  reactive 
of  all  the  textile  fibres,  combining  directly  with  acid,  basic,  and 
most  substantive  dycstuffs,  and  yieldii^,  as  a  rule,  shades  which 
are  much  faster  than  those  obtained  on  other  fibres. 

There  have  been  various  opinions  put  forward  as  to  the 
influence  in  dyeii^  of  the  active  chemical  groups  in  wool.    If 


may  be  produced  in  this  matwer.  Finally,  the  property  of  chlorinated  wool 
to  take  up  more  dyestuS  than  ordinary  wool,  when  dyed  in  the  same  bath,  is 
also  utilized;  and  fabrics  with  beautiful  two-color  effects  may  be  easily  obtained 
in  this  manner  by  weaving  (be  chlorinated  wool  into  designs  with  ordinary  wool 
and  afterwards  dyeing  with  suitable  coloring-matter*. 

The  chlorination  of  the  woolen  yam  is  carried  out  in  practice  as  follows:  The 
material  is  well  freed  from  all  greasy  matters  by  a  preliminary  scouring;  this  must 
be  very  thorough,  otherwise  good  results  will  not  be  obtained,  as  the  yam  is  liable 
to  finish  up  very  uneven.  A  steeping  in  hydrochloric  acid  next  takes  place;  the 
solution  should  be  cold  and  have  a  density  of  i  J"  Tw.  The  wool  should  be  left 
in  this  bath  for  twenty  minutes.  It  is  next  passed  into  a  solution  of  bleaching 
powder  standing  at  3°  Tw.  and  worked  for  ten  minutes,  after  which  it  is  agun 
treated  with  the  solution  of  hydrochloric  acid  and  washed  thoroughly.  It  is 
said  that  sodium  hypochlorite  is  better  to  use  than  chloride  of  lime,  and  sulphuric 
acid  is  preferable  to  hydrochloric,  showing  less  tendency  to  turn  the  material 
yellow.  The  yellow  color  due  to  the  chiorin  may  be  removed  by  treatment 
with  sulphurous  add. 

•Schellens{,lreft.PAa™t.,  1905,  p.  617)  has  furnished  some  interesting  experi- 
ments showing  the  relative  power  of  fixation  of  metallic  salts  possessed  by  van- 
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the  phenomena  of  dyeing  were  principally  of  a  chemical  nature 
we  would  expect  this  influence  to  be  a  considerable  one.  In 
the  case  of  acid  and  basic  dyes,  we  have  to  deal  with  bodies 
possessing  definite  chemical  characteristics;  that  is  to  say,  acid 
dyes  are  acid  in  nature,  while  basic  dyes  have  basic  properties. 
From  the  facts  already  put  forward  that  wool  consists  principally 
of  an  amido-acid,  and  is  therefore  capable  of  exhibiting  both  acid 
and  basic  properties,  it  would  be  natural  to  expect  that  in  dyeing 
with  acid  coloring-matters  there  would  be  (to  some  degree  at 
least)  the  formation  of  a  compound  between  the  acid  of  the  dye- 
stuff  and  the  base  of  the  wool;  and  likewise,  in  dyeing  with  basic 
coloring-matters  the  basic  portion  of  the  dyestuff  would  combine 
with  the  acid  portion  of  the  wool.  That  such  a  combination  in 
reality  does  take  can  hardly  be  doubted,  for  many  experimental 
facts  have  been  adduced  leading  to  such  a  conclusion.  Aside 
from  the  fact  that  wool  combines  directly  with  acid  and  basic 
coloring-matters,  it  has  also  been  shown*  that  when  the  active 
chemical  groups  in  the  fibre  are  neutralized  by  proper  chemical 
treatment,  the  reactivity  of  wool  towards  acid  and  basic  dyes  re- 
spectively is  much  decreased.  The  acid  nature  of  wool  may 
be  almost  completely  neutralized  by  acetylation  with  acetyl 
chloride,t  and  the  resulting  f.bre  shows  but  very  slight  reactivity 
towards  basic  dyes,  and  a  corrcspondii^ly  increased  reactivity 
towards  acid  dyes. 

•  Suida,  Firber-Zcit.,  190;. 

t  Suida  has  found  that  when  wool  is  heated  with  acetj'l  chloride  at  the  tem- 
perature of  the  nater-balh  a  copious  evolution  of  hydrochloric  add  takes  place, 
indicating  Ihc  formation  of  an  acetyl  compound.  Wool  which  has  been  thus 
treated  and  (reed  from  all  eicess  tf  the  reagent  by  alternate  rinsing  with  alcohol 
and  water  is  found  lo  have  lost  to  a.  great  extent  its  affinity  for  the  basic  color- 
ing-matters. Wool  treated  with  acetic  anhydride  shows  the  same  effect.  Micm- 
scopical  examination  in  both  cases  docs  not  exhibit  any  structural  modifications 
in  the  fibre.  On  healing  wool  which  has  been  treated  in  Ibis  manner  with  a 
weak  solution  of  ammonium  carbonate  (a  reagent  which  is  capable  of  saponify- 
ing acetyl  compounds),  the  wool  again  regains  its  normal  character  with  respect 
to  its  behavior  towards  basic  dyestuSs.  A  change  of  the  same  character  in 
wool  is  produced  by  heating  the  £bie  on  the  water-bath  with  alcohol  in  the  pies- 
ence  of  a  small  amount  of  strong  sulphuric  acid.  This  treatment  also  appears 
to  form  an  ester  which  is  saponified  by  treatment  afterwards  with  an  alkali,  so 
that  the  wool  regains  its  original  condition. 
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If  wool  is  left  in  a  warm  place  in  a  moist  condition  so  that 
the  fibre  does  not  have  free  access  to  plenty  of  fresh  air,  ii  will 
soon  develop  a  fungoid  growth  or  mildew  in  spots.     This  causes 
the  fibre  to  become  tender  and  eventually  rot.     This  fungoid 
growth  will  develop  without  any  sizing  ingredients  or  other  for- 
eign matter  being  present  on  the  fibre.     It  rapidly  attacks  the 
scales  on  the  surface  of  the  fibre, 
and  then  eats  into  the  inner  sub- 
stance of  the  wool.      Under  the 
microscope    (see    Fig.    i6)    this 
fungoid  growth  appears   as  two 
forms:    (a)  Small   elliptical  cells 
which  adhere  to  the  surface  of 
the  fibre  and  spread  out  from  it; 
they  seem  to  colonize  especially 
at  the  joints  of  the  scales;  {b)  a 
tree-like    growth    consisting    of 

several  cells  joined  together  and  Fig.  i6.— Wool  Fibres  Attacked  by 
branching  off  from  one  another;  ^'■'<''^"-    <><  3°°' 

these  grow  over  the  fibre  as  a  "•  *""«"=  growing  in  jointed  cells,  tree- 

1  .     ,     r  [-1         •    .  .  11        like:  A,  funfTusiFrowinB  in  isolated  cells. 

kind  of  amy  mtegumait,  and  do  ^^^.^t.  C,  „.ho,.) 

not  appear  to  corrode  the  wool 

as  rapidly  as  the  first  kind  of  cells.  Mildew  is  especially  apt  to 
develop  on  woolen  material  which  contains  a  small  amount  of 
alkali,  the  alkaline  reaction  probably  being  favorable  to  the 
growth  of  the  fungus.* 

3-  Microchemical  Reactions. — The  chemical  reactions  of  the 
wool  fibre  under  the  microscope  are  not  as  characteristic  as  its 
physical  structure.  With  concentrated  hydrochloric  or  sulphuric 
acid  the  fibre  gradually  dissolves  with  a  red  coloration;  with 
nitric  acid  it  dissolves  with  much  difficulty  and  with  a  yellow 
color;  ammoniaca!  copper  oxide  causes  the  fibre  to  distend  con- 
siderably with  gradual  disintegration,  bringing  the  scale  mark' 
ings  into  prominence;  solutions  of  copper  or  ferric  sulphate 
slain  the  fibre  black. 

•  Hence  the  tendency  of  wool  dyed  in  the  indigo-val  to  develop  mildew  stains. 
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4.  Hygroscopic  Quali^. — Wool  is  more  hygroscopic  than  any 
other  fibre,  but  the  amount  of  moisture  it  will  contain  will  vary 
considerably  according  to  the  humidity  and  temperature  of  the 
surrounding  atmosphere.  Under  averse  conditions,  however, 
it  will  contain  from  1 2  to  1 4  per  cent,  of  absorbed  moisture.  The 
hygroscopic  quality  of  wool  is  a  subject  of  considerable  importance 
in  the  commercial  handling  of  this  fibre,  for  the  weight  of  any 
given  lot  of  wool  will  vary  within  large  limits  in  accordance  with 
climatic  conditions;  that  is  to  say,  the  shipment  of  wool  from  one 
locality  to  another  of  dilTerent  humidity  and  temperature  will 
cause  a  loss  or  gain  in  the  apparent  weight  of  the  material.  So 
important  a  factor  has  this  become  in  the  commercial  relations 
between  wool-dealers,  that  conditionii^  houses  for  wool  have 
been  established  in  many  European  centres  for  the  purpose  of 
carefully  ascertaining  the  actual  amount  of  fibre  and  moisture 
present  in  any  given  lot  of  wool,  the  true  weight  being  based  on  a 
certain  standard  percent^e  of  moisture,  or  so-called  "regain." 
This  percentage  varies  somewhat  with  the  character  of  the  material 
and  also  the  conditioning  house,  ranging  from  16  to  19  per  cent. 
The  hygroscopic  quality  of  wool  also  has  an  important  bearing 
on  the  spinning  and  finishing  processes  for  this  fibre,  it  being 
necessary  to  maintain  a  definite  and  uniform  condition  of  moisture 
in  order  that  the  best  results  be  obtained  in  the  spinning  of  yams 
and  the  finishing  of  the  woven  fabric.  The  wool  fibre  also 
appears  to  possess  a  certain  amount  of  water  of  hydration,  which 
is  no  doubt  chemically  combined  in  some  manner  with  the  f.bre 
itself;  for  it  has  been  observed  that  wool  heated  above  100°  C. 
becomes  chemically  altered  through  a  loss  of  water  at  that  tempera- 
ture. This  will  no  doubt  explain  the  fact  that  air-dried  wool 
is  superior  in  quality  to  that  dried  by  means  of  artificial  heat, 
which  usually  signifies  a  rather  elevated  temperature.  According 
to  Persoz,  the  destructive  action  of  high  temperatures  on  the 
wool  fibre  may  be  prevented  by  saturating  the  material  with  a 
10  per  cent,  solution  of  glycerol,  after  which  treatment  the  wool 
may  be  exposed  to  a  temperature  of  140°  C.  without  being  affected. 
The  explanation  of  this  action  is  no  doubt  to  be  found  in  the  fact 
that  glycerol   holds  water  with  considerable  energy,  and  even 
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at  these  elevated  temperatures  all  of  the  moisture  originally 
present  in  the  wool  is  not  driven  out  of  the  fibre.  In  order  to 
economize  time,  it  is  sometimes  necessary  to  dry  wool  rather 
quickly  by  the  use  of  suitable  machinery  and  high  temperatures. 
Where  a  proper  regulation  of  the  temperature  is  possible,  the  wet 
wool  may  be  subjected  to  quite  a  high  degree  of  heat  without 
injury,  for  the  fibre  itself  does  not  become  heated  up,  due  to  the 
rapid  evaporation  of  the  moisture.  As  the  fibre  becomes  drier, 
however,  it  is  important  that  the  temperature  fall,  so  that  at  the 
end  of  the  operation,  when  the  wool  has  become  dried  to  its 
normal  content  of  moisture,  the  temperature  should  be  that  of 
the  atmosphere. 

Too  much  importance  cannot  be  attached  to  the  proper  dry- 
ing of  wool  in  all  of  its  stages  of  manufacture,  either  in  scouring, 
dyeing,  washing,  or  iinishing.  If  wool  is  overdried,  that  is,  if 
(he  moisture  in  it  is  reduced  to  an  amount  much  less  than  that 
which  it  would  normally  contain,  inferior  goods  will  always  be  the 
result,  for  the  intrinsic  good  qualities  of  the  fibre  become  greatly 
depreciated  every  time  such  a  mistake  is  committed. 

The  following  table  shows  the  percentage  of  moisture  in  air- 
dried  wool  and  when  exposed  to  an  atmosphere  saturated  with 
moisture,  as  compared  with  the  same  values  for  other  fibres: 


Fibre. 

Air-dry. 

stunted. 

Pibrf. 

Air-drv. 

Satu»t^ 

Wool 

8-14 

30 

30 

18 

Manila  hemp,  ... 

8-12 

6 
5-8 

40 

FUx. 

'3 

Ramie 

5.  Conditioning  of  Wool. — In  speaking  of  the  hygroscopic 
quality  of  wool,  it  was  mentioned  that  this  fibre  was  capable  of 
absorbii^  a  considerable  amount  of  moisture,  and  that  this  amoimt 
varied  within  rather  large  limits,  depending  upon  the  conditions 
of  temperature  and  humidity  of  the  air  to  which  it  may  be  exposed. 
It  may  be  readily  understood  from  these  facts  that  in  the  buying 
and  selling  of  wool  and  woolen  goods  upon  a  basis  of  weight,  the 
question  as  to  how  much  moisture  is  present  becomes  of  great 
practical   importance   in   determining   the   money   value   of   the 
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operation.  In  Engknij  and  on  the  continent  of  Europe,  this 
fact  has  been  recognized  for  some  time,  and  there  have  been 
established  at  the  various  European  wool-centres  official  labora- 
tories where  the  percentage  of  moisture  in  raw  wool  or  in  manu- 
factured woolen  material  is  carefully  ascertained,  and  the  sales 
are  based  on  the  actual  amount  of  normal  wool  fibre  contained 
in  the  lot  examined.  These  official  laboratories  *  are  called  "  con- 
ditioning houses,"  and  the  process  of  determining  the  amount  of 
moisture  in  the  wool  is  tenned  "conditioning."  In  the  condi- 
tioning of  wool  the  operation  is  carried  out  as  follows;  Repre- 
sentative samples  are  taken  from  the  lot  under  examination; 
these  are  mixed  together,  and  three  test  samples  of  }  to  i  lb.  each 
are  taken.  The  test  sample,  after  being  carefully  we^hed,  is 
placed  in  the  conditioning  apparatus  and  dried  to  constant  weight 
at  a  temperature  of  io5°-iio°C.  (220*  F.).  This  weight  repre- 
sents the  amount  of  dry  wool  fibre  present  in  the  sample,  the  loss 
in  weight  represents  the  amount  of  moisture  the  wool  contained. 
The  amount  of  normal  wool  is  obtained  by  adding  to  the  dry 
weight  of  the  wool  the  amount  of  moisture  supposed  to  be  present 
in  the  air-dried  material  under  normal  conditions  of  humidity  and 
temperature.  The  added  amount  is  termed  "regain,"  and  is 
officially  fixed  by  the  conditioning  house.  This  permissible 
percentage  of  regain  varies  with  the  form  of  the  manufactured 
wool;  the  conditioning  house  at  Bradford, f  England,  for  instance, 
has  established  the  following  fgures : 

Wools. 16 

Tops  combed  with  oil.  . 19 

Tops  combed  without  ca\. iSJ 

Noils .  14 

Worsted  yams iSJ 

•  The  first  official  conditioning  house  was  established  at  Lyons  in  1805  for 
the  conditioning  of  silk. 

t  The  system  of  conditioning  adopted  at  Bradford  is  as  followa:  The  weighti 
of  the  packages  and  conditions  are  taken  by  three  persons  independently  on 
senMlive  scales  which  are  adjusted  weekly.  These  scales  have  a  weighing  capacity 
from  one-half  pound  to  ten  tons.  In  making  the  tests  tor  moisture,  the  samples 
are  carefully  selected  from  various  pans  of  the  packages.  The  amount  of  the 
material  taken  for  this  purpose  ts  for  wools,  noils,  and  wastes,  about  two  pounds 
from  each  package;  for  tops,  three  balls;  for  yarns  in  hank,  about  four  pounds 
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The  conditioning  house  at  Roubak,  on  the  Continent,  allows 
following  percentages  for  regain  on  woolen  materials:* 

WooU. i4i 

Tops i8l 

Woolen  y&nu. 17 

Tlie  percentage  of  regain  allowed  at  Bradford  is  considerably 
higher  than  would  be  indicated  by  the  amount  of  moisture  in 
woolen  materials  in  the  vicinity  of  Philadelphia.  The  author 
has  found  from  many  conditioning  tests  at  the  Philadelphia 
Textile  School  that  woolen  yams  will  average  about  10  per  cent, 
of  moisture,  worsted  tops  (in  the  oil)  and  loose  wool  about  12 
per  cent.,  and  woven  fabrics  of  wool  about  8  to  9  per  cent.  This 
would  correspond  to  a  regain  on  the  dry  weight  as  follows: 

Woolen  Tarns. 11.  i 

Woisted  tops  and  loose  nool 13.6 

Woolen  cloth 9.9 

in  1100  pounds;   for  yams  on  bobbins  or  tubes,  twenty  to  forty  bobbins  or  lubes, 
and  (or  yaita  on  oones,  cheeses,  etc.,  five  to  fifteen  pounds. 

The  standard  regains  and  allowances  are  as  follows: 

WooU  and  waste,  for  moisture,  a  regain  of  16  per  cent.,  equal  to  a  oza.  3}  dn. 
per  lb. 

Tops  combed  with  oil,  for  moisture,  a  regain  of  19  per  cent.,  equal  to  a  on. 
9  dts.  per  ]b. 

Tops  combed  without  <h1,  for  moisture,  a  regain  of  rSJ  per  cent.,  equal  to 
1  ois.  •j\  drs.  per  lb. 

Ordinary  noils,  for  moisture,  a  regain  of  14  per  cent.,  equal  to  i  ot.  15)  dr>. 
per  lb.     Clean  noils,  a  regain  of  16  per  cent.,  equal  to  a  oz.  3J  drs.  per  lb. 

Yams,  worsted,  tor  moisture,  a  regain  ot  i8i  per  cent.,  equal  to  a  ozs.  7J  drs. 
per  lb. 

Yams,  cotton,  for  nunsture,  a  regain  of  S)  per  cent.,  equal  to  1  oz.  4  drs.  per  lb. 

Yams,  silk,  for  moisture,  a  regain  of  11  per  cent.,  equal  10  1  oe.  9}  drs.  per  lb. 

Cloths,  woisted  and  woolen,  a  regain  of  16  per  cent.,  equal  to  a  ozs.  3\  drs. 
per  lb. 

*  The  International  Congress  at  Turin  (1875)  fixed  the  amount  of  "regain" 
for  different  textile  fibres  as  follows: 

Silk II     per  cent. 

Wool(tops> i8t   "       ■' 

Wool  (yam) 17      "       " 

Cotton 81   •'       " 


K 


lew  Zealand  hemp. . 
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In  order  to  give  fair  regains  for  commercial  purposes,  the  author 
would  recommend  for  woolen  yams  a  r^ain  of  ii  per  cent.,  for 
tops  and  roving  and  loose  wool,  15  per  cent.,  and  for  wool  cloth 
II  per  cent.  For  silk  the  regain  allowed  should  be  11  per  cent., 
and  for  cotton  and  vegetable  fibres  in  general  the  regain  should 
be  7  per  cent. 

In  the  United  States  Government  specifications  for  army 
blankets,  etc.,  of  wool,  a  r^atn  of  11  per  cent,  is  allowed. 

The  method  of  calculating  the  amount  of  normal  wool  may 
be  illustrated  by  the  following  example:  A  lot  of  1000  lbs.  of  loose 
wool  was  submitted  for  conditioning;  ten  samples  of  i  lb.  each 
were  taken  from  different  parts  of  the  lot;  these  were  mixed 
together  and  three  samples  of  250  grams  each  were  taken  for 
testing.  On  drying  to  constant  weight  the  three  samples  lost, 
respectively,  (i)  12.25  P^''  cent.,  (2)  12.30  per  cent.,  (3)  12.22  per 
cent.,  making  the  loss  12.26  per  cent.  Hence  in  the  entire  lot 
of  1000  lbs.  of  wool  there  were  132.6  lbs.  of  moisture  or  1000— 
122.6-^877.4  lbs.  of  dry  wool.  The  permissible  amount  of 
regain  in  this  case  was  1 5  per  cent. ;  hence  the  amount  of  normal 

wool  would  be  1877.4X — 1+877.4  =  1009  lbs.  instead  of  1000 

lbs. 

The  apparatus  employed  for  the  conditioning  test  is  usually 
one  of  such  a  construction  as  to  be  especially  adapted  for  the 
purpose.  The  form  may  differ  somewhat  in  details  with  different 
makers,  but  a  typical  conditioning  oven  may  be  described  as 
follows : 

The  apparatus  consists  of  an  upright  oven  heated  by  a  flame 
placed  in  the  lower  chamber.  An  even  temperature  is  main- 
tained by  so  conducting  the  currents  of  heated  air  that  they  pass 
completely  around  the  inner  chamber  or  oven  containing  the 
sample  to  be  tested  (sc-e  Fig.  17).  A  thermometer  projecting  into 
the  oven  from  above  is  employed  for  indicating  the  temperature, 
and  this  may  be  maintained  at  the  desired  point  by  a  proper  regu- 
lation of  the  supply  of  heat.  The  material  to  be  conditioned,  in 
whatever  form  (as  loose  wool,  yam,  etc.),  is  placed  in  a  wire  basket 
suspended  from  one  arm  of  a  balance  fixed  outside  and  above  the 
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oven ;  the  weight  of  the  basket  and  its  contents  is  counterpoised 
by  placing  definite  weights  on  a  scale-pan  suspended  from  the 
other  arm  of  the  balance.  As  the  material  diminishes  in  weight 
through  the  volatilization  of  its  moisture,  the  loss  is  noticed  from 
time  to  time  by  ronovii^  the  necessary  weights  from  the  scale-pan 


Fig.  17. — Conditioning  Apparatus. 

in  order  to  restore  the  equilibrium  of  the  balance.  When  the 
weight  becomes  constant  after  heating  at  no*  C,  the  total  loss  is 
recorded,  and  this  figure  represents  the  amount  of  moisture 
which  was  originally  present  in  the  material  tested.  The  balance 
is  usually  enclosed  in  a  suitable  case  in  order  to  protect  it  from 
draughts  of  air  whereby  its  sensibility  would  be  impaired. 
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Another  form  of  conditioning  apparatus  of  somewhat  different 
shape  is  shown  in  Fig.  i8. 


Fig.   iS. — Another  Form  cf  Conditioning  Apparatus. 

6.  Calculations  Involved  in  Conditioning. — In  the  condition- 
ii^  of  wool  (or  of  any  other  textile  material),  there  are  certain 
calculations  necessary  which  it  may  be  advisable  at  this  point 
to  explain.  The  two  principal  calculations  to  be  made  involve 
the  determination  of  the  percentage  of  moisture  based  on  the 
weight  of  the  material  as  taken  for  the  test  (that  is,  on  its  moist 
weight),  and  then  the  determination  of  the  conditioned  weight 
of  the  material  based  on  a  definite  percentage  allowance  of 
"regain,"  this  percentage  being  calculated  on  the  dry  weight 
of  the  material.  The  different  problems  in  conditioning  will  now 
be  taken  up,* 

*  See  Persoz,  Eisai  ics  Matiirts  TexliUi. 
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(i)  If  a  weight  {w)  of  material  after  drying  shows  a  weight 
(a),  what  percentage  {x)  of  moisture  does  it  contain  ? 

w— o— loss  in  weight  on  drying  =  moisture. 

Xioo^ar,  percent,  of  moisture. 


(a)  If  a  quantity  of  material  of  weigl  t  {w)  contains  x  per  cent. 
of  moisture,  what  is  its  dry  weight  {a)  ? 


"H^y 


(3)  If  from  a  weight  {W)  of  material  there  is  taken  a  sample 
of  weight  (w)  and  the  dried  weight  of  this  is  found  to  be  (a), 
what  will  be  the  conditioned  weight  (C)  of  the  material,  allowing 
a  r^ain  of  {R)  per  cent.  ? 

The  dry  weight  {A)  of  the  entire  material  will  be 


w 
and  the  conditioned  weight  will  be 


=,Vxi(.+A). 

■w\      looj 


(4)  A  substance  is  conditioned  with  a  r^ain  of  (Jf)  per  cent., 
what  percentage  of  moisture  (x)  does  it  contain? 
We  have  the  proportion 

loo+Jg    100 
R      °  w  ' 
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The  following  table  shows  the  percentage  of  moisture  in  any 
material  corresponding  to  a  deiinlte  percentage  of  n^ain. 


Per  Cent.  R^tin. 

PefC«it.a£MoiUiin. 

Per  Cent.  R«B»io. 

PerCeiit.ofMa<tun. 

4.76 

13 

7 

6 

54 

'3 

5° 

t 

98 

7 

4' 

15 

13 

04 

s-s 

7 

83 

9 

14 

S3 

9 

09 

'S 

IS 

.667 

(5)  If  a  material  contains  (x)  per  cent,  of  moisture,  what  will 
be  the  corresponding  percentage  of  regain  (R)  ? 

This  is  the  reverse  of  the  previous  problem.     We  have 


R  =  - 


The  following  table  shows  the  percentage  of  regain  of  any  material 
corresponding  to  a  definite  percentage  of  moisture. 


PerCen 

.  of  Moisture. 

Per  Cent.  ReK.in. 

Per  Cent,  of  Moisture. 

PerCen 

Regwu. 

S.16 

6.38 

14 

65 

8,70 

9 

9.89 

17 
18 

"-36 

'9 

23 

46 

n 

13-64 

IS-OO 

(6)  If  a  material  is  required  to  possess  a  definite  conditioned 
■weight  (C),  what  percentage  of  regain  {R)  must  be  applied  to 
the  dry  weight  (o)  ? 

We  have  the  proportion 
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(7)  If  the  dry  weight  (a)  of  any  material  is  given,  what 
quantity  of  water  (q)  would  it  have  to  absorb  in  order  to  con- 
tain ix)  per  cent.  ? 

We  have  the  proportion 


«-r 


The  weight  (W)  of  the  material  after  absorbing  the  moisture 
would  be 

a  +  q, 


(8)  If  the  dry  weight  (a)  of  a  material  is  given,  what  would 
be  its  conditioned  weight  (C),  allowing  (R)  percentage  of  regain? 

We  have  in  this  case 

(9)  If  the  conditioned  weight  (C)  of  a  material  is  given  with 
a  percentage  of  regain  (R),  what  is  its  dry  we^ht  (a)  ? 

From  the  previous  formula  we  have 

looC 

(10)  If  the  percentage  of  mobture  (x)  is  known  in  a  material, 
what  will  be  the  conditioned  weight  (C),  allowing  a  regain  of 
{R)  per  cent.? 

The  dry  weight  (a)  will  be 


100/ 
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Therefore  the  conditioned  weight  with  (R)  per  cent,  r^ain  will  be 


^°y     100/ V     100/ 


(11)  If  the  original  weight  (W)  of  a  material  is  known  and 
also  its  conditioned  weight  (C),  what  percentage  difference  in 
weight  (Z>)  would  there  be  between  the  original  weight  and  the 
conditioned  weight? 

We  have  the  proportion 


W-C     D  ' 

■r.       100(W-C) 

therefore  D-  — ^ '. 

There  would  be  a  gain  or  loss  by  conditioning  according  to  whether 
[W)  is  greater  or  less  than  (C). 

(12)  If  the  conditioned  weight  (C)  of  a  material  is  given  and 
also  its  percentage  difference  (D)  on  conditioning,  find  the  original 
weight  (W)  of  the  substance. 

From  the  previous  formula  we  have 

ioo~D 

(13)  If  the  original  weight  (W)  of  a  material  is  known  and 
also  the  percentage  difference  (Z>)  on  conditioning,  find  the 
conditioned  weight  (C). 

From  the  previous  formula  we  have 

^    W{ioo-D) 
100 

(14)  If  a  material  contams  (*)  per  cent,  of  moisture,  calcu- 
late the  difference  (d)  between  its  original  weight  (W)  and  its 
conditioned  weight  (C)  with  a  regain  of  (fl)  per  cent. 
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This  difference  is 

d-W-C, 

and  from  the  fonnula  under  (lo)  we  have 

hence  d= — '^ -. 

10,000 

If  (W)  in  this  formula  b  taken  as  equal  to  100,  the  expression 
becomes  simplified  to 


,.n.{r^^y-R. 


According  to  the  value  of  {x)  this  difference  will  be  positive  or 
negative;  that  is  to  say,  the  material  will  lose  or  gain  by  condi- 
tioning. 

It  a:  is  greater  than — „ 

there  will  be  a  loss. 

If  X= T-^ 

the  fibre  will  be  in  its  conditioned  state. 

.     .,  ■    .        ,  iooR 

Fmally,  if  -  .       - 

the  material  will  gain  in  weight  by  conditioning. 

(is)  If  the  difference  (d)  between  the  original  weight  (W) 
of  a  material  and  its  conditioned  weight  (C)  at  a  regain  of  (R) 
per  cent,  is  known,  find  the  percentage  of  moisture  {x)  in  the 
material. 
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This  is  the  reverse  of  the  preceding  problem  and  may  be 
solved  by  taking  the  reciprocal  of  the  formula  for  (d),  as  follows: 

ioo(WR  +  iood) 
"^     W{ioo+R)    ' 

If  we  take  the  original  we^ht  as  equal  to  loo  and  call  {D)  the 
correspondii^  difference,  the  expression  becomes 

ioo(Jg+Z') 


loo+R 


It  is  necessary  to  remember  in  these  formulas  that  the  value  of 
(d)  or  (Z>)  is  positive  only  if  the  original  weight  is  greater  than 
the  conditioned  weight;  if  the  contrary  is  the  case,  the  difference 
will  be  of  a  negative  value.  For  example,  a  sample  of  wool 
loses  2  per  cent,  on  conditioning  at  15  per  cent,  regain;  hence 
it  contains 

ioo(i';  +  2) 

7 =14.7  per  cent,  moisture, 

100  +  15        ^  '  ^  ' 

whereas  if  it  gains  2  per  cent,  in  weight  by  conditionii^,  we  have 

100(15-2) 


100  +  15 


=  11.3  per  cent,  moisture. 


(16)  A  sample  of  material  shows  a  difference  in  weight  of 
(D)  per  cent,  on  conditioning  at  (R)  per  cent,  regain,  what  dif- 
ference {ly)  would  there  be  if  conditioned  at  a  r^ain  of  {R')  per 
cent.  ? 

If  we  call  the  dry  weight  (a),  then 


Z>=ioo-ai 

i?'  =  IOO-<7(l  + 


100/ 
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Hence,  by  eliminating  (a),  we  have 

TV    Ooo+-g)P-'OQ(Jy-Jg) 
^~  loo-k-R 


This  problem  will  often  arise  in  practice  where  two  different 
sets  of  regains  are  to  be  allowed.  For  example,  a  sample  of  wool 
conditioned  at  a  regain  of  15  per  cent,  loses  0.4  per  cent,  in 
weight,  how  much  would  it  lose  if  the  regain  allowed  was  17 
per  cent,? 

^    (117X0.4)- (100X2) 

■^^^ — 7^5 "    "'-^  P"  '=^*-' 

that  is  to  say,  the  fibre  would  gain  1.3  per  cent,  in  weight. 

(17)  A  sample  of  material  on  conditioning  at  a  r^ain  of  {R) 
per  cent,  shows  a  loss  of  (Z>)  per  cent.,  what  regain  would  have  to 
be  adopted  in  order  that  the  loss  may  be  {V)  per  cent.? 

From  the  previous  formula  we  have 

_,    ioo(iJ+Jg)-Zy(ioo+fi) 


(18)  If  the  conditioned  weight  (C)  at  a  r^ain  of  {R)  per 
cent,  is  known,  calculate  the  conditioned  weight  (C)  at  a  r^ain 
of  {R')  per  cent. 

From  the  formula  under  (8)  we  have 

C_     100+^ 
C'°ioo+Jf' 

hence  C'-'C —^, 

loo  +  R 

(19)  In  a  textile  material  consisting  of  two  kinds  of  fibres, 
if  the  percentage  conditioned  amounts  of  the  two  fibres  are 
known,  (C)  and  (C),  and  their  resptective  regains  are  (J?)  and 
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(Sf),  what  will  be  the  average  regain  (r)  and  the  average  amount 
of  moisture  (x)  in  the  mixture? 

If  (C)  and  (C)  are  the  conditioned  weights  of  the  two  fibres, 
their  dry  weights  (A)  and  (A')  would  be 


looC  ,     ,,      looC 

A  — -s    and    A'  = -5;; 

loo  +  R  Joo+Rf' 


the  average  moisture  would  be 

hence  ^=^°°D  "(l^  +  ^S^)]- 

The  average  regain  would  be 


For  example,  suppose  we  have  conditioned  a  yam  composed  of 
65  per  cent,  of  wool  and  35  pier  cent,  of  cotton,  with  respective 
regains  of  15  and  7  per  cent.    Then 


x=g.6  per  cent,  moisture, 
r=io.6  per  cent,  average  r 


(20)  In  a  textile  of  mixed  fibres  if  the  proportion  (P)  and  (P") 
of  the  two  fibres  is  known  on  the  dry  weight  {A),  together  with 
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the  moisture  (x)  lost  on  drying,  what  would  be  the  conditioned 
we^ht  (C)  of  the  material,  allowing  {R)  and  {R')  respectively  as  the 
regains  for  the  two  fibres? 
We  have 


— i4=  amount  of  second  fibre, 

lOO 


/PA      R  \    PA 

I  —  X — )+  —  —conditioned  weight  of  first  fibre. 

\ioo    100/     100  ^ 

/P'A     R"  \    P'A 

{ X — }  + =conditioned  weight  of  second  fibre. 

VlOO        100/       1CX3  ^ 

Adding  these  two  terms  gives  us 

,/      PR  +  P'R'\  _,.  .      J      .  ,_     ,      . 

A\i-\ 1  =-  conditioned  weight  of  entire  matenal. 

For  example,  suppose  a  yam  contains  60  per  cent,  of  wool  and 
40  per  cent .  of  cotton  on  a  dry  weight  of  85  lbs. ,  allowmg  respective 
regains  of  15  and  7  per  cent.,  what  would  be  the  conditioned 
weight  of  the  yam  ? 
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Tasle  sHowtNO  THE  CoNDinoHED  Weioht  or  loo  Lbs.  or  any  Matekiai. 
wns  Regains  or  7,  11,  and  15  Per  Cent.,  contaihimo  DmeKENT 
Amounts  op  Moistube. 


Percent. 

Percent. 

Uotoure. 

Per^t. 

Percent. 

Pet 'Ant. 

iz: 

P.r'cent. 

^,■4... 

5* 

.01.6s 

•05.45 

109.35 

9-7 

96.63 

100,33 

103.84 

101.54 

'05.34 

109 

'4 

8 

96.51 

'03 

73 

101.44 

'05.33 

109 

96-41 

100 

'03 

61 

i 

101-33 

'05.13 

108 

9' 

96,30 

99 

90 

103 

s; 

105.01 

108 

79 

96.19 

99 

79 

103 

38 

s 

104.90 

108 

68 

96.09 

99 

68 

103 

17 

6 

.04.78 

.08 

56 

95.98 

99 

n 

'03 

16 

7 

100.90 

104.67 

108 

45 

95.87 

99 

46 

'03 

04 

8 

100. So 

104.56 

108 

33 

95-77 

99 

34 

93 

9 

100.69 

104,45 

108 

95.66 

99 

»3 

81 

6 

100.58 

104.34 

loS 

95-55 

99 

70 

100.48 

104.33 

107 

99 

95-45 

n 

58 

100.37 

104.13 

107 

87 

95-34 

98 

90 

47 

3 

100. »6 

104.01 

107 

76 

95-^3 

98 

79 

3S 

4 

100. IS 

103.90 

107 

64 

95-13 

»2 

68 

5 

loo.os 

103.79 

107 

S3 

95.03 

98 

57 

6 

99-94 

103,67 

107 

94.91 

'1 

46 

7 

99-83 

103.56 

107 

30 

94-81 

98 

35 

S 

99.72 

103.45 

107 

18 

94.70 

'f 

33 

9 

99.63 

'O3.34 

107 

07 

94-59 

98 

995' 

103.33 

106 

95 

94-48 

98 

55 

99,40 

103. .3 

106 

84 

94-37 

97 

90 

43 

99-30 

103.01 

106 

73 

94.37 

97 

79 

101 

3' 

99,19 

109.90 

106 

61 

94.16 

97 

68 

4 

99-08 

103.79 

106 

49 

94-05 

97 

H 

08 

5 

98.98 

103.68 

106 

38 

93  95 

97 

46 

97 

6 

98.87 

103.56 

106 

36 

93-84 

97 

35 

85 

7 

98.76 

ioa.45 

106 

'S 

93-73 

97 

34 

74 

S 

98.66 

103.34 

106 

03 

93,63 

97 

63 

9 

98.55 

103,33 

93 

93.5a 

97 

5' 

8 

98.44 

80 

93.41 

96 

90 

39 

98.34 

69 

93  30 

96 

11 

38 

98.23 

101.90 

57 

93- '9 

96 

68 

16 

3 

98,12 

101.79 

46 

'3 

93- 09 

9^ 

57 

05 

98.01 

101. 68 

34 

93.98 

96 

46 

99 

94 

s 

97.90 

101.57 

13 

93.88 

^i 

35 

99 

82 

6 

97.80 

101-45 

9^-77 

96 

>4 

99 

7' 

7 

97.69 

101.34 

92.66 

96 

'3 

99 

59 

8 

97-58 

101. »3 

88 

9'.  55 

96 

99 

48 

97.48 

104 

77 

9»  45 

95 

90 

99 

36 

g 

97-37 

104 

65 

92.34 

95 

I? 

99 

»5 

97.36 

100.90 

53 

93- >3 

95 

68 

99 

'3 

9J.16 

100.79 

104 

93.13 

95 

57 

99 

3 

97,05 

ieo.68 

30 

14 

93.03 

95 

46 

98 

^ 

9694 

100.57 

91.9. 

95 

35 

^ 

78 

96.84 

.00.46 

104 

07 

9..8T 

95 

14 

98 

67 

6 

96.73 

100.34 

.03.96 

.3 

91-70 

95   '3 

9856 
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Table  SHowma  the  Conditioned  Weight— (ContwiiKiO. 


Per  Cent. 

p.rr 

^\ 

UtMtun. 

Uoul 

Peri™. 

Pw'ctnt. 

Per'dol. 

P«b»t 

Percent. 

Per'&ot. 

14.4 

9'  59 

95  01 

98.44           17 

8 

87  95 

91.34 

94-53 

S 

91 

49 

94 

go 

98 

33 

9 

87 

8S 

9> 

13 

94- 4a 

6 

9' 

38 

94 

79 

98 

«           18 

87 

74 

9' 

94.30 

7 

9' 

a; 

94 

68 

98 

87 

63 

90 

9' 

94.18 

S 

9' 

t6 

94 

57 

97 

98 

87 

5= 

90 

80 

94.07 

9 

9' 

OS 

94 

46 

97 

87 

3 

87 

4" 

90 

H 

93-96 

IS 

90 

95 

94 

3S 

97 

75 

87 

3' 

90 

58 

93.84 

90 

84 

94 

97 

64 

5 

87 

90 

46 

93-73 

go 

74 

94 

13 

97 

S" 

6 

87 

90 

35 

93.6. 

3 

90 

63 

94 

97 

7 

86 

99 

90 

34 

93-50 

4 

90 

S^ 

93 

9' 

97 

8 

86 

88 

90 

'3 

9338 

S 

90 

4a 

93 

79 

97 

18 

9 

86 

78 

90 

93.»7 

6 

9° 

3' 

93 

6S 

97 

c6           .9 

86 

67 

89 

93- '5 

7 

90 

93 

S7 

96 

95 

86 

56 

89 

80 

93-*4 

8 

QO 

93 

46 

96 

83 

86 

4S 

89 

69 

91.9a 

9 

89 

93 

3S 

96 

7' 

3 

86 

35 

89 

58 

93.81 

16 

89 

93 

14 

96 

60 

4 

86 

34 

89 

47 

ga.6g 

89 

77 

93 

13 

g6 

48 

5 

86 

■3 

89 

36 

93.58 

89 

67 

91 

96 

37 

6 

86 

89 

93,46 

3 

89 

56 

91 

91 

96 

16 

7 

8S 

91 

89 

13 

ga.3S 

89 

4S 

93 

80 

96 

8 

85 

81 

93.33 

5 

89 

34 

ga 

68 

96 

03 

9 

85 

7' 

91 

9a.  11 

6 

89 

34 

ga 

57 

95 

91           ao 

8S 

60 

88 

80 

93.00 

7 

89 

'3 

92 

46 

95 

80 

85 

88 

69 

91.88 

8 

89 

gi 

3S 

95 

68 

85 

38 

88 

58 

91.77 

9 

91 

gj 

a4 

9S 

57 

85 

a8 

88 

47 

91.66 

17 

81 

ga 

'3 

9S 

45 

8S 

17 

36 

91.54 

as 

7' 

91 

02 

95 

34 

5 

85 

06 

88 

»S 

9'.  43 

6a 

9> 

9" 

95 

6 

84 

95 

13 

9'.  31 

3 

88 

49 

9t 

80 

95 

7 

84 

8S 

88 

91. ao 

88 

38 

91 

69 

94 

99 

S 

84 

74 

87 

9' 

9..08 

5 

as 

9' 

57 

94 

88 

9 

84 

63 

87 

90.97 

6 

88 

17 

9» 

46 

94 

76           ai 

84 

53 

87 

69 

90.85 

-7 

88  06 

9'-3S 

94.65   II 
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CHAPTER  IV. 
SHODDY  AND  WOOL  SUBSTITUTES. 

I.  Varieties  of  Shoddy. — Besides  the  natural  varieties  of  wool 
which  find  applications  in  the  textile  industries  we  have  a  large 
quantity  of  recovered  wool  employed  as  a  textile  fibre.  This 
is  obtained  by  tearing  up  woolen  rags  and  waste,  converting  it 
back  into  the  loose  fibre  and  spinning  it  over  again,  either  alone 
or  in  admixture  with  varying  proportions  of  pure  fibre  or  fleece- 
wool.  This  ariificuil  wool,  or  wool  substitute,  as  it  is  frequently 
called,  is  also  obtained  from  rags  and  waste  containing  wool 
and  cotton,  or  even  silk;  the  vegetable  fibre  being  destroyed  by 
chemical  treatment,  leaving  the  animal  fibre  to  be  extracted  and 
used  again.  On  this  account  it  is  sometimes  known  as  extract 
wool.  The  industry  of  converting  recovered  fibre  into  yams  and 
fabrics  has  assumed  of  late  enormous  proportions,  and  nearly 
all  cheap  woolen  goods  contain  a  high  percentage  of  these  wool 
substitutes  in  their  composition.  Depending  on  its  source  of 
production,  this  recovered  wool  will  vary  largely  in  its  quality, 
and  accordmg  to  its  origin  and  nature  it  is  classed  under  several 
names,  chief  among  which  are  the  following; 

(fl)  Shoddy.  Though  this  name  is  frequently  applied  to  all 
manner  of  recovered  f.bre,  it  is  more  specifically  used  to  desig- 
nate that  which  is  derived  from  all-wool  rags  or  waste  which  have 
not  been  felted,  also  from  knit  goods.  This  yields  the  best  qual- 
ity of  fibre,  the  average  length  of  which  is  about  one  inch.  In 
many  cases  it  is  almost  equal  in  quality  to  a  fair  grade  of  fleece- 
wool,  and  is  used  in  the  production  of  many  high-grade  fabrics. 

(6)  Mungo  refers  to  the  fibre  obtamed  from  woolen  material 
which  has  been  fulled  or  felted  considerably,  to  disintegrate  the 
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rags  the  fibres  must  be  torn  apart,  and  consequently  it  yields 
fibres  of  shorter  staple  and  less  value  than  the  preceding. 

(c)  Extract  wool  is  that  obtained  from  mixed  wool  and  cotton 
rags  and  waste,  and  has  to  undergo  the  process  of  carbonization, 
whereby  the  v^etable  fibre  is  destroyed.*  It  is  sometimes  called 
alpaca,  and  varies  much  m  its  ler^h  of  staple  and  other  qualities. 
Besides  these  well-known  varieties  of  recovered  wool  there  are 
a  number  of  others  to  be  met  with  in  commerce,  such  as  Thibet 
■  -wool,  which  is  usually  obtained  from  light-weight  cloth  clip[»ngs 
and  waste.  Cosmos  fibre  is  a  very  low-grade  material,  usually  con- 
taining no  wool  at  all,  being  made  by  converting  flax,  jute,  and 
hemp  fabrics  back  to  the  fibre.-j-  Even  the  short  down  obtained 
in  the  shearing  of  woolen  cloths  is  used,  it  being  employed  as  a 
fjler.  The  process  of  using  it  is  called  "  impr^nating,"  and  con- 
sists in  fulling  the  short  waste  into  the  cloth  on  the  under  side. 

3.  Ezaminatioo  of  Shoddy. — ^Woolen  fibres  consisting  of 
shoddy  usually  offer  a  very  characteristic  appearance  under  the 
microscope,  sufficient,  at  least,  to  distingubh  them  from  fibres 
of  new  wool.  A  sample  of  shoddy  generally  shows  the  presence 
of  other  fibres  besides  wool,  and  fibres  of  silk,  linen,  and  cotton 
are  frequently  to  be  observed  (Fig.  19).  Also,  the  colors  of  the 
difterent  woolen  fibres  present  are  frequently  quite  varied,  so  that 
shoddy  usually  presents  a  multi-colored  appearance  under  the 
microscope.  A  very  striking  appearance,  also,  is  the  simultaneous 
occurrence  of  dyed  and  undyed  fibres;  the  diameters  of  the  fibres 
n'ill  also  vary  between  large  limits,  the  variation  in  this  respect 
bong  much  more  than  with  fleece  wool.  Some  samples  of  shoddy 
will  also  show  a  large  number  of  torn  and  broken  fibres,  and 
usually  the  external  scales  are  rougher  and  more  prominent. 

*This  process  is  generally  earned  out  by  steeping  the  lags  in  a,  solution  of 
sulphuric  acid  (6'  Iw.)  at  140"  to  :8o°  F.  and  then  drying,  whereupon  the  vege- 
table fibres  are  decomposed  and  are  easily  dusted  out  by  willowing,  the  wool 
fibres  being  scarcely  aBected.  The  excess  of  acid  is  then  removed  by  treat- 
ment with  soda-ash  and  washing  The  fibies  obtained  are  sometimes  over  one 
inch  in  length. 

f  Peat  fibre  is  a  product  obtained  from  partially  decomposed  peat.  It  is  mixed 
with  wool  for  yams  to  be  used  in  the  manufacture  of  horse-cloths,  mats,  etc. 
Weoi-viool  Is  a  somewhat  sicoilar  product  obtained  from  the  long  bleached  fibres 
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It  must  be  borne  in  mind,  however,  that  pure  wool  may  also 
show  the  presence  of  small  quantities  of  v^etables  fibres  at  times. 
These  often  arise  from  the  occurrence  of  burrs  (bristly  and  barbed 
seeds  of  various  plants)  in  the  original  fleece.  South  American 
wools  are  especially  liable  to  contain  such  burrs;  in  many  cases 
these  are  incompletely  removed,  and  may  ultimately  appear  even 


Fro.  19. — Microscopic  Appearance  of  Shoddy,  showing  the  varied  Character  of 

the  Fibres.     CX3S0.)     (Micrograph  by  author.) 

m  the  woven  cloth.  This  frequently  explains  the  existaice  of 
short  fibres  or  vascular  bundles  of  vegetable  matter  in  cloth. 
Isolated  fibres  of  woody  tissue  and  cotton  may  also  accidentally 
creep  in  through  a  variety  of  causes.  According  to  Hohnei, 
samples  of  pure  wool  may  easily  contain  as  much  as  }  per  cent, 
of  v^etable  fibre.  The  latter  authority  also  states  that  the  vege- 
table fibres  of  shoddy,  as  a  rule,  are  removed  by  carbonizing^ 
hence  the  absence  of  cotton,  linen,  etc.,  must  not  be  taken  as  a 
criterion  to  distii^uish  between  pure  wool  and  shoddy.    When, 
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however,  cotton  (always  dyed)  or  cosmos  fibre  occurs  in  at  least 
a  quantity  of  one  per  cent.,  this  may  be  taken  as  a.  direct  indica- 
tion of  the  presence  of  shoddy,  as  it  would  scarcely  ever  happen 
that  pure  wool  is  adulterated  with  cotton;  this  only  happens  by 
admixture  with  shoddy  wool.  Undyed  cotton,  unless  present  in  . 
considerable  amount,  cannot  be  considered  as  a  suspicious  com- 
ponent. 

The  determination  of  the  loigth  of  staple  is  also  a  rather  imre- 
liable  indication  as  to  the  presence  of  shoddy,  for  there  are  vari- 
eties of  shoddy  wools  which  are  longer  in  staple  than  many  fieece- 
wools;  and  also  woven  goods,  though  composed  entirely  of 
fleece-wool,  may  show  the  presence  of  a  lai^ge  number  of  short 
fibres  caused  by  the  shearing  of  the  surface  of  the  cloth,  and  by 
the  tearing  of  the  fibres  in  heavy  fulling. 

Where  woolen  cloth  has  been  impregnated  or  filled  with 
short  fibres  obtained  from  clippings,  such  may  usually  be  recog- 
nized by  teasing  the  sample  out  with  a  stiff  bristle-brush.  Good 
cloth  should  not  yield  over  }  per  cent,  of  clipped  fibres  from  both 
sides.  Whai  the  amount  of  such  fibres  is  at  all  considerable, 
they  may  be  used  as  serviceable  material  to  test  microscopically 
for  shoddy,  as  they  are  most  likely  to  be  made  up  of  this  character 
of  wool. 

Fine  fleece-wools  hardly  ever  show  the  absence  of  epidermal 
scales  (though  this  is  frequently  the  case  with  coarse  wools); 
hence  if  examples  of  such  fine  wools  are  found  showing  a  lack  of 
epidermis,  it  may  usuaUy  be  taken  as  an  indication  of  shoddy. 

Hdhnel,  however,  calls  attention  to  the  fact  that  the  following 
conditions  previous  to  the  manufacturing  process  itself  have  con- 
aderable  influence  on  the  good  stracture  and  integrity  of  the 
wool  fibre:  badly  cut  staple,  lack  of  attention  in  raising  the  sheep, 
poor  pasturage,  sickness  of  the  animal,  the  action  of  urine,  snow, 
rain,  dust,  etc.,  packing  the  wool  in  a  moist  condition,  rapid 
and  frequent  changes  of  moisture  and  temperature,  the  use  of  too 
hot  or  too  alkaline  baths  in  scouring,  scouring  with  bad  deter- 
gents, etc.  These  influences  may  lead  to  the  partial  removal  of 
the  epidermis,  and  to  the  softening  and  breaking  of  the  ends  of 
the  fibre.    There  must  also  be  considered  the  influence  of  wil- 
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lowing,  carding,  combing,  spinning,  weaving,  gigging,  fuilii^, 
acidifying,  washing,  shearing,  pressing,  etc.,  from  which  it  is  easy 
to  understand  why  even  fibres  of  fleece-wool  may  show  the  entire 
absence  of  epidermis.  HOhnel  also  criticises  other  allied  char- 
■  acteristics  of  shoddy,  such  as  torn  places  in  the  fibre,  uneven- 
ness  in  diameter,  etc.,  claiming  that  these  can  hardly  be  taken 
as  an  indication  of  shoddy,  because  such  marks  are  often  r^u- 
larly  present  in  many  fleece-wools.  Most  samples  of  shoddy, 
in  fact,  show  scarcely  any  structural  differences  from  ordinary 
fleece-wool.  The  ends  of  shoddy  fibres,  however,  usually  present 
a  torn  appearance;  at  least  there  is  a  great  predominance  of  such 
fibres  in  shoddy,  whereas  in  fleece-wool  this  appearance  is  seldom 
to  be  observed,  the  end  of  the  fibre  being  cut  o£f  sharply.  The 
appearance  of  the  torn  fibres  may  be  easily  observed  under  the 
microscope;  the  epidermis  being  entirely  torn  away,  as  well  as 
the  marrow  which  is  sometimes  present,  while  the  fibrous  cortical 
layer  is  frayed  out  like  the  end  of  a  brush.  This  appearance  can 
usually  be  rendered  more  distinct  by  previously  soaking  the  fibres 
in  hydrochloric  acid.  Sheared  fibres  are  recognized  by  being 
very  short  and  by  having  both  ends  sharply  cut  off. 

The  color  of  the  fibres  is  also  a  characteristic  appearance  of 
shoddy,  as  the  majority  of  shoddy  is  made  up  of  variously  colored 
wools.  It  is  of  rare  occurrence  that  rag-shoddy  possesses  a  single 
uniform  color.  Hence  if  a  sample  of  yam,  possessing  a  sii^le 
average  color,  on  examination  reveals  the  presence  of  variously 
colored  fibres,  it  is  almost  a  positive  indication  of  shoddy.  In 
this  connection  it  must  not  be  forgotten,  however,  that  fre- 
quently differently  colored  wook  are  mixed  together  previous  to 
spinning,  to  make  so-called  "mixes."  As  a  rule,  however,  only 
two  to  three  colors  are  used  together;  therefore  a  purposely  mixed 
yam  of  this  description  is  not  likely  to  be  confounded  with  a 
shoddy  yam  where  individual  fibres  of  a  large  number  of  colors 
are  nearly  always  shown. 
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MINOR  HAIR  FIBRES. 

1.  The  Minor  Hair  Fibres. — Besides  the  fibre  obtained  from 
the  domestic  sheep,  there  are  large  quantities  of  hair  fibres  em- 
ployed in  the  textile  industries  and  obtained  from  related  species 
of  anitnab,  such  as  goats,  cameb,  etc.  As  these  are  all  more  or 
less  utilized  in  conjunction  with  wool  itself,  and  are  subjected  to 
similar  operations  in  manufacturii^,  it  will  not  be  out  of  place  to 
consider  them  at  this  point.  The  chief  among  these  related  fibres 
aie  mohair,  cashmere,  alpaca,  cow-hair,  and  camel-hair. 

2.  Mohair. — This  fibre  is  obtained  from  the  Angora,  goat,  an 
animal  which  appears  to  be  indigenous  to  western  Asia,  being 
largely  cultivated  in  Turkey  and  neighboriag  provinces.  The 
fleece  is  composed  of  very  long  fibres,  fine  in  staple,  and  with  little 
or  no  curl.  The  fibre  is  characterized  by  a  high  silky  lustre. 
Mohair  is  now  grown  to  a  considerable  extent  in  the  Western 
States,  principally  Oregon,  California,  and  Texas,  the  goats 
having  originally  been  imported  from  Turkey;  there  is  also  a 
large  quantity  of  mohair  grown  in  Cape  Colony.  The  principal 
mohair  clips  (1902)  are  as  follows: 

Tuflcey 8,500,000  lbs. 

Cape  Colony. 7,500,000  " 

United  States 1,250,000    " 

The  principal  use  of  mohair  is  for  the  manufacture  of  plushes, 
braids,  fancy  dress  fabrics,  felt  hats,  and  linings.  The  charac- 
ter of  fabric  in  which  it  may  be  employed  is  rather  hmited  or 
account  of  the  harsh  wiry  nature  of  the  mohair  fibre,  and  the 
fcct  that  it  will  not  felt  to  any  degree.     Domestic  mohair  (Ameri- 
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can)  has  only  about  two-thirds  of  the  value  of  the  foreign  fibre; 
mohair  in  general  has  quite  a  large  amount  of  kempy  fibre  (which 
will  not  dye),  but  the  domestic  variety  contains  about  15  per  c«it, 
more  kemp  than  the  foreign,  hence  the  lower  value  of  the  former. 
Another  reason  for  this  lessened  value  is  that  foreign  mohair  aln'ays 
represents  a  full  year's  growth  (the  fibres  being  g  to  12  ins.  in 
length),  whereas  a  great  deal  of  domestic  mohair  is  shorn  t^^'ice 
a  year.  This  is  especially  true  of  that  grown  in  Texas;  the  hair 
commences  to  fall  off  the  goats  in  that  district  if  allowed  to  grow 
for  the  full  year.  In  judging  of  the  quality  of  mohair,  the  length 
and  lustre  are  of  more  value  than  the  fineness  of  staple.  The 
finest  grades  of  domestic  mohair  come  from  Texas,  that  from 
Oregon  and  California  being  larger  and  coarser.  In  Oregon  the 
fleece  is  grown  for  a  full  year,  and  consequently  the  fibre  is  very 
long.  The  average  weight  of  the  fleece  from  Oregon  goats  is 
4  lbs.,  while  in  Texas  it  is  only  2}  lbs.  Foreign  mohair  varies 
much  in  quality,  depending  upon  the  district  in  which  it  is  grown; 
as  a  rule,  the  finer  varieties  are  shorter  in  staple,  the  finest  being 
about  9  ins.  in  length.  Foreign  mohair  can  be  spun  to  as  high  a 
count  as  6o's,  whereas  the  finest  quality  of  domestic  mohair  can 
only  be  spun  to  as  high  as  40's,  The  coarsest  varieties  of  mohair 
are  used  in  carpets,  low-grade  woolen  fabrics,  and  blankets. 

Microscopically,  the  mohair  fibre  is  possessed  of  the  following 
characteristics:  The  average  length  is  about  18  cm.,  and  the 
diameter  about  40  to  50  /i,  and  very  uniform  throughout  the  entire 
length  (see  Fig.  20).  The  epidermal  scales  can  only  be  observed 
with  difficulty,  as  they  are  very  thin  and  flat,  though  regular 
in  outline.  They  are  also  very  broad,  a  single  scale  frequently 
surrounding  the  entire  fibre;  the  edge  of  the  scale  is  usually  finely 
serrated.  The  best  grades  of  fibres  show  no  medulla,  but  there 
are  usually  to  be  found  (especially  in  domestic  mohair)  coarse, 
thick  fibres  possessing  a  broad  medullary  cylinder,  thus  resem- 
bling the  structure  of  ordinary  goat-hair,  from  which,  however, 
they  are  to  be  distinguished  by  being  more  slender  and  more  uni- 
form in  their  diameter.  Longitudinally,  the  fibre  exhibits  coarse, 
fibrous  striations,  approximating  the  appearance  of  broad  and 
r^ularly  occurring  fissures.    Due  to  the  fact  that  the  surface  scales 
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lie  vety  flat  and  do  not  project  over  one  another,  the  edge  of  the 
fibre  is  very  smooth,  showing  scarcely  any  serrations  at  all,  which 
accounts  for  its  utter  lack  of  felting  qualities.  The  outer  end  of 
the  fibre  is  either  slightly  swollen  or  blunt,  but  never  pointed. 
When  viewed  under  polarized  light  the  fibres  occadonally  show 
the  presence  of  a  medullary  canal,  which  appears  as  a  hollow 
space,  giving  an  illumination  somewhat  resembling  that  of  a 


Fio.  30. — Mohair  Flbret.    (X3S0.)    (Micrograph  by  author.) 

bast  fibre,  and  covering  from  one-fourth  to  one-half  of  the 
diameter. 

3.  Cashmere  is  remarkable  for  its  softness,  and  b  much  used 
in  the  woolen  industry  for  the  production  of  ^brics  requirii^a 
soft  nap.  Cashmere  is  the  fibre  employed  in  the  manufacture  of 
the  famous  Indian  shawls.  There  are  t^'o  qualities  of  cashmere 
wool,  the  one  consisting  of  the  fine,  soft  down- hairs  and  the  other 
of  long,  coarser  beard-hairs.  The  f onner  are  from  1 }  to  3  J  ins.  in 
lei^h  and  13  /( in  diameter,  while  the  latter  are  from  3}  to  4}  ins. 
in  length  by  60  to  90  /t  in  diameter.    The  wool-hairs  show 
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visible  scales  but  no  definite  medulla,  whereas  the  beatd-hairs 
possess  a  well-developed  medulla.  The  cortical  layer  is  coarsely 
striated  and  shows  characteristic  fissures.  At  the  point  of  the 
fibre  the  epidermal  scales  are  either  entirely  absent  or  are  so 
thin  as  to  be  scarcely  visible.  The  fibre  is  very  cylindrical; 
the  scales  have  their  free  edge  finely  serrated,  and  the  edge  of 
the  fibre  also  presents  the  same  appearance. 

Besides  mohair  and  cashmere,  the  hair  of  the  ordinary  goat 
is  also  used  at  times.    It  has  the  following  characteristics  (Hdbnel): 


Fig,  II. — Wc«l-hairs  of  Cashmere.     (X  jjo.)     (Micrograph  by  author.) 

It  is  white,  yellow,  brown,  or  black  in  color,  and  generally  from  4 
to  10  cm.  long.  It  consists  almost  entirely  of  wool-hairs,  which, 
like  pulled  wool,  nearly  always  show  the  hair  root.  The  average 
hair  exhibits  the  following  structure  (see  Fig.  21):  At  the  base 
it  is  about  80  to  90  ju  thick;  the  root  is  about  ^  nam.  long;  the 
marrow  is  just  visible  at  the  root,  then  rapidly  increases  in  thick- 
ness, so  that  a  few  millimeters  from  the  base  it  is  50  /<  thick, 
where  the  thickness  of  the  hair  amounts  to  from  So  to  90  /i.  The 
cortical  layer  from  this  point  on  forms  a  very  thin  cylinder.    The 
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cross-section  is  round;  the  epidermis  consists  of  broad  scales 
about  1 5  ju  long,  the  forward  edges  of  which  are  scarcely  thickened, 
but  appear  as  if  terminating  in  a  sharp  line;  furthennore  they 
are  not  serrated.  The  medullary  cells  are  thick-walled,  narrow, 
and  flattened.  Towards  the  end  the  hair  is  very  brittle  and 
easily  broken.  Colored  goat-hair  shows  the  presence  of  pigment- 
matter  in  ail  of  its  tissues;  in  such  fibres  the  marrow  appears 
black. 

4.  Alpaca  and  its  varieties  vicuna  and  liama  have  the  dis- 
advantage of  being  mostly  colored  from  brown  to  black. 
Though  largely  used  in  South  America  for  the  production  of 
various  fabrics,  they  do  not  hnd  much  application  in  the  goieral 
textile  industry.  There  is  another  product  in  trade  which  goes 
by  the  name  of  vicuna  (French  vicogne)  which  must  not  be 
confused  with  the  true  South  American  fibre,  it  being  simply 
a  trade  name  for  a  mixture  of  cotton  and  wool.  The  name 
alpaca'  is  also  given  to  a  variety  of  wool  substitute.  The  South 
American  wools  often  give  rise  to  wool-sorter's  disease  to  those 
handling  them.  This  disease  is  anthrax  and  is  caused  by  the 
presence  of  a  certain  microbe  in  the  fibre.  Wool-sorter's  disease 
is  caused  by  Bacillus  anlhracis,  which  may  enter  the  system 
either  by  the  skin  (through  the  medium  of  an  abrasion  or  cut) 
or  by  the  internal  organs,  being  introduced  with  the  food.  In 
the  former  case  it  gives  rise  to  pustules,  which  become  painful 
and  cause  excessive  perspiration,  fever,  delirium,  and  sundry 
disorders.  In  the  latter  case  it  gives  rise  to  the  most  serious 
results,  leading  to  blood-poisoning  and  inflammation  of  the  lungs, 
which  often  prove  speedily  fatal. 

True  alpaca  is  obtained  from  the  cultivated  South  American 
goat  Auchaiia  paco.  It  occurs  in  all  varieties  of  colors,  from 
white,  through  brown,  to  black.  The  reddish-brown  and  not 
the  white  variety,  however,  is  the  most  valuable.  Like  other 
goat-hairs,  alpaca  consists  of  two  varieties  of  fibres,  a  soft  wool- 
hair  and  a  stiff  beard-hair.  The  wool-hairs  of  the  reddish-brown 
variety  are  from  to  to  20  cm.  in  length  and  from  12  to  35  /t  in 
diameter  (see  Fig.  22).  The  fibre  is  very  smooth,  the  serrations 
on  the  edge  being  faint  and  indistinct,  and  the  scales  are  almost 
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imperceptible  and,  in  many  cases,  apparently  absent  altogether; 
the  diameter  is  also  very  uniform,  and  there  are  coarse  brown 
longitudinal  striaticHis  but  no  medulla,  though  isolated  medullary 
cells  are  at  times  observed.  The  wool-hairs  of  the  white  variety 
are  very  distinctly  serrated  on  the  edge,  and  the  fibre  is  not  so  uni- 
formly thick.  The  beard-hairs  of  the  brown  variety  are  compara- 
tively few  in  number,  are  from  s  to  6  nmi.  in  length  and  about  60  n 


Fig.  a».— Alpaca  Fibres.     {X3So-)     (Micrograph  by  author.) 

in  diameter,  and  the  latter  is  very  imiform.  A  very  broad  continu- 
ous medullary  cylinder  is  present,  45  to  50  ^  wide;  the  medullary 
cells  are  very  indistinct,  but  are  filled  with  coarse  granules  of  mat- 
ter. The  cortical  layer  shows  occasional  fissures,  and  the  brown 
coloring -matter  is  principally  distributed  through  the  external  cor- 
tical layer,  though  very  irregularly.  The  beard-hairs  of  the  white 
variety  also  occur  rather  sparingly;  they  are  from  20  to  30  cm. 
in  length,  and  35  /x  in  thickness  at  the  lower  end  and  about  55  fi 
towards  the  upper  end.  The  medulla  is  broad  and  continuous, 
and  nearly  always  filled  with  a  coarsely  granulated  matter  of  a 


byGoO'^lc 


MINOR  HAIR  FIBRES.  Si 

gray  color.  The  medulla  consists  of  a  single  row  of  short  cylin- 
drical cdls,  but,  as  the  walls  are  very  thin,  the  cells  are  to  be 
seen  only  with  difficulty.  The  cortical  layer  is  coarsely  striated 
and  frequently  shows  librous  £ssures;  the  edge  of  the  fibre  is 
not  sharply  serrated. 

5.  Vicuna  Wool  is  another  South  American  product  ob- 
tained from  Auchenia  viccunia,  the  smallest  of  this  general  class 
of  goat-likfi  cameb.    It  is  not  a  cultivated  animal,  and  is  evidwtly 


1^0.  33. — Vicufla  Fibres.     (X350.)     (Micrograph  by  aulllCH*.) 

disappearing,  hence  the  fibre  is  not  met  with  in  trade  to  any 
great  extent  at  the  present  time.  It  is  a  soft,  delicate  fibre,  usually 
of  a  reddish-brown  color,  and  much  resembles  alpaca.  It  also 
shows  the  presence  of  a  fine  wool-hair  and  a  coarse  beard-hair; 
the  former  is  from  lo  to  20  /<  in  diameter,  while  the  latter  is  75  /i 
wide.  The  scales  of  the  wool-hair  are  very  regular  and  rather 
easy  to  distingubh,  but  gaierally  no  medulla  is  to  be  seen.  The 
cortical  layer  is  fnely  striated  and  frequently  contains  fibrous 
Assures.  The  beard-hairs,  however,  show  a  well-developed 
medulla,  mostly  dark  in  color.  The  fibres  of  the  wool-hair  are 
very  imiform  in  diameter  and  about  20  cm.  in  length. 
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An  artificial  wool  substitute  also  goes  by  the  name  of  vicuiSa 
or  vicogne  yarn,  but  bears  no  resemblance  to  the  true  South  Ameri- 
can fibre.  It  consists  principally  of  a  mixture  of  cotton  with 
sheep's  wool,  but  is  frequently  mixed  more  or  less  with  wools 
and  coarse  beard-hairs  of  poor  spinning  qualities  obtained  from 
various  goats  (of  Asia  Minor),  from  camels,  and  from  South 


Fig.  34- — Fibres  of  Alpaca.     (Hohnel.)     (X350.) 
a,  beard-hair  containing  medulla;    b,  wool-hair  free  from  medulla;   e,  cusp-like 
scales,  Ihin  and  broad;   h,  granulated  streaks  on  the  fibrous  layer;  m,  medul- 
lary cylinders;  ■,  small  medullary  cells. 

American  wools.  It  is  of  poor  quality  and  generally  yellowish 
brown  in  color.  It  is  only  used  for  felted  materials  or  for  very 
coarse  fabrics. 

6.  The  Llama  fibre  exhibits  scarcely  any  visible  surface  scales, 
but  has  well-developed  isolated  medullary  cells.  It  also  consists  of 
two  classes  of  fibres,  both  of  which  show  longitudinal  strialions. 
The  wool-hair  is  from  20  to  35  ;<  in  diameter,  while  the  beard-hair 
averages  150  /t.    The  llama  wool  comes  from  the  Auckenia  llama, 
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a  cultivated  animal.  The  wool  from  another  variety,  Auchenia 
haanaco,  is  used  to  some  extent  in  South  America,  though  it 
seldom  appears  as  such  in  general  trade.  This  latter  animal  is 
not  cultivated,  but  is  hunted  wild,  and  is  gradually  disappearing. 
Huanaco  and  llama  are  nearly  always  mixed  more  or  less  with 
alpaca  and  brought  into  trade  under  the  latter  name.  There  is 
but  little  difference  to  be  found  among  these  three  fibres,  owing 
to  the  close  relationship  of  the  animals  from  which  they  are 


Fig.  15. — Llama  Fibres.     (X3S0.)     (Micrograph  by  author.) 

derived,  and  more  especially  as  different  portions  of  the  fleece 
from  all  varieties  of  Auchenia  give  wools  of  entirely  different 
quality,  with  respect  to  color,  fineness  of  staple,  and  purity  from 
coarse  stiff  hairs;  and  the  corresponding  portions  from  the  differ- 
ent animals  are  usually  graded  together. 

7.  Camel-hair  is  used  to  quite  an  extent  in  clothing  material, 
and  is  characterized  by  great  strength  and  softness.  It  has  con- 
siderable color  in  the  natural  state,  which  does  not  appear  capa- 
ble of  being  destroyed  by  bleaching;    hence  camel-hair  is  either 
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used  in  its  natural  rondition  or  is  dyed  in  dark  colors.  There  are 
two  distinct  growths  of  fibre  on  the  camel:  the  wool-hair,  which 
is  a  fine  soft  fibre,  largely  employed  for  making  Jager  cloth, 
and  the  beard-hair,  which  is  much  coarser  and  stiffer,  and  is 
mostly  used  for  carpets,  blankets,  etc.  Both  fibres  show  ^int 
markings  of  scales  on  the  sur&ice  and  wetl-develo[>ed  longitudinal 
striations.  The  beard-hair  always  exhibits  the  presence  of  a 
well-defined  medulla,  which  is  large  and  continuous,  while  the 


Fic.  16. — Camel-hair.     (X350.)     (Micrograph  by  author.) 

wool-hair  either  shows  only  isolated  medullary  cells  or  none  at 
all.  The  diameter  of  the  wool-hair  is  from  14  to  28  ;i,  while 
the  beard-hair  averages  75  p.  (see  Fig.  26).  The  wool-hairs  are 
about  5  to  6  cm.  in  length,  are  rather  regularly  waved,  and  are 
usually  yellow  to  brown  in  color;  while  the  others  are  about  10  cm. 
long  and  are  dark  brown  to  black  in  color.  The  epidermal  scales 
of  the  latter  are  quite  rough,  which  gives  the  edge  of  the  fibre  a 
saw-toothed  appearance.  The  presence  of  large  spots,  or  motes, 
of  brown  coloring-matter,  especialy  in  the  medulla,  is  quite  char- 
acteristic.    These   are   usually   granular   in    form.     The  beard- 
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hairs  of  the  camel  are  to  be  distinguished  from  corresponding 
cow-hairs  by  smaller  diameter,  thicker  epidermis,  and  narrower 
medullary  cells  with  thicker  walk,  which  are  generally  darker  in 
color  than  the  enclosed  pigment-matter. 

8.  Cow-hair  is  extensively  employed  as  a  k)w-grade  fibre  for 
the  manufacture  of  coarse  carpet  yams,  blankets,  and  a  variety 
of  cheap  felted  goods.  It  is  seldom  used  alone,  however,  on 
account  of  its  short  staple.  It  comes  principally  from  Siberia. 
The  diameter  of  cow- hair  varies  from  84  to  179  /*  and  the 
length  from  i }  to  5  cm.  The  fibres  occur  in  a  variety  of  colors, 
including  white,  red,  brown,  and  black.  In  its  microscopic 
appearance  the  surface  of  the  fibre  is  rather  lustreless;  the  ends 
are  very  irregular,  being  blunt  and  divided.  The  medullary  canal 
is  well  marked,  occupying  about  one-half  the  diameter  at  the  base 
and  tapering  towards  the  free  end,  where  it  occupies  only  one-fourth 
the  diameter.  Isolated  medullary  cells  are  also  of  frequent  occur- 
rence. Cow-hair  (including  also  calf-hair)  nearly  always  shows 
the  hair-root,  as  the  fibres  are  removed  from  the  hide  by  liming 
and  pulling. 

Cow-hair  also  shows  the  presence  of  three  kinds  of  fibres: 
(i)  Thick,  stiff  beard-hairs  from  5  to  10  cm.  in  length,  and 
retaining  a  long  narrow  hair  follicle;  above  this  is  the  neck  of 
the  hair,  containing  a  medullary  cylinder  consisting  of  a  single 
series  of  cells  as'  well  as  isolated  medullary  cells.  At  this  part  of 
the  fibre  the  epidermal  scales  are  very  thin  and  broad,  and  the 
fonvard  edges  present  a  serrated  appearance;  the  neck  of  the 
hair  is  about  120  /i  in  thickness.  Above  this  the  hair  rapidly 
increases  to  about  130  /i  m  thickness,  and  the  medullary  cylinder 
becomes  broad  (75  /i)  and  consists  of  narrow  brick-shaped  ele- 
ments, arranged  one  on  top  of  the  other.  The  cortical  layer  is 
linely  striated,  the  epidermis  is  indistinct,  and  the  edge  of  the 
£bre  is  smooth.  The  medullary  cells  are  very  thin-wallcd  and 
contain  a  considerable  amount  of  finely  granulated  matter. 
Towards  the  pointed  end  the  fibre  becomes  colorless,  and  shows 
distmct  fibrous  fissures;  the  medullary  cylinder  disappears,  but 
the  epidermis  is  not  altered.  The  chief  difference  betft'een 
these  hairs  and  the  beard-hairs  of  the  goat  is  that  in  the  former 
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the  medullary  cells  consist  of  only  a  single  series,  and  are  very 
thin-walled,  and  are  also  frequently  isolated  from  one  another, 
while  they  are  filled  with  finely  granulated  matter. 

(2)  Soft,  fine,  beard-hairs  possessing  the  same  general  struc- 
ture as  the  foregoing,  but  not  so  thick,  the  neck  of  the  hair  being 
75  tt  in  diameter  and  not  possessing  any  medulla.  Above  this  the 
medullary  cylinder  consists  of  very  thin-walled  cells  arranged  in 
isolated  groups;    the  epidermal  scales  overlap  one  another  and 


Fic.  i;.— fl,   Cow-hair;    h.   Goal-hair.     (H6hnel.)     (X300,) 

q,  characteristic  fissures   in  marrow;   m,   marrow   or   medulla   filled   with  air; 

/,  fibrous  fissures;  e,  lile-shaped  scales. 

are  almost  cylindrical,  are  narrow,  and  with  finely  serrated 
edges.  About  i  cm.  from  the  base  the  medullary  cylinder 
becomes  discontinuous  and  breaks  up  into  isolated  medullary 
cells,  which  continue  until  the  middle  of  the  fibre  is  reached,  where 
they  disappear  completely;  towards  the  pointed  end  of  the  fibre 
they  reappear  and  again  become  a  continuous  cylinder,  consisting 
of  only  a  single  series  of  cells,  however.  These  are  well  filled 
with  a  dark  medullary  substance. 
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(3)  Very  fine  soft  wool-hairs,  free  from  medulla,  and  at  most 
only  I  to  4  cm.  in  length,  and  frequently  only  20  /i  in  thickness. 
The  epidermal  scales  are  rough,  causing 'the  edge  of  the  fibre  to 
be  uneven  and  have  a  serrated  appearance.  The  hairs  also  show 
frequent  longitudinal  fibrous  fissures. 

Calf-hair  has  the  same  general  structure  and  ap[>earance, 
though  there  is  a  greater  amount  of  soft  wool-hairs  present. 

9.  Minor  Hair  Fibres. — Horsehair  has  - 

a  diameter  of  80  to  too  /i  and  a  length  of 
1  to  2  cm.  (see  Fig,  28).  Like  cow-hair,  it 
also  occurs  in  a  variety  of  different  colors. 
Horse-hair  is  more  lustrous  than  the  fore- 
going, however,  and  though  when  viewed 
under  the  microscope  the  ends  of  the  fibre 
are  irregular  and  often  forked,  they  taper 
off  to  points.  The  medullary  cylinder  is 
rather  lai;ge,  occupying  about  two-thirds 
of  the  diameter  at  the  base  of  the  fibre 
and  tapering  to  about  one-fourth  of  the 
diameter  at  the  free  end.  The  medulla 
consists  of  one  to  two  rows  of  very  narrow 
leaf-shaped  cells.  Isolated  medullary  cells 
are  of  frequent  occurrence,  especially  at  the 
point.  The  cortical  layer  frequently  con- 
tains numerous  short  orifices  or  fissures.  F'g-  aS.— Horse-hair. 
These  remarks  refer  to  the  body-hairs  of  ^^^o)  (Hshnel.) 
the  horse;  the  hairs  of  the  taU  and  mane  «.!>"««>  medullary  cyliij- 

der;  /,  thin-walled  cells 
are  much  longer,  reaching  from  several  „(  same;  i  epidermal 
inches  to  a  foot  or  more.  They  find  little  scales; /.fibrous fissures. 
or  no  use  in  ordinary  textiles,  but  are  much  used  as  stuffing 
materials  in  the  manufacture  of  upholstery. 

Cat-hair  varies  in  diameter  from  14  to  34  ft  and  in  length 
from  I  to  2  cm.  The  fibres  occur  in  a  variety  of  colors  and  have 
a  good  lustre.  The  ends  are  quite  regukr  and  very  pointed. 
The  medullary  canal  contains  a  single  series  of  regular  cells 
occupying  one-half  to  three-fifths  of  the  diameter  of  the  fibre. 
The  cortical  layer  is  well  developed,  and  its  inner  face  is  grooved 
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SO  as  to  fit  over  the  medullary  cells.    There  is  a  thin  irregular 
epidennis  which  envelops  the  fibre  (see  Fig.  29). 

Rabbit-hair  fibres  are  usually  Ught  brown  in  color  and  meas- 


Fic.   iQ— Hairs  of  Cal.     (X340.)     (H3hnel.) 
I  to  i  beard-hairs;   4  lo  6,  wool-hairs;  gs,  near  the  end  ot  hair;  gm,  middle  of 
hkir;  f5,  near  base  of  hair;  uwi,  middle  of  wool-hair;  wi,  point  of  wool-hair; 
/,  fibrous  fissures;   m,  medullary  cells;  z,  serrated  edge  of  medulla;   r,  tcioth- 
liice  formation  0/  epidermal  scales. 

ure  from  34  to  120  /<  in  diameter,  and  from  i  to  2  cm.  in  length. 
The  medullary  canal  is  filled  with  several  scries  of  cells,  quad- 
rangular in  shape  and  with  thin  walls.    They  are  also  arranged 
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in  a  very  regular  manner.  By  careful  observation  spiral  stria- 
lions  may  be  noticed  on  the  £ner  fibres.  The  epidermal  scales 
are  very  thick  and  their  forward  edges  terminate  in  a  sharp  point 
{see  Fig.  30).    Each  scale  is  placed  comucopia-like  into  the  next 


Fio.  30.— Hair  of  Rabbit     (X340O     (HOhnel.) 
^,  wool-hairs;  gm,  middle  and  bioadesl  part  of  beard-bair;  qu,  cross-section  of 
beard-bair;  gb,  base  of  beard-hair;  e,  cusp-like  scales;   i,  medullary  islands; 
<",  n,  medullary  celts  wjlh  granular  contents;  p,  k,  pigment  plate-like  cells. 

lower  one,  and  is  drawn  out  into  1  to  3  large  waves.  At  the  base 
of  the  fibre  the  medulla  consists  of  a  single  row  of  cells,  above 
lire  middle  this  increases  to  2  to  4  rows,  and  further  along  the  fibre 
tlie  number  of  rows  of  cells  increases  up  to  8,  when  the  hair 
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becomes  very  wide.  Like  most  pelt-hairs,  the  fibres  are  somei^t 
flattened  at  the  base,  and  quite  so  at  their  broadest  part.  The 
cortical  layer  is  only  apparent  towards  the  point  where  the  medulla 
ceases.  The  fine  wool-haiis  of  the  rabbit  are  much  thinner  than 
the  above,  the  greatest  thickness  being  about  20  ft.  Otherwise 
they  correspond  in  structure  to  that  part  of  the  above  fibre  near 
the  base. 
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SILK;  ITS   ORIGIN   AND   CtH^TIVATION. 

1.  General  Considerations. — The  silk  fibre  consists  of  a  con- 
tinuous thread  which  is  spun  by  the  silkworm.  The  worm  winds 
the  fibre  around  itself  in  the  form  of  an  enveloping  cocoon  before 
it  passes  into  the  chrysalis  or  pupal  state.  The  cocoon  is  ovoid  in 
shape  and  is  composed  of  one  continuous  fibre,  which  varies  in 
length  from  350  to  1200  meters  (400  to  1300  yards),  and  has  an 
average  diameter  of  0,018  mm.  In  the  raw  state  the  fibre  con- 
sists of  a  double  thread  cemented  together  by  an  enveloping  layer 
of  silk-glue,  and  is  yellowish  and  translucent  in  appearance.  When 
boiled  off  or  scoured  these  double  threads  are  separated,  and  the 
silk  then  appears  as  a  single  lustrous  almost  white  fibre.  Unlike 
both  wool  and  cotton,  silk  is  not  cellular  in  structure,  and  is  appar- 
ently a  continuous  filament  devoid  of  structure.  Hohnel,  however, 
believes  that  the  silk  fibre  is  not  so  simple  in  structure  as  would  at 
first  be  believed.  The  surface  of  the  fibre  frequently  shows  faint 
striations,  which  may  be  rendered  more  apparent  by  treatment 
with  chromic  acid.  Also  by  saturating  the  silk  with  moderately 
concentrated  sulphuric  acid  and  drying,  then  heating  to  80°  to 
100°  C,  the  fibre  will  be  disintegrated  into  small  filaments,  which 
would  seem  to  indicate  that  it  was  made  up  of  a  number  of  minute 
fibrils  firmly  held  together. 

2.  The  Silkworm. — The  alkworm  is  a  species  of  caterpillar,  and 
though  there  are  quite  a  number  of  the  latter  which  possess  silk- 
producing  organs,  the  number  which  secrete  a  sufficient  quantity 
of  the  silk  substance  to  render  them  of  commercial  importance  is 
rather  limited.  The  true  silkworms  all  belong  to  the  general  class 
Lepidoptera,  or  scale-winged  insects,  and  more  specifically  to  the 


byGoO'^lc 


92  THE  TEXTILE  FIBRES. 

genus  Bombyx.  The  principal  species  is  the  Bombyx  moH,  or  mul- 
berry silkworm,  which  produces  by  far  the  major  portion  of  the 
silk  that  comes  into  trade.  The  silk  industry  appears  to  have  had 
its  origin  in  China,  and  historically  it  dates  back  to  about  3700 
years  B.C.  In  its  early  history  it  is  said  that  the  art  of  cultivat- 
ing the  silkworm  and  preparing  the  fibre  for  use  was  a  strictly 
guarded  secret  known  only  to  the  royal  family.  Gradually,  how- 
ever, it  spread  through  other  circles  and  soon  became  an  important 
industry  distributed  universally  throughout  China.  The  Chinese 
monopolized  the  art  for  over  three  thousand  years,  but  during 
the  early  period  of  the  Christian  era  the  cultivation  of  the  silk- 
worm (or  sericulture)  was  introduced  into  Japan.  It  also  gradually 
spread  throughout  central  Asia,  thence  to  Persia  and  Turkey. 
In  the  eighth  century  the  Arabs  acquired  a  knowle<^e  of  the 
silk  industry,  which  soon  spread  through  all  the  countries  in- 
fluenced by  the  Moorish  rule,  including  Spain,  Sicily,  and  the 
African  coast.  In  the  twelfth  century  we  find  sericulture  practised 
in  Italy,  where  it  slowly  developed  to  a  national  industry.  In 
France  sericulture  appears  to  have  been  introduced  about  the 
thirteenth  century,  but  it  was  not  until  the  reign  of  Louis  XIV. 
that  it  assumed  any  degree  of  importance.  In  more  recent 
times  experiments  have  been  made  on  the  cultivation  of  the 
silkworm  in  almost  every  civiKzed  country.* 

•  Mr.  Samuel  Whitmarsh,  about  1838,  appears  to  have  been  the  first  to 
attempt  sericulture  in  America.  He  cultivated  the  Mains  muJttcavlit  in  Penn- 
sylvania, but  the  experiment  proved  to  be  a  failure.  In  later  years  there  have 
been  majiy  attempts  to  introduce  the  industry  of  sericulture  into  the  United  States, 
and  it  has  been  satisfactorily  demonstrated  that  good  silk  can  be  raised  in  this 

oun  mo  e  especially  in  Che  Southern  States.  The  failure  of  the  industry  has 
no  been  due  to  lack  o'  proper  climatic  conditions,  but  simply  to  ihe  high  cost 
of  latxi  as  ompared  with  Oriental  labor.  With  respect  to  the  amount  of  raw 
ma  enal    onsumed,  the  United  Stales  stands  &r3t  among  the  silk  manufacturing 

oun  ncs  of  Ihe  world,  though  in  the  value  of  its  manufactures  it  ranks  second. 
For    he    alendar  year  of  1905,  there  were  imported  into  the  United  Stales 

aa  s  Ik,  o  as  reeled  from  the  coccxm,  15,514,718  pounds,  valued  at  $54,811,294. 
In  addition  to  this  waste  silk  was  imported  to  the  amount  of  nearly  four  million 
pounds.  In  amount  of  value  the  imports  for  1905  were  about  the  same  as  tor 
IQ04,  and  considerably  in  excess  of  that  for  ipoj.  Of  silk  manufactures,  there 
were  imported  for  1903.  '33p59'.i44  iu  value,  consisting  chiefly,  or  nearly  fifty 
per  cent.,  of  dress  and  piece  goods.     In  this  was  included  over  three  million  dol- 
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AccordiDg  to  the  number  of  the  generations  they  produce  in  a 
year,  the  Bombyx  mori  are  divided  into  two  classes:  the  members 
of  the  one  reproduce  themselves  several  times  amiually,  and  are 
termed  polyvoltine;  their  cocoons  are  small  and  coarse.  The 
other  worms  have  only  one  generation  in  a  year,  and  hence  are 
termed  annual.    The  cocoons  of  the  latter  are  much  superior 
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Fio.  31. — Showing  Different  Stages  in  Growth  of  Silkworm. 

A,  silkworm  in  fifth  period,  full  size;  B,  moth  or  butterfly;  C,  chrysalis,  or  pupa; 

D,  eggs  cf  moth;  E,  diagram  showing  cocoon  and  method  of  ninding. 

to  those  of  the  former.  The  cultivation  of  the  silkworm  starts 
■with  the  proper  care  and  disposition  of  the  eggs.*    With  the 

lars'  worth  of  spun  silk.  According  lo  this,  about  one-fourth  oE  the  value  of 
ihe  American  consumption  of  silk  manufactures  was  imported,  and  about  one- 
fiiih  of   the  value  of  silk  dress  goods  consumed  in  this  country  was  oE   foreign 

*  There  are  two  kinds  of  silkworm  culture:  one  for  produc-.ion  and  one 
for  breeding.  The  object  in  Ihe  first  case  is  lo  get  the  greatest  yield  of  cocoons, 
and  with  a  litlle  training  may  be  carried  on  by  any  one  of  ordinary  intelligence. 

The  object  in  culture  for  breeding  is  lo  secure  eggs  free  from  hereditary 
taint  of  disease,  and  experts  only  can  be  depended  od  for  this  culture.     Besides 
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annual  wonns  there  elapse  about  ten  months  between  the  time 
the  eggs  are  laid  and  their  hatching.  The  hatching  only  takes 
place  after  the  eggs  have  been  exposed  to  the  cold  for  some  time 
and  are  subsequently  subjected  to  the  influence  of  heat.  When 
the  ^gs  are  laid  by  the  silk-moth  they  are  received  on  cloths,  to 
which  they  stick  by  virtue  of  a  gummy  substance  which  encloses 
them.  For  the  first  few  days  they  are  hung  up  in  a  room,  the 
air  of  which  is  kept  at  a  certain  degree  of  humidity — about  semi- 
saturation.  Then  comes  a  period  of  hibernation,  during  which 
the  eggs  are  kept  in  a  cool  place;  at  present  artificial  refrigeration 


Fig.  31.— The  Silknomi. 
II,  horn;   13.  articulated  legsj  14,  abdominal  or  falae 

a  last  ring. 

is  resorted  to  in  many  establishments.  The  period  of  hibernation 
lasts  about  six  months.  After  this  comes  the  period  of  incubation, 
in  which  the  embryo  is  gradually  developed  into  a  worm  and 
the  e^  is  hatched.  The  hatching  usually  takes  place  in  heated 
compartments,  in  which  the  temperature  is  carefully  regulated. 
The  period  of  incubation  occupies  about  thirty  days,  though 
this  time  has  been  shortened  considerably  by  certain  artilices, 
such  as  the  action  of  electric  discharges.  Twenty-five  grams 
of  eggs  will  yield  about  36,000  worms  on  hatching.  The  cater- 
pillar, on  first  making  its  appearance,  is  about  3  mm.  long,  and 
a  careful  physiological  examination  throughout  the  rearing,  the  body  of  Uie  mother 
moth  is  microscopically  tested  after  death,  and  her  eggs  are  not  retained  if  signs 
of  disease  are  discovered.  In  this  way  the  hirth  of  healthy  wonns  is  insured. 
Pasteur  first  applied  this  method  of  selecting  silkworm  eggs,  and  thus  checked 
the  plague  (])ebrinc)  which  was  rapidly  destroying  silkworm  cuhure  in  Europe. 
{SUkworm  Culture,  BulL  U.  S.  Dept.  Agric) 
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weighs  approximately  0.0005  gram-  Its  growth  and  development 
proceeds  with  extmordinary  rapidity,  and  during  its  short  exist- 
ence it  undergoes  a  number  of  very  curious  transformations. 
Under  normal  conditions  there  elapse  thirty-three  to  thirty-four 
days  between  the  time  of  the  hatching  of  the  egg  and  the  com- 
mencement of  the  spinning  of  the  cocoon.  During  this  time 
the  worm  sheds  its  skin  four  times,  and  these  periods  of  moulting 
divide  the  lifq-history  of  the  worm  into  five  periods.*  Almost 
immediately  after  being  batched  the  worms  commence  to  devour 
mulberry  leaves  with  great  avidity,  and  continue  to  eat  throughout 
the  five  periods,  though,  when  about  to  shed  their  skins,  they  stop 
eating  for  a  time  and  become  motionless.  The  size  and  weight 
of  the  caterpillars  increase  with  remarkable  rapidity;  during 
the  fifth  period  they  reach  their  greatest  development,  measur- 
ing from  8  to  9  cm.  in  length  (see  Fig.  32)  and  weighing  from 
4  to  5  grams,  and  after  thus  maturing  they  b^;in  to  diminish  in 
weight.  The  following  table  by  Vignon  shows  the  relative  weights 
of  the  silkworm  during  the  different  stages  of  its  existence. 
The  figures  refer  to  the  weight  of  36,000  worms. 

Eggs 35 

Worms  (56,000) • 17 

First  period  (s  W  6  days) ^55 

Second  period  (4'°  5  days) i.SOS 

Third  period  (6  to  7  days) 6,Soo 

Fourth  period  (7  to  8  days) 27,676 

Fifth  period  (11  to  12  days) 161,500 

At  mftturily 131,910 

Cocoons. lf',3$o 

Gtrysalis  alone 66,300 

Butteiflies,  half  of  each  sei 99>86s 

Thus  we  see  that  in  less  than  forty  days  the  weight  of  the 
silkworm  increases  almost  10,000  times. 

When  the  worm  has  reached  the  limit  of  its  growth,  it  ceases 

*  The  length  of  time  occupied  in  these  different  ages  approximates  as  follows: 
ist,  from  birth  to  first  moult,  5  to  6  days, 
ad,  from  first  to  second  moult,  4  days. 
3d,  from  second  to  third  moult,  4  to  5  days. 
4tb,  from  third  to  fourth  moult,  5  10  7  days. 
5th,  from  fourth  moult  to  maturity,  7  to  11  days. 
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to  eat,  and  commences  to  diminish  in  size  and  weight.  The  time 
is  now  ready  for  the  spinning  of  its  cocoon;  the  worm  perches 
on  the  twigs  so  disposed  to  receive  it  and  exudes  a  viscous  fluid 
from  the  two  glands  in  its  body  wherein  the  silk  secretion  b 
formed.  The  liquid  fiows  through  two  channek  in  the  head  of 
the  worm  into  a  common  exit-tube,  where  also  flows  the  secre- 
tion of  two  other  symmetrically  situated  glands  which  cements 
the  two  threads  together.  Consequently,  the  thread  of  raw 
silk  is  produced  by  four  glands  in  the  worm;  the  two  back  ones 
secrete  the  fibroin  which  gives  the  double  silk  fibre,  while  the 
two  front  glands  secrete  the  silk-glue  or  sericin  which  serves  as  an 


Flo.  33- — Cross-seclion  of  Silk-cocoon. 

a,  dikworm  &t  completioD  of  cocoon;  b,  after  developmeaC  of  chrysalU  with  cast- 

off  skio  oC  larva  beneath. 

integument  and  cementing  substance*  On  emerging  from  the 
spinneret  in  the  head  of  the  worm  the  fibre  coagulates  on  con- 
tact with  the  air.f 

The  worm  weaves  this  thread  around  itself,  layer  after  layer, 
until  the  cocoon  or  shell  is  gradually  built  up.f     It  requires  about 

*  According  to  Bolley  the  glands  in  the  silkwonn  which  secrete  the  fibre- 
producing  liquids  contain  only  glutinous,  semi-fluid  fibroin  without  admixture 
with  sericin,  the  latter  compound  being  a  product  of  the  subsequent  ondalicn 
of  the  fibroin  by  the  air. 

t  The  contents  of  the  glands  of  the  silkworm  have  been  the  subject  of  study 
in  a  peculiar  manner  by  Chappe.  He  triturated  the  glutinous  matter  with  about 
one-third  its  weight  of  water,  and  thus  obtained  a  liquid  from  which  he  was  en- 
abled lo  blow  variously  shaped  vessels  of  a  very  permanent  character.  {Ann.  de 
Chim.,  vol.  II,  p.  113.) 

}  First  a  net  is  formed  lo  hold  the  cocoon  which  is  to  be  spun,  Iben  the  Tegu> 
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throe  days  for  the  completion  of  the  cocoon.  After  gnishing  the 
winding  of  its  cocoon,  the  enclosed  silkworm  undergoes  a  remark- 
able transformation,  passii^  from  the  form  of  a  caterpillar  into 
an  inert  chrysalis  or  pupa,  from  which  condition  it  rapidly  devel- 
ops into  a  butterfly,  which  then  cuts  an  opening  through  the 
cocoon  and  flies  away.*  As  the  integrity  of  the  cocoon-thread 
would  be  destroyed  by  the  escape  of  the  butterfly  and  hence  lose 
much  of  its  value,  it  is  desirable  that  the  devebpment  of  the  chrys- 
alis be  stopped  before  it  proceeds  too  far,  and  this  is  accomplished 


FlO.  34.— The  Silk-voth.     a,  male;  b,  female. 

by  killii^  it  by  a  heat  of  from  70°  to  80°  C.  or  by  live  steam. 
The  cocoons  at  thb  stage  weigh  from  1.35  to  2.5  grams  each, 

lar  spinning  begins  and  the  form  af  the  cocoon  is  designed.  1(  is  calculated  that 
with  its  head  alone  the  silkworm  malces  6g  movements  every  minute,  describ- 
ing arcs  of  circles,  crossed  in  the  form  of  the  Qgure  S.  Meanwhile  the  web  grows 
closer  and  the  veil  thickens,  and  in  about  72  hours  the  womi  is  comptetely  shut 
up  in  its  cocoon,  which  serves  it  as  a  protective  covering.  (Silkworm  Culture, 
BuU.  U.  S.  Dept.  Agric.) 

*  TTie  worm  in  spinning  the  cocoon  leaves  one  end  less  dense,  so  that  the 
threads  open  freely  to  permit  the  egress  of  the  moth.  By  the  aid  of  an  alkaline 
fluid  the  moth  softens  and  parts  the  threads  and  liberates  itself.  {Silkworm 
CkIMkO 
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and  of  this  15  to  16  per  cent,  is  silk  fibre*  However,  only  8  to 
10  per  cent,  is  available  for  silk  filaments,  the  remainder,  6  to 
7  per  cent.,  constituting  waste  and  broken  threads,  and  is  utilized 
for  spun  silk.f  As  to  the  thickness  of  the  filaments  of  silk  in 
the  cocoon,  Haberkndt  fumi£^es  the  following  data. 

*  The  propottion  of  silk  in  a  cocoon  vaiies  according  to  the  race  aod  also  lo 
the  regimen  lo  which  the  worm  has  been  subjected.  The  average  normal  cocoon  at 
the  time  it  is  sold  is  thus  composed: 

Water 68.  j 

Sak 14.3 

Web  and  veil 7 

Chrysalis 16.8 

{Silkwerm  CuAiir;.) 

"t  There  are  several  difierent  varieties  of  waste  silk,  as  ibilows: 

I.  The  refuse  obtained  in  Tailing  the  silkworm,  called  watt  silk  in  conunerce. 

Owing  to  the  scientific  methods  of  silk-culture  in  Europe,  the  amount  obtained 

from  this  source  is  very  small.     China,  however,  exports  a  large  amount  yearly. 

This  material  contains  about  35  per  cent,  of  pure  silk,  and  is  the  poorest  grade 

of  waste  ^Ik  on  account  of  its  irregularity. 

1.  The  irregularly  spun  and  tangled  silk  on  the  outside  of  the  cocoon,  called 

floss  silk  or  frisons.     It  comprises  from  95  to  jo  per  cent,  of  the  entire  cocoon, 

and  is  valuable  owing  to  its  purity  and  fine  quality. 

3.  The  residue  of  the  cocoon  after  reeling;  this  forms  an  inner  parchment-like 
skin,  and  in  commerce  goes  under  the  name  of  ricotti,  wadding,  neri,  galettame, 
ba^etto,  etc. 

4.  Cocoons  imperfect  from  various  causes,  such  as  being  punctured  by  the 
wonns,  becoming  spotted  by  pupa  breaking,  etc.  These  are  known  is  cocons, 
perces,  piques,  tarmate,  rugginose,  etc.  It  forms  a  valuable  material  for  floss- 
silk  spinning, 

5.  Double  cocoons,  which,  in  spite  of  the  difficulty  In  reeling,  were  formerljr 
used  for  special  purposes.  Now  such  cocoons  are  converted  into  waste  which 
is  know  as  stcussa. 

6.  Waste  obtained  in  reeling  the  cocoons,  known  as  frisonnets. 

7.  A  great  variety  of  wild  silks,  which,  for  the  most  part,  cannot  be  reeled, 
and  'aie,  therefore,  first  converted  into  waste.  A  large  quantity  of  wild  silk, 
even  though  il  can  be  reeled,  is  torn  up  tor  waste. 

8.  Waste  made  by  reeling,  spooling,  and  other  processes  of  working  alk. 
Silk  shoddy  resembles  wool  shoddy  in  origin,  consisting  of  recovered  fibres 

from  manufactured  silk  goods.  It  nearly  always  contains  isolated  fibres  of  both 
wool  and  cotton,  and  frequently  mixtures  of  different  kinds  of  silk.  There  may- 
also  occur  boiled-off,  soupled,  and  raw  silk,  and  mixtures  of  organzine  and  spun 
silk.  Different  colors  arc  also  usually  present.  The  fibres,  as  a  rule,  are  quite 
short,  being  about  a  centimeter  in  length.  Due  to  these  components,  silk  shoddy 
is  comparatively  easy  to  recognize  under  the  microscope. 
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Sp«i«. 

Exlerior  Layer 
of  Cocoon. 

^^. 

'^^■ 

0.030  mm. 
0.03S     *' 

0,030    ;| 
0.025    " 

0-035     •' 
0.040    " 
0.030    •■ 
0-035     " 

0.035  ;; 

The  double  silk  fibre  as  it  exists  in  the  cocoon  is  known  as  the 
barue,  and  the  single  filaments  are  called  brins. 

The  size  cf  the  single  silk  filament  as  it  comes  from  the  cocoon 
averages  2}  deniers.*  The  following  table  gives  the  approximate 
size  of  filaments  of  mulberry  silk  from  different  countries 


Italy..'.'.! 
Caucasus. 


Weight  of  y 


3.  Diseases  of  the  Silkworm. — The  silkworm  is  particularly 
liable  to  contract  various  diseases,  which  become  more  or  less 
epidemic  in  character.  In  the  early  history  of  sericulture  in 
Europe  the  industry  was  frequently  threatened  with  almost 
total  destruction  by  the  widespread  ravages  of  certain  diseases  of 
the  silkworm.  The  French  chemist  Pasteur  devoted  much 
attention  to  this  subject  and  succeeded  in  devi^g  means  of 
avoiding  or  preventing  almost  all  such  diseases.  The  principal 
diseases  of  the  silkworm  are  the  following. 

(a)  Pebrine.f    Worms    afflicted    with    this    disease    develop 

•  See  page  iii. 

t  Between  1833  and  1865  the  annual  crop  of  cocoons  in  France  was  reduced 
by  pebrinc  from  57,100,000  lbs.  10  8.800,000  lbs.  It  was  first  noljced  in  epi- 
demic lonn  in  France  in  1845,  bul  since  then  has  spread  throughout  Asia  Minor 
and  the  Orient. 
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slow!y,  irregularly,  and  very  unequally.  Black  spots  are  the 
most  marked  outvi-ard  characteristics)  the  internal  signs  are  oval 
corpuscles  visible  only  under  the  microscope.  There  appears 
to  be  no  remedy  for  this  disease,  but  Pasteur  found  it  could  be 
prevented  by  a  microscopical  selection  of  the  eggs,  and  at  the 
present  day  it  causes  but  little  trouble  among  silk-growers. 

(6)  Flacherie  (or  flaccidity)  is  at  present  the  most  dreaded 
dbease  among  European  silkworms.  It  usually  affects  the 
worm  after  the  fourth  moult,  or  even  while  spinning,  Without 
apparent  cause  the  worms   begin   to  languish  and  shortly  die. 


Fio.  35.— Diseased  Silkworms. 

A,  worm  afflicted  with  flacherie;   B,  worm  emaciated  by  gattine;   C,  calcinated 

worm,     (.\tter  Silkworm  CuUure.) 

After  death  they  turn  black  in  color  and  emit  a  disagreeable  odor, 
Flacherie  is  apparently  a  form  of  indigestion,  and  may  be 
induced  by  micro-organisms  in  the  intestinal  canal  of  the  worm. 
Contagion  is  usually  prevented  by  dipping  the  eggs  in  a  solution 
of  copper  sulphate,  and  as  the  micro-oi^anisms  causing  flacherie 
persist  alive  from  year  to  year,  very  careful  fumigation  must  be 
instituted  whenever  this  disease  develops. 

(c)  Galtine  shows  itself  externally  by  indifference  of  the  worm 
to  food,  torpor,  and  generally  emaciation.  It  usually  affects 
the  worm  in  the  early  ages,  though  it  is  sometimes  associated  with 
flacherie.  The  best  preventive  against  both  flacherie  and  gattine 
is  a  careful  selection  of  healthy  eggs. 
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(d)  Cakino  (or  muscardine)  at  first  does  not  exhibit  any 
external  characteristics,  but  the  vitality  of  the  worm  is  slowly 
impaired  and  it  feeds  and  moves  but  slowly.  The  body  becomes 
reddish  in  color,  and  gradually  contracts  and  loses  its  elasticity, 
and  the  worm  usually  dies  20-30  hours  after  the  first  ssonptoms 
of  the  disease.  The  dead  body  dries  up  and  becomes  covered 
with  a  white  chalk-lilte  efBorescence.  The  disease  is  caused  by 
a  minute  fungus,*  the  spores  of  which  take  root  in  the  body 
of  the  worm,  and  finally  fill  the  entire  body.  Calcino  is  the  most 
contagious  of  the  silkworm  diseases,  and  its  appearance  should 
be  promptly  checked  by  careful  fum^ation  with  burning  sulphur. 

{e)  Grasserie  shows  itself  by  the  worms  becoming  restless, 
bloated,  and  yellow  in  color,  and  when  punctured  they  exude 
a  fetid  matter  filled  with  minute  granular  crystals.  The  disease 
is  not  caused  by  microbes,  hence  is  neither  contagious  nor  heredi- 
tary. Its  chief  cause  is  mismanagement  of  the  worms  at  moulting 
periods  and  uneven  feeding. 

4.  wad  Silks. — Besides  the  Boiufryx  mort,  or  mulberry  silk- 
worm, there  are  other  associated  varieties  of  caterpillars  which 
also  produce  silk  in  sufficient  quantity  to  be  of  considerable 
commercial  importance.  Due  to  the  fact  that  such  silkworms 
are  not  capable  of  being  domesticated  and  artificially  cultivated 
like  the  mulberry  worms,  the  silk  obtained  from  them  is  called 
wUd  silk.  Of  this  latter  there  are  several  commercial  varieties, 
of  which  the  most  important  are  here  given.t 

•There  are  two  varieties  of  this  fungus:  Belryiis  bassiatia  and  B.  levella. 
The  white  chalk-like  appearance  of  the  dead  wonn  is  caused  by  the  branches 
of  the  fungus  fructifying  on  the  surface,  and  the  fruit  bursting  envelops  the  worm 
wilb  innumerable  spores  resembling  a  white  ponder. 

t  Attention  has  recently  been  drawn  to  the  possibility  o(  obtaining  sUk  from 
a  species  of  spider  chiefiy  found  in  Madagascar.  This  spider  b  known  as  Ntpkila 
Madagauariensii.  The  egg-raceptacle  is  a  silky  cocoon  about  one  inch  in  diam- 
eter and  of  a  yellow  color;  but  turning  white  after  several  months'  exposure  I* 
the  air.  The  female  spider  alone  produces  the  silk  and  is  about  two  and  a  half 
inches  long.  The  silk  is  reeled  off  from  the  spider  five  or  six  times  in  the  course 
of  a  month,  after  whicb  il  dies,  having  yielded  about  4,000  yards.  The  reeling 
is  done  by  native  girls;  about  one  dozen  spiders  arc  locked  in  a  frame  in  such 
s  manner  that  on  one  side  protrudes  the  abdomen,  while  on  ihe  other  side  the 
head,  thorax,  and  legs  are  free.  The  ends  of  their  webs  are  drawn  out,  collected 
into  one  thread,  which  b  passed  over  a  metal  hook,  and  the  reel  is  set  b  motion 
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Anthercea  yama-mai,  a  native  of  Japan,  is  a  green-colored 
caterpiilar  which  feeds  on  oak-leaves.  Its  cocoon  is  large  and 
of  a  bright  greenish  color.  The  silk  bears  a  close  resemblance 
to  that  of  the  Bombyx  mori,  but  is  not  as  readily  dyed  and  bleached 
as  the  latter. 

Anlkeraa  pemyi  is  a  native  of  China;  besides  growing  wild, 
it  has  been  domesticated  to  some  extent.  This  worm  also  feeds 
on  oak-leaves,  but  is  of  a  yellow  color.  Its  cocoon  is  quite  large, 
averaging  over  4  cm.  in  length,  and  is  of  a  yellowish  to  a  brown 
'  color. 

Anlheraa  assama  is  a  native  of  India;  it  gives  a  large  cocoon 
over  45  mm.  in  length. 

Atttkeraa  mylitta  is  another  Indian  variety,  and  furnishes 
the  so-called  tussah  silk,  though  this  term  has  also  been  applied  in  a 
general  manner  to  all  varieties  of  wild  silk.  The  worms  feed  on 
the  leaves  of  the  castor-oil  plant,  and  give  very  large  cocoons, 
reaching  50  mm.  in  length  and  30  mm.  in  diameter.  The  fibre 
is  much  longer  than  from  the  cocoon  of  the  B.  mori,  and  varies 
from  600  to  2000  yards  in  Length.  The  color  of  tussah  silk  varies 
from  a  gray  to  a  deep  brown. 

Another  variety  of  silkworm  which  is  to  be  found  both  in 
A^  and  America  is  the  Attacus  rictni.  It  gives  a  very  white 
and  good  quaUty  silk,  the  producticm  and  value  of  which  is  in- 
creasing every  year.  It  is  known  as  Eria  silk.  The  structure 
of  the  fibre  much  resembles  that  of  tussah  siik,  A  species  of 
this  class,  known  as  Attacus  alias,  is  perhaps  the  largest  moth 
known;  it  spins  open  cocoons  and  gives  the  so-called  Fagaia,  or 
Ailanthus,  silk. 

Wild  silks  are  much  more  difficult  to  unwind  from  the  cocoons 
than  that  of  the  mulberry  silkworm.  W'ld  silk  b  also  much 
darker  in  color.    As  the  individual  filaments  are  much  coarser  than 

by  a  pedal.  The  eiuaciion  of  the  web  does  not  apparently  inconvenience  the 
spider.  The  cost  of  the  maierUl  i$  high,  as  55,000  yards  of  19  strands  thick- 
ness weighs  only  386  grains,  and  one  pound  of  the  silk  b  worth  $40,  At  the 
Paris  Exposilion  of  1900,  a  fabric  was  shown,  18  yards  long  by  18  inches  wide, 
containing  100.000  yards  of  spun  thread  of  34  slrands,  the  product  of  15,000 
spiders.  It  was  golden  yellow  in  color.  Spinning  spiders  are  also  known  in 
Paraguay,  Venezuela,  and  other  countries.     (Sec  Jour,  Sac,  Arli,  vol.  53,  p.  620.) 
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those  of  mulberry  silk  the  foimer,  as  a  rule,  have  greater  strmgth, 
but  on  reduction  to  a  basis  of  equal  diameters,  the  filaments  of 
mulberry  silk  are  somewhat  stronger,  and  are  much  more  difficult 
to  dye  and  bleach. 

Tussah  (or  tussur)  silk  (as  well  as  other  wild  silks)  is  chiefiy 
employed  for  mfilring  pile-fabrics,  such  as  velvet,  plush,  and 
imitation  sealskin. 

5.  Tlie  WcroKopical  «nd  Phy^cal  Properties  of  Silk. — Under 
the  microscope  raw  silk  ezhiUts  an  appearance  which  readily  dis- 
tinguishes it  from  other  textile  fibres.  It  is  seen  as  a  smooth  struc- 
tureless filament,  very  r^xilar  in  diameter  and  very  transparent. 
The  two  brins  in  the  have  of  raw  silk  give  beautiful  colors  with 
polarized  light  when  examined  microscopically.  The  seridn 
anting,  twwever,  af^iears  to  have  no  such  action.  The  latter, 
being  hard  and  brittle,  on  bending  develops  transverse  cracks 
which  are  very  apparent  under  the  microscope. 

The  fibre  of  Bombyx  mori  is  only  rarely  striated  lor^tudinaUy, 
and  when  such  striations  do  appear  they  always  run  parallel  to 
the  axis  of  the  fibre.  When  treated  with  dilute  chromic  acid 
very  fine  striations  are  caused  to  appear.  Wild  silks  often  show 
fibres  which  are  twisted  on  their  axes,  and  the  layer  of  gum  is 
usually  more  or  less  granular.  Anik^aa  mylilta  shows  rather 
frequent  oUique  striations,  and  does  not  exhibit  much  play  of 
color  with  polarized  Hght,  This  latter  characteristic  is  also  true 
of  Antherfa  yama-mai.  The  other  silks  give  nice  colors  with 
polarized  Ught.  Silk  fibres  are  colored  a  deep  red  with 
alloxanthin;  fuchsin  also  gives  a  red  color.  On  treatment 
with  sugar  and  sulphuric  acid,  silk  is  first  colored  a  rose-red  and 
then  dissolves;  hydrochloric  acid  gives  a  violet  color  and  then 
dissolves  the  fibre.  lodin  colors  the  fibres  yellow  to  reddish 
brown. 

Carded  alk,  which  has  been  worked  up  from  imperfect  cocoons, 
etc.,  can  usually  be  recognized  under  the  microscope  by  the  irreg- 
ular and  torn  appearance  of  its  external  layer  of  gum. 

The  iiuer  layers  of  the  cocoon  consist  of  a  yellow  parchment- 
like  skin,  and  when  examined  under  the  microscope  exhibit  a 
matrix  of  sericin,  in  which  numerous  double  fibres  are  imbedded, 
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usually  vety  much  Battened  in  cross-section  (Fig.  36,  a).  These 
inner  layers,  of  course,  are  not  capable  of  being  reeled  with  the 
rest  of  the  cocoon,  and  are  used  for  waste  silk.  The  cross- 
sections  of  the  fibres  from  the  middle  portion  of  the  cocoon,  con- 


^^^<^: 


16  > 

Fic,  36. — CTOSS-sectioDS  of  Silk  Fibre,     (Xsoo.) 

a,  from  Inner  part  of  cocoon;   b,  from  middle  layers;   c,  from  outer  part;    /,  fibre 

of  fibroin ;  i,  layer  of  sericin.     (Micro^ph  by  author.) 

stituting  the  reeled  silk,  are  much  more  roimded  in  form  and 
are  surrounded  with  a  thinner  layer  of  sericin  (see  Fig.  36,  b). 
The  fibres  of  the  outer  part  of  the  cocoon,  also  utilized  for  waste 
silk,  exhibit  a  rather  irregular  cross-section  (see  F^.  36,  c). 


Fig.  37, — Appearance  ot  Raw  Silk  (Xsoo)  under  the  Microscope,  stiowing  the 
Double  Cocoon  Filament  and  the  Irregular  Shreds  of  Silk-glue.  (Micro- 
graph by  author.) 

When  raw  silk  is  examined  under  the  microscope  it  will  be 
seen  that  the  appearance  is  by  no  means  regular,  owing  to  the 
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broken  and  torn  surface  of  sericin  which  surrounds  the  fibre  (see 
f^^g-  37)*  Frequently  the  two  filaments  of  fibroin  are  distinctly 
separated  from  one  another  for  considerable  distances,  the  inter- 
vening space  being  filled  in  with  sericin.  Occasionally  the  layer 
of  sericin  is  seen  to  be  entirely  absent,  having  been  removed  by 
breaking  or  rubbing  ofif.  The  seridn  layer  also  shows  frequent 
transverse  f  ssures,  which  are  merely  cracks  caused  by  the  break- 
ing of  the  sericin  in  the  bending  or  twisting  of  the  fibre.  Creases 
and  folds  in  the  sericin,  as  well  as  irregular  lumps,  are  also  of 
frequent  occurrence.  All  of  these  markings  are  in  nowise  struc- 
tural, and  only  occur  in  the  sericin  layer.  At  times  the  fibroin 
fibre  exhibits  structural  changes  in  places,  such  as  attenuations; 
but  these  only  occur  in  defective  and  imhealthy  silk,  and  give 

rise  to  weak  places.    These  are  caused  by  the  fibroin  not  being 

secreted  by  the  gland  with  sufficient  rapidity  when  the  fibre  is 

being  spun  by  the  worm. 

The  microscopic  appearance  of  the  wild  silks  is  very  different 

from  that  of  the  Bombyx  mori.    The  fibres  are  very  broad  and 

thick,  and  in  cross-section  are  very 

flat,  and  often  triangular  in  outline. 

Longitudinally  thqr  show  very  dis- 
tinct striations    and  peculiar    fiat- 

tened    markings,  usually    running 

obliquely  across  the  fibre,  and  in 

which  the  striations  become  more  ^^f 

or   less   obliterated.      These  cross- 
markings  are  caused  by  the  over-  ^f 

lapping    of   one   fibre   on   another  '-jtt^ 

before   the  substance  of   the   fibre 

had  completely  hardened,  in  con- 

^.      i.   ,     .,  ,  Fio.  38.-Wild  Silk.     (XJS''-) 

seauence  of  which  these  places  are  ,    .       ,  . ,     „ 

^  '^  A,  view  of  narrow  side;  B,  view  of 

more  or  less  flattened  out  (see  Fig.  broad  side;  c.  cross-section;  D, 
38).  The  striated  appearance  of  cross-section  of  double  fibre; 
wild  silk  is  evidence  that  structurally  "•  ^"^^-"'"ks  on  fibre.  (Micio- 
,      ^,         .  J     f       ■      .    c.  8raph  by  author,) 

the  fibre  is  composed  of  nunute  fila- 
ments; in  fact  the  latter  may  readily  be  isolated  by  maceration 
in  cold  chromic  acid.     According  to  Hohnel,  these  structural 
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elements  are  only  0.3  to  1 .5  ;<  in  diameter;  tbey  run  parallel  to 
each  other  through  the  fibre,  and  are  rather  more  dense  at  the 
outer  portion  of  the  fibre  than  in  the  inner  part  (see  Fig.  39). 
Besides  the  fine  striations  on  the  fibres  of  wild  silk  caused  by 
their  structural  filaments,  there  are  also  to  be  noticed  a  number 
of  irregularly  occurring  coarser  stiiations.    These  latter  appear 


Fig-  39— Tussah  Silk.     (X340.) 


A,  view  of  narrow  side;  B,  vie 
iog  two  thin  cross-marks 
tions;  t,  inner  layi 


•,dcr 


f  broad  side;  C,  flat  surface  of  single  fibre  show- 
:  and  i;  /.  air-canals;  g.  fibrillie;  D,  cross-sec- 
;r  marginal  layers.     (After  Hfthnel.) 


to  be  due  to  air-canals,  or  spaces  between  the  filaments  of  the 
fibre  (see  Fig.  40). 

Hohncl  is  of  the  opinion  that  there  is  really  no  difference 
in  kind  between  the  structure  of  wild  silk  and  that  of  cultivated 
silk;   that  is  to  say,  the  fibroin  fibre  of  the  latter  is  also  c 
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of  Structural  filaments,  only  they  fuse  into  one  another  in  a  more 
homogeneous  manner  on  emergii^  from  the  fibroin  glands, 
thus  rendering  it  more  difficult  to  recognize  them  superficially. 
This  \iew  is  upheld  somewhat  by  the  fact  that  a  slight  striated 
appearance  may  be  noticed  when  the  silk  fibre  is  macerated  in 
chromic  acid  solution.    Thb  apparent  structure  of  the  silk  fibre, 


Fig.  40. — Crass-section  of  Wild  Silk. 
A.  diagramallc  drawing  of  section;   i,  air-space;   g,  ground  matrix;   /,  fibrilla;; 
r,  marginal  layer;   B,  end  of  fibre  of  tussah  silk  swollen  in  sulphuric  acid; 
C,  cross-section  of  fibre  of  tussah  silk  swollen  in  sulphuric  acid.      (After 
HShnel.) 

however,  may  also  be  due  to  another  cause.  If  a  plastic  glutinous 
mass  (such  as  melted  glue,  for  instance)  be  pulled  out  into  the 
form  of  a  thread  and  allowed  to  harden,  it  will  be  found  to 
exhibit  the  same  striated  structure  as  the  silk  fibre;  and  this 
structure  will  be  more  apparent  if  the  thread  is  pulled  out  and 
hardened  more  rapidly.  The  liquid  fibroin  in  the  glands  of 
the  worm  is  a  plastic  glutinous  mass  analogous  to  melted  glue, 
and  is  pulled  out  into  the  form  of  a  thread  by  the  action  of  the 
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worm  in  winding  its  cocoon;  hence  it  would  be  natural  to  expect 
a  striated  structure  similar  to  that  observed  in  the  thread  of 
glue.  Thus,  it  is  possible  to  account  satisfactorily  for  the  struc- 
ture of  the  silk  fibre  in  a  perfectly  natural  manner  without  having 
recourse  to  a  very  doubtful  organic  process  in  the  formation  of 
the  fibre,  such  as  is  supposed  to  be  the  case  by  Hohnel. 

Silk  is  quite  hygroscopic,  and  under  favorable  circumstances 
will  absorb  as  much  as  30  per  cent,  of  its  wei^t  of  moisture 
and  still  appear  dry.  It  is  therefore  customary  to  determine 
the  amount  of  moisture  in  each  lot  at  the  time  of  sale.  This 
is  called  coaditioning  (see  page  53),  and  is  usually  carried  out 
in  official  laboratories.  The  amount  of  "regain"  which  is  legally 
permitted  is  11  per  cent.;  this  would  be  equivalent  to  9.91  per 
cent,  of  moisture  in  the  silk.  Boiled-off  silk  appears  to  contain 
somewhat  less  moisture  than  raw  silk,  the  silk  gum  having  a 
greater  attraction,  or  power  of  absorbing  water,  than  the  fibre 
proper.  The  amount  of  moisture  in  boiled-off  silk  is  usually 
regarded  as  about  8.45  per  cent.,  which  would  correspond  to  a 
regain  of  9.25  per  cent. 

Being  a  bad  conductor  of  electricity,  silk  is  readily  electrified 
by  friction,  which  circumstance  at  times  renders  it  difficult  to 
handle  in  the  manufacturing  process.  The  trouble  can  be 
overcome  to  a  great  extent  by  keeping  the  atmosphere  moist. 

The  most  striking  physical  property  of  silk,  perhaps,  is  its 
high  lustre.  The  lustre  only  appeal  s  after  the  silk  has  been 
scoured  and  the  silk-gum  removed.  The  lustre  of  silk  is  affected 
more  or  less  by  the  various  operations  of  dyeing  and  mordanting, 
and  especially  when  the  silk  is  heavily  weighted.  After  dyeing, 
especially  in  the  skein  form,  silk  usually  undergoes  what  is  termed 
a  lustring  operation,  which  consists  generally  in  stretching  the 
hanks  strongly  by  twisting,  and  simultaneously  steaming  under 
pressure  for  a  few  minutes.  This  process  seems  to  bring  back 
to  a  considerable  extent  the  lustre  of  the  dyed  silk.  Lustrii^,  or 
"brightening,"  may  also  be  accomplished  by  steeping  the  skdns 
of  silk  in  a  solution  of  dilute  acid,  such  as  acetic  or  tartaric  acid, 
squeezing,  and  drying  without  washing.  The  lustre  is  also 
considerably  affected  by  the  method  of  dyeing  and  the  chemicals 
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employed  in  the  dye-bath;  it  has  been  found  that  the  addition 
of  boiled-off  liquor  (the  soap  solution  of  sericin  obtained  in  the 
degumming  of  raw  silk)  to  the  dye-bath  has  the  result  of  pre- 
serving the  lustre  of  the  dyed  silk  better  than  anything  else,  and 
in  consequence  boiled-off  liquor  is  nearly  always  employed  as 
the  assistant  in  dyeing  in  preference  to  Glauber's  salt  or  common 
salt. 

Silk  is  also  distinguished  by  its  great  strength.  It  is  said  that 
its  tenale  strength  is  almost  equal  to  that  of  an  iron  wire  of  equal 
diameter.*  The  alk  fibre  is  also  very  elastic,  stretching  1 5  to  30 
per  cenL  of  its  original  length  in  the  dry  state  before  breaking. 
Degummed  or  boiled-off  silk  is  somewhat  lower  in  strength  and 
elasticity  than  raw  silk,  the  removal  of  the  silk-gum  apparently 
causing  a  decrease  of  30  per  cent,  in  the  tensile  strength  and 
45  per  cent,  in  the  elasticity.  The  weighting  of  silk  also  causes  a 
decrease  in  its  strength  and  elasticity. 

The  following  table  gives  the  diameter,  elasticity,  and  tensile 
strength  of  the  cocoon-thread  of  the  chief  varieties  of  silks  (Wardle, 
Jour.  Soc.  Arts,  vol,  33,  p.  671). 


Name  of  Silk. 

Conn- 

^^'' 

Blutidty. 
In.,  b.  One>l. 

^H^. 

Si»o{ 

Pibni 

Fib^a. 

Outer 
Pibr«. 

KW, 

S"^ 

}?S^ 

Bombyic  mori 

Bombyx  mori 

Bomt^  mori 

Bombyx  fortunalus. 
Bombr^  teWor.  . .    . 

Atlacus  ricini 

Altacus  Cynthia  . .  . 
Amhersa  assama. . . 

Allacus  selene 

Alucus  atlas 

Antherca  yama-mai. 
Crictjla  trifenestrala, 
Anthenea  pemyi. . . . 

China 
Italy 

& 

India 
India 
IndU 

India 
India 
India 
India 
Japan 
India 
China 

.0005 J 
.00053 
■°°°57 
.00045 
.00042 
.00161 
.00085 
.00081 

0008S 
001.8 

,ooc68 
.00069 

.00051 

.00047 
.00171 

OOOQ3 

.00097 
.00115 
.00109 

'.3 

i.S 

1.9 

1-7 
2.6 
3.4 

1.9 

1.9 
'.9 

1.3 
1.9 
3.7 

M 

1.8 

«-7 

1.6 

1.9 

1.6 

6!6 
1.5 

6.8 
3-a 

3.6 

J. 6 

3,8 
1.6 

7.8 

j:i 

7-S 

i.iXo.s 
1.3X0.6 
i.iXo.6 
1.3X0.5 
1.3X1,5 
..5X0.8 
1.SX0.8 
1,8X0.8 
1. 8X1.0 
3.0XI.J 

3,sx:o,8 

.5X0.8 

J. 0X0, 8 

1,6X0,8 

The  density  of  silk  in  the  raw  state  is  1,30  to  1.37,  while 
boiled-off  silk  has  a  density  of  1.25. 
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Another  property  of  alk,  and  one  which  is  peculiar  to  this 
fibre,  is  what  is  termed  its  scroop;  this  refers  to  the  crackling 
sound  emitted  when  the  fibre  is  squeezed  or  pressed.  To  this 
property  is  due  the  well-known  rustle  of  silken  fabrics.  The 
scroop  of  silk  does  not  appear  to  be  an  inherent  property  of  the 
fibre  itself,  but  is  acquired  when  the  silk  is  worked  in  a  bath  of 
dilute  acid  (acetic  or  tartaric)  and  dried  without  washing.  A 
satisfactory  explanation  to  account  for  the  scroop  has  not  yet  been 
given;  it  is  probably  due  to  the  acid  hardening  the  surface  of  the 
fibre.  Mercerized  cotton  can  also  be  given  a  somewhat  similar 
scroop  by  such  a  treatment  with  dilute  acetic  acid.  Wool,  under 
certain  conditions  of  treatment,  in  some  degree  can  also  be  given 
this  silk-like  scroop,  as,  for  instance,  when  it  is  treated  with 
chloride  of  lime  solutions  or  with  strong  caustic  alkalies. 

6.  Silk-reeling. — The  silk  fibre,  as  it  appears  in  trade  for  use 
in  the  manufacture  of  textiles,  is  obtained  by  unreeling  the  cocoon. 
After  the  cocoons  have  been  spun  by  the  silkworms  they  are  heated 
in  an  oven  for  several  hours  at  a  temperature  of  from  60"  to  70"  C, 
for  the  purpose  of  killing  the  pupa  or  chrysalis  contained  within, 
before  the  latter  shall  have  developed  sufficiently  to  begin  cuttii^ 
its  way  through  the  envelope  and  thus  destroy  the  continuity  of 
the  cocoon-thread  Another  method  of  operation  b  to  steam  the 
cocoons;  this  requires  only  a  few  minutes  to  kill  the  pupa,  and 
is  said  to  be  preferable  to  the  oven-heating,  as  it  causes  less  damage 
to  the  fibre,  and  at  the  same  time  considerably  softens  the  silk- 
glue,  thus  rendering  the  subsequent  process  more  easy.  After 
the  killing  of  the  worms  is  accomplished,  the  cocoons  are  sorted 
into  several  grades,  according  to  size,  color,  extent  of  damage, 
etc.,  after  which  they  are  ready  for  reeling.  This  is  entirely  a 
mechanical  process  requiring  much  skill.  The  cocoons  are 
soaked  in  warm  water  until  the  silk-glue  is  softened;  the  operator 
seizes  the  loose  ends  of  several  fibres  together  on  a  small  brush 
and  passes  them  through  the  porcelain  guides  of  a  reel,  where 
they  are  twisted  together  to  form  threads  of  sufficient  size  for 
weaving.  Two  threads  are  formed  simultaneously  on  each  reel, 
and  are  made  to  cross  and  rub  against  each  other  to  remove 
twists  in  the  fibre  (see  Fig.  41),  and  also  to  rub  the  softened 
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silk-glue  coverings  together  in  order  that  the  fibres  may  become 
firmly  cemented  and  form  a  uniform  thread.  The  product  so 
obtained  is  termed  raw  silk  or  grlge;  floss  silk,  which  Is  used 
for  ipftlting  spun  silk,  is  the  term  applied  to  the  waste  result- 
ing from  short  and  tangled  fibres  from  the  exterior  of  the  cocoon, 
and  from  those  cocoons  which  have  been  broken  by  the  moth 
in  escaping.  Raw  silk  is  classified  into  two  grades:  (a)  Organs 
sine  silk,  which  is  made  from  the  best-selected  cocoons,  and  is 


Fig.  41.— Showing  Methods  ti  Rsdiiig  the  Silk  Fibre  from  tlie  Cocoon. 

chiefly  used  for  waips  on  account  of  its  greater  strength;  and  (ft) 
Tram  alk,  which  is  made  from  the  poorer  quality  cocoons,  and 
is  mostly  employed  for  filling.  Floss  or  waste  silk  caimot  be 
reeled,  so  the  cocoon-threads  are  scoured  in  a  solution  of  soda 
and  soap,*  and  afterwards  combed  and  carded  in  special  machines. 
The  bettei  quality  and  longer  fibre  is  worked  up  into  what  is 

*  There  are  two  ways  ia  which  waste  silk  may  be  degummed  for  spinning: 
it  may  either  be  bo^ad  eg  or  thapptd.  The  fonner  ia  usually  adopted  where  all 
the  gum  ii  to  be  removed,  and  ii  carried  out  by  lying  the  silk  up  in  bags  and 
boiling  in  a  soap  solution.  In  the  secood  method  the  gum  is  loosened  bjr  a 
process  of  fermentatioa  and  only  a  portion  ot  the  gum  is  removed  according  to 
requirements.  The  process  is  carried  to  such  perfection  that  as  much  as  15  per 
cent,  or  as  liltk  as  1  j>er  cent,  of  the  gum  may  be  removed.  In  chapping,  the 
waste  silk  is  piled  in  a  heap  in  a  damp,  warm  place,  and  kept  constantly  moist; 
the  gum  soon  befpns  to  ferment  and  soften;  by  continual  turning  of  the  pile  all 
portions  of  the  heap  are  properly  softened,  but  the  process  takes  several  days. 
Another  process  is  to  place  the  silk  in  cages  and  immerse  in  water  for  several 
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known  as  floreUe  ^k,  while  the  shorter  fibres  are  carded  and 
spun  into  bourelie  alk*  Floss  sUk  is  also  known  as  chappe  or 
irkappe  silk.t 

7.  Determination  of  the  Size  of  Silk  Yams. — The  fineness  or 
size  of  the  silk  thread  is  estpressed  by  a  number  known  as  litre 
(in  French)  or  tiiolo  (in  Italian) ;  this  gives  the  number  of  units 
of  certain  weight  (denier  =  53.13  mgms.)  a  skein  of  certain  length 
will  weigh.  Several  different  standards  are  in  use  in  Europe  at 
the  present  time,  among  which  are  the  following: 

Wclgfat  b  Length  In 

Qnmm.  HstCBt. 

Denier  (kgak) 0.05  45* 

Denier  {milam) 0.051  476 

Denier  (lurino) O'OSM  47*^ 

Old  denier  (Lyotitse) 0.0531  476 

New  denier  (Lyonest) 0.0531  500 

Denier  (international) o.oj  5°° 


•  SUk  nodding  is  produced  (rom  the  waste  left  after  bouretie  spinning. 

t  According  to  tbe  composition  and  twist  of  tbe  threads,  silk  is  classified  into 
the  foUowing: 

(i)  Organtine  {warp  or  Orsey  silk);  from  3  to  8  cocoon  threads  are  lightlj 
twisted  together  with  a  right-hand  twist,  so  that  there  are  from  60  to  So  turns  per 
cm.,  and  I  to  3  such  threads  are  twisted  together  left-handed  to  form  double  or 
threefold  organzbe. 

(3)  Tram  or  vxjl  silk;  characterized  by  a  much  lower  degree  of  twist;  the 
Individual  threads  consisting  of  3  to  11  cocoon-threads  undergo  do  preliminary 
twist,  and  3  or  3  of  these  are  united  by  loose  twisting,  so  that  the  thread  is  softer 
and  flatter  than  organzine. 

(3)  Marabout  silk;  used  for  making  crape,  i  to  3  threads  being  united  with- 
out any  preliminary  twisting,  then  dyed  without  scouring  and  strongly  twisted; 
a  hard  twist  and  stiffness  are  characteristic  of  this  silk. 

(4)  "Soie  Ondtc";  prepared  by  doubling  a  coarse  and  a  fine  thiead;  it  it 
mostly  used  tor  making  gauze,  and  gives  a.  moire  or  watered  appearance. 

<5)  CordonncI;  4  to  8  twisled  threads  are  combined  by  a  loose  left  twist,  and 
3  of  the  threads  thus  formed  arc  united  by  a  right-handed  twist;  this  silk  b  mostly 
used  for  selvages,  braidinfi,  crocheting,  knitting,  etc. 

{6)  Sewing  silk;  made  from  raw  silk  of  3  lo  24  cocoon-threads,  1,  4,  or  6  of 
which   are  united  by  twisting. 

(7)  Embroidrry  silk;  coMisis  of  a  number  of  simple  untwisted  threads  united 
by  a  sli^t  twisting, 

(5)  PoU  or  Bingle  silk;  a  raw  silk  thread  formed  by  tnisting  8  to  10  cocoon- 
threads  and  employed  for  making  gold  and  silver  tinsel.  (Hetzfeld,  Yams  and 
Ttxiik  Fabric!,  p.  Sg.) 
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The  titre  is  usually  expressed  in  the  form  of  a  fraction,  repre- 
senting limits  of  variation,  as  all  skeins  are  not  of  absolutely  the 
same  aze.  A  silk  marked  18/20,  for  instance,  would  mean  that 
it  varied  from  18  to  30  deniers. 

The  international  denier  may,  perhaps,  be  more  conveniently 
defined  as  being  the  weight  (in  grams)  of  10,000  metres.  The  basis 
for  the  sizing  of  thrown  silk  in  Ei^land  and  the  United  States  is 
the  weight  in  drams  of  i  ,ocx)  yards.  To  convert  this  measure  into 
deniers,  it  is  necessary  to  multiply  by  the  factor  33.36,  For  ex- 
ample, if  1,000  yards  of  silk  weigh  3  drams,  it  would  be  equivalent 
to  33-36X3  =  100.08  deniers.  In  France  the  size  of  the  silk  is 
usually  expressed  in  terms  of  the  old  denier,  which  was  the  weight 
in  deniers  of  400  French  ells.  The  latter  length  is  equivalent 
to  476  metres,  and  the  denier  is  equal  to  0.05313  gram,*  Hence, 
to  obtain  the  size  in  denieis  according  to  this  system,  multiply  the 
weight  in  grams  of  476  metres  by  the  factor  18.82  (  =  1  -5-0.05313). 
For  example,  if  476  metres  of  silk  weigh  5  grams,  this  would  be 
equivalent  to  5X18.82=94,1  deniers.  To  obtain  the  deniers 
under  the  new  measure,  the  weight  in  grains  of  500  metres  is 
multipUed  by  the  factor  of  18.82.  The  legal  measure  in  France 
of  the  size  of  sUk  is  represented  by  the  weight  in  grams  of  500 
metres,  but  it  is  probably  more  usual  to  express  the  size  in  terms 
of  deniers.  To  convert  the  new  denier  into  the  old  denier,  mul- 
tiply by  the  factor  0.952  (  =  tJJ).  The  deniers  on  the  old  system 
may  be  converted  into  the  itdemational  measure  (based  on  a 
weight  of  0.05  gram  for  a  length  of  500  metres)  by  multiplying 
by  the  factor  1,116;  and,  inversely,  the  international  denier  may 
be  converted  into  the  old  system  denier  by  multiplying  by  the 
factor  0.896. 

The  following  tables  show  the  relations  between  the  different 
measures  of  the  French  scale: 

•  The  denier  is  supposed  to  be  derived  from  the  weight  of  a  Roman  coin  of 
small  value  called  denarius.  The  abbrevialjon  for  pence  ((f)  ia  the  English 
monetary  system  is  derived  also  from  this  word. 
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Legal 

New 

Old 

, 

Legal 

New 

Old 

Inlenuf 

TitS. 

Denier. 

Denier. 

Denier.' 

Tilre. 

Denier. 

Denier. 

Denin. 

Weight 

Weight 

Weiabt 

Weight 

WeiaW 

Weight 

Weight 

WeWrt 

of  soo 

of  jOO 

□[4)6 

°f  47« 

Metre,  in 

Met.™  in 

Mrtre.  in 

Me.r;.in 

Metwin 
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7 

16 

8 

5 

3 

99 

75 

94 

96 
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41 

8 

95 

S 
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63 

96 

7S 

.08 

19 

73 

5 

S 
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SI 

98 

54 

13 

17 

53 

14 

5 

6 
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33 

IS 

05 

14 

3a 

16 

s 

7 
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38 

16 

93 

16 

18 

5 

8 
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16 
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92 
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18 

8» 
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91 

5 

9 
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70 

19 

70 

6 

93 
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50 

58 

49 

6 

lU 

81 
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29 

34 

46 

23 

28 

26 

6 
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69 

08 

4 

36 

35 

»S 

08 

28 

6 
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57 

87 
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aS 

'i 
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87 

y> 
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4S 

66 
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30 

28 

66 

3» 

6 

34 
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46 
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31 

30 

45 

34 

6 
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118 

2S 
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33 

3a 

24 

36 

6 
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04 
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35 

34 

04 

38 

6 
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98 

83 
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37 

64 

35 

83 

40 

6 

129 

87 
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63 

138 

39 

5' 

40 

37 
39 

62 
41 

44 

7 
7 

t3t 
133 

l\ 

"5 

127 

4' 

T40 
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43 

39 

46 

7 

'35 

51 

129 

144 

45 

17 

43 
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7 
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39 
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So 
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47 

05 

78 

s» 

7 
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28 
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59 
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48 

93 

At 

57 

S' 

7 
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16 
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39 
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S" 

81 

48 

57 

54 

7 
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17 
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S' 

70 
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16 

56 

7 
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92 
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96 
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54 

58 

51 

95 

58 

7 
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80 

139 

70 
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56 

46 

S3 

74 

60 

7 
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69 
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S6 
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58 

34 

55 

54 

62 

S 
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57 
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60 

57 

33 

64 

3 
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45 
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13 
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62 

59 

66 

8 
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33 
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92 
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63 
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60 

91 

68 
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se 
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98 
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29 

74 

8 
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5' 

68 
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8 
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Legid 

New 

Old 

*. 

Old 

Weight 

Weight 

Weight 

Weight 

Weight 

g.Q 

186.33 

'77  38 

198 

11.0 

107.03 

179.10 

320 

IT 

20S 

92 

80 

191.98 

7" 

104 

203.47 

1 

■;■; 

4 

m 

208 

106.06 

197.63 

J18 

107.85 

199  5" 

iBq 

9,1 

11.7 

209.64 

»M 

101.39 

191 

73 

al4 

211.43 

»36 

103.17 

193 

■;' 

II. 9 

^n 

97 

213." 

238 

10.9 

105.15 

195-30 

215.01 

240 

The  following  table  shows  the  comparison  between  drams, 
grams,  and  deniers: 


Dram*. 

Gnuni. 

Denien. 

IDnmu. 

G«™. 

Denien. 

0.0399 

o.oSS'S 

I  0 

4.43 

83.4 

44 

8-3 

75 

4 

»7 

9' 

16- S 

568 

4 

7 

09 

•33 

75 

33 

JS.o 

8 

86 

i6e 

00 

77 '87s 

3336 

6^ 

199 

"5 

41.6 

7 

40 

»33 

6S 

(i 

00 

14 

'7 

26, 

75 

S8.3 

0 

'S 

95 

299 

S4 

17 

72 

333 

"5 

75  0 

For  the  sizing  of  spun  silk  the  unit  of  the  English  scale  is  a 
hank  of  840  yards,  and  the  number  of  such  hanks  in  one  pound 
is  the  count  of  the  yam.  There  is  a  difference  in  the  countii^ 
of  doubled  spun  silk  from  that  of  doubled  cotton  yam,  in  that 
nith  cotton  "2-40's"  means  single  40's  doubled  to  20's;  whereas, 
with  spun  silk,  "2-40's"  means  single  8o's  doubled  to  40's,  and 
"3-40's"  would  mean  single  120's  tripled  to  40's,  etc. 
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CHAPTER  Vn. 
CHEMICAL  NATURE  AND  PROPERTIES  OF  SILK. 

I.  Chemical  ConstitutioQ. — The  glands  of  the  silkwonn  appear 
to  secrete  two  transparent  liquids.  The  one,  fibroin,  constitutii^ 
from  one-half  to  two-thirds  of  the  entire  secretion,  forms  the  inte- 
rior and  larger  portion  of  the  silk  fibre;  the  other,  sericin,  also 
called  silk-glue,  forms  the  outer  coating  of  the  fibre.  The  latter 
substance  is  yellowish  in  color,  and  is  readily  soluble  in  boiling 
water,  hot  soap,  and  alkaline  solutions.  As  soon  as  discharged 
into  the  air,  the  fluids  from  the  spinneret  solidify,  and  coming  into 
contact  with  each  other  at  the  moment  of  discharge  are  firmly 
cemented  together  by  the  sericin. 

The  amount  of  sericin  present  in  raw  alk  is  about  25  per 
cent.,  and  this  causes  the  fibre  to  feel  harsh  and  to  be  stiff  and 
coarse.  Before  beii^  manufactured  into  textiles,  the  raw  silk  is 
subjected  to  several  processes  with  a  view  to  making  it  soft  and 
glossy.  The  first  treatment  is  called  discharging,  stripping,  or 
degumming,  and  has  for  its  purpose  the  removal  of  the  silk-glue. 
It  is  really  a  scouring  operation,  the  silk  being  worked  in  a  soap 
solution  *  at  a  temperature  of  95°  C.  In  this  process  the  silk 
loses  from  20  to  30  per  cent,  in  weight,  but  becomes  soft  and 
glossy.  After  several  successive  scou rings  the  soap  solution 
becomes  heavily  charged  with  sericin,  and  is  subsequently  util- 
ized in  the  dye-bath  as  an  assistant  under  the  name  of  boiled-off 
liquor. 

*  Alkaline  carbonates  are  not  lo  be  reoimmended  (or  silk  scoUring,  as  they 
are  liable  to  injure  the  fibre,  especially  at  elevated  temperatures.  Soft  water 
should  also  be  employed,  as  lime  makes  the  fibre  brittle. 
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According  to  Mulder,  samples  of  yellow  Italian  silk  analyzed 
as  follows: 

PuCent. 

Silk  fibre. 53.35 

Matter  soluble  in  water. aS.Sfi 

"         "       "  alcohol 1.48 

"          "        "  ether. o.oi 

"          "        "  acetic  acid 16.30 

He  gives  the  chemical  composition  of  the  silk  fibre  as  follows: 

Fibroin 53.37 

Gelatin io.66 

Albumin. '4.43 

Wm 1,39 

Cobring-matter 0.05 

Resinous  and  fatty  matter. o.  10 

According  to  Richardson,  mulberry  silk  has  the  following 
compo^tion : 


fibroin.  . . 
Mineral  rr 


Analyses  of  samples  of  mulberry  silk  are  given  by  H.  Silber- 
TTiaTiTi  as  follows: 


Wliil*. 

Y. 

ow. 

Oxooat. 

Raw. 

C«o«u. 

R.W. 

73.59 
0.09 

13.  ag 
3-01 
1.60 

76.20 

0.09 

1:36 

0.30 

':;r6 

1.9a 

23. '3 
-7S 

The  amoimt  of  ash  in  boiled-off  silk  will  vary  somewhat 
accordii^  to  the  or^n  of  the  silk,  but  will  average  about  0.50 
per  cent.    In  raw  silk  the  average  amount  of  ash  will  be  about 
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I  per  cent.*    In  yama-mai  silk  the  ash  may  reach  as  high  as  8 
per  cent. 

Fibroin  is  a  proteid  somewhat  analc^ous  to  that  contained  in 
wool,  and,  like  the  latter,  it  is  no  doubt  an  aniido-acid.f  Mulder 
gives  the  analysis  of  fibroin  as  follows; 

Carbon 48.80 

Hydrogen 6.  ij 

Oitygen as  .00 

Nitrogen 19.00 

Vignon  analyzed  samples  of  highly  purified  silk,t  and  gives 
the  following  figures: 

Carbon 48,3 

Hydrogen 6.$ 

Nitrogen 19.3 

0]tygen. i6.o 

The  proportion  of  fibroin  in  raw  silk  has  been  variously 
stated  by  different  observers,  and  appears  to  differ  with  the 
method  employed  for  its  determination.!     The  figure  given  by 

•  Allen  stales  that  the  greater  part  ot  the  mineral  matters  of  raw  silk  are 
simply  adherent  to  the  fibre,  and  are  removed  together  with  the  serlcin  by  pro- 
longed boiling  with  soap  solution;  the  residual  fibroin  retains  only  about  0,6  per 
cent,  of  mineral  matter.     {Comm.  Org.  Anal.,  Vol.  4,  p.  507.) 

^  Richardson  suggests  the  following  structural  formula  [or  fibroin,  allowing  x 
to  represent  a  hydrocarbon  residue: 

-NH— CO, 

\co— nh/ 

The  decomposition  of  fibroin  by  saponification  with  potash  would  then  be 
,NH— COv  /NH, 

<  >-1-jKOH-»< 

\C0— NH-'  \C0.0K 

(Vignon  prepared  pure  fibroin  in  the  following  manner:  A  lo-gnun  skein 
of  raw  white  silk  is  boiled  for  thirty  minutes  in  a  solution  of  i;  grams  of  neutral 
soap  in  1500  c.c.  water;  rinse  in  hot,  Chen  in  tepid  water;  squeeze  and  repeat  the 
Irealment  in  a  fresh  soap-balh;  rinse  with  water,  then  with  dilute  hydrochloric 
acid,  again  with  water;  finally,  wash  twice  with  go  per  cent,  alcohol.  The  fibroin 
thus  obtained  leaves  only  0.01  per  cent,  of  ash  on  ignition.  (Comft,  rend.,  vol. 
"S.  PP'  '7.  (xi-) 

{  According  to  .Allen,  raw  commercial  silk  from  the  mulberry  silkworm  is 
generally  regarded  as  containing  1 1  per  cent,  of  moisture,  66  per  cent,  of  fibroin, 
91  per  cent,  of  scricin,  and  1  per  cent,  of  mineral  and  coloring-matters.  (Comn. 
Org.  Anal.,  Vol.  4,  p.  506.) 
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Mulder  (see  above)  of  53.35  per  cent,  was  obtained  by  boiling 
the  raw  silk  with  acetic  acid.  By  the  action  of  a  5  per  cent. 
solution  of  cold  caustic  soda,  Sladeler  obtained  42  to  50  per  ceat. 
of  fibroin.  Cramer  obtained  66  per  cent,  by  heating  raw  silk 
in  water  at  133°  C.  under  pressure.  Franc^zon  reports  75  per 
cent,  of  fibroin  by  twice  boiling  the  silk  in  a  solution  of  soap  and 
then  treatii^  with  acetic  acid.  Vignon,  by  carefully  purifying 
the  fibroin  by  suitable  treatment,  obtained  75  per  cent.* 

Unlike  keratin,  the  proteid  of  wool,  fibroin  contains  no  sul- 
phur, and  is  much  more  constant  in  its  composition.  The  empiri- 
cal formula  for  fibroin  as  given  by  Mulder  is  CisHaaNBOs.  Mills 
and  Takamine  give  the  formula  as  C24H38N8OB,  while  Schiitzen- 
berger  gives  C7iHio7N2*02s-  Cramer  arrives  at  the  same  formula 
as  Mulder,  while  Richardson  {Jour.  Soc.  Chem.  Ind.,  vol,  12,  426) 
gives  CeoHg^NisOaa.  Vignon's  formula  for  specially  purified 
fibroin  is  C2zH47NioOiz.t 

The  presence  of  the  amido-group  in  fibroin  has  been  shown, 
as  in  the  case  of  wool  (see  page  41),  by  diazotizing  the  fibre 
with  an  acid  solution  of  sodium  nitrite,  then  washing  and  treating 
with  solutions  of  various  developers,  such  as  phenol,  resorcinol, 
alpha-  and  beta-naphthols,  etc.,  whereby  the  fibre  becomes  dyed 
in  different  colors. 

From  its  action  towards  alcoholic  potash  Richardson  con- 
cludes that  silk  fibroin  is  probably  an  amido-anhydride  rather 
than    an   amido-acid.    When   boiled   for  a    long   period    with 

*  Acrairding  to  Fischer  and  Skila  {ZtUschr.  j.  phys.  Ghent.,  vol.  33,  p.  171, 
and  vol.  35,  p.  314)1  even  technically  purified  silk  still  contains  about  5  per  cent, 
ot  s;ik-glue. 

t  Silbemiann  found  that  fibroin  healed  with  a  solution  of  barium  hydrate 
under  pressure  was  decomposed  with  the  formation  of  onalic,  carbonic,  and  acetic 
acids,  together  with  an  amido-body  approximating  the  fonnula  CmHi,iNjiO,,' 
The  latter  compound  is  said  to  undergo  further  detomposilion  with  the  formation 
of  tvrosin,  glycocin,  alanin,  amido-butyiic  acid,  and  an  amido-acid  of  the  acrylic 
series.  Fischer  and  Skila  {Zeilschr.  j.  physiol.  Ckem.,  vol.  33,  p.  177)  have  shown 
that  in  all  probability  amino-valerianic  acid,  C^.CH(NHi,)-COOH,  occurs  in 
fibroin.  Silk  fibroin,  however,  appears  to  difier  from  other  albumins  in  not  con. 
taining  aapartic  acid,  COOH.CH,.CH{NH,).CO.OH.  Glutaminic  acid, 
COOH.CH>CH,CH{Niy  .COOH,  also  appears  to  be  present  in  fibroin,  though 
tischer  doubts  this. 
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dilute  sulphuric  acid,  fibroin  is  dissolved  to  a  yellowish-brown 
liquid,  leaving  as  a  reddue  only  a  small  amount  of  what  is  appar- 
ently a  fatty  acid.  From  this  decomposition  product  Wejl 
(Ber.,  vol.  zi,  1529)  succeeded  in  isolating  5.2  per  cent,  of  tyrosin, 
7.5  per  cent,  of  glycocin,  and  15  per  cent,  of  a  crystalline  com- 
pound which  was  apparently  alpha-alanin.  Towards  Millon's 
and  Adamkiewitz's  reagents  fibroin  gives  the  usual  reaction  of  pro- 
teids,  and  it  also  gives  the  biuret  test.*  According  to  Richardson, 
silk  fibroin  will  absorb  30  per  cent,  of  iodin  when  treated  with 
HUbl's  reagent.  Attempts  have  been  made  to  acetylize  fibroin, 
but  without  success.! 

Fibroin  is  insoluble  in  ammonia  and  solutions  of  the  alka- 
line carbonates;  neither  is  it  dissolved  by  a  i  per  cent,  solution 
of  caustic  soda,  but  stronger  solutions  affect  it,  especially  if  hot. 
From  its  solution  in  caustic  soda  fibroin  may  be  reprecipitated 
by  dilution  with  water.    Fibroin  is  also  soluble  in  hot  glacial 

*  Millon's  reagent  consists  of  a  solution  of  merrurous  nitrate  containing  nitrout 
acid  in  solution.  It  is  prepared  b^  treating  t  c.c.  of  mercury  with  lO  c.c.  of  nitric 
acid  (sp.  gr.  1.4),  heating  gently  until  complete  solution  is  effected,  then  dUuting 
the  solution  with  twice  its  volume  of  cold  water.  When  a  solution  of  a  proteid 
is  treated  with  this  reagent,  a  white  precipitate  is  first  formed,  which  turns  brick- 
red  on  boiling;  a  solid  proleid  becomes  red  when  boiled  with  the  reagent.  Adam- 
kiewcz'a  test  is  to  dissolve  the  proteid  in  glacial  acetic  acid,  and  then  add  con- 
centrated sulphuric  acid  to  the  solution,  when  a  fine  violet  color  will  be  produced, 
and  the  liquid  will  exhibit  a  faint  fluorescence.  The  biuret  test  is  to  add  a  few 
drops  of  a  dilute  solution  of  copper  sulphate  to  the  solution  of  proleid;  on  then 
adding  an  excess  of  caustic  soda  solution  the  precipitate  which  at  first  formed  will 
be  dissolved  with  the  production  of  a  fine  violet  coloration. 

t  Cohnheim,  in  his  tables  of  the  percent^e  composition  of  various  albumins, 
gives  the  following  for  the  fibroin  of  silk: 

Glycocoll 36 

Phenylalanin 1.5 

a-PyiTOlidin^arbo^tylic  acid 0.3 

TjTosin ro 

Arginin i 

.The  occurrence  of  the  following  compounds   in   indeterminate  . 
also  given:    Lysin,  histidin,  tryptophane,  and  ami  no- valerianic  acid. 
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acetic  acid,  and  in  strong  hydrochloric,  sulphuric,  nitric,  and 
phosphoric  acids.  Alkaline  solutions  of  the  hydroxides  of  such 
metals  as  nickel,  zinc,  and  copper  also  dissolve  fibroin. 

If  silk  fibroin  is  dissolved  in  cold  concentrated  hydrochloric 
acid,  and  the  solution  be  allowed  to  stand  sixteen  hours  at  the 
ordinary  temperature  with  three  times  its  volume  of  hydro- 
chloric acid  (  sp.gr.  1.19),  it  will  no  longer  be  precipitated  by  the 
addition  of  alcohol.  The  fibroin  appears  to  have  suffered  hy- 
drolysis, being  converted  into  a  body  similar  to  peptone.  This 
substance  may  be  separated  out  by  steaming  the  above  solution 
under  diminished  pressure.*  If  its  aqueous  solution  be  neutral- 
ized with  ammonia  and  some  trypsin  ferment  be  added,  tyrosin 
will  begin  to  crystallize  out  in  a  few  hours, 

Sericin,  accordii^  to  the  analysis  of  Richardson,  has  the 
following  composition: 

Per  Cent. 

Carbon 48,80 

Hydrogen 6. 13 

Oiygcn 35  97 

Nitrogen 19. 00 

and  its  formula  is  given  as  CisHaaNoOs.  It  is  considered  by 
some  as  an  alteration  product  of  fibroin;  strong  hydrochloric  acid 
is  said  to  convert  the  latter  into  sericin ;  the  conversion  is  supposed 
to  take  place  by  assimilation  of  water  and  oxygen. 

CieHaaNjOflH-HaO  +  O-CflHasNeOa. 

Fibroin  Striein 

Sericin  may  be  obtained  in  a  pure  condition  by  first  boiling  a 
sample  of  raw  silk  in  water  for  several  hours,  after  which  the 

*  Fischer  and  Abderhalden  {Bericklc,  190^,  p.  752)  have  succeeded  in  isolating 
from  the  hydrochloric  acid  solution  of  silk  fibroin  a  dipeptide  \a  ihe  fonn  of  methyl- 
dilt«topiperaziDe,  having  the  formula 

/CH,.C(X 

NH<  >NH. 

NCO.CH  < 

^CH, 

The  yield  is  about  is  per  cent,,  and  Ihe  product  is  identical  with  that  obtained 
STntfaetkally  from  glycocoll  and  J-alanin. 
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sericin  is  precipitated  by  lead  acetate.*  On  treatment  with 
dilute  sulphuric  acid,  sericin  yields  a  small  quantity  of  leucin 
and  tyrosin,  but  no  trace  of  glycocoU,  the  principal  product 
formed  being  a  crystalline  body  called  serin,  which  appears  to 

/NHa 
have  the  formula  C2H<<^  ,  and  from  its  chemical  reactions 

x:ooH 

is  evidently  analogous  to  glycocin,  probably  being  amido-glyceric 
acid, 

Sericin  is  soluble  in  hot  water,  hot  soap  solutions,  and  dilute 
caustic  alkalies.  The  aqueous  solution  is  precipitated  by  alcohol, 
tannin,  basic  lead  acetate,  stannous  chloride,  bromin,  and 
iodin,  and  by  potassium  ferrocyanide  in  the  presence  of  acetic 
acid.f  Mulder  gives  the  formula  of  C1BH26N5O8  to  sericin,  and 
the  following  composition: 

Per  Cent. 

Carbon 42 .  60 

Hydrogen 5 .90 

Oiiygen. 35.00 

Nitrogen 16.50 

According  to  BoHey,  the  composition  of  sericin  is 

Percent. 

Carbon 44-31 

Hydrogen 6.18 

Oij^en 31 .  ao 

Nitrogen. 18.30 

*  Pure  seridn  may  also  be  prepared  by  precipitating  crude  sericin  solution 
with  I  per  cent,  acetic  acid,  washing  the  separated  sericin  by  repealed  decanla- 
tioo  with  water,  then  treating  with  cold  and  afterwards  with  boiling  alcohol, 
and  finally  extracting  with  ether.     Pure  sericin  contains 

Carbon 45 .  00  per  cent. 

Hydrogen 6.31  "      " 

Nitrogen 37-14  "      " 

OJtygen 31,54  "      " 

It  is  easily  soluble  in  water,  in  concentrated  hydrochloric  add,  and  in  potas- 
sium carbonate;    sodium  carbonate  only  causes  a  swelling. 

t  By  treatment  with  formaldehyde,  it  is  claimed  that  sericin  is  rendered  In- 
soluble in  both  hot  water  and  soap  solutions;  consequently,  raw  silk  may  be 
treated  with  this  reagent  for  use  in  certain  applications  where  it  may  be  desired 
to  retain  as  far  as  possible  the  coating  of  silic-glue. 
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According  to  the  tables  of  Cohnheim,  the  percentages  of 
known  constituents  in  silk-glue  are  as  follows: 

FcrCent. 

GlycooolL 0.1-0.2 

AUnin. 5     ' 

Leucin. Not  determined 

Serin 6.6 

Tyrosin 5 

Lysin. Not  d«tennined 

Arginin 4 

Ammonia i .  87 

Vignon,*  by  observing  the  action  of  solutions  of  sericin  and 
fibroin  on  polarized  light,  found  that  both  of  these  constituents 
of  silk  were  laevc^rate,  and  their  rotatory  powers  were  about 
equal,  approximating  to  40°.  This  is  in  keeping  with  observa- 
tions made  on  other  albuminoids. 

According  to  Dubois,t  the  yellow  coloring-matter  of  silk  is 
similar  to  carotin.  He  obtained  five  different  bodies  from  the 
natural  coloring-matter  of  silk,  as  follows:  (i)  a  golden-yellow 
coloring-matter,  soluble  in  potassium  carbonate  and  precipitated 
by  acetic  acid;  (2)  crystals  which  appear  yellowish-red  by  trans- 
mitted light  and  brown  by  reflected  light;  (3)  a  lemon-colored 
amorphous  body,  the  alcoholic  solution  of  which  on  evaporation 
gave  granular  masses;  (4)  yellow  octahedral  crystals  resembling 
sulphur;  (5)  a  dark  bluish-green  pigment  in  minute  quantities 
and  probably  crystalline. 

2.  Chemical  Reactions. — In  its  general  chemical  behavior 
silk  is  quite  similar  to  wool.  It  will  stand  a  higher  temperature, 
however,  than  the  latter  fibre,  without  receiving  injury;  it  can 
be  heated,  for  instance,  to  110°  C.  without  danger  of  decomf)osi- 
tion;  at  1 70°  C,  however,  it  is  rapidly  disintegrated.  On  burning 
it  liberates  an  empyreumatic  odor  which  is  not  as  disagreeable 
as  that  obtained  from  burning  wool.  Silk  readily  absorbs  dilute 
acids  ^m  solutions,  and  in  so  doing  increases  in  lustre  and 
acquires  the  scroop  of  which  mention  has  already  been  made. 
Unlike  wool,  it  has  a  strong  affinity  for  tannic  acid,  which  fact 
b  utilized  for  both  weighting  and  mordanting  the  fibre.     Silk 

*  Comft.  rmd.,  vol.  103,  p.  803.  t  Ibid.,  vol.  1 1 1,  p.  432. 
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also  absorbs  sugar  to  a  considerable  degree,  and  this  substance 
may  be  employed  as  a  weighting  material  for  light-colored  silks 
on  this  account.  Towards  the  ordinary  metallic  salts  used  as 
mordants  silk  exhibits  quite  an  aflSnity;  in  fact,  to  such  an  eflcnt 
can  it  absorb  and  fix  certain  metallic  salts  that  silk,  material  is 
frequently  heavily  mordanted  with  such  salts  for  the  purpose 
of  unscrupulously  increasing  its  weight. 

Solutions  of  sodium  chloride  appear  to  have  a  peculiar  action 
on  the  silk  fibre,  especially  in  the  presence  of  weighting  materials. 
According  to  the  researches  of  Sisley,  solutions  of  common  salt 
acting  on  weighted  silk  in  the  presence  of  air  and  moisture  cause 
a  complete  destruction  of  the  fibre  in  twelve  months,  if  charged 
with  but  0.5  per  cent,  of  salt;  i  per  cent,  of  salt  causes  a  very 
pronounced  tenderii^  of  the  fibre  in  two  months,  while  2  to  5  per 
cent,  of  salt  causes  a  distinct  tendering  in  seven  days.  The  action 
of  the  salt  is  shared  in  a  lesser  degree  by  the  chlorides  of  potassium, 
ammonium,  magnesium,  calcium,  barium,  aluminium,  and  zinc, 
and  is  probably  due  to  chemical  dissociation.  This  fact  may 
account  for  the  stains  sometimes  found  in  skeins  of  silk  which 
also  show  a  tendering  of  the  fibre.  These  stains  have  frequently 
been  noticed,  and  thorough  investigation  has  failed  to  satisfactorily 
account  for  them.  The  salt  may  get  into  the  fibre  through  the 
perspiration  of  the  workmen  handling  the  goods,  or  through  a 
variety  of  other  causes. 

.  Silk  is  not  as  sensitive  to  dilute  alkalies  as  wool,  though  the 
lustre  of  the  fibre  is  somewhat  diminished.*  When  treated  with 
strong  hot  caustic  alkalies  the  silk  fibre  dissolves.  Ammonia  and 
soaps  have  no  effect  on  silk  beyond  dissolving  the  silk-glue  or 
sericin;  though  on  long-continued  boiling  in  soap,  the  fibroin  is 
also  attacked.  Borax  has  no  injurious  action  on  silk,  but  neither 
has  it  any  special  solvent  action  on  silk-glue,  hence  it  is  not 
serviceable  as  a  stripping  agent.  If  raw  silk  b  steeped  in  lime- 
water,  the  fibre  will  swell  to  some  extent  and  the  silk-glue  will 
become  somewhat  softened.  If  the  action  of  the  lime-water  is 
continued,  however,  the  silk  will  become  brittle.     Concentrated 

♦  It  is  said  (hat  when  mixed  with  glucose  or  glycerin  caustic  soda  does  not 
dissolve  tlie  silk  fibre  to  any  extent,  but  only  removes  Ihe  gum. 


D.gitizecbyG00glc 


CHEMICAL  NATURE  AND  PROPERTIES  OF  SILK.  1*5 

sulphuric  *  and  hydrochloric  acids  f  dissolve  silk;  nitric  acid  t 
colors  silk  yellow,}  as  in  the  case  with  wool,  probably  due  to  the 
formation  of  xanthoproteic  acid.  This  color  can  be  removed 
by  treatmoit  with  a  boiling  solution  of  stannous  chloride.  The 
solubility  of  silk  in  strong  hydrochloric  acid  is  very  rapid,  a 
minute  or  two  sufficing  for  complete  solution.  Under  such  con- 
ditions wool  and  cotton  fibres  are  but  sUghtly  affected,  so  such  a 
treatment  may  be  used  for  the  separation  of  silk  from  wool  or 
cotton  for  the  purpose  of  analysis.  A  concentrated  solution 
of  basic   zinc  chloride  readily  dissolves  the  silk  fibre.||      An 

•  Though  silt  is  soluble  in  concentrated  acids  if  their  action  is  continued 
for  any  length  of  time,  it  appears  that  if  dlk  be  treated  with  concentmted  sul- 
phuric acid  for  only  a  few  minules,  then  rinsed  and  neutralized,  the  Sbre  nil] 
contract  from  30  to  50  per  cent,  in  length  without  otherwise  suffering  serious 
injury  beyond  a  considerable  loss  in  lustre.  This  action  oF  concenlrated  acids  on 
silk  has  been  utilized  for  the  craping  of  silk  fabrics,  the  acid  being  allowed  to  act 
only  on  certain  parts  of  the  niaier[al.  It  appears  that  tussah  silk  is  not  affected 
by  the  acid  to  the  same  degree  as  ordinary  silk,  and  hence  craping  may  be 
accomplished  by  mixing  tussah  with  ordinary  silk,  and  treating  the  entire  fabric 
with  concentrated  acid. 

t  According  to  Farxell  {Jour,  Soc,  Dyers'  6*  Col.,  1905,  p.  70),  when  silk 
is  treated  with  hydrochloric  acid  of  a  density  of  19°  Tvr.  it  shrinks  about  one- 
third  without  any  appreciable  deterioration  in  the  strength  of  the  fibre.  With 
solutions  of  add  below  ag°  Tw.  no  contraction  occurs,  while  with  Solutions  above 
30°  Tw.  complete  disintegration  of  the  fibre  resuhs.  In  the  production  of  crepon 
effects  by  this  method,  the  fabric  is  printed  with  a  wax  resist,  and  is  then  immersed 
in  the  hydrochloric  acid;  the  contraction  is  complete  in  one  tu  two  minutes,  after 
which  the  fabric  Is  well  washed  in  water.  Nitric  acid  and  ortho-phosphoric  add 
may  also  be  employed  for  the  craping  of  silk  fabrics  (see  C.  and  P.  Depoully, 
Jour.  Soc.  Dytrs'  &•  Col.,  1896,  p.  8).  According  to  a  French  patent,  a  similar 
effect  may  be  obtained  by  treating  silk  with  a  solution  of  zinc  chloride  of  from 
32°  to  76'  Tw.  (see  Jour.  Soc.  Dyers'  fir  Col.,   iSgg,  p.  214). 

t  Vignon  and  Sislcy  {Campl.  rend.,  1891)  found  that  the  purified  fibroin  of 
silk  when  treated  with  nitrous  nitric  acid  increased  7  per  cent,  in  weight. 

5  The  action  of  nitric  acid  on  silk  is  rather  a  peculiar  one.  When  treated 
for  one  minute  with  nitric  acid  cf  sp.  gr.  1.33  at  a  temperature  of  45'  C.,  the  silk 
acquires  a  yellow  colorwhich  cannot  be  washed  out  and  is  also  fast  to  light.  Pure 
nitric  acid  free  from  nitrous  compounds,  however,  does  not  give  this  color.  On 
treating  the  yellow  nitro-silk  with  an  alkali,  the  color  is  considerably  deepened. 
With  strong  sulphuric  acid  nitro-sillc  swells  up  and  gives  a  gelatinous  mass 
resemblii^  egg  albumin. 

n  On  diluting  this  solution  with  water  a  flocculenl  precipitate  is  obtained 
which  b  soluble  in  ammonia,  and  the  latter  solution  has  been  employed  for  coat- 
ing vegetable  fibres  with  silk  for  the  production  of  certain  so-called  "artificial 
silks." 
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acid  solution  of  zinc  chloride  acts  in  the  same  manner. 
Solutions  of  copper  oxide  or  nickel  oxide  in  ammonia  also 
act  as  solvents  towards  silk.  The  latter  solution  can  be  em- 
ployed for  separating  silk  from  cotton,  the  silk  being  readily 
and  completely  soluble  in  a  boiling  solution  of  ammoniacal 
nickel  oxide,  whereas  cotton  loses  less  than  i  per  cent,  of  its  w^ht. 
A  boiling  solution  of  basic  zinc  chloride  (i:i)  will  dissolve  silk 
in  one  minute,  while  cotton  under  the  same  treatment  loses  only 
0.5  per  cent.,  and  wool  only  1,5  to  2  per  cent.*  Chlorin  destroys 
silk,  as  do  other  ■oxidizing  agents,  unless  employed  in  very  dilute 
solutions  and  with  great  care.  Strong  solutions  of  stannic 
chloride  {70°  Tw.)  will  dissolve  silk,  an  action  which  should  be 
bome  in  mind  when  mordanting  and  weighting  silk  with  this  salt. 

Hydrofluosilicic  acid  and  hydrofluoric  acid  in  the  cold  and  in 
5  per  cent,  solutions  do  not  appear  to  exert  any  injurious  action 
on  the  silk  fibre;  these  acids,  however,  remove  all  inorganic 
weighting  materials,  and  their  use  has  been  suggested  for  the 
restoring  of  excessively  weighted  silks  to  their  normal  condition, 
so  that  they  may  be  less  harsh  and  brittle. 

Towards  coloring-matters  in  general,  dlk  exhibits  a  greater 
capacity  of  absorption  than  perhaps  any  other  fibre.  It  also 
absorbs  dyestuflis  at  much  lower  temperatures  than  does  wool. 

As  silk  is  evidently  an  amido-add,  it  possesses  distinct  chemical 
characteristics;  that  is  to  say,  it  exhibits  both  acid  and  basic 
properties  in  a  manner  similar  to  wool.  Like  the  latter  fibre 
(see  page  50),  it  is  probable  that  the  active  chemical  groups  in 
silk  have  considerable  influence  on  its  dyeing  properties,  es- 
pecially with  reference  to  acid  and  basic  dyes,  for  it  has  been 
shown  f  that  if  these  active  molecular  groups  are  rendered  inactive 
by  acetylation  or  otherwise,  the  dyeing  properties  of  the  silk  are 
accordingly  altered. 

*  silk  is  also  soluble  in  Schweitzer's  reagent  (ammoniacal  copper  oxide),  uid 
in  an  alkaline  dilution  of  copper  sulphate  and  glycerin.  The  Utter  b  used  to 
separate  silk  from  wool  and  coiton;  and  the  following  solution  is  recommended: 
16  grams  copper  sulphate,  ro  grams  glycerin,  and  150  c.c.  of  water.  After  dis- 
solving, add  a  solution  of  caustic  soda,  until  the  precipitate  which  at  first  fomu 
b  just  redissolvcd. 

t  Suida,  Farber-Zeit.,  1905. 
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3.  Tussah  Silk  presents  a  number  of  differences,  both  physi- 
cal and  chemical,  from  ordinary  silk.  It  has  a  brown  color 
and  is  considerably  stiffer  and  coarser.  It  is  less  reactive,  in 
general,  towards  chemical  reagents,  and  consequently  presents 
more  difficulty  in  bleaching  and  dyeing.  Tussah  silk  requires 
a  much  more  severe  treatment  for  degumming  than  cultivated 
silk,  and  the  boiled-off  liquor  so  obtained  is  of  no  value  in  dyeing. 

According  to  analyses  of  Bastow  and  Appleyard,*  raw  tus- 
sah silk  gives  the  following  results: 

Per  Cent. 

Soluble  in  hot  water *t'33 

Dbaotved  by  alcohol  (fatty  add) 0.91 

Dissolved  by  ether 0.08 

Total  loss  on  boiling  oS  with  i  per  cent,  solution 

of  soap i<i-49 

Mineral  matter 5.34 

These  same  observers  consider  that  the  fibroin  of  tussah  silk 
differs  chemically  from  that  of  ordinaiy  silk,  as  it  is  not  so 
readily  acted  on  by  solvents.  In  order  to  obtain  pure  tussah 
fibroin,  the  silk  should  be  boiled  repeatedly  with  a  i  per  cent, 
solution  of  soap,  washed  with  water,  extracted  with  hydrochloric 
acid;  and  after  again  washing  with  water  and  drying,  extracted 
successively  with  alcohol  and  ether.  Tussah  fibroin  purified  in 
this  manner  shows  the  following  composition: 

Percent. 

Carbon 47 .  18 

Hydrogen. 6, 30 

Nitrogen 16.85 

Oxygen a9  ■  ^7 

These  figures  are  exclusive  of  0.226  per  cent,  of  ash.  Apple 
yard  gives  the  following  analysis  of  the  ash  from  raw  tussah  silk- 

Per  Cent. 

Soda,  NaiO 13.45 

Potash,  K^ 31.68 

Alumina,  Al^Oj. 1.46 

Lime,  CaO 13.32 

Magnesia,  MgO a^Sli 

Phosphoric  acid,  PiO| 6.go 

Carbonic  add.  COi. 11.14 

Silica,  SiO: 9.79 

Hydrochloric  acid,  CI 8,89 

Sulphuric  add,  SO, 8. 16 

*  Jour.  Soc.  Dyers'  &*  Cel.,  vol.  4,  p.  88. 
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The  presence  of  sulphates  in  this  ash  is  somewhat  remark- 
able, as  this  constituent  does  not  occur  in  ordinary  silk.  The 
occurrence  of  alumina  is  also  remarkable,  as  this  element  is  sel- 
dom a  constituent  of  animal  tissues.  As  the  amount  of  ash  of 
purified  fibroin  of  both  common  silk  and  tussah  silk  is  very 
much  lower  than  that  of  the  raw  silks,  it  is  to  be  considered  prob- 
able that  most  of  the  mineral  matter  found  is  derived  from  adher- 
ing impurities,  and  is  not  a  true  constituent  of  the  silk  itself. 

Tussah  silk  is  scarcely  affected  by  an  alkaline  solution  of 
copper  hydrate  in  glycerin,  whereas  ordinary  silk  is  readily 
soluble  in  this  reagent.* 

The  following  table  exhibits  the  principal  differences  betwe«i 
true  silk  and  tussah  silk:  f 


Tun^Silk. 


Hot  Ci 


Cold  hydrochloric  acid  (ap. 
gr.  1.16) 

Cold  cone,  nitric  add 

Neutral  solution  of  linc  chlo- 
ride (sp.  gr.  1.7a;) 

Strong  chromic   acid   solution 


Dissolves  in  13  minutes 
Dissolves  very  rapidly 


Dissolves  very  rapidly 


Requires  50  minutes  for 

solution 
Only   partially   dissolves 

in  48  hours 
Dissolves  in  10  minutes 
Dissolves  but  slowly 


Dissolves  VI 


s  slowly 


While  the  fibre  of  mulberry  silk  presents  the  ap[>earance  of  a 
structureless  thread,  and  rarely  exhibits  signs  of  distinct  striation, 
tussah  (and  other  "  wild  "  silks)  is  made  up  of  bundles  of  delicate 
fibrills,  varying  in  diameter  from  0.0003  ^^  0.0015  nun.,  so  that 
the  fibre  as  a  whole  presents  a  striated  appearance.  Also  the 
cross-section  %  of  tussah  silk  is  considerably  larger  than  that 
of  mulberry  silk,  and  is  more  flattened ;  it  also  exhibits  numerous 
fine  air-tubes.  The  following  table  exhibits  the  difference  in 
the  microscopic  appearance  of  various  kinds  of  raw  silk;  the 
diameter  is  expressed  in  /i -=  thousandths  of  a  millimetre;  § 

*  Filsingcr,  Chem.  Ztil.,  vol,  10,  p,  324. 

t  Bxslow  and  Applcyard,  Jour.  Sac.  Dyers'  &■  Cot.,  vol.  4,  p.  89, 

t  Filsinger,  vide  supra. 

{  Hohnel,  Jour.  Soc.  Cliem.  Ind.,  vol.  3,  p.  171.  -   ' 
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V«iety  of  aik. 

Di.mcter. 

Appeanmce. 

Broadside. 

NuTow  side. 

True  silk,  Bonibyx 

While      or      yellowiahi 

WhUe      or      yellowish; 

Senegal     silk.     B. 

3ray,   brown,   or  black. 

brownish  white,        01 

with         occasionaUy 

pale      yellow,       gray, 
brown,   and   occasion- 

lighter shades 

ally  bluUh  white 

Ailanthussilk,^Ma- 

401050 

Shining  yellowish  white, 

Dirty  gray  or  brown  to 

cuscynthi,. 

with  yellow,  brown,  or 

black,  wiih  green,  yel- 

low, red,  violet,  or  blue 
spots 
Glaring  and  fine  colors. 

y»ina-in«i   silk, 

Bluish   while   with   dark 

Anlhertta    yajna- 

shades 

shades 

Tussah   silk,   Atta- 

Irwular    in    thickness. 
T&ickest     parts     with 

Dark  gray,  with  pink  or 

ciustlnu 

li^l  green  spoU 

gray   and   blue   spots; 

while,       yellow,       or 
orange-red 

Similar    to    above,     but 

Iheraj  mylitUi 

spots  orange-red,   red 

The  cocoon-threads  of  wild  silks  possess  greater  elasticity 
and  tensile  strength,  as  would  naturally  be  expected  from  their 
greater  thickness.  The  following  table  gives  the  elasticity  and 
breaking  strain  of  the  principal  varieties  of  silk: 


Variety  of  Silk. 

Mulberry  {Bombyx  mori) 

Tussah  {Atithtraa  myiUta) 

Eria  {AUacui  ricini) 

Muga  {Antheraa  aisama) 

AtlM  WttaCKi  aUas) 

Ailantbus  lAUatui  cynthia) 

Yama-mai. 

AUaciu  Selene. 

AiUkerait  pernyi. 
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CHAPTER  Vm. 

THE  VEGETABLE  FIBRES. 

I.  General  Coiuideratiotis. — The  basis  of  all  vegetable  fibres 
is  to  be  found  in  cellulose,*  a  compound  belonging  to  a  class 
of  naturally  occurring  substances  known  as  carbohydrates.  The 
fibres  may  be  seed-hairs,  such  as  the  different  varieties  of  cotton, 
cotton-silk,  etc.;t  or  bast  fibres,  which  include  those  obtained 
from  the  cambium  layer  of  the  dicotyledonous  plants,  such  as 
flax,  hemp,  jute,  ramie,  etc.;  or  vascular  fibres,t  which  include 
those  obtained  chiefly  from  the  leaf-tissues  of  the  monocotyledo- 
nous  plants,  such  as  phormium,  agave,  aloe,  etcf 

Anatomically  .considered,  the  plant  fibres  may  be  divided  into 
six  different  classes  (HOhnel): 

(i)  Single-cell  plant-hairs,  such  as  cotton,  vegetable  sUk,  and 
vegetable  down. 

(2)  Fibres  consisting  of  several  cells,  such  as  pulu  fibre, 
elephant-grass,  and  cotton-grass. 

(3)  Bast  fibres,  such  as  flax,  hemp,  jute,  ramie,  etc. 

{4)  Dicotyledonous  bast  fibres,  such  as  linden  bast,  Cuba 
bast,  etc. 

*  It  is  seldom,  however,  ihat  cellulose  actually  occurs  in  [he  plant  in  the  free 
condition,  but  is  usually  associated  or  chemically  combined  viih  other  substances, 
of  which  the  principal  are  fatty  and  waxy  matters,  coloring-matters,  and  tannins, 
and  a  rather  indefinite  group  oE  so-called  pectin  matters,  which  appear  to  be 
more  or  less  oxidized  or  acid  derivatives  of  the  carbohydiatea. 

t  In  a  certain  sense,  the  cocoanut  bbre  (coir)  may  be  included  under  the 
class  of  seed-hairs. 

}  In  China  there  is  an  eiample  of  a  spinning  fibre  composed  ot  the  Uaf-hairs 
of  a  plant.  The  latter  apparently  belongs  to  the  XeranlheMum,  and  its  leaves 
are  covered  with  a  thick  mass  of  long  hairy  fibres,  which  are  easily  separated 
from  the  leaf  when  dried  (see  Wiesner,  Die  Rohstoffe  dei  P/lanEenrtichti,  p.  167). 

{  There  is  a  peculiar  instance  in  which  (he  entire  plant  is  used  as  the  fibre; 
this  is  sea-grass  or  sea-wrack  (Zostera  marina).  However,  it  can  scarcely  be 
considered  as  a  textile  fibre,  as  it  is  almost  altogether  employed  for  stuffing  and 
packing 
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(5)  Monocotyledonous  vascular  fibres,  such  as  sisal  hemp^ 
aloe  hemp,  pineapple  fibre,  cocoanut  fibre,  etc. 

(6)  Monocotyledonous  sclerenchymous  fibres,  such  as  Manila 
hemp,  New  Zealand  flax,  etc.* 

There  is  considerable  difference  to  be  observed  between  the 
anatomical  structure  of  seed-hairs  and  that  of  bast  fibres.  Seed- 
hAin  are  known  botanically  as  plumose  fibres,  and  usually  consist 
of  a  unicellular  fibre  or  trichrome,  exhibiting  only  a  single  solid 
apex,  the  other  end  being  attached  to  the  seed.  Externally  they 
appear  to  be  covered  with  a  thin  skin  or  cuticle  which  differs 
essentially  from  the  remaining  cellulose  in  that  it  is  not  dissolved 
by  treatment  with  sulphuric  add.  The  cell-walls  vary  con- 
siderably in  their  thickness,  and  are  structureless  and  porous. 
Through  the  centre  of  the  fibre  runs  a  hollow  canal  called  the 
lumen.  Usually  the  dried  fibre  is  flattened  into  the  form  of  a 
band,  so  that  in  cross-section  the  lumen  appears  as  a  line.  Bast 
fibres,  on  the  other  hand,  consist  of  completely  enclosed  tubes, 
each  end  being  pointed.  Each  individual  fibre  is  multicellular, 
the  cells  being  long  and  usually  polygonal  in  cross-section.f  The 
cell-walls  are  usually  rather  thick,  and  the  cross-section  instead 
of  being  flat  and  narrow  is  broad  and  more  or  less  rounded. 
The  inner  wall  is  frequently  covered  with  a  thin  layer  of  dried 
protoplasm.  One  of  the  most  characteristic  appearances  of 
the  bast  fibres  is  the  occurrence  of  dislocations  or  joints  through- 

*  Zipser  (Texlilt  Raw  MateriaU,  p.  8  rf  ttq.)  gives  the  following  classification 
for  vegetable  fibres: 

1 .  Seed  fibres,  growing  tram  the  seeds  or  seed-capsules  o(  certain  plants,  and 
including  cotton,  Bombax,  Asclipias,  etc. 

3.  Slem  dbtes,  growing  in  the  bast  of  certain  dicotyledonous  plants,  and  includ- 
ing Sax,  hemp,  jute,  etc. 

3,  Ltaf  fibres,  occuning  in  the  leaves  of  a  number  of  monocotyledonous  plants, 
and  including  New  Zealand  hemp,  Manila  hemp,  aloe,  etc. 

4.  Fruit  fibres,  of  which  the  sole  member  worth  mentioning  is  the  cocoa- 
DUt  fibre. 

t  The  bast  or  vascular  bundles  consist  of  two  parts,  the  phloem  and  the  xyUm. 
As  a  rule,  the  phlotm  occurs  nearer  the  outside  of  the  plant,  while  the  xylem  forms 
the  principal  structural  part  of  the  inside  portion  of  the  plant.  The  fibres  in 
the  phloim  are  usually  rather  easiJy  delached  and  form  the  commercial  product, 
while  those  occurring  in  the  lylem,  as  a  rule,  cannot  be  readily  separated  by 
mechanical  means  from  the  woody  tissue  in  which  they  arc  imbedded. 
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out  the  length  of  the  fibre  (see  Fig.  42).  These  dislocations 
also  show  the  property  of  becoming  more  deeply  colored  than 
the  rest  of  the  fibre  when  treated  with  a  solution  of  chlor-iodide 
of  zinc.  These  knots  or  joints  generally  show  thicker  overlying 
transverse  fissures,  between  which  lie  small  short  discs  arranged 


Fig.  4j.  Fig.  43. 

Fic.  41.— A  Typical  Bast  Fibre  (X350)  showing  the  Jointed  Structure  or  Di»- 

locations  at  D.     (Micrograph  by  author.) 

Fic.  43. — A  Bundle  of  Bast  Fibres.     (X400.)     (After  Lecomlc.) 

Bast  fibres  are  the  long,  tough  cells  found  in  the  barks  and 

stems  of  various  plants.    The  cell- walls  of  these  fibres  are  usually 

partially  changed  from  pure  cellulose  into  lignin  and  are  thickened. 

There  is  usually  a  considerable  amount  of  foreign  matter  also 

contained  in  the  cell-wall,   and  often  this  becomes  sufficiently 

characteristic   to   serve  as  a   means  of  identifying   the   various 

fibres  by  the  apphcalion  of  chemical   reagents.     Fibres  which 

contain  only  pure  cellulose  arc  colored  blue  when  treated  with 
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the  iodin-sulphuric  acid  reagent  (see  chapter  xvii),  while  fibres 
coDtaining  ligiun  are  colored  yellow  to  brown  with  the  same 
test.  Unlike  seed-hairs,  the  individual  cells  of  bast  fibres  are 
not  of  sufficient  length  for  use  in  spinning,  but  as  they  are  held 
together  with  considerable  firmness  to  form  bundles  of  great 
length,  they  are  utilized  in  this  form, 

Wiesner  gives  the  following  table  showing  the  length  of  the 
raw  fibre  and  the  dimensions  of  the  cells  composing  them. 


Length  of 


Bre*dtb  of  Cclb. 


Tillandsia  fibre 

Esparto  grasp 

Cordia  lalijclin 

Pkormium  letlax 

AMmochai  Utraphylios 

Baithinia  racemeia 

Jute  {Corchorus  cafstdaris) 

Thtsptsia  lampas 

Urtna  sinuata 

Siia  rtluia 

Calolropii  giganiea  (bast) 

AUk  perjoliala 

FUx  {Linum  HitfoJuiintiim) 

Hemp  {^Cannabis  sativo) 

Jute  {poTchanu  alHorius) 

Hibiscus  caanalnniu 

Sunn  ICrololaria  juncea) 

BrDrntlia  karalai 

China  f^rass  (BOhyneria  nivea}.  . . 
Rami;  iBBhmeria  tenaeissima) .  ■ . 
Cotton  (Gosiypium  barbaiienit).. 

do.      (G,  mngtomeraliiin) 

do.     ic.  ktroaceum) 

do.      ((7.  acuminatum) 

do.      (G.  arboreuttt) 

Cotlon  wool  (Bombax  iKplapkyUum) . 
Vegetable  silk  (Calotropis  giganiea) .  . 

do.  {AicUpUs) 

do.  {Marsdtnia) 

do.  (Stropkantkus) 

do.  {Beaumimtia) 

Linden-bast 

Sttrculia  villosa 

Holepttlia  iiUegrifdia 

Kydiacalycina 

Lasiosyphon  sptciosui 

Sponia  vrighlii. 

Pandanus  adoraiitsimus 

I^U  fibre 

Coir  fibre 


80-110 

150-30° 
100-180 

20-30 
40-50 

150-300 
40-go 
10-50 


D.8-4.1 

0.8-4.1 

3.5-6.9 


30-45 
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V^tillard  gives  a  somewhat  similar  table  as  follows: 


Min.     Mu.   Ml 


Hemp  {Cannabis  saliva) 

Hop  fibre  {Humulut  lupuiui) 

Nettle  fibre  {Urtica  dioici.) 

Ramie  (Urlica  nivea) 

Fibre  of  paper  mulberry 

Sunn  hemp  [Crotalarta  juncea) 

Broom-grass  (Sarothamnvs  vulgiirio) 
Feather-grass  (Spartiam  jtmctum).  . 

Uelioius  alba 

Cotton 

Gambo  hemp  {Hibiscus  cannabinus) 

Linden-bast  {Tiita  europaa) 

Jute  {Corckonts  capivlaris) 

Lagetta  lintearia 

sJix  alba 

Esparto 

Lygaam  spartum 

Pineapple  fibre 

Bromelia  karatas 

Brornelin  pinguin^  -  .  ^, - . 

New  Zealand  flai  (Pharmium  tenax). 

Yucca  fibre 

Sanseveria  fibre 

Pita  {Agave  ommcana) 

Manila  hemp  {Musa  UxtUis) 

Miiia  paradisaica 

Phtenix  dactyiifna 

Carypha  Mmbracuiifera 

£lais  guineensis 

Rapkia  taetigera 

Matlrilia  fiexuosa 

Coir  fibre  {Cocas  nuHjeta) 


2.  Classification.^ — Perhaps  the  most  systematic  and  complete 
enumeration  of  the  various  %'cgctable  fibres,  together  with  a 
classification  of  their  teclmical  uses,  is  that  given  by  Jiod%e,* 
from  which  the  following  abstract  is  taken. 

STRUCTtlRAL   CLASSIFICATION. 
A,   FlBROVASCULAK  STRUCTURE. 

I.  Basl  fibres. — Derived  from  the  inner  fibrous  bark  of  dicot- 
yledonous  plants   or   exogens,   or   outside   growers.    They   are 


*R,pcr, 


«  Ustjal  Flam  Fibres  u)  the  World. 
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composed  of  bast-cells,  the  ends  of  which  overlap  each  other,  so  as 
to  fonn  in  mass  a  filament.  They  occupy  the  phloem  portion 
of  the  fibrovascular  bundles,  and  their  utility  in  nature  is  to  give 
strength  and  flexibility  to  the  tissue. 

2.  Woody  fibres. 

(a)  The  stems  and  twigs  of  exogenous  plants,  simply  stripped 
of  their  bark  and  used  entire,  or  separated  into  withes  for  weaving 
or  plaiting  into  basketry. 

(ft)  The  entire  or  subdivided  roots  of  exogenous  plants, 
to  be  cmpbyed  for  the  same  purpose,  or  as  tie  material,  or  as 
very  coarse  thread  for  stitching  or  binding. 

(c)  The  wood  of  exogenous  trees  easily  divisible  into  layers 
or  splints  for  the  same  purposes,  or  more  finely  divided  into 
thread-hke  shavings  for  packing  material. 

(d)  The  wood  of  certain  soft  species  of  exogenous  trees, 
after  grinding  and  converting  by  chemical  means  into  wood- 
pulp,  which  is  simple  cellulose,  and  similar  woods  more  carefully 
prepared  for  the  manufacture  of  artificial  silk. 

3.  Structurd  fibres. 

(a)  Derived  from  the  structural  system  of  the  stalks,  leaf- 
stems,  and  leaves,  or  other  parts  of  monocotyledonous  plants, 
or  inside  growers,  occurring  as  isolated  fibrovascular  bundles, 
and  surrounded  by  a  pithy,  spongy,  corky,  or  often  a  soft,  succu- 
lent, cellular  mass  covered  with  a  thick  epidermis.  They  give 
to  the  plant  rigidity  and  toughness,  thus  enabling  it  to  resist 
injury  from  the  elements,  and  they  also  serve  as  water-vessels. 

(6)  The  whole  stems,  or  roots,  or  leaves,  or  split  and  shredded 
leaves  of  monocotyledonous  plants. 

(c)  The  fibrous  portion  of  the  leaves  or  fruits  of  certain 
exogenous  plants  when  deprived  of  their  epidermis  and  soft 
cellular  tissue. 

B.  Simple  Cellulak  SxRUcrtrRE. 

4.  Surface  fibres. 

(a)  The  down  or  hairs  surrounding  the  seeds,  or  seed  en- 
vebpes,  or  exogenous  plants,  which  are  usually  contained  in 
a  husk,  pod,  or  capsule. 
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(6)  Hair-like  growths,  or  tomentum,  found  on  the  surfaces 
of  stems  and  leaves,  or  on  the  leaf-buds  of  both  divisions  of  plants. 

(c)  The  fibrous  material  produced  in  the  form  of  epidermal 
strips  from  the  leaves  of  certain  endogenous  species,  as  the  palms. 

5.  Pseudv-fibres,  or  jatse  fibrous  material. 

(a)  Certain  of  the  mosses,  as  the  species  of  the  Sphagnum, 
for  packing  material. 

(6)  Certain  leaves  and  marine  weeds,  the  dried  substance 
of  which  forms  a  more  delicate  packing  material, 

(c)  Seaweeds  wrought  into  lines  and  cordage. 

(d)  Fungus  growths,  or  the  mycelium  of  certain  fungi  that 
may  be  applied  to  economic  uses,  for  which  some  of  the  true 
fibres  are  employed. 

The  bast  fibres  *  are  clearly  defined,  and  all  such  fibres  when 
simply  stripped  are  similar  in  form  as  to  outward  appearance, 
differing  chiefly  in  color,  fineness,  and  strength.  An  example 
of  a  fine  bast  fibre  is  the  ribbons  or  filaments  of  hemp.  The 
woody  fibres  f  are  only  fibrous  in  the  broad  sense,  as  their  cellulose 
is  broken  down  and  all  extraneous  matter  removed  by  chemical 
means,  as  for  the  manufacture  of  paper-pulp  or  of  artificial  silk. 
The  structural  fibres  J  are  found  in  many  forms  differing  widely 


•  The  bast  fibres  are  derived  from  the  bark  of  exogeneous  plants,  such  as 
trees,  shrubs,  the  climbing  vines,  and  herbaceous  vegetation  generally. 

t  The  greater  number  of  woody  fibres  are  merely  wood  in  the  form  of  fleii- 
bleslendertwigsorosiers that  areuseful  formaking baskets;  orthe larger  branches 
may  be  split  or  subdivided  into  strips,  withes,  or  flat  ribbons  of  wood,  for  making 
coarser  baskets.  The  softer  woods  still  further  divided  give  the  product  known 
as  "excelsio'i"  which  can  only  claim  a  place  in  the  list  of  fibres  on  account  of  its 
use  in  upholstery  or  packing. 

t  The  structural  fibres  are  to  be  found  in  many  forms,  among  which  may  be 
enumerated  the  following:  The  stiff,  white,  or  yellowish  fibres  forming  the  struc- 
ture of  all  fleshy-leaved  or  aloe-like  plants,  as  the  century  plant,  the  yuccas, 
agave,  and  pineapple,  or  the  fleshy  trunk  of  the  banana;  the  coarser  bundles  of 
stiff,  fibro  s  substance  which  gives  strength  to  the  trunks,  leaf,  stem,  and  even 
the  leaves  of  palms,  such  as  plassave,  derived  from  the  dilated  margins  of  the 
petioles  of  a  palm;  stiff  fibres  cxtrarlcd  by  maceration  from  the  bases  of  the  leaf- 
stems  of  the  cab^aBC  palmetto,  or  the  shredded  leaves  of  the  African  fan  palm, 
known  as  Crin  xigl'.al;  rattan  strips  and  fibrous  material  derived  from  bamboo, 
the  com-slalk,  broom-corn,  and  from  reeds,  sedges,  and  grasses;  still  other  forms 
are  the  coir  fibre  surrounding  the  fruit  of  the  cocoanut,  the  fibre  from  pine-needles. 
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from  each  other,  and  the  surface  fibres  *  are  still  more  varied  in 
form. 

ECONOMIC  CLASSIFICATION.f 

A.  Spinning  Fibres. 

1.  Fabric  fibres. 

(a)  Fibres  of  the  first  rank  for  spinning  and  weavii^  into 
fine  and  coarse  textures  for  wearing  apparel,  domestic  u3e,  or 
house-furnishing  and  decoration,  and  for  awnings,  sails,  etc. 
(The  commercial  forms  are  cotton,  flax,  ramie,  hemp,  pineapple, 
and  New  Zealand  flax.) 

(6)  Fibres  of  the  second  rank,  used  for  burlap  or  gunny, 
cotton  bagging,  woven  mattings,  floor-coverings,  and  other  coarse 
uses,     (Commercial  examples  are  coir  and  jute.) 

2.  Netting  fibres. 

(a)  Lace  fibres,  which  are  cotton,  flax,  ramie,  agave,  etc. 

(b)  Coarse  netting  fibres,  for  all  forms  of  nets,  and  for 
hammocks.  (Commercial  forms:  Cotton,  flax,  ramie.  New 
Zealand  flax,  agave,  etc.) 

3.  Cordage  ^es. 

(0)  Fine-spun  threads  and  yams  other  than  for  weavii^; 
cords,  lines,  and  twines.     (All  of  the  commercial  fabric  fibres, 

and  the  fibrous  mass  filling  the  sponge  cucumber,  which  is  a  peculiar  example  of 
a  structural  fibre  derived  from  an  exogenous  plant. 

*  Surface  fibres  may  consist  of  the  elongated  hairs  surrounding  the  pods  of  the 
thistle,  and  known  as  thistle-down,  or  ihey  may  be  fibrous  growths  around  seed 
clusters,  as  the  cotton-boll,  the  miUc-weed  pod,  etc.,  or  they  may  be  the  leaf  scales 
or  tomenlum  found  on  the  under  surface  of  leaves  or  epidermal  strips  of  palm 
leaves,  such  as  raffia. 

■f  Dewey  (Year-Book,  Dept.  Agric.  1903}  gives  the  following  economic  clas^- 
fication  of  the  vegetable  fibres: 

(i)  The  cottons,  with  soft,  lint-like  fibre  )  inch  to  1  inches  long,  composed 
of  single  cells,  borne  on  the  seeds  of  different  species  of  cotton-plants. 

(3)  The  soft  fibres,  or  bast  fibres,  including  flax,  hemp,  and  jute;  flexible 
fibres  of  soft  texture,  10  to  too  inches  in  length,  composed  of  many  overlapping 
celb  and  contained  in  the  inner  bark  of  the  plants, 

(3)  The  hard,  or  leaf,  fibres,  including  Manila,  sisal,  Mauritius,  New  Zealand 
fibres,  and  istle,  all  having  rather  stiff,  woody  fibres  i  to  10  feet  long,  composed 
of  numerous  cells  in  bundles,  borne  in  the  tissues  of  the  leaf  or  leaf-stem. 
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sunn,  Mauritius,  and  bowstring  hemps.  New  Zealand  flax,  coir, 
Manila,  sisal  hemps;   the  fish-lines  made  from  seaweeds.) 

(b)  Ropes  and  cables.  (Chiefly  common  hemp,  sisal,  and 
Manila  hemps,  when  produced  commercially.) 

B.  Tie  Material  (rough  twisted). 

Very  coarse  material,  such  as  stripped  palm-leaves,  the  peeled 
bark  of  trees,  and  other  coarse  growths  used  without  preparation. 

C.  NATiniAL  Textures. 

1.  Tree-basts,  Ttnlh  lough  interlacing  fibres, 

(a)  Substitutes  for  cloth,  prepared  by  simple  stripping 
and  pounding. 

(b)  Lace-barks,*  used  for  cravats,  frills,  ruffles,  etc.,  and  for 
whips  and  thongs. 

2.  The  ribbon  or  layer  basts,  extracted  in  thin,  smooth-sur- 
faced, flexible  strips  or  sheets.  (Cuba  bast  f  used  as  millinery 
material,  cigarette  wrappers,  etc.) 

3.  Interlacing  structural  fibre  or  sheaths, 

(a)  Pertaining  to  leaves  and  loaf-stems  of  palms,  such  as 
the  fibrous  sheaths  found  at  the  bases  of  the  leaf-stalks  of  the 
cocoanut, 

(6)  Pertaining  to  flower-buds.  The  natural  caps  or  hats 
derived  from  several  species  of  palms. 

D.    Brush  Fibres. 

I.  Brushes  manujaclured  from  prepared  fibre. 

(a)  For  soft  brushes.  (Substitutes  for  animal  bristles, 
such  as  Tampico.) 

•  The  lace-'jark  tree  is  Ihe  Lagella  Unttaria,  and  grows  principally  in  Jamaica. 
The  fibre  (or  rather  fabric)  is  obtained  from  the  inner  baric,  occurring  in  ron- 
centric  layers  which  are  easily  detachable,  and  which  are  suited  to  the  most  deli- 
cate textiles;  when  stretched  out  they  form  a  pentagonal  or  hexagonal  mesh  very 
closely  resembling  lace. 

t  The  Cuba  bast  here  referred  to  is  the  lace-like  inner  bark  frran  the  Hibis- 
cus elalus,  which  was  lonnerly  largely  used  for  tying  up  bundles  of  Havana  cigars. 
The  plant  also  yields  a  bast  fibre  which  is  coarse  but  very  strong,  and  is  suitable 
for  the  making  of  cordage  and  coffoe  bags. 
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(&)  For  hard  brushes.    (Examples:    Palmetto  fibre,  pal- 
myra, kittul,*  etc.) 

2.  Brooms  and  whisks. 

(a)   Grass-like  fibres.     (Examples:    Broom-root,  bruom- 
com,  etc.) 

(6)  Bass  fibres.     (Monkey  bass,  etc.) 

3.  Very  coarse  brushes  and  brooms. 

Material  used  in  street-cleaning.     Usually  twigs  and  spliats. 

E.  Platting  and  Rough-weaving  Fibres. 

1.  Used  in  hats,  sandals,  etc. 

(a)  Straw    plaits.       From    wheat,   rye,    barley,   and    rice 
straw.     (Tuscan  and  Japanese  braids.) 

(b)  Plaits  from  split  leaves,  chiefly  palms  and  allied  forms 
of  vegetation.     (Panama  hats.) 

(c)  Plaits  from  various  materials.     (Bast  and  thin  woods 
used  in  miUineTy  trimmings.) 

2.  Mats  and  mattings;  also  tkalck  materials. 

(rt)  Commercial  mattings  from  Eastern  countries. 
(6)  Sleeping-mats,  screens,  etc. 

(c)  Thatch-roofs,    made    from     tree-basts,    palm-leaves, 
grasses,  etc. 

3.  Basketry. 

(a)  Manufactures  from  woody  fibre, 
(i)  From  whole  or  split  leaves  or  stems. 

4.  Miscellaneous  manufactures. 

Willow-ware  in  various  forms;    chair-bottoms,  etc.,  from 
splints  or  rushes. 

F.  Various  Forms  of  Filijng. 
I .  Stuffing  or  Upholstery. 

(a)  Wadding,    batting,    etc.,    usually    commercially    pre- 
pared lint-cotton. 

*  Kittul,  or  kittool,  fibre  is  obtained  from  the  jaggery  palm,  Caryota  urens. 
The  structural  fibre  is  brownish  black  in  color  and  lustrous,  the  ^laments  being 
strai^t  and  smooth.  It  somewhat  resembles  horse-hair  and  curls  like  coir  when 
drawn  between  the  thumb  and  nail  of  the  forefinger.  In  Ceylon  the  fibre  is  used 
for  the  manufacture  of  ropes  of  great  strength  which  are  used  for  tying  elephants. 
It  is  largely  used  for  making  brushes  of  various  kinds,  especially  machine  brushes 
tor  polishing  linen  and  cotton  yarns,  and  for  brushing  velvets. 
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{b)  Feather  substitutes  for  filling  cushions,  etc.;  cotton^ 
seed-hairs,  tomentum  from  surfaces  of  leaves,  other  soft  fibrous 
material. 

(c)  Mattress  and  furniture  filUng;  the  tow  or  waste  of 
prepared  fibre;  unprepared  bast,  straw,  and  grasses;  Spanish 
moss,  etc. 

2.  Caulking. 

(a)  FilUi^  the  seams  in  vessels,  etc.;  oakum  from  various 
fibres. 

(6)  Filling  the  scams  in  casks,  etc.;  leaves  of  reeds  and 
giant  grasses. 

3.  Stiffening. 

In  the  manufacture  of  "  staff  "  for  building  purposes,  and 
as  substitutes  for  cow-hair  in  plaster;  New  Zealand  flax;  pal- 
metto fibre. 

4.  Packing. 

(a)  In  bulkheads,  etc.  Coir,  cellulose  of  com-pith.  In 
machinery,  as  in  valves  of  steam-engines;  various  soft  fibres. 

(b)  For  protection  in  transportation;  various  fibres  and 
soft  grasses;  marine  weeds;  excelsior. 

G.    Paper  Material. 

1.  Textile  papers. 

(a)  The  spimiing  fibres  in  the  raw  state;  the  secondary 
qualities  or  waste  from  spinning-mills,  which  may  be  used  for 
paper-stock,  including  tow,  jute-butts,  Manila  rope,  etc. 

(6)  Cotton  or  flax  fibre  that  has  already  been  spun  and 
woven,  but  which,  as  rags,  finds  »ise  as  a  paper  material. 

2.  Bast  papers. 

This  includes  Japanese  papers  from  soft  basts,  such  as 
the  paper  mulberry. 

3.  Palm  papers. 

From  the  fibrous  material  of  palms  and  similar  plants. 
Palmetto  and  joicca  papers. 

4.  Bamboo  and  grass  papers. 

This  includes  all  paper  material  from  gramineous  plants, 
including  the  bamboos,  esparto,  etc. 
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5.  Wood-pulp,  or  cellulose. 

The  wood  of  spruce,  poplar,  and  similar  "  paper-pulp  " 
woods  prepared  by  various  chemical  and  mechanical  processes. 

Wiesner  gives  the  following  tx>tamcal  classification  of  the 
more  important  v^etable  fibres: 
A.    Vegetable  Haiks. 

1.  Cotton  {seed-hairs  of  Gossypium  sp.). 

2.  Bombax  cotton  (fruit-hairs  of  Bombacea). 

3.  V(^etable  silks  (seed-hairs  of  various  Asdepiadacea 
and  Apocynacea). 

E.    Bast  Fibres  from  the  Stalks  and  Stems  or  Dicotyle- 
uoNous  Plants. 
(a)  Flax-like  fibres. 

4.  Flax  ILinum  usttalissimum). 

5.  Hemp  (Canncbis  saliva). 

6.  Gambo  hemp  {Hibiscus  cannabinus). 

7.  Sunn  hemp  {Cralalaria  jancea). 

8.  Queensland  hemp  (Sida  reiusa). 

9.  Yercum  fibre  {Calotropis  giganlea). 
(6)  Baihmeria  fibres. 

10.  Ramie  or  China  grass  {Btehmeria  nivea). 
(c)  Jute-like  fibres. 

11.  Jute  (Corchorus  capsularis  and  C.  olilorius), 

12.  Raibhenda  {Abelmochus  tetraphyllos). 

13.  Pseudo-jute  (Urena  sinuata). 
(rf)  Coarse  bast  fibres. 

14.  Bast  fibres  from  Bauhima  racemosa. 

15.  Bast  fibres  from  Thespesia  Lampas. 

16.  Bast  fibres  from  Cordia  lalijolia. 
(e)  Basts. 

17.  Linden  bast  (Tilia  sp.). 

18.  Bast  from  Slerculia  villosa. 

19.  Bast  from  Holoptelea  inlegrifolia. 

20.  Bast  from  Kydia  calycina. 

21.  Bast  from  Lasiosyphon  speciosus. 

22.  Bast  from  Sponia  vnghtii. 
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C.    Vascular  Bdndles  from  Monocotyledonous  Plants. 
(o)  Leaf  fibres. 

23.  Manila  hemp  (Musa  UxiUis  and  others  of  this  kind). 

24.  Pita  (Agave  americana  and  A.  mexicana). 

25.  Sisal   {Agave  rigida). 

26.  Mauritius  hemp  {Agave  jalida). 
27-  New  Zealand  flax  (Phormium  lenax). 
38.  Aloe  fibres  (Aloe  sp.). 

29.  Bromelia  fibres  (Bromelia  sp.). 

30,  Pandanus  fibres  (Pandanus  sp.). 

31,  Sansevieria  fibres  {Sansevieria  sp.). 

32.  Sparto  fibres  (SHpa  tenacissima). 

^^.  Piassave  {Attalea  funijera,  Raphia  vinijera,  etc.). 
(ft)  Stem  iibres. 

34.  Tillandsia    fibres,    soiithcm    moss    {TUlandsia    asne* 

aides). 

(c)  Fruit  fibres. 

35.  Coir  or  cocoanut  fibre  {Cocos  nucifera). 

36.  Peat  fibres. 

(d)  Paper  fibres. 

37.  Straw  fibres  (rye,  wheat,  oat,  rice). 

38.  Esparto  fibres  (leaf  fibres  of  Stipa  tenacissima). 

39.  Bamboo  fibres  (Bambusa  sp.). 

40.  Wood  fibre  (pine,  fir,  aspen,  etc.), 

41.  Bast  fibre  from  paper  mulberry   {Broussonelia  papy^ 

rijera). 

42.  Bast  fibre  from  Edgeworthia  papyrijera. 

43.  Peat  fibres, 

Lecomtc  {Textiles  vSgttaux)  gives  the  following  classification 
with  reference  to  the  botany  of  the  textile  fibres: 

A.    Vegetable  Hairs. 
Cotton. 
Asclepias. 

™  '         Minor  vegetable  hair  fibres. 


Typha,  etc. 
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.    Bast  Fibkes. 
I.  Dicotyledons, 

a.  Vrticacea  family. 

Hemp  {Cannabis). 

Ramie  {Bcehmeria). 

Nettle  (Urlka). 

Paper  mulberry  (Braussonetia). 

Hop  (Humulus). 

b.  Linacea  family. 

Linen  (Linum). 

c.  Thytneleacea  family. 

Lace  bark  (Lagelta). 
Nepal  paper  (Daphne). 

d.  TUiacece  family. 

Jute  (Corchorus). 
Lintlcn  (Tilia). 

e.  Malvaceir.  family. 

Queensland  hemp  {Sida). 

Cresar  weed  (Urena). 

Pseudo-hemps  (Hibiscus). 
}.   Papiiionacece  family. 

Sunn  hemp  (Crotalaria). 

Clover  (Melilotus). 

Ginestra  (Genista). 

Spanish  sparto  (Spartium). 
g.  CordiacecB  family. 

Cordia  fibres, 
A.  AsclepiadacetE  family. 

Giant  asclepias  (Calotropis). 
IT.  Monocotyledons. 

a.  Graminea  family. 

Sparto  grass  (Stipa). 
Weeping  sylvan  (Lygeum) 

b,  Liliacea  family. 

New  Zealand  hemp  (Phormium). 

Yucca  (Yitccasp.). 

Bowstring  hemps  (Sansevieria). 
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c.  AmaryUidacea  family. 

Sisal  hemps  {Agave). 

d.  Bromeliacea  family. 

Pineapple  {Ananas). 
Bromelia  fibres  {Bromdia), 

e.  Musacea  family, 

Manila  hemp  {Musa). 
}.   Naiadacea  family. 

Sea  wrack  {Zostera). 
g.  Pal  ma  family. 

Coir  {Cocos). 

Raffia  {Rapkia). 

Murumuru  palm  {Astrocaryum). 

Crin  vigital  {Cltatnterops). 

Rattan  cane  {Calamus). 

Sago-palm  {Arenga). 

Date-palm  {Phanix). 

Talipot  palm  {Corypha). 

Oil-pilm  {El(Bis). 
3.  niysical  Structure  and  Properties. — Seed-hairs,  or  plumose 
fibres,  are  divided  into  three  morphological  classes: 

(i)  Those  consisting  of  single  ceils,  one  end  of  which  is 
closed  and  tapers  to  a  point,  the  other  end  being  broken  off 
abruptly  where  it  is  torn  from  the  seed  to  which  it  was  fastened 
during  growth.  This  class  includes  the  most  important  plumose 
fibres,  such  as  cotton  and  the  vegetable  silks. 

(2)  Those  consisting  of  a  series  of  cells  joined  together  to 
form  a  continuous  fibre;  this  class  includes  the  tomentum  or 
epidermal  hair  obtained  from  certain  ferns,  and  are  practically 
valueless  as  textile  materials,  though  used  for  upholstery  and  such 
purposes, 

(3)  Those  consisting  of  several  series  of  cells,  represented 
by  the  fibres  of  the  so-called  cotton-grass  and  elephant-grass. 

The  hair  fibres  may  originate  on  almost  any  organ  of  the 
plant  exposed  to  the  air.  The  following  table  indicates  the 
origin  of  the  majority  of  such  fibres:* 

*  See  Lei;oDile,  Textiles  vtgftaux. 
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Hair  Fibres. 
(i)  Covering  the  seeds,  either  entirely  or  in  part: 

Cotton Malvacea. 

Marsdenia 

Calotropis 

Asclepias 

Vincetaxicum 

Beaumontia 

Strophantus 

Epilobium (Enotkeracea. 

(2)  Contained  in  the  flower  (rudimentary  floral  envdope): 
Typka Typhacea. 

Erwphorum Cyperacea, 

(3)  Lining  the  interior  of  the  fruit; 
Ochroma ] 

Bombax iBombacea. 

Eriodendron. .  J 

(4)  Covering  stalks  and  leaves: 
Cibotium Fems. 

The  cell-wall  of  the  plumose  fibres  in  some  cases  is  rdatively 
thin,  while  in  others  it  is  comparatively  thick.  It  is  generally 
without  apparent  structure,  though  sometimes  it  is  seen  to  con- 
tain pores,  and  occasionally  a  mesh-like  interlacing  of  filaments 
is  observable,  especially  at  the  base  of  the  fibre.  The  inner 
surface  of  the  cell-wall  is  usually  coated  with  a  cuticle  of  dried 
protoplasm,  which  is  evidently  similar  in  constitution  to  the 
outer  cuticle,  as  it  also  remains  imdissolved  when  the  fibre 
is  dissolved  in  either  concentrated  sulphuric  add  or  an  ammo- 
niacal  solution  of  copper  oxide,  Lecomte  *  gives  the  following 
classification  of  vegetable  fibres  with  respect  to  their  cellular 
structure: 

I.  Fibres  con^sting  of  a  sii^Ie  isolated  cell: 

Hairs.  Fibres. 

Cotton.  Cottonizcd  ramie  and  chma-grass. 

Ascelpias  silk 
Bombax  cotton. 

*  Textiles  vigltaux. 
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2.  Single  fibres  ELSsodatM  in  bundles: 
Unbleached  jute. 

Linen   (poorly  prepared  linen  frequently  a>ntains  paren- 

chym  cells  and  epidermal  cells). 
Ambarihemp  (Hibiscus). 
Ramie. 
Hemp  (well  prepared), 

3.  Fibres  with  medullary  cells: 
Queensland  hemp  (Sida  retitsa). 
Cordia  lalilolia. 

Thespesia  lampas. 

4.  Fibres  with  parenchym  cells; 

Abelmosckus  Uirapkyllos. 

Urena  sinuaia. 

Sunn  hemp  {Crolalaria  juncea). 

Calotropis  gigantea. 

Hemp  (as  often  prepared). 
The  general  term  of  bast  fibre  includes  really  two  distinct 
forms;  if  the  fibre  occurs  in  the  bast  itself  it  should  be  designated 
as  true  bast  fibre,  such  as  linen,  hemp,  and  jute.  When,  however, 
the  fibres  do  not  occur  in  the  bast,  but  in  single  bundles  in  the  leaf 
structure  of  the  plant,  they  should  be  designated  as  sclerenchymous 
fibres.  In  true  bast  fibres  there  are  seldom  to  be  noticed  distinct 
pores,  whereas  the  sclerenchymous  fibres  are  abundantly  supplied 
with  them.  On  the  other  hand,  however,  the  true  bast  fibres 
frequently  show  peculiar  dislocations  or  joints  caused  by  an 
unequal  cell  pressure  in  the  growing  plant;  these  are  entirely 
absent  in  the  sclerenchymous  fibres.  The  ends  of  all  bast  fibres 
are  usually  quite  characteristic  and  exhibit  a  wide  diversity  of 
forms;  at  times  they  are  sharp-pointed  and  again  blunt;  some 
possess  but  a  single  point,  while  others  are  split  or  forked;  some- 
times the  cell-wall  is  thicker  than  in  the  rest  of  the  fibre,  and 
sometimes  it  is  thinner.  When  the  cells  occur  in  bundles  they 
arc  frequently  separated  from  one  another  by  a  so-called  median 
layer,  which  fomi-S  a  sort  of  matrix  in  which  the  separate  filaments 
are  imbedded.  This  layer  usually  differs  in  its  chemical  com- 
position  from   the   cell-wall   proper,   and   gives   different   color 
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reactions  with  various  reagents,  as  it  generally  condsts  of  lignified 
tissue.  In  many  cases  the  cell-walls  appear  to  have  a  distinct 
structure,  being  composed  of  concentric  layers  which  in  cross- 
section  exhibit  a  stratified  appearance. 

The  bast  fibres  may  be  roughly  divided  into  four  classes  with 
reference  to  the  comparative  sizes  of  the  cell-wall  and  the  inner 
canal  or  lumen: 

(i)  The  canal  takes  up  about  four-fifths  of  the  diameter  of 
the  fibre: 

Ramie  and  china-grass. 

(2)  The  canal  isabouttwo-thirdsof  the  diameter  of  the  fibre: 
Pineapple  fibre, 

Hemp, 

Pita  and  sunn  hemp. 

(3)  The  canal  is  mastly  less  than  one-half  the  diameter  of 
the  fibre: 

Ambari  hemp  (Hibiscus), 

Yucca, 

New  Zealand  hemp  (Phormium  tenax), 

Manila  hemp. 

(4)  The  canal  is  often  reduced  to  a  mere  line: 
Linen. 

The  inner  canal  is  very  regular  (and  consequently  the  cell- wall 
will  be  of  unifonn  thickness)  in  fibres  of  yucca,  New  Zealand 
hemp,  sunn  hemp,  pita,  hemp,  linen,  ramie,  and  the  plumose 
fibres.  On  the  other  hand,  the  canal  is  irr^ular  (with  resulting 
irregularities  in  the  thickness  of  the  cell-wall)  in  fibres  of  jute, 
coir,  Urena  sinuala,  Abelmoschus,  etc. 

All  plant-cell  membranes  are  doubly  refractive  towards  light, 
and  this  is  especially  true  of  thick-walled  cells  which  are  parallel 
to  the  fibre  proper.  If  such  a  fibre  is  examined  in  the  dark  field 
of  a  micro-polariscope  it  shows  a  beautiful  arrangement  of  bright 
prismatic  colors. 

The  degree  of  double  refraction  varies  with  different  fibres; 
in  some,  as  for  example  in  coir,  it  is  very  weak,  while  in  others, 
such  as  linen  and  hemp,  it  is  very  strong.  The  following  table 
gives  the  polarization  colors  shown  by  various  fibres: 
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Fibre.  Folarixalion  Colors. 

Vascular  and  parenchy-  ^ 

mous    cells    of    wood  > Dark  gray. 

and  straw J 

Epidermal  cells  of  straw  \ 

J        _*  \  ^^rk  gray. 

and  esparto )  "^    ^ 

Coir Dark  gray. 

_  (  Dark  gray  to  lieht  grav:  also 

Cotton \        ,  .f  /      ,,        ^    - 

\     -white  to  yellow. 

New  Zealand  flax Ditto. 

Fibre  cells  of  jute  and  f  Dark  gray  to  light  gray;  yel- 

esparto t     lowish  to  red. 

Bast   cells   of  fla.  ^nd  (  ^j''' J""""**-' """f  > '?<'• 
,  <     Violet,  changing  to  yellowiai 

(     white  and  violet. 


In  color  the  vegetable  fibres  vary  considerably  in  the  raw  state; 
some,  like  cotton,  ramie,  and  the  v^etablc  silks,  are  almost 
pure  white.  Others,  like  linen,  possess  a  grayish-brown  color; 
while  others  yet,  like  jute  and  hemp,  have  a  decided  brown  cobr. 
These  colors,  however,  are  due  to  incrusting  impurities,  as  the 
cellulose  fibres,  purified  and  freed  from  all  such  foreign  matters, 
are  always  white. 

In  lugtre  the  vegetable  fibres  are  usually  below  those  of  animal 
origin,  and  especially  silk,  though  they  differ  much  in  this  respect. 
Cotton  probably  has  the  least  lustre  of  any,  as  its  surface  ds  by 
no  means  smooth  and  even,  but  presents  a  wrinkled  and  creased 
appearance,  hence  scatters  the  rays  of  light  reflected  therefrom. 
The  other  plumose  fibres,  as  the  various  vegetable  silks,  have  a 
very  smooth  surface,  and  consequently  exhibit  considerable  lustre. 
Linen,  jute,  ramie,  and  the  bast  fibres  in  general,  when  separated 
into  their  fine  filaments  and  properly  freed  from  all  incrusting 
matter,  possess  a  rather  high  degree  of  lustre;  for  though  they 
have  more  or  less  roughened  places  and  irregularities  on  their 
surface,  the  major  portion  of  such  surface  is  smooth  and  r^ular. 

The  more  closely  the  fibre  approximates  to  pure  cellulose 
the  greater  becomes  its  flexibility  and  elasticity,  and  the  more  it  is 
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lignified  *  the  less  these  qualities  become.  That  is  to  say,  the 
highly  lignified  fibres  are  stiff  and  brittle  and  but  little  adapted 
to  the  spinning  of  fine  yams. 

In  tensile  strength  the  vegetable  fibres  vary  conaderably; 
owing  to  the  great  difference  in  the  physical  form  and  thickness 
of  the  various  fibres,  it  is  difficult  to  give  a  comparison  of  their 
respective  strengths.  The  following  table  gives  a  comparison 
between  the  more  important  fibres: 


Fibn.  ,l^i^^ 

Cotton 


Irukins         Tenaile  Strength 

.ensth  in  Kilogmnw  per 

8q.  Hillimetn. 


J"" 34-5  49-51 

Hemp 51. a  78,00 

Coir 17,8 

Manila  hemp 31.  S 

ChfnagiBss »o.o 

Raw  silk 30.8  40.04 

The  hygroscopic  moisture  contained  in  vegetable  fibres  is 
considerably  lower  than  that  present  in  either  wool  or  sUk.  While 
the  latter  fibres  under  normal  atmospheric  conditions  will  aver- 
age as  much  as  12  to  16  per  cent,  of  moisture,  cotton  and  linen 
will  have  only  from  6  to  8  per  cent.  The  table  on  page  150 
(after  Wiesner)  gives  the  amoimt  of  moisture  in  various  vege- 
table fibres  in  the  ordinary  air-dry  condition,  and  also  the 
greatest  amount  they  will  absorb  hygroscopically. 

4.  Chemical  Composition  and  Properties. — Although  cellulose 
forms  the  chief  constituent  of  all  vegetable  fibres,  it  varies  much 
in  its  purity  and  associated  products  in  its  occurrence  in  the 
various  fibres.  Seed-hairs,  like  cotton,  consbt  almost  entirely  of 
ceUulose  in  a  rather  pure  state,  but  the  bast  and  vascular  fibres 
always  contain  more  or  less  alteration  products  of  cellulose, 
diief  among  which  is  ligno-cellulose,  or  lignin;  m  fact  jute  is 
almost  entirely  composed  of  this  latter  substance.  Seed-hairs 
mostly  con^st  of  one  sii^le  cell  to  the  individual  fibre  and  have 
very   little   fore^  or  incrusting   material    present.    The   other 

*  The  term  ligtnfied  means  that  the  fibre  is  more  01  less  changed  into  woody 
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Hygroscopic  Moistose  in  Vegetabli  Fibseb. 


H^roKOf^ 


Cotton 

Flax  (Belgian) 

Jute 

China  grass 

Manila  hemp 

Sunn  hemp 

HUnictu  cannabinus.  .... 
Abetniosckui  lelraphyllei. . 

Esparto 

Urcna  stnuata 

Fiatsave* 

Sida  retttta 

Aloe  perjoliata 

Bromelia  karaJat 

Tkespeiia  lampas 

Cordia  latifolia 

Batihinia  racemaia  t 

Tillandsla  fibre 

Pita 

Caiolrofis  giganlea  (bast). 


6.66 

30 

6.52 

13 

6.9^ 

i.l 

7.0J 

7-49 

>7 

6-95 

18 

10.83 

18 

8-0^ 

)S 

7.84 

"9 

9,00 

":i; 

30 
'3 

fibres  are  maWe  up  of  an  aggr^ation  of  cells  bound  tt^ether 
in  a  compact  form,  and  in  the  cell  interstices  there  is  always 
present  more  or  less  gummy  and  resinous  matter,  oils,  mineral 
matter,  and  lignified  tissue.  All  vegetable  fibres  appear  to  contain 
more  or  less  pigment  matter,  usually  of  a  slight  yellowish  or 
brow-nish  color.  In  ordinary  cotton  and  ramie  this  coloring- 
matter  occurs  in  only  a  very  small  amount  and  the  natural  fibre 
is  quite  white  in  appearance.  There  are  some  varieties  of  cotton, 
however,  which  are  distinctly  brown  in  color.    Flax,  jute,  hemp, 


*  PiassBve  fibre  is  obtained  from  a  palm-tree,  AUalea  funiftra.  It  is  a  struc- 
tural 6bre  obtained  from  the  dilated  base  of  the  leaf-stalks.  It  is  stiff,  wiry, 
and  bright  chocolate  in  color,  and  is  principally  used  in  the  manufacture  of  brushes. 
It  is  also  used  on  the  street-sweeping  machines  in  London.  The  palm  grows 
principally  in  Brazil,  where  the  natives  use  the  fibre  for  making  coarse  cables, 
which  are  very  durable  and  so  light  that  they  will  float  on  the  water. 

t  The  Bauhinia  is  a  genus  of  arborescent  or  climbing  plants  found  it]  tropical 
countries.  The  fibre  is  obtained  from  the  bast  of  the  inner  bark,  and  may  be 
made  into  coarse  cordage,  but  it  soon  rots  in  water.  The  fibre  is  reddish  in  color 
and  tough  and  strong,  and  has  been  empbyed  in  India  for  ihe  c 
bridges. 
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etc., .  contain  a  considerable  amount  of  pigment  and  are  of  a 
more  or  less  pronounced  brownish  color. 

Besides  cellulose  and  lignin,  there  is  also  present,  especially  in 
seed-hairs,  a  cutose  membrane  (cork  tissue)  in  the  form  of  an 
external  cuticle.  Cutose  is  insoluble  in  concentrated  tsulphuric 
acid,  but  b  slightly  soluble  in  boiling  caustic  potash.  It  doubt- 
less originates  from  the  plant-wax  which  is  imbedded  in  the  cell. 
Albuminous  matter  also  occurs  in  the  fibre  elements,  mostly  as  a 
dried  tissue  which  fills  the  lumen  of  the  fibre  more  or  less  com- 
pletely. It  also  occurs  as  a  thin  film  which  coats  the  inner  wall 
of  the  ceU  and  remains  undissolved  when  the  fibre  is  treated  with 
concentrated  sulphuric  acid.  This  membrane  exhibits  all  the 
reactions  of  albumin.  Silicic  acid  sometimes  is  present  in  vege- 
table fibres,  but  only  in  the  walls  of  the  stegmata  and  in  epidermal 
cells.  On  ignition  the  silicious  matter  is  left  in  almost  the 
original  form  of  the  fibre.  The  silicious  skeleton  is  msoluble  in 
hydrochloric  add,  whereas  the  rest  of  the  ash  is  readily  dissolved 
by  this  reagent.  Crystab  of  calcium  oxalate  occasionally  occur 
in  some  fibres;  they  are  insoluble  in  acetic  but  dissolve  in  hydro- 
chloric acid.  On  ignition  of  the  fibres  these  crystals  arc  con- 
verted into  calcium  carbonate  without  much  change  of  form,  and 
then  are  soluble  in  even  very  dilute  acids. 

Woody  fibre  is  to  be  found  in  many  vegetable  fibres,  and  its 
presence  always  lowers  the  economic  value  of  the  fibre.  The 
presence  of  woody  fibre  may  readily  be  determined  by  the  appli- 
cation of  a  number  of  characteristic  chemical  tests,  Anilin 
sulphate,  for  instance,  with  woody  fibre  gives  a  golden  yellow 
color;  phloroglucol  with  hydrochloric  acid  gives  a  red  color,  phenol 
with  hydrochloric  acid  a  green  color,  as  does  also  indol  with  hydro- 
chloric acid,  and  a  solution  of  chlor -iodide  of  zinc  gives  a  brownish 
yellow  color.  Woody  fibre  is  also  destroyed  by  the  action  of 
alkalies  and  hypochlorites  in  the  bleaching  process;  and  in  fact 
this  process  usually  has  for  its  chief  object  the  decomposition  and 
removal  of  the  woody  fibre  which  may  be  present.  Due  to  this 
feet,  certain  bleached  fibres,  such  as  jute  or  hemp,  may  no  longer 
exhibit  the  above-mentioned  color  reactions,  although'  they  may 
have  done  so  or^inally  in  the  raw  condition. 
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There  are  several  reagents  which  are  serviceable  in  micro- 
chemical  tests  on  vegetable  fibres,  as  they  yield  distinctive  color 
reactions.    With  the  iodin-sulphuric  add  reagent  *  the  principal 
fibres  give  the  following  reactions, 
(o)  Blue  colors: 
Cotton, 

Raw  fibre  from  Hibiscus  cannabinus, 
"       "       "      Calotropis  gigantea  (greenidi  blue  to  blue), 
"     fiax  fibre, 
Cottonized  ramie, 
I  Raw  suim  hemp  (often  copper-red), 

"     hemp  (greenish  blue  to  pure  blue). 
(6)  Yellow  to  brown  colors: 
Bombax  cotton, 

Vegetable  silk  (occasionally  greenish  or  grcwiish  blue). 
Raw  jute, 
"     fibre  of  Abelmoschus  tetraphyllos, 
"       "     "  Uretta  sinuala, 

"       "     "  Bauhinia  racemosa  (hhc]dsh  hmvm), 
"      "     "  Thespesia  lampas, 
"     esparto  (reddish  brown), 

' '     aloe  (mostly  reddish  brown,  sometimes  greenish  and 
even  blue). 
New  Zealand  flax  (yellow,  green  to  blue,  depending  on  the 
purification  of  the  fibre). 
The  fibres  in  the  second  class  have  their  cellulose  largely 
contaminated    with   lignin,  and  hence  have  somewhat  of  the 
character  of  woody  tissue.    It  is  to  be  remarked,  however,  that 
by  treatment  with  nitric  acid  (or  by  boiling  with  caustic  potash 
under  pressure)  these  fibres  lose  most  of  the  lignin  which  encrusts 
their  tissues,   and   then   exhibit  the   characteristics  of  ordinary 
cellulose;    that  is  to  say,  they  dissolve  in  Schweitzer's  reagent, 
and  are  colored  blue  with  the  iodin-sulphuric  acid  reagrait. 

Ammoniacal  copper  oxide  f  (Schweitzer's  reagent)  is  another 


*  For  the  preparation  of  this  reagent  see  ch^ter 
t  For  the  pteparalion  of  this  reagent  see  chaple: 


byGoo'^lc 


THE  yEGBTABLE  FIBRES.  153 

reagent  which  gives  characteristic  reactions  with  many  vegetable 
fibres,  as  follows: 

(a)  The  fibres  are  almost  compUUly  dissolved:* 
Cotton, 

Cottonized  ramie. 
Raw  fibre  of  Hibiscus  cannabinus, 
"      "     "  Caioiropis  gigantea, 
"     flax, 
' '     hemp  (onl)'  the  bast  cells  dissolve,  the  accompanying 

parenchymous  cells  remain  undissolved), 
' '     sunn  hemp, 
(i)  The  fibre  becomes  blue  in  color  and  is  more  or  less  swollen: 
Raw  jute, 

"     fibre  of  Abelmosckus  letrapkyllos, 
"        "     "  Vrena  sinuaia, 
"        "     "  Bauhinia  racemosa, 
"        "    "  Thespesia  lamfas, 
"     New  Zealand  flax, 
' '      fibre  of  Aloe  perjoliata  (slightly  swollen), 
"         "     "  Bromelia  karalas  (strongly  swollen), 
"        "     "  Sida  retusa  (becomes  greenish  at  first,  then 
blue  and  swells  up). 
■    (c)  The  fibre  is  colored  without  swelling: 
Vegetable  silk  (blue), 
Sombax  cotton  (blue). 
Raw  esparto  (bright  green), 
Raw  fibre  of  Cordia  lali}olia  (blue), 
"       "     "  Sterculia  vUlosa  (blue). 
A  solution  of  anilui  sulphate  may  be  used  to  detect  lignifica- 
tion  in  a  fibre;  this  reagent  gives  the  following  cobr  reactions: 
(fl)  The  color  of  the  fibre  is  not  changed  or  but  slightly: 
Cotton, 

Bomhax  cotton  (very  slight  coloration), 
Cottonized  ramie,  also  the  bast  cells  of  raw  ramie. 

*  With  the  exceptioD  of  the  external  cuticle,  the  inner  ceQ-wall,  and  dry  pro- 
toplasmic residue.  For  the  inoTphological  alterations  which  the  fibres  undergo 
by  tttatment  with  this  Tca^nt  see  under  the  description  of  the  separate  hbres. 
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Raw  flax, 

Raw  bast  fibres  of  Hibiscus  cannabinus  (very  slight  color- 
ation), 
Raw  bast  fibres  of  Calotropis  giganUa  (very  slight  colora- 
tion), 
Raw  sunn  hemp, 

Raw  New  Zealand  flax  (very  slight  coloration), 
Manila  hemp  (very  slight  coloration), 
(6)  The  fibre  is  distinctly  or  very  strongly  colored: 
Vegetable  silk  (intense  citron-yellow). 
Raw  jute  (golden  ycUow  to  orange), 
Raw  bast  fibres  of  Abelmoschus  UtraphyUos  (golden  yellow), 

"       "      "     "  Vrena  sinuata  (golden  yellow), 

"      "      "     "  Sida  relusa  (yellow), 
Raw  bast  fibre  of  Tkespesia  lampas  (golden  yellow), 

"      "      "     "  Cordia  latijolia  (dull  yellow), 
Raw  hemp  (pale  yellow), 
Raw  esparto  (sulphur  yellow). 
Raw  fibre  of  Bromelia  karatas  (golden  yellow). 

5.  Cbemical  Investigatioo  of  Vegetable  Fibres. — A  chemical 
study  of  the  fibres  involves  an  examination  of  their  chemical 
constituents.  As  ab-eady  stated,  though  cellulose  is  the  principal 
chemical  compound  to  be  found  in  vegetable  fibres,  yet  there 
are  certain  other  substances  present,  which  at  times  may  be 
characteristic  of  the  fibre.  Then,  again,  the  cellulose  which 
occurs  in  different  classes  of  fibres  appears  to  be  somewhat  dif- 
ferent in  its  chemical  properties,  which  has  led  to  the  supposition 
of  different  forms  of  cellulose,  already  spoken  of  as  ligno -cellulose, 
pccto-cellulose,  etc.  Though  the  chemistry  of  these  bodies  has 
been  somewhat  studied  with  reference  to  vegetable  fibres  by 
Cross  and  Bevan  and  a  few  others,  yet  the  subject  is  still  in  a 
very  crude  condition,  and  there  is  much  to  be  leamt  in  this  field 
of  chemical  research.  The  methods  for  the  chemical  study  of 
the  vegetable  fibres  adopted  by  Cross,  and  continued  by  other 
chemists,  may  be  stated  in  the  following  form:  A  separate 
portion  of  the  fibre  under   examination  is  taken  for  each  deter- 


D.gitizecbyG00glc 


THE  VEGETABLE  FIBRES.  ISS 

mmaticni,  and  the  results  are  calculated  into  percentages  on  the 
dry  weight  of  the  substance. 

(i)  Moisture. — This  may  be  called  hj^roscopic  water  or 
water  of  condition;  it  is  obtained  by  drying  a  weighed  portion  of 
the  fibre  at  no"  C.  to  constant  weight.  If  dried  at  ioo*C,,  about 
I  per  cent,  of  the  water  will  be  retaiaed.  The  percentage  of 
hygroscopic  moisture  in  the  vegetable  fibres  varies  considerably 
with  the  different  state  of  humidity  of  the  surrounding  air,  on 
which  account  it  is  recommended  that  the  results  of  the  analyses 
should  be  expressed  on  the  dry  weight  of  the  fibre.  It  is  inter- 
estii^  to  note  that  the  contents  of  hygroscopic  moisture  in  a  fibre 
appears  to  be  an  index  of  the  susceptibility  of  attack  by  hydro- 
lytic  agents,  and  that  the  highest  class  of  fibres  are  distinguished 
•  by  their  relatively  low  amount  of  moisture. 

(2)  Ash. — This  is  taken  as  the  total  residue  left  after  ignition 
of  the  fibre,  and  represents  the  mineral  constituents.  The  pro- 
portion of  these  is  low  in  the  ligno-ceUuloses  and  higher  in  the 
pecto-celluloses,  especially  wh^  the  proportion  of  non-cellulose 
is  hi^.  Admixture  of  cellular  tissue  with  the  fibre  will  also 
raise  the  amount  of  ash,  as  the  cellular  tissue  contains  a  higher 
proportion  of  mineral  constituents. 

(3)  Hydrolysis. — ^This  refers  to  the  loss  of  weight  sustained 
by  the  fibre  (a)  on  boiling  for  five  minutes  with  a  i  per  cent, 
solution  of  caustic  soda,  and  (6)  further  loss  of  weight  on  con- 
tinuing to  boil  for  one  hour.  The  first  loss  in  weight  represents 
the  proportion  of  fibre  soluble  in  the  alkali,  the  second  represents 
the  proportion  of  the  fibre  decomposed  by  actual  hydrolysis. 
The  pecto-celluloses  are  often  so  resolved  by  the  action  of  the  dilute 
alkali  that  most  of  the  non-cellulose  is  dissolved  away.  The 
amount  of  hydrolysis  of  a  fibre  represents  in  some  measure  the 
power  of  resistance  of  a  fibre  to  the  action  of  the  boiling-out  and 
bleachii^  processes,  as  well  as  the  power  of  reastance  to  actual 
wear  as  caused  by  frequent  washings  with  alkalies,  soaps,  etc. 

{4)  CeUvlose. — The  determination  of  the  value  and  composi- 
tion of  the  cellulose  is  made  as  follows:  A  sample  of  the  fibre 
is  first  boiled  for  five  minutes  in  a  i  per  cent,  solution  of  caustic 
soda,  well  washed,  and  then  exposed  for  one  hour  at  the  ordinary 
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temperature  to  an  atmosphere  of  chlorin  gas;  after  which  it  u 
removed,  washed,  and  treated  with  an  alkaline  solution  of  sodium 
sulphite,  gradually  rai^g  to  the  boil.  After  several  minutes  the 
fibre  is  washed,  and  finally  treated  with  dilute  acetic  acid,  wa^ed , 
dried,  and  wdghed.  The  residue  is  taken  as  cellulose,  and 
affords  an  important  criterion  as  to  the  compo^tion  and  value 
of  the  raw  fibre 

(5)  Mercerizing. — This  is  represaited  by  the  loss  in  weight 
sustained  by  the  fibre  after  treatment  for  one  hour  cold  with  a 
33  per  cent,  solution  of  caustic  potash.  The  action  of  the  alkali 
often  causes  a  considerable  change  in  the  structure  of  the  fibre, 
especially  with  those  fibres  made  up  of  a  number  of  fibrils 
a^regated  into  bundles. 

(6)  Nitration. — This  is  represented  by  the  increase  in  weight 
sustained  by  the  fibre  when  treated  for  one  hour  with  a  mixture 
of  equal  volumes  of  nitric  and  sulphuric  adds.  Any  change  in 
color  is  also  noted. 

(7)  Acid  Purification. — ^This  is  rq)resented  by  the  loss  in 
weight  sustained  by  the  fibre  after  boiling  with  20  per  cent,  acetic 
add,  washing  with  alcohol  and  water,  and  drying.  This  treat- 
ment is  intended  to  remove  from  the  fibre  all  accidental  impurities 
with  a  minimum  alteration  in  composition. 

(8)  Carbon  Percentage. — The  fibre  treated  as  above  (7)  is  sub- 
jected to  a  combustion  in  the  presence  of  chromic  anhydride  and 
sulphuric  add,  and  the  resulting  gas,  composed  of  a  mixture  of 
carbon  monoxide  and  dioxide,  is  collected  and  measured.  As  the 
two  oxides  of  carbon  have  the  same  molecular  volume,  the  amount 
of  carbon  in  unit  volume  is  independent  of  the  composition  of 
the  gas.  The  amount  of  carbon  in  cotton  cellulose  (the  typical 
cellulose)  is  44.4  per  cent.;  the  compound  celluloses,  however, 
have  either  a  lower  percentage  in  the  one  class  (40  to  43  per  cent,), 
or  a  h^her  percentage  in  the  second  class  (45  to  50  per  cent.), 
the  pecto-cdiuloses  being  included  in  the  first  class  and  the 
ligno-celluloses  in  the  second  class. 
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I.  Historical.— The  use  of  cotton  as  a  textile  fibre  dates 
back  to  antiquity,  mention  of  it  being  found  in  the  writings  of 
Herodotus  ^445  B.C.)-*  It  was  used  in  India,  Egypt,  and  China. 
The  first  European  country  to  make  cotton  goods  appears  to 
have  been  Spain.t 

The  use  of  cotton  in  India  dates  back  to  prehistoric  times, 
and  it  is  often  referred  to  as  early  as  800  B.c.  in  the  ancient  laws 
of  Manu.t    It  may  be  stated  that  from  isoo  b.c.  to  about  the 

*  "There  are  trees  which  grow  wild  there  (India),  the  fnilt  of  which  is  a  wool 
exceeding  in  beauty  and  goodness  that  of  sheep.  The  Indians  make  their  clothes 
of  this  tree-wool."  (Herodotus,  III,  to6,)  The  same  writer  also  refers  to  the 
clothing  of  Xerxes'  aimy  as  being  composed  of  "cottOD  fibre."  (Herodotus,  VTI, 
65.) 

t  A  rather  ambiguous  passage  in  the  HiOoria  Crilica  di  Eiparm  indicates 
that  the  manufacture  of  linen,  sillc,  and  cotton  existed  in  Spain  as  early  as  the 
ninth  ceotuiy.  De  Maries  states  that  cotton  manufacture  was  introduced  Into 
Spain  during  the  reign  of  Abderahman  III.,  in  the  tenth  century,  by  the  Moors. 
Id  the  fourteenth  century  Granada  was  noted  for  its  manufacture  of  cotton, 
A  commercial  historiographer  of  Barcelona  states  that  one  of  the  most  famous 
and  useful  industries  of  that  city  was  the  manufacture  of  colton;  its  workers 
were  united  in  a  guild  in  the  thirteenth  century,  and  the  names  of  two  of  its  streets 
have  preserved  the  memory  of  the  ancient  locality  of  their  shops.  There  is  much 
uncertainty  as  lo  when  the  manufacture  of  cotton  was  hrst  introduced  into  Eng- 
land; the  first  authentic  record  of  such  is  in  Robert's  Treasure  0)  Trajjic,  pub- 
lished in  1641. 

i  The  following  quotations  are  from  (be  Books  of  Manu.  The  sacrificial 
thread  of  the  Brahman  must  be  made  of  cotton  (tarpasi),  so  as  to  be  put  over 
the  head  in  three  strings  {Book  II,  No.  44).  Lei  a  weaver  who  has  received 
10  palas  of  cotton-thread  give  it  back  increased  to  11  by  the  rice-water  and  the 
like  used  in  weaving;  he  who  does  otherwise  shall  pay  a  fine  of  iz  panas  {Book 
VIII,  No.  3g7).  Theft  of  coHon-thread  was  made  punishable  by  fines  of  three 
times  the  value  of  the  article  stolen  (Book  VIII,  No.  336). 
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same  number  of  years  after  the  Christian  era,  India  was  the 
centre  of  the  cotton  industry,  and  the  cloth  which  was  woven  in 
a  rather  crude  and  primitive  manner  has  rarely  been  equalled 
for  fineness  and  quality.*  Cotton  was  introtiuced  into  China 
and  Japan  from  India,  but  its  adoption  by  these  countries  was 
slow.f  It  was  probably  introduced  into  China  at  the  time  of 
the  conquest  of  this  country  by  the  Tartars,  but  it  was  not  until 
about  1300  A.D,  that  the  fibre  was  cultivated  for  manufacturing 
purposes-t  In  Egypt  there  is  some  question  as  to  whether  or  not 
cotton  was  used  except  in  rather  late  times,  fiax  being  the  common 
article  in  that  country  for  the  manufacture  of  doth.  But  there  is 
evidently  a  good  deal  of  confusion  in  the  early  writers  respecting 
the  terms  used  for  "flax  "  and  "cotton,"  5  and  it  may  be  that 

*  Two  Arabian  travellers  of  the  middle  ages,  writing  of  India,  say;  "In  thij 
counlry  they  make  gannenls  of  such  eitraordioary  perfection  that  nowhere  else 
are  (he  like  to  be  seen;  these  garments  are  woven  to  that  degree  of  fineness  that 
they  may  be  drawn  through  a  ring  of  moderate  size."  {Aruientus  SeLuioiis 
del  Indei  el  de  la  Chine,  p.  31.)  Marco  Polo  {Book  III,  ch.  ir  and  iS),  about 
1198  A.D.,  mentions  India  as  producing  "the  finest  and  most  beautiful  cottons 
that  are  to  be  found  in  any  part  of  the  world."  Tavemier,  in  his  Travels,  says 
of  India  that  some  calicos  are  made  so  fine  that  one  can  hardly  feel  (hem  in  the 
band,  and  the  thread  when  spun  is  scarcely  discernible;  that  the  rich  have  tur- 
bans of  so  fine  a  cloth  that  30  elU  of  it  weigh  less  than  4  ounces.  The  poetic 
writers  of  the  Orient  call  these  cloths  "webs  of  woven  wind."  There  is  the  record 
of  a  muslin  turban  thirty  yards  in  length,  contained  in  a  cocoanul  set  with  jewels, 
which  was  so  exquisitely  fine  that  it  could  scarcely  be  felt  by  the  touch. 

t  Fesca  {Japanitchen  Land-urirlhschafl,  Pt.  II,  p.  485)  says  that  cotton  was 
introduced  into  Japan  accidentally  in  the  year  781  a.d.  from  India,  but  its  cttl- 
tiva'ion  was  not  continued.  Several  centuries  later  it  was  no  doubt  introduced  again 
by  the  Portuguese;  it  was  not,  however,  until  the  seventeenth  century,  during  the 
reign  of  Tokugawa,  thai  the  cultivatio.T  of  cotton  became  at  all  general  in  Japan. 
A  great  deal  of  cotton  is  now  grown  in  Korea,  having  been  introduced  into  thai 
country  from  China  about  500  years  ago.  The  Korean  cotton  is  of  longer  staple 
and  of  better  quality  than  the  Chinese  cotton,  as  (he  soil  and  climate  in  Korea 
is  belter  adapted  (o  its  growth. 

t  Marco  Polo  {Boat  II,  ch,  24)  gives  no  account  of  the  culture  of  cotton  in 
China,  except  in  the  province  of  Fo-Kien,  but  speaks  of  silk  as  being  the  custom- 
ary dress  of  the  people. 

S  Herodotus  states  that  the  Egyptian  priests  wore  linen  clothes,  but  Pliny 
refers  to  them  as  also  wearing  cotton  malerial,  and  Philostralus  supports  this 
latter  statement.  The  words  translated  as  "linen"  do  not  always  refer  to  the 
fibre  of  which  the  cloth  was  made,  but  often  have  reference  to  the  general  appearance 
of  the  material;   therefore,  clolh  made  from  either  flax  or  cotton  alone,  or  mixedi 
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the  ancient  Egyptians  were  better  acquainted  with  the  use  of 
the  cotton  fibre  than  we  imagine;  we  at  least  know  that  the 
cotton  plant  was  grown  there  at  a  very  early  date.  The  use 
of  cotton  was  evidently  known  to  the  Greeks*  soon  after  the 
invasion  of  India  by  Alexander,  though  this  does  not  signify  that 
the  Greeks  themselves  either  grew  the  cotton  plant  or  engaged 
in  the  manufacture  of  the  fibre  into  clothes.  The  cotton  plant 
does  not  appear  to  have  been  cultivated  in  Italy  until  some  time 
after  the  Christian  era,  although  a  knowledge  of  the  fibre  and  a 
probable  use  of  the  cloth  made  from  it  was  no  doubt  known  to 
them  a  long  time  previous-t  For  the  real  introduction  into 
Europe  of  the  cotton  plant  and  the  manufacture  of  the  fibre 
into  cloth  we  must  look  to  the  Mohammedans,  who  spread  this 
knowledge  throughout  the  countries  bordering  on  the  Mediter- 
ranean Sea  during  the  period  of  their  wide-spread  conquests.} 
As  to  the  knowledge  and  use  of  cotton  in  the  Western  Hemisphere, 
this  seems  to  also  have  extended  to  very  early  times,  for  when 
Columbus  first  came  to  the  West  Indies  in  1492,  he  found  cot- 
ton extensively  cultivated,  and  the  inhabitants  of  these  islands 
wove  cloth  from  the  fibre.  Among  the  Mexicans  cotton  was 
found  to  be  the  chief  article  of  clothing,  as  these  people  did  not 
possess  either  wool  or  silk  and  were  not  acquainted   with  the 

was  called  linen.  Even  th«  fact  that  all  Egyptian  mummy-clot hs  so  far  examined 
appear  to  consist  of  flax  is  no  argument  against  (he  probable  UK  of  cotton  by 
these  people;  it  only  proves  that  flax  alone  was  employed  for  certain  religious 
purposes,  and  cotton,  wool,  and  silk  may  have  been  in  common  use  for  the  cloth- 
ing of  the  people. 

•  Aristobulus,  a  contemporary  of  Alexander,  mentions  the  cotton  plant  under 
the  name  of  the  "wool-bearing  tree,"  and  states  that  the  capsules  of  this  tree 
contain  seeds  which  are  taken  out,  and  the  remaining  flbre  is  then  combed  like 
wool,  iSlrabo,  XV,  i.)  Nearchua,  an  admiral  of  Alexander,  about  337  B.C., 
says:  "There  are  in  India  trees  bearing,  as  it  were,  bunches  of  wool.  The  natives 
made  linen  garments  of  it,  wearing  a  shirt  which  reached  to  the  middle  of  the 
leg,  a  sheet  folded  about  the  shoulders,  and  a  turban  rolled  around  the  head.  The 
linen  made  by  them  from  this  substance  was  finer  and  whiter  than  any  other." 
(Arrian.  Ind.,  ck.  16.) 

t  Mtiller  (Handbuch  der  klas.  AUerth.  Wisstnsch..  Vol.  IV,  p.  873)  stales  that 
cotton  ckjth  was  used  for  clothing  by  the  Romans  prior  to  284  A.D. 

}  Abu  Zacaria  Ebn  el  Awam,  a  Moorish  writer  of  the  twelfth  century,  gives 
a  full  account  of  the  proper  method  of  cultivating  the  cotton  plant,  and  also  men- 
tions that  cotton  was  cultivated  in  Sicily. 
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use  of  flax,  although  the  plant  grew  in  their  country.  *  In  Peru 
cotton  was  also  in  use  from  an  early  date,  and  at  the  time  of 
Pizarro's  conquest  of  that  country  in  1522  the  inhabitants  were 
ctothed  in  cotton  garments;  cotton  cloths  have  also  been  found 
on  Peruvian  mummies  of  a  very  ancient  date.  Furthermore, 
the  cotton  plant  b  ind^cnous  to  Peru  and  from  it  is  obtained 
a  special  variety  known  as  Peruvian  cotton.  According  to  Ban- 
croft, the  first  attempt  towards  cotton  cultivation  in  the  Amer- 
ican colonies  was  in  Vii;ginia,  during  Wyatt's  administration,  in 
1621.  The  first  mill  in  the  United  States  for  the  manu^cture 
of  cotton  goods  appears  to  have  been  erected  at  Beverly,  Massi- 
chusetts,  in  1787.  The  world's  annual  consumption  of  cotton 
at  the  present  lime  is  about  6,500,000,000  lbs. 

2.  Origin  and  Growth. — The  cotton  fibre  consists  of  the  seed- 
hairs  of  several  species  of  the  genus  Gossypium,  belor^ing  to  the 
natural  order  of  Malvacea.^ 

*  Among  the  presents  sent  by  Cortei  to  Charles  V.  of  Spain  were  raany  fabrics 
made  from  cotton. 

t  The  foUowiog  is  a  description  of  the  botany  of  cotton  given  in  Bulletin 
No.  33  of  Ihe  U.  S.  Department  of  Agriculture:  "The  cotton  plant  belongs  to  the 
Malvacea,  or  the  mallow  family,  and  is  known  scientifically  by  the  generic  name 
Cossypiurl.  It  is  indigenous  principally  (Q  the  islands  and  maritime  regions  of  the 
tropics,  but  under  cultivation  its  range  has  been  extended  lo  40°  or  more  on  either 
side  of  the  equator,  or  to  the  isothermal  line  of  60°  F.  In  (he  United  Statis 
latitude  37°  north  about  represents  the  limit  of  economic  growth.  The  Gossypium 
plant  is  herbaceous,  shrubby,  or  arborescent,  perennial,  but  in  cultivation  her- 
baceous and  annual  or  biennial,  often  haity,  with  long,  simple,  or  slightly  branched 
hairs,  or  soft  and  tomentose,  or  hirsute,  or  all  the  pubescence  short  and  stellate, 
rarely  smooth  throughout;  stem,  branches,  petioles,  peduncles,  leaves,  involucre, 
corolla,  ovary,  style,  capsule,  and  sometimes  the  cotyledons  more  or  less  covered 
with  small  black  s[>ota  or  glands.  Roots  tap-rooted,  branching,  long,  and  pene- 
trating the  soil  deeply.  Stems  erect,  terete,  with  dark-colored  ash-red,  or  red 
bark  and  white  wood,  branching  or  spreading  widely.  Branches  terete  or  some- 
what angled,  erect  or  spreading,  or  in  cultivation  sometimes  very  short.  Leaves 
alternate,  petioled,  cordate,  or  subcordate,  3-  to  7-,  or  rarely  g-lobed,  occasionally 
some  of  the  lower  and  upper  ones  entire,  3-  to  7-veined.  Veins  branching  and 
netted;  the  midvein  and  sometimes  adjacent  ones  bear  a  gland  one-third  or 
ess  the  distance  from  their  bases,  or  glands  may  be  wholly  absent.  Stipules 
in  pairs,  linear-lanceolate,  acuminate,  often  ceduous.  Flowers  pedunculate. 
Peduncles  suhangular  or  at^ular,  often  thickened  towards  the  ends,  sboit  or 
very  short,  erect  or  spreading;  the  fruit  is  sometimes  pendulous,  sometimes 
glandular,  bearing  a  leafy  involucre.     Involucre  3-leaved,  or  in  cultivation  some- 
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The  cotton  plant  is  a  shrub  which  reaches  the  height  of  four 
to  six  ft.    It  is  more  or  less  indigenous  to  nearly  all  subtropical 


Fig.  44. — American  Upland  Cotton  Shrub.  (After  Dodge.) 
countries,  though  it  appears  to  be  best  capable  of  cultivation  in 
warm,  humid  climates  where  the  soil  is  sandy,  and  in  the  neighbor- 
times  4;  bracleolcs  often  large,  cordate,  erect,  apprcsaed  or  spreading  at  sum- 
mit, sometimes  coalescent  at  base  or  adnate  to  the  calyx,  dentate  or  laciniate, 
sometimes  entire  or  nearly  so,  rarely  linear.  Calji  short,  cup-shaped,  truncate, 
shortly  5  dentate  or  more  or  less  j-parted.  Corolla  hypogynous.  Petals  5,  often 
coalescent  at  base  and  by  their  claws  adnate  to  the  lower  part  of  stamen  tube, 
obovate,  more  or  less  unequally  transversely  dilated  at  summit,  convolute  in 
bud.  Stamina!  column  dilated  at  base,  arched,  surrounding  the  ovary,  naked 
below,  above  narrowed  and  bearing  the  anthers.  Filaments  aiunerous,  hlifonn. 
simple  or  branched,  conspicuous,  Msertcd.  Anthers  kidney-shaped,  l-celled, 
dehiscent  by  a  semicircular  opening  into  two  haU-es.  Ovary  sessile,  simple,  3-  to 
S-celled.  Ovules  few  or  many,  in  two  series.  Style  clavate,  3-  to  5-paned;  divi- 
sions sometimes  erect,  sometimes  twisted  and  adhering  together,  channelled, 
bearing  the  stigmas.     Capsule  more  or  less  thickened,   leathery,   oval,   ovate- 
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hood  of  the  sea,  lakes,  or  lar^e  rivers.    It  appears  to  thrive  most 
readily  in  North  and  South  America,  India,  and  Egypt;   it  has 


Fio.  45.— Sea-island  Cotton  Shrub.     (Atter  Dodge.) 

also  been  cultivated  in  Australia,  but  not  as  yet  with   any  great 
d^ree  of  success;   inferior  qualities  have  been  grown   along  the 

;,  subgtobose,  mucronate,  loculkidally  dehiscent  by  3  to  5  valves.  Seed 
)globose,  ovale  or  subovale,  obloc^  or  angular,  densely  covered 
with  cotlon  or  rarely  glabrous.  Fibre  sometimes  of  two  kinds,  one  short  and 
closely  adherent  to  the  seed,  the  other  longer,  more  or  less  silky,  o£  single  simple 
flattened  cells  more  or  less  spirally  twisted,  more  readily  separable  from  the  seed. 
Albumin  thin,  membranous,  or  none.  Cotyledons  plicate,  auriculate  at  base 
enveloping  the  straight  radicle.  " 
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coasts  of  Africa;  that  grown  in  Europe  (Italy  and  Spain)  is  prac- 
tically n^Ugible,  as  far  as  commercial  considerations  are  con- 
cerned.*   In  America,  India,  and  Egypt  the  cotton  plant  is  annual 

*  Monie  {Tht  CoUon  Fibre)  gives  Ihe  following  account  of  the  cultivation 
of  Ihe  totton  plant:  "The  plant,  although  indigenous  to  almost  all  warm  climates, 
is  nevertheless  only  cultivated  within  a  very  limited  area  for  commercial  pur- 
poses, the  principal  centres  of  cotton  agriculture  being  in  Egypt,  the  southern 
portions  of  the  United  Stales,  India,  Biazil,  the  west  and  southern  coasts  of  Africa, 
and  the  West  India  Islands.  A  large  amount  of  white  cottoa  is  raised  in  China, 
but  this  is  almost  entirely  used  in  the  home  manufactures.  The  lime  when  sow- 
ing b  b^ua  in  the  difieteot  districts  varies  considerably,  being  largely  dependent 
on  climatic  influences.  Theseaaoa3,however,aregenerally  asfollows:  American. — 
From  the  middle  of  Maicb  lo  the  middle  of  April.  Egyptian. — From  the  begin- 
ning of  March  to  the  end  of  April.  Peruvian  and  Brazilian. — From  the  end 
of  December  lo  the  end  of  April.  Indian  or  Surat. — From  May  to  the  beginning 
of  August.  In  the  various  American  plantations  the  sowing  time  begins  and 
ends  almost  simultaneously,  while  in  other  countries,  especially  where  the  atmos- 
phere and  climate  are  Subject  to  much  variation,  the  period  of  planting  fluau- 
ates;  the  plants  in  some  parts  being  several  inches  above  the  ground,  while  in 
other  parts  of  the  same  country  the  fields  may  be  only  under  preparation.  When 
the  sawing  is  &nished,  and  before,  and  some  time  after  the  crop  makes  its  appear- 
ance, keeping  the  ground  free  from  weeds  is  the  main  object  to  be  looked  to, 
otherwise  the  soil  would  become  much  impoverished  and  the  product  would 
be  of  an  inferior  quality.  In  from  eight  days  to  a  fortnight  after  sowing,  the 
young  shoots  first  appear  above  ground  in  the  form  of  a  hook,  but  in  a  few  hours 
afterwards  Ihe  seed  end  of  the  stalk  or  stem  is  raised  out  of  the  ground,  disclos- 
ing two  leaves  folded  over  and  closed  together.  The  leaves  and  stems  of  these 
young  plants  are  very  smooth  and  oily  and  of  a  fleshy  color  and  appearance,  and, 
as  before  stated,  extremely  tender  (see  Fig.  53a).  In  a  short  time  after  the  plant 
has  reached  the  stage  shown  in  the  illustration,  it  begins  to  straighten  itself  and 
deepen  in  color,  or,  rather,  changes  to  a  light  oily  green,  while  the  two  leaves  gradu- 
ally separate  themselves  until  they  attain  the  forma  shown  in  Fig.  53,  b  and 
c.  When  this  st^e  has  been  reached  its  development  is  rapid,  and  proceeds  in 
a  timflar  form  to  ordinary  shrubs  until  it  reaches  maturity.  In  examining  the 
cMton  plant  from  time  to  time  during  its  growth  some  interesting  and  instnic- 
ive  objects  will  be  observed.  Firstly,  in  regard  to  the  formation  of  the  leaves. 
it  will  be  found  that  they  vary  in  shape  on  different  parts  of  the  stem.  Thus, 
for  instance,  on  a  Gallini  Egyptian  (G.  barbadenie)  plant  the  lower  leaves  were 
entire,  the  centre  or  middle  three-lobed,  while  the  upper  leaves  were  five-lobed. 
In  the  G.  hirsuium  species  the  lower  leaves  have  five,  and  some  three  lobes,  with 
the  small  branch  petioles  of  a  hairy  nature,  while  the  upper  leaves  are  entire 
and  undivided.  In  the  Peruvian  cotton  plant  the  lower  leaves  are  entire  and 
of  an  oval  shape,  while  the  upper  leaves  have  five  acuminated  lobes.  Another 
interesting  point  observable  in  the  growth  of  the  cotton  plant  is  the  presence 
of  a  small  cavity  situated  at  the  lower  end  of  the  main  vein  under  each  leaf. 
Through  this  opening,  on  warm  days,  the  plant  discharges  any  e.^cess  of  the 
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in  its  growth,  but  in  hot  tropical  climates,  and  in  South  America, 
it  becomes  a  perennial  plant  and  assumes  more  of  a  tree-like 
fonn.    The  leaf  of  the  cotton  plant  has  three-pointed  lobes; 


Fig.  46.— Leaf  of  the  Cotton  Plant. 

the  flower  has  five  petals,  yellow  at  the  base,  but  becoming  almost 
white  at  the  edges.    The  fruit  of  the  cotton  plant  forms  the  cotton 

resinous  matter  which  circulates  through  its  branches.  Before  the  plant  attains 
its  full  height  it  begins  to  throw  off  flower-stalks,  which  are  generaUy  (when  per- 
fectly formed)  small  in  diameter  and  of  considerable  length;  on  the  extremity 
of  these  stalks  the  blossom  pod  after  a  lime  appears,  encased  in  three  leaf-sheaths 
or  calyxes,  with  fringes  of  various  lengths.  Gradually  this  pod  expands  until 
it  attains  to  about  the  size  of  a  bean,  when  it  bursts  and  displays  the  blossom. 
This  blossom  only  exists  in  full  development  for  about  Iwenty-four  hours,  when 
it  begins  to  revolve  imperceptibly  on  its  axis  and  in  about  a  day's  time  twists  itself 
completely  oS.  When  the  blossom  has  fallen,  a  small  three-,  and  in  some  cases. 
five-celled  liiangular  capsular  pod  of  a  dark -green  color  is  disclosed,  which  increases 
in  size  until  it  reaches  Ihat  of  a  large  filbert.  Meantime  the  seeds  and  filaments 
have  l>een  in  course  of  formation  inside  the  pod.  and  when  growth  is  completed 
the  expansion  of  the  libre  causes  it  to  burst  into  sections,  in  each  cell  of  which, 
and  adhering  firmly  to  the  surface  of  the  seeds,  b  a  tuft  of  the  downy  material." 
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boll,  which  contains  the  seeds  with  the  attached  fibres.  The 
boll  consists  of  from  three  to  five  segments,  and  on  ripening 
bursts  open*  and  discloses  a  mass  of  pearly  white  downy  fibres 
(Fig.  4g),  in  which  are  imbedded  the  brownish-black  to  black- 
colored  cottonseeds.  The  cotton  should  be  picked  as  soon  as 
ble  after  ripening;    the  seeds  are  then  separated  from  the 


Fig.  47 — Lwf  and  Flower  of  Sea-island  Cotbn. 
(After  Bullttin  No.  jj,  U.  S.  Depl.  Agric.) 

fibres  by  a  process  known  as  ginning.     Besides  the  fibre  itself, 
nearly  all  of  the  other  products  of  the  cotton  are  now  utilized 

•  According  to  Heuze  {Plantes  IndusirielUs,  vol,  i,  p.  139)  the  lime  required 
for  the  maturify  of  cotton  is  divided  as  follows;  From  seeding  to  flowering,  New 
Orleans  80  to  90  days  sea-island  100  to  110  daysi  from  flowering  lo  maturity, 
New  Orl^tans  70  lo  So  days,  and  sea-islaDd  about  80  days,  maldng  the  total 
period  of  growth  about  5  to  6)  months. 
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commfcrcially.*    The  seeds  are  of  especial  value,  as  they  contain 
a  latge  quantity  of  oil,  which  b  expressed  and  used  for  soap- 


FlG>  48. — Leaf  and  Flower  of  India  Cotton,  Gtttyfium  heriaeeum. 
(After  BuiUtin  No.  jj,  U.  S.  Dept.  Agric.) 

•  According  lo  BuiUtin  No.  jj  (U.  S.  Dept.  Agric.)  ihe  folbwii^  is  the  p 
portion  of  the  different  parts  of  the  cotton  plant,  calculaied  on  ihe  dried  or  wb' 
free  material ; 


Weight. 

P.,  am. 

Ounce=u 

Gnmrn. 

Roots 

o.5'3 

;:St 

0,8^9 
'■34J 
o.6,s 

S.83I 

'4  55 
38.J6 
33  ■4« 
23 -49 
38.07 
'7. 45 

.65.30 

a3-»S 

Seed 

nil 

This  table  was  compiled  from  the  e?iamination  of  a  large  number  of   plants 
and  represents  the  average  composition  of  the  cotton  plant  as  stated. 
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making  and  many  other  purposes,  while  the  redduum  of  meal 
and  hiiUs  is  converted  into  cattle  foods  and  fertilizer.*    The  short 


Fig.  49.— Sections  of  ihe  Cotton  Boll  (Egyptian).     (After  Witt) 
A,  stem;  B,  calyi;  C,  capsule;  D,  seed;  £,  cotton  fibre. 


*  The  following  table  presents  the  fertilizing  constituents  ii 
yielding  100  lbs.  of  lint  per  acre,  expressed  in  lbs.  per  acre, 
the  total  crop  from  the  acre  was  S47  lbs. 


1  crop  of  cotton 
The  weight  of 


Put  of  Pluit. 


Roots  (S3  lbs.) 

Stems  {119  lbs.) 

Leaves  (192  lbs.). 

Bolls  (135  lbs.) 

Seed  Cai8  lbs.) 

Lint  (100  lbs.) 

Total  {847  lbs.). 


The  following  table  presents    the    proximate 
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fibres,  or  nep,  left  on  the  seed  after  the  first  ginning  are  also 
recovered  by  a  second  process  and  are  known  as  linters,  which 
are  used  in  the  manufacture  of  cotton-batting,  guncotton,*  etc. 
The  separation  of  seed-particles  from  the  fibre  is  not  always 
perfect,  and  they  frequently  make  their  appearance  in  gray 
calico  in  the  form  of  black  specks  or  motes,  and  as  these  contain 
small  quantities  of  oil  and  tannin;  matters  which  are  pressed 
out  into  the  surrounding  fibres,  they  cause  specks  and  uneven- 
ness  in  dyeing  and  finishing.  If  they  come  in  contact  with  solu- 
tions or  materials  containing  iron  compounds,  a  violet  stain  will 
be  produced,  the  color  of  which,  however,  may  not  develop  for 
some  months. 

Bowman    (loc.  cU.)  ^ves   an   excellent    description    of  the 
physiological  development  of  the  cotton  fibre,  f  from  which  the 

parts  of  the  cotton  plant  as  given  by  anal/sea  of  a  large  Dumber  of  aamplea  by 
the  United  States  Department  of  Agriculture: 


Part  ot  Plant. 

WMet. 

Ash. 

Protein. 

Fibn. 

Eitnct. 

Fat. 

7.23 

4.90 
4-74 
1.6s 

9.89 

49-44 
13.57 
19.7* 

3S'i 
39-'S 
39  87 
36.8, 
45- 41 
»3-94 
5-79 

4-15 
a. 77 
3-SO 
6.05 
4.07 
19.4s 

1 

oo 

DO 

*With  sea-ialand  and  Egyptian  cottons  the  seed  is  entirely  freed  from  Unt 
by  ginning,  but  with  upland  collons  the  quantity  of  lint  still  adhering  to  the  seed 
after  it  has  passed  th.rough  the  gin  amounts  to  about  10  per  cent,  of  the  total 
weight  of  the  seed.  An  Experiment  Station  Report  shows  that  the  seeds  from 
upland  cotton  after  ginning  consist  of  54.31  percent,  of  kernels  (yielding  36.88 
per  cent,  of  oil  and  63.1a  per  cent,  of  meal)  and  45.78  per  cent,  of  hulls  (yield- 
ing 37.95  per  cent,  of  linters  and  73.05  per  cent,  residue)  i  so  that  In  the  ginned 
seed  there  is  present  the  following:  . 

MeaL 34.33  percent. 

Oil.   so. 00   "     " 

Hulls 35.78    "     " 

Linters. 10.00    "     " 

According  to  Adriane  {Chem.  News,  Jan.,  1865)  the  seeds  fom  Egyptian 
cotton  yield  37.45  per  cent,  of  hulls  and  63.55  P^  ^^"t-  *>'  kernels. 

t  The  following  remarks  relative  to  the  development  of  the  cotton  fibre  from 
the  seed  are  taken  from  BuUtiin  No.  jj  Ivide  supra):  "If  a  very  immature 
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following  is  quoted;  "In  their  earliest  stages  the  young  cotton 
fibres  appear  to  have  a  circular  section  arising  from  the  com- 
parative thickness  of  the  tube-walb;  but  as  these  walls  gradually 
become  thinner  by  the  longitudinal  growth  of  the  hair  and  the 
pressure  to  which  they  are  subjected  by  the  contact  of  surround- 
ing fibres  enclosed  within  the  pod,  they  gradually  become  flat- 


FlG.  5C1L — Typical  Cotton  Fibres.  (X300-)  A,  normal  fibre  thovring  regular 
twista;  .S,  ttraighl  fibre  without  twists;  C,  a  knot  or  iiregulaiitj  in  growth  of 
fibre.     (Mjcrograph  by  kuthor.) 

toied,  and  just  before  the  pod  bursts  the  outer  walls  of  the  cells 
have  become  so  attenuated  in  the  haigest  fibres  as  to  be  almost 
invisible  even  under  high  microscopic  powers,  and  present  the 

cotton  boll  be  cut  transversely,  the  cut  section  will  show  that  It  is  divided  by  longi* 
tudinil  walls  into  three  or  more  diviiions,  and  the  seeds  wQl  be  shown  attached 
to  the  inner  angle  ot  each  division.  The  seeds  retain  this  attachment  until  they 
have  nearly  reached  their  mature  size  and  the  growth  of  lint  has  begun  on  them, 
when  their  attachments  begin  to  be  absorbed,  and  bjr  the  increased  growth  of 
the  lint  the  seeds  are  forced  into  the  centre  of  the  cavity.  The  development  of 
the  fibre  commences  at  the  end  of  the  seed  farthest  from  its  attachment  and 
gradually  spreads  over  the  seed  as  the  process  of  growth  continues.  The  first 
appearance  of  the  cotton  fibre  occurs  a  considerable  time  before  the  seed  has 
attained  its  full  growth  and  commences  by  the  development  ot  celts  from  the 
surface  of  the  seed  These  cells  seem  to  have  their  origin  in  the  second  layer 
of  cellular  tissue,  and  force  themselves  through  the  epidermal  layer,  which  seems 
to  be  gradually  absorbed  The  cells  which  originate  the  fibre  are  characterized 
by  the  thickness  of  their  cell-walb  when  compared  with  their  diameter." 
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^jpearance  of  a  thin,  pellucid,  transparent  ribbon.  With  the 
bursting  of  the  pod,  however,  a  change  occurs.  The  admissitKi 
of  air  and  sunlight  causes  a  gradual  unfolding  of  the  hairy  plexus, 
and  the  rapid  consolidatbn  of  the  liquid  cdl-contents  on  the 
inner  sur&ce  of  the  cell-wall  gives  them  a  greater  thickness  and 
density,  which  is  further  increased  by  the  gradual  shrinking- 
in  of  the  walls  themselves  upon  the  cell-contents.  There  is 
also  a  gradual  rounding  atiVl  thickening  of  the  fibre,  which  in- 
creases by  the  deposition  of  matter  on  the  inner  wall  of  the  cell. 


Fig.  51.— Typical  Cotton  Fibre*.  (X  300.)  ^,  broad  flat  fibre  rear  baie;  B, 
thick  rounded  fibre;  C,  fibre  near  pointed  end;  D,  cut  end  of  6hn.  (Micro* 
graph  Y>y  autbor.) 

As  this  action  is  not  perfectly  uniform,  ari^g  from  the  unequal 
exposure  of  different  parts  of  the  fibres  to  light  and  air,  it  causes 
a  twisting  of  the  hairs,  which  is  always  a  characteristic  of  cotton 
when  viewed  under  the  microscope,  and  the  flat  collapsed  por- 
tions of  the  tube  form  so  many  reflecting  surfaces,  to  which  the 
brightness  of  the  fibre  when  stretched  tight  in  the  fingers  is  no 
doubt  due.  Another  change  also  occurs  at  this  stage,  a  change 
which  corresponds  to  the  ripening  of  fruit.  In  the  earliest  period 
of  their  formation  the  growing  cells  are  filled  with  juices  which 
are  more  or  less  astringent  in  character.  Under  the  influence 
of  light  and  air  these  cell  contents  undergo  a  chemical  change, 
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in  which  the  astringent  principles  are  replaced  by  more  or  less 
sacdiarine  or  neutral  juices,  until  in  the  perfectly  ripe  cotton 
iibre  the  cell-walls  are  con^sed  of  almost  pure  cellulose." 

The  cell-wall  of  the  cotton  is  thin  in  comparison  with  that  of 
the  bast  fibres,  but  in  comparison  with  the  other  seed-hairs  it 
is  remarkably  thick.  Tliis  accounts  for  its  much  greater  strength 
over  the  latter.  In  completely  developed  fibres  the  thickness 
of  the  cell-wall  is  from  one-third  to  two-thirds  of  the  total  thick- 
ness of  the  fibre  itself. 

The  quality  of  the  cotton  fibre  depends  not  only  on  the  species 
of  the  plant  from  which  it  is  derived,  but  also  on  the  manner 


FtG.  52.— Cotton  Bolli. 
of   its    cultivation.    The    conditions    wiiich    exerds^    perhaps, 
the  greatest  influence  are:   (a)  the  seed,  (6)  the  soil,  (c)  the  mode 
of  cultivation,  (if)  the  climatic  conditions.*    The  seed  for  sowii^ 
must  be  carefully  and   specially  chosen  for  the  purpose,     A 

*  It  is  said  that  the  best  average  daily  temperature  for  the  growtli  of  cotton 
ta  from  60°  to  68°  F.  for  the  period  from  germination  to  flowering,  and  fiom  68° 
to  78°  F.  from  flowering  to  maturity.  According  to  Dr,  Wight  {Jour,  Agr.  Hort. 
Soc.  India,  vol.  7,  p.  3 j),  for  the  proper  maturing  of  the  best  qualities  of  American 
cotton  an  Increasing  temperature  during  the  period  of  greatest  growth  is  required; 
the  fajlure  to  produce  in  India  a  quality  of  flbre  equal  to  the  American  product 
from  tlie  same  Idnd  of  seed  is  attributed  to  the  fact  that  in  the  climate  of  the  former 
country  there  exists  a  diminishing  rather  than  an  increasing  average  daily  tem- 
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very  dry  soil  produces  harsh  and  brittle  cotton,  the  fibres  of 
which  are  very  insular  in  length;  a  moist  and  sandy  soil  pro- 
duces a  very  de^rable  cotton  of  long  and  fine  staple,*  The  best 
soil  is  considered  to  be  a  light  loam,  while  a  damp  clay  is  regarded 
as  the  worst.  Soils  situated  in  proximity  to  the  sea,  and  there- 
fore containing  considerable  saline  matter,  appear  to  furnish 
the  most  valuable  varieties  of  cotton,  and  it  is  claimed  that  the 


a  b  c 

Fig.  53. — The  Cotton  Plaal  in  the  Eftriy  Stage*  of  its  Growth, 
saline  constituents  of  the  soil  have  considerable    influence   on 
the  growth  and  development  of  the  cotton  fibre. 

3.  Varieties  of  Cotton.f — The  classification  of  the  different 

*  An  excc^  of  rain  causes  the  plant  itself  to  grow  too  rapidly  and  luxuriantly 

at  the  expense  of  the  fruit  and  consequently  there  is  less  fibre  produced.    A  long 

drought  causes  a  stunted  growth  of  the  plant,  but  few  bolU  are  pn>duced,  and 

these  ripen  premalurely. 

t  The  various  names  given  to  the  cotton  fibre  in  different  countries  may  be 
of  interest;    Ihey  are  as  follows: 

India Pucu 

Spain Algodon 

Yucatan  and  ancient  Mexico Ychcaxihitvitl 

Tahiti Vavai 

France Coton 

Italy Colone 

Germany BaumwoUe 

Persia Pembeh  or  Poombeh 

Arabia Gatn,  Kotan,  or  Kutn 

Cochin  China Cay  Haung 

China Hoa  mein 

Japan Watia  ik  or  Watta  nokl 

Siam Tonfaa 

Hindooslan Numia 

Mysore  and  Bombay Deo  Kurpasand  Deo  Kapas 

Kohung 
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species  of  cotton  plant  varies  with  different  authorities;  the  most 
comprehensive,  perhaps,  is  to  classify  the  different  varieties  of 
the  cotton  plant  as  (i)  the  tree,  (2)  the  shrub,  and  (3)  the  her- 
baceous species.*    According  to  Parlatore  all  commercial  cotton 

*  The  following  Js  a  list  of  species  of  Ihe  colton  plant  more  or  less  recognized 
b;  botaoista: 

Gossyfittm  album  Hamilton,  a  synonym  of  G.  htrhaceum;  commerciaUy  known 

as  upland  cotton;  has  a  white  seed. 
G.  arboreum  Linn.,  a  tree-like  plant;    perennial;  indigenous  to  India;  pro- 

dui^es  but  little  fibre. 
C.  barbadentt  hum.,   indigenous  to  America  and  outlying    Islands;    gives 

the  highly  prized  sea-island  cotton. 
C.  brasiiieme  Macfad.,  a  tropical  species;    belongs  to  the  so-called  "kidney 

cottons";  the  seeds  adhere  to  one  another  in  clusters. 
C.  chitume  Fisch.  &  Otto,  a  synonym  for  G.  htrbaceitm;  a  Chinese  cotton. 
G.  CTOceum  Hamilton,  a  synonym  for  C.  herbacaim;  possesses  a  yellow  lint. 
G.  eglandulomm  Cav.,  a  synonym  for  C.  herbactum. 
G.  etalum  Salisb.,  a  synonym  for  C.  herbacaiM, 
C  fruclesems  Lasteyr.,  a  synonym  for  C.  barbademe. 
C  fuscuM  Roib.,  a  synonym  for  G.  barbodttut. 
G.  gtabrum  Lam.,  a  synonym  for  C.  barbadant, 
G.  glandutosum  Steud.,  a  synonym  for  G.  htrbaceuta. 
G.  Kerbaaum  Linn.,  usually  considered  of  Asiatic  origin;  synonymous  with 

G.  htrsMtvm;  ordinary  upland  cotton. 
G.  hirsutum  Linn.,  of  American  origin;  Georgia  upland  cotton. 
G.  indicum  I..iun.,  a  synonym  for  G.  herbateum. 

G.  jamaianse  Macfad,,  a  synonym  for  G.  barbadtnsc;  grows  in  Jamaica. 
G.  javanicvm  Blume,  a  synonym  for  G.  barbadtnse;  grows  in  Java. 
G.  lalifoiiuin  Mun.,  a  synonym  for  G.  herbaceum. 
G.  konhium  Medir.,  a  synonym  for  G,  herbacmm. 
G.  mactdonititm  Murr.,  a  synonym  for  G.  herbacatm. 
C.  iHorilimttm  Tod.,  a  synonym  for  G.  barbad«nt». 
G   tnicrattlktim  Cav.,  a  ^nonym  for  G.  kerbatttim. 
G.  molie  Mauri,  a  synonym  for  G.  herbactttm. 
G.  nankittg  Meyen,  a  synonym  for  G.  herbaceum 
G.  negUcttim  Tod.,  indigenous  to  India;   similar  to  G.  aboreum;  extensively 

grown  in  India;  gives  the  Dacca  and  China  cottons. 
G.  nigritm  Hamilton,  a  synonym  for  G.  barbademi. 
G.  oblusifoHum  Roxb.,  a  synonym  for  G.  herbactum. 
G.  otigospermum  Macfad.,  a  synonym  for  G.  barbadtnse. 
C.  faniculalum  Blanco,  a  synonym  for  G,  herbaceum. 
G.  fererme  Blanco,  a  synonym  for  G.  barbadenie. 
G.  peruvianutn  Cav.,  a  synonym  for  C.  barbadense. 
G.  funcialum  Schum.   &  Thonn.,  a  synonym  for  G.  barbadense. 
G.  racemcsutit  Poir,  a  synonym  tor  G,  barbadeitie. 
C.  nligiosHm  Par.,  a  synonym  for  G.  arboreum;  so  called  because  lis  use  Is 
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is    derived   from  seven    species  of  the   Gossypiam,   which   he 
enumerates  as  follows:  * 

(i)  G.  barbadense,^  which  comprises  the    long-stapled  aixl 

mostly  restricted  to  making  turbans  for  Indian  priests;  also  because  it 
grows  in  the  gardens  of  the  templesj  it  has  the  cultural  name  of  Nurma 
or  Deo  cotton.    Also  a  variety  of  C.  barbadense. 

C.  roxburghianum  Tod.,  a  variety  of  G.  neglectum;  corresponds  to  thp  Dacca 
cotton  of  India. 

C.  siamaue  Tenore,  a,  synonym  for  C.  htrbaaum. 

C  linenst  Fisch.,  a  synonym  for  G.  kerbaceam. 

G.  slocklii  Masters,  a  synonym  for  G.  herba/xun;  claimed  lo  be  the  original 
of  all  cultivated  forms  of  this  latter  species. 

C.  Itrktum  Medic,  a  synonym  tor  G,   herbattum. 

G.  lomtnlotitm,  indigenous  to  the  Hawaiian  Islands;  the  bark  is  used  for 
making  twine. 

C.  Iricuspldalum  Lam.,  a  synonym,  for  C  herbaceum. 

G.  viiifotium  Lam.,  a  synonym  for  G.  barbadense. 

G.  vitifolium  Rojtb.,  a  synonym  for  G.  herbaceum. 

G.  -ivigklianuin  Tod.,  a  synonym  for  G.  herbaceum;  claimed  by  Todaro  to  be 
the  primitive  form  of  the  Indian  cottons. 

*  Filippo  Parlalore,  Le  specie  dei  coloni,  1866, 

t  The  botany  of  this  species  is  given  as  follows:  Shrubby,  pereanial,  6  to  8  feet 
high,  but  in  cultivation  herbaceous  and  annual  or  biennial,  3  to  4  feet  high,  gla- 
brous, dotted  with  more  or  less  prominent  black  glands.  Stems  erect,  terete, 
branching.  Branches  graceful,  spreading,  subpyramidal,  somewhat  angular, 
ascending,  at  length  recurving.  Leaves  alternate,  petiolate,  as  long  as  the  petioles, 
rotund,  ovale,  subcordate,  3-  to  5-lobedi  sometimes  with  some  of  the  upper  and 
lower  leaves  entire,  cordate,  ovate,  acuminate;  bbes  ovate,  ovate-lanceolate, 
acute  or  acuminate,  channelled  above,  sinus  subrotund,  above  green,  lighter  on 
the  veins,  glabrous,  beneath  pale  green  and  glabrous,  3-  to  5-veined,  the  mid- 
vein  and  sometimes  one  or  both  pairs  of  lateral  veins  bearing  a  dark -green  gland 
near  Iheir  bases.  Stipules  erect  or  spreading,  curved,  lanceolate-acuminate, 
entire  or  somewhat  laciniale.  Peduncles  equal  lo  or  shorter  than  the  petiole, 
erect,  elongating  after  flowering,  rather  thick,  angled,  sometimes  bearing  a  large 
oval  gland  below  the  involucre.  Involucre  3-par(ed,  erect,  segments  spreading 
at  top,  many  veined,  broadly  cordate-ovate,  exceeding  half  the  length  of  the 
corolla,  9  to  11  divided  at  top,  divisions  la.-.ceolate-acuminate.  Calyx  much 
shorter  than  the  involucre,  bracts  cup-shaped,  slightly  5-toolhed  or  entire.  Corolla 
longer  than  the  brads.  Petals  open,  but  not  widely  expanding  after  flower- 
ing, broadly  obovale,  obtuse,  crenate,  or  undulate  margined,  yellow  or  sulphur 
colored,  with  a  purple  spot  on  the  claw,  all  becoming  purplish  in  age.  Stamen 
about  half  the  length  of  the  corolla,  the  tube  naked  below,  anther  bearing  above. 
Style  equal  to  or  eiceeding  the  stamens,  3  to  5  parted.  Ovary  ovate,  acute,  glandu- 
lar, 3-,  rarely  4-  to  5-celled.  Capsule  a  little  longer  than  the  persistent  Involucre, 
oval,  acuminate,  green,  shining,  3-,  rarely  4-  10  5-valved.  Valves  oblong  or  ovate- 
oblong,  acuminate,  the  points  widely  spreading.    Seeds  6  to  9  in  each  cell,  obovate. 
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silky-fibred  cottons  known  as  Barhadoes,  sea-island,  Egyptian, 
and  Peruvian.  The  plant  reaches  a  height  of  from  6  to  8  feet, 
and  has  yellow  blossoms.  Owing  to  variations  in  the  conditions 
of  its  cultivation,  however,  the  present  sea-island  cotton  has 
chained  considerably  from  the  original  barbadense*  This 
variety  is  employed  for  the  spinning  of  fine  yams,  such  as  are 
known  in  trade  as  "Bolton  coimts." 

(3)  G.  herbacemn,^  including  most  of  the  cotton  from  India, 

narroured  at  base,  black.  Fibre  white,  3  to  4  or  more  times  the  length  of  the 
seed,  silky,  easily  separabk  from  the  seed.  Cotyledons  yellowish,  glandular, 
puttctatc. 

*  The  following  species  are  considered  as  synonyms  of  C.  barbadetue:  C.  fruc- 
Uscens  Lasteyr.,  G,  fuscum  Roxb.,  G.  glabrum  Lam.,  G,  jamaitense  Macfad., 
G.  javanicum  Blumc,  G.  marilimum  Todaro,  C.  nigrum  Ham.,  G.  oligospermum 
Mactad  ,  G.  perennt  Blanco,  G.  ptruvuiniim  Cav.,  G.  punctatum  Schum.  8t  Thonn, 
C.  racemosum  Poir.,  G.  religioiuM  Par.,  and  G.  vilifotiutn  Roxb. 

t  The  descriptive  botany  of  this  species  is  as  follows:  Shrubby,  perennial, 
but  in  cultivation  herbaceous,  annual  or  biennial.  Pubescence  variable,  part 
being  long,  simple  or  stellate,  horizontal  or  spreading,  sometimes  short,  stellate, 
abundant,  or  the  plants  may  be  hiraute,  silky,  or  all  pubescence  may  be  more 
or  less  wanting,  the  plants  being  glabrous  or  nearly  so.  Glands  more  or  less 
prominent.  Stems  terete,  or  somewhat  angular  above,  branching.  Branches  spread- 
ing or  erect.  Leaves  alternate,  petioled,  the  petbles  about  equalling  the  blades, 
cordate  or  subcordate,  3-  to  5-,  rarely  7-lobed.  Lobes  from  oval  to  ovale,  acu- 
minate, pale  green  above,  li^iter  beneath,  more  or  less  hairy  on  the  vein,  3-  to  5- 
o  ~  7-vrined,  the  midvrin  and  sometimes  the  nearest  lateral  veins  glandular  towards 
the  base  or  glands  wanting.  Sinus  obtuse.  Lower  leaves  sometimes  cordate, 
acuminate,  entire,  or  slightly  lobed.  Stipules  erect  or  spreading,  ovate-lanceo- 
late to  linear-lanceolate,  acuminate,  entire,  or  occasionally  somewhat  dentate. 
Peduncles  erect  in  flower,  becoming  pendulous  in  fruit.  Involucre  3-,  rarely 
4^>arted,  shorter  than  the  corolla,  appressed,  spreading  in  fruit,  broadly  cordate, 
incisely  serrate,  the  divisions  lanceolate-acuminate,  entire  or  sometimes  sparingly 
dentate.  Calyx  less  than  half  the  length  of  the  involucre  cup-shaped,  dentate, 
with  ahott  teeth.  Petals  erect,  spreading  obovale  or  cuncate,  obtuse  or  emar* 
ginate,  curled  or  cre&ulate,  white  or  pale  yellow,  usually  with  a  purple  spot  near 
the  base,  in  age  becoming  reddish.  Stamens  half  the  length  of  the  corolla.  Pis- 
til equal  or  loiter  than  the  stamens.  Ovary  rounded  obtuse  or  acute,  glandular, 
3-  lo  5-celled.  Style  about  twice  the  length  of  the  ovary,  3-  to  5-parted  above, 
the  glandular  portion  often  marked  with  a  rows  of  glands.  Capsule  erect,  glo- 
bose or  ovale,  obtuse  or  acuminate,  mucronote,  pale  green,  3-  to  j-celled.  Valves 
ovate  to  oblong,  with  spreading  tips.  Seed  5  to  11  in  each  cell,  tree,  obovate  to 
subglabrous,  narrowed  at  base,  clothed  with  two  forms  of  fibre,  one  short  and 
dense,  cbsely  enveloping  the  seed,  the  other  a  to  3  times  the  length  of  the  seed, 
white,  silky,  and  separating  with  some  difficulty.    Cotyledons  somewhat  glandular. 
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southern  Asia,  China,  and  Italy*  It  is  an  annual  plant  growing 
from  5  to  6  feet  in  height ;  unlike  the  barbadense  variety,  its  seeds 
are  generally  covered  with  a  soft  undergrowth  of  fine  down, 
which  is  an  objectionable  feature.  The  flower  is  yellow  in  color. 
This  species  is  perhaps  the  hardiest  of  the  cottons,  and  is  cultivated 
over  a  wider  range  of  latitude.f  It  forms  the  source  of  nearly  all 
the  Indian  cotton.]:     It  is  used  for  the  spinning  of  low-count 

*  Pailatore  claims  Ihal  ihis  species  originated  in  India,  while  Todaro  says 
that  it  is  spontaneous  in  Asia  and  perhaps  also  in  Egypt,  and  that  G.  m'ghliatmm 
is  the  primtlive  form  of  the  Indian  cottons;  others  still  consider  it  as  a  native 
of  Africa.  According  to  BulUtin  No.  jj  (U.  S.  Dept.  Agric),  it  is  probable  that 
G.  he'bactum  is  not  a  de&nitc  species,  but  has  been  developed  by  cultivation 
from  perhaps  several  wild  species,  and  it  represents  not  a  species  but  a  group  of 
hybrids  and  forms  more  or  less  closely  related, 

t  The  following  species  are  considered  as  synonyms  of  G.  htrbactum :  C.  album 
Ham.,  G.  chinettse  Fisch.,  G.  crocatm  Ham.,  G.  eglandulotiim  Cav.,  G.  «irfww 
Salis,,  G.  gtanduiosum  Steud.,  G.  kirttitim  lUnn.,  G.  indicum  Lam.,  G.  latifolium 
Murr.,  C.  koninum  Medic.,  G.  mattitmicum  Miur.,  G.  micranAum  Cav.,  G.  molU 
Mauri,  G.  nanking  Meyen,  G.  oblutifoltum  Roxb.,  G.  fanicvlaliuii  Blanco,  G.  ftmc- 
lalum  GuiL,  G.  religiotum  Linn.,  G.  liamente  Tenore,  G.  iinense  Fiscb.,  G.  ilric- 
lum  Medic,  G.  tricitipidalunt  Lam.,  and  G.  viiifolium  Roxb. 

J  Todaro  claims  that  the  species  G.  tirightuiniim  b  the  fonn  chiefly  cultivated 
in  India,  It  differs  from  the  general  form  of  G.  htrbactum  in  that  [be  latter  has 
broader  and  more  rounded  leaves,  and  broader,  thinner,  and  deeper  cut  brac- 
teoles.  The  botany  of  G.  wighlianum  is  as  follows:  Stems  erect,  somewhat 
hairy,  branches  spreading  and  ascending.  Leaves,  when  young,  densely  covered 
with  short  thick,  stellate  hairs,  becoming  nearly  glabrate  in  age;  ovale-rotund, 
scarcely  cordate,  3-  to  5-,  rarely  7-lobcd;  lobes  ovale,  oblong,  acute,  constricted 
at  base  into  a  rounded  sinus.  Stipules  on  the  peduncles  almost  ovate,  othen 
linear-lanceolate,  acuminate.  Flowers  yellow  with  a  deep  purple  spot  at  base, 
becoming  reddish  on  the  outside  in  age.  Bracteoles  small,  slightly  united  at 
base,  ovate,  cordate,  acute,  shortly  toothed.  Peduncles  erect  in  flower,  recurved 
in  fruit,  one-quarter  the  length  of  the  petioles.  Capsule  small,  ovate,  acute, 
4-celled,  with  8  seeds  in  each  cdl.  Seeds  small,  ovate,  subrotund,  clothed  with 
two  forms  of  fibre,  the  inner  short  and  closely  adhering,  the  other  bnger,  white 
or  reddish. 

There  is  another  very  rfmilar  form  indigenous  to  India  known  as  G.  ntgleclum, 
it  grows  as  a  largr  bush,  and  its  librc  constitutes  the  majority  of  the  commer- 
cial Bengal  cotton.  Its  botany  is  as  follows:  Stem  erect.  Branches  slender, 
graceful,  spreading.  Leaves,  lower  ones  5  to  7  palmately  lobed,  segments  lanceo- 
late, acute,  rarely  bristle-tipped,  sinus  rounded,  the  small  lobes  in  the  sinuses 
less  distinct  than  In  C.  arboreum,  upper  leaves  3-partcd.  Stipules  neit  the  ped- 
uncles semiovate,  dentate,  the  others  linear-lanceolate,  acute.  Peduncles,  with 
short  lateral  branches,  a  to  4  flowered.  Invotitcral  bracts  coalescent  at  base, 
deeply  and  acutely  laciniate.     Petals  less  than  twice  the  length  of  the  involucral 
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yams,  also  for  the  making  of  condenser  yams  for  the  manufac- 
ture of  flannelettes. 

(3)  G.  hirstUum,*  including  most  of  the  cotton  from  the 
southern  United  States,  also  known  as  upland  cotton.  The 
plant  is  shrubby  in  appeamnce,  seldom  reaching  more  than 
;  feet  in  height;  Kke  the  preceding  variety,  the  seeds  are  also 
covered  with  a  fine  undergrowth  of  down. 

(4)  G,  arboreum,^  including  the  cotton  from  Ceylon,  Arabia, 


bracts,  obovaie,  uaequolly  cuneate,  yellow,  with  a  deep  purple  spot  at  base. 
Stamen-tube  half  the  length  of  the  corolla,  naked  at  base.  Capsule  small,  ovate, 
acute,  cells  5-  to  8-seeded,  seed  obovate,  small,  clothed  with  two  forms  of  £bre, 
one  veiy  short,  closely  adherent,  and  of  an  ashy  green  color,  the  other  longer, 
rather  harsh,  white. 

*  Todaro  claims  that  this  species  originated  in  Mexico,  whence  il  has  been 
spread  bj  cuttivatbn  throughout  the  wanner  portions  of  the  world;  to  this 
form  he  also  ascribes  the  Georgia  or  long-stapled  upland  cotton.  Farlatore,  on 
the  other  hand,  considers  it  as  indigenous  to  the  islands  i:i  the  Gulf  of  Mexico 
as  well  as  the  mainland,  and  that  all  green-seeded  cotton,  wherever  cultivated, 
originated   from  this  farm. 

t  The  descriptive  botany  of  this  species  is  as  follows:  Shrubby,  pereimial,  but 
in  cultivation  sometimes  annual  or  biennial;  tomentose,  with  two  forms  of  balrs, 
one  long  and  simple,  the  other  more  numerous,  shorter,  and  stellate;  glands 
small,  scarcely  prominent,  more  or  less  scattered.  Stem  erect,  terete,  very  branch- 
ing. Branches  spreading,  terete.  Leaves  alternate,  petiolate,  with  petioles  a 
little  shorter  than  the  blade,  subcordate,  5-  to  7<lobed,  lobes  oblong-lanceolate 
or  lanceolate-acuminate,  bristle-tipped,  scarcely  channelled  above;  sinus  obtuse, 
often  with  a  small  bbe  in  some  of  the  sinuses,  beneath  pate  green  and  softly  pubes- 
cent, 5-  to  7-veined,  the  midvein  and  often  the  two  adjacent  ones  with  a  red- 
dish-yellow gland  near  their  base;  upper  leaves  palmalely  3-  to  5-tobed,  lobes 
short.  Stipules  erect,  spreading,  lanceolate-acuminate.  Peduncles  axiltary, 
erect  before  and  spreading  or  horizontal  after  flowering  and  drooping  in  fruit, 
about  three-fourths  the  length  of  (he  petioles,  terete,  destitute  of  glands,  i  lo 
a  usually  j-flowered,  jointed  above  the  middle,  bearing  a  small  leaf  and  two 
stipules  at  this  point.  Involucre  thice-parted,  appressed  or  scarcely  spreading 
at  summit,  many  nerved,  broadly  and  deeply  cordate,  ovate-acuminate,  5  to  9, 
rarely  3  dentate  or  nearly  entire.  Calyx  much  shorter  than  the  bracts,  subglo- 
bose,  truncate,  crenulate  or  subdentate,  with  a  large  gland  at  the  base  wiihin 
the  involucre.  Corolla  campanulate,  petals  erect  or  spreading,  broadly  cunente, 
subtruncate,  crisp  or  crenulate,  purple  or  rose-colored,  with  a  lai^e  dark  purple 
spot  at  the  base.  Staminal  tube  about  half  the  length  of  the  corolla.  Pistils 
equally  or  a  little  longer  than  the  stamens.  Ovary  ovale,  acute,  glandular,  usu- 
ally 3-eelled.  Style  a  little  longer  than  the  ovary,  3-partcd  without  glands.  Cap- 
sule pendulous,  a  little  longer  than  the  persistent  involucre,  ovate,  rounded, 
glandular,  3-  to  4-ceUed,  and  valved.     Valves  ovate,  oval,  spreading,  n 
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etc.  As  the  name  indicates,  it  is  a  tree-like  plant,  and  grows 
from  12  to  i8  feet  in  height.  The  fibres  are  of  a  gremish  color 
and  verj'  coarse;  its  flowers  are  of  a  reddish  color  * 

{5)  G.  peruvianum,  includii^  the  native  Peruvian  and  Bra- 
zilian cottons.  This  differs  from  other  varieties  of  cotton  in  that 
it  is  a  perennial  plant;  the  growth  from  the  second  and  third 
years,  only,  however,  is  utilized. 

(6)  G.  tahilense,  found  chiefly  in  Tahiti  and  other  Pacific 
islands. 

(7)  G.  sandivickense,  occurring  principally  in  the  Hawaiian 
Islands. 

This  classification  is  claimed  to  include  all  the  commercial 
varieties  of  cotton;  it  is  probable,  however,  that  the  last  two  can 
be  included  imder  the  barbadeitse  and  kirsutum  varieties,  as 
they  possess  the  same  characteristics  as  these  fibres-f 

Other  authorities  on  the  botany  of  the  cotton  plant  have  rec- 
ognized many  more  species  than  those  above  described.  Agos- 
tino  Todaro  t  has  described  52  varieties,  while  the  Index  Kewen- 
tis  g  records  42  distinct  species  and  refers  to  88  others  which  it 
classifies  as  synonyms.  Hamilton  reduces  the  number  of  species 
to  three,  namely,  the  white-seeded,  black-seeded,  and  yellow- 
linted,  assignii^  to  these  species  the  botanical  names  album, 
nigrum,  and  croceum.  The  chief  difficulty  experienced  in  the 
botanical  classification  of  the  cotton  plant  is  the  fact  that  it  hy- 
bridizes S  veiy  readily  and  has  a  tendency  to  suffer  alteration 

acuminate,  the  mucro  recurved.  Seed  5  to  6,  ovate,  obscurely  angled,  black. 
Fibre  two  fonns,  one  while,  long,  overlying  a  dark  green  or  black  down;  nol 
readily  separable  from  the  seed. 

•  A  synooitn  of  this  species  is  G.  religiosum;  it  appears  to  be  indigenous  to 
India.  The  plant  is  perennial  and  lasts  from  five  to  sLt  years,  and  though  the 
fibre  is  6ne,  silky,  and  of  good  length,  yet  there  is  but  little  of  it  produced. 

t  Dr.  Royle  reduces  the  number  of  species  of  the  cotton  plant  to  (he  following 

(i)  Gostypium  arbortum. 


(a) 

(ll 

barhademt. 

<4) 

kiraaum. 

JJW. 

tuUa  coUura  dti  coto 

i  BniittiH  Na.  33  {vide  supr 

tmi  in  Italia,  1877-J8,  vol.  a,  pp.  lojj  and  1058. 

ra)  makes  the  following  remarks  relative  to  the  sub- 

jea  of  the  doss-fertilization  of  cotton.    The  flower  of  the  cotton  plant  is  so  large 
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in  variety  with  chaise  in  the  conditions  of  its  cultivation  or 
variation  in  the  character  of  the  soil  or  climate.* 

Besides  the  varieties  of  cotton  above  enumerated,  which  are 
practically  all  which  find  any  important  commercial  application, 
there  is  another  plant  which  yields  a  fibre  somewhat  similar  to 
cotton,  and  known  as  the  silk-cotton  plant.  It  belongs  to  the 
same  natural  order,  Malvacea,  as  the  ordinary  cotton  plant,  but 
is  of  a  different  genus,  being  Salmalia  instead  of  Gassypium.  It 
grows  principally  on  the  African  coast  and  in  some  parts  of 
tropical  Asia.  The  plant  b  rather  a  large  tree,  reaching  from 
70  to  80  feet  in  height.  The  blossoms  are  red  in  color,  and  the 
seeds  are  covered  with  long  silky  fibres,  which  are  not  adapted, 
however,  for  spinning. 

Although  fibres  from  the  different  species  of  the  cotton  plant 
all  possess  the  same  general  physical  appearance,  nevertheless, 

and  develops  so  rapidly  that  cross-fertilization  is  easily  secured.  Flowers  which 
are  to  be  fertilized  should  be  amotif;  those  which  are  developed  early  in  the  sea- 
son, and  should  always  be  (hose  on  healthy  and  vigorous  plants.  The  Sowers 
to  be  operated  upon  should  be  selected  late  in  the  afternoon;  one  side  of  the 
unopened  bud  should  be  split  lengthwise  with  a  shaip  knife  having  a  slender 
blade,  and  the  stamens  removed.  The  anthers,  the  fertilizing  parts  of  (he  sta- 
mens, will  be  found  well  developed  and  slajiding  well  away  from  the  pistil,  though 
not  yet  so  matured  as  to  be  discharging  pollen.  These  can  be  readily  separated 
from  their  support  by  a  few  careful  strokes  ol  the  knife,  and  the  emasculated 
flower  should  then  be  enclosed  in  a  paper  bag  to  prevent  access  of  pollen  front 
unknown  sources.  The  following  morning  the  pistil  will  be  fully  developed  and 
ready  to  receive  pollen.  A  freshly  opened  flower  from  a  healthy  plant  of  the 
variety  which  it  is  desired  to  use  in  making  the  cross  is  picked  and  carried  to 
the  plant  which  was  treated  the  previous  evening,  the  bag  is  removed  from  the 
prepared  flower,  and  by  means  of  a  camel-hair  brush  pollen  is  dusted  over 
the  end  and  upper  part  of  the  pistil.  The  paper  bag  is  then  replaced  and  allowed 
to  remain  two  days,  after  which  it  should  be  removed. 

*  [n  Europe  cottons  are  graded  according  to  their  value  as  follows: 

1.  Long  Georgia. 

I.  Makko. 

3.  Pernambuco. 

4.  Louisiana. 

5.  Cayenne. 

6.  New  Orleans. 

7.  Short  Georgia. 

8.  Surat. 


byGoo'^lc 


i8o  THE   TEXTILE  FIBRES. 

there  are  characteristic  features  in  each  worthy  of  careful  obser- 
vation. 

Gossypium  barbadtnse:  Sea-island.  —  This  constitutes  the 
most  valuable,  perhaps,  of  all  the  differmt  species.  Its  chief 
points  of  superiority  are  {a)  its  length,  beiog  more  than  half  an 
inch  longer  than  the  average  of  other  cottons;  {b)  its  fineness  of 
staple;  {c)  its  strength;  (^  its  number  of  twists,  which  allow 
it  to  be  spun  to  finer  yams;  (e)  its  appearance,  it  being  quite 
soft  and  silky.  It  is  also  characterized  by  a  light-cream  color. 
Sea-island  cotton  is  mostly  used  for  the  production  of  fine  yams 
ranging  from  120's  to  300's;  *  it  is  said  that  as  fine  as  2000's  has 
been  spun  from  it.f  On  account  of  its  adaptability  for  mercer- 
izing it  is  also  largely  employed  for  this  purpose,  in  which  case 
much  coarser  yams  are  often  prepared  from  it.  Owing  to  (be 
wide  cultivation  of  sea-island  cotton  at  the  present  time,  for  its 
growth  is  no  longer  strictly  confined  to  the  islands  of  the  sea,t 
it  is  difficult  to  make  a  definite  statement  as  to  its  length  of  staple, 
as  this  will  vary  considerably  with  the  method  and  place  of  cul- 

*The  "count"  of  cotton  yam  means  the  number  of  hanks  of  S40  yands  each 
coatained  in  1  lb.  The  size  lao's,  for  instance,  means  cotton  yam  of  such 
fineness  that  lao  hanks  of  840  yards  (—  100,800  yards)  weigh  1  lb.  The  French 
method  of  numbering  is  based  on  the  decimal  system,  and  the  count  means 
the  number  of  hanks  each  looo  meters  in  length  required  to  weigh  500  gtams.  In 
OTder  (o  change  from  French  to  English  count,  multiply  Ibe  former  by  0.847, 
or  )j.  The  Belgian  method  of  counting  is  to  use  the  number  of  840-yard  hanks 
in  500  grams.  The  Austrian  systeni  ia  the  number  of  hanks  of  950  ells  each  con- 
tained in  500  grams.  The  English  system  is  the  one  mostly  used,  being  employed 
in  England,  America,  India,  Germany,  Italy,  and  Switzerland,  and  even  in  parts 
«f  Austria.  Doubled  or  twisted  yarns  are  designated  in  the  same  manner  as 
Mngle  yams,  except  that  the  number  of  threads  is  also  given,  for  instance,  if  two 
single  threads  of  count  30  are  twisted  together,  the  yam  is  described  as  i~3o'a 
or  ff,  or  Vl  "■  three-ply  yam  would  be  3-10's,  or  ^  or  ^,  etc.  According  to 
the  number  of  threads  twisted  together,  yams  will  lose  from  3.5  to  6  per  cent, 
of  their  length  in  doubling,  and,  of  course,  become  correspondingly  thicker. 
Yams  containing  more  than  two  single  threads  are  known  as  sewing  twist  or  cord. 

t  See  Monie,  Slruelvrt  of  the  Cotton  Fibre,  p.  40,  as  authority  for  this  state- 
ment. A  thread  of  such  fineness  would  not  be  commercial,  and  has  never  been 
prepared,  except,  perhaps,  in  an  experimental  manner. 

\  Some  writers  claim  that  sea-island  cotton  is  peculiarly  of  American  origin; 
that  it  was  found  on  the  island  of  San  Salvador  by  Columbus,  and  by  him  brought 
to  Spain.  Other  writers,  among  whom  is  Masters  {Jovr.  Linn.  Soc.,  vol.  19, 
p.  113),  assert  that  this  cotton  is  of  central  African  origin. 
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tivation.*  The  maximum  length,  however,  may  be  taken  as  3 
inches,  and  the  minimum  as  i|  inches,  with  a  mean  of  i}  inches. 
Florida  sea-island  cotton  is  very  similar  in  general  characteristics  to 
sea-island  proper,  possessing  about  the  same  mean  length  of  staple, 
but  being  somewhat  less  in  the  maximum  length.f  Both  of  these 
varieties  of  sea-island  show  a  maximum  diameter  of  0.000714  inch, 
3  minimum  of  0.000625  ™'^>  ^^^  *  mean  of  0.000635  ™ch*  ^'/* 
sea-island  is  less  regular  in  its  properties  than  the  two  preceding 
varieties,  and  though  its  maximum  length  is  somewhat  greater 
than  sea-island  itself,  yet  the  mean  length  is  about  the  same,  as 
is  also  the  diameter.  This  cotton,  however,  has  a  very  irregular 
staple  and  contains  a  lai^e  percentage  of  imperfect  fibres,  v  hich 
causes  the  waste  to  be  rather  high.  The  number  of  twists  in  the 
fibre  is  also  less  and  does  not  occur  as  regularly.  Cailini  Egyptian 
Cotton  is  sea-island  cotton  grown  in  Egypt.}  It  is  somewhat 
inferior  to  the  American  varieties  in  goieral  properties.^  It  pos- 
sesses a  yellowish  color,  which  distinguishes  it  from  the  product 
of  all  other  countries.||     The  maximum  length  of  the  fibre  is  if 

*  Sea-UIand  cottoa  may  be  cultivated  in  any  region  adapted  to  the  olive  and 
near  the  sea,  the  principal  requisite  being  a  hot  and  humid  atmosphere,  but  the 
results  of  acclimatization  indicate  that  the  humid  atmosphere  is  not  entirely 
necessary  if  Iirigation  be  employed,  as  this  species  is  undoubtedly  grown  exten- 
sively in  Egypt.  As  a  rule,  the  quality  of  the  staple  increases  with  the  proximity- 
lo  the  sea;  but  there  are  exceptions  to  this  rule,  as  that  grown  on  Jamaica  and 
scnne  islands  is  of  rather  low  grade,  while  the  best  fibre  is  produced  along  the 
shores  of  Georgia  and  Carolina.     (BulUlin  JVo.  53,  U.  S.  Dept.  Agric.) 

t  Sea-island  cotton  gives  a  smaller  yield  of  lint  than  any  variety  of  cotton 
grown  in  America,  but,  on  account  of  the  greater  length  and  fineness  of  staple, 
it  has  a  much  higher  market  value. 

X  The  Bamia  variety  of  Egyptian  cotton  is  a  form  of  sea-island  cotton  to  which. 
Todaro  has  given  the  varietal  name  of  polycarpum.  It  is  characterized  by  numer' 
ous  flowers  springing  frtun  a  single  axil,  and  an  erect,  slightly  branching  habit, 
hence  giving  a  large  yield  per  acre.  It  was  once  thought  that  the  Bamia  cotton 
was  a  hybrid  between  okra  and  cotton,  but  in  a  Kew  Report  (1887,  p.  16)  this 
is  shown  to  be  incorrect. 

I  GalUni  cottons  have  the  bad  feature  of  containing  considerable  undeveloped 
and  short  fibre,  and  this  somewhat  lessens  its  commercial  value.  Peruvian  sea- 
iiland  also  possesses  this  same  defect,  but,  in  addition,  contains  usuaUy  quite  a 
large  amount  of  foreign  matter,  such  as  brolten  leaf,  sand,  seed  particles,  etc. 

1  The  fibre  of  Egyptian  cotton  is  especially  adapted  to  the  manufacture  of 
hoiicry  yams  and  yams  for  mercerising.  The  United  States  imports  Egyptian 
cotton  to  the  value  of  about  Sio,ooo,ooo  per  year. 
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inches,  the  minimum  ij  inches,  and  the  mean  ij  inches.  The 
fibres  differ  very  little  in  their  diameter,  the  average  being 
0.00067s  inch.  Peruvian  sea-island  is  somewhat  coaiser  in 
structure  than  the  sea-island  proper,  being  more  hairy  in  ap- 
pearance; it  has  a  slight  golden  tint.  In  staple  it  varies  from 
if  inches  in  length  to  ij  inches,  with  a  mean  of  i^  inches. 
Tahiti  sea-island  resembles  the  Fiji  variety  very  closely;  it  has 
a  creamy  color.  The  length  of  staple  varies  from  iJ  to  i  J  inches, 
with  a  mean  of  i  J  inches.  It  shows  a  considerable  percentage  of 
imperfect  fibres  due  to  a  short  undergrowth  on  the  seed.  Its 
average  diameter  is  0,000641  inch. 

Gossypium  herhaceum.* — Smyrna  cotton  is  grown  principally 
in  Asiatic  Turkey.  It  has  a  rather  characteristic  appearance 
under  the  microscope,  beLig  very  even  in  its  diameter  but  irregu- 
lar in  its  twist,  showir^  many  fibres  where  the  twist  is  almost 
entirely  absent.  In  length  the  staple  varies  from  j  to  ij  inches, 
with  a  mean  of  i  inch;  the  mean  diameter  is  about  0.00077  inch. 
Brown  Egyptian  cotton  is  supposed  to  be  indigenous  to  that 
country-t    It  is  characterized  by  a  fine  golden  color,  and  great 

*  The  cultivated  cottons  of  to-day  are  far  diSereni  from  the  original  form 
of  the  C.  herbaceum,  which  gave  only  3%  to  29  per  cent,  of  fibre,  with  a  staple 
10  to  JO  mm.  long.  The  proportion  of  fibre  has  been  greatly  increased,  reach- 
ing as  high  as  36  and  even  40  per  cent,  in  some  varieties,  while  the  length  of  staple 
has  increased  txirrespondlngly,  sometimes  reaching  fully  three  times  its  original 

t  The  first  variety  of  cotton  to  be  cullivateil  in  Egypt  was  called  Makko-Jumel; 
this  went  through  many  changes  and  evolutions,  and  gradually  changed  its  color 
to  a  yellowish  brown,  the  new  variety  being  known  as  Ashmouni,  from  the  valley 
of  Ashmoun,  where  the  change  was  first  noticed.  The  principal  varieties  of 
Egyptian  cotton  now  grown  are  the  Ashmouni,  Mitafifi,  fiamia,  Abbasi,  and 
Gallini.  Formerly  the  Ashmouni  formed  the  bulk  of  the  Egyptian  crop,  but 
it  is  now  almost  entirely  superseded  by  the  Mitafifi.  In  color  it  is  a  light  brown, 
and  its  staple  is  over  an  inch  in  length.  The  Mitafifi  cotton  is  said  to  have  been 
discovered  by  a  Greek  merchant  in  a  village  of  that  name;  it  is  characterized 
by  the  seed  having  a  bluish-grccn  tuft  at  the  extremity.  Its  color  is  a  richer 
and  darker  brown  than  the  Ashmouni;  the  fibre  is  loog,  strong,  and  fine,  and 
rery  desirable  in  the  market.  The  Baraia  cotton  is  the  next  most  extensively 
cultivated;  the  fibreis  poor  compared  with  the  foregoing,  being  light  brown  in  cokw 
«nd  not  very  strong.  The  Abbasi  cotton  is  of  rather  recent  introduction;  in  its 
general  properties  it  resembles  Mitafifi,  but  has  nut  the  same  sirengtb.  The 
Gallini  cotton  was  derived  from  sea-island,  but  it  has  almost  entirely  disi^jpeared 
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toughness  and  tensile  strength.  It  is,  however,  shorter  and 
coarser  than  the  Gallini  cotton.  In  length  of  staple  it  varies  from 
ij  to  ij  inches,  with  a  mean  of  ij  inches;  the  mean  diameter 
is  0.000738  inch.  African  cottons  are  all  derived  from  the  her- 
baceum  species.  •These  cottons  have  a  slight  brownish  tint, 
and  always  contain  a  large  amount  of  short  fibres.  The  fibres 
also  vary  much  in  diameter  and  thickness  of  the  tube-walls,  and 
many  exhibit  a  transparent  appearance  under  the  microscope. 
Yams  made  from  these  cottons  are  always  uneven  on  the  sur&ce. 
The  length  of  staple  varies  from  |  to  i^  inches,  with  an  average  of 
I  inch;  the  mean  diameter  is  0.000S2  inch.  Hingunghat  cot- 
tons are  Indian  varieties;  the  quality  of  these  varies  with  the  soil 
and  climate  of  the  province  in  which  they  are  grown.  As  a  rule, 
they  are  of  rather  inferior  grade;  the  best  variety  is  the  Sural 
cotton.  Under  the  microscope  the  Hingunghat  cotton  shows 
much  variation  in  diameter,  although  it  possesses  fewer  twists 
than  the  better  grades  of  cotton,  yet,  unlike  the  African  varieties, 
it  shows  very  few  fibres  without  any  convolutions  at  all.  In 
length  of  staple  it  varies  from  J  to  ij  inches,  with  a  mean  of  i 
inch;  the  average  diameter  is  0.00084  inch.  Broach,  Tinnevelly, 
Dharwar,  Oomraivutlee,  Dlwllerah,  Western  Madras,  Comptah, 
Bengal,  and  Scrnde  are  other  varieties  of  Indian  cotton,  all  be- 
longing to  the  herbaceum  species.  They  have  the  same  general 
properties  and  staple  as  the  preceding,  becoming  more  and  more 
inferior,  however,  in  the  order  of  the  list  given. 

Goxsypium  hirsulum.  —  White  Egyptian,  unlike  the  brown 
variety  described  above,  is  not  indigenous,  but  was  transplanted 
from  America.  In  length  of  staple  it  varies  from  i  J  to  i|  inches, 
with  a  mean  of  ij  inches;  the  diameter  averages  0.00077  "ich. 
This  cotton  shows  a  large  number  of  fibres  having  but  partially 
developed  spiral  twists.  Orleans  cotton  is  the  typical  .\merican 
variety,  and  is  perhaps  the  best  of  the  American  cottons.*     The 

fmm  cullivation,  as  its  quality  has  greaily  deieriarated.  Egyptian  cotton,  s.s  a 
clAsi,  ia  not  so  fine  as  sea-island,  hut  is  better  thaa  American  upland  cotton, 
that  Is,  for  goods  requiring  a  smooth  finish  and  a  high  lustre,  the  staple  being 
sttODg  mnd  silky. 

*  In  the  United  States  only  the  herbaceous  cottons  are  cultivated  to  any  extent; 
the  shiubby  and  arboreous  are  occasionally  grown  as  curiosities,  but  they  sel- 
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fibres  are  quite  imifonn  in  length,  havii^  an  average  staple  of 
about  I  inch  and  a  mean  diameter  of  0.00076  inch.  It  is  almost 
pure  white  in  color.  Texas  cotton  much  resembles  the  fore- 
gung,  but  has  a  slight  golden  color;  its  length  and  diameter  of 
staple  are  the  same.  Upland  cotton  *  is  aitother  very  similar 
variety;  its  length  of  staple,  however,  is  somewhat  less  than  the 
fore^oii^,  averaging  but  il  inch.  Its  twist  is  rather  inferior  to  the 
Orleans,  and  it  eJiows  a  larger  number  of  straight  fibres.  Mobiie 
cotton  is  the  most  inferior  of  the  American  varieties;  it  varies  in 
length  of  staple  from  J  to  i  inch,  with  a  mean  of  J  inch;  its  aver- 
age diameter  is  0.00076  inch.  It  shows  about  the  same  micro- 
scopic appearance  as  upland  cotton.  Santos  cotton  comes  from 
Brazil ;  it  is  not  much  in  demand  on  account  of  its  inferior  quality.f 
Gossypium  pentvianunh — Rough  Peruvian;  this  cotton  has  a 
light  creamy  color  and  is  rather  harsh  and  hairy  in  feel.J  In 
length  of  staple  it  varies  from  i  J  to  ift  mches,  with  a  mean  of  ij 
inches;  its  mean  diameter  is  about  0.00078  inch.  Most  of  the  fibres 

dom  or  never  pnxluce  any  lint  id  regions  having  as  low  a  mean  temperature  a^ 
the  American  cotton  belt.     {Buiktin  No.  j^,  U.  5.  Dept.  Agric.) 

*  There  are  more  than  a  hundred  recognized  horticultuial  varieties  of  upland 
cotton  in  cultivatiot),  all  belonging  lo  one  botanical  species  C.  kiriutum,  native 
to  the  American  tropics.  The  origiDal  wild  plants  in  the  tropical  zone  nere 
perennials,  but  the  plant  is  cultivated  as  an  annual.  (Yearbook,  U.  5.  Dept. 
Agric,  1903.) 

tThe  variety  known  aa  C.  bratUienie  is  a  representative  of  the  so-called 
"kidney  cottons."  In  these  cottons  the  seeds  of  each  cell  are  closely  adherent 
in  an  oval  mass,  whereas  in  the  other  varieties  of  cotton  the  seeds  are  free  from 
each  other,  C.  bratiUenst  is  an  arborescent  plant  with  very  large  5  to  7  divari- 
caie-lobed  leaves  and  very  deeply  laciniale  involucral  bracts.  The  Brazilian 
cottons  appearing  in  trade  under  the  names  Santos,  Ceare.,  PemanibuKi,  etc., 
do  not  seem  to  belong  (o  G.  bratUiense,  as  ihcy  are  not  kidney  cottons;  they  evi- 
dently belong  to  the  G.  barbadtnie  and  G.  kerbactttm  species. 

\  Peruvian  cotton  is  often  called  kUney  cotton.,  being  charactertwd  by  the 
seeds  in  each  lobe  of  the  capsule  rlinging  together  in  a  compact  cluster.  These 
seeds  are  black  and  without  a  persistent  fuzzy  covering.  The  lint  shows  a  wide 
variation  in  color  and  texture — white,  bronn.  reddish,  rough  and  harsh,  or  smooth 
and  soft.  Most  of  it  has  a  shorter,  coarser,  and  more  wiry  fibre  than  thai  of 
American  upland.  The  linl  of  some  varipiies  is  much  like  wool  in  appearance 
It  is  imported  chiefly  Eor  mixing  with  wool  or  for  producing  special  effects.  Kid- 
ney cotton  is  found  in  Central  America  and  also  in  the  Philippines  and  other 
tropical  islands  of  the  Pacific,  but  it  is  not  cultivated  in  commercial  quantities 
outside  of  South  America.     (Yearbook,  V.  P.  Dept.  Agric,  1903.) 
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are  only  partially  twisted.  Smooth  Peruvian  has  a  soft,  smooth  feel, 
but  the  staple  is  not  so  strong  as  the  precedii^.  The  length  is 
about  the  same  as  the  foregoing,  as  is  also  the  diameter.  Per- 
nambuco  has  a  slight  golden  color  and  feels  harsh  and  wiry.  It 
is  a  variety  of  Brazilian  cotton.  It  is  rather  regular  in  length  of 
staple,  the  mean  beii^i}  inches.  The  diameter  averages  0.00079 
inch.  Under  the  microscope  the  twists  appear  regular  and  well 
defined.  Maranhams  cotton  is  very  similar  to  the  preceding  in 
microscopic  appearance  and  length  and  diameter  of  staple. 
Ceara  b  a  Brazilian  cotton,  rather  inferior  to  the  others  by  reason 
of  its  considerable  variation  in  length  of  staple.  Maceo  is  a 
similar  variety,  but  somewhat  harsher.  West  Indian  cottons 
nearly  all  belong  to  the  pervMonum  species;  they  are  usually 
long  in  staple  and  harsh  and  wiry  in  feel,  and  only  of  moderate 
strength.  The  length  is  quite  imiform  and  averages  i\  inches. 
The  diameter  varies  considerably,  but  has  an  average  of  about 
0.00077  i^t^h.  The  twist  is  short  and  very  uniform,  surpassing 
even  sea-island  in  this  respect. 

Chinese  coUon,  also  known  as  Nankin  cotton,  is  classified 
as  G.  religiosum;  it  yields  a  natiually  colored  fibre,  being  rather 
dark  ydbwish  Inown.     It  grows  principally  in  China  and  Siam. 
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CHAPTER  X. 

THE  PHYSICAL  STRUCTURE  AND  PROPERTIES  OF  COTTON. 

1.  Ph3r8ical  Structure.— Physically  the  individual  cotton  fibre 
consists  of  a  single  long  cell,  with  one  end  attached  directly  to  the 
surface  of  the  seed.  While  growing  the  fibre  is  round  and  cylin- 
drical, having  a  central  canal  running  through  it;  but,  after  the 
enclosing  pod  has  burst,  the  cells  collapse  and  form  a  flat  ribban- 
like  fibre,  which  shows  somewhat  thickened  edges  under  the 
microscope.  The  juices  in  the  inner  tube,  on  the  ripening  of  the 
fibre,  are  drawTi  back  into  the  plant,  or  dry  up  on  exposure  to 
light  and  air,  and  in  so  doing  cause  the.fibre  to  become  twisted 
into  the  form  of  an  irregular  spiral  or  screw-like  band,  by  reason 
of  the  unequal  collapse  and  contraction  of  the  ceil-wall,*  Fibres 
that  have  not  ripened  ditlcr  somewhat  in  these  characteristics, 
being  straight  and  having  the  inner  canal  stopped-up,  in  conse- 
quence of  which  they  do  not  spin  well  and  are  difficult  to  dye, 
showing  up  as  white  specks  in  the  finished  goods;  this  is  known 
as  dead  cotton.-^  The  presence  of  an  inner  canal  in  the  cotton 
fibre  no  doubt  adds  to  its  absorptive  power  for  liquids,  and  its 
capillary  action  allows  cotton  to  retain  salts,  dyestuifs,  etc.,  with 
considerable  power;  but  too  much  importance  in  this  respect 
must  not  be  attributed  to  the  canal,  for  when  cotton  is  mercerized 
the  canal  is  almost  entirely  obliterated  by  the  walls  being  squeezed 

*  The  number  of  twists  in  ihe  colton  fibre  in  Ibe  raw  slalc  is  said  to  be  from 
joo  lo  500  per  inch. 

tThe  presence  of  "dead  coUon"  is  very  objectionable,  as  the  fibre  is  weak 
and  brittle,  and  consequently  reduces  the  strength  and  durability  of  the  yam 
into  which  it  may  go.  Tliere  is  a  considerable  amount  of  unripe  or  partly  rip«ied 
bolls  always  to  be  found  in  collon-fields,  and  the  fibres  from  these  consist  almost 
exclusively  of  "dead  cotton."  The  proper  utilization  of  such  cotton  is  a  serious 
question,  for  the  fibre  is  too  weak  to  he  used  for  spinning,  and  the  cost  of  gather- 
ing and  ginning  makes  the  libre  too  expensive  for  most  other  purposes,  such  as 
for  absorbent  cotton,  cotton  bating,  or  material  for  guncotton. 
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together  (see  Fig.  54),  and  yet  mercerized  cotton  is  much  more 
absorptive  of  dyes,  etc.,  than  ordinary  cotton.     The  capillarity 


% 


of  the  cotton  fibre  is  no  doubt  principally  due  to  the  existence  of 
minute  pores  which  run  from  the  surface  inward.  The  crystal- 
lization of  salts  in  these  pores  and  in  the  central  canal  may  lead 
to  the  rupturing  of  the  fibre,  as,  for  instance,  when  filter-paper 
is  made  by  disintegrating  cotton  fibres  by  saturating  them  with 
water  and  then  freezing  them. 

The  following  table  of  the  length  and  diameter  of  different 


Name  rf  CoMpo. 

Length 
in  mm. 

in'.  ^ 

Nanv  of  Coltoa. 

LenBth 

in  A." 

Sea-hliiid 

46,6 
39-° 
39-3 

r, 

41.9 

38.9 
3*.  I 

37» 

It.t 

18.5 

9  fiS 

19.5 

31. S 

21-5 

West  Indian 

3J-3 

19.6 
30.9 

19,3 

John  Isle 

Orleans 

17.0 

»9-5 
34-3 

as -4 
14. » 

2S-0 

19,4 

'*3 

3-4 

Georgia 

Louisiana 

Tennessee 

Peruvian 

^%S  ".:.'.:..: 

I^S 
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Smyrna 

Hingunghat 

Dhollerah 

Broach 

Tinnevellv 

Dharwar,' 

Oomrawutlee. .  , 

Comptah 

Madras 

Scinde. 

Bengal 

Cliitieii 

Hi 

20.9 

ii.8 

Pernambuco 

Surinam 

Paraiba. 

Ceara. 

»8,8 
35-2 
30-3 

S;I 

=9-3 
39,9 
30,0 
37-5 

31. S 

Peruvian  rough 

Smooth 

Agiriaa 

21.3 

^3'7 
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varieties  of  cotton  fibres  has  been  collated  as  a  mean  of  several 
obsen'ers. 

The  cotton  fibre  is  rather  even  in  its  diameter  for  the  greater 
part  of  its  length,  though  it  gradually  tapers  to  a  pomt  at  its  out- 
growing end.  The  different  varieties  of  cotton  show  consider- 
able variation,  both  m  length  and  diameter  of  fibre;  in  sea-island 
cotton  the  length  is  nearly  2  mches,  while  in  Indian  varieties  it  is 
often  less  than  i  inch*  The  diameter  varies  from  0.00046  to  0.001 
inch;    the  longest  fibres  having  the  least  diameter. 

Evan  Leigh  [Science  0}  Modem  Cotton  Spinning)  gives  the 
following  siunmary  of  the  length  and  diameter  of  cotton  fibres: 


Kind  of  Cotton. 

Lenstb  in  lacbet. 

Diameter  in  Inches. 

«.. 

Max. 

Mean. 

Mlo. 

M„. 

Han. 

United  States.. 
Sea-isUnds 

South  America. 

New  Orleans... 
Long  stapled.  . . 

American  seed. 
Sea-island  seed. 

83 
41 

77 

i.ia 

1.80 

1:61 
1. 17 

i.oS 
1.50 

.000580  .000970 
.000463   oooSaol 
.  00061a  .ooogfic 
.0005^  ,0007101 
.000649  .000040 
.000654  .000996 
.000596  .000864 

,000790 
.00065s 
.000844 
.000815 

.000730 

India. | 

*  BuUtlin  No.  jj   (U.  S.  DepC.  Agric.)  gives  the   following  table   compiled 
from  numerous  measurements  taken  during  a  period  of  years,  showing  the  maxi- 
m,   and  average  length  of  fibre  for  some  of  the  most  important 
;  well   as  the  average  diameter  of  the  same; 


Lenslh  in  Inchea. 


INiuneter. 


Sea-island 

New  Orleans. 

Texas 

Upland 

Egyptian 

Brazilian 

Native 

American  seed. 
Sea-island  seed, 


65 


00077s 
000763 


000844 

000730 


From  these  measurements  it  will  be  observed  that,  as  a  rule,  the  longer  the 
fibre  the  less  is  its  diameter.  The  extreme  variations  in  the  above  measurements 
of  length  is  from  0,15  to  0.30  inch.  In  proportion  to  Che  size  of  the  fibre,  the 
1  in  diameter  is  much  greater  than  that  for  the  length. 
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Haiman   gives  the  following  varieties  and  qualities  of  cotton 
to  be  met  with  in  conimerce. 


Fropertlea. 


Florida.. 
Fiji 

Tahiti. . . 
GalUni.  . 


MituBfi, 

White.  . . 

Smooth. . 
Red 

Pemainbuco. 
Maranham, 
Cetra. , , 

Pataiba.. 

Rio  Grande. 

Bahia. .  . . 
Orieans... 
Texas,  . . . 

AUanseed. 


150-300 

»o-down 
150-down 
loo-down 


40-50 
40-60 
SO-60 

40-50 
34-46 

33-40 


Warp 
Weft 

Warp 

or  weft 
do. 

Warp 

Weft 

Warp 

Warp 


Long,     fine     sillc]', 

and    of     uniform 

diameter 
Shorter,  but  similai 

to  above 
Less     uniform     in 

teDKth,    but   silky 

and  cohesive 
Good,      fine,      and 

glossy  staple 
LonK,  strong,  hi^- 

ly  endochromatic 
High -class  staple  of 

good  strength 
Of  good  staple  aad 

Fairly  good  staple 

Pearly  white,  good 

long  staple 
Strong,  woolly,  and 

harsh  staple' 
Less     woolly,     and 

softer  staple 
Color    weaker    and 

harsher  than 

brown  Egyptian 
Strong     and     wiry 
Harsh  and  wiry 
Good,    white,    and 

cohesive  staple 
Fairly  strong,  harsh, 

of  good  color 
Soft,    white,    and 

harsh  staple 
Soft,    pliable,    and 

good  for  hosiery 
Eiotic  from  Ameri- 
can    seed,     white 

and  silky  staple 
Fairly    strong,    but 

harsh  and  wiry 
Medium    length, 

pearly,  while 


Good,  while,  long; 
blends  with  brown 
Egyptian 

Even-running  sta- 
ple, soft  and  cohe- 
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Type.. 

Varitty. 

'■■&■ 

Ukm- 

Count!. 

Welt 

Piopeniei. 

American. . . 

Noriolks,  ... 

,00 

o»76 

40-50 

irsed    for    Oldham 

counts  of  50-s 

St.  Louis 

0.90 

y>-ii 

Warp 

Staple  irregular, 
glossy,  but  shon 

Ronoaka 

0-9C 

30-34 

do. 

X  whfte  and  strong 

Boweds 

& 

Weft 

staple 
-Similar  lo  uplands 
Strong,    crcamv    or 

Benders.  . .  . 

i!ic 

,00077 

Warp 

while,  for  Turltey- 

reddyes 

Memphis.  .  , 

1. 00 

¥>-SO 

do. 

Bluish  white,  for  ex- 
tra hard  twisls 

Peelere 

I  '5 

60-80 

Weft 

Long,  siUty.  fine 
staple;  adapted  for 

U|>Unds.  . . . 

I.OC 

36-40 

do- 

U lossy  when  clean, 
apt  to  be  dull, 
sandy,  and  leafy 

AUbamft..., 

o.go 

36-30 

Warp 
or  weft 

Short  staple,  of  I'ess 
strength,  varjing 
color 

Linlers 

S-io 

Weft 

Short -stapled    gin 

Tennessee.  . 

0,90 

•< 

»8 

Warp 

or  weft 

Of  varying  length 
and  color 

Cneh 

Smyrna 

'■»S 

36-40 

Warp 

Harsh  and  strong, 
adapted  for  double 
yams 

AIri,,..... 

Lagos 

0.80 

20-26 

Weft 

Dull  and  oil-stained, 
irregular  in  length 
and  strength 

West  Indian 

Canhagena. 

I. SO 

26 

Warp 

From  erotic  seeds; 
fairly  strong 

La  Guajran 

'•"' 

40 

Warp 
orwefl 

Irregular  and  short, 
but  siliky  staple 

China 

China 

1. 00 

y^ 

Weft 

Harsh,  short,  and 
white 

Autlralian. 

Queensland. 

'7-5 

.00066 

wo-200 

Warp 
or  weft 

Long,  white,  silky, 
&ne  diameter 

East  Indian 

Oomrawuttec 

I.OC 

,00083 

1.^32 

Warp 

Short,  strong,  and 
while 

Hingunghal. 

1,0c 

" 

28-36 

Weft 

Best    white   Indian 

staple 
Generally  dull  and 

charged  with  leaf 

Comptah.  .  . 

Warp 
or  weft 

Broach.,    .. 

0.<)C 

28-36 

Weft 

Like  Hingunghal, 
gives  good  white 
weft 

Dharwar.. . 

1. 00 

28 

Warp 

Eiotic  from  Ameri- 
can seeds 
White,    but    harsh. 

Assam 

0.50 

15-20 

Warp 

10     blend      with 

other  cottons 
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Typei. 

Vwiety. 

"•S" 

Diam- 

Counts. 

Um. 

.^„.. 

Easi  Indian 

BengaU 

o.So 

io-JO 

.T.'S, 

charged  wilh  leaf 

Bilalu 

O.JO 

10-20 

do. 

Weak,   britlic,   and 

DhoUerah.  .. 

0.70 

15-jo 

do. 

Strong,  dull,  and  co- 
hesive 
Dull  and  Icaiy,  often 

Sural 

0.6a 

10-15 

do. 

suined 

Scinde 

0.50 

to  to 

do. 

Very  strong,  dull, 
short,  and  poor 
staple 

TinneveUy.  . 

0.80 

14-io 

do. 

Lus-.roHS  while,  soft, 
and  adapted  for 
hosiery 

Bhownuggar 

1. 00 

" 

28-30 

Warp 

While  when  clean; 
often  leafy  and 
dirty 

Cocoanada. 

0.70 

.0-1+ 

wefi 

Brown  and  dull; 
used  as  quasi- 
Egyptian 

Bourbon.... 

I.OC 

30 

Weft 

Exotic;  of  good  sta- 
Similar  in  class  to 

0,8c 

.00083 

10-26 

Warp 

orWl 

Bengal 

Madras    or 

0.7c 

15-30 

do. 

Used  for  low  yams 

Westerns.  . 

Weak,    dull,    often 

Rangoon.... 

0.6c 

to  10 

Warp 

or  weft 

stained  and  leafy 

Kurrachee,  . 

o.(,c 

iS 

do. 

Fairly  strong,  dull, 
and  leafy 

lUilian 

Calabria 

0.9c 

26-2S 

do. 

Fairly  strong,  irreg- 
ular and  duU.leafy 

Turkey 

Levant 

'■^S 

.00077 

36-40 

Warp 

Harsh,  strong,  and 
white 

Monie  (The  Cotton  Fibre)  gives  the  follpwing  tables  descriptive 
of  the  principal  commercial  varieties  of  cotton.*  As  the  de- 
scriptions given  in  these  tables  vary,  in  some  respects,  quite  con- 
siderably from  the  preceding  tables  of  Hannan,  it  is  probably 
best  that  both  should  be  given: 

•  Monic  remarks  in  connection  with  this  table  that  it  will  be  observed  that 
the  Fiji  and  Tahiti  sea-island  cottons  are  the  most  irregular  in  the  length  of 
their  fibres,  the  extreme  variation  in  both  being  half  an  inch.  As  long  and  short 
cotton  never  incoiporate  well  together  nor  adapt  themselves  to  the  production 
of  a  regular  yarn  in  appearance  and  strength,  it  is  easy  to  understand  that  they 
are  relatively  wasteful  cottons  to  work.  In  any  spinning  mill  where  they  are 
used,  it  will  be  found  that  the  quantity  of  "fly,"  "combings,"  and  "flat  waste" 
made  at  the  various  machines  is  very  great,  and  the  reason  of  this  is  that  in  any 
cotton  where  the  fibres  are  of  different  lengths,  the  long  and  strong  will  have  a 
tendency  to  throw  out  the  short  and  weak,  TTie  cotton  which  presents  the  great- 
est regularity  is  the  Orleans.  In  comparing  the  di.imeters  of  various  cottons 
with  their  lengths,  it  will  he  found  that  the  longest  cottons  are  usually  the  finest. 
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Holmel  gives  the  following  table  for  the  thickness  of  different 
varieties  of  cotton: 

North  Atnericon:  Tooo 

Sea-islaDd 14 

LoumBna  and  Alabama 17 

Florida, 18 

Upland  and  Tennessee 19 

Southern  and  Central  American 15— il 

Average 19 

Ea^  Indian: 

DoUciah  and  Bengal 10 

Madras. 18 

Nankin 25-40 

Esyftian: 

Makko. IS 

Levianthan 14 

Ettrofeort: 

Spani^ 17 

Italian 19 

According  to  Wiesner,  the  thickest  part  of  the  cotton  fibre  is 
not  directly  at  the  base,  but  more  or  less  towards  the  middle. 
He  gives  the  following  measurements  of  thickness  at  different 
parts  of  the  fibre: 


p«iti™. 

G.  arborenm. 
IS  mm.  Ufflg. 

18  mm.  long. 

.5  mm.  long.' 

Print 

3 
4 

I 

0 
8.4 

n 

17 

16 
29 
17 

6 

3 

4 

4 

s 
16 

i6 

16 

8 
8 
9 
8 

Mean 

19-5 

.6.9 

"s      1 

The  length  of  the  cotton  fibres  attached  to  a  single  seed  is  by 
no  means  constant.  The  longest  fibres  usually  appear  at  the 
crown  of  the  seed,  while  the  shortest  occur  at  the  base.  There 
is  also  frequently  an  undergrowth  of  very  short  fuzzy  fibres.    In 


byGoO'^lc 


19*  THE  TEXTILE  FIBRES. 

ginning  the  very  short  fibres  are  ordinarily  not  removed  from 
the  seed,  but  more  or  less  always  appear  with  the  ginned  cot- 
ton. These  short  fibres  are  termed  "neps,"  and  their  presence 
in  any  considerable  amount  materially  affects  the  commercial 
value  of  the  cotton.  This  short  undergrowth  of  neps  appears  to 
be  made  up  of  incompletely  developed  or  immature  fibres,  though 
neps  may  also  arise  through  excessive  breaking  of  fibres  by  im- 
perfect manipulation  in  the  carding  and  spinning  processes. 

Bowman  (Structure  oj  lite  Cotton  Fibre)  gives  the  following 
table  showing  the  extreme  variation  in  the  length  and  diameter 
of  different  kinds  of  cotton : 


c,„„. 

Varuliun  in 
Length, 

Virtati™  in 
DianKler. 

0.3S      " 

0.000390  in. 
0.000360    ■' 
0.000340 

0.000391    " 

Sea-Uland 

According  to  the  measurements  of  Wiesner,  the  average  width 
(diameter  of  the  broadside)  of  the  various  kinds  of  cotton  arc  as 
follows: 


•n  herbaceiim 

batbadense 

congtomeratum . . 
acuminatum.  . . . 
arbortum 


Bowman  calls  attention  to  the  fact  that  Egyptian  cotton  is  the 
most  regular  in  both  length  and  diameter;  while  sea-island  cot- 
ton, though  possessing  the  greatest  length  and  fineness  of  staple, 
also  exhibits  the  greatest  variation.  It  is  also  noticeable  that  the 
variation  in  the  diameter  is  proportionately  very  much  larger 
than  the  variation  in  the  length.  Bowman  also  gives  an  inter- 
esting comparison  of  the  size  of  the  individual  cotton  fibre  with 
objects  of  common  experience.    If  a  ^gle  fibre  of  American  cot- 
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ton  were  magnified  until  it  becomes  r  inch  in  diameter,  it  would 
be  a  little  over  100  feet  long,  while  a  sea-island  fibre  of  the  same 
diameter  would  be  about  130  feet.    It  requires  from  14,000  to 
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20,000  individual  fibres  of  American  cotton  to  weigh  i  grain,  hence 
there  are  about  140,000,000  in  each  pound,  and  each  fibre  weighs 
on  an  average  only  about  0.00006  grain.  If  the  separate  fibres  con- 
tained in  one  pound  were  placed  end  to  end  in  a  straight  line, 
they  would  reach  2,300  miles. 
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Hshnel  gives  the  following  table  of  the  different  varieties  of 
cotton  arranged  according  to  their  length  of  staple: 

Cossypiitm  barbadense  (Sea.-isUnd) 4-^5  ■''"■ 

*'  "  (Brazilian) 4.00 

(Egyptian) 3.89 

"  vitifoliuiH  (Pemambuco) 3-59 

"  tongiemeralum    (Martinique) 3.51 

' '  dCKmiicif um         (Indian) 3 .  84 

"  arboremn  (Indian) 1.50 

"  kerbaaum. . ,       (Macedonian) i.Si 

"  "  (Bengal) 1.03 

From  its  behavior  with  a  solution  of  ammoniacal  copper  oxide, 
the  cotton  fibre  appears  to  consist  of  four  distinct  parts  struc- 
turally. When  treated  with  this  solution  and  examined  under 
the  microscope,  the  fibre  is  seen  to  swell,  but  not  uniformly;  it 
seems  that  at  regular  intervals  there  are  annular  sections  which 
do  not  swell.*  The  result  is  that  the  fibre  assumes  the  form  of  a 
distended  tube  tied  at  intervals  somewhat  after  the  manner  of  a 
string  of  sausages.  Soon  the  main  portion  of  the  fibre  b^ins  to 
dissolve,  whereupon  the  walls  of  the  central  canal  are  seen  quite 
prominently;  the  dissohing  action  proceeds  rapidly, 'but  appar- 
ently there  is  a  thin  cuticular  tissue  surroundmg  the  fibre  which 
resists  the  action  of  the  solvent  for  a  much  longer  time  than  the 
inner  portion.  The  walls  of  the  central  canal  also  reast  the 
action  of  the  liquid  to  even  a  greater  extent  than  the  external 
tissue;  the  annular  contracted  ligatures  in  the  fibre  also  persist 
aftei  the  rest  of  the  fibre  has  dissolved.  Thus  we  have  four 
structural  parts  made  evident  (see  Fig.  60); 

•  Hohnel  oanslders  these  lig.itures  as  merely  parts  of  the  cuticle;  he  explains 
their  format'o.i  by  the  fibre  swelling  so  considerably  as  to  rupture  the  uitdisturbed 
cuticle,  wbich  in  places  adheres  to  the  fibre  in  the  fonn  of  irregular  shreds  which 
are  visible  only  with  difficulty.  In  olher  places  where  the  rupture  occurs  obliquely 
lo  the  length  of  che  &bre,  the  cuticle  becomes  drawn  together  in  annular  bands 
surrounding  the  fibre,  while  between  these  rings  the  much-distended  cellulose 
protrudes  in  ihe  form  of  globules.  The  inner  membrane  or  canal  which  persists 
after  the  rest  of  the  fibre  nas  dissolved  is  an  exceedingly  thin  tissue  al  dried  proto- 
plasm which  was  contained  in  the  living  fibre.  On  bleached  cotton  the  cuticle 
may  be  almost  entirely  lacking,  and  hence  such  fibres  will  not  exhibit  the  charac- 
tmstic  appearance  above  meniioned. 


byG(X>^lc 


PHYSICAL  STRUCTURE  AND  PROPERTIES  OF  COTTON.     199 

(o)  The  main  cell-wali,  probably  composed  of  pure  cellulose, 
and  rapidly  and  completely  soluble  in  the  reagent. 

(b)  An  external  cuticular  fibre,  probably  of  modified  cellulose, 
and  more  resistant  to  the  action  of  the  reagent. 

(c)  The  wall  of  the  central  canal,  which  resists  the  solvent 
power  of  the  reagent  even  more  than  the  cuticle, 

(d)  The  annular  ligatures  surrounding  the  fibre  at  intervals, 
which  persbt  even  after  the  canal-waUs  have  dissolved. 

O'Neill  (in  1863)  first  pointed  out  this  complex  structure  of 
the  cotton  fibre.  He  says:  "I  believe  that  in  cotton-hairs  I 
could  discern  four  different  parts.  First,  the  outside  membrane, 
which  did  not  dissolve  in  the  copper  solution.  Second,  the  real 
cellulose  beneath,  which  dissolved,  first  swelling  out  enormously 
and  dilating  the  outside  membrane.  Thirdly,  spiral  fibres, 
apparently  situated  in  or  close  to  the  outside  membrane,  not 
readily  soluble  in  the  copper  liquid.  These  were  not  so  elastic 
as  the  outside  membrane  and  acted  as  strictures  upon  it,  pro- 
ducing bead-like  swellings  of  a  most  interesting  appearance;  and 
fourthly,  an  insoluble  matter,  occupying  the  core  of  the  cotton- 
hair,  and  which  resembled  very  much  the  shrivelled  integument  in 
the  interior  of  quills  prepared  for  making  pens."  He  also  notes 
that  the  insoluble  outside  membrane  was  not  evident  on  bleached 
cotton,  hence  concluding  that  either  it  had  been  dissolved  away, 
or  some  protecting  resinous  varnish  had  been  removed,  and 
then  it  became  soluble.  He  also  obtained  the  same  general 
results  by  treatment  with  sulphuric  acid  and  chloride  of  zinc  in 
place  of  the  ammoniacal  copper  oxide  solution. 

According  to  Butterworth,  who  observed  the  cotton  fibre 
treated  with  the  ammoniacal  copper  oxide  solution  under  a  magnifi- 
catioQ  of  1 ,600  diameters,  there  are  spiral  threads  apparently  cross- 
ing and  tightly  bound  round  the  fibre  at  irregular  distances,  also 
spiral  threads  pas^g  from  one  stricture  to  another;  the  core  of 
the  fibre  has  a  spiral  form,  and  in  cross-section  shows  the  presence 
of  concentric  rings  (see  Figs.  58  and  59). 

There  appears  to  be  some  difference  in  the  action  of  ammoniacal 
copper  oxide  solution  on  fibres  of  different  physiological  structure. 
Immature  or  imripe  fibres  dissolve  readily  without    exhibiting 
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any  structural  difEerences.  The  tubular-shaped  fibres  swell  out 
as  a  whole  and  finally  dissolve  without  showing  any  structural 
modifications,  except  that  in  many  cases  an  inner  core  is  left. 

Examination  with  the  highest  microscopic  powers  has  not 
shown  any  cellular  structure  pertaining  to  the  cellulosic  contents 
of  the  cotton  fibre;  it  b  probably  compwsed  of  fine  layers  super- 
imposed one  upon  the  other. 

2.  Microscopical  Properties. — ^The  microscopical  characteris- 
tics of  the  cotton  fibre  are  so  pronounced  as  to  readily  differentiate 
it  from  all  others.  As  already  noted,  it  presents  the  appearance 
of  a  flat,  ribbon-like  band  more  or  less  twisted  on  its  longitudinal 
axis  (see  Fig.  56).  The  edges  of  the  fibre  are  somewhat  thickened> 
and  usually  present  irregular  corrugations.  The  fibre  also  at 
times  presents  the  appearance  of  a  rather  smooth  flat  band  with 
little  or  Ho  thickened  edges.  The  twist  *  of  the  fibre  does  not 
appear  to  be  continuous  in  one  direction;  a  portion  of  a  fibre  may 
be  twisted  anally  to  the  right,  then  exhibit  a  flattened  portion 
without  any  twist  at  all,  then  again  show  an  axial  twist  to  the 
left.  For  about  three-fourths  of  its  length  the  fibre  maintains  a 
comparatively  uniform  diameter,  then  it  gradually  tapers  to  a 
point,  where  it  is  perfectly  cylindrical  and  often  solid  (see  Fig.  61). 
In  some  cases  portions  of  a  fibre  may  exhibit  cylindrical  and  ap- 
parently solid  spaces,  doubtless  caused  by  irregularities  in  the  growth 
of  the  cell.  At  these  places  the  strength  of  the  fibre  is  weakened, 
and  will  not  absorb  solutions  to  the  same  d^ree  as  the  rest  of 
the  fibre.  The  cell-wall  is  rather  thin  and  the  lumen  occupies 
about  two-thirds  of  the  entire  breadth  and  shows  up  very  prom- 
inently in  polarized  light.  Between  its  thickened  edges  the  fibre 
exhibits  the  appearance  of  a  finely  granulated  surface.  Fibres 
of  dead  cotton,  or  those  which  have  not  reached  their  full  maturity, 

*  The  twist  oE  the  cotton  fibre  appeals  to  be  a  character  acquired  through 
cultivation,  as  it  is  not  possessed  by  wild  cotton.  Monie  (The  Cotton  Fibre,  p.  15) 
explains  the  twist  in  cotton  as  follows:  The  rotary  motion  begins  with  the  process 
of  vacuation  in  the  fibre,  caused  by  the  withdrawal  of  some  of  the  fluid  in  the 
fibre  when  the  seed  begins  to  ripen,  and  as  this  is  affected  slowly  and  progressively, 
bcgiatiing  at  (he  extremity  farthest  from  the  seed  and  gradually  receding  towards 
the  base,  the  free  end  or  point  becomes  twisted  on  its  own  axis  several  times, 
thus  producing  the  convoluted  form  exhibited  under  ihe  microscope. 
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Fig.  56. — CotlonFibrCE.  (X500.)  Shoving  Longitudinal  Veins  and  Cross -SC' 
A,  A,  unripe  fibres;  B,  B,  half-ripe  fibres;  C,  C,  fully  ripe  fibres. 
(After  BulUtin  Ne.  33,  U.  S.  Dept  Agric.) 
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are  seldom  twisted  spirally  and  do  not  have  a  lumen,  but  are  thin, 
transparent  bands*  {see  Fig.  56,  A). 

Microscopically  cotton  fibres  differ  considerably  among  them- 
selves, but  in  general  may  be  divided  into  four  classes: 

(fl)  Fibres  exhibiting  a  smooth,  straight,  flat  appearance 
with  no  suggestion  of  internal  structure.  These  include  immature 
cotton  iibres  and  also  iibres  which  have  overripened.  The  external 
wall  of  the  fibre  is  very  thin  (see  Fig.  56,  B). 

(b)  Fibres  exhibiting  a  normal  appearance  through  some 
portions  of  their  length,  and  in  other  parts  a  structureless 
appearance  as  in  (a).  These  may  be  termed  "kempy"  fibres;  the 
solid,  tubular  portion  of  the  fibre  is  particularly  resistant  to 
the  absorption  of  liquids  and  dyestuffs,  and  consequently  remains 
UDColorcd  while  the  rest  of  the  fibre  is  dyed. 

(c)  Straight,  tubular  fibres  exhibiting  a  well-defined  internal 
structure  and  a  transparent  cell-wall  of  varymg  thickness.f 

(d)  Normal  structure  of  twisted,  band-like  form  (see  Fig.  56,  C). 
In  cross-section  the  immature  fibres  show  only  a  single  line 

with  no  structure,  and  but  little  or  no  indication  of  an  mtemal 
opening.  The  mature  fibre  is  thicker  in  cross-section  and  exhibits 
a  central  opening. 

The  most  characteristic  of  the  microchemical  reactions 
for  cotton  is  that  with  ammoniacal  copper  solution,  already 
described.  With  bleached  cotton  the  external  cuticle  may  be 
absent,  and  hence  such  a  fibre  may  not  show  any  distension. 
With  iodin  and  sulphuric  acid  the  cotton  fibre  becomes  blue 
in  color,  though  the  cuticle  remains  colorless.  Tincture  of 
madder  gives  an  orange  color;  fuchsin  produces  a  red  color 
which  is  destroyed  by  the  addition  of  ammonia.  Flax  does 
not  show  this  latter  reaction,  hence  this  serves  as  a  chemical  means 
of  distinguishing  between  cotton  and  iinen.t     Anhydrous  staimic 

*  L'nripe  cotton  has  not  much  value  for  purpoM^s  of  manufacturf,  as  it 
contracts  and  curls  up  [n  the  warm  atmosphere  of  the  mill,  and  consequently 
yarn  containing  much  unripe  fibre  depreciates  considerably. 

t  Fibres  of  this  character  may  often  be  mistaken  under  the  microscope  for 
linen,  especially  if  the  cell-wall  is  thick.  The  fibres  of  Caisypium  amgitmitratum 
are  especially  liable  to  show  this  form. 

J  Provided  the  linen  i  ■  unbleached.  Bleached  Itnen  shows  scarcely  any  differ- 
ences from  cotton  in  its  chemical  tests. 
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chloride  gives  a  black  color,  and  sulphuric  acid  dissolves  the 
cotton  fibre  rapidly. 

3.  Phyucal  Properties. — ^The  natural,  spiral-like  twist  present 
in  the  cotton  fibre  causes  the  latter  to  be  especially  adaptable  to 


Fic.  57.— Root  of  Cotton  Fibre.    (X300.)   Showing  the  Irregular  Fracture  caused 
by  the  Fibre  being  Torn  from  the  Seed.     (Micrograph  by  author.) 

purposes  of  spinning.  The  spinning  qualities  of  the  cotton 
fibre,  however,  depend  not  only  on  the  nature  and  amount  of 
twist  which  causes  the  individual  fibres  to  lock  themselves  firmly 


FlO.  5S. — Cotton  Swollen  with  Schwi 

(Micrograph  by  autlioi 


Reagent.      (Xjoa) 


together,  but  also  on  the  length  and  fineness  of  staple.  These 
three  qualities  in  general  will  determine  the  character  and  fineness 
of  yam  which  may  be  spun  from  any  sample  of  cotton.  Sea- 
island  cotton  lends  itself  to  the  spinning  of  very  fine  yams,  being 
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spun  to  even  300's  (that  is,  300  hanks  of  840  yds.  each  would 
weigh  I  pound),  and  in  an  experimental  manner  this  cotton  is 
said  to  have  been  spun  as  fine  as  aooo's. 

In  its  tensile  strsagth  cotton  stands  between  silk  and  wool; 
whereas,  in  elasticity,  it  is  conaderably  below  either  of  the  other 
two  fibres.    The  breakii^  strain  of  cotton  wiD  vary  from  2.5 


Fig,  59.— Portion  of  Fig.  58  More  Highly  Magnified.     (  x  IS<».)     The  Stnirture 
of  the  Cotton  Cellulose  is  here  plainly  visible.     (Micrograph  by  author.) 

to  10  grams,  depending  on  the  fineness  of  staple;   the  finer  the 
fibre  the  less  will  be  its  breaking  strain. 

The  tabic  at  the  top  of  page  205  shows  the  results  of  experi- 
ments on  the  tensile  strength  of  different  varieties  of  cotton.  * 
*  Lecomte  gives  the  following  table  showing  the  breaking  strain  of  various 
Cotton  Breakinff  Stnin. 

New  Orleans 9 

Texas. 6.6 

Peru  (harsh) 10.5 

Peru  (long,  silky) 4.1 

Sea-island 8 

Port-au-Prince 9.5 

Tahiti 4.9 

Jumel  (brown) j.6 

Tinnevelly 3.1 
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Sea-isbuid  (EdEsto). 

Queensland 

Egyptian 

Maranham 

Pemunbuco 

New  Orleans 

Upland 

Sunt  (DhoUeiAh). . 
Sural  (Comptah).  . 


The  full  tensile  strength  of  the  individual  fibre,  however,  is 
not  utilized  in  the  spun  yam.*  Single  yams  will  give  only  about 
so  per  cent.,  or  one-fifth  of  the  breaking  strain  calculated  from 
the  strength  of  the  separate  fibres;  two-ply  yams  give  about 
as  per  cent.f 

The  following  table  exhiluts  the  comparative  values  of  the 
tensUe  strength   of  different  fibres.    The   "breaking   length" 


•  Henfeld  ( Yams  and  Texlilt  Fabrics,  p.  qs)  gives  the  following  tables  show- 
ing the  strength  in  grams  of  single  colton  yams  of  different  counts,  the  numbering 
of  the  yarns  being  according  to  the  metric  system : 


No.      Weak,  Medium.   Strons. 


Wuk.    Uadium.   Strrms.       V«ry 


t  Monie  (Tht  Cotton  Fibre)  gives  a  table  (see  page  »o6)  showing  the  strength 
of  oottoD  fibn*  after  manufacture  into  yam  in  relation  to  those  in  their  natural 
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refers  to  a  length  of  thread  which  will  break  by  reason  of  its  OTm 
we^ht. 


Kbre. 

^^^^ 

^PC^^"- 

Cotton 

37.6 
45  o 

1 
33 

«4 

3* 

3' 
'7 
»4 

3 

8 
S 
S 

Manila  hemp 

Cocoanut  bbre 

Vt^Mable  silk 

4.  Hygroscopic  Quality. — Cotton  is  less  hygroscopic  than 
either  woo!  or  silk;  under  normal  conditions  it  will  contain  from 
5  to  8  per  cent,  of  hygroscopic  moisture,  though  in  a  very  moist 
atmosphere  this  may  be  considerably  increased. 

The  hygroscopic  quality  of  cotton  (and,  in  fact,  any  other  vege- 
table fibre  as  well)  has  much  to  do  with  its  proper  condition  during 


Cakded  Cotton. 


Description  of  Yain. 

Average 
Number 

Pibrei 
inCmsj- 

Te« 

Strenglh 

each 
Vibn 

C»lcu- 
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s 

40 
46 

5" 

s  twist  American  cotton . 

133 

74 
60 

140 
140 
140 
146 
.46 
146 
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"7 
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33 

»7 
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5 

»4 
33 

as 

7 

70 
80 

s    '      brown  Egyptian  cotton    . , 

6 
8 

Combed  Cotton. 


Sea- island  cotton. . 


90 

120 

100 

55 

S" 

68 

•S 

40 

55 

13 

45 

55 

13 

100 

43 
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the  various  processes  of  spinning  and  finishing.  It  also  has  an 
influence  on  the  commercial  valuation  of  the  raw  material,  as  the 
amount  of  hygroscopic  moisture  varies  with  atmospheric  condi- 
tions, and  it  is  important  to  have  a  normal  standard  of  reference  - 
(see  Conditioning  of  Wool,  chapter  iii).*    Its  influence  on  spinning 


Fig.  £0. — Appearance  of  Cotton  Fibre  en  Treatment  with  Scbweitier's  Reagent 

(After  Witt) 

a,  transverse  ligatures  of  disrupted  cuticle;   i,  irregular  shreds  of  cuticle  lorn 

apart;  ^,  swollen  mass  of  cellulose;  d,  walls  of  internal  canal. 

is  even  greater,  and  proper  conditions  of  atmospheric  moisture 
must  be  maintained  in  the  spinning-room  in  order  to  achieve 
the  best  results;  the  spinning  properties  of  raw  cotton,  howe%'er, 
are  also  affected  by  other  substances  associated  with  the  cellulose 
of  the  fibre,  but  it  is  without  question  that  the  physical  condi- 
tion of  cotton  is  largely  influenced  by  its  content  of  hygroscopic 
moisture,  and  this  should  be  delicately  adjusted  by  the  spinner 
to  meet  the  conditions  of  his  work.     The  mechanical  treatment 

*The  amount  of  "regain"  allowed  in  the  conditioning  of  cotton  on  the  con- 
tlDent  of  Europe  is  E)  pier  cent. 
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of  woven  textile  materials  in  finishing  processes,  such  as  mangling, 
beetling,  calendering,  etc.,  is  also  dependent  for  good  results  to 
quite  an  extent  on  the  hygroscopic  condition  of  the  fibre;  the 
amount  of  moisture  present  durii^  the  fini^iing  operations, 
tc^ether  with  the  method  and  degree  of  drying,  should  be  care- 
fully studied  * 


FlC.  6l, — Cotton  Fibre,     A,  middle  portions  of  fibre;  S,  poinb  or  ends  of  fibre. 

When  cotton  is  purified  from  its  adhering  waxy  and  fatty 
matters,  it  becomes  remarkably  absorbent.  This  quality  is 
explained  on  the  supposition  that  the  ripe  cotton  fibre  is  made 
up  of  a  series  of  tissues  of  cellulose,  separated  from  each  other 
by  intercellular  matter,  in  this  way  forming  a  series  of  capillary 
surfaces  which  are  capable  of  exerting  considerable  capillary 
force  upon  any  liquid  in  which  the  fibre  may  be  immersed.  Dry 
cotton  also  appears  to  be  remarkably  absorptive  of  gases;  it  is 
said  that  the  fibre  can  absorb  115  times  its  volume  of  ammonia  at 
the  ordinary  atmospheric  pressure. 

*  In  testing  the  influence  of  moisture  on  the  strength  of  cotton  matetial,  tlie 

Industrial  Society  at  Mulbouse  reports  as  follows: 

Nonnal  strength  ol  cloth. loa 

Saturated  with  moisture 104 

Dried  on  hot  cylinder 86 

Ag&in  dampened 103 

It  wouM  appear  from  these  results  that  the  alleinate  mi^stening  and  hot  drying 

at  cotton  caused  little  or  no  deterioration  in  its  sttcngth. 
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CHAPTER  XI. 

CHEMICAL  PROPERTIES  OF  COTTON;    CELLULOSE. 

I.  Chemical  Confltitution. — In  its  chemical  compo^ti(m  cot- 
ton, in  common  with  the  other  vegetable  fibres,  consists  essentially 
of  cellulose.  On  the  surface  there  is  a  protecting  layer  of  more 
or  less  wax  and  oily  matter,  and  also  in  the  fibre  there  is  a  trace 
of  pigment,  which  in  some  varieties  of  cotton  becomes  quite 
emphasized.  The  removal  of  these  substances  is  the  object  of 
the  boiling-out  and  bleaching  process  to  which  cotton  is  sub- 
jected prior  to  its  dyeing  and  printmg.  In  reality  the  purified 
cotton  fibre  as  it  exists  in  bleached  material  is  practically  pure 
cellulose,  and  this  compound  alone  appears  to  be  essential  to  its 
structural  organization. 

The  natural  impurities  present  in  the  raw  cotton  fibre  amount 
to  about  4  to  5  per  cent.,  and  consist  chiefly  of  pectic  acid,  color- 
ii^-matter,  cotton-wax,  cotton-oil,  and  albuminous  matter.  The 
fibre  gives  about  i  per  cent,  of  ash  on  ignition.*  The  oil  present 
in  the  fibre  appears  to  be  identical  with  cottonseed-oil,  and  is 
probably  obtained  from  the  seed  to  which  the  fibre  is  attached. 
The  cottoo-waz  serves  as  a  protective  coating  for  the  fibre  and 
makes  it  water-repellent,  as  is  evidenced  by  the  long  time  it 
requires  for  raw  cotton  to  be  wetted  out  by  simply  steeping  in 
water.  This  wax  appears  to  be  closely  analogous  to  camaflba 
wax;  it  is  not  soluble  in  alkalies,  though  it  may  be  gradually  emul- 
sified by  a  long-continued  boiling  in  alkaline  solutions,  on  which 

*  Bowman  is  of  the  opinioa  that  coosiderable  stress  should  be  laid  on  the 
fact  that  the  cotton  fibie  contains  about  i  pec  cent,  of  mineral  matter  as  an  inte^al 
part  of  its  constitution,  and  this  no  doubt  has  considerable  influence  on  its  struc- 
ture and  properties. 
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fact  is  based  the  "boiling-out"  of  cotton  by  the  ordinary  methods. 
Cotton-wax,  however,  appears  to  be  readily  soluble  in  sulphated 
oils,  such  as  Turkey-red  oil,  and  hence  cotton  may  be  rapidly 
and  thoroughly  wetted  out  by  using  a  solution  of  such  an  oil. 
The  coating  of  wax  over  the  cotton  fibre  appears  to  influence  its 
spinning  qualities  to  a  certain  extent,  as  it  requires,  for  instance, 
a  rather  elevated  temperature  to  successfully  spin  fine  yams,  in 
order  probably  to  soften  the  waxy  coating  of  the  fibre.*  The  fatty 
acid  present  in  cotton-wax  has  been  found  to  be  identical  with 
margaric  acid.  According  to  Dr.  Schunck,  American  cotton 
contams  about  0.84  per  cent,  of  fatty  matters,  whereas  East 
Indian  cotton  contains  only  0.337  P^^  cent. 

Analysis  of  cotton-wax  shows  it  to  consist  of  the  following: 

Percent. 

Carbon 80.38 

Hydrogen 14-51 

Oxygen 5. 11 

It  fuses  at  85.9"  C,  and  solidifies  at  82°  C,  hence  it  bears  a 
close  analogy  to  both  cerosin,  or  sugar-cane  wax,  and  camaQba 

The  coloring-matter  of  cotton  has  been  investigated  and  has 
been  found  to  consist  of  two  oi^anic  pigments,  the  one  easily 
soluble  in  alcohol  and  the  other  dissolved  only  by  boiling  alcohol. 
Accordii^  to  Schunck,  the  composition  of  these  bodies  from 
Nankin  cotton  is  as  follows : 

A.  Soluble  m  B.  Inioluble  In 

Cold  Alcohol ,  Cold  Alcohol, 

Per  Cent.  Pet  Cent. 

Carbon 58.12  57-7° 

Hydrogen 5,42  5. 60 

Nitrogen 3.73  4-99 

Oxygen 33-63  31.71 

*  As  the  temperature  falls  the  oily  wax  tends  lo  become  stiff  and  gummy, 
and  prevcms  the  proper  drawing  of  the  fibre;  while  its  presence  among  the 
thin  laminations  of  the  cell-walls  gives  a  greater  elasticity  lo  the  fibre,  and  readers 
it  less  liable  to  sudden  rupture.  The  gradual  drying-up  of  the  more  volatile 
portions  of  this  oil  in  the  fibre,  leaving  the  remaining  portion  thicker  and  stlffer, 
may  also,  and  probably  does,  account  for  the  fact,  noticed  by  most  spinners,  thai 
new-crop  cotton  seema  lo  work  better  and  makes  less  waste  than  cotton  harvested 
as   ;he  season  advances.     {Bowman,  Cotton  Fibre,  p.  55.) 
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The  composition  of  the  analogous  coloring-matters  in  American 
cotton  is  practically  identical  with  the  above. 

Pectin  compounds  form  the  greater  portion  of  the  impurities 
present  in  cotton,  and  are  probably  rather  complex  in  nature. 

The  quantity  of  ash  (mineral  matter)  in  raw  bale-cotton  will 
average  considerably  higher  than  that  obtained  from  the  purified 
fibre;  this  is  due  to  adhering  sand  and  dust  which  are  nearly 
always  present.  The  following  table  shows  the  amount  of  ash 
contained  in  samples  of  different  varieties  of  cotton:  * 

Per  CcDt. 

Dharwar 4,16 

Dhollerah • 6.1a 

Sea-island \.2% 

PeniviaD  (soft) i .  63 

"         (ra"gh) LIS 

Bengal 3.98 

Broach 3.14 

Oomtawutiee 8.51 

Egyptian  (brown) 1 .  73 

"      (white) 1.19 

Pcmambuco i .  6a 

American 1.53 

When  the  amount  of  ash  is  found  to  be  over  i  per  cent.,  the 
excess  may  be  considered  as  mechanically  attached  sand  and 
dust.  The  true  ash  of  the  cotton  fibre  consists  principally  of 
the  carbonates,  phosphates,!  chlorides,  and  sulphates  of  potassium, 

*  Monie  (The  Cotton  Fibre)  gives  a  table  showing  the  percentage  of  satid  or 
mineral  matler  contained  in  bales  of  commercial  cotton  as  they  arrive  a(  Liverpool. 

Sea-island i.io    Upland 3.10 

Kough  Peruvian 1.25     Bahia a, 16 

Gallini  Egyptian 1.25     Hingunghal ''33 

Biown  Egyptian 1.60    Broach 3,58 

Orleans 1.60     OoTrrjwuttee  .  . .   2,93 

While  Egyptian 1.75     African 3.9 

Smooth  Peruvian :.8o    Dhollerah 4,10 

Pcmambuco j.98    Compiah 4.18 

Texas 2.10    Bengal 5.3 

It  is  to  be  presumed  that  Monie  did  not  include  in  the  above  figures  the  amount 
of  mineral  matter  in  cotton  as  obtained  from  the  ash  of  the  purified  fibre,  but 
that  his  figures  represent  the  sand  or  other  foreign  mineral  matter  mechanically 
held  In  the  baled  cotton. 

t  According  to  Calvert  {J«ur.  prakt.  Chrm     1S69,  p.   112),  cotton  samples 
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calcium,  and  magnesium,  as  is  exhibited  by  the  iollowing  analy»s 
of  Dr.  Ure: 

Potassium  carbonate 44'So 

"         chloride 9-9° 

' '       sulphate 9 -IP 

Calcium  phosphate 9.00 

"      carbonate 10.60 

Magneaium  phosphate S.40 

Ferric  oxide 3.00 

Alumina  and  loss 5.00 

The  analyses  of  Davis,  Dreyfus,  and  Holland,  reported  as  a 
mean  from  twelve  different  varieties  of  cotton,  show  a  little 
difference  from  the  above  analysis,  especially  in  having  present 
sodium  carbonate  as  one  of  the  constituents.  The  mean  of 
these  analyses  is  given  as  follows: 

Potassium  carbonate.. 

"        cbloride.  . . 

"         sulphate. . . 

Sodium  carbonate 3.3 

Magnesium  phosphate. . 
"       carbonate.. . 

Calcium  carbonate 

Fenic  o»ide 

The  albimiinous  or  nitn^enous  matter  present  in  cotton 
is  only  of  very  small  amount,  and  doubtless  consists  of  protoplas- 
mic residue.  Different  vaneties  of  cotton,  on  analysis,  show 
the  following  percentages  of  nitrogen;  some  of  this,  however, 
may  be  derived  from  mineral  nitrates  which  may  be  present  in 
slight  amount  in  the  fibre  (Bowman) : 

P«r  Cent  NltrogBi. 

American 0.030 

Sea-Island 0.034 

BenpL °*39 

Sough  Peruvian o .  033 

Egyptian  (while). , 


(brown).. 

Mean 

from  difter 
soluble  in 

Egypt 0.055  Sural...  , 

New  Orleans....   0.049  Carthagcni 

Bengal 0055  Cyprus.. 


the  following  percentages  of  phosphoric  acid 


byGoo'^lc 


CHEMICAL   PROPERTIES  OF  COTTON;    CELLULOSE.        113 

Analyses  conducted  by  the  U.  S.  Department  of  Agriculture 
give  the  average  amount  of  nitrogen  present  in  cotton  as  0.34  per 
cent.  As  this  differs  very  considerably  from  that  obtained  by 
Bowman,  it  may  be  possible  that  the  values  of  the  latter  must 
be  multiplied  by  ten  to  obtain  the  correct  figure. 

Church  and  Miiller  hiive  made  careful  analyses  of  raw  cotton 
with  the  following  results:  * 


Cellulose 

HygriMcopic  water 

Wax  and  fat 

Nitrogen  (protoplasm ).  . 

Cutlcular  tissue 

Ash 
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2.  Cellulose. — This  is  one  of  the  most  important  of  the  natu- 
rally occurring  chemical  compounds,  as  it  forms  the  basis  of  all 
vegetable  tissue.  Chemically  it  consists  of  carbon,  hydrogen, 
and  oxygen,  and  has  the  empirical  formula  CoHioOs.-|-    It  belongs 

•  BtiUetin  Ne.  33  (U.  S.  Dept.  Agric.)  gives  the  (ollowiog  analysis  o£  the  cot- 
ton fibre,  represeating  the  average  of  a  number  of  tests: 
Fertilizino  Constituents. 

Percent. 
Water 


Ash 

Nitri^en 

Phosphoric  acid 

Potash.   

Soda 

Magnesia. 

Ferric  onde 

Sulphuric  acid 

Chlorin 

Insoluble  matter 

Fkoxihate  CoNsnruENTS. 

Water 

Ash 

Fibre  (cellulose) 

Nitrogen-free  extract 
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t  The  cellulose  of  all  vegetable  tissu 
appears  to  contain  a  small  amount  of  11 


highly  purified  condition, 

ipparently  forming 
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to  a  class  of  bodies  known  as  carbohydrates,  and  is  dosely  related 
to  the  starches,*  dextrins,  and  sugars.  Chemically  considered, 
these  compounds  must  all  be  regarded  as  alcohols  containing 
aldehydic  and  ketonic  groups.  The  word  "  cellidose  "  must  not 
be  taken  as  signifying  a  simple  definite  substance  of  unvarying 
properties,  but  rather  as  a  generic  term  including  quite  a  number 
of  bodies  of  similar  chemical  nature.  Like  starch  and  other 
complex  cafbohydrates  of  organic  physical  structure,  cellulose 
will  vary  somewhat  in  its  properties,  depending  upon  its  source 
or  derivation.  As  a  class  the  celluloses  exhibit  certain  chemical 
characteristics,  by  means  of  which  they  may  be  distinguished 
from  associated  bodies  of  allied  chemical  constitution.  Physically 
they  are  colorless  amorphous  substances  capable  cf  withstanding 
rather  high  temperatures  without  decomposition.  They  are 
insoluble  in  nearly  alt  of  the  usual  solvents,  but  dissolve  more 
or  less  completely  in  an  ammoniacal  solution  of  copper  oxide 
{Schweitzer's  reagent).t  Solution  in  this  latter  reagent  appparently 

an  integral  or  organic  portion  of  the  tibre  structure.  The  amount  of  ash,  tor 
instance,  obtained  from  bleached  cullon  is  about  o.i  to  0.4  per  cent.  Even 
"Swedish"  filter-jiaper,  which  has  been  treated  with  hydrochloric  and  hydroHuoiic 
acids  for  the  removal  of  inorganic  constituents,  will  still  contain  from  0.03  to 
0.05  per  cent,  of  ash. 

•Though  celluloae  appears  to  be  somewhat  analogous  to  these  bodies,  it  never- 
theless diflers  from  them  in  its  much  greater  resistance  to  the  bydrolylic  action 
of  acids,  alkalies,  and  enzymes.  The  latter  reagents  readily  split  up  the  starches 
into  simpler  bodies;  but  no  such  reaction,  thrnugh  artificial  means  at  least,  has 
been  observed  in  the  case  of  cellulose.  That  such  a  reaction,  however,  takes 
place  in  the  (issues  ot  the   growing  plant   there  is  no  doubt. 

t  Cross  and  Bevan  make  the  following  remarks  respecting  this  reagent:  The 
solutions  of  cuprammonium  compounds  generally,  in  the  presence  of  excess 
of  ammonia,  attack  cellulose  rapidly  in  the  cold,  forming  a  series  of  gelatinous 
hydrates,  passing  ultimately  into  fully  soluble  forms.  The  solutions  of  ihe  pure 
cuprammonium  hydroxide  are  more  active  in  producing  these  effects  than  the 
solutions  resulting  from  the  decomposition  of  a  copper  salt  with  eicess  of  ammonia. 
Two  methods  are  in  common  use  for  the  preparation  of  these  solutions,  which 
should  contain  10  to  15  per  cent,  of  ammonia  and  i  to  (.5  per  cent,  ot  copper 
as  the  oxide,  (i)  Hydrated  copper  oxide  is  prepared  by  precipitating  a  solu- 
tion of  copper  sulphate  of  3  per  cent,  strength  with  a  slight  excess  of  a  dilute  solu- 
tion of  sodium  hydrale.  The  precipitate  is  washed  until  it  is  entirely  free  from 
alkali.  The  original  solution  in  which  the  solution  takes  place,  as  well  as  the 
water  used  in  washing,  should  contain  a  small  quantil}-  ot  glycerol  The  washed 
precipitate  is  well  drained,  and  then  mixed  with  a  quanlily  of  a  10  per  cent,  solu. 
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takes  place  without  decomposition,  as  the  cellulose  may  be  repre- 
cipitated  unchanged  therefrom  by  the  addition  of  acids  and 
various  salts.  In  order  to  obtain  pure  cellulose  for  chemical 
purposes,  it  is  customary  to  treat  cotton  successively  with  dilute 
caustic  alkali,  dilute  acid,  water,  alcohol,-  and  ether,*  The  re- 
sult of  this  treatment  is  to  remove  all  foreign  and  encrusting 
materials  from  the  raw  fibre,  and  possibly  also  to  remove  the 
thin,  external  cuticular  membrane  which  may  be  chemically 
different  from  the  rest  of  the  tissue.  The  specific  gravity  or 
density  of  cellulose  as  obtained  in  the  usual  manner  is  about  1.5, 
and  this  also  represents  the  density  of  cotton  and  most  other 
plant  fibres.  Chemically  considered,  cellulose  is  a  derivative 
of  the  open-chain  or  paraffin  series  of  hydrocarbons,  and  further- 
more it  exhibits  the  reactions  of  a  saturated  compound.  As 
with  the  other  carbohydrates,  chemists  have  found  it  a  matter 
of  great  difficulty  to  ascertain  even  approximately  the  true  mo- 
lecular formula  of  cellulose.  Though  its  empirical  formula  is 
CbHjoOs,  this  in  nb  way  represents  the  true  molecular  complexity 


tion  of  glycerol,  in  conlact  nith  which  it  way  be  preserved  unchanged  in  stoppered 
■  bottles.  When  desired  for  use,  the  oiide  is  washed  free  from  glycerol  and  dis- 
solved in  ammonia  water  (of  15  lo  ao  per  cent  strength),  (a)  Metallic  copper, 
in  the  fonn  ot  sheet  or  turnings,  is  placed  in  a  cylinder  and  covered  with  strong 
ammonia;  atmospheric  air  is  caused  to  bubble  through  the  column  of  liquid 
at  a  rate  calculated  to  40  times  the  volume  of  the  liquid  used  per  hour.  In 
about  six  hours  a  liquid  of  the  requisite  composition  is  obtained.  SolutioDS  con. 
taining  5  to  10  per  cent,  of  cellulose  are  readily  prepared  by  digestion  in  the  cold 
with  10  to  ao  times  (he  weight  of  cuprammonium  solution,  a  rather  ropy  or  gelat- 
inous solution  being  obtained.  The  cellulose  is  readily  precipitated  from  the 
solution:  (a)  by  the  addition  of  neutral  dehydrating  agents,  such  as  alcohol, 
sodium  chloride,  and  other  salts  of  the  alkalies,  and  (i>)  by  the  addition  of  acids, 
in  which  case  the  cellulose  is  precipitated  in  the  pure  state,  or  free  from  copper 

•  Cross  and  Bevan  recommend  the  following  procedure  in  the  isolation  of 
pure  cellulose  in  the  study  of  the  vegetable  fibres:  (a)  The  fibrous  raw  material 
is  boiled  with  a  dilute  (i  to  z  per  cent.)  solution  of  caustic  soda,  and,  after  thorough 
washing,  is  (A)  exposed  in  the  moist  stale  to  an  atmosphere  of  chlorin  gas;  (c1  it 
is  again  treated  with  boiling  slkalL  By  such  treatment  the  "non-cellulose" 
constituents  of  most  vegetable  fibres  are  removed,  and  a  residue  of  pure  cellulose 
is  obtained.  A  subsequent  slight  treatment  with  a  dilute  solution  of  chloride 
of  lime  for  the  removal  of  traces  of  coloi  ing-matlers,  and  a  final  washing  with 
alcohol  and  ether  completes  the  purification. 
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of  the  substance.*  From  a  study,  however,  of  its  various  synthet- 
ical derivatives,  with  special  reference  to  its  esters,  such  as  the 
acetates,  benzoates,  and  nitrates,  the  provisional  formula  of 
C12H20O10  has  hecn  given  to  the  cellulose  molecule.  The  nature 
and  position  of  the  various  organic  groups  present  in  this  mo- 
lecular formula,  however,  have  yet  to  be  expl^ned.t 

*  There  haa  been  a  considerable  amount  of  speculation  among  chembls  as 
to  the  chemkat  nature  and  constituiion  of  cellulose,  but  there  has  been  so  little 
eipeiimental  data  on  which  to  frame  an  inletiigent  theory,  that  most  of  these 
speculations  are  mere  sdenlific  guesswork,  and  have  little  more  than  a  pro- 
visional value.  From  the  action  of  zinc  chloride  on  cellulose  it  has  been  pre- 
sumed that  the  cellulose  molecule  contains  hydroxyl  groups  of  such  a  nature 
as  lo  give  il  a  salt -like  property,  and  the  solution  of  the  cellulose  in  the  zinc  chloride 
is  supposed  to  be  due  to  the  formation  of  a  kind  of  double  salt.  There  also  appears 
to  be  B  chemical  reaction  of  limited  degree  between  cellulose  and  dilute  solutions 
of  caustic  alkalies  and  tnineral  acids.  According  lo  Mills,  the  relative  molecular 
ratio  of  the  absorption  by  cellulose  of  alkalies  and  acids  is  represented  by 
loNaOHljHCI.  From  this  and  other  considerations,  it  would  appear  that 
cellulose  exhibits  the  properties  of  a  feeble  acid  and  of  a  slill  more  feeble  base. 

fVignon  has  proposed  to*give  cellulose  the  following  constitutional  formula: 

O CH. 

O       NtCHOHl- 

I  I     ^ 

CH,— CH^ 


h/ 


This  is  based  on  a  study  of  the  highest  nitrate  of  cellulose  and  the  decompo^- 
lion  of  the  nitrate  by  alkalies  with  formation  of  hydroxypyruvic  acid.  The  struc- 
ture given,  however,  is  more  or  less  hypothetical  in  nature,  and  needs  experimental 
confirmation  in  many  particulars  before  it  can  be  accepted  without  question 
The  older  chemical  configuration  of  cellulose  given  by  Bowman, 
H  H     H 

I  I       I 

E— C— C— C=C— C— C— H, 

I    i        ill 

OH  OH       OH  OH  OH 

is  without  any  eirperimental  reason  (or  its  existence,  and  the  idea  that  it  contains 
an  unsaturated  carbon  grouping,  —  C— C— ,  has  been  proved  erroneous.  From 
a  study  of  the  osaiones  of  oxycellulose,  Vignon  has  ascribed  to  this  latter  body 
the  constitutional  fonntila  of  the  group, 

,COH 
(CHOH)X 

^CH— CO. 
\/ 
O 

In  union  with  varying  proportions  of  residual  cellulose. 

e  of  a  compound  containing  cellulose  and  sulphuric  add  in  the 
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In  its  chemical  reactions  cellulose  is  particularly  inert,  com- 
bining with  only  a  few  substances,  and  then  only  with  great  diffi- 
culty and  under  peculiar  conditions.  It  is  quite  resistant  to  the 
processes  of  oxidation  and  reduction,  and  hydrolysb  and  dehy- 
dration.* Concentrated  sulphuric  acid  dissolves  cellulose  with 
the  production  of  a  viscous  solution;  dilution  with  water  causes 
the  precipitation  of  an  amorphous  substance  known  as  amyloid, 
a  starch-like  body  having  the  formula  CiaHsaOn,  and  Uke  starch 
it  is  colored  blue  with  iodin.  On  this  reaction  is  based  the 
method  of  testing  for  cellulose,  by  applying  sulphuric  acid  and 
iodin.  On  boiling  with  dilute  sulphuric  acid,  cellulose  is  con- 
verted into  dextrin  and  glucose.  On  heating  with  acetic  anhy. 
dride  to  i8o°C.,  cellulose  is  converted  into  an  acetyl  deriva- 
tive having  the  formula  Ci»Hu04(OCOCH3)6.t  By  the  mod- 
erated action  of  concentrated  acids  and  various  acid  salts,  cellulose 
ap[>ears  to  imdergo  a  process  of  hydration,  being  converted  into 
a  friable  amorphous  body  known  as  hydrocellalose  or  more 
properly   hydrated  celluloscX      This   reaction  is   of  importance 


proportion  4C^u,0,  to  HtSO,  is  put  forward  as  a  proof  that  in  its  reactions  cellu- 
lose behaves  like  a  complex  molecule  of  al  least  34  caiboa  atoms.  (See  Cross, 
Bevan,  and  Bri^s,  Btrichle,  1905,  p.  1859.) 

♦  This  high  degree  of  resistance  to  hydrolysis  (alkaline)  and  oxidation  belongs 
only  to  cotton  cellulose  and  to  the  group  of  which  it  is  the  type,  and  which  includes 
the  cellulose  of  flax,  ramie,  and  hemp.  A  large  number  of  celluloses,  on  the 
other  hand,  are  distinguished  by  considerable  reactivity,  due  to  the  presence 
of  "free"  carbonyl  groups,  and  are  therefore  more  or  less  easily  hydrolyzed  and 
oxidized.  The  celluloses  of  the  cereal  straws  and  esparto  grass  are  of  this  type, 
and  hence  the  relative  inferiority  of  the  papers  into  the  composition  of  which 
they  enter.     (Cross  and  Bevan,  Jour.  Chem.  Sac.,  1894,  p.  4711.) 

t  CeUulose  does  not  read  directly  with  acetic  anhydride,  but  at  the  tempera- 
ture above  given  and  with  six  times  its  weight  of  the  anhydride  It  gives  the  deriv- 
ative having  the  above  formula,  and  whidi  may  be  called  the  triacetate.  With 
,  a  smaller  quantity  of  acetic  anhydride,  a  mixture  of  bwer  acetates  b  obtained 
which  are  insoluble  in  glacial  acetic  acid.  The  triacetate  is  readily  soluble  in 
tbb  add,  however,  and  also  In  nitrobenzene.  Its  solutions  are  very  viscous. 
Kegeneraled  cellulose,  prepared  by  precipitation  of  viscous  solutions,  reacts  with 
acetic  anhydride  directly,  and  gives  what  appears  to  be  the  tetracetate.  For 
further  remarks  concerning  the  acetylation  of  cellulose  see  Cross  and  Bevan, 
CMuloM  and  Seiearchts  on  Ctllulose. 

t  The  formula  suggested  for  hydrocellulose  Is  CuHoO,,.  Sthamer  (Ham- 
burg)  prepares  hydrocellulose  by  treating  cotton  (or  other  form  of  cellulose) 
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in  the  carbonizing  process  for  removing  vegetable  matter  from 
woolen  goods. 

A  concentrated  solution  of  zmc  chloride  will  dissolve  cellulose 
on  heating  and  digesting  for  some  time.*  This  solution  has  been 
employed  industrially  for  the  preparation  of  cellulose  filaments, 
which  are  subsequently  treated  with  hydrochloric  acid  and 
washed  for  the  purpose  of  removing  the  zinc  salt;  the  thread  is 
then  carbonized  and  is  employed  for  the  carbon  filament  of  incan- 
descent electric  lamps.f  A  concentrated  solution  of  zinc  chloride 
in  hydrochloric  acid  dissolves  cellulose  quite  rapidly  and  in  the 
cold.t  This  latter  method  is  useful  in  the  laboratory  for  the  study 
of  celluloses,  but  as  yet  has  received  no  technical  application. 
By  means  of  this  solution  it  has  been  shown  that  the  cellulose 
molecule  does  not  contain  any  unsaturated  carbon  groups,  for 
it  exhibits  no  absorption  of  bromin.  A  solution  of  a  ligno- 
cellulose,  on  the  other  hand,  gives  a  marked  bromin  absorption, 
thus  showing  evidence  of  unsaturated  carbon  groups, 

tnixed  with  potassium  chlorate  with  hydrochloric  acid  at  a  temperature  of  do'-^o"  C. 
The  product  obtained  in  this  manner  is  in  the  form  of  a  wiiite  powder  very  resistant 
to  acids  and  alkalies. 

■  Cross  and  Sevan  recommend  the  following  method  for  preparing  this  solu- 
tion of  cellulose:  4  to  6  parts  of  anhydrous  zinc  chloride  are  dissolved  in  6  to  10 
parts  of  water,  and  i  part  of  bleached  cotton  is  then  stirred  in  until  evenly  mois- 
tened. The  mixture  is  digested  for  a  time  al  60°  to  80°  C.,  when  the  cellulose  is 
gelatinized;  the  solution  is  completed  by  heating  on  a  water-balh  and  stirring 
from  time  to  time,  and  replacing  the  water  which  evaporates.  In  this  manner 
a  homogeneous  syrup  is  obtained.  This  solution  of  cpllulose  is  entirely  decom- 
posed by  dilution,  the  cellulose  being  precipitated  as  a  hycirale  in  combination 
with  zinc  oxide.  On  washing  this  precipitate  with  hydrochloric  acid  a  pure 
cellulose  hydrate  is  obtained,  the  quantity  recovered  being  approximately  equal 
to  the  original  cellulose  taken.  When  precipitated  by  the  addition  of  alcohol, 
a  compound  of  cellulose  and  zinc  oxide  is  obtained,  with  18  to  25  p«r  cent,  of 
ZnO,  and  having  the  approximate  molecuhir  ratb  of  iCjHioOt :  ZnO. 

t  The  threads  for  the  production  of  the  carbon  filaments  are  prepared  by   * 
forcing  (he  syrupy  solution  of  cellulose  through  fine  glass  orifices  into  alcohol, 
whereby  the  cellulose  is  precipitated  in  a  continuous  thread. 

J  The  reagent  is  prepared  by  dissolving  one  part  of  zinc  chloride  in  twice 
its  weight  of  concentrated  hydrochloric  acid.  If  the  solutbn  of  cellulose  obtained 
with  this  solvent  is  diluted  when  fresh,  the  cellulose  will  be  precipitated  unaltered; 
but  if  the  solution  is  allowed  to  stand,  the  cellulose  is  rapidly  resolved  into 
decomposition  products,  such   as   dextrin,   etc.,   which  are   entirely   soluble  in 
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Cellulose  is  colored  a  deep  violet  by  a  solution  of  zinc  chlor- 
iodidc,  and  this  reagent  is  employed  as  a  delicate  test  for  the 
presence  of  cellulose.  The  reagent  may  be  best  prepared  by 
using  90  parts  of  a  concentrated  solution  of  zinc  chloride,  adding 
6  parts  of  potassium  iodide  in  10  parts  of  water,  and  iodin  until 
saturated. 

When  cellulose  is  treated  with  concentrated  caustic  alkalies, 
it  undergoes  a  change  which  may  be  crudely  referred  to  as  "  mer- 
cerization,"  whereby  a  compound  known  as  alkali-cellulose  is 
formed,  in  which  the  molecular  ratio  of  alkali  to  cellulose  may 
be  given  as  CizHaoOio^NaOH,  When  this  body  is  treated  with 
carbon  disulphide,  a  substance  known  as  cellulose  thiocarbonaU  or 
xanthale  is  formed.  This  body  yields  a  very  viscous  solution  with 
water  and  has  been  utilized  for  various  technical  purposes  (see  viS' 
cose,  chapter  xiii).*  Cellulose  xanthate  undei^oes  spontaneous 
decomposition,  splitting  up  into  cellulose  hydrate,  alkali,  and  car- 
bon disulphide ;  this  cellulose  hydrate  is  also  known  as  regenerated 
cellulose,'\     This    substance    can   also   be    precipitated    by    the 

♦  The  best  conditions  tor  the  preparation  ot  viscose  is  lo  use  the  reagents  in 
the  following  molecular  proportions:  C^,oO,iaNaOH:CSj  (with  30  to  40  HjO). 
The  reaction  is  carried  out  in  practice  by  treating  bleached  cotton  (though 
other  Eonns  of  cellulose,  such  as  puri&ed  wood-pulp,  may  also  be  used)  with  en- 
cess  of  a  15  per  cent,  solution  of  caustic  soda,  then  squeezing  out  the  excess  of 
liquor,  but  leaving  in  the  Sbre  about  three  times  its  weight  of  the  solution.  The 
mass  is  then  mixed  wllh  about  50  per  cer.t.  (on  the  weight  of  the  cotton)  of  carbon 
disulphide,  and  allowed  to  stand  tn  a  covered  vessel  for  about  three  hours  at  the 
ordinary  temperaturei  after  which  sufficient  water  is  added  to  cover  the  mass, 
and  the  hydration  allowed  to  proceed  for  several  hours  longer.  The  mass  is  then 
stirred  up  and  a  homogeneous  solution  is  obtained  which  may  be  diluted  to  any 
desired  degree.  The  solution  thus  prepared  has  a  yellow  color,  which,  however, 
is  due  to  the  presence  ot  tri-lhiocarbonates  which  occur  as  by-products  in  the 
reaction.  By  treating  the  solution  with  a  saturated  solution  of  common  salt  or 
with  alcohol,  pure  cellulose  thiocarbonafe  is  precipitated  as  greenish  white  flor- 
culent  mass,  which  may  be  redissolved  in  water,  giving  a  colorless  or  faintly  yellow- 
colored  solution.  On  the  addition  of  various  metallic  salts  to  this  solution,  the 
corresponding  xanlhales  may  be  precipitated.  With  iodin  a  precipitate  of 
dioxy-lfaiocarbonate  is  formed,  which  may  be  said  to  take  place  in  accordance 
with  the  following  equation: 

/OX    xo\  /ox— xo\ 

CS        -I-         CS-H,-aNaH-CS  CS. 

\SNa    NaS/  \S S/ 

tWben  \hlx  decomposition  takes  place  in  solutions  containing  more  than  one 
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addition  of  various  salts,  such  as  ammonium  chloride.  Alkali- 
cellulose  also  reacts  with  benzoyl  chloride,  with  the  formation  of 
ceUulose  benzoate.*  Another  ester  of  cellulose  is  the  acetate,  which 
can  be  made  by  the  action  of  acetic  anhydride  on  cellulose  heated 
in  a  sealed  tube  f — r^enerated  cellulose  can  also  be  employed. 
By  varying  the  conditions  of  treatment  a  number  of  different 
acetates  have  been  prepared.}  The  ietracetaU  has  received  a 
number  of  commercial  applications  for  the  production  of  films 
and  for  waterproofing.  By  the  action  of  nitric  acid  under  vary- 
ii^  conditions,  a  number  of  cellulose  nitrates  (improperly  called 
nitrocelluloses)  have  been  prepared,  which  have  received  numer- 
ous applications  (see  pyroxylin).  Concentrated  sulphuric  acid 
reacts  with  cellulose  to  form  at  first  a  cellulose  sulphate;    this 

per  cent,  of  cellulose,  a  firm  jelly  of  coagulated  cellulose  is  produced  of  [be  same 
volume  as  the  original  solution.  A  solution  containing  as  much  as  lo  per  cent, 
of  cellulose  decomposes  to  a  substantial  solid  of  hydrated  cellulose  which  gives 
up  its  water  1^ith  extreme  slowness.  The  cellulose  regenerated  in  this  manlier 
is  probably  in  the  "  colloidal "  form. 

*  See  Cro&s  and  Bevan,  CtUuloie,  p.  31,  and  Rtiearches  on  Cellutost, 
p.  34,  etc, 

t  According  to  a  recent  pateaC  (Eng,  Pat.  1905,  No.  9998),  an  almost  theoreti- 
cal yield  of  cellulose  tetracetate  may  be  obtained  by  conducting  the  acetylation  in 
the  presence  of  methyl  sulphate;  the  prt>cess  given  being  as  follows:  30  parts  of 
cotton  are  treated  in  a  bath  with  70  parts  of  acetic  anhydride,  lao  parts  of  glacial 
acetic  acid,  and  3  parts  of  dimethyl  sulphate  until  soluliott  is  almost  complete. 
The  solution  is  then  Utered  and  the  filtrate  is  poured  into  «  Urge  quantity  of 
water,  whereupon  the  acetate  of  cellulose  is  precipitated. 

X  The  acetate  of  cellulose  may  be  prepared  by  healing  a  miztuK  of  hydrocel- 
luiose,  acetic  anhydride,  and  sulphuric  acidlo6o°-70°C.  The  acetate  of  celluloseso 
obtained  is  soluble  in  ether  and  chloroform  (Lederer).  At  Sthamer's  chemical 
works  (Hamburg)  acetate  of  cellulose  is  prepared  by  heating  a  mixture  of  hydrocellu- 
lose,  acetic  acid,  acetyl  chloride,  and  sulphuric  acid  to  65°-7o°  C.  An  acetate  of 
cellulose  soluble  in  alcohol  and  pyridin  is  obtained  by  healing  a  mLiture  of  cel- 
lulose, acetic  anhydride,  and  sulphuric  acid  to  45°  C.  (Farbenfabriken  vorms.  Fr. 
Bayer  &  Co.  of  Elberfeld).  Miles  and  Pierce  (Brooklyn)  obtain  it  by  heating  a 
mixture  of  cellulose,  acetic  anhydride,  acetic  acid,  and  sulphuric  acid  to  70'  C. 
Landsberg  substitutes  phosphoric  add  for  sulphuric  acid  in  (be  preceding  mix- 
ture. Acetate  of  cellulose  has  also  been  prepared  by  warming  a  mixture  of  cellulose, 
acetic  acid,  acetic  anhydride,  and  a  mixture  of  phenol-aodium  sulphonate  and 
phenol -sulphonic  add,  or  of  sodium  naphtholate  and  naphthol-sulp^onic  acid 
(Little,  Walker  &  Mork,  Boston).  Cellulose  may  also  be  acelyliied  by  means 
of  a  mixture  in  nitrobenzene  solution  of  acetyl  chloride  and  chbride  0/  zinc  or 
magnesium,  in  the  presence  of  pyridin  or  quinolin  (Wohl,  Cbailottenburg). 
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subsequently  undergoes  decomposition  with  a  consequent  hy- 
drolysis of  the  cellulose  molecule  and  the  fonnation  of  amy- 
loid. 

Aceto-suiphates  of  cellulose  have  been  prepared  by  the  joint 
action  of  acetic  acid,  acetic  anhydride,  and  sulphuric  add  on 
cellulose.* 

Although  cellulose  is  comparatively  inert  to  the  majority  of 
chemical  reagents,  it  has  a  powerful  attraction  for  certain  salts 
held  in  solution  and  will  absorb  them  completely.  This  power 
of  absorption  is  especially  marked  towards  salts  of  vanadium, 
these  being  completely  separated  from  solutions  containing  only 
one  part  of  the  salt  per  trillion. 

Besides  cellulose  itself,  there  are  a  number  of  derived  sub- 
stances which  are  ^own  as  compound  cellulcses.  These  are 
classified  into  three  general  groups: 

(a)  PectoceUtUoses,  related  to  pectin  compounds  of  vegetable 
tissues;  represented  among  the  fibres  by  raw  flax;  resolved  by 
hydrolysis  with  alkalies  into  pectic  acid  and  cellulose. 

(i)  Lignocelluioses,  forming  the  main  constituent  of  woody  tis- 
sue and  represented  among  the  fibres  by  jute;  resolved  by  chlorina- 
tion  into  chlorinated  derivatives  of  aromatic  compounds  soluble 
in  alkalies  and  cellulose. 

(c)  Adipocelluloses,  forming  the  epidermis  or  cuticular  tissue 
of  fibres,  leaves,  etc.;  resolved  by  oxidation  with  nitric  acid  into 
derivatives  similar  to  those  of  the  oxidation  of  fats  and  cellulose. 

Fr^my  groups  the  various  celluloses  and  their  derived  bodies 
in  the  following  manner,  which  is  based  on  a  chemical  classifica- 
tion: (a)  celluloses,  including  normal  cellulose,  paracellulose,  and 
metacellulose;  (b)  vasculose  (identical  with  lignocellulose) ;  (c) 
cutose;   (d)  pectose. 

•  See  Cross,  Bevan  Si  Briggs,  BiridUc,  1905,  p.  1859.  For  the  preparation 
of  what  these  chemists  tenn  the  normal  cellulose  oceto-sulphate,  to  which  the 
fonnula  4(CeHrO,).(S04).(CjH,0,),o  is  ascribed,  16  grams  of  dry  cotton  are 
Mirred  for  so  minutes  at  30°  C.  in  100  cc.  of  a  mixture  of  equal  parts  of  glacial 
acetic  acid  and  acetic  anhydride  containing  4.5  per  cent,  by  weight  of  sulphuric 
acid.  After  standing  for  one  hour,  a  homogeneous,  translucent,  and  viscous  solu- 
tion b  obtained,  which  is  precipitated  on  being  poured  into  water  as  a  semi-trans- 
lucent, gelatinous  hydrate,  which  is  soluble  in  alcohol.  By  using  less  sulphuric 
add  the  product  obtained  is  insoluble  in  alcohoL 
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3.  Chemical  Reactions  of  Cotton. — Cotton  itself  presents  the 
same  general  reactions  and  chemical  properties  as  cellulose.  It 
is  capable  of  standing  rather  high  temperatures  without  decom- 
position or  alteration;  though  it  appears  that  when  cotton  is  sub- 
jected to  a  temperature  of  160°  C,  whether  moist  or  dry  heat, 
a  dehydration  of  the  cellulose  takes  place,  accompanied  by  a 
structural  disintegration  of  the  fibre.  This  fact  has  an  important 
bearing  on  the  singeing,  calendering,  and  other  finishing  processes 
where  high  temperatures  are  used.  At  250°  C.  cotton  begins  to 
turn  brown;  and  when  ignited  in  the  air  it  bums  freely,  emitting 
an  odor  faintly  suggesting  acrolein,  but  without  the  characteristic- 
ally empyreumatic  odor  of  burning  animal  fibres.  When  sub- 
jected to  dry  distillatioo  cotton  is  decomposed  into  methane, 
ethane,  water,  methyl  alcohol,  acetone,  acetic  4cid,  carbon  dioxide, 
pyrocatechol,  etc.  Though  unaltered  and  insoluble  in  boiling 
water,  when  heated  with  water  under  pressure  to  200°  C.  it  is 
dissolved  with  complete  decomposition. 

Like  cellulose  itself,  cotton  is  dissolved  by  Schweitzer's  reagent, 
though  under  ordinary  conditions  its  solution  is  a  rather  slow 
process.  In  order  to  dissolve  cotton  most  effectively  in  ammoni- 
acal  copper  oxide,  it  is  recommended  to  treat  the  raw  cotton  with  a 
strong  solution  of  caustic  soda  until  the  fibres  swell  up  and  become 
translucent;  squeeze  out  the  excess  of  liquid,  and  wash  the  cotton 
with  strong  ammonia  water;  then  treat  with  the  solution  of 
ammoniacal  copper  oxide  and  the  cotton  will  be  found  to  dissolve 
quite  rapidly.  This  solution  may  furthermore  be  filtered  and 
diluted  with  water.  The  use  of  this  solution  for  the  production 
of  lustra-cellulose  filaments  has  received  some  degree  of  com- 
mercial application  (see  Pauly  alk,  chapter  xiii).  This  reaction 
is  also  utiUzed  in  the  preparation  of  a  fabric  known  as  WUlesden 
canvas;  the  cotton  fabric  is  passed  through  a  solution  of  am- 
moniacal copper  oxide,  whereby  the  surface  becomes  coated  with 
a  film  of  gelatinized  cellulose  containing  a  considerable  amount  of 
copper  oxide.  On  subsequent  hot  pressing  this  film  is  fixed  on  the 
surface  of  the  material  as  a  substantial  coating,  which  is  said  to 
make  the  canvas  water-proof  and  render  it  unaffected  by  mildew 
and  insects. 
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Concentrated  solutions  of  zinc  chloride  are  capable  of  dis- 
solvit^  cotton,  but  only  after  a  prolonged  digestion  at  about 
100°  C,  though  by  first  treating  the  cotton  with  caustic  alkali 
the  solution  takes  place  in  the  cold.  The  product  so  obtained 
has  received  several  industrial  applications;  vulcanized  fibre  is 
prepared  by  trcatii^  paper  with  a  concentrated  solution  of  zinc 
chloride*  and  the  resulting  gelatinous  mass  is  manufactured 
into  various  articles,  such  as  blocks,  sheets,  etc.  The  chief 
difficulty  encountered  is  the  subsequent  removal  of  the  zinc  salt, 
which  necessitates  a  very  lengthy  process  of  washing.  The  ma- 
terial may  be  rendered  water-proof  by  a  further  process  of  nitra- 
tion.t  The  solution  has  also  been  suggested  for  use  as  a  thick- 
ening agent  in  calico-printing.  Its  use  for  the  production  of 
lustra -cellulose  or  artificial  silk  and  incandescent-lamp  filaments 
has  also  been  attempted. 

With  mineral  acids  cotton  exhibits  practically  the  same  gen- 
eral reactions  as  pure  cellulose.  Conceatrated  sulphuric  acid 
produces  amyloid  in  the  manner  already  mentioned,  and  this 
fact  is  utilized  in  the  preparation  of  what  is  known  as  vegetable 
parchment.  Vnsized  paper  is  rapidly  passed  through  concentrated 
sulphuric  acid,  then  thoroughly  washed  and  dried.  The  effect  of 
this  treatment  is  to  cause  the  formation  on  the  suriace  of  the 
paper  of  a  layer  of  gelatinous  amyloid,  which  on  subsequent 
pressing  and  drying  gives  a  tough  membranous  surface  to  the 
paper  resemblii^  true  parchment.  This  renders  the  paper  grease- 
proof and  water-proof,  and  increases  its  tensile  strength  con- 
siderably. Artificial  horse-hair  has  been  prepared  in  a  similar 
manner  from  certain  Mexican  grasses.  These  latter  are  steeped 
for  a  short  time  in  concentrated  sulphuric  acid,  and  become 
parchmentized  thereby,  so  that  on  being  subsequently  washed 
and  combed  they  assume  an  appearance  very  much  resembling 
horse-hair,  and  are  said  to  possess  even  greater  elasticity  than 

*  One  part  of  paper  is  treated  with  four  parts  of  zinc  chloride  solution  of  65° 
to  75'  Bt  until  the  fibres  are  partially  gelatinized,  when  the  sheets  are  then  pressed 
together  into  very  compact  masses.  (See  Hofmann,  Handb.  d.  Papierjai.,  p. 
170.) 

t  HofmBnn,  3>id.,  p.  1703. 
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horse-hair  itself.  In  place  of  strong  sulphuric  acid  a  solution  of 
zinc  chloride  may  be  used  with  similar  results.  Amyloid  appears 
also  to  be  a  product  of  natural  plant  growth,  as  its  presence  has 
been  detected  in  the  walls  of  vegetable  cells;  it  may  be  recog- 
nized by  giving  a  blue  color  with  iodin. 

Very  dilute  solutioos  of  sulphuric  acid,  especially  in  the  cold, 
have  no  appreciable  action  on  cotton.  But  if  the  fibre  is  impreg- 
nated with  such  a  solution  and  then  allowed  to  dry  it  becomes 
tendered;  this  is  owing  to  the  gradual  concentration  of  the  acid 
in  the  fibre  on  drying.  Elevated  temperatures  also  cause  the 
dilute  acid  to  attack  the  fibre  much  more  quickly  and  severely 
than  otherwise. 

In  all  dyeing  and  bleaching  operations  where  the  use  of  acid 
may  be  required,  the  above  facts  should  always  be  borne  in 
mind;  the  temperature  of  the  acid  baths  should  be  not  above 
70°  F.,  and  the  acid  strength  should  not  be  more  than  2  per 
cent.  Where  higher  temperatures  are  necessary,  organic  acids 
should  be  substituted  for  mineral  acids  wherever  possible.  Acetic 
acid,  for  instance,  is  often  used.  Whenever  cotton  is  treated 
with  acid  solutions  or  with  salts  of  an  acid  nature,  or  which  are 
liable  to  decompose  with  liberation  of  acid,  all  of  the  acid  should 
be  removed  from  the  fibre  or  properly  neutralized  before  drying, 
else  the  material  will  be  tendered  and  probably  ruined.  The 
action  of  dilute  acid  on  cotton  is  probably  an  hydrolysis  of 
the  cellulose  molecule,  with  the  formation  of  cellulose  hydrate, 
causing  a  structural  disorganization  of  the  fibre.*  Hydro- 
chloric acid  has  an  effect  similar  to  sulphuric  acid,  and  the  same 
remarks  concerning  the  use  of  this  latter  acid  in  connection 
with  cotton  also  hold  true  for  the  former.  Strong  nitric  acid  has 
a  somewhat  different  effect;  I  it  completely  decomposes  cotton,  in 

*  The  action  of  dilute  mineral  acids  on  cotton  seems  10  be  one  of  hydrolysis, 
vhercby  a  molecular  change  occurs  in  the  fibre  substance.  This  hydrolylic 
action  is  supposed  to  result  in  the  formation  of  a  hydrate  of  cellulose,  having  the 
fortnula  3C,H„0j.H,0.  Acetic  acid  has  but  small  bydrolytic  action,  and  oyaac- 
quently  has  little  action  on  cotton. 

t  The  action  of  nitric  acid  on  cotton  fabrics  appears  to  be  a  peculiar  one.  The 
following  observations  in  this  respect  have  been  recorded  by  Knechl;  Bleached 
calico  steeped  for  fifteen  minutes  in  pure  nitric  acid  at  80°  Tw.,  washed   and 
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commoD  with  other  forms  of  cellulose,  oxidizing  it  to  oxalic 
acid.  When  boiled  with  moderately  concoitrated  nitric  acid 
cotton  is  converted  into  oxycellulose,  a  structureless,  friable 
substaiice  possessing  a  great  affinity  for  basic  dyestuffs.*  When 
mixed  with  concentrated  sulphuric  acid,  however,  the  action 
of  nitric  acid  is  totally  different,  the  cellulose  being  converted 
into  a  nitrated  body,  though  the  physical  appearance  of  the 
fibre  is  not  appreciably  altered.  The  exact  nature  of  the  nitrated 
compound  will  depend  on  the  conditions  of  treatment.  Several 
nitrated  celluloses  are  known  and  possess  commercial  importance; 
they  are  classified  under  the  general  name  of  pyroxylins.-^    Gun- 


dried,  showed  a  considerable  coDtntclion,  amounting  to  about  34  per  cent.;  the 
ten^e  strength  also  increased  78  pter  cent.  Unbleached  yam,  treated  in  the 
same  manner,  also  showed  a  considerable  increase  of  tensile  strength,  and  a  pro- 
portional contraction  in  length.  Weaker  acids  did  not  show  these  results,  the  fibre 
being  tendered  instead  of  being  strengthened.  Ana[yus  proved  that  7.7  per  cent, 
of  nitrogen  was  present,  showing  that  about  two  molecules  of  the  add  had  coH' 
bined  with  the  cotton.  The  shrinkage,  gain  id  strength,  microscopical  appear- 
ance, etc.,  of  the  treated  material,  all  go  to  show  that  in  addittoo  to  the  nitration 
a  merccriung  effect  has  been  produced.  This  appears  in  the  fact  that  the  mater- 
al  exhibits  a  strongly  increased  affinity  for  many  dyestuffs,  especially  the  direct 
cotton  colors  and  some  of  the  acid  dyes;  while  by  reason  of  its  not  showing  any 
increased  affinity  for  the  basic  colors  there  is  proof  that  oxycellulose  has  not  been 
produced.  This  action  of  strong  nitric  acid  on  cellulose  has  been  utilized  for  the 
preparation  of  toughened  fitter-papers  which  are  required  to  stand  high  fluid 
pressures.  The  Cher-paper  is  immersed  in  concentrated  nitric  acid  for  a  brief 
period  and  then  well  washed. 

*  Oxycellulose  appears  to  have  the  formula  CuHsO,,.  It  dissolves  in  a  mix- 
ture of  nitric  and  sulphuric  acids,  and  from  the  low  number  of  hydroxyl  groups 
reacting  with  the  nitric  acid,  it  may  be  concluded  tbat  the  compound  is  both  k 
condensed  as  well  as  an  oxidized  derivative  of  cellulose.  Oxycellulose  is  soluble 
in  dilute  solutions  of  the  alkalies,  and,  on  heating,  the  solutions  develop  a  deep- 
yellow  color.  When  warmed  with  concentrated  sulphuric  acid  it  gives  a  pink 
calor  shnilar  to  that  of  mucic  add.  In  general  it  exhibits  ft  close  resemblance  to 
the  pectic  group  of  colloidal  carbohydrates.  (See  Cross  and  Bevan,  Ceilulosti. 
p.  56.)  It  is  probable  that  the  oxidation  products  of  cellulose  obtained  by  differ- 
ent means  do  not  all  give  the  same  oxycellulose ,  or,  what  is  more  probable,  the 
osycelluloses  which  have  so  far  been  studied  are  perhaps  mixtures  of  various 
different  bodies  which  have  not  yet  been  separated  and  isolated, 

tThe  following  descriptions  of  the  different  nitrated  products  of  cotton  cellu- 
lose have  been  adapted  from  Cross  and  Beran,  CtUulose.  In  the  formulas  given 
the  cellulose  unit  group  is  taken  as  CiiHmOk. 

Cdiulese  hexanilraU,  or  guncotton,  C„H„0,(NOJv  [3  made  by  the  use  of 
3  parts  nitric  add  of  sp.  gr.  i.S  and  t  part  sulphuric  add  of  sp.  gr.  1.S4.     The 
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cott(Xi,  a  hexanitrated  cellulose,  is  the  most  highly  nitrated  product, 

cotton  13  immersed  in  this  mixture  for  14  hours  at  a  tempetature  not  above  10°  C; 
100  parts  of  cellulose  yield  about  175  parts  of  the  nitrate.  This  oitraie  is  insolu- 
ble in  alcohol,  ether,  or  in  mixtures  of  both,  in  glacial  acetic  acid,  or  methyl  alco- 
hol, slowly  soluble  In  acetone.  Ordinary  guncotton  may  contain  aa  much  as 
13  per  cent,  of  nitrates  soluble  in  ether-alcohol  mixture. 

Celiuhst  pt  .lanitrale,  C,iH„0,(NOJ„  is  prepared  by  dissolving  guncotton 
(the  hexanitrate)  in  nitric  acid  at  8a°  to  90°  C,  and  precipitating  by  the  addition 
of  sulphuric  acid  after  cooling  to  0°  C.  The  precipitate  consists  of  the  penta- 
nitrate,  and  is  purified  by  washing  with  water,  then  with  alcohol,  dissolving  in 
ether-aloohol,  and  reprecipitating  with  water.  The  pentaoitrate  is  insoluble  in 
alcohol,. is  slightly  soluble  in  acetic  acid,  and  readily  ao  in  ether-alcohol;  by  treal- 
mi  n   with  strong  caustic  potash  it  is  converted  into  the  dinitrate. 

Cellulose  It'.ra-  and  tri-nilrales  {collodion  pyroxylin)  are  fonncd  simultaneously 
when  cotton  is  treated  with  a  more  dilute  add  and  at  higher  temperatures,  and 
for  a  shorter  time  than  in  the  preparation  of  the  hexanitrate.  As  these  two 
nitrates,  are  soluble  to  the  same  extent  in  ether-alcohol,  acetic  ether,  and  methyl 
alcohol,  it  is  not  possible  10  separate  them.  When  treated  with  a  mixture  of  con- 
centrated nitric  and  sulphuric  acids,  they  are  both  converted  into  penta-  and 
hexanitrates;  caustic  potash  and  ammonia  convert  them  into  the  dinitrate, 

Cdiulose  dinitrale,  CuH„0,(N0,)3,  is  formed  through  a  partial  saponifica- 
tion of  the  higher  nitrates  by  the  action  of  caustic  potash,  and  also  by  the  action 
of  hot  dilute  nitric  acid  on  cellulose.  The  dinitrate  is  very  soluble  in  ether- 
alcohol,  acetic  ether,  and  in  absolute  alcohol. 

Vielle  (Compi.  Rend.,  vol.  95,  p.  tj*)  has  studied  the  nitration  of  cotton  with 


different 


icAcid. 


of  acid  with  the  following  results: 
Product  Ot>taincd. 
Structural  features  of  cotton  preserved;    soluble 
in  acetic  ether;  not  in  ether-alcohol: 
C„H„(NO,H)„0,r 


1.488I 
1.483/ 

1.4761 
1-47= 

1.469J 


463 
460 

45s 

4S° 

C;.Ha(NO,H),0„.     C„H«(NO,H),0„. 
Fibre  still  unresolved;  soluble  as  above,  but  solu- 
tions more  gelatinous  and  thready: 
C,H„(NO^),0„. 
Dissolve   cotton   10   viscous  solution;    products 
precipitated  by  water;    gelalinized  by  acetic 
ether;   not  by  ether-alcohol; 

C,.H.,(NO,H),0„. 


C«H„(NO,H).0u,     Q,H„(NO;H),0„ 
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and  is  used  as  a  basis  of  many  explosives.  Soluble  pyroxylin  is 
a  trinitrated  cellulose;  its  solution  in  a  mixture  of  alcohol  and  ether 
is  called  collodion  and  is  employed  in  surgery  and  photography. 
Another  derivative,  supposed  to  be  a  tetranitrated  cellulose,  is 
also  soluble  in  ether-alcohol,  and  its  solution  has  been  utilized 
for  the  production  of  lustra-cellulose  filaments.  By  dissolving 
nitrated  cellulose  in  molten  camphor  a  substance  known  as 
celluloid  is  formed. 

The  action  of  hydrofluoric  acid  on  cotton  and  other  vegetable 
fibres  appears  to  be  a  peculiar  one;  a  transparent,  tough,  flexible 
■water-proof  material  being  obtained.  The  product  does  not 
appear  to  resemble  parchment  obtained  by  the  action  of  sulphuric 
acid.  It  is  used  as  an  insulating  material  and  for  making  the 
carbon  filaments  of  incandescent  electric  lamps. 

Organic  acids  in  solution,  even  when  moderately  concentrated, 
do  not  appear  to  have  any  injurious  action  on  cotton.  The  non- 
volatile acids,  however,  such  as  oxahc,  tartaric,  and  citric  acids^ 
when  allowed  to  dry  into  the  fibre,*  act  much  in  the  same  man- 
ner as  mineral  acids,  especially  at  elevated  temperatures,f     Acetic 

*  The  effect  of  ceruin  acids  on  the  stren^h  of  cotton  is  an  importaDt  factor  in 
printing.    Hie  following  table  shows  the  degree  of  weakening  caused  by  various 

acids,  strips  of  calico  being  printed  with  tragacanlh  pastes  containing  ao  grants 
of  oxalic  acid  per  litre,  or  an  equivalent  amount  of  the  other  acids,  and  in  Che- 
first  case  exposed  for  four  hour?  to  the  ordinary  temperature,  and  in  the  second 


dtort 


e  hour: 


AcM. 

I- 

II. 

Oxalic 

Tartaric 

Pyro-phosphoric 

25      per  cent. 

s     "    ■' 

i.S 
31. S           " 
3S.0   "      " 
17       "      '■ 

JS      per  cent, 

IS       "      " 

35       "      ■' 

a'"  :: 

Under  similar  conditions  sulphocyanic  acid  has  but  a  very  slight  tendering  effect 
on  printed  cotton,  even  under  the  influence  of  steaming,  but  under  the  influence 
of  dry  hot  air  its  tendering  action  is  greater  than  that  of  oxalic  acid. 

t  The  destructive  action  of  these  acids  on  the  collon  fibre  is,  perhaps,  not 
so  much  of  a  chemical  nature  as  mechanical,  it  being  caused  by  the  acids  cryslal- 
lizing  within  the  &bre  and  thus  breaking  the  cell-wall.  A  dry  heat,  for  instance, 
in  connection  with  these  acids  is  much  more  injurious  than  a  moist  heat,  a  fact 
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acid,  however,  being  volatile,  exerts  no  destructive  action;  hence 
this  latter  acid  is  particularly  suitable  for  use  in  the  dyeing  and 
printing  of  cotton  goods,  where  the  use  of  an  acid  is  requisite.* 

Tannic  acid,  imlike  other  acids,  exhibits  quite  an  affinity  for 
cotton,  the  latter  being  capable  of  absorbing  as  much  as  7  to  lo 
per  cent,  of  its  weight  of  tannic  acid  from  an  aqueous  soluticm. 
Advantage  is  taken  of  this  fact  in  the  mordanting  of  cotton  with 
tannic  acid  and  tannins  for  the  dyeing  and  printing  of  basic 
colors.  Cotton  exhibits  a  similar  attraction  for  tungstic  acid; 
the  expense  of  this  latter  compound,  however,  precludes  its 
adoption  as  a  mordanting  agent. 

Though  acids,  in  general,  have  such  an  injurious  action  on 
cotton,  alkalies,  on  the  other  hand,  are  harmless  under  ordinary 
conditions.  Dilute  solutions  of  either  the  carbonated  or  caustic 
alkalies,  even  at  a  boiling  temperature,  if  air  is  excluded,  have 
no  injurious  effect  on  cotton.  In  the  presence  of  air  alkaline 
solutitms  cause  an  hydrolysis  of  the  cellulose  in  a  manner  similar 
to  acids,  with  the  result  that  the  fibre  is  seriously  weakened. 
The  prolouged  action  of  alkalies  in  the  presence  of  air  is  an 
important  one  to  bear  in  mind  in  the  operations  of  bleaching,  dye- 
ing, or  mercerizing.  Boiling  solutions  of  dilute  alkalies  dissolve 
or  emulsify  the  waxy  and  fatty  impurities  encrusting  the  cotton 
fibre,  hence  these  reagents  are  largely  employed  in  the  scouring 
of  cotton  goods. 

The  action  of  alkaline  solutions  at  high  temperfttures  (above 
100°  C.)  on  cotton  appears,  however,  to  be  a  destructive  one. 
Tauss  has  shown  that  if  cotton  be  digested  with  solutions  of 
caustic  soda  under  pressure,  the  fibre  is  attacked  and  converted 


which  is  of  much  importance  in  the  drying  of  cotton  prints,  where  the  above- 
mentioned  acids  may  have  been  used. 

*  Oxalic  acid  appears  to  have  a  peculiar  effect  on  cotton;  it  has  been  noticed 
that  if  a  piece  of  cotton  cloth  be  printed  with  a  thickened  solution  of  ouilic  add, 
dried,  and  hung  in  a  cool  place  for  about  twelve  hour^  and  then  well  washed, 
the  printed  parts  exhibit  a  direct  affinity  towards  the  basic  dyes.  The  cotUm 
so  treated  does  not  become  greatly  tendered  or  otherwise  changed.  Towards 
substantive  dyes  it  exhibits  considerably  less  attraction  than  ordinary  cotton, 
frtule  with  alizarin  dyes  it  is  partially  reactive.  Tartaric  and  citric  adds  do  not 
produce  the  same  effect,  nor  does  the  neutral  or  add  oxalate  of  potassium. 
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into  soluble  products;  the  degree  of  decomposition  depending 
on  the  pressure  and  the  strength  of  the  alkaline  liquor,  in  accord- 
ance with  the  following  table: 


PrsHure. 

Sirangth  of  Alkali. 

J  Per  Cent.  Vafi.ls  P.r  Cent.  Nt^. 

Per  Cent,  of  Cotton  Di»«oIved. 

I  atmosphere 

'5-4 
JO. 3 

59-0 

Solutions  of  ammonia  do  not  act  on  cotton  until  quite  high 
temperatures  are  reached.  According  to  the  experiments  of  L. 
Vignon,  at  200°  C.  ammonia  reacts  with  cotton  cellulose,  the 
result  being  the  evident  formation  of  an  amido-cellulose  com- 
pound, the  product  evincing  a  greatly  increased  degree  of  absorp- 
tion for  dyestuff  solutions,  especially  for  the  acid  coloring-matters, 
somewhat  after  the  manner  of  animal  &bres. 

Thb  action  of  alkaline  solutions  on  cotton  under  high  pressure 
has  an  important  bearing  on  the  bleaching  of  this  fibre,  where  it 
is  subjected  to  such  action  by  boiling  with  alkalies  in  pressure 
kiers.  This  phase  of  the  question  -does  not  appear  to  have  re- 
ceived much  attention  from  either  the  practical  bleacher  or  the 
theoretical  chemist,  but  it  would  seem  to  be  worthy  of  some  degree 
of  intelligent  research  on  the  part  of  both. 

Concentrated  solut'.onB  of  caust'c  alkalies  have  a  peculiar 
effect  on  cotton;  the  fibre  sweLs  up,  becomes  cylindrical  and 
semi-transparent,  while  the  interior  canal  is  almost  entirely  oblit- 
erated by  the  swelling  of  the  cefl-walTs.  There  is  a  marked  gain 
in  weight  and  strength,  while  the  affinity  of  the  cotton  for  coloring- 
matters  is  materially  increased.  This  effect  was  first  noticed  by 
John  Mercer  m  1844,  and  the  reaction  forms  the  basis  of  the 
modem  ppocess  of  mercerlz'ng,  under  which  title  a  more  com- 
plete and  extensive  discussion  of  this  reaction  will  be  found. 
Solutifms  of  sodium  sulphide  appear  to  have  no  immediate  ten- 
dering action  on  cotton,  even  at  a  boiling  temperature.     If  the 
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sodium  sulphide  is  dried  into  the  fibre  after  about  six  weeks,  the 
cotton  shows  a  loss  in  strength  of  from  lo  to  20  per  cent.  Also, 
when  sodium  sulphide  is  dried  into  the  fibre  at  100°  C,  the  tender- 
ing amounts  to  from  10  to  20  per  cent.  Cotton  containing  copper 
sulphide  or  iron  sulphide  shows  no  appreciable  amount  of  tender- 
ing. When  cotton  is  impregnated  with  sulphur  and  exposed  to  a 
damp  atmosphere  for  several  weeks,  its  tensile  strength  is  reduced 
by  about  one-half.  This  is  pierhaps  due  to  the  oxidation  of  the 
sulphur  into  sulphurous  and  sulphuric  acids. 

If  cotton,  or  other  forms  of  cellulose,  be  treated  with  a  concen- 
trated solution  of  caustic  soda  to  which  a  small  amount  of  carbon 
disuiphide  has  been  added,  the  fibres  swell  up,  become  disinte- 
grated, and  finally  form  a  gelatinous  mass.  This  latter  is 
soluble  in  a  lai^e  amount  of  water,  producing  a  very  viscous 
solution,  technically  known  as  -viscose.  From  this  solution  hydro- 
cellulose  may  be  precipitated  by  sulphurous  acid  gas,  as  well  as 
by  various  other  reagents.  Precipitation  also  occurs  by  simply 
allowing  the  solution  to  stand  for  some  time,  in  which  case  the 
hydrated  cellulose  separates  out  as  a  jelly-like  mass.  Viscose  has 
received  several  commercial  applications,  among  which  may  be 
mentioned  more  especially  the  use  of  its  solutions  for  the  prepara- 
tion of  lustra-cellulose  filaments. 

Though  cotton  does  not  show  nearly  the  same  degree  of  affin- 
ity for  acids  and  alkalies  as  do  the  animal  fibres,  nevertheless  it 
has  been  shown  that  cotton  does  absorb  both  acids  and  alkalies 
from  their  solutions,  even  when  cold  and  dilute.  The  ratio  of 
absorption  appears  to  be  3  molecular  parts  of  acid  to  10  molecular 
parts  of  caustic  alkali.*  Vignon,  by  a  study  of  the  thennochem- 
ical  reactions  of  cotton,  has  shown  that  when  this  fibre  is  treated 
with  acids  or  alkalies  a  liberation  of  heat  takes  place,!  from  which 
fact  it  would  appear  that  cotton  exhibits  in  some  degree  the 
properties  of  a  very  weak  acid  and  a  still  weaker  base. 


ion  gives  (he  following  results  in  raltiries  per  loo  grams  of  coltc 
KOH.       NaOH.         HCI.         H,S0,. 

Raw  cotton 1,30         j.oH        0,65         0.60 

Bleached  cotton 2.37         3,10         0,65         0.58 
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Strong  oxidizing  agents,  such  as  chromic  acid,  permanganates, 
chlorin,  etc.,  in  concentrated  solutions,  readily  attack  cotton, 
converting  it  into  oxycellulosc.  This  substance  appears  to  pos- 
sess an  increased  affinity  for  dyestuffs,  but  it  is  of  a  structureless 
and  brittle  nature,  hence  its  formation  greatly  tenders  the  fibre. 
It  is  said  that  oxycellulosc  is  indifferent  towards  the  tetrazo 
dyestuffs;  and,  in  consequence,  these  may  be  employed  for  the 
purpose  of  detecting  the  presence  of  oitycellulose  in  cotton  mate- 
rials. 

In  its  action  towards  various  metallic  salts  cotton  is  very  neu- 
tral, thereby  differing  considerably  from  both  wool  and  silk.  If 
the  salts,  however,  are  present  in  a  very  basic  condition,  cotton 
is  capable  of  decomposing  them  and  loosely  fixing  the  metallic 
hydroxide.  Many  salts,  especially  those  of  an  acid  nature,  will 
tender  the  cotton  fibre,  probably  due  to  the  liberation  and  drying- 
jn  of  the  acid.  Consequently,  such  salts  should  be  avoided  or 
used  very  carefully  with  cotton,  and  any  excess  should  be  thor- 
oughly eliminated  by  subsequent  washing  before  the  material 
dries. 

In  its  behavior  towards  colorJng-mattera  cotton  differs  most 
markedly  from  the  animal  fibres.  Of  the  natuml  dyestuffs,  only 
a  few  color  the  cotton  fibre  without  a  mordant;  with  the  coal-tar 
colors,  cotton  exhibits  no  affinity  for  most  of  the  acid  or  basic 
dyes,  and  these  can  only  be  applied  on  a  suitable  mordant.  The 
substantive  colors,  however,  are  readily  dyed  on  cotton,  in  a 
direct  manner,  and  since  their  introduction  the  methods  of  cotton 
dyeing  have  been  practically  revolutionized. 

There  has  been  much  discussion  as  to  whether  the  phenomena 
of  dyeii^  with  reference  to  cotton  are  of  a  physical  or  chemical 
nature.  Unlike  the  animal  fibres,  cotton  does  not  possess  groups 
of  a  very  distinctly  activechemical  nature;  that  is  to  say,  it  cannot 
be  said  to  noticeably  exhibit  either  acid  or  basic  properties.  The 
only  groups  in  cotton  ceUulose  which  may  be  considered  chemic- 
ally active  are  the  hydroxyl  groups.  These  can  be  rendered  in- 
active by  acetylation,  and  it  has  been  shown  *  that  cotton  so 

•  Suida,  Firber-Ztil.,  1905 
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treated  does  not  exhibit  any  difference  in  dyeing  properties  from 
ordinary  cotton,  and  this  leads  us  to  the  assumption  that  in  the 
case  of  cotton,  the  phenomena  of  dyeing  rest  on  a  physical  dis- 
sociation of  the  dyestuff  molecule  determined  by  the  fibre;  that 
is  to  say,  the  process  of  dyeing  with  reference  to  cotton  must  be 
attributed  {in  great  measure  at  least)  to  the  action  of  dissociatiop, 
dissolution,  and  capillarity;  in  other  words,  to  purely  physical  or 
physico-chemical  causes;  and  purely  chemical  reactions,  if  they 
come  into  play  at  all,  are  of  secondary  importance. 

Though  resistant  to  the  action  of  moths  and  insects  in  general, 
cotton  is  liable  to  undergo  fermentation,*  as  is  evidenced  by  the 
formation  of  mildew  f  on  cotttsi  fabrics  stored  in  damp  places. 


•  According  to  Knecht  {Jour.  Soc.  Dyers  &  Col.,  1905,  p.  189),  human 
saliva  has  a  peculiar  and  distinct  effect  on  cotton.  His  experiments  show  that  a 
piece  of  bleached  calico,  saturated  with  saliva,  will  absorb  cotisidenbly  more 
dyestuff  on  dyeing  with  substantive  colors  than  untreated  cotton.  This  is  not 
due  to  mucus,  or  to  any  of  the  salts  contained  in  the  saliva,  but  probably  to  the 
enzyme  ptyalin,  since  the  saliva  loses  the  power  of  producing  the  effect  after 
txiiling.  Of  other  enzymes,  diastase  was  also  found  to  have  some  action,  though 
\ery  slight.  This  action  of  saliva  on  cotton  may  explam  some  faults  arising  in 
dyeing  cotton  pieces.  , 

t  Mildew  does  not  appear  as  often  on  yrhileand  colored  as  on  gray  (unbleached) 
cloth,  which,  being  sized,  is  much  more  liable  to  this  defect.  The  essential  con- 
ditions for  the  production  of  mildew  appear  lo  be  (1)  dampness,  (a)  lack  of  fresh 
air,  {3)  the  presence  of  certain  bodies  (such  as  Sour,  etc.)  suitable  as  foods  for 
the  fungi.    The  more  common  varieties  of  mildew  are; 

(i)  Green  mildew,  a  common  form  generally  due  to  PeniciUium  glaticum  and 
Aspergillus  gtaucus,  which  are  closely  allied,  but  which  arc  distinguishable  from 
the  way  in  which  the  spores  are  attached.  In  the  former  the  spores  are  on 
branches,  while  in  the  latter  they  are  attached  to  the  head;  they  grow  rapidly 
and  generally  form  rather  large  patches. 

(a)  Brown  mildew  is  frequently  found  on  cloth,  and  is  due  io  various  species 
of  fungi,  of  which  Puccinia  graminis  is  perhaps  the  most  common.  This  and 
the  brick-red  mildew  noticed  below  are  irequently  mistaken  for  iron  stains,  the 
color  of  which  they  closely  resemble.  They  are  easily  distinguished  by  the  man- 
ner in  which  they  occur  in  small  spots,  often  of  a  ring  shape,  and  they  do  not  give 
the  Prussian-blue  test. 

(3)  Brick-red  mildew  is  not  very  frequent  and  the  fungus  which  causes  it  has 
not  been  definitely  recognized  i  it  grows  rapidly  at  first,  but  has  no  great  vitality 
and  after  a  time  the  development  stops. 

(4)  Yellow  mildew,  a  common  variety  occurring  in  large  irregular  patches  and 
spots.    Not  requiring  much  air  for  its  development,  it  extends  much  more  jn'o 
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Though  this  fermentation  is  often  induced  by  the  presence  of 
more  or  less  starchy  matter  contained  in  the  sizing  materials 
used  in  finishing  the  goods,  yet  pure  cellulose  itself  can  also  be 
fermented,  and  Omeliansky  has  succeeded  in  isolating  the  par- 
ticular bacillus  which  destroys  cellulose. 

There  has  been  much  discussion  as  to  whether  the  variors 
treatments  to  which  cotton  is  subjected  daring  the  process  of 
bleaching  has  any  deleterious  efEect  on  the  strength  of  the  fibre. 
In  this  connection  O'Neill  gives  the  following  interesting  results, 
made  to  determine  the  tensile  strength  of  cottcm-threads  before 
and  after  bleaching: 


Avcr^Wrisht^^j^toH™^ 

Befon  Blekchins 

After  Ble«chins. 

No.  I  cloth,  weft-threads 

No.  I     "      waqvthreads. 

N0.3     "             '' 
No.j     " 

1714  grains 

3407 
35"      " 

1785  grains 

37^      •' 
4OS5      " 

It  will  be  noticed  that  in  two  cases  out  of  three  the  warp-threads 
are  stronger  than  before,  and  it  may  be  safely  concluded  that  the 
tensOe  strength  of  cotton  yam  is  not  injured  by  careful  though 
thorough  bleaching,  and  probably  it  may  be  strengthened  by  the 
wetting  and  pressure,  causing  a  more  complete  and  effective  bind- 
ing of  the  separate  cotton  fibres,  the  twisting  together  of  which 
makes  the  yam  stronger. 

the  folds  of  the  cloth  than  do  most  of  the  other  kinds.  It  is  a  yellow  variety  of 
the  Aspergiilus  gluteus  {Eurotium)  and  may  also  be  Oidium  auranltMum. 

(5)  Block  mildew,  due  often  to  fungi  belonging  to  the  genus  Tilltlia,  is  occa- 
sionally found;  it  is  very  rapid  in  growth. 

(6)  Purple  mildew  is  rare. 

(7)  Bright  pink  mildew  Is  also  rare. 

iTexliU  Mercury,  1906.) 
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MERCERIZED  COTTON. 

I.  Hercerizing  is  a  term  applied  to  tha.t  process  whereby 
cotton  is  treated  with  concentrated  caustic  alkaJies.  In  its 
strictest  significance,  however,  it  refers  most  directly  to  the 
process  of  giving  cotton  a  high  degree  of  lustre  by  subjecting 
it  sunultaneously  to  the  chemical  action  of  caustic  alkalies  and 
the  mechanical  action  of  tension  sufficient  to  prevent  contraction. 
The  process  is  named  from  John  Mercer,  who  first  discovered 
the  effect  of  strong  solutions  of  caustic  alkalies  on  cotton  in  the 
year  1844.  It  was  not  until  the  last  decade,  however,  that  the 
process  attamed  any  degree  of  commercial  success;  but  during 
the  last  few  years  it  has  given  practically  a  new  fibre  to  the  textile 
industry. 

Mercerizing,  in  its  essential  meaning,  relates  to  the  action  of 
certain  chemicals  on  cellulose,  whereby  the  latter  is  changed  to 
a  product  known  as  cellulose  hydrate ;  though,  technically,  the 
term  has  come  to  mean  the  process  concerned  with  the  imparting 
of  a  silk-Uke  lustre  to  the  fibre.  As  generally  understood,  it 
consists  briefly  in  impregnating  cotton  yam  or  cloth  with  a  rather 
concentrated  cold  solution  of  caustic  soda  and  subsequently 
washing  out  the  Caustic  liquor  with  water,  the  material  being 
either  held  in  a  state  of  tension  during  the  time  it  is  treated  with 
the  caustic  alkali  in  order  to  prevent  contraction,  or  stretched 
back  to  its  original  length  after  treatment  with  the  alkali,  but 
previous  to  washing.  In  either  case,  the  material  must  be  in  a 
state  of  tension  during  the  process  of  washing.  There  are  two 
separate  phases  of  the  mercerizing  process  represented  in  the 
above  operations  which  must  be  separately  understood  m  order 
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to  comprehend  the  exact  nature  of  the  change  which  takes  place 
in  the  appearance  of  the  fibre;  the  one  is  the  chemical  action  of 
the  caustic  soda,  and  the  other  is  the  mechanical  effect  brought 
about  by  the  tension.  The  action  of  the  caustic  alkali  is  to  effect 
a  chemical  transformation  in  the  substance  of  the  fibre,  a.  further 
chemical  reaction  taking  place  when  this  product  is  treated  with 
water.  As  already  pointed  out  (p.  219),  cellulose  has  the  prop- 
erty of  combining  with  caustic  soda  to  form  a  product  known  as 
alkali-cellulose,  CiaHaoOio.NaOH.  The  formation  of  this  com- 
pound does  not  appear  to  disintegrate  the  organic  structure  of 
the  fibre-cell,  provided  the  proper  conditions  are  maintained. 
The  alkali-ceQulose,  however,  is  apparently  a  rather  feebly  com- 
bined molecular  aggregate,  and  does  not  exhibit  much  stability 
towards  reagents  in  general.  It  is  even  decomposed  by  the  action 
of  water,  the  effect  of  the  latter  being  to  disrupt  the  bond  of  molec- 
ular union  between  the  alkali  and  cellulose,  with  the  consequent 
re-formation  of  caustic  soda  and  the  introduction  of  water  into  the 
cellulose  molecule.  This  latter  substance,  which  may  be  termed 
cellulose  hydrate,  forms  the  chemical  basis  of  mercerized  cotton. 
The  theory  that  caustic  soda  effects  a  true  chemical  combination 
with  cellulose  is  somewhat  supported  by  the  fact  that  mercerized 
cotton  imdergoes  chemical  changes  to  which  ordinary  cotton  is 
not  susceptible.  For  instance,  the  former  is  much  more  readily 
dissolved  by  a  solution  of  ammoniacal  copper  oxide;  it  is  chem- 
ically reactive  with  carbon  disulphide  with  the  formation  of 
soluble  cellulose  thiocarbonates;  alkali-cellulose  also  reacts  with 
benzoyl  chloride  and  acetic  anhydride,  giving  rise  to  cellulose 
benzoates  and  acetates.  The  nature  of  the  chemical  change 
in  mercerized  cotton,  however,  is  rather  ill  defined;  it  no 
doubt  can  be  included  under  that  class  of  reactions  which 
stands  somewhat  midway  between  ordinary  physical  and  chem- 
ical changes,  and  is  to  be  particularly  observed  in  connection 
with  those  bodies  possessing  a  high  degree  of  molecular  com- 
plexity, such  as  various  colloidal  substances  and  the  large  num- 
ber of  naturally  occurring  carbohydrates,  starches,  gums,  etc. 
The  fact  that  there  is  no  evidence  of  disorganization  in  the  fibre- 
cell,  as  may  be  observed  from  its  physical  properties  and  micro- 
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scopic  appearance,  is  a  strcHig  argument  against  true  chemical 
change,  which  would  necessitate  a  rearrangement  in  the  atomic 
grouping  in  the  substance  of  the  iibre.  This  would  result  in  a 
decomposition  of  its  organized  structure,  which  would  at  once 
be  manifested  in  a  decrease  in  the  tensile  strength,  and  an  actual 
breaking  down  of  the  fibre  itself.  But  mercerized  cotton  shows 
no  such  change;  on  the  other  hand,  its  tensile  strength  is  ccai- 
siderabty  increased,  and  the  fibre-cell  shows  no  tendency  towards 
physical  decomposition. 

When  the  cotton  fibre  is  immersed  in  a  concentrated  soluticm 
of  caustic  soda  it  undergoes  a  peculiar  physical  modification;  it 
appears  to  absorb  the  alkali,  swelUng  to  a  cylindrical  form,  so 
that  it  presents  more  the  appearance  of  a  hair  than  a  flat  ribbon; 
the  fibre  also  untwists  itself  and  becomes  much  straighter,  at 
the  same  time  shrinking  considerably  in  length.  The  internal 
porticBi  of  the  fibre  acquires  a  gelatinous  appearance,  becom- 
ing somewhat  translucent  to  light,  though  it  is  firm  in  structure; 
the  surface  of  the  fibre  shows  a  wrinkled  appearance  transversely, 
due  to  a  somewhat  unequal  distension  of  the  inner  part.  There 
is  a  small  degree  of  lustre  on  portions  of  the  surface,  but,  due  to 
the  uneven  stretching  and  wrinkling  of  the  external  superficies, 
the  smooth  lustrous  portions  are  irregular  in  occurrence  and  not 
very  extensive  in  area.  The  fibre  also  shows  a  slight  increase  in 
weight.  These  changes  in  the  physical  appearance  of  the  fibre 
are  accompanied  by  a  remarkable  increase  in  the  tensile  strength, 
amounting  in  most  cases  to  as  much  as  from  30  to  50  per  cent.; 
the  fibre  also  acquiring  a  greater  power  of  absorption  towards  many 
solutions,  most  notably  those  of  dyestuffs.  The  increase  in  tensile 
strength  is  probably  due  to  the  fact  that  mercerizing  causes  the 
inner  structure  of  the  fibre  to  become  more  solidly  bound  together 
by  a  filling  up  of  the  interstitial  spaces  between  the  molecular 
components  of  the  cell-wall.  In  this  manner  the  fibre  as  a  whole 
is  given  a  greater  degree  of  solidity ;  the  internal  strain  between  the 
cell-elements  (which  must  be  quite  considerable  after  the  dryii^ 
out  and  shrinking  of  the  ripened  fibre)  is  lessened  no  doubt,  and 
hence  adds  to  the  unified  strength  of  the  fibre.  From  the  fact 
that  the  fibre  shrinks  in  length  in  mercerizing,  it  is  probable  that 
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the  cell-elements  have  contracted  transversely  on  the  collapse  of 
the  fibre  canal,  and,  on  being  distended  again  by  the  action  of  the 
caustic  alkali,  these  ceU-elements  become  shortened  longitudinally 
and  are  more  tightly  packed  together.  The  increased  affinity  for 
dyestuffs  exhibited  by  mercerized  cotton  is  not  to  be  considered  a 
new  inherent  property  of  the  modified  cellulose  induced  by  a 
change  in  its  chemical  composition.  It  is  no  doubt  a  result  of 
the  modified  physical  structure  of  the  fibre  itself;  that  is,  when 
the  cell-elements  have  become  distended,  like  a  sponge,  they  have  a 
greater  power  of  absorption  and  retention  of  liquids  than  when 
in  a  flattened  and  collapsed  condition. 

The  high  liurtre  imparted  to  cotton  by  mercerizing  is  brought 
about  by  other  conditions  than  the  mere  action  of  the  caustic 
alkali.*  In  the  swelling  of  the  cell-walls  and  consequent  con- 
traction of  the  fibre,  the  surface  remains  wrinkled  and  uneven, 
due  lo  the  unequal  strain  of  expansion.  If,  however,  the  ends  of 
the  fibre  are  fixed,  and  thus  prevented  from  ccuitracting  when 
subjected  to  the  chemical  action  of  the  alkali,  the  swelling  of  the 
cell-walls  will  cause  the  surface  to  become  smooth  and  even,  and 
similar  to  a  polished  surface  capable  of  reflecting  light  with  but 
little  scattering  of  the  rays.  Another  condition  which  also  has 
much  to  do  with  the  production  of  the  lustrous  appearance 
is  no  doubt  to  be  found  in  the  physical  modification  of  the  cell 
elements  themselves.  When  the  fibre  swells  up  under  the  action 
of  the  caustic  alkali,  its  substance  becomes  gelatinous  and  trans- 
lucent, and  this  has  a  marked  effect  on  the  optical  properties  of 
the  fibre,  and  enhances  the  lustre  considerably  by  lessening  the 
proportion  of  light  absorbed.! 


*  It  has  been  claimed  that  the  mercerinng  effect  maj  be  obtained  without 
tension  by  the  addition  ot  glucose  to  the  aUialine  tMth.  The  addition  of  other 
substances,  auch  as  ether,  aluminium  chloiide,  etc.,  have  been  claimed  to  pro- 
duce the  same  result.  Bui  it  is  to  be  doubted  whether  a  high  lustre  is  obtained 
by  any  of  these  methods. 

f  Dr.  Fittnkel  has  advanced  the  opinion  that  the  high  lustre  exhibited  by 
mercerized  cotton  is  mainly  due  to  Ihe  fibre  having  lost  its  thin  cuticle  during 
the  proceaa.  But  this  theory  is  overthrown  by  the  fact  that  if  mercerized  cotton 
is  again  subjected  to  the  action  ot  cold  strong  caustic  soda,  it  contracts  nearly  as 
much  as  raw  cotton  would  do,  and  loses  its  silky  lustre  entirely. 
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Considerable  difference  is  to  be  observed  in  the  strength 
and  elasticity  of  cotton  mercerized  without  tension  and  that 
mercerized  with  tension.  Buntrock,  in  a  research  on  this  subject, 
found  that  cotton  yam  mercerized  without  tension  showed  an 
increase  of  68  per  cent,  in  its  tensile  strength,*  whereas  the  same 
cotton  mercerized  under  tension  gave  an  increase  of  only  35 
per  cent.  With  respect  to  the  elasticity  of  the  yam,  the  same 
chemist  ascertained  that  the  untreated  cotton  employed  in  his 
experiments  stretched  11  per  cent,  of  its  length  before  breaking; 
the  amount  for  cotton  mercerized  without  tension  was  17  per  cent., 
an  increase  of  54  pwr  cent.;  cotton  mercerized  under  tension 
showed  no  increase  in  elasticity  at  all,  and  could  only  be  stretched 
the  original  11  per  cent,  before  breaking.  These  figures,  of 
course,  are  not  absolute  for  all  varieties  of  cotton,  but  will  vary 
within  considerable  limits,  depending  upon  the  character  of  the 
raw  cotton  employed.  Attention  must  also  be  drawn  to  the  fact 
that  the  figures  for  the  tensile  strength  and  elasticity  quoted  above 
were  obtained  by  using  spun  yam  and  are  not  based  on  the  single 
fibre.  Of  course  it  is  the  strength  of  the  yam  which  is  desired  in 
practice,  but  the  figure  for  this  is  not  necessarily  that  for  the  fibre 
itself.  In  mercerizing  yam  or  cloth,  it  must  be  borne  in  mind 
that  the  fibres  shrink  considerably,  and  in  doing  so  become  more 
closely  knit  together;  therefore  the  increase  in  tensile  strength,  as 
ascertained  by  Buntrock,  represents  really  the  greater  coherence  of 
the  fibres  to  one  another  rather  than  an  increase  in  the  strength 
of  the  individual  fibre,  because  in  breaking  a  yam  spun  from  a 
large  number  of  fibres  there  is  little  or  no  actual  breaking  of  the 
fibres  themselves,  but  only  a  pulling  apart  of  the  latter.  The 
same  criticism  also  applies  to  a  determination  of  the  elasticity. 
It  would,  perhaps,  be  more  scientific  to  determine  the  breakii^ 
strain  and  elasticity  of  the  separate  fibres  rather  than  that  of  the 
yam  or  cloth;   but  it  may  be  assumed,  with  considerable  show 

*  (irosheintz  givc^  thi^  following  results  of  some  experiments  on  the  effect  of 
merceriialion  on  the  tensile  strength  of  cotton:  Unmercerized  yarn  broke  with  a 
load  of  356-360  grams;  same  yam  mercerized  in  cold  aqueous  caustic  Sods  (35"  B(.) 
broke  with  S3°~S7°  grams;  same  yarn  mercerized  with  cold  alcoholic  caustic 
soda  (10  per  cent.)  broke  with  600-645  grams;  same  {except  that  hot  alcoholic 
caustic  soda  was  used)  broke  with  a  load  of  690-740  grams. 
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of  reason,  that  these  figures  of  Buntrock  will  represent  a  fair 
relation  between  the  strength  and  elasticity  of  the  individual 
fibres.  The  cause  of  the  lesser  increase  in  tensile  strength  of 
cotton  mercerized  under  tension  as  compared  with  that  of  the 
same  cotton  mercerized  without  tension  is  to  be  attributed  to  the 
fact  that  when  the  shrinkage  of  the  fibre  is  prevented  by  the 
application  of  an  external  force  the  cell  tissues  cannot  become 
as  compact  as  otherwise,  and  there  is  also  an  internal  strain 
induced  which  lessens  the  ultimate  strength  of  the  fibre.  This 
latter  condition  also  accounts  for  the  lack  of  any  increase  in 
the  elasticity  of  the  mercerized  fibre;  the  fibre  when  mercerized 
under  tension  is  already  in  a  stretched  or  strained  condition,  and 
can  hardly  be  expected  to  give  the  same  degree  of  elasticity  as 
if  tension  had  not  been  applied,  as  a  certain  part  of  its  elasticity 
has  been  used  up  by  the  stretching. 

2.  Conditions  of  Hercerizing. — The  proper  conditions  for 
carrying  into  practical  operation  the  mercerizing  process  are 
simple  and  easily  realized.  Caustic  soda  is  the  most  suitable 
and  convenient  reagent  *  for  bringing  about  the  hydration  of 
the  cellulose;  and  it  has  been  found  that  a  solution  of  density 
between  60°  and  70°  Tw.  gives  the  best  results.  Caustic  soda 
solutions  of  less  density  than  is^Tw.  have  scarcely  any  action  on 
cotton;  the  maximum  effect  appears  to  be  produced  by  a  con- 
centration of  about  60°  Tw.,  though  the  difference  between  this 
and  that  obtained  at  50"  Tw.  is  not  very  marked,  and  even  at 
40"  Tw.  the  mercerizing  action  of  the  alkali  is  quite  strong.  Other 
reagents  than  caustic  alkalies,  however,  may  be  employed  for 
the  hydrolysis  of  the  cotton.  Concentrated  mineral  acids,  such, 
for  instance,  as  sulphuric  acid  at  a  density  of  100°  to  125°  Tw,, 
will  bring  about  the  mercerizmg  effect  more  or  less  perfectly; 
the  same  is  also  true  of  certain  metaiUc  salts,  most  notably  the 
chlorides  of  zinc,  calcium,  and  tin.  Beyond  a  mere  theoretical 
and  chemical  interest,  however,  mercerizing  by  means  of  such 

•  Solutions  of  cBuatic  potash  probably  give  a  somewhat  better  lustre,  and  the 
^uinkage  of  the  fibre  is  less  than  with  caustic  soda,  Bui  these  small  advantages 
are  not  sufficient  to  compensate  for  the  ejctra  expense  which  would  be  entailed  by 
the  use  of  caustic  pola^. 
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reagents  has  no  practical  value.*  The  addition  of  various  chem- 
icals, however,  has  been  made  to  the  caustic  alkali  solution  with 
beneficial  results.  It  has  been  observed,  for  instance,  that  the 
addition  of  zinc  oxide  has  a  very  marked  effect,  and  probably  is  of 
considerable  value  in  the  practical  working  of  the  process.  The 
addition  of  glycerol,  though  perhaps  of  some  benefit  in  as^stlng 
in  the  even  and  thorough  penetrati(Hi  of  the  Uquor  into  the  fibre, 
can  hardly  be  said  to  appreciably  modify  the  general  operation  of 
the  alkali.t  Previous  treatment  v^ith  Turkey-red  oil  is  also  of 
benefit  for  the  same  reason;  this  is  also  true  of  such  substances 
as  sodium  silicate,  sodium  aluminate,  and  soap. 

The  temperature  at  which  the  reaction  is  carried  out  should 
not  be  higher  than  the  usual  atmospheric  degree;  in  fact,  it  has 
been  recommended  to  lower  the  temperature  of  the  caustic  soda 
solution  by  the  addition  of  ice,  but  this  procedure  does  not  appear 
to  add  anything  of  material  advantage.  At  elevated  temperatures 
caustic  soda  appears  to  exert  a  destructive  effect  on  cotton,  prob- 
ably due  to  the  formation  of  oxycellulose  through  hydrolysis  and 
subsequent  oxidation.  Beyond  a  certain  temperature  the  mer- 
cerizing effect  rapidly  diminishes,  and  at  the  boil  it  is  scarcely 
appreciable.t    The  best  results  appear  to  be  obtained  when  the 

*  The  use  of  sulphide  of  sodium  or  potassium  instead  of  caustic  alkali  has 
been  proposed;  but  the  process  yields  very  uncertain  results.  It  is  claimed  that 
by  adding  ether  to  the  caustic  soda  solution  good  mercerization  can  be  obiained 
with  but  little  contraction  of  the  fibre,  hut  as  this  process  requires  fifty  parts  ot 
ether  to  twenty  parts  of  caustic  soda  solution,  the  expense  renders  it  ridiculously 
iinpriLCtirable.  It  is  said  tlut  the  addition  of  carbon  bisulphide  to  the  bath  of 
caustic  soda  very  maleriaUy  increases  the  lustre;  this  causes  a  disintegration  of 
the  fibre,  however,  through  the  foimation  of  viscose  (see  p,  330);  hence  the  treat- 
ment should  be  very  brief,  otherwise  the  cotton  will  be  seriously  tendered.  The 
mercerized  fibre  at  first  is  as  stiff  as  horse-hair,  but  this  effect  can  be  removed  by 
repealed  washing.  The  sulphur  can  be  removed  from  the  cotton  by  washing  in 
a  solution  of  sal-ammoniac,  and  this  should  be  done  before  the  material  is  treated 
with  an  acid  bath,  as  the  latter  would  cause  a  precipitation  of  sulphur  on  the 
fibre  and  so  spoil  the  lustre. 

t  In  the  practical  manipulation  of  the  mercerizing  process  it  has  been  found 
that  the  impregnatbn  with  caustic  liquor  is  greatly  facilitated  by  the  addition  of 
5  per  cent,  of  alcohol  on  the  weight  of  the  caustic  soda. 

J  Bcltier,  however,  claims  that  caustic  soda  solutions  of  65°  Tw.  gave  the 
some  results  in  mercerizing  at  90"  C.  as  at  15°  C.,  but  the  cotton  mercerized  at 
the  higher  temperature  was  much  more  transparent  than  the  other.     The  lustre, 
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.emperature  is  maintained  at  20°  C.  or  lower.  Above  this  point 
the  contraction  of  the  fibre  (which  may  be  taken  as  a  measure  of 
the  degree  of  mercerization)  grows  less  and  less  with  rise  of  tern- , 
perature. 

The  mercerizing  action  of  caustic  soda  is  rather  a  rapid  one, 
as  it  requires  only  a  few  minutes  for  its  completion;  in  fact,  it 
appears  to  take  place  simultaneously  with  the  impregnation  of 
the  fibre  by  the  liquid.  In  ten  minutes  mercerization  is  prac- 
tically complete,  and  lengthening  of  the  time  does  not  increase 
the  mercerizing  effect;  in  fact,  too  long  a  contact  of  the  cotton 
with  the  caustic  alkali  is  to  be  avoided,  especially  if  the  impreg- 
nated fibre  is  exposed  to  the  air,  as  there  is  danger  of  a  breaking 
down  of  the  cellular  structure  and  a  consequent  deterioration  in 
the  strength  of  the  fibre.  The  time  of  immersion  also  appears 
to  be  independent  of  both  the  temperature  and  the  concentration 
of  the  alkali. 

There  are  two  ways  in  which  the  tension  may  be  apphed  in 
mercerizing:  (a)  The  material  may  be  held  in  a  state  of  tension 
during  the  time  of  its  treatment  with  the  caustic  alkali,  and  until 
the  alkali  has  been  washed  out,  in  which  case  the  tension  should 
be  so  maintained  that  the  material  cannot  shrink;  (b)  the  ten- 
sion may  be  applied  after  the  material  has  been  treated  with  the 
caustic  alkali,  but  before  the  latter  is  washed  out,  in  which  case 
sufficient  tension  should  be  exerted  to  stretch  the  material  back 
to  its  original  length.  If  the  tension  is  not  applied  until  after  the 
alkali  has  been  removed  from  the  fibre,  no  lustring  effect  is  pro- 
duced; it  is  absolutely  essential  that  the  stretching  should  take 
place  while  the  fibre  is  in  the  form  of  an  alkali-cellulose,  and 
before  it  has  been  converted  by  treatment  with  water  into  hydrated 
cellulose. 

According  to  the  experiments  of  Herbig,  the  stretching  force 
necessary  to  keep  the  cotton  in  its  original  length  during  mercer- 
ization is  only  from  a  quarter  to  a  third  of  that  necessary  to  do 
the  stretching  after  mercerization;    but  there  appears  to  be  no 

however,  was  in  do  wise  inferior.     If  ihe  mercerization  be  conducted  at  90°  C., 
to  keep  the  cotton  entirely  immersed,  to  guard  it  from  contact  with 
otherwise  it  will  become  seriously  weakened. 
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appreciable  difEerence  in  the  lustre  obtained.  It  would  appear, 
however,  that  stretching  beyond  a  certain  point  ceases  to  increase 
the  lustre,  and  to  obtain  the  maximum  lustrii^  effect  it  is  not 
necessary  to  stretch  the  cotton  back  to  its  original  length.  Her- 
big  concluded  that  stretching  during  mercerization  is  disadvan- 
tageous, and  it  is  best  to  mercerize  the  yam  loose,  wring  it,  and 
only  stretch  while  rinsing,  as  the  required  stretchii^  force  is 
then  quite  small.  The  best  time  for  stretching,  then,  is  during 
the  conversion  of  the  soda-cellulose  into  the  hydrocellulose.  If 
the  stretching  does  not  take  place  until  after  rinsing,  almost 
twice  the  force  is  necessary  to  restore  the  yam  to  its  original 
length,  as  when  in  contact  with  the  lye,  and  the  lustre  is  decidedly 
inferior.  The  stretching  force  also  appears  to  depend  on  the 
twist,  being  greater  in  proportion  as  the  twist  is  harder.* 

*  Herbig  gives  a  summary  of  his  experimcnial  reautts  as  follows: 
I.  Loose  yam  mercerized  without  any  sireiching,   whether  long-  or  short* 
stapled,  and  whether  with  or  without  a  hard  twist,  hu  less  lustre  than  unmer- 
cerized  y*m.     But  even  with  a  very  slight  tension  the  luslre  is  greater, 

3.  Both  with  long-  and  short-stapled  cotton  the  lustre  only  becomes  marked 
when  the  stretching  force  is  sufficient  to  bring  the  yarn  back  to  its  original 
length. 

j.  Stretching  beyond  the  original  length  does  not  give  any  increase  in  lustre. 

4.  Considerable  difference  is  observable  in  the  stretching  force  needed  between 
loose  merceriifttion  followed  by  stretching  in  the  lye,  and  keeping  the  cotton  at 
its  original  length  during  merccrixation,  as  in  the  latter  case  only  one-third  to 
one-quarter  of  the  force  is  necessary  to  produce  the  silky  lustre. 

5-  The  stretching  of  the  yam  requires  only  a  small  force  when  mercerized 
loose  and  if  applied  when  rinsing  is  actually  in  progress;  for  the  best  time  for 
stretching  is  during  the  conversion  of  the  soda-cellulose  into  hydrocellulose. 

6.  When  rinsing  is  over,  twice  as  much  force  is  needed  to  restore  the  original 
length  as  is  required  for  yam  still  in  contact  with  the  lye;  and  yams  so  treated 
contract  somewhat  on  drying,  and  exhibit  an  inferior  lustre. 

7.  The  stretching  force  necessary  in  mercerizing  yam  varies  with  the  twist, 
and  in  general  istgreater  in  proportion  as  the  twist  is  harder. 

5.  The  production  of  the  silky  lustre  does  not  depend  primarily  on  the  amount 
of  force  employed  in  stretching,  as  soft  yam  with  only  a  small  amount  of  twist 
can  be  lustred. 

9.  The  production  of  the  silky  lustre  is  independent  of  the  cotton  being  long- 
or  short-stapled,  as  short-stapled  American  cotton  with  evea  a  loose  twist  can 
be  given  a.  silky  lustre. 

10.  The  production  of  a  high  di^ee  of  lustre  deptends  to  a  considerable  extent 
on  the  fineness  0!  the  fibre  and  its  natural  lustre.    This  is 
Izing  sea-island  and  Egyptian  cotton. 
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By  the  washing  of  the  material  after  steeping  in  caustic  alkali, 
a  twofold  object  is  gained.  In  the  first  place,  the  action  of  the 
water  on  the  alkali-cellulose  is  to  effect  a  chemical  transforma- 
tion into  cellulose  hydrate,  and  this  action  is  as  really  essential 
to  mercerizing  as  the  action  of  the  caustic  soda  itself.  In  the 
second  place,  the  washing  is  conducted  for  the  purpose  of  remov- 
ing all  excess  of  caustic  alkali  from  the  material.*  Caustic  soda 
is  held  quite  tenaciously  by  cotton,  and  it  requires  a  very  thorough 
and  long-continued  washing  to  remove  the  last  traces  of  this 
compound.  In  order  to  shorten  the  period  required  for  washing, 
it  is  customary  to  give  the  cotton  first  a  rinsing  in  fresh  water, 
after  which  the  tension  may  be  relieved,  and  then  to  wash  with 
acidulated  water,  using  acetic  acid  for  this  purposcf  On  dry- 
ing the  material  without  further  washing,  it  will  be  found  that 
the  acetic  acid  has  imparted  to  the  cotton  a  certain  degree  of 
"  scroop,"  somewhat  after  the  nature  of  silk,  without  in  any  man- 
ner tendering  the  fibre.  If  other  acids,  and  especially  mineral 
acids,  are  employed  for  washing,  a  subsequent  rinsing  with  fresh 
water  and  soaping  is  necessary  for  the  purpose  of  neutralizing 
all  of  the  acid,  which  would  otherwise  seriously  tender  the  goods 
on  drying,  unless  the  amount  of  acid  employed  is  so  accurately 
adjusted  as  not  to  leave  any  free  acid  in  the  fibre. 

The  character  of  the  fibre  employed  has  a  considerable  influ- 
ence on  the  success  of  the  mercerizing  process.  From  the  very 
nature  of  the  fact  that  a  considerable  degree  of  tension  must  be 
applied  to  the  fibre  during  the  process  in  order  to  obtain  the 
desired  lustre,  it  would  be  natural  to  expect  that  the  longer  the 
staple  of  the  fibre  the  more  readOy  would  it  lend  itself  to  the 
requirements  of  the  operation.  And  such,  indeed,  is  found  to 
be  the  case;   the  long-stapled  sea-island  %  ^nd  Egyptian  varieties 

*  When  mercerized  cotton  is  rinsed  with  ammoaia  instead  of  water  it  retains 
its  gelatinous,  parchment-like  ojnsistency  throughout  the  rindng,  and  can  be 
stretched  to  its  original  length  without  breaking.  If  the  cotton  is  then  rinsed  with 
water  while  still  stretched,  the  fibre  regains  its  originaJ  appearance  and  acquires 
a  lustre  as  good  as  that  obtained  in  the  usual  way. 

t  Sulphuric  acid  is  also  much  used  in  the  washing.  The  add  employed  is  of 
y  Bt.  strength,  and  at  a  temperature  of  50°  C. 

t  The  prepaiatioQ  by  combing  of  cotton  for  mercerizatlon  has  a  considerable 
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of  cotton  are  those  especially  adapted  for  use  m  the  preparation 
of  mercerized  cotton,  while  the  shorter-stapled  varieties  are  but 
little  employed  for  this  purpose,  as  the  lustre  obtained  with  them 
is  by  no  means  as  pronounced.*  The  quality  of  being  mercerized, 
however,  is  not  an  inherent  property  of  any  special  variety  of 
cotton,  as  was  formerly  supposed  to  be  the  case;  any  variety  of 
cotton  is  capable  of  mercerization,  the  only  essential  being  that 
the  fibre  shall  be  maintained  in  a  state  of  tension.  In  order  that 
this  condition  be  realized  with  short-stapled  fibres,  the  yarn 
operated  upon  must  be  tightly  twisted  in  order  to  present  suffi- 
cient cohesion  amoi^  the  individual  fibres  to  allow  of  the  high 
tension  required;  this,  on  the  other  hand,  prevents  an  even  and 
thorough  penetration  of  the  caustic  alkali  into  the  substance  of 
the  fibre,  so  that,  on  the  whole,  the  results  obtained  with  short- 
stapled  fibres  are  not  at  all  comparable  with  the  long-strpled 
varieties.f    By  later  improvements  in  the  manner  of  applying 


influence  on  the  subsequent  lustre  of  the  yarn.  Sea-island  oHton  possesses  a 
rather  silky  &bre  to  begin  with,  and  this  is  made  more  adaptable  to  the  production 
of  a  high  lustre  by  combing,  in  which  operation  the  fibres  are  arranged  parallel, 
and  still  further  by  gassing,  which  burns  oB  the  minute  outer  hairs.  Yams  pos- 
sessing considerable  lustre  were  made  in  this  manner  with  fine  counts  of  sea- 
island  cotton  long  before  the  discovery  of  lustring  by  merceriialion,  and  it  was 
always  recognized  that  the  parallelism  of  the  fibres  so  obtained  by  combing  (and 
sometimes  a  second  combing)  was  a  great  factor  in  the  production  of  a  silky  and 
lustrous  yam. 

*  Fabrics  of  v^lable  fibres  (cotton  or  liner)  may  also  be  mercerized  in  pat- 
terns by  printing  on  certain  compounds  capable  of  resisting  the  action  of  the 
caustic  soda  in  the  sutisequent  mercerizing  process.  Resists  suitable  for  thia 
purpose  are,  in  the  first  place,  organic  compounds  which  readily  coagulate,  such 
OS  albumin  and  casein;  and  secondly,  such  sails,  acids,  or  oxides  which  may 
act  by  neutralizing  the  caustic  alkali,  or  from  which  a  hydrate  may  be  precipi- 
tated on  the  fabric  by  its  action.  Such  compounds,  tor  instance,  as  the  saks  of 
aluminium  or  zinc,  organic  acids,  and  the  oxides  of  zinc,  aluminium,  ur  chromium 
are  quite  suitable.  Very  beautiful  effects  are  said  to  be  obtainable  by  this 
process. 

t  Boucart  gives  the  following  reasons  why  only  long-stapled  cotton,  and  that 
only  in  particular  counts,  gives  good  results  on  mercerization.  A  simple  thread 
consists  of  a  sort  of  twisted  wick  composed  of  nearly  parallel  fibres.  The  twist 
depends,  as  regards  the  angles  it  makes  with  the  length  of  (he  thread,  both  upon 
the  kind  oj  cotton  and  upon  the  count  of  the  yam.  Of  the  two  sorts  of  simple 
yams,  warp-yams  have  more  cohesion  among  their  elements  than  tensile  strength, 
while  the  reverse  is  the  case  with  weft -yarns.    The  result  is  that  under  gradually 
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the  tension,  however,  it  would  seem  that,  by  realizing  the  proper 
mechanical  conditions,  even  cotton  of  comparatively  short  staple 
will  be  capable  of  being  mercerized  in  a  more  successful  man- 
ner than  heretofore.* 

3.  Properties  of  Mercerized  Cotton. — Outside  of  its  high 
lustre  and  somewhat  increased  tensile  strength,  mercerized  cotton 
exhibits  but  few  apparent  differences  from  the  ordinary  fibre. 

increasing  tension  weft-fibres  slide  past  one  another  without  breaking,  but  warp- 
fibres  break  before  any  such  occurrence  takes  place.  The  degree  of  twist  also 
depends  on  the  mean  staple,  and  the  angle  between  the  thread  and  the  axis  at 
any  pjint  is  proportional  to  the  length  of  the  thread.  The  degree  of  twist  which 
is  required  to  make  the  cohesion  eitecd  the  tensile  strength  depends  naturally 
on  the  strength  of  the  fibre.  The  mercerizing  process  tends  to  shonen  each 
individual  fibre,  and  this  shortening  is  resisted  by  tension  in  the  direction  parallel 
to  the  axis  of  the  thread.  Hence  the  greater  the  angle  the  thread  makes  with 
that  a.\is  the  less  is  the  effect  of  the  tension,  and  if  any  portion  of  the  fibre  is  at 
right  angles  to  the  axis  it  is  not  affected  by  the  tension  at  all.  Hence  a  simple 
warp-thread  can  only  receive  a  medium  amount  of  gloss  from  merccrization,  and 
the  less  the  greater  the  twist.  Slightly  twisted  threads  must  give  the  best  lustre, 
but  if  the  cohesion  of  the  fibres  is  less  than  the  contractile  force  eicrted  by  the 
lye,  the  fibres  slip  past  each  other  and  no  lustre  is  produced.  But  if  the  weft- 
threads  are  fixed,  as  in  piece  goods,  they  takes  belter  lustre  li^n  the  warp,  although 
the  latter  is  usually  made  of  better  cotton.  Short-stapled  cotton  lustres  badly 
because  it  must  be  more  tightly  livislcd.  The  best  lustre  of  all  is  obtained  with 
twofold  twisi,  in  which  the  outer  fibres  lie  parallel  to  the  axis,  and  the  yarn  should 
be  well  singed  to  remove  projecting  fibres. 

•  The  process  of  mercerizing  has  been  subject  of  late  to  a  great  number  of 
patents,  especially  by  Thomas  and  Prevost  of  Germany.  This  lias  resulted  in 
considerable  litigation  in  many  countries.  As  far  as  the  actual  chemical  process 
itself  is  concerned,  however,  there  docs  not  appear  10  have  been  any  material 
advance  beyond  the  facts  first  discovered  by  Mercer  and  patented  by  him  in  1850; 
with  regard  to  the  clement  of  carrjing  out  the  process  under  tension,  it  may  be 
said  that  this  was  first  described  and  patented  by  Arthur  Lowe  in  1890,  and  this 
included  the  application  of  tension  either  during  or  after  the  treatment  with  caustic 
alkali,  Lowe's  object  in  stretching  the  material,  however,  was  primarily  to  pre- 
vent the  loss  encountered  by  the  shrinkage  of  the  goods,  tliough  he  does  also  make 
a  specific  statement  that  the  cotton  acquires  an  increased  lustre  and  finish  by 
the  process.  The  only  novelty  put  forward  by  Thomas  and  Prevost  was  the  use 
of  a  particular  kind  of  cotton,  that  is,  long-stapled  varieties;  but  as  both  Mercer's 
and  Lowe's  patents  claim  the  use  of  all  varieties  of  cotton,  it  is  difficuh  to  see 
on  what  ground  Thomas  and  Prevost  can  substantiate  their  claim  for  a  patent. 
Patents  covering  the  process  of  mercerizing  appear  to  be  without  foundation; 
though  for  machinery  and  appliances  for  carrying  out  the  same  such  patents 
may  be  perfectly  legitimate.  Recent  decisions  on  thij  matter  in  the  United  States 
have  iDvalidated  Thomas  and  Prevost's  patents  in  this  country. 
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Towards  dyestuffs  and  mordants  it  is  rather  more  reactive,  and 
consequently  will  dye  deeper  shades  with  the  same  amount  of 
dyestuff  than  ordinary  cotton;  this  property  is  rather  to  be  ascribed 
to  the  increased  absorptivity  of  the  fibre  than  as  the  result  of  any 
chemical  modification  of  the  cellulose  composing  it;   it  is  also 


Fig.  6». — Merceriied  Colton.      {  X350)     iMicrograph  hf  author.) 

independent  of  the  method  of  mercerizing,  that  is,  whether  accom- 
panied by  tension  or  not. 

Microscopically  the  mercerized  cotton  fibre  exhibits  a  con- 
siderable difference  from  that  of  ordinary  cotton.  Whereas  the 
latter,  when  viewed  under  the  microscope,  appears  as  a  twisted 
flat  band  with  thickened  edges,  and  in  cross-section  like  a  col- 
lapsed tube,  mercerized  cotton  appears  as  a  rather  smooth  cylindri- 
cal fibre,  the  cross-section  of  which  is  more  or  less  circular.  It 
rarely  happens  that  a  fibre  absolutely  loses  all  of  its  twist,  though 
the  degree  of  mcrccrization  may  be  measured  by  the  freedom  of 
the  fibre  from  irregularities  and  twists.  Under  ordinary  con- 
ditions when  the  cotton  is  mercerized  in  a  state  of  tension,  it  will 
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also  be  found  that  many  fibres  will  remain  in  their  original  form, 
or  unmercerized,  whereas  othere  will  be  mercerized  only  in  portions 
of  their  length.  The  microscopical  examination  of  mercerized 
cottcn  is  important  in  determining  just  how  perfectly  the  process 
has  been  carried  out,  which  may  be  judged  by  the  relative  number 
of  unmercerized  or  partially  mercerized  fibres  which  may  be 
present. 

Cotton  may  be  mercerized  either  in  the  form  of  yam  or  of 
cloth,  and  it  is  principally  done  m  the  imbleached  c<mdition. 
There  has  been  some  dispute  as  to  which  is  best ;  to  mercerize  first 
and  bleach,  or  to  bleach  first  and  then  mercerize;  experience, 
however,  appears  to  favor  the  first  method.  In  the  bleaching 
operations,  which  usually  involve  a.  rather  severe  treatment  of  the 
cotton  first  with  moderately  strong  alkalies  and  subsequently 
with  solutions  of  bleaching  powder,  the  fibre  suffers  more  or  less 
chemical  alteration,  so  that  in  the  mercerizing  process  it  can  no 
longer  enter  into  proper  chemical  union  with  the  caustic  soda 
employed;  and  hence  compfete  true  mercerization  is  not  effected. 
Although  cotton  should  be  thoroughly  scoured  ("  boiled  out ") 
before  being  mercerized,  it  is  best  not  to  use  alkalies  for  the  pur- 
pose, but  to  employ  Turkey-red  oil  (or  other  suitable  sulphated 
oil)  or  soap.  If  bleaching  is  carefully  conducted  after  merceriz- 
ing, the  injury  to  the  lustre  of  the  fibre  is  very  slight.  Mercerized 
cotton  does  not  require  a  prolonged  boiling  in  alkalies  previous 
lo  the  operation  of  bleaching  as  with  ordinary  cotton.  To  obtain 
the  best  conditions  for  high  lustre,  yam  should  be  well  "  gassed  " 
(singed)  before  mercerizing,  as  otherwise  the  external,  hairy  fibres 
remain  loose  and  cannot  be  subjected  to  tension.  As  a  result, 
these  fibres  shrink,  and,  remaining  without  lustre  themselves, 
hide  to  a  certain  extent  the  lustred  surface  of  the  yam.  More- 
over, caustic  soda  has  a  felting  action  on  these  free  filaments, 
and  fehing  is  especially  harmful  to  lustre. 

In  mercerizing  cloth  the  action  taking  place  between  the 
sizmg  materials  (always  present  to  a  greater  or  lesser  degree  in 
cotton  cloth)  and  the  caustic  alkali  is  sufficient  at  times  to  raise 
the  temperature  considerably,  which  may  result  in  a  deficient 
lustre.    In  such  cases  recourse  must  be  had  to  artificial  cooling 
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by  addition  of  ice  or  a  current  of  cold  water  in  order  to  prevent 
an  undue  rise  in  temperature. 

When  mercerized  cotton  b  to  be  bleached,  it  is  best,  after  the 
first  rinsing,  to  remove  the  major  portion  of  the  caustic  soda  and 
arrest  the  mercerization,  not  to  rinse  again  in  acidulated  water,  as 
would  ordinarily  be  done  if  the  material  were  not  to  be  immedi- 
ately bleached.  The  small  amount  of  caustic  soda  which  still 
remains  in  the  cotton  acts  in  a  beneficial  manner  in  bleaching. 

A  silky  lustre  resembling  that  produced  by  mercerization  can 
be  given  to  cotton  cloth  by  means  of  what  is  known  as  a  calender 
finish.  This  is  accomplished  by  passing  the  cloth  between  rollers 
under  heavy  pressure,  one  of  the  rollers  being  engraved  with 
obliquely  set  lines  ruled  from  125  to  600  to  the  inch.  The  rffect 
is  to  produce  a  great  number  of  parallel,  flat  surfaces  on  the  cloth, 
which  causes  it  to  acquire  a  high  lustre.  By  conducting  the  opera- 
tion with  hot  rollers  quite  a  permanent  finish  can  be  produced 
which  closely  approximates  mercerized  cotton.  Cloth  so  fin- 
ished, however,  loses  its  lustre  in  a  large  degree  on  washing. 
The  method  is  chiefly  known  as  the  "  Schreiner  process." 
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SEED-HAIRS   OTHER   THAN   COTTON. 

1.  Bombax  Cotton. — Besides  the  cotton  derived  from  the  ordi- 
nary species  of  the  cotton  plant  {Gossypium  family),  there  is  a  very 
similar  seed-hair  fibre  obtained  from  a  plant  known  ASthtcoUon- 
Iree  and  beloi^ii^  to  the  BombaceiE  family.  The  fibre  is  known 
in  trade  as  vegetuhh  dDW:i  or  bombsx  coUon.  It  grows  almost 
exclusively  in  tropical  countries.  The  fibre  is  soft,  but  rather 
weak  as  compared  with  ordinary  cotton;  in  color  it  varies  from 
white  to  a  yellowish  brown,  and  it  is  quite  lustrous.  The  fibres 
have  a  length  of  from  lo  to  30  mm.,  and  a  diameter  of  from  0.020 
to  0.045  """■  Owing  to  its  weakness  and  lack  of  elasticity, 
bombax  cotton  is  not  used  by  itself  as  a  textile  fibre;  it  is  some- 
times mixed  with  ordinary  cotton  and  spun  into  yam,  but  it  is 
prmcipally  used  as  a  wadding  and  uphc^stery  material. 

In  its  physical  appearance,  bombax  cotton  differs  from  true 
cotton  in  not  possessing  any  spiral  twist  and  showing  irregular 
thickenings  of  the  cell- wall;  the  fibre  usually  consists  of  one 
cell,  though  occasionally  it  may  have  two.  Unlike  true  cotton, 
the  fibre  does  not  grow  directly  from  the  seed,  but  originates 
at  the  inner  side  of  the  seed-capsule. 

There  are  several  varieties  of  plants  from  which  vegetable 
down  may  be  obtained.  In  Brazil  it  is  obtained  from  the  Bombax 
keptaphyllum  and  B.  ceiba,  and  the  product  is  known  as  Paina 
limpa  or  ceiba  coUon.  This  is  also  produced  in  the  West  Indies 
and  other  parts  of  tropical  America.  In  Bombax  ceiba  the  fibre 
has  a  length  of  from  i  to  1,5  cm.,  while  in  B.  heptaphyllum  the 
fibre  length  is  from  2  to  3  cm.,  being  by  far  the  longest  and 
strongest  variety  of  bombax  cotton.    B.  malabaricum,  of  South 
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Asia  and  Africa,  has  fibres  from  i  to  2  cm.  in  length;  this  latter 
is  known  in  India  as  Simai  cotton  or  red  sitk-cotton.  Other 
varieties  of  Bombax  plants  are  B.  cumanensis  of  Venezuela, 
givii^  a  product  known  as  "  lana  del  tambor  "  or  "  lana  vejelale  "; 
B.  pubescens  and  B.  villosum  from  Brazil;  B.  carolinum  from 
South  America;  B.  rkodognaphalon  of  West  Africa,  the  fibre  of 


Fig.  63.— Vegetable  Dcnm.     (X3S0.) 

E,  lace-like  stnictuie  at  base;  F,  fibre  folded  on  itself;  P,  point  of  &btt;  C,  thin 

cell-wail.     (Micrograph  by  author.) 

which  is  known  as  wild  kapok  and  is  used  largely  for  the  stuffing 
of  pillows. 

The  microscopical  characteristics  of  vegetable  down  are  as 
follows:  The  fibre  consists  of  a  single  cell,  possessing  a  cylindrical 
shape,  being  rather  thick  at  the  base  and  tapering  gradually  to  the 
point.  The  base  of  the  fibre  is  frequently  swollen  and  exhibits 
a  lace-like  structure  (sec  Fig.  63).  The  cell-wall  is  usually 
very  thin,  occupying  not  more  than  one-tenth  the  width  of  the 
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fibre.  The  cross-section  b  circular  and  not  flat,  as  in  the  case  of 
cotton.  The  inner  canal  is  partly  filled  with  a  dried-up  proto- 
plasmic membrane. 

In  its  chemical  craistitution  v^etable  down  differe  from 
ordinary  cotton  in  containing  a  certain  amount  of  lignified  tissue; 
consequently  it  furnishes  a  yellow  coloration  when  treated  with 
anilin  sulphate  or  with  iodin  and  sulphuric  acid,  and  by  these 
tests  it  may  readily  be  distinguished  from  true  cotton.  Owing 
to  its  lignified  nature  the  fibres  also  swell  but  slightly  when  treated 
with  Schweitzer's  reagent.  The  fibre  from  the  Bombax  ceiha  is 
distir^ished  by  its  decidedly  yellowish  color. 

The  seed-hairs  of  the  Eriodendron  anfraclttosum  {or  Bombax 
pentandruni)  are  very  similar  to  the  preceding  varieties  of  vege- 
table down.  It  gives  the  product  known  in  Holland  as  kapok. 
In  both  their  physical  appearance  and  chemical  properties  it 
is  ahnost  Impossible  to  distinguish  between  kapok  and  ceUm  cotton. 
Kapok  is  obtained  from  South  Asia  and  the  East  Indies,  and  is 
very  extensively  used  as  upholstery  material,  and  also  for  the 
stuffing  of  hfe-saving  belts  on  account  of  its  low  specific  gravity. 

The  hair-fibres  of  the  Ochroma  lagopuf  (from  the  West  Indies) 
have  a  length  of  from  0.5  to  1.5  cm.,  and  are  thicker  in  the 
middle  than  at  the  ends.  The  cell-wall  is  much  thicker  than 
with  bombax  cotton,  and  the  fibres  are  also  more  highly  lignified 
than  those  of  the  latter.  They  occur  in  trade  as  idridon  vigilale 
or  paltes  de  liivre,  and  the  product  comes  mostly  from  Guade- 
loupe and  Martinique.  The  Ouate  vigilale  of  the  French  trade 
is  a  mixture  of  fibres  from  Bombax,  Ochroma,  and  Ckorisia 
varieties. 

The  CocMospermum  gossypium  of  India  and  the  Ckorisia 
speciosa  and  C.  insignis  of  South  America  also  furnish  fair  quali- 
ties of  vegetable  down. 

Pulu  fibre  can  also  be  cbssed  under  the  general  name  of 
vegetable  down.  It  is  the  hair  obtained  from  the  stems  of  fern- 
trees,  more  especially  the  Cibolium  gtaucum  of  the  Hawaiian 
Islands.  The  fibres  are  lustrous,  of  a  golden  brown  color,  very 
soft,  and  not  especially  strong.  They  have  a  length  of  about 
5  cms.,  and  are  composed  of  a  series  of  very  flat  cells,  pressed 
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together  in  a  ribbon-like  form.  The  fibre  is  only  employed  as  an 
upholstery  material  and  is  never  spun.  Similar  fibres  are  also 
obtained  from  Cihotium  baromelz,  C.  menziesii,  and  C.  chamissoi; 
the  second  one  produces  the  best  fibre. 

2.  Vegetable  Silk. — Another  seed-hair  which  is  utilized  to 
some  extent  as  a  fibre  is  the  so-called  vegetable  silk  or  AscUpias 
cotton. 

This  fibre  is  obtained  from  Asclepias  syriaca  and  A.  ittcamala 
or  common  milkweed  or  silkweed.  The  plant  grows  extensively 
in  America.  The  surface  fibre  from  the  seed-pods  *  is  used  for 
upholstery  material;  it  has  also  been  used  in  France  for  the 
manufacture  of  woven  fabrics,  being  spun  with  80  per  cent,  of 
wool,  and  made  into  a  fabric  known  as  "  silver  cloth." 

The  fibre  of  v^etable  silk  is  quite  brittle  in  nature  and  pos- 
sesses but  little  tensile  strength;  hence  attempts  at  spinning  it  by 
itself  have  not  proved  very  successful.  Its  chief  physical  quality 
is  its  high  degree  of  lustre  and  softness.  When  eitamined  under 
the  microscope,  the  fibre  exhibits  thickened  ridges  in  the  cell- 
wall  which  serve  to  distinguish  it  from  Bomhax  cotton.  Each 
fibre  consists  of  a  single  cell,  usually  somewhat  distended  at  the 
base.  It  is  of  a  yellowish  white  color;  the  length  varies  from 
10  to  30  mm,  and  the  diameter  from  0.02  to  0.05  mm.  As  vegetable 
silk  is  somewhat  lignified,  it  may  be  distinguished  from  true  cotton 
by  giving  a  yellowish  brown  coloration  with  iodin  and  sulphuric 
acid,  and  a  yellow  coloration  with  anilin  sulphate.  Its  micro- 
chemical  reactions  are  very  similar  to  Bon^ax  cotton,  though 
with  phloroglucol  and  hydrochloric  acid  the  latter  gives  a  dull 
violet  coloration,  while  vegetable  silk  gives  a  bright  red-violet 
coloration. 

There  are  several  minor  varieties  of  vegetable  silk,  chief 
among  which  are  the  following.  Asclepias  curassavica  and 
A.  volubilis  frx>m  the  West  Indies  and  South  America;  Calo- 
tropis  gigantea  and  C.  pracera  of  southern  Asia  and  Africa; 
several  species  of  Marsdenia  from  India:  Beaumontia  grandi flora 
from  India,  and  diSerent  varieties  ot  Strophantus  from  Senegal. 

♦  The  same  plant  also  furnishes  a  basl  fibre  which  is  fine,  long,  and  glossy, 
and  said  to  be  equal  in  strength  and  durability  to  hemp. 
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The  different  varieties  of  vegetable  silk  are  very  difficult  to 
distinguish  from  one  another.  They  all  possess  a  soft  feel  and 
a  high  silky  lustre.  In  color  they  vary  from  almost  pure  white 
to  a  slight  orange-yellow.  In  thickness  the  fibres  usually  vary 
from  35  to  60  p.,  though  occasionally  they  may  reach  So  /i.  In 
length  they  vary  from  10  to  50  mm.  The  fibre  has  but  little  plia- 
bUity  or  elasticity,  hence  is  very  brittle;  this  is  due  to  the  very 
thin  cell-wall.  All  varieties  exhibit  the  thickened  ridge  in  the 
cell-wall,  which  gives  the  fibre  the  appearance  of  being  uneven 
in  thickness.  In  cross-section,  these  ri^es  are  usually  semi- 
circular, though  sometimes  flat  and  broad.  The  cross-section 
of  the  fibre  itself  is  usually  circular. 

The  seed-hairs  of  the  Beaumontia  graudiflora  furnishes  prob- 
ably the  best  variety  of  vegetable  silk,  as  the  fibre  is  not  only  the 
most  lustrous  but  is  also  the  most  purely  white,  while  it  also 
possesses  the  greatest  tensile  strength  and  the  fibres  are  easily 
separated  from  the  seeds.  The  fibres  are  from  3  to  4.5  cm.  in 
length  and  from  33  to  50  /<  in  diameter.  The  thickness  of  the  cell- 
wall  is  about  3.9  ju.  At  the  base  the  fibre  is  somewhat  enlai^ed. 
The  fibre  of  Calolropis  gigantea  *  is  from  2  to  3  cm.  in  lei^th 
and  from  11  to  42  /i  in  diameter;  the  cell-wall  is  from  1.4  to  4.3  fi 
in  thickness.     At  the  base  the  fibre  is  somewhat  enlarged  and 

*  CalolTopis  gigantea,  or  giant  n^depias,  also  yielda  a  bast  fibre  said  to  be  of 
very  superior  quallly,  somewhat  resembling  Ba.11  in  appearance  and  of  the  same 
strength.  The  vegetable  silk  enveloping  the  seeds  Is  known  in  India  as  madar 
floss.  The  bast  fibre  is  said  to  show  a  high  degree  of  resistance  to  moisture; 
according  to  Spon,  samples  exposed  for  two  hours  to  steam  at  (wo  atmospheres 
pressure,  boiled  in  water  (or  three  hours,  and  again  steamed  for  four  hours,  lost 
*"!>'  S-47  P*'  <^*n'-  in  weight,  whereas  flax  under  the  same  conditions  lost  3.50  per 
cent.,  manila  hemp  6.07  per  cent.,  hemp  6.18  to  S.44  per  cent.,  and  coir  8.14 
per  cent.  As  to  the  strength  o(  the  fibre,  Dr.  Wright's  tests  give  it  a  breaking 
strain  of  553  pounds  as  compared  wiih  404  pounds  for  sunn  hemp;  Royic'a  tests 
give  it  a  breaking  strain  of  190  pounds  as  compared  with  160  pounds  for  Russian 
hemp  and  190  pounds  for  Jubbulpore  hemp  from  Crotalaria  teittiijalia.  The 
vegetable  silk  from  Calolropis  giganUa  is  known  in  Java  under  the  name  of  kapok, 
though  this  name  is  also  given  to  the  product  of  the  Eriadendron  anjracluotum 
and  Bombax  peitlandrum.  The  fibre  is  said  to  have  been  made  into  shawls  and 
handkerchiefs,  but  it  hardly  possesses  sufficient  strength  to  be  spun  alone.  The 
C.  giganlta  is  not  only  a  fibre  plant,  as  it  also  yields  gutta-percha,  varnish,  dye, 
uid  medidiuil  substances. 
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flattened,  though  this  formation  is  not  so  perceptible  as  in  the 
case  of  Beaumontia  grandifiora.  The  fibre  of  Caloiropis  giganlea 
is  known  in  Venezuela  as  algadon  de  seda.  The  fibres  from  the 
various  species  of  Marsdtnia  are  very  uniformly  cylindrical  and 
straight.  In  length  they  vary  from  i  to  2.5  cm.  and  in  diameter 
from  19  to  33  p.  The  cell  wall  has  an  average  thickness  of  2.5  ft. 
The  fibre  of  Strophantus  difi'ers  somewhat  from  other  varie- 
ties, in  that  at  the  base  there  occur  pores  in  the  cell-walls.  This 
fibre  is  also  not  so  easily  removed  from  the  seeds  and  possesses 
a  reddish  yellow  color. 

Vegetable  wool  is  a  product  obtained  from  the  green  cones 
of  the  pine  and  fir  by  processes  of  fermentation,  washing,  and 
mechanical  disintegration.  It  is  used  in  mixtures  with  cotton 
and  wool  for  the  production  of  yams,  and  also  for  the  stuffing 
of  mattresses,  etc.  The  yams  prepared  from  vegetable  wool 
mixed  with  sheep's  wool  are  used  in  the  manufacture  of  the 
so-called  "hygienic  fiaimels."  * 

•  These  are  especidly  reomuneDded  for  gouty  patienls,  as  it  ta  claimed  they 
keep  the  body  unifotmly  waim  uid  protect  it  fioni  dampneat. 
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ARTinciAL  SILKS;   LUSTRA-CELLULOSE. 

I.  General  Considerations. — Owing  to  the  high  price  and 
value  of  silk  as  a  textile  fibre,  numerous  attempts  have  been 
made  to  produce  an  artificial  filament  resembling  it  in  properties* 
Several  of  these  processes  have  been  attended  with  a  considerable 
d^ree  of  success,  and  at  the  present  time  artificial  silk  has  become 
a  commercial  article,  and  is  used  in  considerable  quantity  by  the 
textile  trade.-|-  The  varieties  o£  these  silks  divide  themselves  into 
the  following  classes: 

(i)  Pyroxylin  silks,  made  from  a  solution  of  guncotton  in  a 
mixture  of  alcohol  and  ether. 

(2)  Fibres  made  from  a  solution  of  cellulose  in  ammoniacal 
copper  oxide  or  chloride  of  zinc. 

(3)  Viscose  silk,  made  from  a  solution  of  cellulose  thiocarbon- 
ate. 

{4)  Gelatin  silk,  made  from  filaments  of  gelatin  rendered 
insoluble  by  treatment  with  formaldehyde. 

With  the  exception  of  the  last  class,  all  of  these  so-called  silks 
are  filaments  of  cellulose,  resolidified  from  various  kinds  of  solu- 

*The  entomologist  Keaumur,  in  the  year  1734,  In  a  memoir  on  the  history  of 
insects,  appears  to  have  been  the  first  to  loolt  forward  to  the  possible  prepuation 
of  sillc  by  artificial  means.  It  was  not  until  1S84,  however,  that  the  first  ctunmer- 
dal  process  for  the  preparation  of  artificial  silk  was  taken  out  in  patent  form  by 
the  Count  Hiiaire  de  Chardonnet. 

t  The  first  attempt  at  the  spinning  of  a  solution  of  collodion  appears  to  have 
been  made  by  Audemara  at  Lausanne  (Eng.  Pat.  183  of  1855).  Further  eiperi- 
ments  were  made  by  Weston  (Eng.  Pat.  of  Sept.  la,  iSSi)  and  Swan  (Ger.  Pat. 
joiQi  of  1S84)  on  solutions  of  nitiBted  cellulose  in  acetic  acid.  Wjnne-Fowell 
(Eng.  Pal.  of  Dec.  32,  1884)  tried  the  preparation  of  filaments  from  a  solution  of 
cellulose  in  zinc  chloride.  All  of  these  attempts  had  in  view  the  preparation  of 
filaments  for  incandescent  electric  lamps. 

H5 
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tions,  hence  it  has  been  proposed  to  give  to  these  fibres  the  general 
name  of  lustra-celluloBC,  as  one  more  descriptive  of  their  true 
nature* 

The  large  majority  of  the  lustra-cellulose  used  in  trade  at  the 
present  time  falls  under  the  first  class  of  pyroxylin  silks.  This 
represents  the  oldest  and  most  successful  method  employed  for 
the  manufacture  of  this  interesting  fibre;  and  there  arc  three 
chief  processes  by  which  the  silk  is  made,  known  by  the  names 
of  the  respective  inventors:  Chardonnet,  du  Vivicr,  and  Lehner. 
All  of  these  processes  use  a  solution  of  nitrated  cellulose  as  a  base, 
and  employ  the  same  general  mechanical  idea  to  produce  the 
filaments  of  the  fibre,  the  principle  being  to  force  a  solution  of 
nitrated  cellulose  through  a  fine  capillary  tube,  coagulate  the  thin 
stream  of  solution  thus  obtained,  and  finally  denitrate  and  reel  the 
thread  of  filaments  so  obtained.  As  previously  described  (page 
225),  cellulose,  on  treatment  with  nitric  acid,  can  be  made  to  yield 
a  series  of  nitrated  celluloses,  the  exact  compound  obtained  being 
dependent  upon  the  conditions  of  treatment. 

2.  Chardonnet  Silk. — This  is  prepared  from  octonitrated 
cellulose  dissolved  in  a  mixture  of  alcohol  and  ether.f    The 

'From  the  term  "artifilcial  silk,"  many  would  reasonably  suppose  that  the 
substance  so  designated  is  the  same  in  composition  and  nature  as  the  fibre  derived 
from  the  silkworm,  but  made  by  chemical  or  other  artificial  means.  This  is  not 
the  case,  however,  and  the  tenn  "artificial  silk"  is  rather  a  misleading  one  in  ibis 
sense.  The  name  in  reality  stands  for  a  fibre  resembling  in  its  lustre  and  general 
appearance  the  true  silk  of  nature;  but  the  identity  goes  no  further  than  (his; 
for,  in  its  chemical  eomposilion  and  properties,  artificial  silk  is  enlirely  distinct 
from  that  produced  by  the  silkworm.  It  would  be  better  to  call  the  artificial 
product  "imitation  silk,"  or  give  it  some  name  more  distinctive  of  its  origin  and 
|rue  nature,  such  as  the  term  "lustra-cellulose,"  proposed  by  Cross  and  Bevan. 
The  latter  term  is  especially  adapted  to  the  product  in  question,  for  the  different 
varietiesof  this  fibre  which  have  acquired  any  degree  of  technical  importance  are  all 
made  from  cellulose  derivatives,  and  their  chief  quality  is  their  high  degree  of 

t  Many  attempts  have  been  made  to  reduce  the  cost  of  the  collodion  and  to 
obtain  other  solvents  for  the  nitrated  cellulose.  Bronnert  in  1S95  brought  for- 
ward a  process  of  making  collodion,  based  on  the  solubility  of  tetranitrated-ccllu- 
losc  in  alcoholic  solutions  of  certain  sahs,  such  as  calcium  chloride,  ammoniunl 
acetate,  and  ammonium  sulphocyanide.  The  explanations  advanced  for  these 
reactions  are  rather  uncertain.  It  may  be  supposed  that  the  ammonium  acetate 
produces  a  hydrolysis,  ihe  ammonium  sulphocyanide  a  partial  denitration  of  the 
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solution  is  coagulated  by  passage  through  water,  and  is  subse- 
quently denitrated  •  by  a  treatment  with  dilute  nitric  acid,  chloride 
of  iron,  and  ammonium  phosphate.  It  forms  a  glossy,  flexible 
fibre,  possessing  the  peculiar  feel  and  scroop  of  true  silk. 

The  pyroxylin  employed  for  the  production  of  Chardoimet's 
silk  may  be  prepared  from  either  wood-pulp,  cotton,  ramie,  or 


Fig.  64.— Chardonnet  Silk.     (X3S0-) 
(Micrograph  by  author.) 

other  source  of  purified  cellulose.     As  there  are  several  nitrated 
compounds   of   cellulose   soluble    in    the   alcohol- ether   mixture 


Iciranitraled-cellulose,  and  the  calcium  chloride  an  akoholic  derivative  of  Ihc 
cellulose,  which  could  well  be  an  ethoxj-derivalive,  if  the  opinion  of  Dr.  Bron- 
nert,  "that  the  body  designated  by  the  name  of  telra  nitrated -cellulose  is  a  telra- 
nitrated-oiycellulose,"  is  correct.  The  different  compounds  thus  formed  would 
be  soluble  in  alcohol.     (See  Bernard,  Man.  ScUnlif.,  May,  1905.) 

•  When  first  prepared,  pyroxylin  silks  were  very  inflammable,  which  led  to 
their  being  regarded  with  disfavor.  The  processes  of  denitration,  however,  have 
now  rendered  them  even  less  inflammable  than  ordinary  cotton.  Aniiphlogin  is 
the  trade-name  of  a  mixture  used  for  the  purpose  of  overcoming  the  inflammable 
nature  of  artificial  silk.  It  consists  of  boric  acid,  phosphate  of  ammonia,  and 
acetic  acid.     Pyroxylin  steeped  itl  this  solution  is  said  to  be  incombustible. 
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(which  is  employed  as  the  pyroxylin  solvent),  and  as  it  is  difficult 
to  obtain  satisfactory  separations  of  the  individual  compounds, 
it  is  probable  that  the  pyroxylin  contains  penta-,  tetra-,  tri-,  and 
di-nitrated  cellulose,  the  tetra-  and  tri-nitrated  compounds  prob- 
ably occurring  in  larger  amounts.  The  preparation  of  a  pyrox- 
ylin, suitable  for  use  in  the  making  of  Chardonnet  silk,  as  pre- 
scribed by  Wyss-Naef,  calls  for  a  nitrating  mixture  of  15  parts 
of  fuming  nitric  acid  (sp.  gr.  1.52),  with  85  parts  of  commercial 
sulphuric  acid.  For  4  kilograms  of  cellulose  about  35  litres  of  this 
acid  mixture  are  required,  and  the  time  of  action  is  from  four 
to  six  hours.  Samples  are  examined  from  time  to  time  with 
the  micro-polariscope  in  order  to  ascertain  the  degree  of  nitra- 
tion, and  when  all  the  fibres  appear  of  a  uniform  bright  blue 
color  under  the  polariscope  the  action  of  the  acid  mixture  is 
discontinued.  The  excess  of  acid  is  removed  from  the  fibre  by 
means  of  a  hydraulic  press,  after  which  the  nitrated  cellulose  is 
washed  for  several  hours  with  water  and  then  pressed  again, 
until  the  mass  contains  only  about  30  per  cent,  of  water.  At 
first  the  pyroxylin  so  prepared  was  dried  before  being  dissolved 
in  the  alcohol-ether  solvent,  but  it  was  subsequently  discovered  ■ 
that  a  better  solution  could  be  obtained  by  using  the  pyroxylin 
containing  the  amount  of  water  above  noted.  This  form  of 
pyroxylin  has  been  called  by  Chardonnet  "  pyroxylin  hydrate," 
but  it  is  doubtful  if  the  substance  is  a  true  hydrate.  However, 
it  appears  to  be  about  25  per  cent,  more  soluble  than  the  dry 
pyroxylin.  The  solvent  employed  for  the  pyroxylin  consists  of 
a  mixture  of  40  parts  of  95  per  cent,  alcohol  with  60  parts  of 
ether,  and  100  parts  of  this  liquid  will  dissolve  about  28  to  30  parts 
of  pyroxylin.  The  collodion  so  produced  is  filtered  several  times 
under  pressure,  in  order  to  free  it  from  all  non-nitrated  and  un- 
dissolved fibres,  and  to  obtain  a  perfectly  clear  and  homc^eneous 
solution.  This  condition  is  a  very  essential  one  for  the  successful 
production  of  the  silk,  as  any  irregularity  in  the  solution  would 
cause  a  break  in  the  continuity  of  the  spun  filament  or  a  stoppage 
of  the  machine.  The  pyroxylin  requires  from  15  to  20  hours  for 
complete  solution,  and  that  prepared  from  cotton  requires  a 
longer  time  to  dissolve  than  that  from  wood-pulp.    In  order 
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to  properly  filter  the  solution  a  pressure  of  30  to  60  atmospheres 
is  necessary. 

The  next  operation  in  the  manu&icture  of  the  silk  is  purely 
a  mechanical  one,  and  yet  one  which  has  required  the  use  of 
condderable  ingenuity  and  skill.*  The  object  is  to  force  the 
collodion  solution  through  very  fine  capillary  glass  tubes,  so  that 
it  may  be  drawn  thence  as  a  fine  continuous  filament.  The 
collodion  solution  is  quite  viscous,  and  requires  a  pressure  of  from 
40  to  50  atmospheres  to  force  it  through  capillaries  of  0.08  mm. 
diameter.  The  flow  of  solution  and  pressure  must  be  so 
adjusted  and  capable  of  regulation  as  to  provide  a  uniform  fila- 
ment, and  this  involved  many  mechanical  difficulties,  which  were 
only  overcome  after  long  experimenting  and  numerous  failures. 
We  will  not,  however,  at  this  point  enter  into  a  consideration  of 
the  various  mechanical  devices,  ingenious  though  they  are,  which 

•  An  oulline  of  the  methoda  employed  in  the  practical  manufacture  of  Char- 
donnet  silk  is  as  follows:  A  good  quality  of  wood-pulp  is  carefully  disialegnted 
by  suitable  machines  (resembling  a  carding-machine),  so  as  to  separate  the  indi- 
vidual fibres  as  much  as  possible.  The  bulky,  fleece-like  mass  is  then  dried  by 
neam  heat  at  i40°-i6o°  C.,  after  which  the  heated  fibres  arc  steeped  in  a  mix- 
ture of  concentrated  sulphuric  and  nitric  acids,  as  in  the  general  method  of  mak- 
ing pin-cotlon.  After  suitable  treatment  in  the  acids,  the  nitrated  cotton  is 
centrifugated  to  remove  excess  of  acid,  then  washed  until  it  contains  only  about 
10  per  CCDt.  of  acid.  The  product  was  formerly  dried  in  special  drying-rooms, 
where  the  temperature  should  not  be  above  30°  C,  and  every  precaution  must  be 
token  to  avoid  explosions.  The  dried  nitrated  cellulose  was  then  dissolved  in  a 
mixture  of  equal  parts  of  alcohol  and  ether,  so  as  10  secure  a  zo  per  cent,  solution. 
The  resulting  collodion  (as  the  solution  is  now  known)  is  carefully  filtered  through 
dik  sieves  in  such  a  manner  as  to  remove  all  undissolved  fibres  or  other  foreign 
matter.  The  collodion  thenpasseslo  the  spinning-machine  where  i(  is  forced  through 
tubes  having  nozzles  of  gloss  or  platinum  with  fine  orifices.  As  the  threads  of 
collodion  appear  they  come  into  immediate  contact  with  a  fine  stream  of  water, 
which  removes  the  solvent  and  coagulates  the  cellulose  compound.  Several  of 
the  fine  llireads  are  united  and  are  wound  on  bobbins  and  into  suitable  hanks. 
The  silk  is  then  denitraled  by  treatment  with  a  warm  solution  of  ammonium 
lulphide,  after  which  the  hanks  are  washed  and  slightly  acidified  in  order  to 
remove  all  the  ammonium  compounds.  The  process  of  denitration  causes  the 
silk  to  lose  about  40  per  cent,  in  weight,  though  this  is  usually  replaced  in  part 
by  proper  impregnation  with  solutions  of  metallic  solts,  which  also  have  the  effect 
of  making  the  silk  fire-proof.  In  the  manufacture  of  collodion  silk,  an  important 
factor  is  the  recovery  of  the  solvent  from  the  wash-waters;  owing  to  the  extreme 
volatility  of  the  ether  this  is  by  no  means  an  easy  task. 
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have  been  perfected  for  the  proper  spinning  and  handling  of 
this  artificial  fibre,* 

The  thread  as  it  emeiges  from  the  capillary  tube  is  rapidly 
coagulated  in  the  air  by  the  evaporation  of  the  solvent.  By 
suitable  arrangement  of  a  hood  over  the  machine  and  condensing 
chambers  in  connection  therewith,  a  large  portion  of  the  mixed 
volatile  vapors  of  the  alcohol  and  ether  employed  as  the  solvent 
arc  condensed  and  collected,  thus  effecting  a  considerable  saving 
in  the  amount  of  solvent  required,  and  also  minimizing  the  danger 
of  explosions  occurring.  Several  of  the  individual  filaments  are 
brought  together  into  a  single  thread  and  wound  on  spools 
in  the  manner  of  ordinary  silk.  In  this  operation  a  certain 
amoimt  of  adhesion  takes  place  between  the  separate  filaments, 
which  considerably  enhances  the  ultimate  strength  of  the  finished 
thread.  The  thread  in  this  form  now  consists  of  pyroxylin  or 
nitrated  cellulose,  and  is  highly  inflammable  and  otherwise 
unsuitable  for  use  in  textile  fibres.  The  next  operation  through 
which  it  passes  is  one  for  the  purpose  of  denitrating  the  cellulose, 
in  order  that  the  fibre  may  ultimately  consist  of  what  might  be 
termed  "  regenerated  "  cellulose,  the  exact  chemical  nature  of 
which  it  is  not  possible  to  definitely  state,  though  it  is  evidently 
some  form  of  cellulose.  The  denitration  is  accomplished  by 
passing  the  pyroxylin  threads  through  a  bath  of  ammonium 
sulphide,  though  other  alkaline  sulphides,  and  various  other 
compounds  also,  will  effect  the  same  result.  The  silk  in  this  con- 
dition has  a  rather  yellow  color,  which,  however,  may  be  bleached 
out  in  the  usual  manner  with  a  solution  of  chloride  of  lime.  The 
fibre,  as  finally  obtained,  possesses  a  very  high  lustre,  though  it 
is  somewhat  metallic  in  appearance;  it  has  considerable  tensile 
strength,  though  in  this  respect,  as  also  in  elasticity,  it  is  consider- 
ably below  true  silk.  The  fibre  is  also  rather  harsh  and  brittle, 
and  docs  not  possess  the  softness  and  resiliency  of  natural  silk.f 

3.  Du  Vivier's  Silk.— The  basis  of  du  Vivier's  silk  is  a 
solution  of  trinitrated  cellulose  in  glacial  acetic  acid.     In  practice, 

•  Sec  Silvern,  DU  kunslticht  Seide,  Berlin,  1900,  and  Williams,  La  Soie  Arti- 
ficielU,  Paris,  1902. 

I  See  Matthews,  Jour.  Soc.  Chem.  Ind..  1904,  p.  176. 
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this  is  mixed  with  a  solution  of  gutta-percha  in  carbon  disulphide, 
and  one  of  isinglass  in  glacial  acetic  acid.  Small  quantities  of 
glycerol  and  castor-oil  are  added,  and  the  mixture  is  drawn 
through  the  spinning-tubes  into  water,  where  it  becomes  coagu- 
lated. The  thread  which  is  so  formed  is  treated  successively 
with  soda,  albumin,  mercuric  chloride,  and  carbon  dioxide.  Du 
Vivier's  silk  is  hard,  and  very  white  and  glossy. 

4.  Lehner's  Silk. — Lehncr  employs  a  solution  of  nitrated 
cellulose  in  ether  and  methyl  alcohol,  to  which  he  adds  a.  solution 
of  natural  silk  in  glacial  acetic  acid,*  The  thread  is  coagulated 
by  passage  through  a  mixture  of  turpentine,  chloroform,  and 
juniper-oil,  and  is  afterwards  treated  with  a  solution  of  sodium 
acetatc.f 

Silk-like  filaments  may  be  obtained  from  a  solution  of  cellulose 
in  zinc  chloride.  The  liquid  may  be  easily  spun,  but  the  thread 
which  is  formed  is  too  weak  to  be  employed  as  a  substitute  for 
silk.  The  solution  is  principally  used  for  the  manufacture  of 
filaments  for  incandescent  electric  lamps.  A  better  solution 
is  obtained  by  using  alkali-cellulose  in  place  of  cellulose  (Bron- 
nert). 

•  Lehner's  silk  is  now  produced  by  much  the  same  means  as  that  of  Char- 
donnet,  and  the  &bre  is  very  simitar  to  that  of  the  latter.  Lehner  at  first  atlcmpled 
to  obtain  a  fibre  from  a  mixture  of  pyroxylin  solution  with  various  vegetable  gums 
and  oils,  with  solutions  of  cotlon  in  copper-ammonium  sulphate,  and  even  with 
solutions  of  waste  siUc  itself.  None  of  these,  however,  proved  a  sucLess,  and  he 
reverted  to  the  more  simple  solution  of  pyroxylin  in  combination  with  a  drying 
oiL  He  also  discovered  that  the  fluidity  of  the  collodion  could  be  materially 
enhanced  by  the  addition  of  sulphuric  acid,  and  consequently  he  was  able  to  work 
his  solution  under  much  less  pressure  than  Chardonnct. 

t  The  manufacture  of  artihciai  silk  has  of  late  years  become  an  enterprise 
(rf  commercial  importance.  There  are  factories  producing  pyroxylin  silk  at 
Bcsanfon  (France),  Spreitenbach  and  Zurich  (Switzerland),  Wobton  (England), 
and  Eiberteld  (Germany).  The  fibres  are  formed  by  forcing  the  ether-alcohol 
solution  of  pyroiylin  through  glass  capillary  tubes  and  winding  them  on  frames. 
As  the  solution  b  very  viscous,  it  requires  a  pressure  of  45  atmospheres  to  dis- 
charge it  through  the  capillary  openings.  It  was  formerly  the  custom  (o  carry 
oui  Ihe  dyeing  of  pyroxylin  silk  in  the  pulp,  but  this  proved  to  be  impracticable, 
and  at  present  it  is  chiefly  dyed  in  the  form  of  yarn.  The  proportion  between 
the  price  of  natural  and  artificial  silk  is  approximately  as  follows  Natural  silk, 
tio  per  kilogram;  pyroxylin  silk,  (475  per  kilogram ;  gelatin  silk  (vanduara), 
$1.40  per  kilogram. 
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A  solution  of  cellulose  sulfate  in  caustic  soda  may  be  used  for 
the  "iplfing  of  artificial  silk.  The  following  method  is  said  to 
be  capable  of  yielding  good  results:  lo  parts  of  cotton  are  mixed 
with  loo  parts  of  sulphuric  acid  of  1.55  sp.  gr.,  the  mass  is  thrown 
into  water,  and  the  precipitated  cellulose  sulphate  is  washed,  and 
then  dissolved  in  100  parts  of  caustic  soda  of  1.13  sp.  gr.*    This 


Fro.  65.— Cuprammonium  or  Pauly  Silk.     CX350-) 
(Micrograph  by  author.) 

solution  is  spun  in  the  usual  manner,  and  the  thread  is  subsequently 
coagulated. 

5.  Cuprammonium  Silk. — Lustra-cellulose  threads  are  also 
prepared  from  a  solution  of  cellulose  in  ammoniacal  copper 
oxide  solution  (Schweitzer's  solution). f    The  process  in  brief 

•  Vereinigte  Kunalscidefabrilten  at  Frankfurt. 

t  Wealon,  in  1S84,  used  thU  solution  for  the  making  of  iDcandescent-lamp 
filaments;  Despeissia,  in  1890,  first  thought  of  applying  it  to  the  preparation  of 
artificial  silks.  Fr^mery  and  Urban,  in  iSg7,  under  the  name  of  Pauly,  patented 
the  first  practical  process  for  (he  manufacture  of  the  fibre.  This  silk  is  now  made 
in  considerable  quantity  by  I  he  Vereinigte  Glanzsloft-fabriken  Actiengcsellschaft 
of  Aachen,  who  have  factories  at  Oberbruch  and  Niedertnorachweiler.  Th« 
product  b  known  as  Pauiy's  silk  or  Farisian  artificial  silk. 
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is  as  follows:  The  copper  solution  is  first  prepared  by  treating 
topper  turnings  with  ammonia  in  the  presence  of  lactic  acid  at 
a  temperature  of  4"  to  6°  C,  At  the  end  of  about  ten  days  the 
intense  blue  soluticn  of  ammoniacal  copper  oxide  is  ready  for 
use.  The  next  step  is  to  obtain  mercerized  cellulose  (cellulose 
hydrate),*  which  is  done  by  mixing  100  parts  of  cellulose  with 
1000  parts  of  a  solution  containing  30  parts  of  sodium  carbonate 
and  50  parts  of  caustic  soda.  This  mixture  is  heated  for  3^ 
hours  in  a  closed  vessel  under  a  pressure  of  aj  atmospheres. 
The  mercerized  cotton  thus  obtained  is  washed,  dried,  bleached 
with  chloride  of  lime,  washed  and  again  dried;  after  which  it 
is  dissolved  in  the  ammoniacal  copper  oxide  solution.  The 
solution  (containii^  7  to  8  per  cent,  of  mercerized  cotton)  is 
filtered,  settled,  and  then  spun  through  capillary  tubes  under  a 
pressure  of  3  to  4  atmospheres.  The  thread  is  coagulated  by 
passii^  through  a  bath  containing  30  to  65  per  cent,  of  sulphuric 
acid. 

6.  Viscose  Silk. — This  is  prepared  from  solutions  of  cellufose 
thiocarbonate.  It  has  been  made  with  some  degree  of  commercial 
success  in  the  United  States  and  Europe.  It  is  principally  made 
in  coarse  numbers,  and  is  used  as  an  artificial  horsehair.  Finer 
numbers  of  considerable  softness  have  also  been  made,  for  use  In 
braids,  passementerie,  etc. 

Viscose  itself  Is  prepared  by  the  action  of  caustic  alkali  and 
carbon  disulphide  on  mercerized  cellulose,  a  gelatinous  mass 
being  obtained  which  is  readily  soluble  in  water,  giving  a  yellowish 
and  very  viscous  solution.  Viscose  is  an  alkaline  xanthate  of 
cellulose,  and  its  industrial  manufacture  is  carried  out  in  the 
following  general  manner:  Sheets  of  crude  wood-pulp  are  ground 
up  with  solid  caustic  soda  in  a  circular-edge  roller-mill  untU  a 
finely  divided  crumb-like  mass  is  obtained.  The  product  in 
thb  form  is  known  as  "  crumbs,"  and  consists  of  alkah-cellulose. 
The  excess  of  moisture  is  then  pressed  out,  and  the  material  is 

•  Ordinary  cellulose  dissolves  but  very  slowly  in  Schweilzer's  reagent,  and 
moreova  the  solulioD  is  always  accompanied  by  oxidation  which  changes  the 
celluloK  molecule  so  that  it  is  not  fit  to  spin.  Bronnert  first  proposed  the  use  of 
cellulose  hydrate,  and  so  made  the  melhod  of  practical  value. 
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allowed  to  He  for  some  time.  This  alkali-cellulose  is  then  placed 
in  a  vat  provided  with  a  rotary  stirrer,  where  it  is  treated  with 
carbon  disulphide.  The  resulting  mass  is  translucent  and 
gelatinous  in  appearance  and  of  a  clear  brown  color,  and  is  known 
by  the  name  of  viscose.  Immediately  after  its  formation,  the 
viscose  is  dissolved  in  water  and  then  filtered  in  order  to  remove 
any  cellulose  fibre   which   may  not   have  undergone   chemical 


Fic.  66.— Viscose  Silk.     (X3S0.) 
{Micrograph  by  author.) 

transformation.  For  the  successful  preparation  of  artificial 
silk  it  is  necessary  that  the  filtering  should  be  as  perfect  as  pos- 
sible, for  the  occurrence  of  any  fibres  in  the  solution  will  cause 
stoppages  of  the  spinnerets  and  consequently  breaks  in  the 
filaments.  After  filtering  the  viscose  solution  is  thoroughly 
mixed.  When  the  desired  degree  of  fluidity  has  been  attained 
(which  ii  indicated  by  means  of  a  viscosimeter),  the  viscose  solu- 
tion is  run  into  suitable  reservoirs,  in  which  it  is  maintained  at 
a  temperature  of  32°  F.  Previous  to  passing  into  the  spinning- 
machines,  the  viscose  solution  is  filtered  a  second  time,  after 
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which  it  is  run  into  an  apparatus  where  it  is  subjected  to  high 
pressure  for  the  purpose  of  forcii^  out  all  air-bubbles  which  are 
liable  to  be  retained  by  the  viscous  solution.  This  latter  treat- 
ment is  very  essential,  as  the  presence  of  air-bubbles  would 
interfere  very  materially  with  the  regularity  of  the  spun  fibre. 
The  viscose  solution  then  goes  into  an  apparatus  which  may  be 
called  a  spinning-frame.  This  consists  of  a  double  series  of 
small  pumps,  which  force  the  solution  through  platinum  spin- 
nerets pierced  with  very  fine  openings,  the  number  of  which 
varies  with  the  size  of  the  thread  it  is  desired  to  produce.  The 
production,  therefore,  is  proportional  to  the  number  of  orifices  in 
use;  the  normal  number  being  about  eighteen  orifices  per  thread, 
while  each  orifice  corresponds  to  a  daily  production  of  about 
28  grams  (about  one  ounce).  Each  spinneret  and  tube  which 
carries  it  are  immersed  in  a  concentrated  solution  of  ammonium 
sulphate,  for  the  purpose  of  coagulating  the  liquid  jet  coming 
from  the  spinneret  by  bringing  it  into  immediate  contact  with 
the  solution.  The  different  filaments  forming  the  threads  are  at 
the  same  time  united  into  one  single  fibre,  and  these  are  carried 
into  a  solution  of  ferrous  sulphate  (copperas)  in  order  to  remove 
all  residual  matter  left  on  the  fibre  from  the  first  bath.  The 
threads  then  pass  into  a  turbine  bobbin,  which  collects  them 
into  skeins,  and  at  the  same  time  gives  the  thread  the  desired 
d^ree  of  twist.  The  fibre,  in  the  form  of  hanks,  is  then  steeped 
in  an  acid  solution  for  the  purpose  of  neutralizing  any  alkali 
left  in  the  filaments,  the  excess  of  acid  being  afterwards  removed 
by  washing  in  water.  The  fibre  at  this  stage  has  a  rather  pro- 
nounced yellow  color,  which  is  removed  by  bleaching  with  chloride 
of  lime.  Viscose  silk  has  a  fine  glossy  appearance,  and  possesses 
a  tensile  strength  about  equal  to  that  of  pyroxylin  silk;  like  the 
latter,  however,  it  is  afso  weakened  when  moistened  with  water, 
7.  Properties  of  lustra-cellulose. — The  chief  drawback  to  the 
commercial  success  of  collodion  silk  is  its  behavior  with  water. 
When  wetted  the  fibre  loses  its  original  strength  to  such  a  degree 
that  it  must  be  handled  with  great  care.  Soap  solutions  and 
dilute  acids  have  no  injurious  eO'ect,  but  alkaline  solutions  rapidly 
dbintegrate  the  fibre  and  finally  dissolve  it  completely.     The 
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material  is  difficult  to  dye,  on  account  of  the  weakening  action  of 
water,  and  the  operation  must  be  carried  out  with  great  care. 
The  dyeii^  is  accomplished  without  the  addition  of  either  soap 
or  acid  to  the  bath.  The  basic  coloring-matters  and  some  of 
the  direct  cotton  colors  appear  to  be  the  best  dyestuffs  to  employ. 

Besides  the  three  processes  already  given  of  obtaining-  collo- 
dion silk,  there  are  other  methods  for  the  manufacture  of  this 
artificial  product.  Langhaus  *  employs  as  a  raw  material  a  prep- 
aration from  cellulose  and  sulphuric  acid.  Cadarat  uses  nitrated 
cellulose,  dissolving  it  in  a  very  complex  mixture  of  glacial 
acetic  acid,  ether,  acetone,  alcohol,  toluol,  camphor,  and  castor-oil. 
This  forms  a  plastic  mass  which  is  treated  with  some  proteid 
substance,  such  as  gelatin  or  albumin  dissolved  in  glacial  acetic 
acid.  After  spinning  the  fibres  are  treated  with  tannin  in  order 
to  render  them  elastic. 

Hoepfner  f  has  prepared  porous  acid-proof  fabrics  to  be 
employed  for  filterii^  purposes  in  electrolytic  work  by  using  cot- 
ton yam  which  has  been  nitrated.  The  latter  can  be  woven 
along  with  asbestos,  glass,  or  other  mineral  fibres  in  the  making 
of  the  fabric. 

If  nitrated  cotton  be  examined  under  the  microscope,  a  con- 
siderable alteration  in  its  appearance  will  be  observed.  The 
fibres  have  a  much  thicker  cell-wall,  and  are  consequently  stiffer 
than  those  of  ordinary  cotton.  The  lumen  has  either  vanished 
entirely  or  become  very  much  contracted,  and  this  appears  to  be 
due  to  the  swelling  of  the  cell-walls.  In  the  walls  of  the  fibre 
there  will  also  be  noticed  numerous  fractures  or  cracks  which 
often  assume  a  spiral  shape.  The  nitration  has  evidently  rendered 
the  fibre  much  more  brittle  and  has  decreased  its  elasticity. 

Solutions  of  nitrated  cellulose  have  been  employed  for  a 
number  of  purposes,  such  as  the  production  of  films  for  photo- 
graphic use,  the  manufacture  of  lacquers,  etc.     The  author  has 

*  This  process  consists  in  dissolving  cellulose  in  a  miiluie  of  concentrated 
sulphuric  acid  and  phosphoric  acid,  and  treating  the  syrup  so  obtained  with 
glyceric  elher  or  ethyl  elher.  The  silk  obtained  by  this  process  is  not  of  good 
quality,  and  the  solution  is  not  very  stable,  as  it  soon  precipitates  more  or  less 
altered  cellulose. 

t  Firber-ZeU;  1897,  No.  5, 
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also  successfully  utilized  such  a  preparation  for  the  waterpnx^ng 
of  paper  and  other  materials.  It  also  forms  an  excellent  water- 
proof sizing  and  stiffening  ^ent  for  all  maimer  of  textile  fabrics 
and  hats. 

As  the  solutions  of  nitrated  cellulose  possess  great  viscosity, 
it  is  difficult  to  prepare  a  very  concentrated  solution.  The 
addition  of  formaldehyde  or  benzol,  however,  to  the  ordinary 
solvents,  will  increase  the  dissolving  capacity  considerably,  and 
also  give  a  more  mobile  solution.  Epichlor-  and  dichlorhydrins 
also  act  as  excellent  solvents  for  nitrated  cellulose,  being  capable 
of  dissolving  it  in  any  proportion. 

The  acetate  of  cellulose  (see  p.  aao)  has  also  been  used  as  a 
basb  for  the  manufacture  of  artificial  silk.  It  is  dissolved  in  a 
suitable  solvent  and  spun  in  the  same  maimer  as  collodion  silk, 
the  thread  being  coagulated  by  passmg  through  a  bath  of  water. 
With  collodion  silk  the  weight  of  the  product  obtained  (after 
denitration)  is  scarcely  equal  to  that  of  the  cellulose  used,  whereas 
with  acetyl  cellulose  the  weight  of  the  resulting  silk  corresponds 
to  about  twice  the  weight  of  the  cellulose  taken.  The  silk  made 
from  acetyl  cellulose,  however,  is  less  stable  towards  acids  and 
alkalies  than  collodion  silk,  neither  does  it  dye  as  readily;  and 
the  dyeing  is  best  done  by  adding  the  coloring-matter  to  the 
solution  before  spinning.  The  silk  made  from  acetyl  cellulose 
is  known  as  "  cellestion  "  silk,  and  is  much  used  for  covering 
electric  wires,  as  it  has  remarkable  insulating  properties. 

8.  Vanduara  Silk.* — This  is  a  thread  of  gelatin,  and  conse- 
quently differs  from  the  other  artificial  silks  in  that  it  consists 
of  animal  tissue  and  not  vegetable.  Due  to  this  circumstance, 
it  has  more  analogy  chemically  to  true  silk  than  the  various 
cellulose  silks.  The  manufacture  of  vanduara  silk  is  conducted 
by  forcing  an  aqueous  solution  of  gelatin  through  a  fine  capillary 
tube;  the  thread  so  produced  is  carried  on  an  endless  band 
through  a  drying-chamber.  The  soft  gelatin  thread,  of  course, 
flattens  out  considerably  during  this  operation,  hence  the  silk 

*  Vanduara  silk  is  an  English  invention,  ihe  pstenlee  txing  Adam  Millar. 
The  sitk  has  never  appeared  on  Ihe  market  as  a  commercial  commodity,  and 
the  process  does  not  seem  to  have  met  with  any  marked  degree  of  success. 
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eventually  forms  a  flat,  ribbon  like  fibre.  After  drying  and 
properly  reeling  the  fibre  is  treated  with  vapor  of  formaldehyde, 
which  causes  the  gelatin  to  become  insoluble  in  water.  By  vary- 
ing the  pressure  on  the  gelatin  solution,  whereby  it  is  forced 
through  the  capillary  tube,  the  thickness  of  the  fibre  may  be 
increased  or  diminished.  The  same  result  may  be  attained  by 
varying  the  speed  of  the  endless  band  which  carries  the  thread 
after  coining  from  the  capillary  tube.  The  silk  may  be  dyed 
either  in  the  ordinary  way  in  skein  form  after  reeling,  or  the 
gelatin  solution  may  be  colored  before  the  thread  is  drawn  out. 
The  fibre  is  very  lustrous,  and  if  the  filaments  are  drawn  fine 
enough  the  silk  is  soft  and  pliable. 

9.  Comparison  o(  Artificial  Silks.— Hassac  *  gives  a  com- 
paris(Hi  of  several  makes  of  artificial  silk.  Chardonnct's  and 
Lehner's  silks  are  very  similar  in  appearance;  they  are  more 
lustrous  than  real  silk,  but  are  stifTer,  and  do  not  possess  the 
characteristic  feel.  Cellulose  silk  made  by  Pauly's  ammoniacal 
copper  oxide  process  is  similar  to  the  former  in  appearance,  but 
its  lustre  is  even  better,  and  it  has  the  characteristic  feel  of  true 
silk.  Lehner's  silk  under  the  microscope  is  characterized  by 
deep  Icmgitudinal  grooves  and  small  air-bubbles;  its  cross- 
section  is  highly  irregular.  Pauly's  silk  shows  fine  longitudinal 
grooves  and  minute  transverse  lines  in  the  centre  of  the  fibres; 
its  cross-section  is  regular,  approaching  a  circle  or  ellipse.  Ham- 
mel's  gelatin  silk  is  almost  circular  in  outline,  and  is  free  from 
grooves  and  bubbles;  in  polarized  light  it  is  singly  refracting, 
while  the  others  are  doubly  so. 

As  the  collodion  silks  always  contain  some  nitrated  compound, 
they  give  a  blue  color  with  diphenvlamin  and  sulphuric  acid. 
Water  causes  all  the  artificial  silks  to  swell,  while  alcohol  or 
glycerol  contracts  them.  In  strong  sulphuric  acid  the  collodion 
silks  swell  rapidly  and  dissolve;  Pauly's  cellulose  silk  gradually 
becomes  thinner  and  dissolves;  gelatin  silk  only  dissolves  on 
strong  heating.  Chromic  acid  dissolves  all  artificial  silks  in  the 
cold;  real  silk  dissolves  but  slowly,  while  cotton  and  other  vege- 
table fibres  are  unaffected.  Caustic  potash  does  not  dissolve 
•  Chem.  Zeil.,  igoo,  pp.  235,  167,  297. 
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the  collodion  or  cellulose  silks,  but  both  the  gelatin  silk  and 
real  silk,  are  soluble  on  boiling.  Schweitzer's  reagent  dissolves 
collodion  and  cellulose  silks;  whereas  gelatin  silk  is  insoluble,  but 
stains  the  liquid  a  bright  violet.  Alkaline  copper-glycerol  solu- 
tion at  80°  C.  dissolves  real  silk  immediately.  Tussah  and  gelatin 
silks  dissolve  when  boiled  for  one  minute;  the  other  silks  are  not 
affected.  lodin  solution  colors  artificial  silks  an  intense  red, 
which  changes  to  a  transient  pale  blue  on  washing  with  water  in 
the  case  of  collodion  silks,  though  cellulose  silk  does  not  show 
this  blue  color.  lodln  and  sulphuric  acid  stain  true  silk  a 
yellow  color,  gelatin  silk  brown,  while  collodion  and  cellulose 
silks  are  colored  blue. 


Comparison  or  Dii-fbhent  AnxiPicrAL  Sit-xs  with  Rbal  Silk  (Ha 

S8AC). 

Sp.  Or. 

K-s„" 

Tens,  Strength 

PerCt. 

^Uc 

Air- 
dry 
PerCt. 

Salu- 

Wet. 

Dry. 

Wet. 

Dry. 

8.71 

11.31 
10 -45 
9.30 
.3.98 

17-46 

28.94 
26-45 
23.08 

4S-S6 

1.36 
■■51 

'■S3 
i.ji 
'■50 
■■73 

683 

413 

741 

^65 

9710 

\-& 

iiSo 
'550 
94S 

37.0 
3-' 

37  .o 

iH 

19.1 

6,6 

(WaUton) 

7-9 

'li 

Strdilenert  and  Westergren  give  the  foUowii^  figures  for  the 
tensile  strengths  of  various  natural  and  artificial  silks.  The 
figures  indicate  the  breaking  strains  in  kilograms  per  square 
millimetre  section: 


NATURAL   SILKS. 


Chinese  silk 

French  raw  siik 

French  silk,  boiled  off 

'"        "     dyed  red  and  weighted . . 

"        "     blue-black,  weighted  no 

*•        "     black,  weighted  140%. .  . 

'*        "     black,  weighted  500%.. . 


46.7 

40.9 

.3.6 

15-6 

8.0 

6.3 
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ARTIFICIAL    SILKS. 

Dry.  Wm. 

Chardomiet's  collodion,  undyed 14,7  1.7 

Lehnec's  collodion,  undyed 17.  i  4.3 

Strehlenert's  coUodioD,  undyed 15. g  3.6 

Pauly's  cupraimnonium,  undyed 19.  i  3.* 

Viscose  silk,  early  samples 11,4  3.5 

"         "     latest  samples 21.5 

Cotton  yam  (for  comparison) it. 5  1S.6 

10.  Animalized  Cotton. — Cotton  may  be  "  animallzed  " — 
that  is,  given  the  dyemg  properties  possessed  by  animal  fibres — 
in  a  variety  of  ways.  The  material  may  be  imprecated  with 
albumin  and  afterwards  steamed;  this  method  is  employed  to 
some  extent  in  printing,  being  used  chiefiy  in  connection  with 
the  direct  cotton  colors  to  prevent  their  bleeding.  A  solution  of 
casein  may  also  be  used  instead  of  albumin,  with  similar  results. 
The  same  property  may  also  be  imparted  to  cotton  by  treatment 
with  tamiic  acid  and  gelatin  or  lanuginic  acid  (solution  of  wool 
in  caustic  alkali),  but  with  doubtful  results;  though  Knecht 
describes  a  method  which  is  said  to  give  satisfaction,  the  cotton 
being  impregnated  with  a  solution  of  lanuginic  acid  and  allowed 
to  dry  in  the  presence  of  formaldehyde,  when  the  fibre  becomes 
coated  with  an  insoluble  film  possessing  a  remarkable  affinity 
for  the  substantive  dyes.  Vignon  claims  that  by  treating  cotton 
under  pressure  with  ammonia  in  presence  of  zinc  chloride  or 
calcium  chloride,  the  fibre  acquires  an  increased  affinity  for  the 
basic  and  acid  dyestuffs.  His  results,  however,  have  not  been 
confirmed, 

A  silk-like  api>earance  may  also  be  given  to  vegetable  fibres  by 
treatment  with  a  solution  of  silk  (fibroin)  in  some  suitable  solvent, 
such  as  hydrochloric,  phosphoric,  or  sulphuric  acid,  or  cupram- 
monium,  etc.  The  silk  employed  is  made  up  of  scraps  and  waste 
which  would  otherwise  be  useless.  Belter  results  are  obtained 
if  the  cotton  material  be  treated  with  a  metallic  or  tannic  acid 
mordant  before  immersion  in  the  silk  solution,  and  should  after- 
wards be  calendered  and  polished  in  order  to  obtain  a  glossy 
appearance. 
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I.  Preparation.— Linen  is  the  fibre  obtained  from  the  flax 
plant,  botanically  known  as  Linum  usilattssimum*  The  fibre  is 
prepared  from  the  bast  of  the  plant  by  a  process  called  retting, 
which  has  for  its  purpose  the  separation  of  the  fibrous  cellulose 
from  the  woody  tissue  and  other  plant  membranes.  Historically 
linoi  appears  to  have  been  the  earUest  vegetable  fibre  employed  in- 
dustrially.f  having  been  used  at  a  much  earlier  date  than  cotton. 
Though  grown  more  or  less  in  every  country,!  at  present  the 
cultivation  of  fiax  is  principally  carried  on  in  France,  Ireland, 
Belgium,  Holland,  Russia,  United  States,§  and  Canada.{|     The 

•  Botanists  recognize  upwards  of  one  hundred  species  at  the  flax  plant,  but, 
of  all  these,  the  only  one  possessing  industrial  importance  and  the  only  one  readily 
cuhivated  is  the  Linum  utilatUtitnum  (or  L.  conmun),  which  has  a  blue  flower. 
The  North  American  Indians  have  long  used  the  fibre  of  L.  luvisii,  which  differs 
from  the  ordinary  cuhivaled  flax  in  having  three  stems  growing  from  a  perennial 
root.  The  most  ancient  species  of  flax  brought  under  cultivation  is  thought  to 
be  £..  oHguHijolium;  the  Swiss  lake-dwellers  are  said  to  have  grown  it,  as  also  the 
ancient  inhabitants  of  northern  Italy.  The  flax  cultivated  in  the  eastern  coun- 
tries, in  Assyria  and  Egypt,  appears  to  have  been  the  common  variety  L.  uatalUsi- 

t  Egyptian  linen  fabrics  (mummy-cloths)  have  been  found  which  are  probably 
over  4500  years  old. 

J  The  world's  annual  production  of  linen  is  about  1,000,000,000  pounds, 

\  Only  in  the  vicinity  oi  Yale,  Michigan,  at  Northfield  and  Heron  Lake,  Minne- 
sota, and  at  Salem  and  Scio,  Oregon,  is  flax  cultivated  in  America  for  the  production 
of  spinning  fibre.  In  all  these  localities  the  seed  is  saved,  and  it  is  doubtful  if  the 
industry  would  yield  sufficient  profits  from  the  production  of  the  fibre  alone  to 
warrant  its  continuance  under  present  conditions.     ( Yearbook,  Dept.  Agric,  1903.) 

H  The  Department  of  Agriculture  gives  the  following  marks  of  the  commercial 
grades  of  flai  imported  into  the  United  States: 

From  Russia:  Russian  flax  is  known  either  as  Slanelt  (dew-retted)  or  Mol- 
tkentU  (water-retted);   ungraded  fibre  is  called  Strtti.    The  latter  comes  chiefly 
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bast  tissue,  which  is  used  for  the  fibre,  is  situated  between  the 
bark  and  the  underlying  woody  tissue  (see  Fig.  68). 

The  fiax  plant  is  annual  in  growth  and  rather  delicate  in 
structure.  It  grows  to  about  40  inches  in  height ;  the  stem  is  slen- 
der, branching  only  slightly  at  the  top,  and  bears  naked,  lanceo- 
late, alternate  leaves.  The  flower  is  mostly  sky-blue,  though  some- 
times white ;  the  seed-capsule  are  five-lobed  and  globular,  and  of 
the  size  of  peas. 

The  flax  plant,  after  attaining  its  proper  growth,  is  either  cut 
down  or  pulled  up  by  its  roots,  and  subjected  to  a  process  tech- 
nically known  as  rippling,  the  plants  beii^  drawn  through  a 
machine  consisting  of  upright  forks  which  remove  the  seeds 
and  leaves.*      The  remaining   stalks  are   then   tied  in  bundles 


from  St.  Petersburg,  and  is  known  under  the  names  of  Bejedsk,  KrasDoholm, 
Troer,  Kashin,  Gospodsky,  Nerechta,  Wologda,  Jaraslav,  GraesowetE,  and  Kos- 
iroma;  all  these  varieties  are  slanetz.  Pochochon,  Ouglitz,  RjeS,  Jaropol,  and 
Stepurip  are  motchenetz.  From  Archangel  are  brought  slanetz  varieties  known 
as  First  Crown,  Second  Crown,  Third  Crown,  Fourth  Crown,  First  Zabrack  and 
Second  Zabrack.  From  Riga  are  obtained  motchenetz  varieties  graded  from  the 
standard  mark  K  through  HK.  PK,  HPK,  SPK,  HSPK,  ZK,  GZK,  and  HZK. 

From  Holland :  Dutch  flax  is  graded  by  the  marks  \j.  ^,  VI,  VII,  VIII,  IX. 

From  Belgium:   Flemish  flax  (or  blue  flax)  includes  Bruges,  Thisselt,  Ghent, 

Lokeren.  and  St.  Nicholas,  and  is  graded  as  ^.  ^   ",  VI,  VII.  VIII,  IX.     C^ur- 

^  ■  o      •         A^  I      n      I     II    II    I    ,„ 

traa  flax  is  graded  as  -,  j^  ^  -,  ^,  -,  VI. 

Fumes  and  Bergues  flax  is  graded  A,  B,  C,  D.  Walloon  flax  is  graded  II,  III,- 
IV.  Zealand  flax  is  graded  IX,  VIII,  VII,  VI.  Friesland  flax  is  graded  D,  E, 
Ex,  F,  Fx,  Fxx,  G,  Gx,  Gxx,  Gxxx. 

From  France:  French  flax  is  known  by  the  districts  of  Wavrin,  FUnes,  Douai, 

Hazebroucfc,  Picardy,  and  Harnes. 

From  Ireland:  Irish  flax  comes  as  scutched  and  mill  scutched,  and  is  known 
by  the  names  of  the  counties  in  which  it  is  raised. 

From  Canada :  This  flax  has  no  standard  of  marks  or  qualities. 

*  Besides  being  cultivated  for  its  fibre,  the  flax  plant  is  also  grown  for  its  seed, 
which  yields  the  valuable  oil  known  as  linseed.  It  possesses  good  drying  quali- 
ties,  and  hence  is  extensively  used  for  the  preparation  of  paints  and  varnishes. 
The  best  seed-flax  is  grown  in  tropical  and  subtropical  countries,  whertias  the 
best  fibrc-ftax  is  grown  in  more  northern  climates.  The  seed  obtained  from 
the  latter  variety,  though  utilized  as  a  by-product,  produces  only  an  inferior  grade 
of  oil.  The  oil-cake  left  after  expressing  the  oil  from  the  seed  is  an  ezceUciit 
c&ttle-food  and  is  largely  used  for  this  purpose. 
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and  placed  in  stagnant  water,  where  they  are  allowed  to  re- 
main for  a  number  of  days.  Active  fermentation  soon  starts, 
resulting  in  the  decomposition  of 
the  woody  tissues  cnclosit^  the 
cellulose  fibres.  When  the  proc- 
ess has  gone  sufficiently  far,  the 
bundles  of  fermented  stalks  are 
removed  and  passed  through  a 
number  of  mechanical  operations, 
whereby  the  decomposed  tissues 
are  removed  and  the  linen  fibres 
are  isolated  in  a  purified  condi- 
tion. This  method  of  retting 
with  stagnant  water  is  known  as 
"  pool-retting."  As  the  fermen- 
tation causes  the  evolution  of 
considerable  gas,  in  order  to  keep 
the  bundles  of  stalks  submerged, 
they  are  loaded  with  stones  or 
boards.  The  time  of  steeping  in 
the  water  varies  with  circum- 
stances from  five  to  ten  days.* 
.\nother  method  of  retting  is  to 
steep  in  running  water.  The 
famous  Courtrai  flax  of  Belgium 
is  retted  in  this  manner  in  the 
river  Lys.     The  flax  straw,  after  ''•*'-   67— The  Ancient  FUx  Plant, 

„.  ■        1        J    ■  .  1  Linum  angusli folium. 

pullmg,  IS  placed  m  crates  and      ^^^^^^  g^,i^,i„  ^  g  ^^^^^  ^g,,^  j 

submei^ed   in  the  water  of  this 

stream  for  a  period  of  four  to  fifteen  days,  depending  on   the 

•  Dodge  gives  the  following  notes  relative  lo  the  retting  of  flan :  "  For  dew- 
retting  a  moisl  meadow  is  the  proper  place,  the  fibre  being  spread  over  the  ground 
in  straight  rows  at  the  rate  of  a  ton  lo  an  acre.  If  laid  about  the  ist  of  October 
and  the  weather  is  good,  a  couple  of  weeks  will  suffice  for  the  proper  separation 
of  the  fibre  and  woody  matter.  For  pool-retting  the  sofltsi  water  gives  the  best 
results,  and  where  a  natural  pool  is  not  available,  such  as  the  bog-holes'  In  Ireland, 
'steep  pools'  will  have  to  be  built.  A  pool  30  feel  long,  lo  feet  wide,  and  4  ftet 
deep  will  suffice  (or  an  acre  of  flai.     Spring  water  should  be  avoidod,  or,  if  used. 
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temperature  and  other  conditions.    Courtrai  flax  is  of  a  creamy 
color,  whereas  pool-retted  flax  has  a  rather  dark  bluish  brown 


FlO.  68. — Cross-section  of  Flai-straw.— X,  layer  of  culicular  cells;  B,  interme- 
diate layer  of  cortical  parenchym;  C,  bast  libres  in  groups,  being  the  flax 
fibres  proper  (note  secondary  thickening  of  cell-walls);  D,  cambium  layer; 
E,  woody  tissue.  (Cross  and  Bevan.) 
tbe  pool  should  be  filled  some  weeks  before  the  flax  is  ready  for  it,  in  order  lu 
soften  the  water.  It  should  be  kept  free  from  all  mineral  and  vegetable  impuri- 
ties. The  sheaves  are  packed  loosely  in  the  pool.  .  ■  ■  Fermentation  is  shown 
by  the  turbidity  of  the  water  and  by  bubbles  of  gas,  ...  If  possible,  the  thick, 
scum  which  forma  on  the  surface  should  be  removed  by  allowing  a  slight  stream 
of  water  to  flow  over  the  pool.  The  fibre  sinks  when  decomposition  has  been 
carried  to  the  proper  point,  though  this  is  not  always  a  sure  indication  that  it  is 
just  tight  to  take  out.  In  Holland,  the  plan  is  to  take  a  number  of  stalks  of  aver- 
age fineness,  which  are  broken  in  two  places  a  few  inches  apart.  If  the  woody 
portion  or  core  pulls  out  easily,  leaving  the  fibre  intact,  it  is  ready  to  come  out. 
The  operation  usually  requires  from  five  to  ten  days." 
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color.  The  excellent  qualities  of  the  Courtrai  flax  are  said 
to  be  due  to  the  action  of  the  soft,  slowly  running,  almost 
sluggish  waters  of  the  river  Lys,  and  to  the  peculiar  ferment 
existing  therein.  Another  method  employed  for  obtaining  the 
fibre  from  flax  is  known  as  dew-retting,  as  the  flax-straw  is  spread 
out  in  a  field  and  exposed  for  a  couple  of  weeks  to  the  action  of 
the  dew  and  the  sun.     Dew-retting,  however,  gives  the  most  un- 


i;    b,   longitudinal   v'ews; 
.) 

even  and  least  valuable  product  of  the  three  methods  employed, 
and  the  fibre  is  rather  dark  in  color.  There  have  also  been 
several  chemical  methods  proposed  for  retting  flax,  such  as  heat- 
ing with  water  under  pressure,  boiling  with  solutions  of  oxalic 
acid,  soda  ash,  caustic  soda,  etc.  None  of  these,  however,  have 
proved  of  any  industrial  value,  and  the  older  natural  methods  are 
still  adhered  to.  Additions  of  various  chemicals  to  the  retting 
waters  have  at  times  proved  of  value,  hydrochloric  or  sulphuric 
acid  sometimes  being  used  to  advantage.* 

The  intercellular  substance  holding  the  flax  fibres  together 


*  Schenk'3  method  of  retting  is  to  steep  in  wann  water,  a  constant  temperalure 
of  35°  C.  l>eing  maintained.  It  [s  said  that  the  fermentation  may  1>C  completed 
by  this  method  in  fifty  to  aiity  hour?,  and  gives  a.  larger  yield  and  a  better  product 
than  the  natural  processes  of  retting.  In  steam -retting,  the  bundles  of  flas-straw 
are  placed  in  iron  cylinders  and  heated  with  live  steam  or  hot  water  under  pressure, 
but  the  process  does  not  appear  to  be  sutcessful. 
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consists  mostly  of  calcium  pcctate,  and  the  real  object  of  retting 
is  to  render  this  substance  soluble,  so  that  it  may  be  removed  by 
the  after- processes  of  treatment.  Winc^radsky  has  succeeded  in 
isolating  the  particular  organism  *  that  is  the  active  agent  in  the 
pectin  fermentation.t  It  is  an,  anaerobic  bacillus  which  readily 
ferments  pectin  matters,  but  has  no  action  on  cellulose.}  By 
adding  salts  promoting  the  growth  of  the  bacillus  to  the  water 
employed  in  retting,  it  has  been  found  possible  to  reduce  the 
time  of  retting  very  considerably.  It  has  been  claimed  that 
fatty  acids  exert  a  solvent  action  on  the  resinous  and  pectin  mat- 
ters present  in  vegetable  fibres,  and  a  method  for  the  decortication 
of  flax  and  other  bast  fibres  has  been  devised  as  follows:   The 

*  This  organism  is  the  Bacillus  amylobacttr. 

tThe  substances  cla£si&ed  in  a  general  way  as  "  pectin  nutten  "  form  the  inter- 
ccllulir  matter  between  the  rlemental  cells  of  the  bast  &bres,  and  serve  the  purpose 
oF  a  cementing  medium  to  hold  the  small  elements  of  the  fibre  together.  Their 
character  is  that  of  a  resinous  gum.  By  certain  investigators  this  resinous  matter  has 
been  given  the  name  peclole.  It  is  hardly  likely,  however,  that  this  substance  conrfsts 
of  a  single  chemical  compound,  but  it  is  more  probably  a  mixture  of  several  chemical 
individuals.  By  heating  with  dilute  acid,  pectose  is  convened  into  a  series  of 
products  which  have  received  considerable  attention  from  botanical  chemists;  the 
products  include  pectin,  para-pectin,  meta-pectin,  ptdosic  acid,  pcctic  acid,  para- 
peclic  acid,  meta-peclic  acid,  etc.  Pectin  and  especially  para-  and  meta-pectin  are 
soluble  in  water,  whereas  pectic  acid  is^not.  Therefore,  it  it  is  desirable  to  sepa- 
rate the  elements  of  a  vegetable  tissue.  It  is  necessary  to  stop  the  action  of  the 
retting  agents  before  the  formation  of  pectic  acid.  In  the  case  of  the  preparaticm 
of  linen,  however,  it  appears  to  be  necessary  not  to  dissolve  out  all  the  pectose  de- 
rivatives from  the  fibre,  hut  to  allow  of  the  formation  of  some  pectic  acid,  OS  this 
makes  the  surface  of  the  fibre  more  brilliant  (Lecomte,  Textiles  rfgfjiux)  and 
leaves  it  stronger  and  more  elastic. 

i  The  water-retting  of  flax  is  a  biological  process  induced  by  the  action  of 
definite  organisms,  the  chief  of  which  is  an  anaerobic  PUclridium,  which  in  the 
absence  of  air  ferments  the  pectin  substances  of  the  cellular  material  uniting 
the  parenchymous  tissues,  and  thus  causes  a  loosening  of  the  bast  fibres.  The 
exclusion  of  oxygen,  which  is  necessary  that  the  fermcnlalion  may  be  set  up,  is 
brought  about  by  numerous  oxygen -consuming  bacteria  and  fungi.  The  prod- 
ucts formed  by  the  fermentation  of  the  pectin  substances  are  hydrogen  and  carbon 
dioxide  and  organic  acids,  especially  acetic  and  butyric  and  small  quantities  of 
valeric  and  lactic  acids.  The  injurious  action  of  the  acids  produced,  especially 
butvtic  acid,  may  be  considerably  diminished  by  adding  alkali  or  lime  to  the 
retting  liquid.  It  is  also  advantageous  to  inoculate  the  liquid  at  the  beginning  of 
the  retting  with  pure  cuhuies  of  the  anierobic  Plectridium.  (See  Starmer,  Chan. 
Cent'.,  1905,  p.  4i'> 
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raw  fibres  are  impregnated   with   boiling  soap  solutions,  after 
which  ammonium  chloride  is  added,  which  liberates  the  fatty 
acids.     After  several  hours'  treatment  these  dissolve  all  gummy 
and  resinous  matters;    the  fibres  are  then  treated     j  3  ,      j  4 
with   weak  caustic  alkali,  after  which  they  are 
washed  and  dried,  when  they  should  be  thor^ 
oughly  disintegrated.    Good  results  are  said  to 
be  obtained  by  this  method. 

The  flax  stalks,  after  being  deprived  of  their 
leaves  and  seeds  by  rippling,  are  known  as  flax- 
straw.  The  latter  in  the  air-dry  condition  con- 
tains from  73  to  80  per  cent,  of  wood,  marrow, 
and  bark,  and  20  to  27  per  cent,  of  bast.  The 
general  structure  of  fiax-straw,  and  of  bast  stalks 
in  general,  is  shown  in  the  schematic  drawing 
(Fig.  70). 

The  linen  fibre  as  it  is  obtained  from  the 
plant  and  as  it  appears  in  trade  is  in  the  form 
of  filaments,  the  length*  of  which  varies  con- 
siderably with  the  manner  and  care  employed  in  of'^Flaic'-Iuaw. 
decorticating,  and  may  be  from  a  few  inches  to  i,  mauow;  », 
several  feet.f  These  filaments  are  composed  '"°°^'f  ^^"'''  ^' 
structurally  of  small  elements  or  cells,  consisting  ^"bJt^bre^  ?' 
of  practically  pure  cellulose.  They  are  uniformly  rind  or  bark. 
thick,  and  average  12  to  25  ju  in  diameter  and  25  (After  Witt.) 
to  30  mm.  in  length.  Their  structure  is  rather  regular,  oeing 
cylindrical    in    shape,    though    somewhat    polygonal    in   cross- 


*  Flax  fibre  is  from  ii  to  jfi  inches  in  length,  silvery  gray  when  dcw-retled, 
yellowish  while  when  waler-relted,  capable  of  fine  subdivision,  soft  and  flexible, 
and  is  Ihe  strongest  of  Ihe  fine  commercial  basl  fibres.  It  is  used  for  making 
linen  sewing  thread,  shoe  thread,  bookbinders'  Ihread,  fishing-lines,  seine  twine, 
the  better  grades  of  wrapping  iwinc,  and  knit  underwear,  and  for  weaving  into 
handkerchiefs,  towelling,  table-linen,  collare  and  cuffs,  shin-bosoms,  and  dress- 
goods;  The  finer  grades  of  linen  damasks  are  imported,  as  the  weaving  of  these 
goods  is  slow  work,  and  requires  a  kind  of  labor  not  commonly  found  In  this  coun- 
try.    {Vtarboot,  Dept.  Agric,  1903.) 

t  Good  flai  should  average  10  inches  In  length  and  be  free  from  fibres  less 
tban  I  a  inches  in  length. 
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section.  A  pyeculiarity  in  the  appearance  of  the  cells  is  the 
occurrence  of  faintly  marked  "  dislocations "  or  so-called 
"nodes"  extending  transversely  and  often  in  the  form  of  an 
"X."  These  nodes  may  be  made  more  apparent  by  stain- 
ing with  methyl  violet  or  chlor-iodide  of  zinc  solution.  The 
cell-wall  is  quite  uniform  in  thickness,  and  the  lumen  or  internal 
canal  is  very  narrow,  and  often  is  but  faintly  apparent  as  a  dark 
line.  The  cross-section  of  the  linen  fibre  shows  no  yellow  cir- 
cumferential stain  when  treated  with  sulphuric  acid,  though  the 
lumen  shows  up  as  a  yellow  spot.  Wiesner  gives  the  following 
dimensions  of  several  varieties  of  flax  filaments:* 


Kind  of  Fla«. 

MnnLenirth 

of  the  PurlJicd 
Pl.^  Fib™. 

q6o 
75° 
37* 

180 

0  ^SS 
0.114 

0,119 

Belgian  Courtrai 

3.  Chemical  and  Physical  Properties. — ^The  fiax  fibre  appears 
to  consist  of  pure  cellulose  t  and  shows  no  signs  at  all  of 
being  lignified.    It  becomes  strongly  swollen  by  treatment  with 


*  Dodge  gives  the  foltowing  dimensions  for  the  elements  of  the  Bax  fibre: 
Length,  0.157  '°  ^'5Q8  inches;  mean,  about  i  inch;  diameter,  0.006  to  0.00148 
inch;   mean.  0.001  inch. 

t  tn  order  to  Isolate  pure  Sax  cellulose.  Cross  and  Bevan  have  reconunended 
the  following  procedure:  The  non-cellulosic  constituents  of  flax  are  pectic  com- 
pounds which  are  soluble  in  boiling  alkaline  solutions.  The  proportion  of  such 
constituents  varies  from  14  to  33  per  cent,  in  different  varieties  of  flax.  They  may 
be  complelely  extracted  by  first  boiling  the  flbre  in  a  dilute  solution  of  caustic 
soda  (i  to  2  per  cent.);  the  residue  will  consist  of  flax  cellulose,  with  »nal]  rem- 
nants of  woody  and  cuticular  tissue,  together  with  some  of  the  oils  and  waxes 
associated  with  the  latter.  By  treatment  with  a  weak  solution  of  chloride  of  lime, 
the  woody  tissue  is  decomposed,  and  is  then  removed  by  again  boiling  !n  dilute 
alkali.  The  remaining  cellulose  is  then  further  purified  from  residual  fatty  and 
waxy  matters  by  boiling  with  alcohol  and  finally  with  ether-alcohol  mixture.  Flai 
cellulose  prepared  in  this  manner  appears  to  be  chemically  indistinguishable  from 
cotton  cellulose. 
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Schweitzer's  reagent  (see  Fig,  71),  but,  unlike  cotton,  it  does  not 
completely  dissolve  therein.* 

The  color  of  the  best  varieties  of  flax  is  a  pale  yellowish  white. 
Flax  retted  by  means  of  stagnaiit  water,  or  by  dew,  is  a  steel  gray, 
and  Egyptian  flax  is  a  pearl  gray.  The  pale  yellow  color  of  flax 
is  due  to  a  natural  pigment,  but  the  other  color  arises  from  the 
decomposition  of  the  intercellular  matter,  which  is  left  as  a  stain 
on  the  fibre.     Flax  that  has  been  imperfectly  retted  shows  a 


Fig.  71. — Cell   of   Flax    Fibre   Treated   with   Schweitzer's   Reagent.     (X400,) 
Showing  insoluble  cuticle  of  inner  canal.     (After  Wiesner.) 

greenish  color.  The  natural  color  of  linen  is  readily  bleached 
by  solutions  of  chloride  of  lime  in  a  manner  similar  to  the  bleach- 
ing of  cotton.  But  the  linen  fibre  suffers  considerable  deteriora- 
tion thereby.  There  are  four  grades  of  linen-bleaching — quar- 
ter, half,  three-quarters,  and  full  bleach.  The  whiter  the  fibre 
is  bleached  the  weaker  it  becomes.f  The  lustre  of  linen  is  quite 
pronounced  and  almost  silky  in  appearance;  flax  that  is  over- 
retted  is  dull  in  appearance,  Egyptian  flax  is  also  dull,  due  to 
the  cells  being  coated  with  residual  intercellular  matter. 

The  flax  fibre  is  much  stronger  than  that  of  cotton,  though 
overretted  flax  is  brittle  and  weak.J 

■  In  swelling  the  fibre  blister?  considerably,  but  not  in  aa  regular  a  manner 
as  cotton.  The  inner  layer?  of  the  cell  withstand  the  action  of  the  reagent  the 
longest  and  remain  floating  in  the  liquid,  like  the  cuticle  of  cotton.  Farenchymous 
and  intercellular  matter  adhering  to  the  fibre  also  remains  undissolved  in  the 

t  In  determining  the  size  (or  number)  of  bleached  linen  yarns,  the  loss  in 
bleaching  is  fixed  at  10  per  cent,  for  full,  18  per  cent,  for  three-quarters,  and  15 
per  cent,  for  one-half  bleach. 

t  According  lo  Spon,  samples  of  flax  fibre  exposed  for  two  hours  to  steam  at 
2  atmospheres,  boiled  in  water  for  three  hours,  and  again  steamed  for  four  hours, 
lost  only  3-5  per  cent,  in  weight,  while  Manila  hemp  under  these  conditions  lost 
6.07,  hemp  6.  iS  to  8.44,  and  jute  31.3^  per  cent. 
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As  flax  is  a.  better  conductor  of  heat  than  cotton,  linen  fabrics 
always  feel  colder  to  the  touch  than  those  made  from  cotton. 

The  bast -cells  of  the  flax  fibre  may  be  isolated  by  treatmait 
with  a  dilute  chromic  acid  solutfon.  They  are  cylindrical  in 
form  and  taper  to  a  point  at  each  end.  At  the  middle  they 
measure  12  to  26/1,  with  an  average  of  about  15 /<■*  The 
length  varies  from  4  to  66  mm.,  with  an  average  of  about 


Fio.  72.— Flax  Fibre.     (X300.)     >1,  longitudinal  view,  showing  jointed 

and  tracing  oF  lumen;   B,  cross-sections. 

25  mm.  The  ratio  of  the  length  of  the  cell  to  its  breadth  is 
about  1 ,200.  Under  the  microscope  the  surface  of  the  cell  appears 
smooth  or  marked  longitudinally,  with  frequent  transverse  fissure- 
lines  and  jointed  structures.  On  treatment  with  chlor-iodide 
of  zinc  the  latter  are  colored  much  darker  than  the  rest  of  the 
cell  and  are  thus  rendered  more  apparent.  The  lumen  appears 
in  the  centre  of  the  cell  as  a  narrow  yellow  line,  and  it  is  usually 
completely  filled  with  protoplasm.  With  iodin  and  sulphuric 
acid  linen  gives  a  blue  color,  which,  however,  develops  less 
quickly  than  with  cotton;  with  tincture  of  madder  an  orange 
color  is  produced,  while  fuchsin  (followed  with  ammonia)  gives 
a  permanent   rose  color  in  contradistinction  to  cotton.     These 

*  .According  to  Vi::illard,  15  lo  37  ;i,  with  an  average  of  11  /i. 
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tests,  however,  are  only  applicable  to  unbleached  linen,  for  the 
cellulose  of  bleached  linen  shows  Uttle  or  no  chemical  difference 
from  that  of  cotton.  In  cross-section  the  cells  of  flax  are  pwlyg- 
onal,  with  rounded  edges,  show  a  small  lumen,  and  a  relatively 
thick  cell- wall  (see  Fig,  72),  In  these  respects  they  are  very 
similar  to  hemp,  but  may  be  distinguished  from  the  latter,  how- 
ever, in  that  they  do  not  aggregate  in  thick  bundles,  but  are 
more  or  less  isolated  from  each  other,  so  that  the  croea-section 
frequently  shows  but  one  cell,  and  seldom  more  than  three  or 
four  (see  Fig.  72).* 

The  following  analyses  show  the  composition  of  two  typical 
specimens  of  Sax  (H.  Muller) : 

1.  II. 

Per  Cent.  Per  Cent. 

Water  (hygroscopic) 8.65  10.70 

Aqueous  ejctract 3^S  6 .  oa 

Fat  and  wax. 1.39  a. 37 

Cellulose 81.57  71 .50 

Ash  (minenU  matter)  t 0.70  1.3s 

Intercellular  matter 3.74  9.41 

Highly  purified  flax  appears  to  approximate  very  closely  to 
both  the  compoation  and  chemical  properties  of  cotton.  The 
ordinary  flax  fibre  of  trade  may  be  said  to  contain  about  5  per 
cent,  less  of  cellulose  than  cotton,  there  being  about  that  much 
more  impurity  present  in  the  form  of  intercellular  matter  and 
pectin  bodies4     Linrai,  however,  appears  to  be  free  from  woody 

•  Other  differences  from  hemp  enhibited  by  ihe  linen  fibre  are:  (a)  the  cross- 
section  does  nol  show  an  external  yellow  layer  of  Ugnin  when  treated  with  iodin 
and  sulphuric  acid;  (b)  it  gives  reactions  for  pure  cellulose  only,  that  is,  iodin  and 
sulphuric  acid  ctilor  the  &bre  a  pure  blue,  and  anilin  sulphate  gives  no  color, 
though  at  times  there  arc  shreds  of  parenchymous  tissue  present  which  are  colored 
yellow  by  this  latter  reagent  and  appear  to  be  lignifiedi  (c)  the  lumen  of  the  hemp 
fibre  is  seldom  filled  with  yellowish  protoplasm  like  that  of  the  linen  fibre;  {d)  the 
linen  fibres  end  in  sharp  points,  whereas  [hose  of  hemp  do  not. 

t  According  to  Wiesner,  the  ash  of  the  linen  fibre  amounts  to  from  1.18  to 
5.93  per  cent,,  and  shows  no  evidence  of  crystals. 

t  The  flax  fibre  contains  a  certain  wax-like  substance,  varying  in  amount 
from  0.5  10  1  per  cent.  It  may  be  eitracted  From  the  fibre  by  means  of  benzene 
or  ether.  The  color  of  the  wax  obtained  varies  with  that  of  the  flai  from  which 
it  is  obtained.  It  has  a  rather  unpleasant  odor,  resembling  flax  itself.  Its  melt- 
ing-paint is  61.5°  C„  and  its  specific  gravity  al  60'  F.  is  0.9083.  According  to 
Hofmeister,  this  wax  coDsists  of  Si. 31  per  cent,  of  unsaponifiable  waxy  mailer 


byGoo'^lc 


28a  THE   TEXTILE  FIBRES- 

or  lignified  tissue,  as  it  gives  none  of  the  reactions  for  these.  The 
linen  fibre  swells  up  greatly  when  treated  with  an  ammoniacal 
solution  of  copper  oxide,  but,  unlike  cotton,  it  does  not  exhibit  the 
peculiar  sausage-shaped  appearance,  nor  does  it  dissolve  com- 
pletely. The  hygroscopic  moisture  in  linen  is  about  the  same  as 
in  cotton;  in  fact,  all  vegetable  fibres  appear  to  contain  approxi- 
mately the  same  amount  (from  6  to  8  per  cent.).* 


Fio.  73.— Flai  Fibre,    (X300.)     Stained  wilh  methyl  violet.     J,  joint-ljkefonna- 
tions;   P,  fissure-like  markings.     (Micrograph  by  author.) 

Due  to  differences  in  structure,  linen  is  more  easily  disinte- 
grated than  cotton,  and  consequently  does  not  withstand  the 

and  18.68  per  cent,  of  saponifiable  oil.  Of  the  latter,  54.49  per  ccni.  is  free  fatty 
acid.  The  waxy  matter  has  a  melting-point  of  68°  C,  and  apparently  is  a  mixture 
of  several  bodies.  The  principal  one  resembles  ceresin,  and  there  are  also  present 
ceryl  alcohol  and  phyloslerin.  The  saponifiable  matter  appears  to  contain  small 
quantities  of  soluble  fatly  acids,  like  captolc,  stearic,  palmitic,  oleic,  linoUc,  lino- 
Icnic,  and  isolinoknic. 

*  The  amount  of  "regain"  allowed  in  the  conditioning  of  linen  at  Roubaixis  from 
10  to  13  per  cenl.  Wiesner  gives  the  amount  of  hygroscopic  moisture  in  linen  as 
5,7  to  7.1J  per  cent.    The  Turin  Congress  fixed  the  regain  tor  Uneo  at  13  per  cent. 
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acticHi  of  boiling  alkaline  solutions,  solutions  of  bleaching  pow- 
der, or  other  oxidizing  agents,  etc.,  as  well  as  cotton. 

Towards  mordants  and  dyestuffs,  etc,  linen  does  not  react  as 
readily  as  cotton,  hence  its  manipulation  in  dyeing  is  more  diffi- 
cult. In  general,  however,  it  may  be  said  that  the  dyemg  and 
treatmoit  of  linen  are  practically  the  same  as  with  cotton. 

The  oil-wax  group  of  constituents  in  the  flax  fibre  plays  an 
important  part  in  the  spinning  *  of  this  fibre,  and  the  failure  of 
many  of  the  artificial  processes  of  retting  flax  may  be  attributed 
to  the  fact  that  the  fibre  is  left  with  a  deficiency  of  these  constitu- 
ents. In  the  breaking  down  of  the  cuticular  celluloses,  whether 
in  the  retting  or  in  the  bleaching  processes,  these  waxes  and  oils 
are  separated.  Their  complete  elimination  from  the  cloth  neces- 
sitates a  very  elaborate  treatment,  such  as  is  represented  by  the 
"  Belfast  Linen  Bleach." 

•  Linen  yams  are  known  as  hand-spun  or  machine-spun;  the  former  are  softer 
and  smoother  and  more  elastic,  but  uneven  and  less  rounded  in  foim,  while  ma- 
chine-spun yams  are  stiff  and  rough,  but  of  unifonn  thickness  and  perfectly  round- 
According  to  the  method  of  spinning,  linen  yania  are  also  known  as  diy-spun  or 
wet-spun;  the  foimer  have  greater  firmness,  but  higher  numbers  can  be  obtained 
by  wet-spinning.  Tow  yarns  are  prepared  from  waste,  and  are  characterized  by 
numerous  knots  due  to  particles  of  shivea.  In  the  English  system,  the  counts  of 
linen  yams  are  expressed  by  the  number  of  leas  in  a  pound,  each  lea  measuring 
300  yards.  To  obtain  the  count  of  cotton  yam  corresponding  to  the  count  of 
linen  yam,  the  latter  number  is  divided  by  3.8.  In  the  French  system,  the  count 
of  linen  yams  is  the  Dumber  of  hanks  of  1000  metres  contained  in  500  grams. 
Id  the  Austrian  system,  the  count  indicates  the  number  of  hanks  to  10  English 
pounds,  each  hank  containing  360a  ells  (t  ell—  30.6S  inches). 
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JUTE,  RAMIE,  HEMP,  AND   MINOR  VEGETABLE  FIBRES. 

1.  Jut«  is  a  fibre  obtained  from  the  bast  of  various  species  of 
Corchorus,  growing  principally  in  India  and  the  East  Indian 
Islands.*  The  most  important  variety  is  Corchorus  capsularis 
or  Jew's  mallow,  which  is  grown  throughout  tropical  Asia  not 
only  as  a  fibre  plant,  but  also  as  a  vegetable.  Other  varieties 
are  C.  olitorius,  C.  fuscus,  and  C.  decemanguiatus;  the  latter  two, 
however,  yield  but  a  small  proportion  of  the  jute  fibre  to  be  foiind 
in  trade.f  The  jute  plant  grows  to  a  height  of  from  lo  to  12 
feet  and  its  fibrous  layer  b  very  thick,  so  that  it  yields  from  two 
to  five  times  as  much  fibre  as  flax. 

The  Corchorus  capsularis  is  an  annual  plant,  growing  from 
5  to  10  feet  in  height,  with  a  cylindrical  stalk  as  thick  as  a  man's 
finger,  and  seldom  branching  near  the  top.  The  leaves,  which  are 
of  light  green  color,  are  from  4  to  5  inches  long  by  i  J  inches  broad 

*  Julenas  first  introduced  into  Europe  about  the  year  1795.  It  has  been  used 
for  spinning  since  1830. 

t  The  commercial  fibre  known  as  Chinese  jute  is  not  a  variety  of  jute  at  all, 
but  is  derived  from  Abulitt>n  avuenna  or  Indian  mallow.  The  latter  grows  ex- 
tensively as  a  weed  in  America.  The  bast  fibre  is  while  and  glossy,  and  has 
considerable  tensile  strength.  It  is  also  used  for  the  making  of  paper  stock. 
Chemically  it  appears  to  consist  of  bastose,  and  hence  resembles  jute  in  its  be- 
havior towards  dyesluffs.  The  plant  produces  about  30  per  cent,  of  fibre,  but  is 
of  doubtful  economic  value.  Another  somewhat  similar  variety  is  the  AbutiUm 
incanum,  which  grows  in  Mexico;  it  is  said  that  the  Indians  used  the  fibre  from 
Ihis  plant  fnr  making  hammoclu,  ropes,  and  nets,  which  are  so  durable  that  they 
last  from  seven  to  ten  years  in  constant  use.  There  are  also  several  East  Indian 
species  of  Abulilan,  among  which  may  be  named  A.  indicum,  A.  graveoUns,  A, 
laulUum,  and  A.  poiyandrum,  alt  of  which  are  fibre  plants  suitable  chiefly  for 
cordage;  the  latter  yields  a  long  silky  fibre  resembling  liemp.  The  A.  periploci- 
folium,  growing  in  tropical  America,  yields  a  very  good  bast  fibre,  quite  long, 
and  of  a  creamy  yellow  color, 

!84 


D.oiiiz.owGoogle 


JUTE.  RAMIE,  HEMP,  AND  MINOR  VEGETABLE  FIBRES.      285 

towards  the  base,  but  tapering  upward  into  a  long  sharp  pwint 
with  edges  cut  into  saw-like  teeth,  the  two  teeth  next  the  stalk 
bsing  prolonged  into  thistle-like  points.  The  flowers  are  small 
and  of  a  yellowish  white  color,  coming  out  in  clusters  of  two  or 
three  together  opfKssite  the  leaves.  The  seed-pods  are  short  and 
globular,  rough  and  wrinkled  (see  Fig.  74,  A).  The  C.  olitortus 
is  precisely  like  the  former  in  general  appearance,  shape  of  leaves. 


Fic.  74. — A,  seed-vessels  of  Corekorus  eapsularU;    B,  seed-vessels  of  Carckorui 
atUorius.     (After  Bullelin  U.  S.  Depl.  Agric.) 

color  of  flower,  and  habits  of  growth;  but  it  differs  entirely  in 
the  formation  of  the  seed-pod,  which  is  elongated,  almost  cylin- 
drical, and  of  the  thickness  of  a  quill  (see  Fig.  74,  B). 

The  preparation  of  the  fibre  from  the  jute  plant  is  a  rather 
simple  operation.  The  stalks  are  freed  from  leaves,  seed-cap- 
sules, etc.,  and  retted  by  steeping  in  a  sluggish  stream  of  water. 
After  a  few  days  the  bast  becomes  disintegrated,  and  the  retted 
stalks  are  pressed  and  scutched.  The  fibre  so  obtained  is  re- 
markably pure  and  free  from  adhering  woody  fibre  and  other 
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tissue.  The  prepared  fibre  usually  has  a  lei^th  of  from  4  to  7  feet, 
possesses  a  pale  yellowish  brown  color,  though  the  best  quahties 
are  pale  yellowish  white  or  silver  gray,  and  exhibits  considerable 
lustre  and  tensile  strength.  The  ends  of  the  plant,  together  with 
the  various  short  waste  fibres,  appear  in  trade  under  the  name  of 
"  jute  butts  "  or  "  jute  cuttings,"  and  are  employed  as  a  raw  ma- 
terial for  paper- manufacturing. 

Kerr  (Report  on  Jute  in  Bengal,  1874)  enumerates  the  follow- 
ing varieties  of  jute  as  being  the  most  common  in  trade:  (a) 
Uttariya,  or  northern  jute,  by  far  the  best  variety,  as  it  possesses 
the  best  qualities  as  regards  length,  color,  and  strength;  it  is 
never  equal  to  the  Desi  and  Deswal  varieties,  however,  in  soft- 
ness. (6)  Deswal,  which  is  next  m  commercial  value,  is  chiefly 
desirable  on  account  of  its  softness,  fineness,  bright  color,  and 
strength,  (c)  Desi  jute  has  a  long,  fine,  soft  fibre,  but  it  has  the 
defects  of  being  fussy  and  of  a  bad  color,  (d)  Deora  jute  is 
strong,  coarse,  black,  and  rooty,  and  is  much  overspread  with 
runners;  it  is  used  for  the  manufacture  of  rope,  (e)  Narain- 
ganji  jute  is  very  good  for  spinning,  being  soft,  strong,  and  long; 
but  the  fibre  as  it  appears  m  trade  has  a  foxy  brown  color  which 
detracts  from  its  value,  though  this  defect  is  apparently  due  to 
imperfect  steeping.  {f)Bakrabadi  excels  particularly  in  color  and 
softness,  (g)  Bhaiial  jute  is  veiy  coarse,  but  strong,  and  is  in 
demand  for  the  manufacture  of  rope.  (A)  Karimganji  b  a  fine 
variety,  long,  very  strong,  and  of  good  color,  (i)  Mirganji  is  of 
medium  quality.  (/)  Jangipuri  jute  Is  of  short  fibre,  weak,  and 
of  a  foxy  brown  color,  and  not  suitable  for  spinning. 

According  to  Hohncl,  the  bast -cells  of  the  jute  fibre  are  from 
1.5  to  5  mm,  in  length,  and  from  20  to  25  /i  in  thickness,  the  mean 
ratio  of  the  length  to  the  breadth  being  about  90;  consequently, 
the  elements  of  the  jute  fibre  are  relatively  short.  In  cross- 
section  the  jute  fibre  shows  a  bundle  of  several  elements  bound 
together;  these  are  more  or  less  polygonal  in  outline,  with  sharply 
defined  angles.  Between  the  separate  elements  is  a  narrow 
median  layer  (see  Figs.  75  and  77),  which,  however,  does  not  give 
a  much  darker  color  with  iodin  and  sulphuric  acid  than  the  cell- 
wall  itself.    The  lumen  is  about  as  wide,  or  at  times  even  wider» 
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than  the  cell-wall,  and  in  cross-section  is  round  or  oval.  Longi- 
tudinally the  lumen  shows  remarkable  constrictions  or  irregular 
thicknesses  in  the  cell-wall  (see  Fig.  78),  though  towards  the  end 
of  the  fibre  the  lumen  broadens  out  considerably,  causing  the 
cell-wall  to  become  very  thin.  Externally  the  fibre  is  smooth 
and  lustrous,  and  has  no  jointed  ridges  or  transverse  markings 
such  as  seen  in  linen  or  most  other  bast  fibres. 

In  its  chemical  composition  jute  is  apparently  quite  different 
from  linen  and  cotton,  being  composed  of  a  modified  form  of 


Flo.  75. — Jute  Fibre.     (X300.)    a,  cross-sectibns;   fr,  longitudinal  views;  c.  ends. 
(After  Cross  and  Sevan.) 

cellulose  known  as  lignocellulose  or  bastose.  Bastose,  properly 
speaking,  is  a  compound  of  cellulose  with  lignin.*  It  behaves 
quite  differently  from  cellulose  towards  various  reagents,  its  chief 
distinction  being  that  it  is  colored  yellow  by  iodin  and  sulphuric 

•  Mailer  gives  the  following  method  for  the  isolation  of  pure  cellulose  from  juter 
Two  grams  of  the  material  are  dried  at  from  iio°lo  115°  C.  In  order  to  remove 
wax,  etc.,  it  is  next  treated  with  a  miictiire  of  alcohol  and  benzol,  and  is  subse- 
quently boiled  with  very  dilute  ammonia  water.  The  softened  mass  is  then 
pulverized  in  a  mortar,  and  placed  in  a  large,  glass-stoppered  flask  with  too  cc. 
of  water.  From  5  to  10  cc.  of  a  solution  of  z  cc.  of  bromin  in  500  cc.  of  water  are 
added,  until  a  peimancnt  yellow  is  obtained  after  standing  twelve  to  Iwenty-four 
hours.  The  aubalance  is  then  filtered,  washed  with  water,  and  heated  to  boiling 
with  water  containing  a  little  ammonia.  After  this  it  is  filtered,  washed,  and 
again  treated  with  the  bromin  solution,  as  above  indicated,  until  a  permanent 
vellow  color  is  obtained.  The  fibre  is  then  boiled  with  dilute  a 
filtering  and  washing  leaves  a  residue  of  ptu%  white  cellulose. 
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acid,  whereas  pure  cellulose  is  colored  blue.  With  dilute  chromic 
acid,  to  which  a  little  hydrochloric  acid  has  been  added,  jute 
gives  a  blue  color.  When  treated  with  an  ammoniacal  solution  o£ ' 
copper  oxide  the  fibres  swell  considerably,  but  do  not  readily 
dissolve.  With  chlor-iodide  of  zinc  jute  ^ves  a  yellow  ctdor. 
The  following  table  gives  the  principal  reactions  used  to  dis- 
tinguish cellulose  from  bastose:* 


lodin  and  sulphuric  acid.  . 
Anilin   sulphate   and   sul 

Basic  dyratuffs 

Weak  oxidizing  agents. .  . 
Schweitzer's  reagent 


No  change 
No  change 
No  change 
QuicUy  dissolves 


Yellow  to  brown  color 

Deep-yellow  color 
Becomes  colored 
Quickly  decomposes 
Swelb,  becomes  blue,  and  slowlj 
dissolves 


Analysis  of  jute  shows  it  to  consist  of  the  following: 


N«rly  Color- 
leu  Specinwn. 

-•RS'"" 

CuttioK- 

0.68 
9-93 
1.03 

24.41 

9,64 

1.63 
0.33 

.2.58 
3.94 
0-4S 

6r.74 

Incnisting  and  pectin  matters 

The  ash  of  jute  consists  principally  of  silica,  lime,  and  phos- 
phoric acid ;  manganese  is  nearly  always  present  in  small  amount. 

Bastose  is  dissolved  by  the  usual  cellulose  solvents,  such  as 
zinc  chloride  and  Schweitzer's  reagent;  and  from  these  soluticms 
the  lignocellulose  may  be  precipitated  by  dilution  or  acidifying 
respectively,  though  the  precipitation  is  never  complete,  there 

*  According  to  Cross  and  Bcvan,  the  jute  fibre  may  be  regarded  as  an  anhydnv 
aggregate  of  ihree  separate  compounds;  (a)  A  dextrocellulose  allied  to  cotton, 
(b)  a  pentacellulose  yielding  furfural  and  acetic  acid  on  hydrolysis;  (e)  Ugnone, 
a  quinone  which  is  converted  by  chlorination  and  reduction  into  derivatives  of 
(he  trihydric  phenols. 

t  .Vcording  to  Wiesner,  fresh  jule  contains  about  6  per  ceil,  of  hygroscopic 
moisture  and  brown  jute  about  7  per  cent.  When  cotipleiely  saturated  with 
mo'sture  the  former  will  contain  about  23  per  cent,  and  the  latter  14  per  cent. 
The  Turin  Congress  adopted  a  regain  of  13}  per  cent,  tor  the  conditioning  of  jute. 
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remaming  in  solution  from  lo  to  35  per  cent,  of  the  original 
substance. 

The  chief  chemical  difference  between  jute  and  the  pure  cel- 
lulose fibres  is  in  the  ability  of  the  former  to  combine  directly 
with  basic  dyestuffs.  In  fact  it  acts  in  this 
respect  similar  to  cotton  which  has  been 
mordanted  with  tannic  acid.  Jute  is  also 
more  sensitive  to  the  action  of  chemicals  in 
general  than  cotton  or  linen.  On  this  ac- 
count it  cannot  be  bleached  with  much 
success,  as  treatment  with  alkalies  and 
bleaching  powder  weakens  and  disinte- 
grates the  fibre  to  a  considerable  extent.* 

The  jute  fibre  is  relatively  weak  when 
compared  with  other  bast  fibres,  and  the 
chief  reasons  for  its  prominence  among  the 
textile  fibres  are  its  fineness,  silk-like  lustre,  Fio-  7*-  —Jute  Fibre, 
and  adaptability  for  spinning.  The  plant  (^3<»-)  (Micrograph 
.      ,  ,  .  ,  f  ^y  author.) 

is  also  easy  to  cultivate,  and  returns  a  large 

yield  of  fibre.  The  chief  defect  of  jute  is  its  lack  of  durability; 
when  exposed  to  dampness  it  rapidly  deteriorates;  and  even  under 
ordinary  conditions  of  wear,  the  fibre  gradually  becomes  brittle 
and  loses  much  of  its  strength.  The  bleached  fibre  is  especially 
liable  to  such  deterioration;  it  gradually  loses  its  whiteness,  and, 
evidently  due  to  oxidation,  becomes  dingy  and  yellowish  brown 
in  color. 

Jute  is  principally  used  for  the  making  of  coarse  woven  fabrics, 
such  as  gunny  sacks  and  bagging,  where  cheapness  is  of  more 
consequence  than  durability.f  It  also  finds  considerable  use  in 
the  tapestry  trade,  being  used  as  a  binding-thread  m  the  weaving 


*  Samples  o(  jute  fibre  exposed  for  Iwo  hours  to  steam  at  3  atmospheres,  fol- 
lowed by  boiling  in  water  for  three  hours,  and  again  steamed  for  four  hours,  lost 
ai.39  per  cent,  by  weight,  being  about  three  times  as  great  a  loss  as  that  suffered 
by  hemp,  Manila  hemp,  phonnium,  and  coir.  A  similar  test  for  jute  with  flai, 
hemp,  ramie,  and  other  fibres  showed  as  great  a  loss,  while  flax  lost  less  than  4 
per  cent,  and  ramie  a  small  fraction  under  1  per  cent. 

t  Jute  is  the  cheapest  fibre  used  in  American  textile  manufacturing,  and  it  is 
employed  in  greater  quantities  than  any  other  except  cotton  and  sisal. 
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of  carpets  and  nigs.  On  account  of  its  high  lustre  and  iineness, 
it  is  also  adapted  for  the  preparation  of  cheap  pile  fabrics  for  use 
in  upholstery.  Of  late  years  a  variety  of  novelty  fabrics  for  dress- 
goods  have  also  been  made  from  jute,  used  in  conjunction  wiih 
woolen  yams.-    Jute  has  also  been  used  extensively  as  a  substitute 


Fig.  77, — Cro&s-section  of  Jule-siraw.  Shewing  transverse  section  of  portion  of 
basl  only,  gi^'ing  the  anatomy  of  the  fibrous  tissue,  Ihe  form  o(  the  bast- 
cells,  and  the  thickening  of  the  cell-waits.     (Cross  and  Bevan.) 

for  hemp,  for  which  purpose  the  former  is  rendered  very  soft  and 
pliable  by  treatment  with  water  and  oil.  A  mixture  of  20  parts 
of  water  with  2.5  parts  of  train-oil  is  sprinkled  over  100  parts  of 
jute  fibre.  It  is  left  for  one  to  two  days,  then  squeezed  and 
heckled,  whereby  the  fibres  become  very  soft  and  isolated.  Jute 
is  also  largely  used  in  the  manufacture  of  twine  and  smaller  sizes 
of  rope.    Owing  to  its  cheapness,  it  is  used  to  adulterate  other  more 
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\-aluable  fibres,  but  due  to  its  tendency  to  rapid  deterioration,  its 
use  in  this  connection  should  not  be  encouraged.  The  "  jute 
butts  "  and  miscellaneous  waste  are  extensively  employed  as  a 
raw  material  in  the  manufacture  of  paper. 


— Jule  Fibre.     (X300.)     L,  lumen;   C,  1 

of  fibre.     (Micrograph  by  author.) 


2.  Ramie,  or  China  Grass,  is  a  fibre  obtained  from  tti!  bast  of 
the  stingless  nettle,  or  BcEhmeria.  Alt' ough  frequent'.y  con- 
founded in  trade,  ramie  and  China  grass  are  in  reality  two  dis- 
tinct fibres.  The  former  (also  known  as  rhea)  is  obtained  from 
the  Btehmeria  lenacissima,  which  grows  best  in  tropical  and  sub- 
tropical countries.  The  latter  is  obtained  from  Bahmerta  ttivea, 
which  grows  principally  in  the  more  temperate  climes.*    Ti  e 


•  The  lamie  plant  is  of  more  robust  habit  and  has  larger  leaves,  which  are 
green  on  both  sides;  hence  the  name  green  ramie,  which  its  fibre  sometimes  receives 
in  trade.  The  China  grass  plant  has  leaves  which  are  while  felted  beneath;  hence 
the  name  white  ramie  sometimes  given  to  its  fibre. 
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two  species,  however,  are  so  similar  in  nature,  and  the  fibres  are 
so  universally  confounded  with  one  another,  that  it  is  only  possi- 
ble to  consider  them  as  a  single  substance,  which  will  be  done 
under  the  name  of  ramie.  The  plant  is  a  shrub,  reaching  4  to 
6  feet  in  height,  and  is  very  hardy.  It  is  cultivated  largely  in 
China  and  India,  and  has  also  been  grown  successfully  in  Amer- 
ica.* 

The  fibre  of  ramie  is  very  strong  and  durable,  probably  rank- 
ing first  of  all  vegetable  fibres  in  this  respect.f     It  is  also  the  least 


Fig.   79.— Ramie  Fibre.     {X300.) 

(After  Cr 


sections;    6,  longitudinal  \ 
LS  and  Bevan.) 


affected  by  moisture.  It  has  three  times  the  strength  of  hemp, 
and  the  fibres  can  be  separated  to  almost  the  fineness  of  silk. 
The  fibre  is  exceptionally  white  in  color,  being  almost  compa- 
rable to  bleached  cotton  in  this  respect,  and  does  not  appear  to 


*The  use  of  China  grass  or  ramie  was  probably  tinown  to  the  Chinese  at  a 
very  early  period;  some  writers  have  also  attempted  to  show  thai  it  was  used  in 
Egypt  several  thousand  years  ago  contemporaneously  with  flax  for  the  prepara- 
tion of  mummy -cloths, 

t  From  experiments  made  on  (tie  tensile  strength  of  isolated  filaments  of  ramie, 
il  appears  that  this  fib:e  has  a  breaking  strain  of  from  17  to  18  grams.  Ramie 
degummed  in  the  laboratory  of  Frftny  showed  a  breaking  strain  of  from  3:  to  la 
grams,  and  by  very  careful  degumralng  it  has  been  possible  to  allain  a  strength  of 
from  35  to  40  grams.     Isolated  fibres  of  hemp  show  a  breaking  strain  of  only 
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have  any  natural  coloring- matter  at  all.     It  also  has  a  high  lustre, 
excelling  linen  in  this  respect.* 

The  following  table  gives  the  chief  physical  factors  of  the  ramie 
fibre  in  comparison  with  the  other  principal  fibres: 


Rwnie. 

Hemp. 

Fl»i. 

Silk. 

Cotton. 

Tension 

lOO 

36 

75 
95 

So 

■3 
400 
600 

400 

Having  such  excellent  qualities  as  a  fibre,  it  would  be  natural 
tiiat  ramie  should  have  had  considerable  attention  bestowed  upon 


Fig.  80. — Ramie  Fibre.  (X34o.)  ",  swollen  displaccmentsi  r,  fissures;  t,  point 
or  end;  q,  cross^ections;  >,  iiuier  layers  of  fibre-ws.ll;  /,  lumen;  ich,  strait- 
fications.    (Hahnel.) 

it.    The  chief  difficulty  in  the  way  of  its  universal  and  wide-spread 
adoption  has  been  the  lack  of  an  efficient  process  for  properly 

*  CoUoniud  ramie  is  fibre  on  which  the  degumming  process  has  been  carried 
100  far,  with  Ihe  result  that  the  individual  filaments  have  been  more  or  less  sepa- 
rated into  their  elements;  the  fibre  is  white,  but  without  the  characterisiic  trans- 
parency and  lustre  of  ordinary  ramie. 
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decorticating  the  fibre  from  the  rest  of  the  plant.  In  China  and 
India,  where  this  fibre  has  long  been  employed  for  the  weaving  of 
the  finest  and  most  beautiful  fabrics,*  the  decortication  of  the 
fibre  is  carried  out  by  hand.  This,  of  course,  would  be  imprac- 
ticable in  western  countries. 


Fic.  8i.— R.imie  Fibre.  (X350.)  L,  lumen;  C,  granular  malter  in  lumen; 
S,  long  shrt-ds  of  mauer  in  lumen;  K,  knols  in  fibre,  (Micrograph  by 
author.) 

On  French  authority  it  is  stated  that  the  yield  of  decorticated 
fibre  from  the  green,  unstrippcd  stalks  amounts  to  about  2  per 
cent.,  and  of  dcgummed  fibre  about  i  per  cent.  Based  on  the 
weight  of  dry,  stripped  stalks,  the  yield  of  the  degummed  fibre 
wolM  be  about  10  per  cent. 

The  bast  of  the  ramie  cannot  be  removed  from  the  woody 
tissue  in  which  it  is  imbedded  by  a  simple  retting,  as  in  the  case  of 
flax  and  other  bast  fibres.     It  must  undergo  a  severe  mechanical 

*  The  brilliant  and  transparent  fabrics  known  in  China  as  A-fou  and  sold 
in  England  under  Ihe  name  of  gross-clutli  arc  made  from  ramie. 
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treatment,  whei-eby  the  outer  bark  is  removed.  The  long,  fibrous 
tissue  so  obtained  consists  of  the  ramie  filaments  held  together  in 
the  form  of  a  ribbon  by  a  large  quantity  of  gum,  and  before  the 
fibres  can  be  combed  out  this  gum  must  be  removed  by  chemical 
treatment.    The  gummy  matters  seem  to  consist  essentially  of 


Fio.  82. — Cross-section  of  Ramie-straw,      Showing   t 

region  only;   the  bast-fibres  are  to  be  distinguished  by  their  large  area  from 
the  adjacent  tissue.     (Cross  and  Bevan.) 

pectose,  cutose,  and  vasculose.  In  the  degumming,  the  object  is 
to  remove  these  substances  without  affecting  the  cellulose  of  the 
fibre  proper.  The  vasculose  and  cutose  may  be  dissolved  by 
treatment  with  soap  or  caustic  alkalies  employed  under  pressure. 
The  adhering  pectose  can  then  be  detached  mechanically  by 
washing. 
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Though  ramie  has  many  excellent  qualities  to  recommend  it 
as  a  textile  fibre  for  definite  uses,  nevertheless  it  lacks  the  elas- 
ticity of  wool  and  silk  and  the  flexibility  of  cotton.  As  a  result 
it  yields  a  harsher  fabric,  which  has  not  the  softness  of  cotton. 
Owing  to  its  smooth  and  regular  surface,  it  is  difficult  to  spin  to 
fine  counts,  as  the  fibres  lack  cohesion  and  will  not  adhere  to 
each  other. 

Microscopically  the  ramie  fibre  is  remarkable  for  the  large 
size  of  its  bast-cells.     These  are  from  60  to  250  mm,  in  length  and 


Fig,  83. — Ramie  Fibre.     (X4»o.)     Showing  Ihe  longitudinal  ridges  and  knot* 
like  cross-markings.     (Micrograph  by  author.) 

up  to  80  /(  in  width.  The  diameter  of  the  fibre  is  also  charac- 
teristically uneven,  sometimes  narrow  with  heavy  cell-walls  and 
well-defined  lumen  and  at  other  times  broad  and  fiat  with  an  in- 
distinct lumen,  but  showing  heavy  striations  along  the  fibre.  The 
ratio  of  the  length  of  the  fibre  to  its  breadth  is  about  2400.  The 
fibre  consists  of  pure  cellulose  with  no  indication  of  the  presence 
of  any  lignin  as  iodin  and  sulphuric  acid  give  a  pure  blue  stain, 
and  anilin  sulphate  gives  no  color.  In  an  ammoniacal  solution 
of  copper  oxide  ramie  becomes  greatly  swollen,  but  does  not 
dissolve.*     Along  the  fibre,  joints   and   transverse  fissures  are 

*  The  ramie  fibre  gives  a  blue  coloration  with  the  chlor-iodide  of  zinc  reagent, 
and  rose-red  with  chlor-iodide  ot  calcium;   vkile  ramie  gives  no  coloration  with 
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of  frequent  occurrence  (see  Fig.  8i},  The  lumen  is  espedatl; 
broad  and  easily  noticeable.  The  ends  of  the  fibre  elements  have 
a  thick-walled,  rounded  point,  and  the  lumen  is  reduced  to  a 
line.  At  places  the  lumen  appears  to  be  more  or  less  filled  with 
granular  matter,  and  sometimes  with  long  uneven  shreds  of 
matter,  evidently  dried-up  albuminous  matter.  The  cross-section 
of  the  fibre  (see  Fig.  80)  shows  usually  only  a  single  element  or  a 
group  of  but  a  few  members.  The  cross-section  is  also  quite 
large,  and  is  elliptical  in  shape;  the  lumen  appears  open,  and 
frequently  contains  granular  matter.  The  cross-section  also 
frequently  shows  strong  evidence  of  stratification.  The  filfcs 
are  frequently  very  broad,  and  at  these  parts  are  fiat  and  ribbon- 
like in  fonn,  but  are  never  twisted  (see  Fig.  81). 

Miiller  gives  the  following  analysis  of  the  raw  fibre  of  samples 
of  both  China  grass  and  ramie: 


S^ 

RanW. 

1.87 

S-63 
10.15 
10.34 

13.70 

Water  (hygroscopic) 

Intercellular  substances  and  pectin.  . 

3.  Hemp  is  a  name  applied  to  a  lai^e  number  of  bast  fibres 
more  or  less  analogous  in  appearance  and  properties.*    Hemp 

anilin  sulphate,  but  green  ramie  gives  a  slight  yellow  color,  which  seems  to  indj. 

cute  a  slifjil  degree  of  lignifaction  in  the  case  of  the  latler  fibre. 

*  Among  the  difierent  varieties  of  hemp  appearing  in  trede  may  be  Mtumerated 

the  following  (Dodge); 

Ambari  (or  bronn)  hemp Hibiicui  cannaHnus 

Bengal  (or  Bombay)  hemp Crotataria  juncea 

Black-fellow's  hemp Cemmtriimia  fraieri 

Bowstring  hemp  (Africa) Sansevieria  guineeniit 

Bowstring  hemp  (Florida) S.  longijiora 

Bowstring  bemp  (India). S.  roxburghiana 

Calcutta  bemp Jute 

Cebu  hemp Musa  textilU 

Colorado  Kiver  hemp Scsbania  macrocarpa 

I         Cretan  hemp Dalisca  eannabina 


byGoo'^lc 


298  THE  TEXTILE  FIBRES 

proper,  or  the  so-called  common  hemp,  is  derived  from  the  bast 
of  Cannabis  saliva.  This  is  a  shrub  *  growing  from  6  to  1 5  feet  in 
height,  and  though  originally  a  native  of  India  and  Persia,  it  is 
now  cultivated  in  nearly  all  the  temperate  and  tropical  countries 
of  the  world.  At  the  present  time  it  is  quite  extensively  grown 
in  Anierica,f  though  not  as  yet  in  sufficient  amount  to  satisfy  the 
home  consumption.  Russia  produces  an  enormous  quantity  of 
hemp;  in  fact,  this  fibre  forms  one  of  that  country's  staple  articles 

Cuban  hemp Furtraa  cttbtniU 

False  hemp  (American) Rhus  typhina 

False  sisal  hemp Agave  decipietit 

Giant  hemp  (China) Cannabis  gigantea 

Hayti  hemp Agave  fatida 

ISt  hemp Sansevieria  tylindrica 

Indian  hemp Apocynum  cannnMnHM 

Jubbulpore  hemp  (Madras) Crolalaria  le»uifolia 

Manila  hemp Miua  textilii 

New  Zealand  hemp  (or  Qax) Phormium  tenax 

Pangane  bemp Santevieria  kirkH 

Pita  bemp Yucca  sp. 

Fua  bemp  (India) MaotiUa  puya 

Queensland  hemp Sida  relusa 

Rangoon  hemp Laportea  gigat 

Roselle  hemp Hibiscui  sabdtiriffa 

Sisal  hemp Agave  rigtda 

Sunn  hemp Crotaiaria  juncta 

Swedish  hemp Uriiea  dioUa 

Tampico  hemp Agave  heUraamOia 

Water  hemp. Eupatoriam  cati'naiiirHHit 

Wild  hemp MaeiUia  puya 

*  Hie  hemp  is  an  annual  ptanl,  with  a  straight  stalk,  and  elon^led,  highly 
denlated  leaves.  The  latter  have  a  narcotic  odor,  and  occur  in  bunches  of  three, 
five,  or  seven.  The  flower  is  apetalous  and  develops  into  the  well-known  hemp- 
seed  on  maturity.  The  hemp  plant  is  dicecious;  that  is,  it  belongs  to  the  class 
of  plants  in  which  the  sexes  are  divided,  some  stems  bearing  only  clusters  of  male 
flowers  (panicles),  while  others  bear  only  female  floivera  (catkins).  The  female 
plant  grows  from  6  to  8  feet  in  height,  while  the  male  plant  {fimbte  hemp)  is  shoiler. 
■f  Several  varielies  of  hemp  are  grown  in  this  country;  that  cultivated  in  Ken- 
tucky and  having  a  hollow  stem  being  most  common.  China  hemp  and  Smyrna 
hemp  are  also  grown,  and  in  California  Japanese  hemp  is  cultivated  and  gives  a 
tt'markably  fine  product.  Five  varieties  of  hemp  appear  to  be  cultivated  in 
Europe;  the  common  hemp,  Bologne  hemp  (known  also  as  Piedmonlese  hemp  or 
great  hemp),  Chinese  hemp,  small  hemp  (the  Canapa  piccola  of  Italy),  and  Ara- 
bian hemp.  The  latter  is  also  known  as  Takrousi  and  is  chiefly  cultivated  for 
its  resinous  principle,  from  which  hasheesh  is  obtained. 
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of  export.  Poland  is  abo  a  large  producer.  French  hemp, 
though  not  grown  to  such  an  extent,  b  much  superior  in  quality 
to  that  from  either  Russia  or  Poland,  it  being  fine,  white,  and 
lustrous.  Italian  hemp  is  also  of  a  very  high  grade.  In  India 
hemp  is  not  grown  so  much  for  its  fibre  as  for  the  narcotic 
products  obtained.    Japanese  hemp  is  of  excellent  quality,  and 


Fro.  84— Hemp  Fibres.     (X300.)     (Micrograph  by  author.) 

appears  in  trade  in  the  form  of  very  thin  ribbons,  smooth  and 
glossy,  of  a  light  straw  color,  and  the  frayed  ends  showing  a  fibre 
of  exceeding  fineness.  Hemp  appears  to  have  been  the  oldest 
textile  fibre  used  in  Japan. 

The  hemp  fibre  is  obtained  from  the  plant  by  a  process  of 
retting  similar  to  that  employed  for  flax,*  The  method  of  dew- 
retting  is  chiefly  used;  that  is,  the  stalks  are  spread  out  in  the 
fields  tmtil  the  action  of  the  elements  causes  the  woody  tissue 

•  The  plant  is  ready  for  pulling  when  the  fower  leaves  become  limp  and  the 
lip  ot  the  ^alk  tums  yellowish.  The  male  plants  are  pulled  first  and  ibe  (emalc 
plants  about  3  to  3  weeks  later. 
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and  gums  enclosing  the  fibres  to  decompose.*  Retting  in  pools 
of  water  has  been  practised  to  a  slight  extent,  but  evidently  not 
with  much  success-t  It  is  said  that  loo  parts  of  raw  hemp  furnish 
25  parts  of  raw  fibre  or  filasse;  and  loo  parts  of  the  latter  yield 
65  parts  of  combed  filasse  and  32  parts  of  tow.t 


Fig,  85.— Hemp  Fibres.    (X300,)    £,  longitudinal  views;  c,  ends;  o  cross-sections. 
(After  Cross  and  Bevan.) 

The  seed  of  the  hemp  plant,  like  that  from  flax,  is  also  utilized 
for  the  oil  it  c<Hitains;  §  100  parts  of  seed  furnish  27  parts  of  oiL 

*  Hemp  fibre,  prepared  by  water-retting  as  practised  in  It^ly,  is  of  a  creamy 
while  color,  lustrous,  soft,  and  pliable.  It  maJces  a  satisfactoiy  substitute  for 
flax,  and  is  used  for  medium  grades  of  nearly  all  classes  of  goods  commooly  made 
from  flan,  except  Ihe  finer  linens.  When  prepared  by  dew-retting,  as  prartised  in 
this  country,  the  fibre  is  gray,  and  somewhat  harsh  to  the  touch.  It  is  used  for 
yacht  cordage,  ropes,  fishing-lines,  Itnen  crash,  homespuns,  hemp  carpets,  and 
as  warp  in  making  all  kinds  of  carpets  and  rugs.     {Yearbook,  Dept.  Agric,  1903.) 

t  Baden  hemf,  which  is  a  much-prized  variety,  is  prepared  by  stripping  the 
bast  from  the  retted  stalks  by  hand.     The  product  is  entirely  free  from  shives. 

%  The  commercial  fibre  is  pearly  gray,  yellowish  or  greenish  to  brown  in  color, 
and  from  40  to  So  inches  in  length.  Its  fineness  of  staple  is  less  than  that  of  linen, 
though  its  tensile  strength  is  appreciably  greater.  The  best  qualities  of  hemp  are 
very  light  in  color  and  possess  a  high  lustre  almost  equal  to  that  of  linen.  The 
annual  production  of  hemp  fibre  is  about  600,000,000  pounds. 

J  Hemp  seed  yields  a  greenish -colored  oil  having  a  peculiar  odor.  It  is  used 
in  the  making  of  green  soap  for  the  preparation  of  artists'  colors  and  varnishes, 
and  in  some  localities  for  Ihe  making  of  oil-gas.  Hemp  seed  is  also  used  as  a 
bird  food,  and  In  some  countries  (Russia)  is  an  article  of  diet. 
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So  this  forms  an  extensive  and  important  by-product  in  the  culti- 
vation of  hemp. 

Under  the  microscope  the  hemp  fibre  is  seen  to  consist  of 
cell  elements  which  are  unusually  loi^,  averaging  about  20  nwn. 
in  length,  but  varying  from  5  to  55  mm.  The  diameter,  however, 
is  very  small,  averagii^  22  n,  and  varyii^  from  16  to  50  ;i.    Hence 


Fio.  86.^Part  of  Cross-section  of  Hemp  Stalk.    (Xioo.)    B,  woody  tissue;  /, 
secondary  layer  of  fibres;  F,  main  layer  of  fihres.     (After  Le  Comte.) 

the  ratio  between  the  length  and  diameter  is  about  1000.  The 
fibre  is  rather  uneven  in  its  diameter,  and  has  occasional  attach* 
ments  of  fragmentary  parenchymous  tissue.  In  its  linear  struc- 
ture the  fibre  exhibits  frequent  joints,  longitudinal  fractures,  and 
swollen  fissures.  The  lumen  is  usually  broad,  but  towards  the 
end  of  the  fibre  it  becomes  like  a  line  (see  Fig.  89).  It  shows 
scarcely  any  contents.  The  ends  of  the  filaments  are  blunt  and 
very  thick-walled,  and  often  possess  lateral  branches.  The  cross- 
section  generally  shows  a  group  of  cells  which  nearly  always  have 
rounded  edges  and  are  not  so  sharp-angled  and  polygonal  as  in 
the  case  of  jute.  There  is  also  a  median  layer  between  the  cells, 
which  is  evidenced  by  it  turning  yellow  on  treatment  with  iodin 
and  sulphuric  acid.*  In  the  section  the  lumen  appears  irregular 
♦  The  intercellular  (median  layer)  matter  which  binds  the  elements  of  (he 
hemp  together  contains  vasculose,  and  even  the  cellulose  o£  the  fibre  itself  appears 


byGoo'^lc 


302  THE   TEXTILE  FIBRES. 

and  flattened,  ar.d  does  not  show  any  contents.  The  cell-walls 
frequently  exhibit  a  remarkable  stratification,  the  different  layers 
yielding  a  variety  of  colors  on  treatment  with  iodin  and  sul- 
phuric acid. 

When  examined  under  polarized  light,  hemp  shows  very  bright 
colors  similar  to  linen  and  ramie.     Hemp  also  gives  the  following 


Fig.  87,— Hemp  Fibres  Treated  with  Schweiizcr's  Reagent.  (X300.)  ^,  stnmgly 
Hgnilied  tibrc;  B,  fibn  free  from  ligneous  matter;  i,  i,  skin  of  inner  canal; 
a,  e^ttemal  ligneous  tissue;  s,  swollen  cellulose.     (After  Wieaner.) 

microchemical  reactions:  (a)  with  iodin-sulphuric  acid  reagent, 
bluish  green  coloration;  (b)  with  chlor-iodidc  of  zinc,  blue  or 
violet,  with  traces  of  yellow;  (c)  chlor-iodide  of  calcium,  rose 
red  with  traces  of  yellow;     (d)  anilin  sulphate,  yellowish   green 

to  be  impregnated  with  this  substance.  This  is  the  cause  of  the  stratified  appear- 
ance of  the  cell-wall  when  the  Qbre  is  treated  with  the  iodin-sulphuric  acid  reageol. 
When  the  hemp  fibre  is  viewed  longitudinally  and  is  treated  with  the  above  re- 
agent, a  green  color  is  obtained,  due  to  the  mixing  of  the  yellow  of  the  vasculose 
layer  and  the  blue  of  the  cellulose  layer.  By  Ibis  means  hemp  may  readily  be 
distinguished  from  linen,  which  gives  a  characteristic  blue  color. 
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coloration;  (e)  ammoniacal  fuchsin  solution,  pale-red  colora- 
tion; (/)  with  Schweitzer's  reagent  the  hemp  fibres  swe'il  irregu- 
larly with  a  characteristic  appearance  (see  F^.  87)  and  after  a 
while  dissolve  almost  completely,  leaving  only  the  fragments  of 
parenchymous  tissue. 

Hemp  is  sometimes  difficult  to  distinguish  microscopically  from 
flax;  but  the  two  may  readily  be  told  by  an  examination  of  the 


Fig.  88. — Fibres  of  Hemp.     (X300,)     Showing  longitudinal  fissures  and  trans- 
verse cracks  and  jointed-lilce  structure.     (Micrograpli  by  author.) 

ends  of  the  fibres,  hemp  nearly  always  exhibiting  specimens  of 
forked  ends,  whereas  flax  never  has  this  peculiarity.  The  fibres 
of  hemp  are  also  less  transparent  than  those  of  linen,  and  the 
interior  canal  is  often  more  difficult  to  distinguish,  on  account 
of  the  numerous  striations  on  the  surface.  The  difference  in  the 
appearance  of  the  cross- sections  is  also  of  service  in  discriminating 
between  these  two  fibres.  Again,  the  parenchymous  tissue  which 
frequently  occurs  as  attached  fragments  to  hemp  fibres  is  rich  in 
star-shaped  crystals  of  calcium  oxalate,  and  this  is  scarcely  ever 
to  be  noticed  in  the  case  of  flax,  A  peculiarity  to  be  noticed  in 
the  examination  of  hemp  is  the  occasional  presence  of  long  narrow 
cells  filled  with  reddish  brown  matter,  insoluble  in  the  ordmary 
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solvents.  These  cells  occur  between  the  fibres  as  well  as  in  the 
bast,  and  probably  contain  tannin.  They  are  not  to  be  found  in 
flax.  The  behavior  of  isolated  hemp  cells  with  ammoniacal 
copper  oxide  solution  is  also  quite  characteristic;  the  cell  mem- 
brane acquires  a  blue  to  a  bluish  green  color,  and  swells  up 
like  a  blister,  showii^  sharply  defined  longitudinal  striations. 


Fig.  89. — Hemp  Fibres.     CX300.)     L,  lumen;    /,  jomt-like  structure. 
(Micrograph  by  author.) 

The  inner  cell- wall  remains  intact  in  the  form  of  a  spirally  wound 
tube  contained  inside  the  strongly  swollen  mass  of  the  fibre. 

The  hemp  fibre  is  not  composed  entirely  of  pure  cellulose,  as 
it  gives  a  yellow  to  yellowish  green  coloration  with  anilin  sulphate, 
and  a  greenish  color  with  iodin  and  sulphuric  acid.  Both  hydro- 
chloric acid  and  caustic  potash  give  a  brown  coloration,  while 
ammonia  produces  a  faint  violet.  It  appears  to  be  a  mixture  of 
cellulose  and  bastose,  Miiller  gives  the  following  analysis  of  a 
sample  of  the  best  Italian  hemp. 
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Percent. 

Ash 0.83 

Water  (hygroscopic) 8.88 

Aqueous  eitraec 3.48 

Fat  and  wax o.t6 

Cellulose 77-77 

Intercellulaj  matter  and  peclin  bodies 9'3t 

Hemp  appears  to  contain  more  hygroscopic  moisture  than 
cotton  or  linen.    Samples  examined  by  the  author  contained 


FlO.  90. — Sunn  Hemp.  {X335.)  L,  view  of  middle  portion;  v,  joints;  /, 
lumen;  1,  pointed  ends;  f,  cross-sections;  m,  outer  layer  at  fibre;  i,  inner 
layei-s.      (HQhnel.) 

8  per  cent,  moisture  compared  with  6  per  cent,  for  cotton  under 
the  same  conditions.  At  the  Roubaix  conditioning  house  the 
regain  allowed  on  hemp  is  ra  per  cent,,  and  this  same  figure 
was  fixed  by  the  International  Congress  at  Turin, 

Hemp  is  principally  employed  for  the  manufacture  of  twine 
and  cordage,  for  which  its  great  strength  eminently  adapts  it ;  and, 
besides,  it  is  a  very  durable  fibre,  and  is  not  rotted  by  water.  In 
this  respect  it  differs  very  essentially  from  jute.  It  is  seldom  used, 
however,  for  woven  textiles,  as  it  is  harsh  and  stiff,  and  not  suffi- 
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ciently  pliable  and  elastic  It  also  possesses  a  rather  dark  brown 
color,  and  cannot  be  successfully  bleached  without  serious  injury 
to  the  quality  of  the  fibre.* 


FiC.  91.— Leaf  and  Blossom  ot  Crolalaria  juncea.     (After  Bulletui  U.  S. 
Dcpl.  Agric.) 

4.  Sunn  Hemp  is  the  bast  fibre  of  the  Crotalaria  juncea;  it 
is  also  known  by  the  names  of  Conkanee,  Indian,t  Brown,  and 

*  Cuban  hemp  of  tradf  is  Ihe  fibre  from  Furaaa  cuUnsis,  a  plant  native  lo 
tropical  America,  and  baviog  long  leaves  in  which  the  &bre  is  found.  The  fibre 
is  of  very  good  quality  and  is  similar  to  sisal  hemp.  Another  species,  the  F.  gi- 
gantea,  or  giant  lily,  also  gives  a  good  fibre  which  closely  resembles  sisal  hemp 
and  no  doubt  is  often  sold  in  trade  for  this  latter  fibre.  It  is  also  grown  in  tropi- 
cal'America,  nod  the  fibre  is  called  by  the  natives  fique,  and  is  principally  em- 
ployed forthemakingofbaggmg,hotse  blankets,  etc.     It  b  known  in  Venezuela  as 

f  True  Indian  hemp  Is  the  bast  fibre  From  Apocynum  cannabinum;  this  fibie 
is  a  light  cinnamon  in  color  and  is  long  and  tenacious.  It  was  principally  em- 
ployed by  the  Norih  American  Indians  who  made  bags,  mats,  belts,  and  cordage 
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Madras  hemp.  It  grows  abundantly  in  the  countries  of  southern 
Asia,  and  is  largely  used  in  the  manufacture  of  cordage.  It 
appears  to  have  been  one  of  the  earliest  fibres  mentioned  in 
Sanscrit  literature.*  The  fibre  is  obtained  from  the  plant  by  a 
system  of  retting  very  similar  to  that  of  flax.  The  fibre  of  sunn 
hemp  is  of  a  better  quality  than  jute,  being  lighter  in  color,  of 
a  better  tensile  strength,  and  more  durable  to  exposure. f  Dr. 
Wright  gives  the  following  table  (page  308)  for  the  strength  of 
several  cordage  fibres.  % 

from  it.  Spon  menlioDs  Indian  hemp  under  the  common  name  of  "Colorado 
hemp,"  but  this  latter  name  really  beloi)gs  to  the  fibre  from  Sabania  macrocarfa. 

*  It  was  luiown  in  the  Institutes  of  Menu  under  the  name  of  Sana.     This  hemp 
was  also  probably  tnown  to  the  Chinese  at  a  very  remote  dale. 

t  The  following  tables  of  comparative  tensile  strengths  for  various  cordage 
fibres  have  been  adopted  from  Royle's  work  on  The  Fibrout  Plaids  oj  India;  the 
tests  were  made  on  ropes  of  the  same  size  and  i.a  metres  in  length. 
I.  CoufAKAiivE  Stkengtb,  Dky  and  Wet. 

Fibre.  Kiloa.  Kikx. 

Hemp  fiom  Calcutta 73  86 

Sunn  hemp  (fresh  retted) 51  ^a 

"        "     (retted  after  drying) fj  35 

Jute  (Carehorus  Mpsularis) 65  66 

"     (C.  oUioriut) 5t  56 

"     (C.  siriauj) 47  s' 

Gambo  hemp  {Hibiscus  cannabinus) ja  60 

Roselle  hemp  {H.  sabdariffa) 41  53 

Hibistut  abtlmotehtts 49  41) 

Ramie  {Bahmeria  Itttaeissiimi) no  ia6 

IL  CouFABATivE  Strength  op  Pbepabed  Ropes,  and  after  Steepino  im 
Water  116  Days. 

Pnpued  Rop«.  VTatsr-Maked. 


Natural.   Tanned 


Teired. 


63 


Hemp,  English. . 
Hemp,  Calcutta. 

Coir 39  — 

Sunn  Hemp 31  31  ; 

Jute 3»  3'  ' 

Linen,  Calcutta. 17  — 

Agave  anuricana 50  36  ; 

Sanievieria  ztylanica 54  33 

}  According  to  Roxburgh,  similar  lines  of  jute  and 
following  comparative  tensile  strengths: 

Dry. 

Jute- 143 

Sunn  hemp 160 


1  hemp  showed  the 
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SuDH  bemp 407 

Cotton  rope 346 

Hemp 290 

Coir 334 

In  appearance  sunn  hemp  is  very  similar  to  hemp,  both  to 
the  naked  eye  and  under  the  microscope.  The  essential  distinc- 
tion between  the  two  is  in  the  cross-section  {see  Fig.  90),  which 
^ows  the  presence  of  a  very  thick  median  layer  of  lignin  between 
the  individual  cells.  The  lumen  in  the  cross-section  is  also 
usually  rather  thick,  and  often  contains  yellowish  matter  differ- 
ing in  these  respects  from  hemp,  in  which  the  lumen  is  flat  and 
narrow  and  always  empty.*  With  iodin  and  sulphuric  acid  sunn 
hemp  gives  a  greenish  blue  coloration,  and  with  chlor-iodide  of 
zinc  brownish  blue.  This  would  indicate  that  the  fibre  is  of 
rather  pure  cellulose,  but  enveloped  with  a  layer  of  lignified 
tissue, 

Muller  gives  the  following  analysis  of  raw  sunn  hemp: 

Ash o.  61 

Water  (hygroscopic) 9.60 

Aqueous  extnct 3.81 

Fat  and  Wax 0.55 

Cellulose 80.01 

Pectin  bodies 6.41 

5.  Ambari  or  Gambo  H«mp  is  an  East  Indian  fibre  derived 
from  the  bast  of  Hibiscus  cannabinus.\    The  fibre  when  care- 

•  Anotlier  variety  of  Crelaiaria  used  for  its  fibre  is  tiie  C.  tentiifolia  from 
which  is  obtained  the  Jubbulpore  hemp.  This  fibre  is  said  by  some  lo  be  superior 
to  that  of  Russian  hemp  {Cannabil  saliva),  its  relative  tensile  strength  being  95 
pounds  lo  80  pounds  for  the  latter.  The  fibre  is  4  lo  5  feet  in  length,  and  resem- 
bles the  best  St.  Petersburg  hemp.  The  fibre  C  retusa  is  also  to  be  found  in 
India  under  the  name  of  sunn  hemp;  C.  sericea  and  C.  striata  are  other  species 
which  are  also  employed  for  fibre. 

t  Another  variety  of  Hibiscus  which  is  sometimes  used  as  a  fibre  plant  is  the 
H.  escttlciitus,  or  common  okra.  The  bast  of  this  plant  at  one  time  attracted 
considerable  attention  in  the  Southern  States  as  a  possible  substitute  for  jute  in 
the  manufacture  of  bagging  for  cotton.  The  fibre  is  said  to  be  as  white  as  New 
Zealand  Sax,  considerably  lighter  than  jute,  but  more  brittle  and  not  so  strong. 
The  filaments,  however,  are  smooth  and  lustrous  and  quite  regular.  It  is  used 
somewhat  in  India  for  the  manufacture  of  twine  and  cordage,  and  as  an  adut- 
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fully  prepared  is  from  5  to  6  feet  in  length ;  it  is  of  a  lighter  color 
than  hemp,  and  harsher.  Its  tensile  strength  is  somewhat  less 
than  that  of  sunn  hemp.  Like  the  latter  fibre,  it  is  principally 
used  for  cordage,  though  it  is  also  employed  in  India  for  the  man- 
ufacture of  a  coarse  canvas,*  In  its  microscopic  characteristics 
ambari  hemp  is  very  similar  to  jute;  the  length  of  the  fibre  ele- 
ments varies  from  2  to  6  mm,  and  the  diameter  from  14  to  ^^  /i. 
The  median  layers  of  lignin  between  the  cells  are  broad,  and  are 
colored  much  darker  than  the  imier  layers  of  the  cell-wall  when 

terani  Cor  julc.  According  to  the  tests  of  Dr.  Roxburgh,  the  fibre  of  Indian  okra 
gave  the  following  results  compared  with  hemp  and  jute: 

Bnaldns  Strain.  Poundi. 
Dry.  Wbi, 

Indian  okra 79  g$ 

Jute- 113  1*5 

Hemp  (Bengal) 15S  190 

HUntcus  cannabinus. 115  133 

H.  labdariSa. 95  117 

H.  strictia. 104  1 15 

H.  furcalui 89  91 

llie  bast  fibre  of  H.  tUiactus  (the  majagua)  has  some  interest  in  the  fact  that, 
according  to  the  experiments  of  Dr.  Roxburgh,  it  does  not  rot  when  immersed  in 
water  for  a  long  period,  as  most  other  fibres  do.  His  results  were  as  follows;  A 
cord  of  this  fibre  when  white  had  a  breaking  strain  of  41  lbs,,  when  tanned  61 
lbs.,  and  when  tarred  61  lbs.;  a  similar  cord  when  macerated  in  water  for  116 
days,  when  white  broke  with  40  lbs.,  when  tanned  55  lbs.,  and  when  tarred  70  lbs. 
English  hemp  and  Indian  hemp  when  treated  in  tlie  same  manner  were  found 
tp  be  rotten,  and  sunn  hemp  broke  with  O5  lbs.  and  jute  with  60  lbs. 

*  The  fibre  is  said  to  be  white,  soft,  and  silky,  and  some  claim  it  to  be  more 
durable  than  jute  for  the  manufacture  of  coarse  textiles.  In  the  opinion  of  the 
author,  however,  these  qualities  of  this  £bre  have  been  somewhat  overestimated, 
as  it  is  not  as  white  and  soft  as  such  descriptions  would  lead  us  to  expect.  Ac- 
cording to  Dodge,  the  fibres  of  a:nbari  hemp,  as  compared  with  Chose  of  ordinary 
hemp,  are  of  a  paler  brown  color,  are  harsher,  and  adhere  more  closely  together, 
though  the  separate  fibres  are  further  divisible  into  fine  fibrils  which  possess  con- 
siderable  strength  According  to  Walt,  the  fibres  of  ambari  hemp  are  largely 
employed  by  the  natives  of  India  for  the  manufacture  of  ropes,  strings,  and  sacks 
which  are  principally  used  among  the  agricultural  districts,  "The  length  of  the 
extracted  fibre  varies  between  5  and  10  feel;  the  fibre  is  somewhat  stiff  and  brittle, 
and  though  used  as  a  substilute  for  hemp  and  jute  is  inferior  to  both.  The  breakitig 
strain  has  been  variously  estimated  at  T15  to  190  pounds.  The  libre  is  bright  and 
glossy,  but  coarse  and  harsh.  Samples  of  the  fibre  exposed  for  two  hours  to  steam 
at  a  atmospheres,  followed  by  boiling  in  water  for  three  hours,  and  again  steamed 
for  four  hours,  lost  only  3.63  per  cent,  by  weight  as  against  flax  3.50)  Manila 
hemp  6.07;  hemp  6.18  to  8.44;  and  jute  11  39  per  cent." 
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treated  with  iodin  and  sulphuric  acid.  The  lumen  presents  the 
same  appearance  as  with  jute  (see  Fig.  92),  having  such  very 
marked  contractions  that  in  places  it  is  discontinuous.  The  ends 
of  the  fibres  are  very  blunt  and  thick-walled. 

6.  ffew  Zealand  Flax  differs  somewhat  from  the  preceding 
fibres  in  that  it  is  derived  not  from  the  bast,  but  from  the  leaves  of 


Fio.  91. — Gambo  Hemp.  (X315.)  e,  ends  with  blunt  points  and  wide  lumen; 
d,  lateral  branch;  /,  longitudinal  culting,  with  v,  intemiptions  in  lumen;  q, 
cross-sections,  with  L,  small  lumen;   m,  median  layers.     (Hohnel.) 

the  Phormium  tenax.  Bolanically  these  are  kno^n  as  sclerenchy- 
mous  fibres.  Apart,  however,  from  this  histological  difference, 
such  fibres  are  very  similar  in  general  structure  to  ordinary  bast 
fibres.  Phormium  tenax  is  a  native  of  New  Zealand,  but  is  also 
found  distributed  in  other  portions  of  Australasia;  it  has  been 
introduced  into  several  European  countries,  and  is  also  cultivated 
to  quite  an  extent  in  California.  The  fibre  of  New  Zealand  flax 
is  very  white  in  color,  is  soft  and  flexible,  and  possesses  a  high 
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lustre.*    In  tenacity  it  appears  to  be  superior  to  either  flax  or 
hemp,  as  is  seen  by  the  following  comparative  figures  (Royle).f 

Pound*. 

New  Zealand  flax. 13.7 

Flax II. 7S 

Hemp 16. 7S 

The  leaves  of  Phormium  ienax  reach  over  5  feet  in  length,  and 
the  fibre  is  separated  by  first  scraping  the  leaves  and  then  comb- 
ing out  the  separate  fibres.  No  process  of  retting  is  necessary,  as 
with  the  bast  fibres.}  The  method  of  preparii^  the  fibre,  how- 
ever, is  as  yet  very  unsatisfactory,  and  could  be  much  improved. 
The  amount  of  fibre  obtained  under  the  present  method  of  operat- 
ing is  from  10  to  14  per  cent,  on  the  weight  of  the  leaves,  although 
the  latter  contain  as  much  as  20  per  cent,  of  fibre. 

In  their  microscopical  characteristics  the  fibres  of  New  Zealand 
flax  are  remarkable  for  their  slight  adherence.  The  fibre  elements 
are  from  5  to  15  nun.  in  length  and  from  ioto20/<  in  diameter,  and 
the  ratio  of  the  length  to  the  breadth  is  about  550.  They  are 
very  r^ular  and  uniformly  thickened,  and  the  surface  is  smooth, 
though  occa^onally  exhibiting  wave-like  irregularities  in  the  cell- 
wall  (see  rig.  94).    The  lumen  is  very  apparent,  but  is  generally 

*  The  fibre  is  40  to  60  inches  long,  nearly  white,  fine,  and  rather  soft  for  a  leaf 
£bre.  It  is  used  as  a  substitute  for  sisal  in  binder  twine,  baling  rope,  and  medium 
grades  of  cordage,  and  is  made  up  largely  in  mixtures  with  Manila  or  sisal,  except 
in  the  cheaper  tying  twines.  By  extra  care  iu  preparation  and  hackling,  a  quality 
is  produced  almost  as  fine  and  soft  as  the  better  grades  of  flax,  and  when  thus 
prepared  it  may  be  spun  and  woven  into  goods  closely  resembling  linen.  (Kmt- 
book,  Dept.  Agtlc.,  1903.) 

t  Royle  also  furnishes  the  following  figures  for  the  breaking  strain  of  similar 
Topes  made  from  various  fibres: 


Pihre.  Kilos. 

Coir io» 

Gambo  hemp ij3 

SaiurUKria  weylanica. 144 

Cotton 157 

Pita. 164 

Sunn  faemp 1S5 

I  The  bundles  of  fibres  form  filaments  of  unequal  size,  which  are  easily  sepa- 
rated by  friction.  The  fibre  has  considerable  elasticity,  but  readily  cuts  with  the 
nail  (Dodge). 
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narrower  than  the  cell-wall  and  is  very  uniform  m  its  width. 
The  ends  are  sharply  pointed  and  not  divided.  The  cross- 
section  shows  rather  loosely  adhering  elements  and  is  very 
round  in  contour,  the  lumen  being  either  round  or  oval,  and 


FiO.  93,— New  Zealand  Flax.     (X300.)     (After  Le  Comte.) 

is  empty.  No  median  layer  of  lignin  is  apparent  between  the 
elements,  though  the  fibres  themselves  are  completely  Ugnified. 
With  iodin  and  sulphuric  acid  the  fibres  give  an  intense  yellow 


Fig.  94. — New  Zealand  Flax.     (X300.)     (Micrograph  bj  antbor.) 

coloration,  with  anilin  sulphate  a  pale  yellow,  with  chlor-iodide 
of  zinc  a  yellowish  brown,  with  ammoniacal  solution  of  fuchsin 
a  red;  with  Schweitzer's  reagent  the  fibres  are  rapidly  separated 
into  their  elements,  but  do  not  dissolve.    The  purified  fibre  of 
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New  Zealand  flax  is  rather  diiBcult  to  distinguish  microscopically 
from  aloe  hemp  or  from  Sansevieria  fibre,  except  by  the  rounded 
and  separated  cross-sections.  The  fibre  also  usually  contains 
a  substance  derived  from  the  sap  of  the  leaf,  which  possesses  the 
peculiarity  of  giving  a  deep  red  color  with  concentrated  nitric  acid. 
The  composition  of  the  hbre  is  as  follows  (Church) 


Water 

Gum  (tnd  other  di 


.  63. 


69 


New  Zealand  flax  is  principally  employed  in  the  making  of 
cordage  and  twine  and  floor-matting,  though  the  best  fibre  can 
also  be  woven  into  cloth  resembling  linen  duck.  It  has  been  used 
extensively  in  the  United  States  for  the  making  of  "  staff,"  being 


.   9S- — Msnila   Hemp.     (X300) 


■,  ends.     (After  Cross  and  Bevati.) 


,   longitudinal  views; 


mixed  with  plaster  for  this  purpose.*    The  chief  drawback  to  the 
fibre  of  New  Zealand  flax  is  its  poor  resistance  to  water. 

7.  Manila  Hemp  is  the  fibre  obtained  from  the  leaf-stalks  of 
the  Musa  texHlis,  a  variety  of  plantain  which  is  a  native  of  the 


Lvely  employed  for  the  building  of  temporary  s 
il  of  the  structures  of  the  Columbian  Expositio 
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Philippine  Islands.*  The  fibre  is  white  and  lustrous  in  appear- 
ance, light  and  stiff  in  handle,  and  easily  separated.  It  is  also  a 
very  strong  fibre,  and  of  great  durability.  In  the  Philippines  it 
is  known  as  abaca.\    The  coarser  fibres  are  used  for  the  manu- 


roT®"]  onaJoT®  fg  I®  \e)  (-alilj? 


FlG.9ti.— M&nila  Hemp.  (Xjas-)  f,  cross-sections;  i,  lumen  without  contents; 
J,  lumen  containing  granular  matter;  a,  silicious  skeleton  of  the  stegmata; 
b,  ions  of  stegmata,  flat  side;   c,  the  same,  narrow  side.     (HOhnel.) 

facture  of  cordage,  for  which  purpose  it  is  eminently  suited  on 
account  of  its  great  strength.J     The  relative    strengths  of  rope 

*  The  commercial  supply  of  Manila  hemp  is  obtained  from  the  Philippine 
Islands;   "cebu  hemp"  is  a  trade  variety. 

t  The  abaca  plants  attain  a  height  of  8  to  lo  feet,  the  trunk  being  composed 
chiefly  of  overlapping  leaf-sheaths.  When  the  flower-bud  appears,  the  entire 
plant  is  cut  off  dose  to  the  ground.  The  leaf-sheaths,  5  to  la  feet  in  length,  are 
stripped  oS,  separated  tangentially  into  layers  a  quarter  oE  an  inch  or  less  in  thick- 
ness, and  these  in  Cum  split  into  strips  i  to  1  inches  in  width.  While  yet  fresh 
and  green  these  strips  are  drawn  by  hand  under  a  knife  held  by  a  spring  against 
a  piece  of  wood.  This  scrapes  away  the  pulp,  leaving  the  fibre  clean  and  white. 
After  drying  in  the  sun  the  fibre  is  tied  in  bunches  and  taken  to  the  principal  towns 
or  to  Manila  to  be  baled  for  export,     {Yearbook,  Dept.  Agric,  1903.) 

J  The  best  grade  of  Manila  fibre  is  of  a  light  bufli  color,  lustrous,  and  very 
strong,  in  fine,  even  strands  6  to  11  feet  in  length.  Poorer  grades  are  coarser  and 
duller  in  color,  some  of  them  yellow  or  even  dark  brown,  and  lacking  in  strength. 
The  better  grades  are  regarded  as  the  only  satisfactory  material  known  in  com- 
merce for  making  hawsers,  ships'  cables,  and  other  marine  cordage  which  may  be 
exposed  to  salt  water,  or  for  well-drilling  cables,  hoisting  ropes,  and  transmission 
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made  from  English  hemp  and  that  made  from  Manila  hemp  are 
about  10  to  12  respectively.  The  finer  fibres,  which  require  to  be 
selected  and  carefully  prepared,  are  woven  into  a  very  high  grade 
of  muslin,  which  brings  a  good  price  even  in  Manila.*  Under  the 
microscope  Manila  hemp  shows  fibre  elements  of  3  to  12  mm,  in 
length  and  16  to  32  //  in  width,  the  ratio  of  the  length  to  the 
diameter  being  about  250.  The  bundles  of  fibres  are  very  large, 
but  by  treatment  with  an  alkaline  bath  are  easily  separated  into 
smooth,  even  fibres.  The  fibres  are  very  uniform  in  diameter,  are 
lustrous,  and  are  rather  thin-walled.  The  lumen  is  large  and 
distinct,  but  otherwise  the  fibre  does  not  exhibit  any  markings. 
The  cross-sections  are  irregularly  roimd  or  oval  in  shape,  and  the 
lumen  in  the  section  is  open  and  quite  large  and  distinct  (see 
Fig-  9S)-  The  fibre  bundles  frequently  show  a  series  of  peculiar, 
thick,  strongly  silicificd  plates,  known  as  stegmata.  Lengthwise 
these  appear  quadrilateral  and  solid,  and  have  serrated  edges  and 
a  roimd,  br^ht  spot  in  the  centre.  The  stegmata  may  be  best 
observed  after  macerating  the  fibre  bundles  in  chromic  acid  solu- 
tion ;  they  are  about  30  /i  in  ler^th.  On  extracting  the  fibre  with 
nitric  acid,  then  igniting,  and  adding  dilute  acid  to  the  ash  so 
obtained,  the  stegmata  will  appear  in  the  form  of  a  string  of  pearls, 
frequently  in  long  chains  with  sausage-like  links,  a  very  peculiar 
and  characteristic  appearance.  The  lumen  often  contains  a 
yellowish  substance,  but  no  distinct  median  layer  is  perceptible 
between  the  fibres.  Manila  hemp  is  a  llgnified  fibre,  and  gives 
a  yellow  color  with  anilin  sulphate;  iodin  and  sulphuric  acid  give 
a  golden  yellow  to  a  green  color;  caustic  soda  colors  the  fibre  a 
faint  yellow  and  causes  a  slight  distension;  anmioniacal  copper 
oxide  causes  a  blue  coloration  and  a  considerable  swclling.t 

ropes  to  be  used  where  great  strength  and  flexibility  are  required.  The  best 
grade  of  binder  twine  is  made  from  Manila  hemp,  since,  owing  to  its  greater 
strength,  it  can  be  made  up  at  650  feet  to  the  pound  as  compared  with  500  feet 
for  sisal.     {Ytarhook,  Dept.  Agric,  1903.) 

*  The  imports  of  Manila  hemp  into  ibe  United  States  during  1903  were  more 
than  500,000  bales  o(  270  lbs.  each.  During  the  past  ten  years  the  price  has 
ranged  from  4  to  14  cents  per  pound, 

t  Besides  the  Muta  Uxlilis,  the  fibre  from  the  following  varieties  is  also  utilized^ 
Uusa  paradUiMa.  M,  sapUittium,  and  M.  mindanensU  from  India  and  islands 
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According  to  MUller,  the  compositiori  of  Manila  hemp  is  as 
follows: 


Water 

Aqueous  extraci 

Fat  and  wai. 

Cellulose 64- 

Inccusting  and  pectin  mailers 
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8.  Sisal  Hemp  is  the  fibre  obtained  from  the  leaves  of  the 
Agave  rigida,  a  native  of  Central  America;  *  it  is  also  grown  in  the 
islands  of  the  West  Indies  f  and  in  Florida.!     The  fibre  has  a 

in  the  Pacific  Ocean;  M.  cavendishii  from  China;  Af,  tuseU  from  Africa.  The 
M.  lapientum  is  Ihe  common  baDaaa  plaat  or  plantain.  According  to  Dt.  Royle, 
who  experimented  with  some  Indian  varieties  of  (he  structural  fibre,  its  strength 
is  very  satisfactory.  His  results  are  as  follows:  A  Madras  specimen  bore  a  weight 
of  190  lbs.,  while  one  from  Singapore  stood  j6o  lbs.,  and  Russian  hemp  bore  190 
lbs.  A  i3-lhread  rope  of  plantain  fibre  broke  with  864  lbs.,  when  a  single  rope 
of  pineapple  broke  with  934  lbs.  Compared  with  English  and  Manila  hemps,  a 
rope  j1  inche:  in  circumference  and  2  fathoms  long  gave  the  following  results: 
The  plantain,  dry,  broke  ai  1,330  lbs.  after  immersion  in  water  34  hours;  tested 
7  days  after  1,387  lbs.;  and  after  10  days  immersion  3,050  lbs.  Manila  and 
English  hemp,  dry,  gave  4,669  and  3,885  lbs.  respectively. 

•The  fibre  of  the  Agave  was  probably  used  by  the  ancient  Mexicans  and 
Aztecs.  Cloth  woven  from  this  fibre  was  known  as  "nequen,"  and  it  is  interest- 
ing to  know  thai  the  Yucatan  name  of  the  commercial  sisal  hemp  at  the  present 
time  is  "henequen." 

t  The  commercial  supply  of  sisal  hemp  is  produced  in  Yucatan,  only  small 
quantities  being  grown  in  Cuba  and  the  Bahamas. 

\  The  true  sisal  hemp  of  Florida  is  the  Agave  rigida,  but  there  is  also  a  false 
sisal  hemp  from  Florida,  which  is  irequentiy  confused  with  the  other.  This  false 
sisal  hemp  is  obtained  from  Agave  decipiens,  which  is  found  wild  along  the  coast 
and  keys  of  the  Florida  peninsula.  There  is  considerable  difference  in  the  habit 
of  A.  decipiens  and  A.  rigida;  the  former  throws  out  its  mass  of  leaves  from  the 
top  of  a  foot-stalk,  the  leaves  radiating  like  a  star,  and  the  color  being  in  stiong 
contrast  with  the  surrounding  vegetation.  The  true  sisal  plant,  on  the  other 
hand,  sends  up  its  leaves  from  the  surface  of  the  ground.  The  leaf  of  the  A. 
dctipiens  is  also  shorter  and  narrower,  and  nearly  always  rolled  in  at  the  sides,  so 
that  the  cross-section  appears  like  the  letter  U;  the  color  is  a  bright  green;  the 
leaf  also  possesses  very  strong  and  sharp  spines.  The  leaf  of  the  A.  rigila  is 
flatter  in  shape,  has  a  dark-green  color,  and  is  without  spines.  With  respect  to 
the  fibre  of  the  two  varieties,  that  of  the  A.  decipiens  is  whiter;  finer,  softer,  and 
greatly  deficient  in  strength.  Tampico  hemp,  or  Mexican  fibre,  is  obtained  from 
another  variety  of  Agave  known  as  A.  heleracanlha.  It  is  a  structural  fibre  like 
the  others  derived  from  the  leaves.  It  is  stiff,  harsh,  and  bristle-like  though 
pliant,  and  is  used  as  a  substitute  for  animal  bristles  in  the  manufacture  of  cheap 
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light  yellowish  color,  and  is  very  straight  and  smooth;  it  is  princi- 
pally used  for  making  cordage,  for  which  purpose  it  is  quite 
valuable,  as  it  is  second  only  to  Manila  hemp  in  tensile  strength. 


Fig  97. — Maofla  Hemp.     (X300.)     (Micrograph  by  author.) 

The  fibre  is  easily  separated  from  the  leaf,  and  does  not  require 
a  retting  process.*    In  their  microscopical  appearance  the  fibre 

brushes.  The  parenchym  or  pith  oE  the  leaf  squeezed  out  in  the  extraction  of 
the  fibre  is  used  as  a  substitute  for  soap,  as  it  possesses  remariuble  detergent 
properties.     In  Mexico  the  hbre  is  commonly  known  as  "istle." 

*  Sisal  hemp  is  cleaned  from  the  leaves  by  machines  which  scrape  out  the  pulp 
and  at  the  same  lime  wash  the  fibre  in  running  water.  It  is  then  hung  in  the 
sun  to  diy  and  bleach  for  from  one  lo  three  days,  after  which  it  is  baled  for  mar- 
ket. More  than  600,000  bales,  averaging  about  360  lbs.  each,  were  imported  by 
the  United  States  during  1903;  the  price  during  the  past  decade  has  varied  from 
ij  to  10  cents  per  pound.  Sisal  fibre  of  good  quality  is  of  a  slightly  yelbwish 
cobr,  il  to  4  feet  in  length,  somewhat  harsher  and  less  flexible  than  Manila 
hemp,  but  next  to  that  the  strongest  and  most  extensively  used  hard  fibre.  It  is 
used  in  the  manufacture  of  binder  twine,  lariats,  and  general  cordage,  aside  from 
marine  cordage  and  derrick-ropes.  It  cannot  withstand  the  destructive  action  of 
salt  water,  and  its  lack  of  flexibility  prevents  it  from  being  used  to  advantage 
for  running  over  pulleys  or  in  power  transmission.  It  is  extensi\-ely  used  in  mix- 
lures  with  Manila  hemp.     (Yearbook,  Dcpt.  Agnc,  1903.) 
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bundles  often  show  an  interlaced  fomiatton  with  a  peculiar  spiral 
thickening.  The  fibre  elements  are  from  1.5  to  4  mm.  in  length 
and  from  20  to  32  /i  in  breadth,  the  ratio  of  the  length  to  the  diam- 
eter being  about  100.  They  are  usually  quite  stiff  in  texture,  and 
show  a  remarkable  broadening  towards  the  middle.  The  width 
of  the  lumen  is  frequently  greater  than  that  of  the  cell-wall. 
The  ends  are  broad,  blunt,  and  thick,  but  seldom  forked.  The 
cross-sections  are  colored  yellow  by  iodin  and  sulphuric  acid,  and 
show  no  evidence  of  a  median  layer  between  the  elements.  The 
sections  are  polygonal  in  outline,  but  often  have  rounded  edges, 
and  the  bundles  are  usually  close  together.  The  lumen  in  the  cross- 
section  is  large  and  polygonal  in  shape,  though  the  edges  of  the 
lumen  are  more  rounded  than  those  of  the  walls.  The  ash  obtained 
from  the  ignition  of  the  fibre  shows  the  presence  of  glistening 
crystals  of  calcium  carbonate,  which  are  derived  from  the  original 
crystals  of  calcium  oxalate  to  be  found  clinging  to  the  fibre  bundles. 
They  are  usually  in  longitudinal  series,  about  0.5  mm.  long,  and 
taper  off  at  the  ends  to  a  chisel  shape,  resembling  a  thick  needle 
in  form,  but  having  a  quadrilateral  cross-section. 

9.  Aloe  Fibre,  or  Mauritius  Hemp,  is  obtained  from  the  leaf  of 
various  species  of  aloe  plants  growing  in  tropical  climates,* 
The  principal  plant  employed  for  Mauritius  fibre  is  Furcraa 
jcetida.  In  Porto  Rico  it  is  known  as  maguey,  but  is  not  to  be 
identified  with  the  Mexican  fibre  of  the  same  name;  in  Hawaii 
it  is  called  malino,  which  is  probably  a  corruption  of  manila. 
The  only  locality  in  which  the  fibre  is  produced  commercially  is 
the  island  of  Mauritius.  This  fibre  is  often  confounded  with 
that  of  the  Agave  americana,  but  it  is  of  different  origin.  Aloe 
fibre,  however,  is  very  similar  to  Sansevieria  fibre,  and  is  hardly 
to  be  distinguished  from  it  in  either  physical  or  microscopic  appear- 
anccf    The  fibre  elements  are  from  1,3  to  3,7  mm.  in  length  and 

*  The  commercial  supply  of  aloe  fibre  is  obtained  from  Africa. 

t  The  &bre  is  whiter  and  softer  than  other  hard  fibres,  but  it  is  neaker  than 
sisal.  It  is  used  ia  the  manufacture  of  gunii/  bags,  halters,  and  hammocks,  but 
more  largely  for  mixing  with  Manila  and  sisal  in  making  medium  grades  of  cord- 
age. When  the  belter  grades  of  cordage  fibre  (Manila  and  sisal)  are  abundant 
and  quoted  low  in  the  market,  Mauritius  is  likely  to  fall  below  the  cost  of  produc- 
tion.    (_¥tarbook,  Dept.  Agric,  1903-) 
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from  15  to  24  ja  in  breadth.    Although  uniformly  broad,  the  cell- 
wall  is  thia    The  fibres  are  usually  cylindrical  and  not  flattened; 


Fm.  98.— True  and  False  Sisal.     A,  leaves  of  true  sisal  hemp  plant;   B,  leaves 
of  false  plant  showing  thorny  edges.     (After  Bullelio  U.  S.  Dept.  Agric.) 

they  show  occasional  fissure-like  pores  (see  Fig.  102).  The 
cross-sections  are  polygonal,  with  slightly  rounded  edges.  The 
lumen  is  usually  somewhat  broader  than  the  walls,  and  in  the 
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cross-section  is  polygonal  with  rounded  sides.  In  the  Same- 
vieria  fibre  the  lumen  in  the  cross-section  is  usually  larger,  and 
the  cell-walls  consequently  thinner;  furthermore  the  lumen  has 
a  sharp-edged  polygonal  form  (see  Fig.  109), 


Fig.  99. — Floridal  Sisal  Hemp.     Agave  decipitns.     (After  Dodge.) 

to.  Pita  Fibre  is  obtained  from  the  leaf  of  the  Agave  amer' 
icana  *  or  century  plant;   it  is  also  known  as  aloe  iibre.     There 

*The  Agavt  is  a  genus  of  fleshy-leaved  plants  belonging  to  the  AmaTyllidaeea, 
chiefly  found  in  Merico  and  Central  and  South  America.  They  are  calEed  "cen- 
tury" plants  because  they  fiower  but  once.  From  some  of  the  Mexican  specie, 
there  is  obtained  a  distilled  liquor  known  as  mescal,  also  the  fermented  beverage 
called  pulque.  The  fibre  from  A.  americana  (maguey  plant)  is  a  structural  fibrj- 
composed  of  large  filaments  readily  separated  by  friction.  According  to  Spon 
the  agave  requires  about  three  years  to  come  to  perfection,  but  it  is  eiceedingle 
hardy,  easy  of  cultivation,  and  very  prolific,  and  grows  in  arid  wastes  where 
scarcely  any  other  plant  can  live.  It  perishes  after  inflorescence,  then  sends  up 
mmierous  shoots.  In  Mexico  5000  to  6000  plants  may  be  found  on  an  acre; 
the  average  niunber  of  leaves  is  40,  each  measuring  S  to  10  feet  long  and  1  foot 
wide,  and  yielding  6  to  10  per  cent,  by  weight  of  fibre. 


byGoo'^lc 


JUTE,  RytMlE,  HEMP,  AND  MINOR  VEGETABLE  FIBRES.    3»» 


o.— Sisal  Hemp.     (X300.)      W,  celi-wall;    P,  end  of  fibre;    5,  spiral- 
shaped  sclerenchymous  tissue.     (Micrograph  by  author.) 


Fnj.  loi. — Mauritius  Hemp.     (X300,)     (Micrograph  by  author.) 
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are  several  varieties  of  this  fibre,  which  are  known  by  their 
Mexican  or  Indian  names.  The  best  known  of  these  are  the 
henequen  (Agave  saxi),  the  ixtle  {Agave  americana),  and  the 
kchuguiUa  {Agave  heUracantha).  The  latter  is  also  known  z& 
Tampico  hemp.  The  henequen  is  principally  grown  in  Yucatan, 
and  was  extensively  used  and  highly  prized  by  the  ancient  Mcx- 


FlO.  io»- — Fibre  Irom  Aioe  spteiosus.     (X3»5.)     e,  ends;   t,  longitudiiiBl  view; 

q,  crosa-section;  r,  fissure-like  pores  in  cell-walls.     (HOhnel.) 

cans,  and  still  is  at  the  present  time.  In  recent  years  it  has  beoi 
quoted  in  European  markets  at  $7.30  per  100  lbs.  The  fibre  is 
white  to  pale  straw  in  color,  is  stiff  and  short,  has  a  rather  thin 
wall,  and  furthermore  is  liable  to  rot.  The  fibres  have  a  distinctive 
wavy  appearance,  and  another  peculiarity  is  its  great  elasticity. 
According  to  Roylc,  Indian  pita  has  been  found  superior  in 
strength  to  either  coir,  jute,  or  sunn  hemp,  the  breaking  strain 
on  ^milar  ropes  made  of  these  materials  being  as  follows: 


Pita ajig 

Coir ai7S 

J"te- a45fi 

Sunn  bemp sa6t) 
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Russian  hemp  and  pita,  on  comparison,  gave  a  relative  strength 
of  i6  to  27.  Besides  its  use  as  a  cordage  fibre,  pita  is  also  em- 
ployed for  the  making  of  a  very  delicate  and  beautiful  lace  knon'n 
as  Fayal.  In  its  microscopical  characteristics  pita  is  very  sim- 
ilar to  sisal  hemp. 

II.  Pineapple  Fibre,  or  Silk  Grass,*  is  obtained  from  Ananas 
saliva  or  pineapple  plant.  This  fibre  has  great  durability  and  is 
unaffected  by  water.    It  is  very  fine  in  staple  and  highly  lustrous. 


Fio.  103. — Pita  Fibre.     (X300.)     Agave  ameticatm.     (Micrograph  by  author,) 


and  is  white,  soft,  and  flexible.  It  is  used  in  the  manufacture  of 
the  celebrated  piha  cloth  in  the  Philippine  Islands.  According 
to  Taylor,  a  specimen  of  this  fibre  was  subdivided  to  one  ten- 
thousandth  of  an  inch  in  thickness,  and  was  considered  to  be  the 
most  delicate  in  structure  of  any  known  vegetable  fibre.  Micro- 
scopically it  is  distinguished  from  all  other  leaf  fibres  by  the 
extreme  fineness  of  its  fibre  elements.  These  are  from  3  to  9 
•  This  term  "ailk  grass,"  though  applied  to  this  fibre,  is  both  meaningless  and 
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mm.  in  length  and  from  4  to  8  ;<  in  thickness.  The  lumen  is  very 
narrow  and  appears  like  a  line.  The  cross-sections  arc  polygonal 
in  outline  and  frequently  flattened.  The  sections  lorm  in  com- 
pact groups  which  are  often  crescent-shaped,  and  are  enclosed 
in  a  thick  median  layer  of  Hgnihed  tissue. 


Fio.  104.— Pineapple  Plant.     (After  Dodge.) 

12,  Coir  Fibre  is  obtained  from  the  fibrous  shell  of  the  cocoa- 
nut.  For  the  preparation  of  the  fibre,  the  unripe  nuts  are  steeped 
in  sea-water  for  several  months,  after  which  the  fruit  is  beaten 
and  washed  away  with  water.  The  residual  reddish  brown 
fibrous  mass  is  decorticated  by*  tearing  and  hackling  into  fibres 
about  10  inches  in  length.  The  fibre  occurs  in  the  form  of  large, 
stiff,  and  very  elastic  filaments,  each  individual  of  which  is  round, 
smooth,  and  somewhat  resemblmg  horse-hair.  It  is  principally 
used  for  making  mats  and  cordage.  It  possesses  remarkable  te- 
nacityandcurlseasily.  In  color  it  is  cinnamon  brown.  Itpossesses 
marked  microscopical  characteristics;  the  fibre  elements  are  short 
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and  stiff,  being  from  0.4  to  i  mm.  in  length  and  from  i  a  to  24  /<  in 
diameter,  the  ratio  of  the  length  to  the  thickness  is  only  35.  The 
cell-wall  is  thick,  but  rather  irregularly  so,  in  consequence  of 
which  the  lumen  has  an  irregular  outline,  resembling  indentations 
(see  Fig.  107).    The  points  terminate  abruptly  and  are  not  sharp, 


Fig.  105. — Section  of  Cocoanut.     (1/5.)     a,  husk  containing  fibre;   b,  the  fruit 
or  edible  portion,     (Afler  Bulletin  U.  S.  Dept,  Agric.) 

and  there  appear  to  be  a  large  number  of  pore-canals  penetrating, 
the  cell-wall.  On  the  surface  the  fibre  bundles  are  occasionally 
covered  with  small  lens-shaped,  silicified  stegmata,  about  15  n  in 
breadth.  These  stegmata  fuse  together  on  ignition,  giving  a  blis- 
ter on  the  ash.  If  the  fibre  is  boiled  with  nitric  acid  previous  to 
its  ignition,  the  stegmata  then  appear  in  the  ash  like  yeast-cells 
hanging  together  in  the  form  of  round,  silicious  skeletons,*  The 
cross-section  of  the  fibre  is  oval  in  shape  and  yellowish  brown  in 
color,  and  enclosed  in  a  network  of  median  layers.  Coir  fibre  is 
employed  in  the  South  Seas  instead  of  oakum  for  caulking  vessels, 
and  it  is  claimed  that  it  will  never  rot.  The  principal  use  for 
coir,  however,  is  for  cordage  and  matting.     For  cable-making  it 

•  Coir  gilts  Ihe  following  microchemical  reactions:  with  iodin  and  sulphuric 
add,  golden  yellow;  with  anilin  sulphate,  intense  yellow;  Schweitzer's  reagent 
does  not  at»ck  the  fibre.  According  to  Schlesbger,  coir  contains  ao.6  per  cent, 
of  hygroscopic 
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is  said  to  be  superior  to  all  other  fibres,  on  account  of  its  lightness 
and  great  elasticity.  It  also  has  a  great  resistance  to  mechanical 
wear.    Wright  gives  the  following  tests  on  various  cordage  fibres: 


Hemp 190 

Bowstring  hemp 316 

13-  latle  Fibre,  otherwise  known  as  Tampico  fibre,  is  ob- 
tained from  the  leaves  o£  several  species  of  Mexican  plants  which 


^ 


FlO.  106. — Coir  Fibre.     (X300)     ',  serrations  in  wall  of  lumen;    p,  pores  ia 

nail;    Si,   silirJous   skeleton   from   stigmata.     (Micrograph   by   author.} 

are  principally  found  in  the  desert  table-lands  of  northern  Mexico. 
The  most  hnportant  istle  fibres  are  Jaumave  leckuguUla,  Jaumave 
istle,  lechuguilla,  Tula  islle,  Palma  samandoca,  and  Palma  pita.* 
14.  Nettle  Fibre.f — This  fibre  is  used  to  some  extent  for  spin- 
ning, being  cultivated  for  this  purpose  in  certain  parts  of  Germany 
The  principal  plants  yielding  the  fibre  are  Agave  lophantka,  A. 
lechuguilla,  and  Samuella  carnerosana. 

•  Palma  istle  fibre  is  15  to  35  inches  in  length,  usually  coarser  and  stiffer  than 
sisal,  yellow  in  color,  and  somewhat  gummy.  Tula  islle  is  li  to  30  inches  long 
and  nearly  white  in  color.  Jaumave  islle  is  30  to  40  inches  long,  rarely  longer, 
almost  while,  and  nearly  as  strong  and  flexible  as  sisal.  The  importations  of  istle 
fibre  into  the  United  Slates  have  increased  from  less  than  4000  Ions  in  1900  to 
more  than  ia,ooo  tons  in  1903.  Istle  fibre  has  long  been  used  as  a  substitute  for 
bristles  in  the  manufacture  of  brushes,  and  it  is  now  being  employed  in  increasing 
quantities  in  the  cheaper  grades  of  twine,  such  as  lath  twine,  baling  rope,  and 
medium  grades  of  cordage.  Introduced  at  first  as  an  adulterant  or  substitute  (or 
better  fibres,  it  seems  destined  to  find,  through  improved  processes  of  manufac- 
ture, a  legitimate  place  in  the  cordage  industry.  If  machines  are  devised  tor 
cleaning  this  fibre  in  a  satisfactory  manner,  it  is  thought  that  the  thousands  of 
acres  of  lechuguilla  plants  in  western  Texas  may  be  profitably  utilized. 

t  See  Wiesncr,  Rnhsfi/fr  des  Ffianzen'riches,  vol.  1,  p.  J14;  MCller,  Die  Neisel- 
faser,  Folylecknische  Zeilung,  1883;  Hehnel,  M ikroskopU  der  Faserstoge,  p.  53; 
Dodge,  Useful  Fibre  PUsnIs,  p.  323. 
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and  in  the  province  of  Picardy  in  France.    The  product  known 
by  the  specific  name  of  nettle  fibre  is  obtained  from  two  species 


Fio.  107. — Coir  Fibre.     (X300.)     {Micrograph  by  author.) 

of  the  stinging  nettle,*  Urtica  dioka  and  Urtica  urena.  The 
Bahmeria  (see  Ramie  and  China  grass)  are  also  nettle  plants, 
but  belong  to  the  stingless  variety.    The  Urtica  dioka  yields  the 


Fig.  108. — A  Leaf  of  Agi 


Bulletin  U.  S.  Dept.  Agric.) 


largest  amount  of  fibre,  but  of  large  diameter  and  very  thin  cell- 
wall;  the  fibres  from  the  second  species,  Urtica  urena,  are  much 

•The  stin^ng  nctlle  is  also  common  in  the  United  States;  it  grows  princi- 
pally on  waste  lands.  It  has  not  been  used  as  a  fibre  plant  in  this  country  how- 
ever. In  Sweden  it  is  cultivated  to  some  extent  for  its  fibre,  being  known  as 
Swedish  hemp;  it  is  used  for  cordage,  cloth,  and  fish-lines.  In  India  it  is  known 
as  Bitkti  or  Chieru,  meaning  scorpion  or  stinger. 
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smaller  in  diameter  and  have  a  thick  cell-wall,  resembling  linen 
fibres  to  a  great  extent;  its  chief  drawback  is  the  small  yield 
of  fibre  from  the  plant. 

The  nettle  fibre  appears  to  consist  of  pure  cellulose,  with 
occasional  traces  of  hgnin  on  the  surface.  It  gives  the  following 
microchemical  reactions:  (a)  with  iodin-sulphuric  acid  reagent, 
blue  coloration;*  {b)  with  ammoniacal  fuchsin  solution,  no 
coloration;  (c)  with  sulphate  of  anilin,  no  coloration;  (d)  with 
chlor-iodide  of  zinc,  bluish  violet  coloration;  (e)  with  chlor- 
iodide  of  calcium,  rose-red  coloration. 

The  fibres  of  Urtica  dioka  vary  in  length  from  5  to  55  mm. 
(V^tillart)  and  in  diameter  from  o.oao  to  0.080  mm.  Under  the 
microscope  the  fibres  are  characterized  externally  by  fine  oblique 
striations;  the  ends  of  thefibres  are  finely  pointed.f  On  account 
of  the  thin  cell-wall,  the  nettle  fibre  gives  only  faint  colorations 
when  viewed  under  polarized  light.  In  Germany  the  nettle 
fibre  is  spun  into  a  greenish  colored  yam  known  as  Nesselgam, 
this  is  woven  into  a  cloth  called  Nesseltuch,  which  may  be 
bleached  to  a  pure  white,  and  much  resembles  linen  cloth. 

15.  Fibre  of  tTrena  Sinuata. — The  plant  from  which  this 
fibre  is  obtained  is  a  small  shrub  growing  in  Asia  and  South 
America.  In  America  it  is  known  as  Qesar  weed;  in  Vene- 
zuela it  goes  by  the  name  of  Cadilla.  The  bast  fibre  resembles 
iute  in  appearance,  it  being  yellowish  in  color,  of  considerable 
brilliancy,  and  also  like  jute  it  deteriorates  in  moist  air.  The 
average  length  of  fibre  bundles  is  6  feet.  The  fibre-cells,  accord- 
ing to  Wiesner,  have  a  length  of  about  1.8  mm.,  and  an  average 
diameter  of  15/1,  The  lumen  of  the  fibre  is  very  irr^ular  in 
width,  but  is  mostly  rather  broad,  though  not  so  large  as  that 
of  jute.    With  iodin  and  sulphuric  acid  the  fibre  gives  a  yellow 

*  The  lumen  of  the  fibre,  especially  towards  the  ends,  is  oftea  filled  with  mat- 
ter which  gives  a  yellow  color  with  this  reagent. 

t  The  cross-sections  of  the  fibres  are  oval  and  show  thin  cell-walls,  which, 
however,  at  times  may  become  quite  thick,  owing  lo  irregularities  in  the  struc- 
ture of  the  fibre.  The  fibre  is  souple,  long,  and  soft  to  the  touch;  like  ramie  it 
possesses  great  resistance  lo  water;  it  is,  however,  comparatively  weak  in  strength, 
owing  to  the  thin  cell-wall  and  irregular  si 
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color;  anilin  sulphate  also  gives  a  deep  yellow,  which  indicates 
strong  li^nification ;  Schweitzer's  reagent  produces  a  strong 
swelling  of  the  cell-wall.  There  may  often  be  observed  on  Urena 
fibres,  under  the  microscope,  cells  of  parenchymous  tissue  contain- 
ing crystalline  deposits.    The  a^  of  the  fibre  also  shows  aggre- 


FiG.   109. — Fibre   from   Samevicria.     (X315O 
(,  cross-section;  r,  fissure-like  pores  in 

gates  of  calcium  carbonate,  a  feature  which  distinguishes  it 
from  jute. 

16.  SanseTieria  Fibres. — There  are  several  species  of  plants 
of  the  Sansevieria  group  which  are  used  for  fibre  purposes,  of 
which  the  following  are  the  principal  varieties: 

Sansevieria  cylindrica,  known  as  If^  hemp;  it  occurs  in 
South  Africa,  and  the  fibre  is  used  for  cordage.  It  is  said  to  be 
especially  adapted  for  cordage  used  in  deep-sea  soundings. 

Sansevieria  guitteensis,  known  as  African  bowstring  hemp,  is 
grown  in  Guinea  and  in  tropical  America.  The  fibre  somewhat 
resembles  Manila  hemp  and  is  used  for  cordage. 

Sansevieria  kirkii,  known  as  Pangane  hemp;  it  grows  on  the 
mainland  opposite  the  island  of  Zanzibar;  the  fibre  is  very  long 
and  is  used  extensively  by  the  natives. 
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Sansevieria  longi flora,  known  as  Florida  bowstring  hemp; 
the  fibre  is  strong  and  of  very  desirable  qualities,  and  is  said  to 
be  superior  to  sisal  hemp.  It  is  sufficiently  fine  to  be  employed 
as  a  spinning  fibre. 

Sansevieria  roxburghiana  is  grown  in  India,  where  it  is  known 
as  Moorva.  It  gives  the  true  "  bowstring  hemp,"  as  the  fibre 
is  highly  prized  by  the  natives  for  bowstrings  on  account  of  its 
great  strength  and  elasticity. 

Sansevieria  zeylanica  is  a  species  cultivated  in  Ceylon,  The 
fibre  is  shorter  than  other  varieties,  but  is  largely  used  for  making 
cordage,  mats,  and  coarse  cloth. 

The  Sansevieria  fibres  are  all  obtamed  from  the  leaves  of 
the  plants;  these  vary  in  length  from  2  to  9  feet.  The  com- 
mercial fibre  consists  of  a  bundle  of  filaments.  The  fibre  ele- 
ments have  a  length  of  about  a  mm,  and  a  diameter  of  about 
20 /i,  and  are  characterized  by  a  large  lumen.  The  fibres  are 
lignified  and  are  often  accompanied  by  spiral-shaped  cells  of 
parenchymous  tissue.  In  strength  and  durability  Sansevieria 
fibre  is  almost  equal  to  Russian  hemp.  The  fibre  of  Sansevieria 
zeylanica  is  very  similar  to  aloe  or  Mauritius  hemp,  and  is  often 
called  "  aloe  hemp." 

17.  Fibre  of  Sea  GraBS. — This  is  the  fibre  of  Zostera  marina, 
a  seaweed  or  grass  which  is  to  be  found  extensively  on  the 
seacoast  of  temperate  climates.  The  available  fibres  are  from 
I  to  2  feet  in  length,  and  consist  of  bundles  of  3  to  6  elements. 
The  latter  are  about  3  mm.  in  length,  with  a  diameter  of  about 
6  ft,  hence  they  are  of  great  fineness.  They  apparently  consist 
of  pure  cellulose. 

18.  Raphia,* — This  fibre  is  obtained  from  the  cuticle  of  the 
leaves  of  the  raphia  palm  {Raphia  rajfia),  which  grows  extensively 
in  Africa,  The  leaves  are  very  long,  the  average  being  about  25 
feet.  The  fibre  occurs  in  the  form  of  flat  straw-colored  strips,  3 
to  4  feet  in  length  and  about  J  inch  in  width;  from  these  ribbons 
(which  are  largely  used  for  plaited  textiles)  the  individual  fibres 
may  be  separated  as  fine  filaments.    The  fibre  elements  are  about 

*  Sometimes  spelled  "raffia." 
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1.7  mm.  in  length  and  14  /t  in  diameter.  Under  the  microscope 
the  surface  of  the  fibre  appears  irregular,  owing  to  the  occurrence 
of  fragments  of  parenchymous  tissue.  The  lumen  is  about  one- 
fifth  the  diameter  of  the  fibre.  AVith  iodin  and  sulphuric  acid  the 
fibre  gives  a  yellow  coloration;  with  chlor-iodide  of  zinc  a  similar 
color;  with  phlort^lucol  and  hydrochloric  acid  a  reddish  colora- 


Fio.  lie 


'-Raphia  Fibres.     (X300.)     E,  showing  spoon-lile  end. 
(Micrograpli  by  author.) 


tion.     Schweitzer's  reagent  causes  an  irregular  swelling  of  the 
fibre. 

ig.  Bromelia  Fibres. — The  Bromdia  is  a  genus  of  plants 
having  very  siiort  stems  and  densely  packed,  rigid,  lance-shaped 
leaves,  the  margins  of  which  are  armed  with  sharp  spines;  they 
are  natives  Of  tropical  America,  though  also  found  in  other  tropical 
countries.  The  principal  species  which  yield  fibre  are  the  fol- 
lowing: B.  karalas,  B.  pinguin,  B.  argentina,  B.  jastuosa,  B. 
sagenaria,  B,  sylveslris,  and  B.  serra.  In  Mexico  the  Bromelia 
is  cultivated  in  parts  as  a  textile  plant  and  a  fibre  is  obtained 
from  it  which  is  described  as  very  fine  and  from  6  to  8  feet  in  length 
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By  reason  of  its  fineness  and  toughness,  it  is  used  for  making 
bells,  and  such  fabrics  as  baling,  wagon-sheets,  carpets,  and 
also  for  cordage,  hammocks,  etc.  The  B.  pinguin  *  is  perhaps 
the  best  known  of  this  ckss  of  fibre  plants,  and  it  is  known  as 
the  wild  pineapple;  it  is  often  mistaken  for  an  allied  species,  the 


■Fibres  of  Bromelia  karatai.     (X300.)     (Micrograph  by  author.) 


B.  sylvestris,  and  many  writers  have  confused   both   of   these 
varieties  with   the  fibre  of  the  common  pineapple.     The  wild 


•  Dr.  Baker  gives  the  botany  of  B.  pinguin  as  follows;  Acaulescent;  leaves 
100  or  more  in  a  rosette,  cnsiform,  stiffly  erect  in  Ihe  lower  half,  reaching  a  height 
of  5  to  6  feel,  t}  to  a  inches  broad  at  the  middle,  tapering  gradually  to  the  point, 
green  and  glabrous  on  the  face,  thinly  while-lepidote  on  the  back,  armed  with  very 
la.rge-loothed  pungent  brown  prickles;  peduncle  stout,  stiffly  erect,  about  a  fool 
long,  its  leaves  often  a  bright  red;  panicle  dense,  aliffly  erect,  1  to  2  feet  long;  axis 
and  branches  densely  mealy;  branch-bracts  oblong,  pale,  lower  with  a  rigid  spine- 
edged  cusp;  lower  branches  3  to  4  inches  long,  bearing  6  to  8  sessile  flowers; 
flower-bracts  minute,  ovale;  ovary  cylindrical,  very  pubescent,  aboul  a  inch 
long;  sepals  nearly  as  long,  with  a  densely  malted  tip;  petals  reddish,  densely 
malted  at  the  tip  wiih  while  tomenium,  aboul  t\  inches  longer  than  the  caly^i; 
berry  ovoid,  yellowish  brown,  i  inch  in  diameter. 
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pineapple  fibre  mentioned  by  Morris  (of  the  Kew  Gardens)  as 
B.  pita  is  really  B.  karatas. 

The  B.  argenlina,  known  as  caraguala,  is  an  allied  species, 
which  is  found  in  Argentina  and  Paraguay;  its  structural  fibre 
is  soft  and  silky  and  resembles  pineapple  fibre,  occurring  in  lengths 
of  from  4  to  6  feet  and  of  medium  strength.  The  B.  sylveslris  * 
gives  a  structural  fibre  which  is  very  long,  creamy-white,  fine,  and 
alky;  it  is  used  in  Central  America  for  making  hunting  pouches 
and  finely  woven  textures.  The  name  of  "  silk  grass  "  and 
"  silk  grass  of  Honduras  "  has  been  given  to  this  species,  but  this 
is  a  rather  indiscriminate  name  and  is  applied  to  a  number  of 
widely  differing  fibres.  Some  writers  also  refer  to  this  fibre  as 
the  "  istle  "  or  "ixtle"  of  Mexico-t 

*  Dr.  Baker  gives  the  foUowing  descriplion  ot  the  botany  of  B.  lylvtslrii: 
Acaulescent;  leaves  ensiform,  rigid,  j  to  4  feet  long,  i)  inches  broad,  low  down, 
iiarrowed  gradually  to  the  point,  bright  green  on  the  face,  thinly  albo-lepidote  on 
the  back,  armed  with  strong-hooked  prickles;  peduncle  a  foot  or  more  long,  its 
leaves  reSexing,  the  upper  bright  red;  inflorescence  a.  narrow  panicle  with  short 
spaced-oul  corymbose  branches,  all  subtended  by  bright-red  bracts,  the  lower 
with  rigid  spine-edged  tips;  ovary  pubescent,  cylindrical-trigonous,  about  an 
inch  long;  sepals  nearly  as  long  as  the  ovatjea;  petals  reddish,  not  malted  at 
the  tip,  protruding  1  inch  from  the  cilys. 

t  This  variety  is  also  given  the  name  Karatas  plumieri,  and  is  cwnmonly 
known  as  Mexican  fibre,  Honduras  silk-grass,  and  wild  pineapple.  The  plant 
grows  throughout  tropical  America,  and  the  fibre  is  obtained  from  the  leaf  which 
grows  to  a  length  of  8  to  to  feel  and  is  armed  with  recurved  teeth  or  spines.  This 
fibre  has  been  much  confused  with  that  of  Bromelia  sylveslris.  The  botany 
of  the  plant  is  described  as  follows:  Acaulescent;  leaves  30  to  40  in  a  dense 
rosette,  r^d,  spreading,  ensifonn,  4  to  S  feet  long,  }  10  3  inches  broad,  low 
down,  narrowed  gradually  to  the  tip,  green  and  glabrous  on  the  face,  per- 
ustently  white-lepidote  and  finely  lineate  on  the  back,  anned  wilb  Urge  pungent- 
hooked  marginal  prickles;  flowers  about  50  in  a  dense  sessile  central  capitulum, 
al  first  3  to  4  inches,  finally  6  to  8  inches  in  diameter,  surrounded  by  reduced 
ensiform  inner  leaves  tinged  with  red;  flowcr-bracls  scariose,  oblanceolate,  »i  to 
3  inches  long;  ovary  cylindrical-trigonous,  ij  inches  long,  clothed,  like  the  bracts 
and  sepals,  with  loose  brown  tomentmn;  sepals  linear,  permanently  erect,  an 
inch  long;  petals  reddish,  glabrous,  exsened  i  to  J  inch  beyond  the  lip  of  the 
sepals,  united  in  a  tube  toward  the  base,  fruit  3  to  4  inches  long,  i  inch  diameter, 
pale  yellow,  with  an  edibie  white  pulp,  tapering  from  the  middle  to  both  ends; 
seeds  globose,  dull  brown,  vertically  compressed,  {  inch  diameter.  The  fibre 
appears  to  be  used  locally  only  for  nets,  cordage,  sacking,  etc.  The  fibre  varies 
in  quality  according  to  the  age  of  the  plant,  that  from  the  young  leaves  being 
fine  and  white,  while  the  older  leaves  give  coarser  fibre.  It  has  been  pronounced 
by  some  as  being  supeilor  to  Russian  flax  as  a  textile  fibre. 
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CHAPTER  XVn. 

QUALITATIVE  ANALYSIS  OF  THE  TEXTILE  FIBRES. 

I.  In  a.  commercial  examination  of  manufactured  yams, 
fabrics,  etc.,  it  will  only  be  necessary  to  distinguish  between  wool, 
silk,  cotton,  linen,  jute,  hemp,  and  ramie.*    Under  wool  must 

*  Dodge  givesa  lUl  of  American  commercial  vegetable  fibres,  the  total  Dumber 
of  which  is  about  30,  of  which  the  more  important  are  as  follows: 
Six  bast  fibres: 

Flax.  Linum  usilalisiimum. 

China  grass,  Bahmeria  nivea  and  B.  lenadisima. 

Hemp,  Cannabii  saliva. 

jule,  Corchoruj  capsalaris  and  C.  oliioriut. 

Sumi  hemp,  CraUilaria  juncea, 

Cuba  bast,  Hibiscus  Uliaceus. 

The  first  five  of  this  class  are  used  for  spinning  fibres,  while  the  latter 
finds  use  tor  millinery  purposes. 
Two  surface  fibres: 

Cotton,  Go'sypititH  sp. 

Raphia,  Raphia  rugia. 
Fifteen  siructural  fibres,  representing  agaves,  palms,  and  grasses; 

Sisal  heitip,  Agave  rigida  1 

Manila  hemp,  Musa  lexlilis  I 

Maurilius  hemp,  Furcraa  gigarUea        ^°^ef'  ^^'^ 

New  Zealand  fiax,  Phormium  lenax  J 

Tampico  or  Istlc,  Agave  htteraeaniha 

Bahia  piassave,  A  Ualea  funijera 

Para  piassave,  Leopoldinia  piassaha 

Mexican  whisk  or  Broom  root,  Epifampes  m 

Cabbage  palmeito,  Sabal  palmeOo 

Crin  vigita\,  Chamarops  humilis 

Spanish  moss,  Tillandsia  usneitidei 

Saw  palmetto,  Serenoa  serrviata 

Cocoanut  fibre,  Coeos  nucifera 

Esparto  grass,  Slipa  lenacisstma,  a  paper  fibre. 

Vegetable  sponge,  LuHa  agypiica,  a  substitute  tor  sponge. 
The  native  vegetable  fibres  of  Ihe  United  States  that  are  produced  In  c 

334 


Upholstery  and  malting  fibres. 
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also  be  included  analogous  animal  hairs,  such  as  mohair,  cash- 
mere, etc.  Other  animal  fibres,  such  as  cow-hair  and  horse-hair, 
may  easily  be  distinguished  even  by  the  naked  eye.  Of  course 
there  are  numerous  other  fibres  of  v^etable  origin  which  are 
employed  more  or  less  for  textile  materials,  but  either  they  are 
not  liable  to  occur  in  conjunction  with  wool,  or  they  may  be 
readily  distinguished  from  the  latter  without  requiring  a  special 
examination. 

The  best  method  of  distinguishing  qualitatively  between  the 
various  fibres  above  mentioned  is  by  the  use  of  the  microscope, 
whereby  their  characteristic  phy^cal  appearance  may  be  readily 
observed.  Each  of  the  fibres  in  question  presents  certain  micro- 
scopical peculiarities,  so  that  no  difficulty  is  encountered  in  dis- 
tmguishing  between  them.  The  difference  in  the  microscopical 
appearance  of  these  fibres  may  be  comparatively  observed  by 
reference  to  the  figures  given  in  the  preceding  pages. 

2.  Qtialitatire  Tests. — A  rough  physical  test  to  distinguish 
between  animal  and  vegetable  fibres  is  to  bum  them  in  a  flame. 
Vegetable  fibres  bum  very  readUy  and  without  producing  any, 
disagreeable  odor;  animal  fibres,  on  the  other  hand,  bum  with 
some  difficulty  and  emit  a  disagreeable  empyreumatic  odor  re- 
sembling that  of  bumii^  feathers.  The  bumt  end  of  the  fibre 
is  also  characteristic,  vegetable  fibres  burning  off  sharply  at  the 
end,  whereas  animal  fibres  fuse  to  a  rounded,  bead-like  end. 

Tables  I  and  II  exhibit  the  characteristic  chemical  reac- 
tions of  the  principal  fibres,  and  by  suitably  employing  these 
tests  the  various  fibres  may  be  easily  distinguished  from  one 
another. 

The  reagents  employed  for  the  tests  in  the  tables  may  be 
prepared  as  follows: 

(i)  Madder  Tincture. — Extract  i  gm.  of  ground  madder  with 
50  cc.  of  alcohol,  and  filter  from  undissolved  matter. 

(2)  Cochineal  Tincture. — This  is  made  in  the  same  manner 
as  the  above,  using  i  gm.  of  ground  cochineal  insects. 

mercia.1  quanlitjes  are  cotton,  hemp,  flax,  palmetto  fibre,  and  vegelablc  hair 
from  Spanish  moss.  For  the  year  ending  June  30,  1896,  the  value  of  isw  vege- 
table fibres  imported  into  the  United  Slates  was  about  (10,000,000. 
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TABLE  I. 


TeM. 

Wool. 

SiUc 

Linea. 

Cotton. 

Dyestotf  Tests. 

Nil 
Scarlet 
Red 

Partly  diss. 

Violet  to  brown 

Red  to  brown 

Black 

Black  ppt. 
Swells  only 
Undissolved 

Nil 
Scarlet 
Red 
Dyed 

Dissolves 
Nil 
Nil 
Nil 
Nil 

^r- 

Dissolves 

Orange 

Violet 

Nil 

Nil 
Dyed 

Cothineal  tincture 

Light  red 

Add  dyes  in  general 

Nil 
Dyed 

Action  op  Various 
Salts. 

Fibreundiss.,  yellow  color 

NU 

Nil 

Nil 

Swells  and  partly  dissolves 

Undissolved 

Cupric  or  terrii  sulphate.  . 

Sodium  plumbite 

Ammoniccai  nickel  oside. 

(3)  Fucksin  Solution. — Dissolve  i  gm.  of  fuchsin  (magenta) 
in  100  cc.  of  water,  then  add  caustic  soda  solution,  drop  by  drop, 
until  the  fuchsin  solution  is  decolorized;  filter  and  preserve  in  a 
well-stoppered  bottle.  In  applying  the  test  with  this  reagent, 
the  mixed  fibres  are  treated  with  the  hot  solution,  then  well  rinsed, 
when  the  animal  fibres  will  be  dyed  red,  the  vegetable  fibres 
remaining  colorless, 

(4)  Zinc  Chloride  Solution. — Dissolve  1000  gms.  of  zinc 
chloride  in  850  cc.  of  water,  and  add  40  gms.  of  zinc  oxide, 
heating  until  complete  solution  is  effected. 

(5)  Stannic  Chloride  Solution. — This  may  be  prepared  by  dis- 
solving 15  gms.  of  stannous  chloride  (SnClj)  in  15  cc.  of  concen- 
trated hydrochloric  acid,  then  gradually  adding  3  gms.  of  pow- 
dered potassium  chlorate  (KCIO3).    Dilute  to  100  cc.  with  water. 

(6)  Silver  Nitrate  Solution. — 5  gms,  of  silver  nitrate  (AgNOa) 
are  dissolved  in  100  cc.  of  water,  and  preserved  in  an  amber- 
colored  bottle, 

(7)  Mercury  Nitrate,  Millon's  Reagent. — Dissolve  10  gms.  of 
mercury  in  25  cc.  of  nitric  acid  diluted  with  25  cc.  of  water  at  a 
lukewarm  temperature.  Mix  this  solution  with  one  of  10  gms. 
of  mercury  in  20  cc.  of  fumii^  nitric  acid. 
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(8)  Copper  Sulphate  or  Ferric  Sulphate. — Dissolve  5  gms.  of 
these  salts  respectively  in  100  cc.  of  water. 

(g)  Sodium  Plumbite. — Dissolve  5  gms.  of  caustic  soda  in 
100  cc.  of  water  and  add  5  gms.  of  litharge  (PbO),  and  boil  mitil 
dissolved. 

(10)  Ammoniacal  Copper  Oxide,  Schweitzer's  Reagent.* — Dis 
solve  5  gms.  of  copper  sulphate  in  100  cc,  of  boiling  water,  add 
caustic  soda  solution  till  the  copper  compound  is  completely  pre- 
cipitated, wash  the  precipitate  of  copper  hydrate  well,  then  dis- 
solve in  the  least  quantity  of  ammonia  water.  This  gives  a  deep 
blue  solution. 

(11)  Ammoniacal  Nickel  Oxide. — Dissolve  5  gms.  of  nickel 
sulphate  in  100  cc.  of  water  and  add  a  solution  of  caustic  soda 
until  the  nickel  hydrate  is  completely  precipitated;  wash  the  pre- 
cipitate well  and  dissolve  m  25  cc.  of  concentrated  ammonia  and 
25  cc.  of  water.  This  solution  dissolves  silk  almost  immedi- 
ately, but  reduces  the  weight  of  vegetable  fibres  only  about  J 
per  cent.,  and  of  wool  only  J  per  cent. 

(12)  Caustic  Potash  or  Caustic  Soda. — Dissolve  10  gms.  of 
the  caustic  alkali  in  100  cc.  of  water. 

(13)  Sodium  Nilroprusside. — Dissolve  3  gms.  of  the  salt  in 
100  cc.  of  water. 

(14)  Lead  Acetate, — Dissolve  5  gms.  of  lead  acetate  crystals 
(si^r  of  lead)  in  100  cc.  of  water. 

(15)  Sulphuric  and  Nitric  Acids. — The  commercial  concen- 
trated acids  are  employed. 

{16)  Chlorin  Water. — Water  is  saturated  with  chlorin  gas 
obtained   by  acting  on  pyrolusite   (MnOa)   with  hydrochloric 

^BSttcher  recommends  that  this  solution  be  prepared  as  follows;  A  glass  tube 
about  1  inches  in  diameter  and  34  inches  in  length  is  loosely  filled  nith  thin  sheet 
copper  and  then  filled  up  with  ammonia  water.  After  a  iew  minutes,  the  liquid 
is  drawn  off,  and  then  poured  over  the  copper  again.  This  process  is  repeated 
during  several  hours,  when  a  deep-blue  saturated  solution  of  ammoniacal  copper 
oxide  is  obtained.  Neubauer  recommends  to  precipitate  a  solution  of  copper 
sulphate  with  caustic  soda  in  the  presence  of  ammonium  chloride;  the  precipi- 
tate so  obtained  is  washed  several  times  by  decantation  and  finally  on  a  filters 
It  is  then  dissolved  in  the  least  quantity  of  ammonia  water.  Wiesner  prepare. 
the  solution  by  digesting  copper  turnings  with  ammonia  water  in  an  open  flask. 
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acid.  The  solution  should  be  preserved  in  amber-colored 
bottles. 

(i  7)  lodin  Solution. — Dissolve  3  gms.  of  potassium  iodide  in  60 
cc.  of  water,  and  add  i  gm.  of  iodin.  Dilute  this  solution,  before 
using,  with  10  parts  of  water.  When  the  reaction  is  employed 
in  connection  with  sulphuric  acid,  the  latter  consists  of  3  parts  of 
concentrated  sulphuric  acid,  i  part  of  water,  and  3  parts  of  gly- 
cerol. The  glycerol  has  the  effect  of  preventing  injury  to  the 
fibres,  and  at  the  same  time  brings  out  certain  details  of  the 
structure  when  the  fibres  have  previously  absorbed  the  iodin. 
The  fibres  are  moistened  first  with  the  iodin  solution  and  then 
with  the  sulphuric  acid  solution. 

{18)  Ficric  Add  Solution. — Dissolve  0.5  gm.  of  picric  acid  in 
100  cc.  of  water. 

A  delicate  reaction  *  for  detecting  the  presence  of  v^etable 
fibres  in  wool  is  the  following:  The  sample  of  material  under 
examination  is  well  boiled  with  water  to  remove  any  finishing 
materials  that  might  be  present  and  interfere  with  the  reaction. 
Then  a  small  portion  of  the  sample  is  put  in  a  test-tube  with  i  cc. 
of  water  and  2  drops  of  an  alcoholic  solution  of  alpha-naphthol 
and  about  i  cc.  of  concentrated  sulphuric  acid.  If  vegetable 
fibres  are  present,  they  will  be  dissolved  and  the  liquid  will  acquire 
a  deep  violet  color  when  shaken;  the  animal  fibres  only  give  a 
yellow  to  reddish  brown  coloration  but  no  violet  tint.  If  thymol 
is  used  instead  of  alpha-naphthol,  a  beautiful  red  coloration  will 
be  produced  in  the  presence  of  vegetable  fibres.  Cross  and 
Bevan  have  devised  a  delicate  test  which  is  serviceable  for  detect- 
ing the  presence  of  vegetable  fibres  in  fabrics:  the  sample  of  the 
cloth  is  immersed  in  a  solution  of  ferric  chloride  and  potassium 
fenocyanide,  when  any  vegetable  fibre  present  will  be  colored 
blue. 

Lieberman  gives  a  test  to  distinguish  between  animal  and 
vegetable  fibres  as  follows:  The  fibres  are  boUed  with  a  solution 
of  magenta  which  has  previously  been  decolorized  by  the  addi- 
tion of  just  sufficient  caustic  soda;  then  they  are  well  washed  and 

*  Moliach,  Diitgl.  Polyl.  Jour.,  1886, 
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placed  ia  water  slightly  acidulated  with  acetic  acid.  If  the  fibres 
are  of  animal  origin,  they  will  be  colored  a  deep  pink,  whereas 
cotton  and  linen  fibres  will  be  unaffected. 

Both  this  reaction  and  the  one  with  picric  acid  (see  Table  II) 
are  convenient  to  use  when  it  is  desirable  to  render  visible  the 
animal  fibres  in  a  mixed  yam  or  fabric.  In  case  of  a  mixture  of 
wool  and  silk  fibres,  the  wool  may  readily  be  shown  by  placing 
the  sample  in  a  very  dilute  boihng  solution  of  caustic  soda  con- 
taining a  few  drops  of  lead  acetate  solution.  Any  wool  present 
will  be  turned  brown  by  this  treatment,  due  to  the  formation  of 
lead  sulphide  from  the  sulphur  which  forms  a  constituent  of  this 
fibre.  Silk  (and  also  cotton  or  other  vegetable  fibre)  wiU  not  be 
colored.  In  this  test,  of  course,  it  will  be  necessary  that  the 
sample  is  undyed,  or,  at  least,  that  all  coloring-matters  originally 
present  be  completely  removed. 

In  stroi^,  cold  sulphuric  acid  silk  quickly  turns  yellow  and 
dissolves;  cotton  disintegrates  slowly  without  color;  flax  and 
hemp  make  a  black  mixture,  and  wool  is  scarcely  affected.  Both 
silk  and  wool  turn  yellow  and  are  soluble  in  nitric  acid,  the  first 
more  speedily,  while  vegetable  fibres  are  slightly  affected.* 

The  following  analytical  table  showmg  the  reactions  of  the 
more  important  vegetable  fibres  is  given  by  Dodge:  f 


Flax.  . . 
Jute. . . 


New  Zealand  flax. . 
Aloe 


,  Brown  yel- 

.   DuUviolel 
Yellow  to 

Golden 
yellow 

Yellow  to 

do. 


5reeii  blue 
Dull  blue 

Green  blue 
Yellow 


Pale  yellow  1 
Golden 

yeUow 

Yellow 
Yellowish 


Red 
Pale  red 

Pink 
Puipliah 


*  Seaman,  On  the  Idenlificaioti  of  Fibres. 

t  Useful  Fibre  Planls,  BuHe'.in  ,\"o.  p  of  U.  S.  Dept  of  Agriculture 
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The  solution  of  iodin  and  zinc  chloride  is  prepared  by  taking 
100  parts  of  zinc  chloride  solution  of  1.8  sp.  gr.,  adding  13  parts 
of  water  and  6  parts  of  potassium  iodide,  then  add  iodin  until 
vapors  of  the  latter  begin  to  form.  The  brown  liquid  thus 
obtained  should  be  preserved  away  from  light.  The  cupram- 
monium  solution  is  made  by  adding  sodium  carbonate  to  a  solu- 
tion of  copper  sulphate,  whereby  a  mixed  precipitate  of  copper 
hydrate  and  carbonate  is  obtained.  This  is  ■well  washed,  and 
treated  with  just  sufficient  ammonia  (of  0.91  sp.  gr.)  to  dissolve 
it.  The  solution  should  be  well  shaken  and  filtered  before  using. 
The  anilin  sulphate  is  used  as  a  1  per  cent,  solution;  this  reagent 
colors  cells  of  woody  fibre  pale  to  deep  yellow  in  proportion  to 
the  amount  of  woody  matter  present.  The  phloroglucol  reagent 
is  applied  as  follows:  first  a  drop  or  two  of  a  5  per  cent,  solution 
of  phloroglucol  in  95  per  cent,  alcohol  is  applied  to  the  fibre  under 
examination,  and  this  is  followed  by  the  addition  of  a  couple  of 
drops  of  strong  hydrochloric  acid.  Lignified  cells  will  be  stained 
red,  while  those  not  lignified  will  remain  colorless.  A  s'milar 
solution  of  anilin  hydrochloride  may  be  substituted  for  the  phloro- 
glucol, in  which  case  the  lignified  tissue  will  be  stained  yellow 
instead  of  red.  The  iodin  and  sulphuric  acid  is  applied  in  a 
manner  similar  to  that  described  on  page  338. 

In  an  examination  of  a  sample  the  fibres  should  be  separated 
into  their  ultimate  cdls  by  soaking  in  caustic  alkali,  then  rubbir^ 
between  the  fingers,  or  teasing  out  with  needles.  If  the  separa- 
tion of  the  cells  is  difficult  by  this  means,  recourse  must  be  had 
to  boiling  the  fibre  in  a  10  per  cent,  solution  of  caustic  soda  or 
Labarraque  solution  (sodium  hypochlorite),  and  then  fraying  the 
fibre  apart  by  rubbing  in  a  mortar.  After  the  fibre  has  been 
divided  into  its  ultimate  cells,  they  should  be  spread  out  on  a 
slide  moistened  with  glycerol;  this  will  lessen  the  tendency  of 
the  cells  to  curl  up.  A  cover-glass  is  then  laid  on,  and  the  micro- 
scopical examination  is  made.  In  order  to  make  an  examination 
of  the  section  of  the  fibre  to  determine  the  diameter  of  the  cells, 
the  following  method  is  recommended:  An  imbedding  mass  is 
made  by  dissolvii^  70  gms.  of  clean  gum  arable  in  an  equal 
weight  of  distilled  water;  then  4  gms.  of  isinglass  (gelatin)  arc 
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digested  in  i6  cc.  of  cold  water  till  swolleD,  and  heated  to 
complete  solution.  One-half  .of  this  latter  solution  is  strained 
through  a  piece  of  fine  muslin  (the  rest  is  discarded)  and  mixed 
with  the  solution  of  gum  arable;  lo  to  13  cc.  of  glycerol  are 
added,  the  whole  is  well  mixed  and  warmed.  It  is  best  preserved 
in  small  bottles  containing  a.  fragment  of  camphor.  On  cooling 
the  mixture  solidifies,  but  when  it  is  to  be  used  the  bottle  is 
warmed,  a  small  bundle  of  fibres  for  examination  are  tied  together 
and  saturated  with  the  glue,  drawing  the  fibres  out  carefully  till 
they  are  straight  and  parallel.  The  bundle  is  then  hung  up  and 
dried  for  1 3  hours,  after  which  it  will  be  firm  enough  to  cut  with 
a  microtome.  The  slices  thus  obtained  are  placed  on  a  slide, 
and  moistened  with  the  iodin  solution;  this  dissolves  the  glue, 
which  is  absorbed  by  strips  of  blotting-paper  and  thus  removed. 
With  soft  fibres  that  are  ea^y  cut,  a  section  may  be  more  ^mply 
obtained  by  soaking  in  melted  paraffin,  and,  after  cooling,  cutting 
on  the  microtome.  The  wax  may  be  removed  from  the  section 
by  dissolving  in  benzene  or  turpentine. 

Table  IV  shows  the  reaction  of  the  various  vegetable  fibres 
with  the  iodin-sulphuric  acid  reagent,  together  with  the  length 
and  diameter  of  the  ultimate  fibre-cells  in  millimetres. 

Allen  *  summarizes  in  Table  V  the  reactions  to  distinguish 
alk  qualitatively  from  other  fibres. 

3.  Distinction  between  Cotton  and  Linen. — As  it  is  often 
desirable  to  discriminate  between  these  two  fibres,  the  followii^ 
tests,  as  suggested  by  various  authorities,  are  given: 
(i)  The  fibre  is  burnt: 

Cotton — burnt  end  tufted. 

Linen — burnt  end  rounded. 
(2)  The  fibre  is  immersed  in  concentrated  sulphuric  acid  for 
two  minutes,  washed  well  with  water,  then  with  dilute  ammonia 
water,  and  dried: 

Cotton — forms  a  gelatinous  mass  soluble  in  water. 

Linen — the  fibre  is  unaltered. 


*  Commtr.  Org,  Anal.,  vol.  4,  p.  518 
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THE  TEXTILE  FIBRES. 
TABLE  V. 

T«t. 

SUk.  Wool.  Fur,  or  Hur. 

Cottm  or  tinea. 

Healed  io  a.  amall   test- 
tube 

Brittle,   carbonaceous   residue, 

and  odor  of   burnt  fealhen. 
Gases  and    condensed  mois- 
ture alkaline  to  litmus 

Charring  and  smetl  of 
burning  wood.  Gases 
and  condensed  mois- 
ture  add  to  litmus 

Boiled  on  a  saturated  aque- 
ous solution   of  picric 
acid  and  rinsed  in  water 

Dyed  yellow 

Unchanged 

Boiled  with  Milk.n'3  rea- 
gent 

Red  coloration 

No  change  of  color 

Treated  with  cold  nitric 
add  (1.3  sp.gr.) 

Colored  yellow 

No  change  of  color 

Moistened  with  dilute  hy- 
drochloric    acid     and 
dried  at  100=  C. 

Unchanged 

Becomes  rotten 

SilV. 

""-iiS-" 

Healed  to  boiUnE  with  hy- 
drochloric acid 

Dissolved 

Swells,  without 
at  once  dis- 
solving 

Mortly  undissolved 

Boiled  with  a  cone,  solu- 
tion of  baac  zinc  chlo- 
ride 

Dissolved 

Unchanged 

Unchanged 

Treated  with  cold  Schweit- 
zer's reagent 

Dissolved;  not 
precipitated 
by     addidou 
ol  salts 

Undissolved; 
dissolves   on 

Dissolved;  solution 
predpitated  by  addi- 
tion of  salts 

Treated  in  the  cold  with 
10  per  cent,  caustic  soda 

Undissolved 

Dissolved 

Undissolved 

Boiled  with  a  >  per  cerit. 
tolutioii  of  caustic  soda 

Dissolved;  so- 
darkened  by 
lead  acetate; 

negative    re- 
sodium  rntro- 
pnisside 

Dissolved;  so- 
lution    irivea 
ll.ck    or 
brown     pre- 
cipitate nith 
lead    acetate 
and       violet 
color    with 
sodium  nitro- 

Unchanged 

Behavior  with  MoBsch's 

Dissolved, 
with    little 

Undissolved, 
with     yeUow 
or  brown  col- 
oration 

violet  color 
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(3)  The  fibre  is  treated  with  an  alcoholic  solution  of  madder 
for  fifteen  minutes : 

CoUon — becomes  br^ht  yellow  in  color. 
Linen — becomes  dull  orange-yellow  in  color. 

(4)  The  fibre  is  treated  with  an  alcoholic  solution  of  cochineal 
for  fifteen  minutes: 

Cotton — becomes  bright  red  in  color. 
Linen — becomes  violet-red  in  color. 

(5)  The  fibre  is  immersed  in  olive  oil  or  glycerol,  after  pre- 
viously being  boiled  in  water  and  well  dried; 

Cotton — remains  opaque  and  white. 

Linen — becomes  translucent  by  reason  of  the  oil  risii^  by 

capillary  action  between  the  individual  filaments 

of  the  fibres. 

(6)  The  fibre  is  treated  with  an  alcoholic  solution  of  rosoUc 
acid,  and  then  with  a  concentrated  caustic  soda  solution: 

Cotton — remains  colorless. 
i,ine»— becomes  rose- red  in  color. 

(7)  The  fibre  is  treated  with  iodin  and  sulphuric  acid  solu- 
tions: 

Cotton — becomes  pure  blue  in  color. 
Linen — gives  a  dull  blue  color.    This  test  is  satisfactory 
only  on  unbleached  linen. 

(8)  A  small  portion  of  the  sample  is  boiled  in  a  solution  of 
equal  parts  of  water  and  caustic  potash ;  at  the  end  of  two  minutes 
the  sample  is  raised  with  a  glass  rod  and  placed  between  several 
thicknesses  of  filter-paper  to  remove  the  excess  of  water: 

Cotton — remains  white  or  is  a  pale,  clear  yellow  in  color. 
Linen — becomes  dark  yellow  in  color.    This  test  is  adapted 
orJy  for  white  goods. 

(9)  Kuhlmann  recommends  the  use  of  a  cold  concentrated 
solution  of  caustic  potash  (i  .6).  This  causes  unbleached  cotton 
to  shrink  and  curl  up,  and  to  become  gray  or  dirty  white  in  color; 
whereas  unbleached  linen  shrinks  more  than  cotton,  and  acquires 
a  yellowi^  orange  color. 

(10)  The  fibres  are  boiled  in  water,  dried,  immersed  in  a 
saturated  solution  of  sugar  and  common  salt,  and  dried.  The 
separate  threads  are  then  ignited: 
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Cotton — leaves  a  black-colored  ash. 

Linen — leaves  a  gray-colored  ash. 
(ii)  The  fibres  are  treated  with  a  i  per  cent,  alcoholic  solu- 
tion of  magenta  (fuchsin),  and  then  washed  with  a  weak  solution 
of  anunonia: 

Cotton — at  first  stained  a  rose  color  which  is  washed  out  by 
the  ammonia. 

Linen — the  rose  color  is  permanent. 
(12)  Herzog*  recommends  the  following  test  to  distii^ish 
between  cotton  and  flax  in  a  woven  fabric :  A  small  piece  of  the 
cloth  is  cut  out  and  the  edges  are  fringed.  The  sample  is  then 
steeped  for  a  few  minutes  in  a  lukewarm  alcoholic  solution  of 
cyanin;  it  is  then  wa^ed  -with  water  and  treated  with  dilute 
sulphuric  acid.  By  this  treatment  the  cotton  is  completely 
decolorized,  while  flax  retains  a  distinct  blue  coloration.  To 
make  the  blue  color  still  more  distinct,  the  material  should  be 
washed  free  from  acid  and  placed  in  ammonia.  The  coloration 
is  said  to  be  due  to  the  presence  on  the  flax  fibre  of  fragments 
of  epidermis  which  readily  absorbs  the  dyestuS. 

These  tests  will  only  satisfactorily  distinguish  linen  from 
cotton  when  the  former  is  unbleached.  Bleached  linen  shows 
scarcely  any  diflrerence  from  cotton  in  the  tests. 

4.  Distinction  between  ITew  Zealand  Flax  (Phormium  lenax), 
Jute,  Hemp,  and  Linen. — The  foUowii^  series  of  tests  is  recom- 
mended to  distinguish  between  the  fibres  in  question: 

(i)  The  material  is  immersed  in  chlorin  water  for  one  min- 
ute, then  spread  on  a  porcelain  dish,  and  several  drops  of  ammo- 
nia water  added.  New  Zealand  flax  and  jute  become  at  first 
bright  red  in  color,  which  afterwards  changes  to  dark  brown; 
linen  and  hemp  acquire  a  much  lighter  shade,  such  as  clear 
brown,  orange,  or  fawn.  This  method  is  very  good  for  yam  or 
unbleached  cloth,  and  is  particularly  well  adapted  for  testing  sail- 
cloth. French  hemp  retted  in  stagnant  water  is  colored  a  much 
deeper  shade  than  the  same  kind  of  hemp  retted  in  running  water; 
in  cither  case  the  color  is  much  darker  than  that  acquired  by 
linen.    For  testing  twine  this  method  is  said  to  give  excellent 

•  Ztil.  f,  Farbtn-  und  Text.  Ind.,  1905,  p.  1 1. 
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results,  but  in  Reached  material  the  difference  in  the  shades  pro- 
duced is  not  very  marked. 

(2)  To  test  bleached  material,  the  sample  is  immersed  for 
one  hour,  at  36°  C,  in  nitric  acid  containing  nitrous  oxide.  New 
Zealand  flax  assumes  a  blood-red  color,  while  linen  or  hemp  is 
tinted  pale  yellow  or  rose,  according  to  the  method  by  which  it 
was  originally  retted. 

(3)  A  sample  of  the  material  is  heated  in  concentrated  hydro- 
chloric acid.  Hemp  and  linen  will  not  become  colored,  whereas 
New  Zealand  flax  becomes  yellow  at  a  temperature  of  30°  to 
40°  C,  then  becomes  red,  brown,  and  Anally  black. 

(4)  A  sample  of  the  material  is  treated  with  a  solution  of 
iodic  acid.  Hemp  and  linen  are  not  affected,  but  New  Zealand 
flax  acquires  a  rose-red  color. 

(5)  Jute  is  distinguished  from  New  Zealand  flax  by  soaking 
the  fibres  for  two  to  three  minutes  in  a  solution  of  iodin,  and 
then  rinsing  several  times  in  a  t  per  cent,  solution  of  sulphuric 
acid  to  remove  excess  of  iodin.  Jute  acquires  a  characteristic 
reddish  brown  color;  New  Zealand  flax  becomes  clear  yellow 
in  color;  hemp  acquires  a  light  yellow  color,  and  linen  a  blue 
color.  It  will  be  found  best  to  untwist  the  separate  threads  pre- 
vious to  this  treatment.  For  the  preparation  of  the  iodin  and 
sulphuric  acid  solutions,  see  page  338. 

(6)  Jute  may  be  distinguished  from  flax  and  hemp  by  warmii^ 
in  a  solution  containing  nitric  acid  and  a  little  potassium  chromate, 
then  washii^  and  warming  in  a  dilute  solution  of  soda  ash,  and 
washing  again.  The  fibres  are  then  placed  on  a  microscope  slide, 
and  when  the  water  has  evaporated  a  drop  of  glycerol  is  added, 
In  a  short  time  the  characteristic  structure  of  jute  will  be  easily 
observable,  and  under  the  polariscope  (with  a  dark  field)  the  jute 
fibre  will  show  a  uniform  blue  or  yellow  color,  whereas  linen  and 
hemp  will  show  a  play  of  prismatic  colors.  Also  with  phloroglucol 
and  hydrochloric  acid,  jute  is  stained  an  intense  red,  while  linen 
remains  uncolored  and  hemp  acquires  only  a  reddish  tint. 

(7)  To  distinguish   accurately  between   linen  and  hemp  * 

*  DUtilttiimi  bttioetn  Manila  hemp  and  sisal, — In  their  chsracterjstics  these 
two  fitecs  are  veiy  simikr  and  it  is  quite  diGBcult  to  distinguish  between.     This 
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it  is  best  to  have  recourse  to  a  microscopic  exajnination.  The 
linen  fibres  will  appear  quite  regular  and  with  a  lumen  which  is 
often  reduced  to  a  mere  line,  while  the  hemp  fibre  shows  a  very 
lai^e  lumen,  and  presents  a  rather  irr^ular  surface.  With  the 
iodin-sulphuric  reagent  hemp  gives  a  green  coloration,  while 
linen  gives  a  blue;  with  nitric  acid  linen  gives  no  color,  while 
hemp  shows  a  pale  yellow  coloration.  The  ends  of  the  linen 
fibres  are  pointed,  while  those  of  hemp  are  enlarged  and  ^atula- 
shaped. 

5.  Ligneous  Hatter  (derived  from  woody  tissue)  may  be 
detected  in  admixture  with  other  fibres  in  the  following  maimer : 

(i)  On  exposing  the  moistened  sample  to  the  action  of  chlorin 
or  bromin,  and  then  treating  it  with  a  neutral  solution  of  sodium 
sulphite,  a  purple  color  will  be  produced. 

(3)  If  the  sample  be  moistened  with  an  aqueous  solution  of 
anilin  sulphate,  an  intense  yellow  color  will  be  produced. 

(3)  If  the  sample  be  moistened  with  a  solution  of  phloro- 
glucol  of  }  per  cent,  strength,  and  then  with  hydrochloric  acid^ 
an  intense  violet-red  color  will  be  produced.  Solutions  of  resor- 
cinol,  orcinol,  and  pyrocatechol  act  in  a  similar  manner. 

(4)  Woody  fibre  when  boiled  in  a  solution  of  stannic  chloride 
containii^  a  few  drops  of  pyrogallol  gives  a  fine  purple  color, 
which  is  ea^y  seen  under  a  magnifyii^-glass. 

6.  Reactions  of  Bast  Fibres.— In  Table  VT,  by  Goodale,  are 
presented  reactions  for  the  principal  bast  fibres. 

7.  Systematic  Analysis  of  Mixed  Fibres.— Table  VII,  by 
Pinchon,  represents  an  attempt  to  give  a  systematic  qualitative 
analysis  of  the  most  important  textile  fibres,*  With  a  due  degree 
of  caution,  this  schematic  analysis  may  be  emplo3red  with  con- 
may  be  done,  bowever,  with  more  or  less  accuracy  by  aa  observation  of  the  color 
of  the  ash,  which  in  the  case  of  Manila  hemp  is  grayish  black,  while  sisal  leave* 
a  white  ash. 

*  The  fibre  is  first  treated  with  a  10  per  cent,  solution  oE  caustic  potash,  which 
causes  any  animal  fibre  to  dissolve,  the  vegetable  fibres  remaining  insoluble.  If 
lead  acetate  solution  is  added  to  the  fibre  after  treatment  with  caustic  potash,  if 
wool  is  present  it  will  become  dark,  owing  to  the  formation  of  lead  sulphide  from 
the  sulphur  existing  in  the  wool.  If  silk  is  suspected,  warm  in  concentrated  sul- 
phuric add,  which  will  cause  the  »lk  to  darken  rapidly  and  the  wool  more  atowly. 
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siderable  success,  though  confirmatory  tests  should  be  applied  to 
the  detection  of  each  fibre  indicated.  The  differentiation  be- 
tween the  various  vegetable  fibres  given  is  especially  difficult. 

8.  Identification  of  Artificial  Silks.— In  Table  VIII  are  given 
Hassac's  tests  to  identify  the  different  varieties  of  artificial  silks 
or  forms  of  lustra-cellulose,  and  also  the  distinction  between 
these  latter  and  true  silk. 

9.  Distinction  between  True  Silk  and  Different  VaiietieB  of 
Wild  Silk. — True  silk  (from  Bombyx  mori)  rapidly  dissolves  (one- 
half  minute)  in  boiling  concentrated  hydrochloric  acid;  Senegal 
silk  (from  Faidherbia)  dissolves  in  a  somewhat  longer  time,  while 
yama-mai,  tussah,  and  cynthia  silks  require  a  much  longer  time 
for  complete  solution.  True  sUk  is  also  rather  easily  soluble 
in  strong  caustic  potash  solution,  whereas  the  other  varieties 
of  silk  are  not.  The  most  approved  reagent,  however,  for  sepa- 
rating tiue  silk  from  the  wild  varieties  b  a  seml-salurated  solution 
of  chromic  acid,  prepared  by  dissolving  chromic  acid  in  cold 
water  to  the  point  of  saturation  and  then  adding  an  equal  volume 
of  water.  True  silk  is  completely  dissolved  on  boiling  in  this 
solution  for  one  minute,  whereas  wild  silk  remains  insoluble. 

Under  the  microscope  true  silk  can  readily  be  told  from  wild 
silks,  as  the  latter  fibres  are  broad  and  flat,  and  show  very  dis- 
tinct longitudinal  stnations,  which  are  absent  in  true  silk.  Excep- 
tion must  perhaps  be  made  with  the  wild  silk  from  Saturnia 
spini,  which  can  scarcely  be  told  from  true  sUk  by  a  micro- 
scopical examination.  With  regard  to  distinguishing  between 
the  difTerent  varieties  of  wild  silks  themselves,  some  valuable 
information  may  be  gained  by  a  determination  of  their  relative 
diameters.  Hdhnel  gives  the  following  values  for  the  greatest 
thickness  of  the  different  silks: 

True  s[lk  {Bombyx  mart) 30  lo  35  /i 

Senegal  silk       {Faidhtrbia  bauhini) jo  lo  35  /■ 

Ailanthus  silk    (Altacus  cyathid) 40  lo  50  ^ 

Yoma-mai  silk  {Aniheraa  yama-vtati 40  lo  50  fl 

Tussab  silk        {Bombyx  seitnt) 5°  to  SS  /< 

Tussah  silk .      {Bombyx  myliita) 60  to  65  /i 

■  According  to  Wiesner  and  Prasch,  the  breadths  of  the  single 
fibres  of  different  silks  are  as  follows: 
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TABLE  vnL— IDENTIFICATION  OF  ARTIFICIAL  SILKS. 


Rucmt 

Natuml  ailc. 

Collodi™  aik.      C*Uoli»=  Silk.   1      Gelitin  Slk. 

Water 

No  change 

Swell  up;    addition  of   alcohol   or   glycerin 

Cone,     sulphuric 

" 

Swells  rapidly 
and     d  i  s  - 
salves 

comes  thin-      on  beating 
ner  and  dis- 
solves 

Acetic  acid 

- 

Slight    sweU- 
ing 

ing                     boiling 

Half-saturated 

acid 

Dissolves  slow- 
ly 

Dissolves  in  the  cold 

and   sulphuric 
acid 

— 

Blue  color 

~ 

~ 

Caustic      potash, 

40% 

Dissolves  with- 
out color 

Swell  without  dissolving,  but 
color  liquid  yellow 

Dissolves  rap- 
id!y 

per  solution 

— 

Swells  quirklv 
and        dis- 
solves 

Swells  slowly 
and     dis- 

Insoluble;  Col- 
ore liquid 
violet 

Alkaline     copper 
glycerin     solu- 

Dissolves    im- 

80°   C.    lus- 

sah  silk  dis- 

minute      0  n 
boiling 

Unchanged 

Unchanged 

Dissolves  0  n 
boiling 

lodin    in    potas- 
sium iodide 

- 

washing 

lodin     and     sul- 
phuric add 

Yellow 

Deep    violel- 
blJe 

Pure  blue 

Yellowish  to 
reddish 

brown 

lodin      in     zinc 
chloride 

Becomes     )-el- 
low  and  dis- 

Blue-violet 

Gray-blue  to 
gray-violet 

Becomes  yellow 
and  disinte- 
grates 

Ignition 

Odor  of  burnt 
feathers 

No  odor 

No  odor 

Odor  of  burnt 
feathers 
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Ailsnthus  silk 7  to  »7.  mostly  14  p 

Yama-mai  silk 10  to  45,  mostly  aj  /i 

Bombyx  mylitla 14  to  75,  mostly  43  p 

Bombyx  leletu. 37  to  41,  mostly  34  p 

Senegal  silk 13  to  34,  mostly  13  /t 

True  silk 9  to  11,  mostly  13  n 

True  silk,  allanthus  silk,  and  Senegal  silk  do  not  show  any 
cross-marks,  or  only  very  faint  indications  of  such;  whereas  with 
tussah  silk  and  yama-mai  silk  the  cross-marks  are  very  distinct 
and  characteristic. 

The  microscopical  appearance  of  the  end  of  the  fibre  on  being 
torn  apart  also  serves  at  times  as  a  useful  means  of  distinguishing 
the  variety  of  silk;  true  silk,  tussah  silk,  and  yama-mai  silk 
show  scarcely  any  fraying  at  the  ends;  in  Sen^al  silk  the  fraying 
is  very  noticeable  in  almost  every  fibre;  while  in  ailanthus  silk 
about  one-half  of  the  number  of  fibres  show  a  frayed  end.* 

*  Besides  the  wild  ulks  mentioned  above,  there  are  a,  few  others  of  lesser  im- 
ponance,  which  tor  the  sake  of  completeness  are  herewith  described: 

I.  Satttmia  pdyphtmus,  a  North  American  variety,  consists  of  very  flat 
fibres,  with  large  air-canals  and  numerous  structural  filaments  separating  at  the 

edge  of  the  fibre;  coarse  lumps  of  adhering  sericin  are  frequent;  well-defined 
cross-marks  are  also  frequent.  The  single  fibre  is  about  33  /i  in  width;  in  its 
polariscopic  appearance  these  fibres  very  much  resemble  ailanthus  silk. 

3,  Arryndia  ricini:  the  fibres  are  even  more  flattened  than  the  preceding 
and  resemble  a  thin  band  or  ribbon;  large  air-canals  are  of  frequent  occurrence; 
striations  very  apparent;  the  sericin  layer  is  in  places  very  thin,  and  soroelimes 
apparently  lacking  altogether.  The  double  fibre  is  about  45  to  ;;  p  in  width, 
and  4  to  6  ;i  thick.  At  the  edge  of  the  fibre  frayed  ends  of  structural  filaments 
are  often  apparent.  Cross-marks  are  rather  ill-defined,  but  of  frequent  occur, 
rence.     The  serfcin  layer,  though  thin,  is  quite  uniformly  developed. 

3.  Arriherita  ftmyi  has  a  very  flat  fibre,  resembling  a  ribbon;  it  does  not 
fray  out  at  the  ends,  and  shows  scarcely  any  sii^le  filaments.  The  double  fibre 
measures  60  to  80  fi  in  width  and  8  lo  10  ^  in  thickness.  Cross-marks  are  rather 
few  and  indistinct.  The  sericin  layer  is  very  thin,  and  in  general  hardly  notice- 
able.    Moderately  sized  air-canals  are  present. 

4.  Satumia  cecropia  occurs  in  Texas.  The  fibre  is  also  flat  and  ribbon-tike 
in  fonn;  the  double  fibre  measures  60  to  90  /<  in  width  and  10  to  r5  ;i  in  thick- 
ness; air-canals  are  frequent  and  large,  hence  the  fibre  usually  appears  rather 
dark  under  the  microscope.  The  cross-marks  are  very  distinct,  and  at  such 
points  the  fibre  is  much  broader.  The  libre  is  usually  much  frayed  out  and  indi 
vidual  filaments  are  easily  distinguished.  The  sericin  layer  is  quite  thin,  but  very 
uniform. 

5.  AUaau  lunula  has  fibres  which  are  not  so  flat  as  the  preceding.  The 
double  fibre  is  35  to  35  p  in  width  and  rz  to  18  p  in  thickness.     The  air-canals 
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By  the  use  of  the  polariscopic  attachment  to  the  microscope, 
considerable  differences  can  be  observed  in  the  interference  colors 
displayed  by  the  different  varieties  of  silks.  It  is  best  to  conduct 
these  observations  under  a  magnification  of  30  to  50  diameters; 
and  as  the  silk  fibres  are  more  or  less  ovoid  in  section,  it  must  be 
borne  in  mind  that  the  same  fibre  will  give  a  different  color  phe- 
nomenon, depending  on  whether  it  is  viewed  from  the  narrow 
side  or  from  the  broad  aide.  Hence,  to  obtain  trustworthy  results, 
the  appearance  of  the  same  side  only  of  the  fibres  should  be  com- 
pared. Also,  the  appearance  of  single  fibres  only,  and  not  of 
crossed  fibres,  should  be  taken.  Hohnel  gives  the  following 
description  of  the  appearance  of  the  differrat  silk  fibres  viewed 
in  polarized  light,  the  observations  being  made  with  a  dark  field, 
and  under  a  magnification  of  30  to  50  diameters: 

1.  True  silk:  (a)  broad  side,  very  lustrous,  of  a  bluish  or  yel- 
lowish opalescent  white;  the  same  color  is  nearly  always  to  be 
found  over  the  entire  breadth;  (b)  narrow  side,  exactly  similar 
to  the  preceding. 

2.  Yama-mai  silk:  (a)  broad  side,  generally  of  a  pure  bluish 
opalescent  white;  also  darker  bluish  to  almost  black  tones; 
nearly  all  of  the  colors  are  brilliant;  {b)  narrow  side,  shows  all 
colors,  very  brilliant  and  contrasted;  darker  and  blackish  tones 
also  occur. 

3.  Tussah  silk  (from  Bombyx  selene):  (a)  broad  side,  shows 
all  colors,  very  brilliant;  thickness  of  the  fibre  very  uneven, 
hence  the  colors  change  through  the  length;  the  thick  parts  are 
dark  blue  and  reddish  violet,  while  the  thinner  parts  are  yellow 
or  orange;  (ft)  narrow  side,  shows  bright  red  and  bright  green 
colors,  though  often  but  slightly  visible;  the  colors  form  long 
fiecks;  often  only  dark  gray  to  black. 

4.  Tussah  silk  (from  Bombyx  myiitta):  (a)  broad  side,  a 
bluish  opalescent  white  prevailing;  also  brown,  gray,  and  black, 
tones;  the  colors  occur  in  flecks  like  preceding,  though  scarcely 

are  fine  aod  delicate;  and  the  &bre  shows  but  a  slight  degree  of  fraying.  The 
sericin  layer  is  very  thin  and  finely  granulated  on  the  surface;  in  places  it  has 
the  form  of  irregular  shreds.  The  fibre  as  a  whole  has  a  brownish  yellow  appear- 
ance, due  to  the  ochre-yellow  color  of  the  sericin  layer. 
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even  dark  blue,  but  mostly  bright  orange  to  red  or  brown;  (b) 
narrow  side,  color  a  dull  gray  with  bright  red  or  green  flecks;  the 
general  appearance  is  very  similar  to  the  preceding  silk. 

5.  AUanthus  sUk:  (a)  broad  side,  bright  yellow  or  yellow- 
brown  to  gray-brown  colors;  (6)  narrow  side,  nearly  all  colors, 
but  rather  soft  and  not  very  contrasted,  seldom  very  bright,  but 
rather  dujl;  short  flecks  of  green,  yellow,  violet,  red,  or  blue. 

6.  Senegal  silk:  (a)  broad  side,  bright  yellowish  white,  gray 
to  brown,  seldom  bluish  white  in  color;  (b)  narrow  side,  faint 
and  dull  gray,  brown  to  blackish  colors,  seldom  bright  colors. 

10.  Micro-analytical  Tables.— The  following  micro-analytical 
tables  have  been  adopted  from  Hfihnel  for  the  qualitative  deter- 
mination of  vegetable  fibres; 

L  TABLE  FOR  THOSE  VEGETABLE  FIBRES  BOTANICAIXY 
DESIGKATED  AS  HAIR  STRUCTURES. 

1.  (d)  Each  single  fibre  consists  of  a  single  cell (see  4), 

(b)  Each  fibre  consists  of  two  cells,  namely,  a  short,  thick, 
underlying  cell,  and  an  overlying  pointed,  principal  cell.  The 
fibres  are  grayish  brown,  scarcely  0.5  cm.  long;  hard,  woolly, 
lifeless,  thin-walled,  but  round-stapled.  Such  fibres  form  the 
thick  upper  coating  on  the  leaves  of  the  Cycadai  macrozamia  of 
New  South  Wales,  and  are  used  as  vegetable  hair  in  upholstery. 

(c)  Each  single  fibre  consists  of  a  series  of  cells,  hence  is  a 
cellular  fibre.  The  cells  are  golden  yellow  to  brown  in  color, 
generally  clinging  together,  and  empty.  The  fibre  as  a  whole  is 
highly  lustrous,  but  very  harsh  and  brittle;  very  thin-walled,  flat, 
and  ribbon-shaped;  frequently  twisted  on  its  axis;  broad  and 
0.5  to  2  cms.  long.  Such  fibres  form  the  thick  coating  on  the 
leaves  of  various  ferns  {Cibotium)  in  Asia,  Australia,  and  ChiU. 
The  material  is  used  for  upholstery  under  the  name  of  pulu. 

(d)  Each  fibre  consists  of  numerous  cells  growing  side  by  side, 
or  of  several  series  of  such ;  forms  the  so-called  tuft (see  2). 

2.  (a)  Hairs  straight,  stiff ;  white  to  dirty  yellow  in  color..(see  3). 
(b)  Hairs  woolly,  tough,  brownish  violet  in  color,  4  to  6  mm. 

long;    consisting  of  long  cotton-like,  flat,  twisted,  spiral  cells. 
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the  walls  of  which  are  frequently  thick  and  undulatii^;  the  con- 
tents of  the  cells  moderately  abundant,  yellow  to  violet,  and  in 
part  colored  red  with  hydrochloric  acid.  This  fibre  covers  the 
small,  egg-shaped,  flattened  fruit  of    the    new  Holland  plant 


Fic.  III.— The  Lesser  Cotton  Grass  {Eriopkorum  lalifalium).     (Afier  Dodge.) 

Crypioslemma  calendulaceum.    It  is  used  in  Australia  as  a  stuffing 
material. 

(c)  Hairs  wooUy,  harsh,  reddish  yellow  In  color;  the  cells  are 
very  thin-walled,  colorless,  and  generally  empty;  in  places,  how- 
ever, filled  with  a  homogeneous  reddish  yellow  substance;  where 
two  cells  come  together  side  by  side  there  are  to  be  noticed  round 
spots.    The  individual  cells  are  relatively  broad,  extremely  varied. 
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and  irregularly  thick;  irregularly  bent  in  places  and  frequently 
knitted  together.  This  fibre  forms  the  coating  of  a  plant  {Hibis- 
cus?) growing  in  Cuba;  as  employed  for  upholstery  materials  it 
goes  by  the  name  of  Majagua. 


Fio.  113. — Cotton  Grass  {Eriophorum  an  gusli jolium).     (After  Dodge.) 

3.  (fl)  The  hairs  are  i  to  3  cm.  long,  and  on  the  average  are  under 
50  p.  wide;  they  consist  of  two  layers  of  cells  which  grow  into  one 
another.  The  inner  walls  are  rough;  the  outer  walls  are  thin 
and  indented,  hence  lie  close  against  the  inner  portion;  the  sec- 
tion walls  are  quite  noticeable  and  thick;  the  tufts  end  in  2  to 
6  pointed,  often  hook-shaped  cells;  the  end  cells  show  numerous 
pores;    weakly  lignified.    This  fibre  consists  of  the  ripe  fruit 
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spicula  of  cotton-grass,  Eriopkorum  angusHjoHum,  E.  latifoltum, 

etc Cotton-grass  (see  Fig.  114), 

(b)  The  fibres  are  5  nun.  long;  mean  breadth  of  the  tufts 
8  to  16  fi,  the  widest  being  under  30  ft;  the  tufts  do  not  end  with 
sharp-pointed  cellsj  the  section-wails  under  low  magnification 
ap[>ear  as  little  knots  and  are  usually  quite  noticeable.  This 
fibre  is  obtained  from  the  small,  lance-like  fruit  of  the  reed 
mace,  Typha  angustifolia,  which  grows  on  a  small  shaft,  and 


Rg,  1 14— Fibres  ot  Cotton  Grass  or  Vegetable  Siik.   C><SO-)  The  sharp  fraaurea 

show  the  brittle  nature  of  the  fibre.     (Micrograph  hy  author.) 

carries  the  hairs  on  the  other  end.     It  is  used  for  upholstery  and 

other  filling  material Reed-mace  hair  (see  Fig.  115). 

4.    (fl)  The  fibres  are  flat,  woolly,  frequently  twisted  in  a  spiral 
manner  on  their  axes;    not  lignified (see  5). 

(b)  The  fibre  is  generally  cylindrical,  stiff,  not  twisted;  some- 
what lignified,  hence  colored  red   with   indophenol  or  phloro- 

glucol (see  6). 

S-    (a)  Fibres  i   to  5  cm,  long;    white  to  yellowish  brown;    12 
to  42  /t  thick Cotton  (see  Fig.  116). 

(6)  Fibres  only  9-5  cm.  long;  very  thin;  usually  consisting  of 
tufts;   violet-brown  in  color.     Sec  above,  under  2  (6). 

Cryptostemma  hairs, 
6.  (a)  The  product  consists  of  grassy  spicula  with  a  hairy  cover- 
ing; the  hairs  are  5  to  8  mm.  long  and  about  10  to  15  fi  wide; 
the  thickness  of  the  wall  of  the  thick,  cylindrical-pointed  hairs 
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remains  rather  uniforni  up  to  the  point  itself,  hence  the  latter  ap- 
pears very  thick;  spots  are  often  observed.  This  fibre  is  upholstery 
material  from  Saccharum  officinale Sugar-cane  hairs. 

(6)  The  product  consists  of  short  white 
fibres,  about  8  to  24  ft  in  width,  and  of  oval, 
flat  fruit-shells,  4  mm.  wide  and  5  mm.  long; 
the  hairs  are  broadened  at  the  base,  hence 
generally  knife-shaped;  thick- walled,  with 
transverse,  fissure-like  marks;  the  upper 
portion  of  the  hair  is  very  thin  and  rough- 
walled;  colorless;  the  ends  are  usually  blunt 
and  contain  a  granular  matter;  slightly 
lignified,  especially  at  the  base. 

Poplar  cotton. 

(c)  The  product  consists  entirely  of  hairs 
and  is  almost  entirely  free  from  accidental 
impurities Vegetable  down  and  sUk. 

7.  (a)  The  fibres  have  two  to  five  longi- 
tudinal ridges  on  the  walls,  which  are  either 
crescent-shaped  or  quite  fiat,  running  into 
network  at  the  base;  these  ridges  are  broad 
and  difficult  to  discern  in  a  surface  view  of 
the  fibre,  yet  sometimes  very  apparent;  the 
maxiraum  thickness  about  35  [i;  white  or 
yellowish  in  color.  These  fibres  are  the 
seed-hairs  of  Apocyneen  and  Asdepiadeen. 

Vegetable  silk  (see  Fig.  119). 
(ft)  Thefibresare  without  ridges;  trans- 
verse ridges  frequently  at  the  base  or  as  a 
network.  Maximum  thickness  generally 
under  35  p;  yellowish  to  brown.  These  *"^*' 
fibres  consist  of  the  hairs  which  cover  the  fruit-pods  of  Bowbaca. 
Vegetable  down  (see  1 3), 

8.  (a)  The  hairs  are  3.5  to  4.5  cm.  long,  and  the  largest  are  50  to 
60  /I  in  diameter (see  9). 

(6)  The  fibres  are  1 .5  to  4  cm.  long,  and  the  largest  are  35  to 
45/1  in  diameter (see  10). 


ic.  115. — Reed-mtce 
Hair.  (X340.)  (Hdh- 
Del.)  A,  poition  of 
hair;  B,  ripe  fruit  al  j\ 
ft,  hair  around  fruit;  x, 
ct\W,  k,  knotted  stnic- 
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g.  (a)  The  fibres  are  narrowed  at  the  base,  and  directly  above 
are  strongly  swollen,  and  up  to  j oo  fi  in  thickness;  numerous 
pores  at  the  base;  the  fibres  grow  brush-like  on  a  stem,  are  yel- 
lowish and  harsh.    This  is  v^etable  silk  from  Senegal. 

Strophantus  (see  Fig.  117). 
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FlO.  116. — Cotton  Fibres.  (X340.)  (Hohnel.)  a,  portion  swollen  with  SchweiUer's 
reagent;  c],  shreds  ot  cuticle;  a,  rings  of  cuticle;  re,  cellulose;  i,  dried 
protoplasniic  canal;  h,  various  cotton  fibres  with  sections  above;  I,  lumen; 
d,  twists;  i,  granulations  on  cuticle. 

(6)  The  fibres  are  white,  firm,  and  tough,  not  harsh;  form  a 
hairy  tuft  or  crown.    This  is  vegetable  silk  from  India. 

Beauttumiia  grandifiora  (see  Fig.  118). 
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(c)  Yellow  rod  fibres,  weak,  stiff,  straight,  and  harsh. 

Calotropis  procera,  Senegal. 

10.  (a)  At  base  of  the  hair  there  are  spots  or  pores. ..(see  11). 
(b)  Spots  or  pores  lacking.    V^etable  silk  from  AscUpias 

comutii,  curassavica,*  etc (see  Fig.  119). 

11.  (a)  Spots  large;  round  or  oblique;  the  walls  of  the  fibre  are 
not  thicker  at  the  base  than  at  the  upper  portion;    the  ridges  on 


Fio.  117. — FihreotSlreplunilMS.     (Xjoa.)    a,  langitudinal  view;  b,  croM-secUoa. 
(Micrograph  by  author.) 

the  fibre  are  remarkably  well  developed,  the  hairs  are  strongly 
bent  back  at  the  base.  Vegetable  silk  from  Calotropis  gigantea. 
(b)  Spots  small,  no  longitudinal  markings;  walls  thicker  than 
the  foregoing  fibre;  ridges  less  noticeable  and  often  apparently 
lacking (see  12). 

12.  (a)  Hairs  narrowed  at  the  base Hoya  viridifiora. 

(fc)  Hairs  not  narrowed  at  all,  or  scarcely  so Marsdenia, 

13.  (a)  The  hairs  have  medi-like  ridges  at  the  base  situated 
obliquely,  or  have  spiral  ridges (see  14). 

(6)  Without  mesh-like  ridges  at  the  base (see  15). 

14.  (a)  Base  broader,  thin-walled,  with  oblique,  mesh-like  ridges 
or  spiral  swellings,  which  often  extend  to  a  considerable  dis- 
tance. Points  very  thin-walled,  gradually  tapering,  not  ended 
sharply;  frequently  containing  a  reddish-brown  homogeneous 
granular  substance;  fibre  not  very  stiff,  usually  notched.    Base 

*  This  plant  grows  in  tropical  and  sub-tropical  America  and  is  also  found  in 
India.     Its  seed-haira  are  said  to  be  stronger  than  those  of  most  other  v 
of  such  fibres. 
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contains  no  marrow.     Vegetable  down  from  EHodendron  an}ra£- 
luosum. 

{b)  Quite  similar,  but  the  ends  are  not  so  tapering;  without 


o~t 


(X340.)     (HohBicl.) 
n,   middle  portion  of 


Fig.  118. — Vegetable  Silk  from  Btaumontia  pandiflora. 
b,  base  of  fibre;  s,  pointed  ends;  q,  cross  section; 
fibre;  w,  cell-wall;  /,  longitudinal  ridges. 


marrow;    whole  fibre  somewhat  rough- walled.     Vegetable  down 
from  Bombax  hepiaphyllum. 

(c)  Very  similar  to  (a),  but  walls  of  fibre  are  quite  roughened 
and  contain  at  intervals  throughout  its  length  a  granular  marrow; 
base  thick-walled,  mesh-like  fibrous  ridges,  but  neither  spirally 
developed  nor  very  broad — at  most  only  one-sixth  of  the  width 
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of  the  fibre;    ends,  as  before,  thick-walled.     Vegetable  down, 
Ceiba  cotton,  from  Bombax  ceiba (see  Fig.  1 20). 


Fm.ti9.—VtgtiM.eSS\tiramAickpuucamtaU.    (Xsoo.)    a,  longitudinal  view; 
b,  cross-seclioiisi  r,  thickeoed  ridgesi  w,  cell-mlU     (Micmgnph  by  author.) 


15.  (a)  Raw  fibre,  brown,  rough-walled;   walls  i  to  7  /i  thick; 
not  indented;  points  without  marrow;  stiff  and  very  sharp  at 


Fic,  HO,— Vegetable  Down  (Bambax  ctiba).     ( X  300.)     (Micrograph  by  author.) 

«nd;  base  not  broadened,  often  contains  granular  matter     Vege- 
iMe  down  from  Ockroma  lagopus (see  Fig  121). 
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(b)  Raw  fibre,  yellowish,  thin-walled,  walls  very  uneven 

I  thickness;    frequently  weakly  developed  longitudinal  ridges;- 

just  at  the  base  the  wall  is  very  thick. 

Vegetable    dovm    from    Cocklospermum 

gossypium. 


II.   GENESAL  TABLE  FOR  THE   DETEKMI- 
NATION  OF  THE  VEGETABLE  FIBBES. 

Includii^  cotton,  as  well  as  the  more 
important  fibres  derived  from  bast  or 
sclerench)TOOus  tissues. 

A.  Fibres  Colored  Blue,  Tiolet,  or 
Greenish  with  lodin  and  Sulphuric  Acid. 

(a)  Bast  fibres  and  cotton.  (Cot 
ton,  flax,  hemp,  sunn  hemp,  ramie,  Roa 
fibre.) 

I,  The  cross-sections  become  blue 
or  violet  with  iodin  and  sulphuric  acid; 
show  no  yellowish  median  layer;  the 
lumen  is  often  filled  with  a  yellowish 
marrow. 

I.  Cross-sections:  they  occur  either 
Fio.  i3i.~OchrDtHa  lagepus.  singly  OF  in  small  groups;  the  single 
(X340O     (Htthnei.)     m,  sections  do  not  join  over  one  another; 

middle  part  o(  fibre;  b,  base;  ,  1  >    .  .  , 

J.  pointed  end; /,  lumen;  3,    ^^^  polygonal,  and  have  sharp  edges; 

cross-aection;  w,  cell-wall,      iodin  and  sulphuric  acid  colors  them 

blue    or     violet ;    they    show    closely 

packed,  delicate  layers;    th*e  lumen  appears  as  a  yellow  point. 

Longitudinal  appearance;   with  iodin  and  sulphuric  acid, 

quite  blue;  it  appears  transparent,  quite  uniformly  thick;  smooth 

or  delicately  marked;  joints  frequent;  indications  of  dark  lines 

running  through,   which  are  usually  crossed;    enlat^ements  on 

the  fibre,  especially  at  the  joints,  frequent;  the  lumen  appears 

as  a  narrow  yellow   line;   the  natural  ends  of   the  fibres  are 

sharply  pointed;  length  4  to  66  mm.,  thickness  15  to  37  /i. 

Linen  or  Flax. 
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2.  Cross-sections  single  or  very  few  in  a  group,  loosely  held 
together;  polygonal  or  irregular,  mostly  flat,  very  large;  colored 
blue  or  violet  with  iodin  and  sulphuric  acid;  stratification  not 
noticeable;  the  lumen  is  large  and  irregular;  frequently  filled 
with  a  dark  yellow  marrow;   radial  fissures  frequently  apparent. 

Longitudinal  appearance:  many  of  the  fibres  remarkably 
broad;  the  width  of  a  single  fibre  very  uneven;  smooth  or  striped; 
very  often  ruptures  in  the  wall;  with  iodin  and  sulphuric  acid, 
blue  or  violet ;  the  lumen  readily  seen ;  very  broad,  often  contain- 
ing a  dark  yellow  marrow;  joints  noticeable;  dark.,  transverse 
lines  frequent,  often  crossii^  each  other;  the  ends  are  relatively 
thick-walled  and  blunt;  length  60  to  250  mm.,  thickness  up  to 
So  ft China  grass,  Ramie. 

3.  Cross-seclions;  not  many  in  the  groups;  polygonal;  mostly 
with  straight  or  slightly  curved  sides  and  blunt  angles;  the 
lumen  is  contracted  lengthwise  regularly;  frequently  contains 
a  yellow  marrow,  many  sections  are  surrounded  by  a  thin,  green- 
ish-colored layer;  not  closely  joined  to  one  another.  The  sec- 
tions often  show  very  beautiful  radial  marks  or  fissures  and  con- 
centric layers;    the  various  layers  are  colored  differently. 

Longitudinal  appearance,  as  with  China  grass;  proportional 
dimensions  similar. Roa  fibre. 

4.  Cross-sections  always  isolated,  rounded,  various  shapes, 
mostly  kidney-shaped;  with  iodin  and  sulphuric  acid,  blue  or 
violet;  lumen  contracted,  line-sha[>ed,  often  containii^  a  yel- 
lowish marrow;  no  stratification. 

Longitudinal  appearance:  fibres  always  separate;  with 
iodin  and  sulphuric  acid,  a  fine  blue;  streaked  and  twisted; 
lumen  broad,  distinct,  frequently  contains  yellowish  marrow; 
ends  blunt;  the  entire  fibre  not  soluble  in  concentrated  sulphuric 
acid;  coated  with  a  very  thin  cuticle;  length  10  to  60  mm., 
breadth  12  to  42  n Cotton. 

II.  Cross-section  blue  or  violet  with  iodin  and  sulphuric 
acid;  polyhedral,  rounded  or  irregular;  always  surrounded  by  a 
yellow  median  layer. 

1.  Cross-sections  always  in  groups,  with  angles  more  or  less 
rounded  off,  lyii^  very  close  to  one  another;   all  of  them  sui- 
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rounded  by  a  thin,  yellomsh  median  layer;  the  lumen  is  line* 
shaped,  single  or  forked,  often  broad,  with  intuming  edges,  with- 
out marrow;  good  concentric  stratification;  the  different  strata 
being  diiferently  colored. 

Longitudinal  appearance:  with  iodin  and  sulphuric  acid, 
blue,  greenish,  or  dirty  yellow;  fibres  irregular  in  thickness,  fre- 
quently with  appended  portions  of  yellowish  median  layer;  joints 


—Hemp,     (X340.)     (HohnelO     6,   enda   of  fibrca;    1 
d,  longitudinal  view. 


and  transverse  lines  frequent;  stripes  very  distinct ;  the  lumen  is 
not  very  apparent,  but  broader  than  linen;  ends  are  broad,  thick- 
walled,  and  blunt,  often  branched;  length  5  to  55  mm.,  breadth 

16  to  50  ju Hemp  (see  Fig.  1 22). 

2.  Cross-sections  in  large  groups,  lying  very  close  together  and 
touching;  very  similar  to  those  of  hemp;  often  crescent-shaped. 
Polygonal  or  oval,  with  lumen  of  varying  size,  frequently  contain- 
ing yellowish  marrow;  lumen  usually  not  line-shaped,  but  irregu- 
lar; a  broad  yellow  median  layer  always  present,  from  which  the 
blue  inner  strata  are  easily  distinguished;  stratification  very  dis- 
tinct, as  with  hemp. 
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Longiludinal  appearance,  as  with  hemp,  except  ia  dimen* 
sions,  which  are:  length  4 'to  la  mm.,  breadth  25  to  50/1. 

Sunn  hemp. 
(b)  Leaf  fibres.     (With  vascular  tissue;    without  jointed 
structure.     Esparto  and  pineapple  fibre.) 


Flo,  133. — Esparto-grass.    (X340-)    (Hahnel.)    i,  short  aclereochymous  elements; 
/,  cells;  /.fibres;    ft,  hairs;  e,  epidemial  cells. 

1.  Cross-seclions  in  large,  compact,  often  crescent-shaped 
groups;  very  small;  pale  blue  or  violet  with  iodin  and  sulphuric 
acid;  surrounded  by  a  thick,  shell-like  network  of  median  layer; 
rounded  or  polygonal;  lumen  like  a  point  or  streak;  thick  cut- 
tings apf>ear  greenish  or  even  yellow;  frequently  bundles  of 
vascular  tissue  with  one  or  two  rows  of  thick,  yellow-colored  fibres. 
Longitudinal  appearance:  Fibres  slender,  regular,  very 
thick-walled,  smooth;  lumen  often  invisible,  generally  as  a  fine 
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line;  ends  are  tapered  with  needle-like  points;  color  with 
iodin  and  sulphuric  acid,  blue,  often  but  slightly  pronounced; 
frequently  present  short,  thick,  stiff,  completely  Ugnified 
&bres  from  vascular  tissue;  length  s  mm.,  breadth  6  ft. 

Pineapple  fibre. 

2.  Cross-sections  in  groups;  with  iodin  and  sulphuric  acid, 
mostly  blue,  though  also  yellow;  often  with  pronounced  stratifi- 
cation; the  outer  strata  frequently  yellow,  while  the  inner  are 
blue;  rounded  or  oval,  seldom  straight-sided;  lumien  like  a  point. 
Longitudinal  appearance:  the  fibres  are  short;  blue  with 
iodin  and  sulphuric  acid;  thin,  very  firm,  smooth,  uniform  in 
breadth;  lumen  yellow,  line-shaped;  ends  are  seldom  pointed, 
mostly  blunt  or  chiselled  off,  or  forked;  length  1.5  mm.,  breadth 
12  p. Esparto  (see  Fig,  123). 

B.  Fibres  Colored  Yellow  witli  Iodin  and  Sulphuric  Add. 

(a)  DicoTYiEDONOUS  FIBRES.  (Without  vascular  bundles; 
lumen  showing  remarkable  contractions.  Including  jute,  Ahel- 
moschus,  Gambo  hemp,  Urena,  and  Manila  hemp;  the  latter 
sometimes  shows  vascular  tissue.) 

I.  Cross-sections  in  groups;  polygonal  and  straight-lined, 
with  sharp  angles;  lumen  round  or  oval,  smooth,  and  without 
marrow;  cross-sections  with  narrow  median  layers  showing  the 
same  color  as  the  inner  strata  with  iodin  and  sulphuric  acid; 
lengthwise  appearance  shows  the  lumen  with  contractions. 

1,  Cros5-s«/»o«j  polygonal,  straight -lined;  lumen,  in  general, 
laige,  round,  or  oval. 

Longitudinal  appearartce:  fibres  smooth,  without  joints  or 
stripes;  lumen  distinctly  visible;  broad;  with  contractions;  the 
ends  always  blunt  and  moderately  thick;  ends  have  wide  lumen; 
length  1.5  to  5  mm.,  breadth  20  to  25  ju Jute. 

2.  Cross-sections  in  general  somewhat  smaller  than  jute;  sides 
straight,  with  sharp  angles;  lumen  frequently  like  a  point  or 
line,  oval,  occasionally  pointed ;  not  so  large  as  with  jute. 

Longitudinal  appearance:  fibres  quite  even  in  thickness, 
smooth,  with  occasional  joints  or  stripes;  lumen  narrow,  irr^u- 
lar  in  thickness,  contractions  frequent;    the  ends  are  broad* 
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blunt,  frequently  thickened;  length  1  to  1.6  mm.,  breadth  8  to 

20^ Pseudo-jute  or  Musk  mallow  of  Abelmosckus. 

II.  Cross-sections  in  groups,  lying  close  together;  polygonal, 
with  sharp  lines  and  sharp  or  rounded  angles;  lumen  without 
marrow;  the  median  layer  is  broad,  and  with  iodin  and  sul- 
phuric acid  is  colored  perceptibly  darker  than  the  inner  layer  of 
cell-wall;  the  lumen  in  places  is 
completely  lackii^. 

1.  Cross-sections  more  or  less 
polygonal,  with  sharp  or  slightly 
rounded  angles;  the  lumen  is 
small,  becoming  broader  and 
more  oval  as  the  section  is  more 
rounded ;  the  median  layer  is 
broad,  and  is  colored  considerably 
darker  than  the  ceU-wall  with 
iodin  and  sulphuric  acid;  stratifi- 
cation occasional  and  indistinct. 

Longitudinal  appearance: 
the  fibres  vary  much  in  thickness; 
lumen  generally  narrow,  with  de- 
cided contractions,  and  in  some 
parts  totally  absent;  the  broader 
fibres  often  striped;  ends 
blunt  and  generally  thickened; 
length  2  to  6  mm,,  breadth  14 
to  33  /i Gamho  hemp. 

2.  Cross- sections  always  in  groups;  small,  polygonal,  with 
sharp  angles;  lumen  very  small,  appearing  as  a  point  or  a  short 
line. 

Longitudinal  appearance:  occasionally  jointed  or  striped; 
lumen  with  decided  contractions,  in  some  places  altogether  lack- 
ing; ends  blunt  and  sometimes  thickened;  length  i.i  to  3.2 
mm.,  breadth  9  to  24  /i. 

Pseudo-jute  from  Urena  sinuala  (see  Fig.  124). 

{b)  MoNOCOTYLEDONOus    FIBRES,     {Occurring    as    vascular 

bundles  tc^ether  with  bast;  the  lumen  exhibits  no  contractions; 


Fig.  114. — Pseudo-iute  \UTettt  sinu- 
ala). (X34<J.}  <H*ihnel.)  /,  longi- 
tudinal view;  V,  inlerruption  of 
lumen;  t,  end  with  thick  wall;  g, 
cross-section;  m,  median  layer;  L, 
small  lumen. 
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in  Manila  hemp  vascular  bundles  often  lacking.  Includes  New- 
Zealand  flax,  Manila  hemp,  Sanseineria  or  bowstring  hemp,  Pita 
hemp,  and  Yucca  fibre.) 

I.  Cross-sections  generally  rounded,  occasionally  polygonal; 
the  lumen  is  always  rounded,  without  contractions  longitudinally; 
median  layer  indistinct,  or  only  as  a  narrow  line;  vascular  tissue 
small  in  amount,  or  altogether  lacking. 

1.  Cross-sections  small,  generally  rounded,  lying  loosely  sepa- 
rated; very  rounded  angles;  lumen  small,  round,  or  oval,  without 
marrow. 

Longitudinal  appearance:  the  fibres  are  stiff  and  thin; 
the  lumen  is  small  but  very  distinct,  and  uniform  in  width;  the 
ends  are  pointed;  no  markings  and  no  joints;  length  5  to  15  mm., 
breadth  10  to  20/1 New  Zealand  flax, 

2.  Cross-sections  polygonal,  with  rounded  angles,  in  loosely 
adherent  groups;  lumen  targe  and  round,  often  containing  yellow 
marrow. 

LongUudtTtal  appearance:  fibres  uniform  m  diameter; 
walls  thinner  than  those  of  New  Zealand  flax;  lumen  large  and 
distinct;  ends  pointed  or  slightly  rounded;  ^Ucious  ste^mata 
adhering  to  the  fibre-bundles  and  to  be  found  in  the  ash  as  bead- 
like strings,  insoluble  in  hydrochloric  acid;   length  3  to  12  mm., 

diameter  16  to  32  /i Manila  hemp. 

II.  Cross-sections  polygonal;  lumen  large  and  polygonal, 
with  angles  quite  sharp;  median  layer  tacking  or  only  in  the  form 
of  a  thin  fine. 

1.  Cross-sections  distinctly  polygonal,  often  with  blunt  angles, 
lying  compactly  together;  lumen  large  and  polygonal,  with  sharp 
angles;  no  stratification  in  cell-wall. 

Longitttdinal  appearance:  fibres  thin  and  smooth;  lumen 
large  and  distinct;  ends  pointed;  length  1.5  to  6  mm.,  diameter 
15  to  36  ^ Sansevieria  jibre. 

2.  Cross-sections  polygonal,  not  many  sections  to  a  group,  but 
lying  compactly  together;  angles  slightly  rounded;  lumen  not 
very  large,  polygonal,  often  having  blunt  angles;  besides  the 
bast-fibre  sections  are  to  be  noticed  some  vascular  bundles  in  the 
form  of  large  spirals. 


byGoO'^lc 


QU^UT^TtyE  ANALYSIS  OF  THE  TEXTILE  FIBRES.        371 

Longitudinal  appearance:  fibres  uniform  in  diameter; 
lumen  not  very  large,  but  uniform;  no  structure;  ends  pointed 
and  sometimes  blunt;  length  1.3  to  3.7  mm.,  diameter  15  to  24  p. 

Aloe  hemp. 
3.  Cross-sections  polygonal,  with  straight  lines;  angles  sharp, 
though  sometimes  blunt;  sections  he  compactly  together;  lumen 
large  and  polygonal,  though  angles  not  so  sharp. 

tongitudinal  appearance:  fibres  stiff,  and  often  very  wide 
towards  the  middle;  lumen  large;  ends  broad,  thickened,  and 
often  forked;  large,  shining  crystals  to  be  found  in  the  ash,  which 


^^ 


—Yucca  Fibre.      (X4eio.)      A,   longitudinal  view;    B,    cross-section; 
m,  roediao  layer;  I,  transverse   marking     (Micrograph  by  author.) 


are  derived  from  the  chisel-shaped  crystals  of  calcium  oxalate 
clinging  to  the  outside  of  the  fibre;  these  crystals  are  often  J  mm. 
in  length;  lei^th  of  fibre  i  to  4  mm.,  diameter  20  to  33  ft. 

Pita  hemp. 

in.  Cross-sections  polygonal  and  small,  sides  stra^ht,  with 

very  sharp  angles;  lumen  small,  usually  as  a  point  or  Une-shaped; 

sections  lie  compactly  together  and  are  surrounded  by  a  thick, 

distinct  median  layer. 

I.  Cross-sections  as  above. 

Longitudinal  appearance:  fibres  very  narrow;  lumen  also 
very  narrow;  longitudinal  ridges  frequent;  ends  usually  sharp- 
pointed;  length  0.5  to  6  nun.,  diameter  10  to  29  /t. 

Yucca  fibre  (see  Fig.  125). 
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C.  Analytical  Review  of  the  Chief  Vegetable  Fibres. 

1.  Those  occurring  as  thick,  fibrous  bundles,  also  with  vascu- 
lar tissue  (monocotyledonous  fibres) (see  2). 

Vascular  tissue  absent;  sections  and  fibres  always  single; 
round  or  kidney-shaped  by  being  pressed  tc^ethcr;  fibres  with  a 
thin  external  cuticle  insoluble  in  concmtrated  sulphuric  acid,  and 
not  swelling  (v^etable  hairs) (see  7). 

Vascular  tissue  absent;  the  fibres  arc  bundles  of  bast  fila- 
ments; sections  occurrii^  two  or  more  t<^ether  (mostly  true 
dicotyledonous  fibres) (see  13), 

2.  Lumen  very  narrow,  line-shaped,  much  thinner  than  the 
wall (see  3). 

Lumen  in  thickest  fibres  almost  as  wide,  or  even  wider, 
than  the  wall;  completely  lignified (see  4), 

3.  Sections  polygonal,  sides  straight,  with  sharp  angles;  com- 
pletely lignified;  diameter  ioto2o/(..F)«:ca  fibre  (see  Fig.  125). 

Sections  rounded  to  polygonal;  often  flattened  or  ^g- 
shaped;  the  inner  strata  at  least  not  lignified;  diameter  4  to  8  ^ 

Pineapple  fibre. 

4.  Thick,  strongly  silicified  stegmata  occurring  at  intervals  oa 
the  fibre-bundles  in  short  to  long  rows,  sometimes  but  few;  these 
are  four-cornered,  have  serrated  edges,  and  show  a  round,  bright, 
transparent  place  in  the  middle;  they  are  easily  seen  after  the 
fibre  has  been  macerated  with  chromic  acid,  and  are  about  30  p 
in  length ;  in  the  ash  of  fibres  previously  treated  with  nitric  acid, 
they  appear  in  the  form  of  pearly  strings,  often  quite  long,  and 
insoluble  in  hydrochloric  acid;  they  are  joined  together  length- 
wise; the  fibres  are  thick-walled,  with  fissure-like  pores;  3  to 
12  nun.  long;  the  fibre-bundles  are  yellowish  and  lustrous. 

Manila  hemp. 
Stegmata  present,  sometimes  in  small,  sometimes  in  large 
quantities;  they  are  lens-shaped,  small  (about  15  n  wide),  and  are 
fastened  to  the  exterior  fibres  of  the  bundles  by  serrated  edges; 
in  the  ash  of  the  fibre  they  melt  together  in  the  form  of  indistinct 
globules;  in  the  ash  of  fibres  previously  boiled  in  nitric  acid  they 
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appear  as  yeast-cells,  joined  together  in  round  skeletons  of  silica; 
the  fibres  are  often  thin-walJed,  with  numerous  pores;  i  to  2  mm, 

in  length;  the  raw  fibres  generally  brown  and  rough Coir. 

Stegmata  absent,  hence  the  fibres  are  not  accompanied  by 
silicificd  elements (see  5). 

5.  Fibre-bundles  covered  externally  at  intervals  with  crystals 
of  calcium  oxalate,  at  times  up  to  0.5  mm.  in  length;  lustrous, 
with  quadrangular  sections,  chisel-shaped  at  the  ends,  hence  they 
appear  as  thick,  needle-shaped  crystals;  when  present  in  large 
numbers  these  crystals  occur  in  long  rows  which  are  frequently 
visible  to  the  naked  eye,  and  always  easily  recc^nizable  under  the 
microscope,  especially  in  the  ash.  The  fibre-bundles  are  mostly 
thick,  and  their  outer  fibres  {as  a  result  of  their  preparation) 
frequently  contain  fissures  or  are  torn;  thickness  of  the  walls 
very  uneven;  fibres  often  much  widened  at  the  middle. 

Pita  hemp. 

Without  crystals,  generally  thm;    in  cross-section  usually 

less  than  100  fibres  to  a  bundle;  thickness  of  walls  and  lumen 

very  uniform (see   6). 

6.  Sections  mostly  round,  not  very  compact;  lumen  usually 
thinner  than  the  wall,  but  never  a  single  line;  in  section  round 
or  oval;  vascular  tissue  in  but  small  amount. 

New  Zealand  flax. 
Sections,  on  one  side  at   least,   polygonal;    section    of 
lumen  polygonal,  with  angles  more  or  less  sharp;  generally  as 
wide  or  wider  than  the  wall;   vascular  tissue  frequent. 

Aloe  hemp. 

7.  Fibres  mostly  rope-shaped,  twisted,  externally  streaked, 
generally  possessing  fine  granules  or  marked  with  little  lines, 
therefore  rough;  thin  to  thick  walls;  cross-sections  squeezed 
t<^ther,  or  round  to  kidney-shaped,  hence  the  fibre  has  more  or 
less  the  shape  of  a  flat  band;  section  of  lumen  more  or  less 
arched,  line-shaped,  frequently  containing  yellow  marrow;  con- 
sists of  pure  cellulose  with  the  exception  of  the  thin  cuticle. 

Cotton. 

Fibres  not  twisted,  smooth  externally,  and  without  loi^i- 

tudinal  markings;  fibres  not  flat,  sections  round;   walls  generally 
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very  thin;  sometimes,  however,  they  are  thick;  lignified,  scarcely 
swelling  in  ammoniacal  copper  oxide. . .  Vegetable  dawn  ) 

Vegetable  silks  J   (^^)- 

8.  Fibres  on  the  inside  possess  from  2  to  5  broad  ridges,  which 
at  times  are  very  noticeable,  at  others  scarcely  visible;  they  run 
lengthwise  in  the  fibre,  and  in  section  are  semicircular;  on  this 
account   the  waUs  appear  unequal  in  thickness   when  viewed 

ongitudinally;  the  maximum  thickness  is  about  35  fu 

Vegetable  silks  (see  g). 

Fibres  without  ridges;    maximum  thickness  mostly  30  to 

35  p Vegetable  down  (see  12). 

9.  Largest  diameters  50  to  60  /i;  length  3.5  to  4.5  cm. .  (see  10). 
Largest  diameters  35  to  45  fi;  length  1.5  to  4  cm.. (see  11). 

10.  Fibres  contracted  at  the  lower  end,  and  directly  above 
abruptly  swelling,  becoming  80  //  thick;  the  under  portion  of  the 
swollen  area  contains  numerous  pore-canals;  fibres  feather-like 
or  brush-like,  arising  from  a  straight  shaft. 

Vegetable  silk  from  Sengai. 

Contrary  to  the  above  the  fibres  originate  from  one  point, 

like  a  fan;  remarkably  strong,  curved  backwards;  very  firm. 

Vegetable  silk  from  India. 

Like  the  foregoing,  but  the  fibre  is  stiff,  straight,  weak, 

and  brittle Calolropis  procera. 

11.  Thickened  ridges  very  noticeable;  in  the  cross-secticns 
often  occurring  in  the  form  of  a  semicircle;  bound  together  in  a 
strictly  reticulated  manner. 

Vegetable  silk  from  Asclepias  comutii. 

Thickened  ridges  indistinct,    projecting  but   slightly  in 

the  cross-section Vegetable  silk  jrom  Asclepias  curassavica. 

12.  Raw  fibre,  yellowbh;  broadened  at  the  lower  end  (up  to 
50  ft) ;  also  reticular  thickening  or  transverse  markings;  wall  i  to 
2  ji  thick Bombax  cotton. 

Raw  fibre,  brown;  the  lower  end  contracted  and  not 
showing  reticulated  thickenings;  fibre  almost  altogether  thin- 
walled,  though  just  at  the  lower  end  very  thick-walled. 

Cocklospermum  gossypium. 

13.  Thick  fibre-bundles,  whose  outer  surface  contains  at  inter- 
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vaJs  series  of  thick  silicious  plates,  having  sharp  indented  edges 
and  a  round,  hollow  space ManiUi  hemp  (see  under  4). 

Silicious  plates  absent ;  lengthwise  the  lumen  often  exhibits 
remarkable  contractions,  whUe  the  wall  is  very  uneven  in  thick- 
ness; at  intervals,  indeed  the  lumen  is  almost  £ntirely  inter- 
rupted; joints  and  transverse  fissures  along  the  fibre;  transverse 
markings  and  lines,  which  ap[)ear  somewhat  like  zones  or  knots, 
are  completely  lacking,  or  are  very  rare  and  indistinct;  com- 
pletely lignified,  hence  colored  yellow  with  iodin  and  sulphuric 
acid : (see   14). 

Silicious  plates  absent,  also  remarkable  contractions  of 
the  lumen;  thicknessof  the  walls  very  uniform;  joints  and  fissures 
along  the  fibre,  transverse  lines  and  markii^  frequent,  hence 
the  fibre  often  appears  as  if  it  contains  swollen  knots;  unligni- 
fied,  or  only  lignified  on  the  external  layer  of  membrane,  hence 
lengthwise  the  fibre  is  colored  blue  with  iodin  and  sulphuric  acid 
or  violet  or  green,  or  at  the  most  colored  yellow  in  places . .  (see  1 7). 

14.  Exterior  layers  of  membrane  narrow  and  showing  the 
same  coloration  with  iodin  and  sulphuric  acid  as  the  inner  layers, 
hence  the  same  as  the  entire  cross-section;  the  lumen  hardly 
ever  completely  interrupted (see  15). 

Median  layer  in  sections  wide;  colored  considerably 
darker  with  iodin  and  sulphuric  acid;  lumen  often  completely 
interrupted (see  16). 

15.  Lumen  in  general  large,  diameter  as  wide  or  only  a  little 
narrower  than  the  wall;  in  section  round  or  oval,  seldom  as  a 
point ;  no  crystals  of  calcium  oxalate True  juU. 

Lumen  usually  small,  diameter  much  narrower  than  the 
thick  wall  in  section  frequently  as  a  point;  crystals  of  calcium 
oxalate  of  frequent  occurrence  (detected  by  ignition). 

Pseuda-juU  {Abelmoschus)  (see  Fig.126). 

16.  Lumen  almost  always  considerably  smaller  than  the 
wall;  ends  usually  very  thick-walled  and  narrow;  calcium  oxa- 
late crystals  of  frequent  occurrence. 

Pseudo-jute  {Urena  sinuata). 

Lumen  frequently  as  wide  as  or  wider  than  the  wall,  mostly 

narrower  however;  ends  broad  and  blunt Gambo  hemp. 
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17,  The  lumen  in  the  middle  portion  of  the  fibre  generally 
line-shaped,  much  narrower  than  the  wall;  ends  never  blunt, 
always  sharply  pointed;  sections  isolated  or  in  small  groups, 
regular  in  diameter,  sharp-angled  and  straight-sided  polygonals; 
without  separate  median  layer;  iodin  and  sulphuric  acid  colors 
the  entire  section  blue  or  violet;  the  lumen  in  the  cross-section  is 


Fic.  126. — Abelmoichtu  ]aie.     (X315)     <H&hnel.)   f,  longitudinal  view;  y,  cross- 
seclion,   e,  ends;   L,  small  lumen;   v,  narrowing  a(  lumen;  m,  median  layer. 

very  small,  or  as  a  point,  containing  a  marrow  which  is  colored 

yellow  with  iodin  and  sulphuric  acid Linen  or  Flax. 

Lumen,  at  least  in  the  central  portion  of  the  fibre,  always 
much  thicker  than  the  walls;  in  section  generally  more  or  less 
flattened,  narrow  to  broad,  e^-shaped  or  oval.  Fibre  ends 
blunt,  never  sharply  pointed ;  sections  almost  never  sharp-angled 
polygonals,  but  more  or  less  oval  or  elliptical,  and  with  a  rounded 
boundary (see  18). 
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i8.  Breadth  offibreuptoSo/i;  maximum  length  1 5  to  60  mm. ; 
sections  always  in  compact  groups,  which  often  consist  of  many 
fibres,  with  thinneror  thicker  layers  of  membrane,  which  are  col- 
ored yellow  with  iodia  and  sulphuric  acid,  hence  the  fibre  is 
never  colored  a  pure  blue,  but  dirty  blue  to  greenish,  and  in  places 
yellow;  ends  often  have  side  branches  projecting (see  19). 

19.  Lignified  exterior  membranes  very  thin;  lumen  in  sec- 
tion narrow,  very  seldom  broad,  fissure-like  or  line-shaped,  often 

branched,  without  marrow Hemp, 

Lignified  exterior  layers  often  as  wide  as  the  interior  layers, 
or  wider;  the  interior  layers  are  often  loosened  in  places  from  the 
exterior  ones  where  they  are  thin;  lumen  in  section  scarcely  ever 
narrow  or  fissure-shaped,  but  broad,  oval,  or  long;  often  contain- 
ing a  yellowish  marrow Sunn  hemp. 
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QUANTITATIVE  ANALYSIS  OF  THE  TEXTILE  HBRES. 

I,  Wool  and  Cotton  Fabrics. — The  finishing  materials  and 
coloring-matters  should  be  removed  as  far  as  possible  by  boiling 
the  sample  to  be  examined  first  in  a  i  per  cent,  solution  of  hydro* 
chloric  acid,  then  in  a  dilute  solution  of  sodium  carbonate  (about  a 
one-twentieth  per  cent,  solution),  and  finally  in  water.  A  por- 
tion of  the  matenal  is  then  dried  at  100°  C.  for  an  hour  (or  until 
constant  weight  is  obtained)  and  weighed;  this  weight  will  repre- 
sent the  actual  amount  of  true  fibre  present  in  the  sample,  and 
the  loss  will  correspond  to  moisture.  Then  steep  for  twelve  hours 
in  a  mixture  of  equ!  t  paits  of  sulphuric  acid  and  water,  and  mix 
with  three  volumes  of  alcohol  and  water;  filter  off  the  dissolved 
cotton  and  wash  the  residue  of  wool  well  with  alcohol.  Dry  at 
100* C,  and  weigh;  this  will  give  the  amount  of  wool  present.* 
Tlie  following  example  will  illustrate  this  method; 

Sample  weighed 3.63 

After  treatment  with  acid  and  alkali 3.17 


Finishing  materials,  etc 045 

After  drying  at  100°  C a .  77 

Loss  as  water 0.40 

Wool  left  after  treating  with  acid i .  96 

Cotton,  by  difference 0.81 

Hence  the  composition  of  this  sample  would  be  as  follows: 

Per  Cent. 

Finishing  materials. ii>43 

Moisture 11.05 

Wool 54.14 

Cotton ai .  38  ■ 


1I  suffers  a  loss  of  about  3  J  per  cent. 

378 
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Another,  and  perhaps  a  better,  method  for  determining  the 
relative  amounts  of  wool  and  cotton  in  a  mixed  fabric  or  yam, 
especially  when  the  cotton  is  present  in  rather  large  proportion, 
is  to  remove  the  wool  by  treatment  with  a  dilute  boilir^  solution 
of  caustic  potash.  The  estimation  is  carried  out  in  the  following 
manner : 

The  sample  to  be  tested  is  treated  with  hydrochloric  acid  and 
sodium  carbonate  solutions  as  before,  m  order  to  remove  finish- 
ii^  materials,  and  after  thorough  washing  is  dried  at  100°  C.  and 
weighed.  This  gives  the  weight  of  the  dry  fibres.  The  weighed 
sample  is  then  boiled  for  twenty  minutes  in  a  5  per  cent,  solution 
of  caustic  potash.*  The  residue  is  well  washed  in  fresh  water, 
and  redned  at  100°  C.  and  weighed.  The  residue  consists  of 
cotton,  the  wool  having  been  dissolved  by  the  caustic  potash.f 
If  the  residue  becomes  disintegrated  and  cannot  be  washed  and 
dried  as  one  piece,  it  should  be  collected  on  a  tared  filter  (one 
which  has  been  dried  at  100°  C.  and  weighed)  and  well  washed 
with  water,  then  dried  at  100°  C^^nd  weighed.  The  tared  weight 
of  the  filter  subtracted  from  the  latter  will  give  the  weight  of  the 
cotton  particles. 

Examf^es: 

(a)  Analysis  of  a  cloth  sample: 

Weight  of  sample. 5.41 

After  Ueatnient  with  acid  and  alkali 5.10 


Finishing  materials,  etc. . 
After  drying  at  100°  C 


Cotton  left  after  boiling  with  caustic  alkali. . 
Wool,  by  difference 


*  It  is  not  advisable  to  use  caustic  soda  instead  of  caustic  potash,  as  the  results 
obtained  are  not  as  satisfactory. 

t  In  case  yarns  are  to  be  analyzed,  the  preliminary  treatment  should  consist 
of  a  thorough  scouring  with  soap.  After  drying  in  the  air,  the  loss  in  wei^t 
should  be  recorded  as  grease  and  miscellaneous  dirt.  On  then  drying  at  100°  C> 
to  constant  weight,  the  loss  will  represent  moisture,  and  the  residue  dry  fibre. 
This  is  then  analyzed  as  in  the  manner  above  described. 


byGoo'^lc 


'o  THE  TEXTILE  FIBRES. 

Hence  the  composition  of  this  sample  would  be: 

FerCsat. 

Finishing  materials. 5  -  98 

Mofstvire 15-50 

Cotton 53.03 

Wool a6.49 


Since  the  cotton  itself  suffers  a  slight  loss  on  boiling  with 
caustic  potash,  it  is  customary,  as  a  correction,  to  add  to  the  cotton 
found  s  per  cent,  of  its  weight,*  and  to  subtract  a  corresponding 
amount  from  that  of  the  wool.  On  applying  this  correction  the 
result  of  the  above  analysis  would  become: 

Per  Cent. 

Finishing  materials 5 .98 

Moisture 'S-S* 

Cotton 54 '63 

WooL »3.89 


Figured  on  the  weight  of  the  dry  fibre,  the  relative  amounts  of 
the  two  hbres  in  the  above  samples  would  be: 

Cotton '^  •  5 

Wool V-S 


Since,  however,  in  making  mixes,  the  dry  weights  of  the  fibres 
are  not  taken,  we  may  assume  the  weight  to  include  the  normal 
amount  of  moisture  held  by  each  fibre.  As  the  normal  amount 
of  moisture  for  cotton  is  about  8  per  cent.,  and  for  wool  about 
16  per  cent.,  we  may  approximate  very  closely  to  the  true  compo- 
sition of  this  sample  by  adding  to  the  dry  weights  of  the  fibres  their 
respective  amounts  of  moisture;  the  relative  amounts  of  cotton 
and  wool  then  become : 


Weight  of  cotton  found 

Add  5  per  cent,  correction. . 


2.9O 


*The  author  has  found  that  (be  cotton  will  not  lose,  as  a  rule,  more  than  3 
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This  represents  92  per  cent,  of  air-dry  cotton. 


381 


This  represents  84  per  cent,  of  air-dry  wool. 

Hence  air-diy  wool  would  be i .  54 

Therefore  the  rdative  amounts  of  cotton  and  wool  on  this 
basis  would  be: 

FcrCcDt. 

Cotton 67 . 6 

Wool 3i.4 

(b)  Analysis  of  a  yarn: 


Weight  of  sample 

Scoured  in  soap,  wasfaed,  and  air-dried. . 


Dried  at  loo'C 

Loss  as  moisture 

Weight  of  filter-paper  dried  at  11 
Weight  of  filtef  and  residue  of  a 

Weight  of  dry  cotton 

Add  5  per  cent. 
Correct  for 


We^t  of  dry  wool  by  difference  (with  a>iTectioil) . . 
Correct  for  mobture  at  16  f>cr  cent 


Hence  the  composition  of  this  yam  may  be  expressed  as: 

Moisttu^ 11 

Cotton 44 

Wool 32 


And  the  relative  proportion  of  the  two  fibres  would  be  as 
follows: 
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Dry  kt  100°  C  Air-ir/. 

Cotton 60.7  58.5 

WooL , 39.3  41.5 


The  following  scheme  for  the  analysis  of  a  fabric  contain- 
ing wool  and  cotton  is  given  by  Herzfeld:  * 

(o)  Estimation  0}  moisture. — Five  grams  of  the  fabric  are 
dried  at  100°  C.  until  the  weight  Is  constant.  The  loss  indicates 
the  amount  of  moisture  present. 

(b)  Estimation  oj  cotton. — Five  grams  of  the  fabric  are  boiled 
for  \  hour  with  100  cc.  of  a  o.i  per  cent,  solution  of  caustic  soda, 
then  washed  with  water  and  treated  with  lukewarm  10  per 
cent,  caustic  potash  solution,  until  the  wool  fibres  are  completely 
dissolved,  if  necessary  the  liquid  being  raised  to  the  boil.  The 
residue  is  washed  with  water,  then  treated  for  }  hour  with  dilute 
hydrochloric  acid.f  then  washed  again  with  water,  boiled  for 
\  hour  with  distilled  water,  washed  with  alcohol  and  ether,  and 
finally  dried  at  icx)°  C.  until  constant  weight  is  obtained.  The 
residue  is  cotton. 

(c)  Estimation  oj  wool. — Five  grams  of  the  cloth  are  boiled 
with  100  cc,  of  a  dilute  solution  of  soda-ash  for  ^  hour,  washed 
with  water,  and  steeped  for  2  hours  in  sulphuric  acid  of  58*  B^.,t 
then  washed  with  water,  and  boiled  for  J  hour  with  water, 
and  finally  washed  with  alcohol  and  ether,  and  dried  at  100°  C, 
until  constant  weight  is  obtained.     The  residue  is  wool. 

(d)  Dressing  and  dye  are  found  by  difference. 

When  a  rough,  approximate  analysis  of  a  wool-cotton  is 
desired,  it  will  be  sufficient  only  to  weigh  the  sample,  boil  for 
fifteen  minutes  in  a  5  per  cent,  solution  of  caustic  potash,  wash 
well  in  acidulated  water,  then  in  fresh  water,  and  dry  in  the  air. 
On  reweighing,  the  amount  of  cotton  will  be  ascertained,  while 

*  Yams  and  Texliit  Fabrics,  p.  145. 

t  The  object  of  washing  with  dilute  hydrochloric  add  is  to  neutralize  the 
eTcess  of  caustic  alkali  in  the  fibre,  so  that  it  may  be  more  readily  removed,  as 
caustic  alkali  remains  in  the  fibre  very  pertinaciously. 

%  Acid  of  this  strength  is  somewhat  too  strong,  as  it  will  decompose  the  wool 
to  a  considerable  extent.  It  is  not  safe  to  employ  sulphuric  acid  of  greater 
strength  than  one  part  of  acid  to  one  part  of  water  by  volume. 
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the  loss  in  weight  will  represest  the  amount  of  wool.  Results 
attained  by  this  process  are  usually  sufficiently  accurate  to  give 
one  a  practical  idea  of  the  approximate  relative  amounts  of  wool 
and  cotton  present  in  a  sample  of  mixed  goods. 

Another  method  for  the  separation  of  wool  from  cotton  in 
their  quantitative  estimation  is  treatment  of  the  mixed  fibres 
with  an  ammoniaca]  solution  of  copper  oxide,  whereby  the  cotton 
is  dissolved;  and  after  washing  and  drying,  the  residue  of  wool  is 
weighed.  This  method,  however,  is  not  very  satisfactory,  as  it 
is  difficult,  in  the  first  place,  to  obtain  a  complete  and  thorough 
solution  of  the  cotton;  and  in  the  second  place,  the  wool  will  be 
considerably  affected  by  this  treatment  and  more  or  less  decom- 
posed. Consequently  the  results  obtained  by  this  method  are 
not  very  accurate,  and  it  cannot  be  recommended. 

2.  Wool  and  Silk. — Silk  is  soluble  in  strong  hydrochloric 
acid,  whereas  wool  is  not  soluble  in  this  reagent  to  any  extent. 
Hence  this  method  may  be  utilized  for  the  quantitative  estima- 
tion of  the  two  fibres  when  occurring  together.  The  sample  is 
first  treated  with  acid  and  alkali  in  the  manner  already  described 
in  order  to  remove  foreign  materials  other  than  actual  fibre.  It 
is  then  dried  and  weighed;  then  inmiersed  in  cold  concentrated 
hydrochloric  acid  (about  40  per  cent,  strength).  The  silk 
dissolves  almost  immediately.  The  residue  is  collected,  washed 
thoroughly,  dried  again,  and  weighed.  The  loss  in  weight  repre- 
sents silk,  while  the  weight  of  the  residue  represents  wool. 
Another  method,  and  one  which  is  very  satisfactory,  is  to  dissolve 
the  silk  by  treatment  with  an  ammoniacal  solution  of  nickel  oxide, 
in  which  reagent  the  silk  is  very  readily  soluble  even  in  the  cold. 
It  only  requires  a  treatment  of  about  two  minutes  to  completely 
dissolve  the  silk  in  most  silk  fabrics  other  than  plush.  Richard- 
son *  found  that  by  this  treatment  cotton  lost  only  0.45  per  cent, 
in  weight  and  wool  only  0.33  per  cent.  As  silk  in  plush  goods 
and  similar  fabrics  is  much  more  difficult  to  dissolve,  it  is  recom- 
mended to  boil  such  material  with  the  nickel  solution  for  ten 
minutes  under  a  refiux  condenser.    By  this  treatment  cotton  will 

*  Jotir.  Soc,  Ckem.  Ind.,  vol.  12,  p.  430. 
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lose  only  0.8  per  cent,  in  weight.  The  nickel  solution  is  best 
prepared  by  dissolving  25  gms.  of  crystallized  nickel  sulphate 
in  80  cc.  of  water;  add  36  cc.  of  a  20  per  cent,  solution  of  caustic 
soda,  carefully  neutralizing  any  excess  of  alkali  with  dilute  sul- 
phuric acid.  The  precipitate  of  nickel  hydroxide  is  then  dis- 
solved in  125  cc.  of  strong  ammonia,  and  the  solution  diluted 
to  250  cc.  mth  water.  Instead  of  the  above  reagent,  a  boiling 
solution  of  basic  zinc  chloride  may  be  employed  for  the  purpose 
of  dissolving  the  silk.  This  latter  solution  is  obtained  by  heating 
together  1000  parts  of  zinc  chloride,  850  parts  of  water,  and  40 
parts  of  zinc  oxide  until  complete  solution  is  effected.  Rich- 
ardson recommends  that  the  sample  to  be  examined  should  be 
plunged  two  or  three  times  into  the  boiling  solution  of  zinc  chloride, 
care  being  taken  that  the  total  time  of  Immersion  does  not  exceed 
one  minute.  The  zinc  chloride  solution  should  be  sufficiently 
basic  and  concentrated  in  order  to  obtain  good  results.  Under 
the  best  conditions,  cotton  loses  about  0.5  per  cent,  in  weight,  and 
wool  from  1.5  to  2.0  per  cent.* 

3.  Silk  aiul  Cotton. — The  methods  given  above  for  separating 
^k  from  wool  may  also  be  used  for  the  separation  and  quantita- 
tive determination  of  silk  in  fabrics  containing  this  fibre  in  con- 
junction with  cotton. 

Another  method  for  separating  silk  from  cotton  is  by  the  use 
of  an  alkaline  solution  of  copper  and  glycerol,  which  serves  as  an 
excellent  solvent  for  the  silk.  The  reagent  is  prepared  as  follows: 
Dissolve  16  gms.  of  copper  sulphate  in  150  cc.  of  water,  with 
the  addition  of  10  gms.  of  glycerol ;  then  gradually  add  a  solution 
of  caustic  soda  until  the  precipitate  of  copper  hydrate  which  is 
at  first  formed  just  redissolves.  This  solution  readily  dissolves 
silk,  but  is  said  not  to  affect  either  wool  or  the  vegetable  fibres. 
Richardson,  however,  has  found  that  cotton  heated  with  this 
solution  for  twenty  minutes  {the  time  necessary  to  dissolve  silk  in 
plush)  lost  from  i  to  1.5  per  cent,  in  weight  and  became  friable 

•  The  chiel  difficulty  atiached  to  the  use  of  the  linc  chloride  solution  is  thai 
it  requires  a  long  and  tedious  washing  to  remove  all  of  the  zinc  salt  from  the  resid- 
ual fibres.      It  is  best  to  wash  with  water  acidulated  with  hydrochloric  or  acetic 
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and  dusty  on  drying;  while  woolen  fabrics  lost  from  9  to  16  per 
cent,  in  weight.  Hence  the  recent  would  be  useless  in  the  analy- 
sis of  fabrics  containii^  wool. 

4.  Wool,  Cotton,  and  Silk. — Samples  of  shoddy  frequently 
contain  all  three  of  these  fibres  present  in  greater  or  lesser 
amount,  and  often  it  is  desirable  to  know  at  least  the  approx- 
imate amounts  of  each  fibre  in  the  mixture.  A  method  of  pro- 
cedure recommended  is  the  following:  A  weighed  sample  of  the 
material  is  boiled  for  thirty  minutes  in  a  i  per  cent,  solution  of 
hydrochloric  acid,  washed,  and  then  boiled  for  thirty  minutes  in  a 
0.05  per  cent,  solution  of  soda-ash.  This  preliminary  operation  is 
similar  to  that  above  described  in  the  preceding  analyses,  and  is 
for  the  purpose  of  freeing  the  fibres  as  far  as  possible  from  extra- 
neous foreign  matter.  After ,  thorough  washing  and  air-dr)Tng, 
the  weight  of  the  sample  is  again  taken,  and  the  lo3S  will  represent 
misc,  Uaneous  foreign  matter.  The  sample  is  then  dried  at  100"  C. 
to  constant  weight;  the  loss  in  weight  will  represent  moisture. 
The  sample  is  then  divided  into  two  weighed  portions;  the  first 
is  treated  tor  five  minutes  with  a  boilii^  solution  of  basic  zinc 
chloride  prepared  as  above  described,  washed  thoroughly  with 
acidulated  water,  then  with  fresh  water,  and  dried  at  100*  C. 
again.  The  loss  in  weight  will  represent  the  amount  of  silk 
present.  The  second  portion  of  the  sample  is  boiled  for  ten  min- 
utes in  a  5  per  cent,  solution  of  caustic  potash;  washed  thor- 
oughly, dried  at  100°  C.  and  weighed.  This  weight,  with  a  cor- 
rection of  s  per  cent,  added  to  it,  will  represent  the  amount  of 
cotton  present.  The  amount  of  wool  is  obtained  by  taking  the 
difference  between  the  totai  weight  of  the  combined  fibres  and 
the  sum  of  the  weights  of  the  silk  and  cotton. 

Sample  of  loose  shoddy  weighed. 5.06 

Treated  with  acid  and  alkali,  and  air-dried 4.13 

Loss  as  foreign  matter o .  S j 

Dried  at  100°  C 3 .  6j 

Loss  as  moisture 0.61 
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Divided  into  two  portions: 


(a)  treated  with  zinc  chloride 1 .  73 

(b)  trea.te()  with  caustic  potash,  residue  as  cotton 0-34 

Loss  as  wool i .  33 

Hence  the  composition  of   this  sample  on  the  basis  of  dry 
fibre  would  be: 

Per  Cent. 

Silk II. 3 

Cotton ii.5 

Wool 67.1 


Von  Remont  gives  the  following  method  for  analyzing  fabrics 
containing  a  mixture  of  silk,  wool,  and  cotton.  Four  quantities 
(A,B,C,D)  of  2  gms,  each  of  the  air-dried  material  are  neighed 
out.  Portion  A  is  kept  aside,  and  each  of  the  other  three  is 
boiled  for  fifteen  minutes  in  200  cc.  of  water  containing  3  per 
cent,  of  hydrochloric  acid.  The  liquid  is  decanted,  and  the 
boiling  repeated  with  more  dilute  acid.  Thb  treatment  removes 
the  size  and  the  major  portion  of  the  coloring-matter.  Cotton  is 
nearly  always  decolorized  quite  rapidly,  wool  not  so  readily,  and 
silk  but  imperfectly,  especially  with  black-dyed  fabrics.  The 
samples  should  be  well  washed  and  squeezed  in  order  to  remove 
the  acid  liquor.  Portion  B  is  set  aside.  Portions  C  and  D  are 
then  placed  for  two  minutes  in  a  boiling  solution  of  basic  zinc 
chloride  (of  1,72  sp.gr,,  and  prepared  as  above  described),  which 
dissolves  any  silk  present.  They  are  then  washed  with  water 
containing  i  per  cent,  of  hydrochloric  acid,  and  again  with  pure 
water,  until  the  washings  no  longer  show  the  presence  of  zinc. 
Portion  C  is  squeezed  and  set  aside.  Portion  D  is  boiled  gently 
for  fifteen  minutes  with  60  to  80  cc.  of  caustic  soda  solution  (1.02 
sp.  gr.)  in  order  to  remove  any  wool.  The  sample  is  then  care- 
fully washed  with  water.  The  four  portions  are  next  dried  for 
an  hour  at  100°  C,  and  then  left  exposed  to  the  air  for  ten  hours 
in  order  to  allow  them  to  absorb  the  normal  amount  of  hygro- 
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scopic  moisture.    The  four  samples  are  then  weighed,  and  call- 
ing a,  b,  c,  and  d  their  respective  weights,  we  shall  have 

a-&  =  dye  and  finishing  material; 
6  -  c  —  silk ; 
c— rf  =  wool; 

d=cotton  (or  vegetable  fibre). 

This  method  is  open  to  objections,  as  the  plan  of  using  air- 
dried  material,  then  dryir^  at  100°  C,  and  subsequently  expos- 
ing to  the  air  again  before  reweighing,  is  liable  to  give  very  errone- 
ous results.  Richardson  recommends  that  the  samples  should 
be  thoroughly  dried  at  100°  C.  before  being  weighed  out,  and 
the  treated  portions  should  subsequently  be  dried  at  the  same 
temperature  before  weighing.  In  order  to  prevent  the  sample 
from  absorbing  moisture  during  weighing,  it  is  best  to  use  a 
weighing-bott  e  for  holding  the  dried  fibre.  The  sample  before 
drying  k  placed  in  a  weighing- bottle  (the  weight  of  which  has 
been  ascertained  previously)  and  heated  in  an  air-oven  at  100°  C. 
for  the  time  specified,  during  which  the  cover  of  the  weighing- 
bottle  is  removed.  After  the  drying  process  is  completed  the 
stopper  is  replaced  in  the  weighing- bottle;  the  latter  is  taken 
from  the  oven,  allowed  to  cool,  and  is  then  weighed.  The  dif- 
ference between  this  weight  and  the  weight  of  the  empty  bottle 
will  give  the  amount  of  dry  fibre. 

Treatment  with  a  boiling  solution  of  3  per  cent,  hydrochloric 
acid  for  the  purpose  of  removing  finishing  materials  is  rather  too 
severe,  as  the  acid  will  act  on  the  wool  and  the  cotton,  some- 
times causing  considerable  error.  Boiling  with  a  i  per  cent, 
solution  of  acid  for  ten  minutes  is  to  be  preferred. 

The  following  is  given  as  a  practical  method  to  determine  if 
shoddy  contains  cotton  and  silk  fibres :  Boil  10  gms.  of  the  shoddy 
to  be  tes  ed  for  one  hour  in  400  cc.  of  water  containing  0.8  gm. 
of  alum,  0.3  gm.  of  tartar,  i  cc.  of  hydrochloric  acid,  0,1  gra.  of 
chrome,  and  0.05  gm.  of  bluestone.  Rinse  and  dye  with  0.3 
gm,  of  logwood  extract.  Rinse  and  dry.  The  undyed  fibres  are 
then  picked  out  and  examined;  cotton  will  remain  white,  while 
silk  will  be  colored  a  dingy  red. 
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The  analysis  of  heavy  pUe  fabrics  containing  a  mixture  of 
fibres  is  especially  difficult  unless  the  fabric  is  disint^rated.  In 
the  analysis  of  plush  for  the  amount  of  silk  present,  Richardson 
suggests  treating  the  sample  with  a  boiling  solutioa  of  basic  zinc 
chloride  in  the  manner  previously  described;  but  when  silk  is  to 
be  detennined  in  light  fabrics  (especially  in  the  presence  of  wool), 
it  is  best  to  treat  the  sample  for  one  to  three  minutes  with  a  cold 
solution  of  ammontacal  nickel  oxide.  He  gives  the  following 
comparison  of  results  in  the  analysis  of  a  sample  of  plush,  usii^ 
the  three  different  methods  for  dissolving  the  silk: 


Nickel  Oxide. 

Zinc  Chloride. 

By  Copper- 

"■34 
45.60 
4360 

4SOO 

47,06 
43.90 

Cotton 

Samples  of  plush  with  hard  cotton  backs  may  best  be  analyzed 
by  successive  treatment  with  acid  and  copper-glycerol  reagent. 
On  other  cotton  material,  however,  this  method  is  not  suitable; 
nor  is  it  to  be  used  in  the  presence  of  wool,  as  this  fibre  is  consid- 
erably dissolved  by  the  copper-glycerol  reagent. 

The  following  table  by  Richardson  shows  a  comparison  of 
the  three  methods  employed  for  dissolving  silk: 


KS 

Percentage  Obtained  by 

Fibre. 

Ammoniacsl    i      Basic  Zinc 
Nickel  Oxiile.   1        Chloride. 

Copnei-gb-ctrol 

76.31 

,,.8s 

S.9> 
76.53 

14.40 

64.05 

The  ammoniacal  nickel  oxide  solution  appears  to  give  the  best 
result;  hence,  in  analyzing  a  sample  containing  silk,  wool,  and 
cotton,  it  is  best  to  first  remove  the  silk  by  means  of  this  reagent. 
The  insoluble  residue  left  after  this  treatment  is  boiled  with  a 
I  per  cent,  solution  of  hydrochloric  acid,  washed  well  in  fresh 
■water,  and  then  boiled  for  five  to  ten  minutes  in  a  2  per  cent. 
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solution  of  caustic  soda,  which  is  sufficient  to  completely  remove 
the  wool  without  materially  affecting  the  cotton. 

From  experiments  conducted  at  the  Philadelphia  Textile 
School  ♦  the  following  comparative  results  have  been  obtained  in 
the  analysis  of  textile  materials  by  the  different  methods  suggested. 

{a)  Analysis  of  wool-cotton  mixture: 


Fibn. 

Dissolving  Wnol  by 
Caustic  Pocwh. 

by'sSphSic  Add. 

Theoret. 

Found. 

!!,„„,, 

Pomid.  ' 

Cotton 

J6.7 
«  3 

r> 

63  ? 
J«-3 

64.3 
3S.S 

(fr)  Analysis  of  wool-silk  mixture: 


lib™. 

With  Hvdrachioric 

With  Am 
Nickd 

ss^.-" 

^"iSSs^'-" 

■nworet. 

FouBd. 

Theotet. 

Found. 

Thfortt. 

Found. 

76.6 
13.4 

76.14 

"3-76 

78.5 

77.3 

3t.J 

8,.  7 
18.3 

Is  I 

(c)  Analysiscf  cotton-silk  mixture: 

Fibn 

With  Hydfochloric 
Acid. 

With  Ammoniacal 
Nickfl  OJiide. 

With  Buic  Zinc 
Chloride. 

Thco«t. 

Found. 

Theo^t. 

Pound. 

Theoret. 

Found. 

Potion 

70- 
30- 

67-5 
3'-S 

65.  ,2 
34-88 

64,41 
35  S^ 

71.11 
18.89 

70.13 
19.87 

(4)  Analysis  of  wool -cot  ton- si  Ik  mixture : 


libra. 

by  Oust 

dc:  Wool 

Silk  by  Amman  iu:«! 
Nickel  Ondo:  Cotton 
by  Sulphuric  Acid. 

Theoi^t. 

Found. 

Theoret. 

Pound. 

41. J 

t6, 1 

4i'6 

48^ 
10.9 

39- 

♦  See  CoUingwood,  Ttxiile  World  Record,  vol.  29,  pp.  B 
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Fib™. 

SUk  by  Hydioehloric 
C«u«iic  Potiuh. 

Silk  by  Hydioehloric 
Sulphuric  Aca. 

Theoret. 

Found. 

Th*oret. 

Found. 

38.9 
42.3 

18,9 

39-4 

S:6 

38.6 
47-7 
13-7 

34. 
48.8 

Fibn. 

S|.J«ft 

by  Sulphuric  Acid. 

•n„.„. 

Found. 

Th«>„i. 

Pound. 

11:, 

M-7 

57-5 

i4.4 
18.: 

63.  s 
19.7 

16.8 

61.6 

.8.4 

From  a  consideration  of  these  results  it  would  appear  that  in 
the  analysis  of  wool-cotton  mixtures  the  rapidity  with  which  the 
caustic  potash  dissolves  the  wool  gives  this  method  a  slight  prefer- 
ence over  the  somewhat  slower  one  of  destroying  the  cotton  by 
treatment  with  sulphuric  acid.  In  the  analysis  of  wool-silk  ma- 
terials the  treatment  with  hydrochloric  acid  is  slightly  better  than 
by  the  use  of  ammoniacal  nickel  oxide.  The  latter  reagent,  how- 
ever, is  the  better  to  use  for  dissolving  the  silk  from  cotton-silk 
mixtures,  as  the  cotton  is  too  readily  attacked  by  the  concentrated 
hydrochloric  acid.  In  the  analysis  of  wool-cotton-silk  mixtures 
the  only  proper  reagent  to  employ  for  dissolvii^  the  silk  is  the 
solution  of  ammoniacal  nickel  oxide.  Though  the  use  of  this  re- 
agent is  rather  slow  compared  with  the  others,  it  is  thorough,  and 
its  action  on  the  other  two  fibres  is  but  slight. 

The  following  table  shows  the  corrections  to  be  apphed  in  the 
calculations  of  results,  by  reason  of  the  action  of  the  different 
reagents  on  the  fibre  which  is  not  to  be  dissolved: 

Separation  of — 

(i)  Wool-coHon  mixtures: 

{a)  Wool  dissolved  by  caustic  potash;  correc- 
tion for  loss  of  cotton 3.0  per  cent. 
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(6)  Cotton  dissolved  by  sulphuric  acid;  cor- 
rection for  loss  of  wool 2.5  per  cent. 

(2}  Wool-sUk  mixtures: 

{a)  Silk  dissolved  by  hydrochloric  acid ;  cor- 
rection for  loss  of  wool 0.5  "      " 

(b)  Silk  dissolved  by  ammoniacal  nickel  oxide; 

correction  for  bss  of  wool 1.5  "      " 

(c)  Silk  dissolved  by  basic  zinc  chloride;  cor- 

rection for  loss  of  wool 2.0  "      " 

(3)  Cotton-silk  mixtures: 

(a)  Silk  dissolved  by  hydrochloric  acid;  cor- 
rection for  loss  of  cotton 4.0   "      " 

(fi)  Silk  dissolved  by  anuncniacal  nickel  oxide; 

correction  for  bss  of  cotton i.o  "      " 

(c)  Silk  dissolved  by  basic  zinc  chloride;  cor- 
rection for  loss  of  cotton i-S  "      " 

Allen  *  also  recommends  the  ammoniacal  nickel  solution  for 
use  in  dissolving  silk  from  a  mixture  of  iibres.  His  method  of 
analyzing  a  textile  sample  is  as  follows:  The  yarn  or  fabric  is  cut 
up  very  fine  with  a  pair  of  scissors,  and  thoroughly  dried  at  100*  C. 
One  gram  of  the  material  thus  prepared  is  treated  with  40  cc.  of 
the  cold  ammoniacal  nickel  oxide  solution  for  two  minutes.  The 
liquid  is  then  filtered,  and  the  residue,  consisting  of  wool  and 
cotton,  is  digested  for  two  or  three  minutes  in  a  boiling  solution 
of  I  per  cent,  hydrochloric  acid.  It  is  then  washed  free  from 
acid,  dried  at  100"  C,  and  weighed.  To  separate  the  wool  from 
the  cotton  the  residue  is  boiled  with  about  50  cc.  of  a  i  per  cent. 
solution  of  caustic  potash  for  ten  minutes,  and  the  solution  fil- 
tered. The  residue,  consisting  of  cotton,  is  washed  free  from 
alkali,  dried  at  100°  C,  and  weighed. 

To  remove  gum  and  weighting  materials  from  goods  contain- 
ing silk,  Richardson  recommends  treatment  of  the  sample  with  a 
cold  2  per  cent,  solution  of  caustic  potash ;  this  not  only  removes 
any  gum,  but  also  decomposes  any  Prussian  blue  that  may  be 
present  (as  a  bottom  under  the  black  dye),  so  that  the  iron  may 

•  Commer.  Org.  Antil.,  vol.  4,  p.  513. 
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be  more  easily  removed  by  subsequent  treatment  with  a  i  per  cent, 
solution  of  hydrochloric  acid.  Metallic  mordants,  however,  are 
difficult  to  remove  in  this  manner,  and  at  best  they  dissolve  only 
imperfectly;  it  is  best  to  calculate  their  amounts  from  the  quan- 
tity of  ash  left  after  the  ignition  of  the  sample. 

Oily  matter  (and  also  certain  dyes)  may  be  best  removed  by 
boiling  successively  with  methylated  spirits  and  ether.  By 
evaporation  of  the  solution  so  obtained  the  amount  of  oil  and  fat 
may  be  directly  determined. 

Hohnel  recommends  the  use  of  a  semi-saturated  solution  of 
chromic  acid  (see  p.  128}  for  the  quantitative  separation  of  mix- 
tures containing  wool,  cotton,  flax,  true  silk,  and  tussah  silk. 
On  boiling  such  a  mixture  of  fibres  in  this  solution  for  one  min- 
ute, the  wool  and  true  silk  will  be  completely  dissolved,  leaving 
as  a  residue  the  cotton,  flax,  and  tussah  silk. 

Other  methods  given  by  Hohnel  for  the  quantitative  analysis 
of  fabrics  containing  mixtures  of  the  fibres  mentioned  above  are 
as  follows: 

(a)  Any  true  silk  is  first  removed  by  boilii^  for  half  a  minute 
in  concentrated  hydrochloric  acid;  tussah  silk  is  next  removed 
by  a  longer  boiling  in  the  acid  (three  minutes) ;  the  residue,  con- 
sisting of  wool  and  vegetable  fibres,  is  further  separated  in  the 
usual  manner  by  boiling  in  caustic  potash  solution. 

(ft)  The  fabric  is  first  boiled  in  caustic  potash  solution,  which 
dissolves  the  wool  and  the  true  silk,  and  leaves  as  a  residue  {A ) 
tussah  silk  and  vegetable  fibre.  A  second  sample  is  boiled  for 
three  minutes  with  concentrated  hydrochloric  acid,  which  dis- 
solves both  varieties  of  silk  and  leaves  as  a  residue  (B)  wool  and 
vegetable  fibre.  Residue  A  is  then  boiled  three  minutes  with 
concentrated  hydrochloric  acid,  which  dissolves  the  tussah  silk 
and  leaves  the  cotton  as  a  final  residue.  By  subtracting  this 
amount  from  residue  B  the  amount  of  wool  is  obtained. 

(c)  A  sample  of  the  fabric  is  boiled  for  one  minute  in  a  semi- 
saturated  solution  of  chromic  acid,  which  dissolves  the  true  silk 
and  the  wool,  leaving  as  a  residue  the  tussah  silk  and  v^etable 
fibre.  From  this  residue  the  tussah  silk  is  removed  by  boiling 
for  three  minutes  in  concentrated  hydrochloric  acid,  leaving  the 


byGoO'^lc 


Ql^ANTITATiyE  MNMLYStS  OF  THE   TEXTILE  FIBRES.        393 

vegetable  fibre  as  a  final  residue.  A  second  sample  is  boiled  for 
three  minutes  in  concentrated  liydrcx:hloric  acid,  which  dissolves 
the  silks  and  leaves  the  wool  and  vegetable  fibre  as  a  residue. 
From  this  the  amount  of  wool  can  be  obtained  either  by  boiling 
in  caustic  potash  solution,  or  by  subtracting  the  cotton  previ- 
ously estimated.  Finally,  the  amount  of  true  silk  may  be  found 
by  subtracting  the  sum  of  the  other  constituents  from  the  total  in 
the  ordinal  sample. 

5.  AnftljTBis  of  Weighting  in  Silk  Fabrics. — The  practice  of 
adding  to  the  weight  of  silk  in  the  dyeing  and  finishing  operations 
has  become  so  common  that  it  is  frequently  desirable  to  ascer- 
tain in  a  sample  of  silk  goods  the  amount  of  true  fibre  present 
and  the  amount  and  character  of  weighting.  Black-Klyed  silk 
is  especially  liable  to  contain  a  very  large  amount  of  weighting 
materials;  sometimes  the  d^ree  of  weightir^  may  reach  as  higTi 
as  400  per  cent,  or  even  more.  Colored  silks  are  usually  not 
weighted  to  such  a  great  extent,  but  they  will  frequently  be  found 
to  also  contain  considerable  adulteration.  Black-dyed  silks  are 
mostly  loaded  with  Prussian  blue  and  iron  tannate,  the  latter 
being  obtained  by  immersing  the  silk  in  a  solution  of  pyrolignite 
or  nitrate  of  iron,  and  subsequently  in  a  solution  of  cutch  or  other 
tannin.  Colored  silks  are  principally  weighted  with  tin  pho^> 
[diate  obtained  by  treating  the  material  with  solutions  of  tin  per- 
chloride  and  sodium  phosphate.  Sometimes  l^ht-colored  silks 
are  also  weighted  with  sugar,  magnesium  chloride,  etc.  Such 
materials  are  soluble  in  warm  water,  and  hence  their  use  is  easily 
detected. 

A  convenient  test  which  is  frequently  applicable  to  detect 
weighting  is  to  ignite  the  silk  fibre ;  if  it  is  heavily  weighted  it  will 
not  inflame,  but  gradually  smoulder  away  and  leave  a  coherent 
ash  retaining  the  original,  form  of  the  fibre. 

In  general  the  substances  which  may  be  present  as  weighting 
materials  are  iron,  as  ferrocyanide  or  tannate;  tin,  as  tannate, 
tungstate,  phosphate,  silicate,  or  hydroxide;  chromium  com- 
pounds; the  sulphates  or  chlorides  of  sodium,  magnesium,  and 
banum;   organic  matters,  such  as  sugar,  glucose,  gelatin,  tannins, 
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The  following  method  for  the  qualitative  analysis  of  wei^t- 
ing  materials  on  silk  has  been  recommended  by  Silbermann :  * 
Substances  that  are  easily  soluble,  such  as  sugar,  glucose,  gly- 
cerol, magnesium  salts,  etc.,  are  estimated  directly  by  boiling 
the  silk  with  water  and  testing  the  extract  with  Fehling's  solution, 
etc.f  From  2  to  3  gms.  of  the  dik  are  ignited  and  the  ash  is  tested 
for  tin  (which  may  be  present  in  the  fibre  as  basic  chloride  and 
stannic    acid),    chromium,    iron,    etc.J      Fatty    matters,    T.ax, 

*  Chem.  Zeil.,  vol.  18,  p.  744. 

t  Fehling's  reagent  it  bd  alkatine  solution  of  copper  sulphate  containing  potas- 
slun)  tartiate.  It  is  prepared  in  the  following  manner:  34.639  gms.  of  pure 
crystallized  copper  sulphate  are  dissolved  in  about  15a  cc.  of  watery  173  gms.  of 
Rocbelle  salt  (sodium  potassium  tartrate)  are  dissolved  in  the  same  quantitj  of 
water;  60  gnii.  of  caustic  soda  are  similarly  dissolved.  The  three  solutions  an 
then  mixed,  and  the  mixture  diluted  to  1000  cc.  with  water.  The  reagent  is 
employed  as  follows:  10  cc,  of  the  solution  are  diluted  with  40  cc.  of  water  and 
brought  to  a  boil;  there  is  then  added  a  portion  of  the  solution  to  be  tested  for 
sugar  (or  glucose)  which  has  previously  been  boiled  with  a  small  quantity  of 
dilute  hydrochloric  acid.  If  sugar  ii  present,  the  Fehling's  solution  will  be  de- 
colorized and  a  bright-red  precipitate  of  cuprous  oxide  will  be  thrown  down.  This 
test  may  be  made  quantitative  by  using  a  known  quantity  of  sugar  solution,  filtei- 
i^  oS  the  cuprous  oxide,  igniting,  and  finally  weighing  as  copper  oxide  (CuO). 
la  order  to  detennine  the  amount  of  sugar  (or  glucose)  corresponding  to  this 
latter,  reference  should  be  made  to  tables  constructed  bj  Allihn  showing  the 
proper  equivalents  of  sugar  and  glucose  for  the  amounts  of  copper  oxide  deter- 

i  These  metals  may  be  tested  for  in  the  ash  in  the  following  manner :  Moisten 
with  a  few  drops  of  nitric  acid  and  re-ignite  in  order  to  be  certain  that  all  carbon 
is  removed.  Treat  the  residue  with  eight  to  ten  drops  of  strong  sulphuric  acid; 
and  gently  heat  until  fumes  are  evolved;  allow  to  cool  and  boil  with  water, 
dilute  to  about  100  cc.  with  water,  and  then  pass  hydrogen  sulphide  gas  through 
the  liquid;  filter,  and  examine  the  solution  and  precipitate  as  follows:  The 
aqueous  solution  may  contain  zinc  or  Iron;  add  a  few  drops  of  bromin  water 
to  remove  excess  of  hydrogen  sulphide  and  to  oxidize  any  iron  present  lo  the 
ferric  condition;  boil,  then  add  ammonia  fn  slight  excess;  boil  again,  and  filter; 
if  there  is  a  precipitate,  it  may  contain  iron;  it  ao,  it  should  be  brown  in  color; 
dissolve  in  a  little  hydrochloric  acid  and  add  a  few  drops  of  a  solution  of  potas- 
wura  ferrocyanide;  a  blue  color  will  confirm  the  presence  of  iron.  The  filtrate, 
which  may  contain  zinc,  should  be  heated  to  the  boil,  and  a  few  drops  of  potas- 
sium ferrocyanide  solution  added;  a  white  precipitate  will  indicate  zinc.  The 
original  precipitate  produced  by  the  treatment  with  hydrogen  sulphide  is  next 
examined.  This  may  contain  lead,  tin,  or  copper;  it  is  fused  for  ten  minutes  in 
a  porcelain  crucible  with  a  gms.  of  a  mixture  of  potash  and  soda  ash  together 
with  I  gm.  of  sulphur.  On  cooling,  the  mass  is  boiled  with  water  and  filtered. 
The  residue  may  contain  lead  and  copper;   it  is  boiled  with  strong  hydrochloric 
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and  paraffin  are  detected  by  extraction  with  ether  or  benzene,* 
The  silk  is  soaked  in  warm  dilute  nydrochloric  acid  (1:2);  if 
the  fibre  is  almost  decolorized  by  this  treatment,  only  a  slight 
yellow  tint  remaining,  whilst  the  solution  assumes  a  deep  brown- 
ish color  not  changed  to  violet  by  addition  of  lime-water,  it  is 
safe  to  conclude  that  the  silk  has  been  weighted  by  alternate 
passages  through  baths  of  iron  salts  and  tannin.  The  yellow 
color  of  the  fibre  is  due  to  a  residuum  of  tannin,  and  the  precise 
shade  (from  greenish  to  brownish  yellow)  enables  some  idea  to 
be  formed  as  to  the  nature  of  the  taimiiig  material  used  (sumac, 
divi-divi,  cutch,  etc.).  Decolorization  of  the  fibre,  the  acid 
extract  being  pink,  and  changing  to  violet  by  lime-water,  indi- 
cates a  logwood  black.  If  the  fibre  retain  a  deep  greenish  tint 
and  the  solution  be  yellow  and  unaffected  by  lime-water,  the 
black  is  dyed  on  a  bottom  of  Prussian  blue.  If  the  latter  has 
been  produced  during  the  final  stage  of  dyeing,  this  will  be  shown 
by  its  solubility  in  the  acid,  A  green  fibre  and  pink  solution, 
changii^  to  violet  on  addition  of  lime-water,  indicate  a  logwood 
black  dyed  on  a  bottom  of  Berlin  blue.    In  the  hydrochloric 

acid,  and  a  few  drops  of  bramia  water  are  added  for  the  purpose  of  ccHnpletely 
oxiduiDg  any  copper  sulphide  present;  filter  if  necessary,  and  add  to  the  filtrate 
an  excess  of  ammonia,  when  a  blue  color  wUI  indicate  presence  of  copper.  Acid- 
ulate the  liquid  pith  acetic  acid  and  divide  into  two  portiani:  to  the  first  add  a  few 
drops  of  a  solution  of  potassium  bichromate;  a  yellow  precipitate  ivill  confirm 
the  presence  of  lead;  to  the  other  add  a  few  drops  of  a  solution  of  potassium 
ferrocyanide,  when  a  brown  precipitate  or  coloration  will  indicate  presence  of 
copper.  The  filtrate  from  the  residue  after  the  above  fusion  is  acidulated  with 
acetic  acid,  when  a  yellow  precipitate  of  stannic  sulphide  will  indicate  the  pres- 
ence of  tin.  The  latter  test  may  be  confirmed  by  dissolving  the  precipitate  of 
stannic  sulphide  in  hydrochloric  add  and  bromin  water.  The  filtered  solution 
is  then  boiled  with  small  pieces  of  metallic  iron  to  reduce  the  tin;  the  liquid  is 
diluted  and  filtered  and  a  drop  of  mercuric  chloride  solution  is  added,  when  a  while 
or  gray  turbidity  will  be  produced  if  tin  is  present. 

*  Japan  tram  silk  is  frequently  weighted  with  fatty  substances.  The  normal 
amount  of  fat  in  raw  silk  never  exceeds  0.06  per  cent.  A  direct  determination 
of  the  fatty  matters  may  be  made  by  treating  5  gms.  of  the  silk  sample  in  a 
stoppered  flask  with  pure  benzene  three  or  four  times  successively,  using  about 
do  cc.  of  the  solvent  each  time  and  allowing  it  to  act  from  two  to  four  hours  with 
frequent  shaking.  The  several  portions  of  benzene  are  brought  together  and 
evaporated  to  dryness  in  a  tared  dish  and  the  fatty  residue  is  v/eighcd.  Another 
method  is  to  extract  with  ether  in  a  Soxhiet  apparatus. 
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acid  solution,  such  metals  as  lead,  tin,  iron,  chromium,  and  alu- 
minium may  be  determined.  Blacks  produced  by  artificial  dyes 
on  a  bottom  of  iron-tamiin  or  iron-blue-tannin  may  be  recognized 
by  the  coloration  imparted  to  acid  and  caustic  soda  solutions. 
With  blacks  produced  solely  with  coal-tar  dyes,  treatment  with 
a  hydrochloric  acid  solution  of  stannous  chloride  does  not  affect 
anilin  and  alizarin  blacks;  naphthol  black  is  changed  to  reddish 
brown,  and  wool  black  becomes  yellowish  brown.  Tannin  mate- 
rials in  general  may  be  extracted  by  alkalies,  and  subsequently 
precipitated  and  distinguished  by  ferric  acetate.  To  remove  the 
whole  of  the  weighting  material  and  the  dye,  the  silk  should  be 
boiled  with  acid  potassium  oxalate,  washed  with  dilute  hydro- 
chloric acid,  and  finally  treated  with  soda  solution.  When  iron 
and  tin  are  both  present  in  the  fibre,  it  is  best  to  first  extract  the 
tin  by  treatment  with  a  solution  of  sodium  sulphide,* 

Vignon  has  proposed  using  the  specific  gravity  of  the  silk 
sample  as  a  means  of  determining  the  propotion  of  weighting 
materials  present;  but  this  method  cannot  be  recommended  as 
being  at  all  practical,  as  the  specific  gravity  of  the  weighting 
materials  themselves  would  have  to  be  known.  The  specific 
gravity  of  the  silk  may  readily  be  determined  as  follows:  A  small 
sample  is  weighed  as  usual  in  the  air;  it  is  then  suspended  in 
benzene  and  the  weight  again  taken.  The  difference  between 
the  two  weighings  will  give  the  loss  of  weight  in  benzene;  this 
toss  divided  into  the  original  weight  in  air  and  multiplied  by  the 
density  of  the  benzene  will  give  the  specific  gravity  of  the  silk. 
The  specific  gravity  of  silk  and  of  other  fibres  determined  in  this 
way  is  as  follows: 

Silk,  raw 1 .  30  to  1 .37 

Silk,  boiled-off i .  25     - 

Wool 1 .  38  to  r .  J3 

Cotton 1.5010  1.55 

Mtdiair 1 .  30 

Hemp 1.48 

Ramie. 1. 51  to  1.59 

Linen 1.50 

Jute 1 .48 

*  Persoz  recommends  in  testing  for  tin  weighting  on  dark-colored  and  black 
silks  to  boil  Ihe  sample  for  a  few  minutes  in  concentrated  hydrochloric  acid. 
Then  dilute  and  filter  the  acid,  and  pass  hydrogen  sulphide  into  it,  when  a  yellow 
precipitate  (SnS)  would  indicate  the  presence  of  tin. 
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For  the  examination  of  white  silk  Allen  recommends  the 
following:  *  (i)  The  total  soluble  weigluing  materuils  are  deter- 
mined by  treating  a  known  weight  of  the  sample  four  to  five  times 
with  hot  water,  redrying,  and  weighing.  As  the  h^roscopic 
character  of  silk  is  very  variable,  it  is  best  to  employ  a  blank 
sample  of  a  standard  silk,  and  after  redrying  until  the  blank 
sample  has  regained  its  normal  weight  the  test  sample  is  weighed, 
and  the  loss  represents  the  matters  solub'e  in  water.  In  the 
solution,  after  suitable  evaporation,  glucose  may  be  determined 
directly  by  means  of  Fehling's  solution  (see  p.  394),  and  cane- 
sugar  after  inversion  by  boiling  with  dilute  hydrochloric  acid. 
Sulphates  and  chlorides  and  magnesium  f  may  be  detected  and 
determined  as  usual.  Stannic  oxide  (if  the  silk  has  been  weighted 
with  tin  compounds)  will  be  left  as  a  white  residue  on  igniting  a 
sample  of  the  silk  in  a  porcelain  crucible.  If  much  tin  is  present, 
the  silk  will  bum  with  difficulty,  and  the  ash  will  retain  the  shape 
of  the  original  silk.  The  weight  of  the  ash  (assuming  it  to  be 
wholly  stannic  oxide,  Sn02)  may  be  calculated  to  the  form  in 
which  the  tin  exists  in  the  weighted  silk  (as  metastannic  acid, 
SnOa-HjO)  by  multiplying  it  by  the  factor  i.ia. 

Silbermann  X  recommends  for  the  analysis  of  white  silk  the 
following  procedure:  A  weighed  portion  of  the  silk  is  boiled  with 
dilute  hydrochloric  acid  to  dissolve  any  tannin  lakes  of  tin  or 
other  metals,  and  in  the  solution  tannin  is  tested  for  by  the  addi- 
tion of  an  excess  of  sodium  acetate  and  ferric  chloride.     If  tannin 

•  ComvKr,  Org.  Anal.,  vol.  4,  p,  537. 

t  Sulphates  are  detected  by  taking  a  iUTiall  portion  of  the  solution  in  a  test- 
tube,  adding  a  few  drops  of  dilute  hydrochloric  acid  and  then  a  fevr  drops  of  a 
solution  of  barium  chloride;  the  production  of  a  white  precipitate  indicates  the 
presence  of  sulphates.  Chlorides  are  detected  by  adding  a  drop  of  nitric  acid 
to  a  test  portion  of  the  solution,  and  then  a  few  drops  of  a  solution  of  silver 
nitrate;  a  white  precipitate  will  indicate  the  presence  of  chlorides.  Magnesium 
is  delected  by  adding  to  the  lest  portion  of  the  solution  a  few  drops  of  ammonia 
followed  by  a  solution  of  sodium  phosphate;  the  formation  of  a  while  precipi- 
tate indicates  Ibe  presence  of  magnesium.  These  tests  may  be  made  quantita- 
tive by  talcing  definite  aliquot  portions  of  the  solution,  collecting  the  precipitates 
produced,  and  after  ignition  in  a  porcelain  crucible  weighing  as  barium  sulphate, 
BaSO,,  silver  chloride,  .^gCI,  and  magnesium  pyrophosphate,  MgjPiO,,  re- 
qwctively. 

J  C*«m.  Zeit.,  vol.  30,  p.  47a. 
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lakes  are  present,  the  determinatioii  of  the  wdghting  materials 
consists  in:  (i)  precipitation  of  the  tannin  from  the  aqueous 
solution  with  gelatin;  (2)  estimation  of  the  tannin  in  this  pre- 
cipitate, and  of  sugar,  etc.,  in  the  filtrate;  (3)  successive  treat- 
ment of  the  silk  with  dilute  hydrochloric  acid  and  sodium  car- 
bonate, and  precipitation  of  tannin  from  both  solutions  by  means 
of  gelatin;  (4)  ignition  of  the  silk  and  determination  of  metallic 
weighting.  If  the  ash  is  not  completely  soluble  in  hot  moder- 
ately concentrated  hydrochloric  acid,  it  may  contain  barium 
sulphate  or  silica.  To  calculate  the  percentage  of  weightii^ 
material,  W,  in  the  silk  examined,  Silbermatm  employs  the  fol- 
lowing formula,  in  which  a  is  the  weight  of  the  sample  before 
treatment,  b  the  weight  after  extraction  with  water,  p  the  stannic 
oxide  left  on  ignition,  and  d  the  loss  in  weight  during  the  boiling 
of  the  fibre  itself.  This  is  taken  at  20  to  25  for  boiled-oEE  silk, 
5  to  9  for  souple  silk,  and  o  to  2  for  &ru. 


b-i.iiP 

The  detection  of  tin  or  aluminium  compounds  in  the  weight- 
ing of  white  silk  may  be  carried  out  by  dyeing  a  sample  of  the 
silk  with  alizarin  in  the  presence  of  chalk,  then  rinsing  and  soap- 
ing. Unweighted  silk  will  retain  only  a  pink  color;  if  weighted 
with  tin,  the  color  will  be  orange,  and  if  weighted  with  aluminium, 
the  color  will  be  red. 

Dark-colored  and  black  silks  may  contain  hydroxides  of  tin, 
iron,  and  chromium,  fatty  matters,  tannin,  Prussian  blue,  and 
various  coloring-matters.  Treatment  of  logwood-dyed  silk  with 
hydrochloric  acid  (1,07  sp.  gr.)  at  50°  to  60°  C.  will  give  a  red 
color  in  the  absence  of  Prussian  blue,  or  leave  a  blue-black  color 
if  it  is  present.  If  Prussian  blue  is  suspected,  the  silk  should  be 
treated  with  dilute  caustic  soda,  the  solution  then  acidulated 
with  hydrochloric  acid,  and  a  few  drops  of  a  solution  of  ferric 
chloride  then  added ;  a  blue  precipitate  will  be  produced  if  Prussian 
blue  was  originally  present.  The  metallic  oxides  in  the  residue 
left  on  igniting  a  sample  of  the  silk  are  best  examined  by  fusing 
the  ash  with  a  mixture  of  nitre  and  sodium  carbonate  in  a  plad- 
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num  or  silver  crucible.  The  fusion  is  treated  with  water,  when 
the  tin  and  chromium  will  go  into  solution  as  sodium  stannate 
and  chromate  respectively,  and  the  iron  will  remain  insoluble  as 
ferric  oxide.  After  filtering  and  acidulating  the  filtrate  with 
hydrochloric  acid,  the  tin  may  be  thrown  down  as  sulphide  by 
treatment  with  hydrogen  sulphide,  and  after  filtering  off  the  latter 
the  chromium  is  precipitated  by  addition  of  ammonia.  For  the 
detection  of  tannin  a  sample  of  the  silk,  should  be  boiled  in  water, 
and  a  few  drops  of  a  solution  of  ferric  acetate  added,  when  a 
blue-black  color  is  produced  in  the  presence  of  tannin.  The 
amount  of  tarmin  may  be  determined  by  dissolving  it  from  the 
silk  by  means  of  an  alkaline  soap-bath,  and  findii^  the  loss  of 
weight  on  redrying.  To  determine  the  total  proportion  of 
weighting  materials,  a  definite  quantity  of  the  silk  dried  at  i  io°  C. 
should  be  boiled  for  an  hour  in  a  2  per  cent,  solution  of  caustic 
soda,  and  then  in  dilute  hydrochloric  acid  (250  cc.  of  commer- 
cial acid  per  litre).  This  treatment  is  repeated  four  times,  wash- 
mg  the  sample  between  each  bath.  The  silk  must  be  carefully 
handled,  as  it  becomes  quite  britde;  after  drying  at  iio^C.  it 
is  weighed;  the  loss  in  weight  represents  the  total  weighting 
materials.  As  a  certain  loss  of  silk  occurs  in  this  treatment,  the 
amount  of  weighting  material  found  is  generally  somewhat  in 
excess  of  the  truth.  The  chief  source  of  error,  however,  is  in 
the  uncertainty  of  the  allowance  to  be  made  for  loss  in  the  weight 
of  the  silk  by  boiling  off.  For  boiled-off  silk  this  figure  (d)  is 
taken  at  25  per  cent.;  for  souple  silk  at  8  per  cent.;  for  6cni  at 
o  per  cent. ;  and  for  fancy  silks  at  10  per  cent,  Callii^  p  the 
original  weight  of  the  sample,  and  D  the  weight  after  treatment, 
the  percentage  of  weighting,  W,  may  be  calculated  from  the  fol- 
lowing formula: 

iioo-d)X(p-D) 
rr  ^ 

In  cases  where  the  treated  silk  leaves  a  sensible  amount  (A)  of 
ash  on  ignition,  the  following  formula  must  be  used: 

(p-D  +  T.2sA)X{ioo-d) 
D~i.2sA 
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as  the  weight  of  the  ash,  if  multiplied  by  the  factor  1.25,  will  give 
approximately  the  amount  of  metallic  hydroxides  retained  by 
the  treated  silk. 

The  foregoing  method  of  Silbermann,  however,  is  not  suf- 
ficiently accurate  for  such  a  long  and  tedious  process. 

The  method  of  analyzing  weighted  silk,  recommended  by 
Konigs  of  the  silk-conditioning  establishment  at  Crefeld,  is  as 
follows:  (i)  Determine  moisture  by  drying  at  iio°C.  (2)  Fatty 
matters  by  extraction  with  ether.  (3)  Boil  out  the  silk-glue  with 
water.  (4)  Dissolve  out  Prussian  blue  with  dilute  caustic  soda; 
reprecipitate  by  acidifying  and  adding  ferric  chloride,  ignite  pre- 
cipitate with  nitric  acid,  and  weigh  as  ferric  oxide;  i  part  of 
Fe203=i.5  parts  of  Prussian  blue.  (5)  Estimate  stannic  oxide  in 
ash  of  silk  and  calculate  as  catechu-tannate  of  tin;  i  part  of 
Sn02  =  3-33  parts  of  catechu-tannate.  (6)  Estimate  total  ferric 
oxide  in  ash,  subtract  that  existing  as  Prussian  blue,  and  the 
amount  naturally  present  in  dyed  silk  ('0.4  to  0.7  per  cent.),  and 
calculate  the  remainder  to  tannate  of  iron;  i  part  of  Fe303=7.2 
parts  of  ferric  taimate. 

Perhaps  the  most  accurate  method  of  analyzing  silk  for  total 
amount  of  weighting  is  to  determine  the  amount  of  nitn^en 
present  as  silk  by  Kjeldahl's  process.*  To  do  this  it  is  first  nec- 
essary to  remove  all  gelatin,  Prussian  blue,  or  other  nitrogenous 
matters.  This  is  effected  by  boiling  a  weighed  quantity  of  the 
silk  (about  2  gms.)  with  a  2  per  cent,  solution  of  sodium  carbonate 
for  thirty  minutes.  The  silk  is  then  washed,  and  heated  to  60°  C. 
for  thirty  minutes  in  water  containing  i  per  cent,  of  hydrochloric 
acid,  and  afterwards  well  washed  in  hot  water.  This  treatment 
with  alkali  and  acid  should  be  repeated  until  the  sample  no  longer 
has  a  blue  color.  With  souple  or  &ru  silks,  ammonia  or  ammo- 
nium carbonate  should  be  used  instead  of  sodium  carbonate, 
and  the  silk  should  be  finally  boiled  for  an  hour  and  a  half  in  a 
solution  containing  25  gms.  of  soap  per  litre.  After  this  prepara- 
tion the  nitrc^en  determination  is  conducted  as  follows:  The 
sample  is  placed  in  a  round-bottomed  flask  of  hard  glass,  and 

•  Gnehm  and  Blrnner,  Rev.  Gen.  Mat.  CoJ.,  April,  189S. 
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treated  with  about  20  cc.  of  strong  sulphuric  acid,  with  the  addi- 
tion of  a  single  drop  of  mercury.  The  flask  is  then  heated,  gently 
at  first,  and  then  to  a  vigorous  boil;  then  10  gms,  of  potassium 
sulphate  are  added  and  the  boiling  continued  until  the  contents 
of  the  flask  are  clear  and  colorless.  The  contents  are  then 
wa^ed  into  a  distilling-flask  and  connected  with  a  suitaUe  con- 
denser. By  means  of  a  tap-funnel,  an  excess  of  caustic  soda 
solution  is  gradually  added,  together  with  a  little  sodium  sul- 
phide to  decompose  any  nitrogen  compounds  of  mercury  that 
may  have  been  formed.  Some  granulated  zinc  is  placed  in  the 
flask  to  prevent  bumping,  and  the  distillate  is  collected  in  a  meas- 
ured quantity  of  standard  acid,  which  takes  up  the  ammonia 
that  distils  over.  Excess  of  acid  is  determined  by  titration  with 
standard  alkali,  using  methyl  orange  as  an  indicator  of  neutral- 
ity, TTie  above  method  is  based  on  the  fact  that  when  silk  (in 
common  with  the  great  majority  of  other  nitrogenous  organic 
substances)  is  heated  with  concentrated  sulphuric  acid,  the  whole 
of  the  nitrogen  present  is  eventually  converted  into  ammonia. 
Air-dried  silk  with  11  per  cent,  of  hygroscopic  moisture  contains 
17.6  per  cent,  of  nitrogen,  consequently  the  amount  of  true  silk 
in  a  sample  may  be  obtained  by  multiplying  the  percentage  of 
nitrogen  found  by  the  factor  5.68.  This  method  yields  very  accu- 
rate results  if  the  determination  of  the  nitrogen  is  carefully  con- 
ducted. 

A  method  for  the  determination  of  the  weighting  on  silk 
which  appears  to  be  capable  of  yielding  very  good  results  is  that 
suggested  by  Gnehra.*  It  depends  on  the  fact  that  the  silk 
fibre  does  not  appear  to  be  injured  by  treatment  with  either 
hydrofluosilicic  acid  or  hydrofluoric  acid.  The  method  is  car- 
ried out  as  follows:  About  2  gms.  of  the  silk  to  be  tested  are  im- 
mersed, with  frequent  stirring,  for  one  hour  at  the  ordinary  tem- 
perature of  100  cc.  of  a  5  per  cent,  solution  of  hydrofluosflicic 
acid.  The  treatment  is  then  repeated  with  100  cc.  of  fresh  acid 
of  the  same  strength.  The  silk  is  then  washed  several  times 
with  distilled  water  and  dried.    The  loss  in  weight  corresponds 

'Zeits.  Farben-u.  Text.  Chem.,  1903,  ji.  109. 
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to  the  amount  of  inorganic  weighting  materials  present.  This 
method  serves  very  well  with  silk  weighted  with  stannic  phos- 
phate and  silicate,  but  does  not  appear  to  be  suitable  for  the 
estimation  of  weighting  on  black-dyed  silks  containing  iron  salts. 
It  is  said  that  oxalic  acid  may  also  be  used  (Miiller,  Zeits.  Farben- 
u.  Text.  Ckem,,  1903,  160)  for  the  purpose  of  removing  the  inor- 
ganic weighting  materials  from  silks,  without  injury  to  the  silk 
fibre  itself. 

Taking  all  things  into  consideration,  the  author  considers  the 
following  method  to  be  the  one  best  adapted  for  the  com- 
mercial analysis  of  weighted  silks:  A  portion  (about  0.5  gm.) 
of  the  sample  is  placed  in  a  weighing-bottle  and  dried  in 
an  air-bath  at  105°  C.  to  constant  weight.  It  is  then  boiled 
in  a  2  per  cent,  solution  of  hydrofluoric  acid  for  five  minutes, 
rinsed  with  water,  and  boiled  for  five  minutes  in  a  2  per  cent, 
solution  of  soda  ash  and  washed.  This-  alternate  treatment 
with  the  hydrofluoric  acid  and  soda  ash  solutions  is  repeated 
three  times,  after  which  the  sample  is  finally  rinsed,  dried  at 
105*  C,  and  reweighed.  The  loss  in  weight  will  represent  weight- 
ing materials.  The  hydrofluoric  acid  may  be  prepared  by  di- 
luting II  cc.  of  commercial  hydrofiuoric  acid  to  400  cc.  with 
water,  and  the  soda  ash  solution  by  dissolving  2  gms.  of  sodium 
carbonate  in  100  cc,  of  water.  Three  alternate  treatments  with 
these  reagents  will  generally  suffice  to  remove  all  weighting 
materials  without  appreciable  injury  to  the  silk  fibre,  though  to 
be  accurate  the  treatments  should  be  repeated  until  no*  further 
loss  in  weight  is  observed. 

The  amount  of  weighting  on  silk  is  usually  calculated  on  a 
basis  of  ounces  per  pound  of  raw  silk,  and  expressed  between  a 
limiting  variation  of  2  ozs. ;  and  it  is  further  reckoned  that  i  pDund 
of  raw  silk  is  equivalent  to  12.4  ozs.  of  pure  silk  fibre  (boiled-off). 
A  sample  of  silk  described  as  22/24,  for  example,  would  mean 
that  22  to  24  ozs.  of  such  silk  would  be  equivalent  to  16  ozs.  of 
raw  silk.  The  amount  of  weighting  as  detemuned  by  the  chemist 
should  be  calculated  to  percentage  on  the  actual  silk  present,  and 
then  by  use  of  the  following  table  the  corresponding  ounces 
may  be  found. 
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feSi. 

Ouncu. 

Percent. 
Weighting. 

OunOM. 

0-  13 

IJ/U 

14^158 

30/3' 

•3-  39 

14/16 

33/34 

39-  4S 

16/18 

174-1 ,0 

34/36 

45- 61 

190-106 

36/38 

3o6-aia 

77-  93 

12/14 

iM-138 

40/41 

»4/i6 

338-^34 

4V44 

125-143 

38/30 

170 

46/48 

For  example:  A  sample  of  silk  dried  at  105°  C.  to  constant 
weight  proved  to  be  0.45  gm.  After  treatments  with  hydrofluoric 
acid  and  so  daash  solutions  as  above  described,  dried  again  at 
105"  C,  and  reweighed,  gave  0131  gm,of  silk  as  a  residue.    Hence, 

045  gram  =  weighted  silk; 
0.31     "     "'pure  silk; 

0.14     "    —weighting, 

o.  14X100 


0.31 


45  per  cent,  weighting, 


calculated  from  a  basis  of  pure  silk.  By  reference  to  the  fore- 
going table,  it  is  seen  that  45  per  cent,  weighting  corresponds 
to  18/20  ozs.  of  silk. 

As  the  silk  fibre  is  very  uniform  in  its  structure  and  weight  for 
any  given  Jength,  an  empirical  method  for  determining  the  weight- 
ing -on  silk  is  as  follows:  The  size  of  a  single  cocoon-thread 
averages  2}  deniers  (see  p.  99);  that  is  to  say,  500  metres  of 
such  a  hiament  will  averse  0.125  g*"-  ^^  weight.  Hence,  if  yarn 
is  being  tested,  a  sample  is  observed  under  the  microscope  and  the 
Dumber  of  individual  filaments  present  is  counted;  this  number 
divided  by  two  will  give  the  number  of  cocoon-threads  (as  each 
cocoon-thread  consists  of  two  filaments).  A  convenient  length 
of  the  yam  is  then  taken  and  weired,  and  from  this  the  weight 
of  500  metres  is  calculated.  By  multiplying  the  number  of 
cocoon-threads  observed  by  the  factor  0.125,  w<^  obtain  the  weight 
of  500  metres  of  the  yam  as  pure  silk.     The  difference  between 
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this  weight  and  the  foimer  represents  weighting,  from  which 
the  percentage  and  ounces  of  weighting  may  be  calculated  as 
given  in  the  foregoing  paragraph. 

For  example:  A  portion  of  a  single  thread  from  a  skein  of 
silk  yam  was  carefully  teased  out  so  as  to  separate  the  individual 
filaments,  and  these  were  counted  under  a  microscope.  A 
series  of  three  observations  gave  19,  17,  and  20  filaments,  or  a 
mean  of  18.6.  The  weight  of  50  metres  of  the  silk  was  0.146 
gm.    Hence 

0,146  X 10    -  1,460  grams--=  weight  of  500  metres; 

0.125  X——=- 1.162     "     =  weight  of  500  metres  of  pure  silk; 
0,298    ' '     =  weighting, 

,  0.298X100  ,  ^  .     V,- 

and  7 =a$.o  per  cent,  weighting, 

and  this  is  equivalent  to  14/16  02.  silk. 

In  case  the  sample  to  be  examined  is  a  woven  fabric,  it  will  be 
necessary  to  pick  apart  the  warp-  and  weft-threads,  and  make 
separate  counts  of  the  filaments  in  each;  then  definite  lengths 
of  these  threads  may  be  measured  ofi  and  weighed,  and  the  cal- 
culation conducted  as  before.  In  making  the  count  of  the  fila- 
ments in  each  thread  of  silk,  the  latter  should  be  teased  out  as 
carefully  as  possible,  in  order  to  separate  the  individual  filaments. 
This  may  readily  be  done  by  layii^  the  thread  on  a  glass  micro- 
scope slide  sEghtly  moistened  with  water  and  separating  the 
filaments  with  a  needle.  The  number  of  filaments  may  then 
be  counted  through  the  microscope,  using  a  low  magnification. 
The  count  may  also  be  made  with  the  aid  of  a  good  niagnif}dng- 
glass,  but  with  more  difficulty  and  less  accuracy  than  when  a 
microscope  is  employed.  At  least  three  separate  counts  of 
different  threads  should  be  made,  and  the  average  of  these  taken 
as  the  true  number. 

In  case  the  length  of  the  silk  threads  is  measured  in  yards  and 
not  metres,  a  convenient  amount  to  take  for  a  test  is  20  yds., 
then  the  following  formula  will  hold. 
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Let  j1  =  weight  of  500  metres  of  the  weighted  silk=  weight 

of  2oyds.X37.3; 

3="  weight  of  500  metres  of  pure  silk=  number  of  filaments 

X  0.062, 

,    A-B  ^      .  ,_  . 

and     — =— Xioo=per  cent,  of  weighting. 

The  above  formula  is  for  weights  expressed  in  grams;   in 
case  the  weights  employed  are  grains,  we  have 

i4  =  weight  of  20  yds.X27.3; 
5  =  number  of  filamentsxo.956. 

and      — D—  X 100=  per  cent,  of  weighting. 

These  formulas  may  be  simplified  as  follows: 

(o)  In  case  gram  weights  are  used 

ai—  weight  of  20  yds.  of  the  silk; 
»=number  of  filaments; 

438a'  —  «  .... 
X 100=  per  cent,  of  weightmg. 

(ft)  In  case  grain  weights  are  used 

28.4«'— «  ,      .  ,  . 
X 100=  per  cent,  of  weightmg. 


The  accuracy  of  this  method  for  determining  the  degree  of 
weighting  of  silk  is  based  on  the  fact  that  the  fibre  is  very  uniform 
in  size,  and  hence  the  weight  of  a  given  length  of  fibre  may  be 
assumed  as  being  constant.  This,  however,  is  only  true  within 
certain  limits  and  with  respect  to  certain  grades  of  silk.  By 
reference  to  the  table  on  page  99,  it  will  be  seen  that  the  variation 
in  size  (or  weight  for  a  given  length)  of  silks  from  different  coun- 
tries is  quite  considerable;  hence,  to  apply  the  foregoing  method 
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properly,  the  origin  of  the  silk  should  be  known.  In  the  case  of 
tussab  or  other  varieties  of  wild  silk  the  variation  in  size  is 
much  more  considerable;  hence  the  limit  of  error  in  this  method 
is  much  larger  and  the  results  arc  not  sufficiently  accurate  to  be 
at  all  reliable. 

6.  Oil  and  Grease  in  Yams  and  Fabrics, — An  estimation  of 
the  amount  of  oil  anh  grease  is  frequently  required  for  woolen 
or  worsted  cloth,  yarn,  tops,  roving,  etc.  A  method  leading 
to  approximate  results,  which  arc  generally  sufficiently  accurate 
for  commercial  purposes,  is  to  weigh  off  a  sample  of  the  material 
to  be  tested  and  scour  it  for  thirty  minutes  in  a  solution  containing 
S  gms.  of  good  quality  soap  per  litre  at  a  temperature  of  140"  F. 
It  is  then  rinsed  well  in  warm  water  a  couple  of  times  to  remove 
all  of  the  soapy  liquor,  and  then  dried.  Before  reweighing  it 
should  be  left  in  the  air  for  about  an  hour,  so  as  to  come  to  the 
same  hygroscopic  condition  as  when  first  weighed.  The  loss 
in  weight  will  represent  the  oil,  grease,  and  any  dirt  in  the  fibre, 
and  may  be  called  the  "  scouring  loss." 

A  more  accurate  method  to  determine  the  oil  and  grease  is 
to  weigh  off  about  5  gms.  of  the  material  and  agitate  in  a  flask 
with  about  100  cc.  of  petroleum  ether  for  twenty  minutes.  This 
will  dissolve  all  oily  matters  present,  and  the  liquid  may  be 
poured  into  a  weighed  evaporatii^-dish.  The  residual  fibre 
is  washed  with  about  100  cc.  more  of  petroleum  ether;  the  latter 
is  added  to  the  first  extraction  and  the  whole  evaporated  to 
dryness  on  a  water-bath,  and  the  weight  of  the  readue  of  oil  in 
the  evaporating  dish  is  determined,  or  the  extracted  fibre  may 
be  removed  from  the  flask,  dried,  exposed  to  the  air  for  an  hour 
and  reweighed,  and  the  loss  in  weight  will  represent  grease  and 
oil. 

In  the  two  preceding  methods  where  the  air-dry  weights  are 
used,  care  should  be  especially  taken  to  weigh  the  material 
before  and  after  under  the  same  hygroscopic  conditions,  other- 
wise considerable  variations  in  results  may  be  obtained  by  reason 
of  the  fibre  absorbing  a  greater  or  less  quantity  of  moisture; 
where  accurate  results  are  demanded,  it  will  be  necessary  to 
make  three  weighings,  as  follows:  (a)  the  weight  of  the  air-dry 
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material,  (A)  the  weight  of  the  material  after  drying  at  105"  C. 
for  one  hour,  (c)  the  wdght  of  the  extracted  material  after  drying 
for  one  hour  at  105°  C.  In  this  manner  the  somewhat  uncertain 
factor  of  moisture  is  eliminated.  The  percentage  of  grease  in 
the  material,  however,  should  be  calculated  on  the  weight  of  the 
air-dry  fibre.  For  example:  a  sample  of  woolen  yam  weighing 
5.026  gms.  was  dried  at  105*  C.  for  one  hour  and  when  weighed 
again  gave  4.516  gms.;  after  extraction  with  petroleum  ether 
and  drying  again  as  before.  It  weighed  4.371  gms.  The  amount  of 
grease  in  this  case  was  therefore  4.516— 4.27i-"o.245  gms.  or 
(0.245X100)-^ 5.026-4.67  per  cent. 

A  still  better  and  more  accurate  method  for  the  determination 
of  grease  is  to  treat  a  weighed  sample  of  the  material  in  a  Soxhlet 
extraction  apparatus  with  petroleum  ether,  evaporating  oS  the 
solvent  and  weighing  the  residue  of  grease.  The  analysis  is 
determined  as  follows :  The  small  flask  of  the  apparatus  is  weighed 
and  then  about  half-filled  with  petroleum  ether  (about  50  to  75 
cc);  about  2  gms.  of  the  material  to  be  extracted  is  accurately 
weighed  and  placed  in  the  extraction  tube  or  capsule,  after  which 
the  several  parts  of  the  apparatus  are  connected  and  the  Bask  is 
heated  on  a  water-bath  until  all  the  oil  or  grease  has  been  ex- 
tracted and  dissolved  by  the  petroleum  ether.  According  to  the 
form  of  apparatus  employed,  this  may  require  from  twenty 
minutes  to  one  hour.  The  flask  is  then  removed  and  the  solvent 
is  distilled  off.  The  residual  grease  in  the  flask  is  then  dried 
for  one-half  hour  on  the  water-bath  and  after  cooling  weighed. 
The  increase  in  the  weight  of  the  flask  represents  the  amount  of 
grease. 

7.  Estimation  of  Finishing  Materials  on  Fabrics. — Cotton 
fabrics  are  quite  generally  sized  or  otherwise  finished  for  the 
purpose  of  giving  the  cloth  a  better  handle  or  a  greater  weight. 
For  this  purpose  a  wide  variety  of  substances  may  be  used,  but 
starch  is  nearly  always  the  basis  of  the  sizing.  Soaps,  fats, 
gelatin,  v^etable  mucilages,  rcjin,  and  china  clay  are  also  of 
common  occurrence.  In  some  cases  hygroscopic  salts,  such  as 
calcium  chloride,  magnesium  chloride,  or  zinc  chloride  are  used 
to  obtMn  certain   effects  or  to   increase   the   weight   of   the 
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goods.*  Woolen  goods  are  sometimes  sized  or  wdghted  in  a  similar 
maimer,  both  for  purposes  of  producing  certain  finishes  and  of 
fraudulently  increasii^  the  weight  of  the  fabric. 

Accordii^  to  Hoyer,f  cotton  cloth  in  the  gray  or  unbleached 
state  should  consist  approximately  of  83  per  cent,  fibre,  7  per 
cent,  moisture,  8.5  per  cent,  of  starch  and  fatty  matters  (used  for 
softening  the  yam  and  sizing  the  warp),  and  1.5  per  cent,  of  ash. 
After  boihng-out  and  bleaching,  however,  only  78  per  cent,  of 
fibre  is  left,  so  that  by  the  addition  of  dressing  the  finished  cloth 
consists  of  78  per  cent,  fibre,  7  per  cent,  moisture,  7  per  cent. 
starch,  and  7.5  per  cent,  mineral  matter.  If  the  amount  of  fibre 
falls  below  78  per  cent,  in  bleached  calico  or  much  below  83  per 
cent,  in  gray  calico,  it  may  be  supposed  that  the  cloth  is  loaded. 

Linen  fabrics  should  contain  but  a  small  amount  of  finishing 
or  dressing  materials.  Usually  a  small  quantity  of  starch  is 
required  for  the  purpose  of  azing  the  warps,  but  no  mineral 
matter  should  be  present  beyond  that  to  be  found  in  the  natural 
fibre  itself.  Linen  cloth  should  not  lose  more  than  5  per  cent, 
when  boiled  in  water. 

S.  TeBting  the  Water-proof  Quality  of  Fabric8.^A  large 
variety  of  fabrics  are  now  finished  so  as  to  be  more  or  less  water- 
proof or,  more  strictly  speaking,  water-resistant.  Fabrics  of 
cotton,  wool,  silk,  or  of  mixed  fibres  may  be  given  this  property. 
It  is  not  the  purpose  at  this  point  to  enter  into  the  methods  by 
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which  water-proofing  is  carried  out,  but  simply  to  give  the 
methods  employed  for  testing  such  fabrics. 

In  Germany  the  following  test  is  prescribed  for  sail-cloth :  A 
sample  of  the  cloth  lo  inches  square  is  folded  like  a  filter-paper 
and  placed  in  a  suitable  glass  funnel  where  300  cc.  of  water  are 
poured  upon  it  and  it  is  left  for  twenty-four  hours.  At  the  end 
of  this  time  only  a  few  equally  distributed  drops  of  water  should 
be  discovered  on  the  under  surface  of  the  cloth,  and  the  fabric 
should  not  be  wet  through. 

Gawalowski  describes  an  apparatus  for  determining  the 
water-proof  qualities  of  a  fabric  as  foUows:  The  sample  of  the 
cloth  is  attached  to  the  open  end  of  a  graduated  tube  (a  burette 
will  serve  the  purpose,  using  the  large  opening  for  the  cloth),which 
is  then  filled  with  a  column  of  water  12  inches  in  height.  At 
the  end  of  twenty-four  hours  an  observation  is  made  as  to  how 
much  water  has  passed  through  the  cloth. 
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MICROSCOPIC   ANALYSIS  OF   FABRICS. 

H6hn£l  describes  the  following  method  employed  for  a  micro- 
scopic examination  of  textile  fabrics,  where  the  object  is  to  deter- 
mine not  only  qualitatively  the  character  of  fibres  composing 
them,  but  also  their  quantitative  amounts.  With  regard  to  the 
preliminary  quahtative  examination,  there  are  generally  only  a  few 
fibres  to  be  taken  into  consideration,  as  the:e  seldom  occur  in  the 
same  fabric  more  than  one  to  four  diilerent  kinds  of  fibres.  As 
a  rule,  the  only  fibres  which  will  be  found  are  cotton,  linen,  hemp, 
jute,  ramie,  sheep's  wool,  goat-hair,  cow-hair,  angora,  alpaca, 
cashmere,  llama,  silk,  and  tussah  silk.  In  woolen  material  there 
are  also  cosmos  and  shoddy  to  be  considered. 

To  undertake  the  examination,  cut  oflf  a  sample  of  the  mate- 
rial 3  to  3  sq.  cm.  in  size,  and  separate  this  into  its  warp-  and  fill- 
ing-threads. The  sample  must  be  of  suificient  size  to  include 
all  of  the  different  kinds  of  yams  employed  in  the  weave.  Con- 
sequently, in  the  case  of  large  patterns,  it  has  to  be  rather  large. 
The  warp-  and  filling-threads  are  laid  next  to  each  other,  and  one 
of  each  kind  is  selected  to  serve  for  further  examination.  In  the 
amplest  case  there  is  only  one  kind  of  warp-thread  and  one  kind 
of  filling  present,  which  neces^tates,  therefore,  the  examination 
of  only  two  different  yams.  In  complicated  cases  there  may  be 
as  many  as  ten,  or  even  more,  different  yams  to  analyze.  In 
woolen  fabrics  there  will  frequently  be  found  yams  which  are 
composed  of  two  or  three  different  threads  twisted  t<^ether; 
these  must  be  untwisted  and  each  separate  yam  examined  by 
itself.    In  order  to  attain  satisfactory  results,  the  operator  must 
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be  sufficiently  skilled  in  the  microscopy  of  the  fibres  to  be  able  to 
recognize  with  certainty,  under  a  low  magnification,  the  different 
fibres  liable  to  be  found.  By  a  low  mollification  is  meant  one 
of  fifty  to  sixty  times.  A  much  higher  power  cannot  be  used  in 
the  examination  of  fabrics,  for  hundreds  or  even  thousands  of 
fibres  have  to  be  taken  into  consideradon.  From  ten  to  twenty 
fibres,  or  perhaps  more,  should  be  obtained  in  the  field  at  the 
same  time,  and  it  is  necessary  to  be  able  to  promptly  recognize 
the  different  ones.  With  a  higher  magnification,  it  is  true,  the 
single  fibres  can  be  better  recognized,  but  the  general  view  is 
then  lost,  and  there  is  danger  in  overlooking  whole  bundles  of 
fibres.  If  the  observer  finds  a  fibre  which  cannot  be  recognized 
with  sufficient  accuracy  by  means  of  the  low  power,  it  is  a  simple 
matter  to  so  change  the  objective  as  to  increase  the  magnification 
to  allsw  of  the  necessary  observations  to  be  made,  and  then  to 
proceed  again  with  the  examination  under  the  lower  power. 

Dark-colored  material  often  consists  for  the  most  part  of 
threads  which,  on  microscopic  examination,  appear  quite  opaque, 
hence  dark  and  structureless.  Therefore  it  will  frequently  be 
necessary  to  remove  the  dyestuff,  at  least  in  part,  which  is  usually 
done  by  boiling  in  acetic  acid,  hydrochloric  acid,  dilute  caustic 
alkali,  potassium  carbonate,  etc.,  until  sufficiently  light  in  appear- 
ance. 

In  the  case  of  very  accurate  examinations,  each  different  kind 
of  thread  must  be  examined  separately,  and  the  number  of  fibres 
composing  it,  together  with  their  kind  and  color,  must  be  noted. 
In  order  to  show  the  detail  and  scope  of  such  an  examination,  the 
following  example  is  given:  On  unravelling  a  sample  four  differ- 
ent warp-threads  and  one  filling-thread  were  obtained.  One  of 
the  warp-threads  was  composed  of  two  yams  twisted  tt^ether 
one  of  which  was  black  {KiO.)  and  the  other  white  {K^b) 
Two  warp-threads  were  dark  blue  {^2  and  K^)  and  the  fourth 
was  a  gray  mix  {K^);  the  filling-thread  (E)  was  blue.  On  exam- 
ination the  following  results  were  obtained : 

K\a  showed  85  shoddy  fibres  (mostly  black,  some  yellow  and 
red  and  even  isolated  green  fibres  of  wool,  and  13  cotton  fibres) 

Kib  showed  31  pure  white  wool  fibres. 
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K2  and  Kg,  respectively,  showed  46  and  53  pure  blue  wool 
fibres. 

K4  showed  60  shoddy  fibres,  of  which  32  were  mostly  gray  or 
black  wool  fibres,  and  28  were  gray  cotton  fibres. 

E  showed  60  blue  wool  fibres. 

Therefore  in  this  sample,  including  4  wa  p-  and  4  filling-threads, 
there  would  be  85+31+46+53+60=275  single-warp  fibres; 
and  60X4  =  240  filling  fibres;  or  515  single  fibres  altogether. 
Of  these  41  were  cotton,  which  were  found  in  the  shoddy,  the 
latter  comprising  145  fibres  in  all.  Hence  in  a  sample  of  this  piece 
of  goods  containing  equal  lengths  of  warp  and  weft,  there  are 
41  cotton  fibres,  104  shoddy  wool  fibres,  and  370  pure  wool 
fibres,  from  which  the  respective  percentages  would  be: 


This,  of  course,  only  gives  the  relative  percentages  of  the 
number  of  fibres;  if  it  is  desired  to  reach  an  approximate  idea  of 
the  proportions  by  weight,  then  micrometric  measurements  must 
be  made  of  the  wool  and  cotton  fibres  occurring  in  the  sample. 
In  consideration  of  the  fact  that  wool  possesses  about  twice  the 
CFoss-section  of  cotton,  it  becomes  a  rather  easy  matter  to  calcu- 
late the  ratio  between  the  two,  by  means  of  which  the  percentage 
by  weight  can  be  readily  obtained,  provided  that  the  specific 
gravity  of  wool  is  taken  to  be  about  the  same  as  that  of  cotton, 
which  is  approximately  true. 
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MACHINE   FOR   DETERMINING   STRENGTH   OF 
FIBRES. 

There  have  been  a  number  of  machines  devised  for  the  pur- 
pose of  determining  the  tensile  strength  and  elasticity  of  fabrics 
and  yarns,  and  a  few  instruments  have  also  been  adapted  for 
the  testing  of  single  fibres.  As  the  individual  fibre,  however,  is 
a  very  slender  and  delicate  object,  especially  in  the  case  of  cer- 
tiin  vegetable  fibres,  the  determination  of  its  physical  factors  is 
an  operation  which  requires  a  delicately  adjusted  apparatus.  In 
machines  which  require  the  taking  on  or  oS  of  weights,  the  jar  is 
usually  sufficient  to  break  the  fibre  before  its  true  breaking  strain 
is  reached.  The  same  criticism  is  also  true  for  machines  employ- 
ing water  as  a  weight.  A  machine  devised  for  the  use  of  the 
Philadelphia  Textile  School  has  proved  very  satisfactory  for 
determining  the  tensile  strength  and  elasticity  of  almost  any 
fibre,  from  very  fine  and  delicate  filaments  to  coarse  and  strong 
hairs.  A  diagrammatic  drawing  of  this  machine  is  given  in  Fig. 
127.  The  fibre  to  be  tested  is  clamped  between  the  jaws  at  (/), 
the  pointer  attached  to  the  end  of  the  beam  above  the  upper  jiw 
being  brought  to  the  zero-mark  on  the  scale  (S),  while  the  lower 
jaw  is  raised  or  lowered  in  its  stand  until  the  desired  distance 
between  the  jaws  is  obtained.  To  obtain  comparable  results  this 
distance  should  always  be  the  same;  and  10  cm.,  in  the  case  of 
long  fibres,  or  2  cm.  for  short  fibres,  have  proved  to  be  good 
lengths  of  fibre  to  test.  The  sliding-bar  (R)  is  moved  forward  by 
tumii^  the  rod  (7"),  which  moves  the  rack  and  pinion  at  (P), 
until  the  graduation  on  the  wheel  (G)  is  at  zero  to  the  indicator. 
Under  these  conditions  there  is  no  strain  on  the  fibre.    A  stretch- 
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ing-force  is  then  placed  on  the  fibre  by  moving  the  bar  {R)  back- 
ward by  turning  the  rod  (T);  the  motion  of  this  bar  is  made 
uniform  and  gradual  until  the  fibre  finally  breaks  under  the  strain 
thus  placed  upon  it.  The  graduation  on  the  wheel  (G)  will 
then  indicate  in  decigrams  the  breaking  strain  of  the  fibre  being 
tested.  The  elasticity  is  obtained  by  watching  carefully  the 
pointer  moving  up  the  scale  of  millimetres  at  (5)  until  the  rupture 


Fjo.  117. — Fibre-testing  Machine, 
/,  jaws  with  screw-clamps  for  holding  the  fibre;  the  lower  jaw  may  be  raised  or 
lowered;  R,  sliding-rod  working  on  a  rack  and  pinion;  tHi  takes  the  place 
of  wei^ts;  G,  wheel  graduated  on  its  face  in  decigrams,  moving  on  the 
same  axis  as  the  pinion  for  sliding  the  weight;  T,  thumb-screw  for  turning 
the  small  shaft  working  the  pinion  at  P\  W,  counterbalancing  weight  for 
regulating  the  zero-point  ol  the  machine;  S,  scale  fcr  reading  the  stretch  of 
the  fibre,     (Drawing  by  author.) 

of  the  fibre  takes  place;  the  distance  this  pointer  moves  represents 
the  actual  stretch  of  the  fibre,  and  if  the  length  of  fibre  taken 
between  the  jaws  is  lo  cm.,  this  figure  will  represent  directly  the 
percentage  of  elasticity.  If  the  length  of  fibre  taken  is  only  2  cm., 
to  obtain  the  percentage  of  elasticity  it  is  necesary  to  multiply 
the  amount  of  stretch  in  millimeters  by  five;  and  for  other  lengths 
of  fibre  similar  proportions  will  hold.  The  weight  (W)  at  the 
rear  end  of  the  beam  can  be  moved  backward  or  forward,  and 
is  for  the  purpose  of  adjusting  the  balance  so  that  there  is  no 
strain  at  {/)  when  the  indicator  on  (G)  marks  zero.  The  wheel 
(G)  is  graduated  in  decigrams,  and  this  marks  the  sensibility  of 
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the  machine;  the  total  graduations  on  (G)  running  from  zero  to 
400.  When  fibres  are  tested  having  a  greater  tensile  strength 
than  400  decigrams  a  fixed  additional  weight  of  10,  25,  50,  etc., 
grams  may  be  hung  from  (W),  and  this  must  be  added  to  the 
reading  on  the  wheel  when  the  fibre  breaks.  If  the  elasticity  of 
the  fibre  is  so  great  as  to  carry  the  pointer  beyond  the  limits  of 
the  scale  at  (5),  a  shorter  length  of  fibre  must  be  tested.  A  fair 
average  of  breaking  strain  and  elasticity  may  be  obtained  for 
any  quality  of  fibre  by  testing  about  10  separate  fibres  and  taking 
a  mean  of  the  total  tests.  If  the  quality  of  the  fibres,  however, 
in  a  sample  does  not  run  very  uniform,  it  is  best  to  increase  the 
number  of  tests  to  35  or  even  50  in  order  that  a  satisfactory 
average  may  be  obtained. 

This  machine  is  capable  of  being  used  with  all  classes  of  fibres, 
and  its  results  are  very  satisfactory,  as  has  been  proved  by  several 
years'  use  at  the  Philadelphia  Textile  School. 
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COMMERCIAL  VARIETIES  OF  AMERICAN  COTTON. 

The  following  material  relative  to  the  different  varieties  of 
American  cotton  has  been  based  on  the  Report  of  the  U.  S.  Dept. 
of  Agriculture  on  this  subject.  The  following  varieties  and 
their  characteristics  have  been  recorded: 

Acme  (Allen  Acme). — From  Mississippi;  evidently  a  miirture 
of  some  long-stapled  variety  and  sea-island ;  it  is  not  a  hybrid,  and 
does  not  seem  to  have  any  special  value. 

AUen  (Allen  Silk,  Allen  Long  Staple,  Talbot).— From  Missis- 
sippi ;  plant  vigorous,  pyramidal,  loag-limbed ;  bolls  large, 
opening  very  widely,  and  sometimes  allowing  the  seed  cotton  to 
drop;  maturing  late;  lint  28  to  30  per  cent.,  staple  30  to  35 
mm.,  fine  and  silky. 

Aired. — History  unknown;  evidently  of  the  Rio  Grande 
type;  reported  only  once  from  Mississippi. 

Alvarado. — ^History  unknown;  evidently  Peterkin;  reported 
once  from  Georgia. 

Aodrey  Peterkin.     (See  Peterkin.) 

Bahama.     (See  Texas  Storm  Proof.) 

Bailey. — Originated  in  North  Carolina;  plant  of  medium 
size,  early  and  prolific  for  a  long-stapled  variety;  lint  28  to  30 
per  cent.,  staple  28  to  32  mm.  An  excellent  long-stapled  variety 
for  uplands. 

Banana  (Cluster,  Hogan,  Prout). — This  variety  is  now  obso- 
lete. 

Bancroft  Herlong.     (See  Herlong.) 

Bancroft  Prolific  Heriong.    (See  Herlot^.) 
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Bancroft  Prolific  Long  Staple. — Origin  unknown;  yield 
much  below  the  average, 

Barnes. — One  of  the  older  varieties;  plant  vigorous,  short- 
limbed  and  inclining  to  cluster,  similar  to  Herlong  in  habit; 
bolls  above  medium  size,  maturing  late. 

Bamett. — From  Alabama;  or^in  unknown;  plant  tall  and 
slender,  limbs  short;  bolls  medium  size,  rounded,  not  maturing 
early;  lint  30  to  32  per  cent.,  staple  23  to  25  mm. 

Bates  Big  Boll. — Originated  in  South  Carolina,  developed 
from  the  Rio  Grande  type;  plant  vigorous  and  very  symmetrical; 
well-branched;  bolls  rather  large,  not  maturing  early;  lint  33 
to  35  per  cent.,  staple  24  to  27  mm. 

Bates  Favorite. — Similar  in  origin  to  above;  plant  very 
vigorous,  branching  widely;  bolls  medium  size,  maturing  late; 
lint  30  to  32  per  cent.,  staple  34  to  27  mm. 

BeUe  Creole. — The  immediate  successor  to  the  Jethrox; 
stalk  large,  tall,  and  productive;  boll  large  and  long;  seed  com- 
monly flat  on  one  side  with  an  indentation ;  lint  abundant,  long, 
firm,  silky,  soft,  lustrous;  a  very  oily  cotton. 

Ben  Smith  (Ben  Smith  Choice,  Bush,  Smith  Standard).— 
From  Louisiana;  plant  strong,  widely  pyramidal;  bolls  medium 
size,  usually  two  at  each  joint;  not  maturing  early;  lint  32  to  33 
per  cent,,  staple  23  to  26  mm.  Probably  descended  from  Purple 
Stalk  or  Red  Leaf. 

Big  Boll. — ^From  California;  history  unknown;  supposed 
to  be  of  Texas  origin;  plant  medium  size,  limbs  rather  long; 
bolls  large,  oblong,  maturing  late;  lint  34  to  35  per  cent.,  staple 
25  to  28  mm. 

Black  Seed. — This  name  is  usually  applied  both  to  sea-island 
varieties  and  to  upland  varieties  having  a  smooth  seed. 

Bob,  Bob  Silk,  Bob  White.    (See  Ozier.) 

Bolivar  County. — A  Louisiana  variety  of  the  Storm  Proof 
type;  maturing  early,  with  29  to  30  per  cent,  of  lint. 

Borden  Prolific. — Occurs  in  South  Carolina,  but  no  description 
available. 

Boyd  Prolific. — One  of  the  oldest  improved  varieties;  plant 
upright,  slender,  moderately  vigorous,  short-Umbed;  bolls  small. 
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round,  in  clusters,  medium  in  time  of  ripenii^;  lint  30  to  32  per 
cent.,  staple  20  to  24  mm, 

Brady. — Occurs  in  North  Carolina,  but  no  description  avail- 
able. 

Bra|£  Long  Staple. — This  appears  to  be  a  true  hybrid  between 
G.  kerbaceum  and  G.  barbadense;  plant  very  vigorous,  well- 
branched;  bolls  oblong,  large,  maturing  late;  lint  30  per  cent., 
staple  very  variable,  mostly  35  mm.,  some  75  mm. 

Brannon  (Little  Brannon). — One  of  the  older  varieties,  orig- 
inating in  Texas;  plant  medium  growth,  well-branched;  limbs 
short- jointed ;  bolls  small,  medium  in  time  of  ripening;  lint 
32  to  35  per  cent.,  staple  18  to  22  mm.  Belongs  to  the  Rio  Grande 
type. 

Brazier  Peterldn.    (See  Peterkin.) 

Brooks  Improved.  —  A  Louisiana  variety;  maturing  early; 
lint  31  to  32  per  cent.,  staple  short. 

Brown. — From  Mississippi ;  maturing  early;  staple  short. 

Bush.     (See  Ben  Smith.) 

Carolina  Pride.     (See  Early  Caiolina.) 

Catacaos.     (See  Peruvian.) 

Catawba. — From  South  Carolina;  maturing  late;  lint  35  to 
36  per  cent.,  staple  23  to  25  mm. 

Chambers. — From  South  Carolina;  belongs  to  Herlong  type; 
lint  32  per  cent,,  staple  32  to  25  mm. 

Champion  Cluster. — Plant  very  v^orous  with  long  limbs; 
bolls  targe,  oblong,  maturing  late;  lint  30  to  3r  per  cent.,  staple 
25  to  28  mm. 

Cherry  Cluster  (Cherry), — From  South  Carohna;  plant  of 
medium  growth,  cone-shaped;  limbs  of  medium  length;  bolls 
small,  round,  clustered,  maturing  early;  lint  30  to  32  per  cent., 
staple  18  to  22  mm. 

Cherry  Long  Staple  Prolific. — Closely  allied  to  the  above. 

Cluster.     (See  Banana.) 

Cobweb  (Spider  Web). — From  Mississippi;  claimed  to  be 
a  hybrid  between  Peeler  and  an  Egyptian  variety;  plant  very 
vigorous,  long-limbed;  bolls  large,  somewhat  pointed,  maturing 
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late;  lint  28  to  29  per  cent.,  staple  35  to  40  nun,,  very  fine  and 
silky. 

Cochran  (Cochran  Extra  Prolific,  Cochran  Short-!imbed 
Prolific). — From  Georgia;  plant  moderate  grower,  slender,  short- 
limbed;  bolls  medium  size,  round;  lint  32  to  33  per  cent.,  staple 
35  to  40  mm. 

Colthorp  Eureka.     (See  Eureka.) 

Colthorp  Pride. — From  Louisiana;  plant  vigorous,  upright, 
pyramidal;  bolls  oval,  large,  maturing  late;  lint28to3oper  cent., 
staple  28  to  32  mm.;  seed  small  and  many  of  them  black. 

Cook. — From  Mississippi;  plant  very  vigorous  and  prolific; 
limbs  irregular,  not  long;  bolls  large  and  long,  maturing  late; 
int  26  to  28  per  cent.,  staple  35  to  40  mm.  One  of  the  best 
varieties  for  low  rich  ground. 

Coz  Royal  Arch  Silk. — ^From  Georgia,  similar  to  Ozier  Silk. 

Crawford  Peerless  (Crawford  Premium). — From  South  Caro- 
lina; practically  identical  with  Peerless,  except  that  the  bolls  are 
usually  clustered. 

Crossland.     (See  Peterkin.) 

Dalkeith  Eureka,     (See  Eureka.) 

Dean. — Local  variety  of  South  Carolina. 

Dearing  (Bearing  Prolific,  Dearing  Small  Seed).— Very  simihir 
to  Herlong;  it  is  claimed  that  45  per  cent,  of  lint  has  been 
obtained  from  this. 

Diamond. — Developed  from  the  Rio  Grande  type. 

Dickson  (Dixon,  Dickson  Cluster,  Dickson  Improved,  Simp- 
son).— Plant  vigorous,  well  branched,  pyramidal;  limbs  short; 
bolls  medium  to  large;  round,  clustered,  maturing  rather  early; 
lint  31  to  32  per  cent.,  staple  23  to  26  mm.  One  of  the  most 
popular  cluster  varieties. 

Drake  Cluster. — Developed  from  Peerless,  which  it  resembles 
in  every  way,  except  that  it  matures  somewhat  earlier  and  the 
bolls  are  more  clustered;  lint  31  to  32  per  cent.,  staple  22  to  25 
mm.    One  of  the  most  popular  varieties  for  uplands. 

Drought  Proof.     (See  Texas  Storm  Proof.) 

Duncan  (Duncan  Mammoth). — From  Georgia;  a  late  ripen- 
ing, laige  boll,  long-staple  variety,  similar  to  Mammoth  Prolific. 
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Early  Carolina  (Extra  Early  Carolina,  Carolina  Pride,  South 
Carolina  Pride).— An  early  ripening  variety  developed  from  the 
Dickson  and  very  similar  to  that  form. 

East  (East  Improved  Georgia), — A  long-staple  variety  similar 
to  Allen,  but  maturing  earlier  and  having  a  little  shorter  staple; 
lint  31  to  32  per  cent. 

Ellsworth. — From  North  Carolina;  plant  usually  with  long 
spreading  limbs;  bolls  large,  oblong,  maturing  late;  lint  30  to  33 
per  cent.,  staple  21  to  24  mm. 

Ethridge. — From  Louisiana;  plant  of  fair  size;  limbs  long 
and  spreading;  maturing  late;  staple  fine  and  silky,  28  to  30  mm.; 
seed  black. 

Eureka  (Colthorp  Eureka,  Dalkeith  Eureka,  Humphrey 
Eureka). — Plant  large  and  prolific;  limbs  of  medium  length; 
bolls  rather  large,  oblong,  not  maturing  early,  boldii^  the  seed 
well  in  wet  weather;  lint  28  to  30  per  cent.,  staple  35  to  40  mm., 
very  fine,  strong,  and  silky;  seed  quite  small  and  sometimes 
black.     One  of  the  most  popular  long-staple  varieties. 

Excelsicr. — Developed  from  New  Era;  similar  to  Peterkin, 
though  with  bolls  a  trifle  larger;  lint  33  to  35  per  cent.,  staple 
26  to  30  mm. 

Farrar  Forked  Leaf.     (See  Okra.) 

Farrell  Prolific. — Plant  medium  size,  with  very  long  and 
straggling  limbs;  very  prolific;  bolls  large,-  oblong;  lint  28  to  30 
per  cent.,  staple  30  to  35  mm.,  similar  to  Manmioth  Prolilic. 

Garber. — ^Local  Alabama  variety  of  the  Rio  Grande  type. 

Georgia  Prolific  (Georgia  Upland). — These  are  names  ap- 
plied to  a  number  of  upland  short-staple  varieties  of  the  Peterkin 
and  Herlong  types. 

Gold  Dust.     (See  King.) 

Grayson  Early  Prolific. — Plant  medium  in  size;  limbs  short,  not 
spreadii^  widely;  very  prolific;  bolls  medium  in  size,  somewhat 
clustered,  ripening  early;  lint  34 to 36  per  cent.,  staple  a2  to  2 5  mm. 

Griffin. — Plant  vigorous  with  pale-green  leaf,  prolific;  bolls 
large,  medium  in  time  of  maturing;  lint  28  to  29  per  cent.,  staipe 
very  fine  and  silky,  occasionally  fibres  70  to  75  mm.  The  longest 
nd  finest  staple  found. 
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Gunn. — A  Mississippi  local  variety  of  the  Rio  Grande  type. 

Hawkins  (Hawkins  Extra  Prolific). — Plant  very  vigorous, 
well- branched,  pyramidal;  prolific;  bolls  medium  in  size,  round- 
ish, early  or  medium  in  time  of  maturing;  lint  32  to  34  per  cent,, 
staple  iS  to  22  mm. 

Hays  China. — ^Very  similar  to  the  Allen. 

Herlong  (Bancroft  Herlong,  Jones  Herlong,  etc.) — Plant 
medium  in  size,  well- branched,  pyramidal,  very  prolific;  bolls 
medium  in  size,  round,  maturing  rather  late;  lint  30  to  32  per 
cent.,  staple  20  to  25  mm.  A  semi-cluster  variety  very  popular 
in  Georgia  and  Alabama, 

High  tower. — An  Alabama  local  variety,  strong  growing, 
bolls  very  large,  and  staple  of  medium  length. 

Hilliard. — Of  the  Rio  Grande  type,  and  not  differing  essen- 
tially from  Peterkin. 

Hogan.     (See  Banana.) 

Hollingshead. — One  of  the  oldest  varieties  on  record.  Sup- 
posed to  be  of  Mexican  origin,  but  is  now  apparently  obsolete. 

Howell.  —  From  Louisiana;  very  similar  to  Peterkin,  but 
maturing  earlier. 

Humphrey  Eureka.     (See  Eureka.) 

Hunnicutt(Hunnicutt  Choice). — Plant  lai^e  and  well- branched, 
branches  spreading,  prolific;  boUs  of  medium  size,  roundish, 
maturing  early;   lint  30  to  32  per  cent.,  staple  22  to  25  mm. 

Improved  Long  Staple.     (See  Jones  Long  Staple.) 

Improved  Prolific. — A  local  variety  from  North  Carolina, 
very  similar  to  Herlong. 

J.  C.  Cook, — Descendant  of  old  Purple  Stalk  type,  apparently 
identical  with  Ben  Smith. 

Jenkins  (Jenkins  Poor  Man's  Friend). — Plant  strong,  pyram- 
idal, prolific;  bolls  medium  in  size,  oval,  maturing  early;  lint 
34  to  36  per  cent,,  staple  22  to  25  mm.  One  of  the  best  of  the 
Rio  Grande  type. 

Jethro  (McBride  Silk). — This  is  the  parent  stock  of  Jones 
Long  Staple,  Six  Oaks,  and  a  number  of  others,  but  does  not 
now  seem  to  be  in  cultivation. 

Jones  Heriong.     (See  Herlong.) 
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Jones  Improved  (Jones  Improved  Prolific). — Plant  medium 
size,  limbs  short  and  spreading,  not  very  prolific;  bolls  large, 
roundish,  maturing  late;  lint  30  to  32  per  cent.,  staple  20  to  24 
mm. 

Jones  Long  Staple  (Improved  Long  Staple,  Richardson 
Improved). — Plant  large,  limbs  long  and  spreading,  prolific; 
bolls  large,  oval,  pointed,  maturing  medium  or  late;  lint  29  to 
30  per  cent.,  staple  30  to  34  mm,  A  descendant  of  the  Jethro, 
and  one  of  the  most  popular  of  the  long-staple  varieties  for  the 
middle  and  southern  parts  of  the  cotton  belt. 

Jones  Ho.  i. — A  local  Alabama  variety  of  the  Rio  Grande 
type;  lint  33  to  34  per  cent.,  staple  18  to  22  mm, 

Jowers  (Jowers  Improved). — Similar  to  the  Peterkin  and 
probably  the  same. 

Jumbo. — Similar  to  the  Hawkins,  but  more  prolific. 

Kelly.    (See  Marston.) 

Kieth. — From  Alabama;  plant  tall,  pyramidal;  limbs  short- 
jointed,  prolific;  bolls  medium  size,  rounded,  not  clustered, 
maturing  early;  lint  30  to  32  per  cent.,  staple  24  to  27  mm. 

King  (Gold  Dust,  King  Improved,  Tennessee  Gold  Dust). — 
Plant  medium  size,  pyramidal,  well-branched,  very  prohfic; 
bolls  small,  rounded,  maturing  early;  h'nt  32  to  34  per  cent., 
staple  25  to  28  mm.     One  of  the  most  desirable  varieties.  _ 

Lewis  Prolific.     (See  Sugar  Loaf.) 

Little  Brannon.     (See  Br^nnon.) 

Louisiana. — This  name  is  applied  to  a  number  of  upland 
short -staple  varieties. 

Magruder  Marvel. — Plant  pyramidal,  limbs  abundant  and 
short -jointed ;  bolls  small,  round,  and  somewhat  clustered, 
maturing  early;  hnt  31  to  33  per  cent.,  staple  25  to  30  mm. 

Magruder  XL. — Early  and  prolific;  lint  32  to  34  per  cent., 
staple  25  to  30  mm. 

Mallius  Prolific. — A  ]ocal  Louisiana  variety. 

Mammoth  Cluster. — Prom  Georgia  and  one  of  the  old  vari- 
eties, similar  to  Qiampion  Cluster. 

Mammoth  Prolific. — Plant  very  strong,  well-branched,  not 
very  prolific;   bolls  very  large,  obloi^,  maturing  very  late;  lint 


byGoO'^lc 


494  APPENDIX  III. 

30  to  32  per  cent.,  staple  26  to  31  mm.  Very  similar  to 
Duncan. 

MarstoD  (Kelly) — Plant  medium  growth,  limbs  short,  pro- 
lific; bolls  fair  size,  round,  maturii^  late;  lint  30  to  31  per  cent., 
staple  26  to  30  mm. 

Martin  Prolific. — From  Louisiana;  apparently  the  same  as 
above. 

Mastodon. — From  Mississippi;  seems  to  have  disappeared. 

Matthews. — Plant  very  vigorous,  pyramidal,  with  limbs  from 
near  the  ground;  limbs  short -jointed,  very  prolific;  bolls  laige, 
ovate,  pointed,  maturing  early;  lint  29  to  30  per  cent.,  staple 
35  to  40  mm.  Gives  a  remarkably  good  yield  for  a  long-staple 
variety. 

Mattte. — Plant  vigorous,  limbs  long,  short-jointed,  prolific; 
bolls  clustered,  mediuin  in  size,  maturing  rather  late;  lint  30  to 
32  per  cent.,  staple  25  to  30  mm. 

Mazey  (S.  B.  Maxey,  Meyers,  Meyers  Texas). — Plant  medium 
size,  well  branched,  prolific;  bolls  large,  roundish;  lint  31  to 
32  per  cent.,  staple  30  to  35  mm. 

McAllister  Peerless.     (See  Peerless.) 

McBride.     (See  Jethro.) 

McCall.— Once  popular  in  South  Carolina,  but  now  obsolete; 
similar  to  Truitt. 

Mclver, — A  local  variety  of  South  Carolina,  similar  to  above. 

Mexican. — One  of  the  oldest  known  varieties;  the  larger 
proportion  of  our  short  and  medium  stapled  varieties  have  been 
developed  from  this. 

Mexican  Burr. — A  variety  of  the  above,  with  bolls  in  clusters 
and  the  original  source  of  many  of  the  present  cluster  varieties. 

Meyers.     (Sec  Maxey.) 

Minter  (Minter  Piolific). — Plants  large,  branched  low  and 
widely,  prolific;  bolls  medium  in  size,  round  or  oval,  maturing 
late;  lint  30  to  32  per  cent.,  staple  22  to  25  mm.,  similar  to 
Herlong, 

Moina. — Remarkable  for  the  number  of  its  limbs;  fibre  long 
and  fine,  said  to  surpass  Peeler;  bolls  abundant,  but  as  it  is 
difficult  to  pick  and  gin  is  not  now  cultivated  much. 
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Hocey  Bush. — One  of  the  oH  varieties  in  Mississippi ;  probably 
same  as  Banana. 

Moon. — Plant  strong,  limbs  long  and  spreading;  boUs  large, 
oval,  medium  maturing;  lint  31  to  33  per  cent.,  staple  30  to  35 
mm.,  strong  and  silky. 

Multibolos. — Sometimes  called  Sugar  Loaf;  a  cluster  variety 
which  has  now  disappeared. 

Multifiora. — An  early  Alabama  variety  similar  to  the  Banana, 
but  with  large  clusters  of  bolls  and  lighter  cobred  seeds. 

Oats. — Plant  vigorous,  sugar-Ioai  in  shape,  very  prolific,  ma- 
turing early;  lint  32  to 34  percent.,  staple 20 to 35  mm. 

Okra  (Okra  Leaf,  Farrar  Forked  Leaf). — One  of  the  older 
varieties;  plant  of  medium  growth,  limbs  short  and  upright; 
leaves  with  very  narrow  lobes;  bolls  clustered,  lound,  small, 
maturing  early;  lint  32  to  34  per  cent.,  staple  34  to  26  mm. 

Ozier  (Ozier  Silk,  Bob,  Bob  Silk,  Bob  White,  Tennessee 
Silk). — Plants  medium  size,  pyramidal,  limbs  rather  short, 
moderately  prolific;  bolb  medium  in  size,  oval,  ripening  early; 
lint  30  to  32  per  cent.,  staple  2  5  to  28  mm. 

Pearce. — An  early  maturing  variety,  with  32  to  33  per  cent, 
of  lint. 

Peeler. — Plant  very  large  and  vigorous,  branching  widely; 
bolls  large,  maturing  late;  lint  30  to  32  per  cent.,  staple  very 
strong  and  silky,  25  to  28  ram.  One  of  the  most  widely  cultivated 
varieties. 

Peerless  (Crawford  Premium,  Crawford  Peerless,  McAllister 
Peerless,  Sutton  Peerless,  The  Premium). — Plant  medium,  well- 
branched,  pyramidal;  bolls  small  or  medium  in  size,  round, 
sometimes  clustered,  maturing  early;  lint  32  to  33  per  cent., 
staple  23  to  27  mm.    One  of  the  best  of  the  upland  varieties. 

Peruvian  (Catacaos). — A  South  American  variety  of  G. 
arboreum,  which  never  matures  its  fruit  in  the  United  States. 

Peterkin  (Audrey  Peterkin,  Brazier  Peterkin,  Crossland, 
Texas  Wood,  Wise). — Originally  with  smooth  black  seeds,  and 
producing  nearly  50  per  cent,  of  lint.  Plant  of  medium  size, 
well  branched,  limbs  short -jointed ;  bolls  medium  in  size,  oval, 
not  clustered,  not  maturing  very  early;   lint  34  to  36  per  cent.. 
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staple  33  to  25  mm.  One  of  the  largest  producers  of  lint  and 
one  of  the  best  of  the  Rio  Grande  type. 

Peterkin  Limb  Cluster  (Peterkin  New  Cluster).^Similar  to 
the  above,  except  that  the  bolls  are  somewhat  clustered. 

Petit  Gulf. — One  of  the  oldest  varieties;  plant  large,  long- 
limbed  and  long  jointed,  not  very  prolific;  bolls  medium  in 
size,  ovate,  not  maturing  early;  lint  30  to  32  per  cent.,  staple 
22  ta  25  mm, 

Pittman  (Pittman  Extra  Prolific,  Pittman  Improved). — A 
cluster  variety  from  Louisiana,  similar  to  the  Dickson;  early 
maturing  and  short  limbed. 

Pitt  Prolific. — Once  grown  in  Mississippi,  but  no  longer  in 
cultivation. 

Pollock. — A  cluster  variety,  maturing  somewhat  later  than 
the  Peerless;  staple  35  to  40  mm. 

Poor  Man's  Relief. — From  California,  similar  to  Peterkin, 

Prolific.     (See  Sugar  Loaf.) 

Prout.     (See  Banana.) 

Queen  (Southern  Queen). — A  local  variety  from  Arkansas, 
similar  to  Peterkin. 

Rameses. — Old  variety,  similar  to  Peerless. 

Richardson  Improved.     (See  Jones  Long  Staple.) 

Rio  Grande. — Original  form  of  many  of  the  upland  short- 
staple  varieties;  lint  34  to  36  per  cent.,  staple  18  to  22  mm. 

Rod  Smith  25  Cent.^^nce  grown  in  Mississippi,  but  not 
now  in  cultivation. 

Roe  Early. — A  local  variety  from  Louisiana;  maturing  early; 
lint  28  to  30  per  cent.,  staple  2  5  to  30  mm. 

S.  B.  Hazey.     (See  Maxey.) 

Sea-island. — Native  of  West  Indies  and  Central  America, 
one  of  the  first  varieties  cultivated  in  the  United  States;  staple 
long  and  fine  and  commands  the  highest  price,  but  is  not  profit- 
able to  grow  more  than  50  miles  from  the  Atlantic  coast. 

Shine  Early. — An  early  maturii^  variety  of  the  Rio  Grande 
type,  similar  to  Peterkin. 

Silk.     (Seejethro.) 

Simpson.     (See  Dickson.) 
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Six  Oaks. — Similar  to  Jones  Long  Staple,  but  plant  less 
vigorous;  bolls  not  so  large,  and  seeds  are  smooth  and  black; 
lint  38  to  30  per  cent.,  staple  35  to  40  mm. 

Smith  Standard.     (See  Ben  Smith.) 

South  Carolina  Pride.     (See  Early  Carolina.) 

Southern  Hope. — Plant  pyramidal,  limbs  strong  and  straight, 
prolific;  bolls  large,  pointed,  maturing  rather  late;  lint  30  to  32 
per  cent.,  staple  28  to  32  mm.  One  of  the  best  types  for  the 
southern  belt,  but  maturing  too  late  for  the  northern  latitudes. 

Spider  Web.    (See  Cobweb.) 

Storm  Proof.    (See  Texas  Storm  Proof.) 

Sugar  Loaf  (Lewis  Prolific,  Prolific,  Vick  100  Seed). — Orig- 
inated from  Mexican  seed ;  a  cluster  variety  which  is  now  obsolete. 

Sutton  Peerless.    (See  Peerless.) 

Talbot.    (See  AUen.) 

Tarver. — Early  Alabama  variety,  probably  same  as  Sugar 
Loaf. 

Taylor. — This  name  is  applied  to  two  distinct  varieties,  the 
one  in  Alabama  having  a  small  boll  and  short  staple,  the  other 
in  South  Carolina  having  a  large  boll  and  long  staple. 

Temieasee  Gold  Dust.    (See  King.) 

Tennessee  Slk.    (See  Ozier.) 

Texas  Storm  Proof  (Bahama,  Drought  Proof,  Storm  Proof). — 
Plant  tall  with  slender  and  often  drooping  limbs,  not  very  prolific; 
boUs  large,  pointed,  maturing  late;  lint  33  to  35  per  cent.,  staple 
33  to  26  mm.  Called  "  storm  proof  "  because  the  matured  seed 
cotton  does  not  fall  from  the  bolls  as  readily  as  with  most  varieties. 

Texas  Wood. — Probably  identical  with  Peterkin. 

The  Premium.    (See  Peerless.) 

Tniltt  Premium  (Truitt  Improved). — Plant  large,  limbs  long 
and  spreadii^,  prolific;  bolls  very  large,  roundish,  maturing 
late;  lint  30  to  32  per  cent,,  staple  22  to  25  mm.  Very  similar  to 
Duncan  Mammoth  and  Mammoth  Prolific. 

Vtck  100  Seed.    (See  Sugar  Loaf.) 

Welbom  tet. — Plant  erect,  slender,  limbs  short  and  numerous, 
very  prolific;  boUs  round,  medium  in  size,  clustered,  maturing 
early;  lint  31  to  32  per  cent.,  staple  22  to  25  mm.    One  of  the 
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best  known  cluster  varieties,  as  it  has  but  little  foli^e  in  proportion 
to  the  size  of  the  plant. 

'Williams. — An  old  short-stapled  variety,  yielding  33  to  35 
per  cent,  of  lint,  and  probably  identical  with  Peterkin. 

Williamson. — Plant  not  large,  limbs  short,  prolific;  bolls 
small,  round,  maturing  early;  lint  30  to  31  per  cent.,  staple 
22  to  25  mm. 

WUIimantic. — Similar  to  Duncan  Mammoth. 

Willis. — Similar  to  Allen;  lint  20  to  30  per  cent.,  staple  33 
to  37  mm. 

Wimberly. — Similar  to  Duncan- 
Wise.     (See  Peterkin.) 

Wonderful  (Jones  Wonderful). — Similar  to  Jones  Long  Staple, 
but  has  larger  boll  and  a  smaller  seed ;  excellent  type  of  upland 
long-staple  varieties;  lint  28  to  30  per  cent.,  staple  35  to  40  mm. 

Zellner. — Plant  small  to  medium,  limbs  short,  prolific;  bolls 
medium  or  small,  round,  maturing  early;  lint  30  to  31  per  cent., 
staple  20  to  25  mm. 

In  the  report  on  cotton  of  the  Tenth  Census,  58  varietal  names 
were  mentioned;  but  only  6  of  the  varieties  popular  in  1880  are 
still  in  common  cultivation,  and  these  which  have  stood  the  test 
of  time  are:  Boyd  Prolific,  Dickson,  Herlong,  Peeler,  Petit  Gulf, 
and  Texas  Storm  Proof. 

It  has  been  found,  as  a  rule,  that  as  the  percentage  of  lint 
is  increased  the  length  of  staple  decreases.  The  long-limbed 
varieties  grow  slowly,  require  less  readily  available  plant-food 
and  less  frequent  cultivation  than  the  short-limbed,  the  latter 
being  a  direct  product  of  high  culture.  It  is  also  found  that 
short-limbed  and  cluster  varieties  cannot  be  made  to  produce  as 
long  a  fibre  as  the  loi^-limbed  varieties.  As  to  the  relative  prices 
of  the  lint  from  the  different  varieties,  this  varies  greatly  from 
year  to  year;  in  1887  the  lint  from  the  loi^-staple  sorts  (35  mm. 
or  more)  sold  in  the  New  Orleans  market  for  nearly  double  the 
prices  paid  for  the  short  staples  (20  to  30  mm.). 
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CLASSmCATION   ACCOKDINC   TO   LENGTH  Of   STAPLE. 


Leu  Ihu  >s  mm. 

Fr^.Sioso^. 

Above  30  mm. 

Bamett 

Bates  Big  BoU 

Allen 

Ben  Smith 

Bates  Favorite 

Bailey 

Boyd  Prolific 

Big  Boll 

BraJ 

Brannon 

Champion  Cluster 

Cobweb 

Catawba 

Excelsior 

Colthorp  Pride 

Chamber 

Kieth 

Cook 

Cherry  Cluster 

King 

Eureka 

DicksoQ 

Magmder  Marvel 

FerreU 

Drake  Cluster 

Magruder  XL 

Griffin 

Ellsworth 

Mammoth  Prolific 

Jonea  Long  Stapk 

Grayson 

Marston 

Matthews 

Hawkins 

Mattis 

Maiey 

Okra 

Moon 

HuiinfcuU 

Oder 

Six  Oaks 

Jenkins 

Peeler 

Southern  Hope 

Jones  Improved 

Peerless 

WiUis 

Roe  Early 

Wonderful 

MInler 

Oats 

Peterkin 

Petit  Gulf 

Kio  Grande 

Teiaa  Stonn  Proof 

Truitt  Premium 

Welboni  Pet 

Williamson 

Zcllncr 

Classification  accohdino  to  Tats  of 

Matuuty. 

Early. 

Medium. 

LaU. 

Bailey 

Bamett 

Allen 

Brooks  Improved 

Bates  Big  Boll 

Barnes 

Cherry  Cluster 

Ben  Smith 

Bates  Favorite 

Dickson 

Boyd  Prolific 

Bragg  Long  Staple 

Drake  Cluster 

Brannon 

Catawba 

Early  Carolina 

East 

Champion  ClustM 

Grayson  Early  Prolific 

Eureka 

Cobweb 

Hunnicutt 

Colthorp  Pride 

Jenkins 
Kieth 

Hawkins 

Cook 

Herlong 

Ellsworth 

King 
Matthews 

Tones  Lone  Staple 
Magruderilarvel 

Elhridge 
Jones  Improved 

Oats 

Mattis 

Okra 

Moon 

Marston 

Oiier 

Peterkin 

Minter 

Peerless 

Peterkin  auster 

Peeler 

Pitman 

Petit  Gulf 

Southern  Hope 

Welbom  Pet 

Pollock 

Texas  Storm  Proof 

Williamson 

SiiOaks 

Truitt  Premium 

Zellner 

Willis 

byGoo'^lc 


APPENDIX  at. 


Classification  of  Vakieties  aoookdinc  to  Lint. 

Us.  thin 

o  Percent. 

From  JO  to  34  Per  Cent. 

More  thu  S4  Per  Cent. 

Allen 

b™.. 

Bales  Big  Boll 

BaUey 

Bates  Favorite 

Big  Boil 

Bragg 

.Ben  Smith 

Brannon 

Cobweb 

Boyd  Prolific 

Catawba 

Colthorp  Pride 

Chambers 

Eicelaior 

Cook 

Champion  Cluster 

Grayson 

Eureka 

Cherry  Cluster 

Jenkins 
Peterkin 

FetreU 

Dickson 

Drake  Cluster 

Rio  Grande 

Jones  Long  Staple 

Ellsworth 

Texas  Storm  Proof 

Hawkins 

Roe  Early 

Herbng 

SUOaks 

Hunnicutl 

Wonderful 

Willis 

King 

Magruder  Marvel 

MagniderXL 

Mammoth  Prolific 

Marston 

Mattis 

Masey 

Minter 

Moon 

Oats 

Okra 

Ozier 

Peeler 

Peerle» 

Petit  Gulf 

Southern  Hope 

Xniitt  Prem  um 

Welbom  Pet 

WH'iamson 

Zellner 
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Abaca 314 

Abbosi  cotton i8a 

Abelmosckus  fibre 369,  375 

Abtlmoschus  Utraphyttos 133 

Absorbent  cotton 20% 

Abutibm  aoicenna 284 

graveohns 384 

ivcanum 384 

indictim 384 


periplocifoUum 984 

Acme  cotton 417 

Acetyl  celluloEC,  use  of,  for  artificial  sQk 967 

Acid  dyes,  action  of,  on  cotton 331 

reaction  of  fibres  with 336 

Acid  potasBiutn  oxalate,  action  of,  on  cotton 338 

Acid-proof  fabrics 966 

Acid  purification  test  for  vegetable  fibres 157 

Adds,  absorption  of,  by  cotton 930 

Add  salts,  action  of,  on  cotton 131 

Adamklewcz  test 110 

Adlpocellukwes 331 

African  bowstring  hemp 339 

cottons J83 

sheep 10 

Agavt  amtrieofia 134.  330 

decipiens 398,  3 16 

jatida 39& 

hettracantha 998,  319 

Uekugutlla 336 

lophantita 336 

rigida 398.  316 

AUanthus  slllc 103.  139 

439 
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Alabama  cotton 190 

Albumens,  composition  of. laa 

Algodon  de  seda 954 

Alkali-cellulose aig,  aj5 

reactions  of ij5 

Alkaline  solutions,  action  of,  at  high  temperatures  on  cotton aaH 

Alkalies,  absorption  of,  by  cotton aja 

action  of.  In  presence  of  air  on  cotton 33S 

action  of.  on  cotton ai8 

action  of,  on  Impurities  In  cotton aaS 

action  of,  under  pressure  on  cotton 33^ 

Allanseed  cotton i8j 

Allen  Acme  cotton 417 

<»tton 417 

Long  Staple  cotton 417 

Silk  cotton 417 

Aloe  fibre 143,  318 

li«np 330,  371.  375 

Aloe  perfoliala 133 

Alpaca 79 

microscopy  of 7^ 

Aired  cotton 417 

Alvarado  cotton 417 

Ambari  hemp 397>  30S 

microscopy  of 309 

American  commercial  vegetable  fibres 334 

cottons,  classification  of,  according  to  amount  of  Unt. .  .  .  430 
classification  of,  according  to  length  of  staple. .  .  .419 
classification  of.  according  to  time  of  maturity. . .  439 

commercial  varieties  of 417 

Amianthus  asbestos 5 

Amido-cellulose 339 

Ammonia,  action  of.  on  cotton 339 

Ammonlacal  copper  oxide,  reaction  of  fibres  with 33A 

solution,  preparation  of 114.  337 

nickel  oxide,  reaction  of  fibres  with 336 

solution,  preparation  of 337 

Amount  of  wool  In  fleece 31 

Amphibole ; . ,       4 

Amyloid 317 

Analysis  of  silk-cotton  fabrics 384 

textile  fabrics,  comparison  of  methods  of.  . 389 

wool-cotton  fabrics 378 

wool -cot  ton -silk  fabrics 385 

wool-silk  fabrics 383 

,4Hatiaj  saliva 333 

Angola  sheep j* 
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Aniline  sulphate,  reaction  of  fibres  with 340 

reaction  of  vegetable  fibres  With 133 

solution,  preparation  of 341 

Animal  and  vegetable  fibres,  general  differences  between a,  3 

distinction  of,  from  vegetable  by  ignition  test 335 

Aniniallzed  cotton 370 

Animalizing  vegetable  fibres 43 

Annual  cocoons 93 

Anlheriea  assanta loa 

ntylitta 103,  139 

pernyi 10a,  353 

yama-tuai 103,  laj 

Antiphlogln 35; 

Apocynum  caniuMnum 398 

A-pou  fabrics 394 

Arabian  hemp 398 

Argaii 10 

Afryndia  ricini 353 

Arsenic  In  woolen  fabrics 40 

Artificial  cotton j 

Artificial  fibres 6 

horse-hair 333 

silk,  commercial  manufacture  of 361 

comparison  in  cost  with  natural  silk a6i 

dyeing  of 166 

effect  of  water  on 165 

from  cellulose  acetate 167 

from  zinc  chloride  solution  of  cellulose 361 

meaning  of  term 356 

siUk 7.  "SS 

chemical  reactions  of 368 

classification  of 155 

comparison  of 268 

distinction  of,  from  true  silks 369 

Identification  of 350 

microscopy  of i63 

physical  appcaran<:e  of 168 

physical  properties  of 269 

tensile  strength  of 969 

Artificial  wool 70 

Asbestos 4 

fineness  of 4 

use  of.  In  ancient  times. 6 

AscUpias  comulii 361,  374 

cotton 353 

"S".  36'.  374 
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AscUpias  fibres. . 


syriaca 25a 

volubtlis sji 

Ash  of  vegetable  fibres,  detcmUnatlon  of 15s 

Ashmounl  cotton iSi 

Aspergillus  glaueus  on  cotton 132 

Assam  cotton 19a 

Atlas  silk 199 

Attacus  atlas los 

iuttula 3S3 

rtcint 102.  129 

seleite 1 29 

Atlalea  fitnifera 1 142,  150 

Authenia  liama 8* 

huanaco 83 

faeo 79 


Audrey  Peterldn  cotton 417 

Australian  sheep la 


Bacillus  amylobacter S76 

Baden  hemp joo 

Bahama  cotton 417 

Bahla  cotton 189 

Bailey  cotton 417 

Bakrabadl  jute 386 

Bamboo  fibres 141 

papers 140 

Bamia  cotton 182 

Banana  cotton 417 

plant 316 

Bancroft  Herlong  cotton 417 

Prolific  Herlong  cotton 417 

Long  Staple  cotton 41S 

Barbadoes  cotton 175 

Barnes  cotton 418 

Bamctt  cotton 418 

Bamrall  sheep to 

Basic  dyes,  action  of,  on  cotton 331 

salts,  action  of,  on  cotton 331 

Basinetto  silk 98 

Basketry  fibres  , 139 

Bass  fibres 139 

Bast  fibres 131,  134,  136.  143,  146 
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Bast  fibres,  classification  of. 147 

derivation  of 136 

dislocations  In 131 

re&ctlons  of.  ... , 34S 

structure  of 146 

pa,peTB 140 

Bastose,  reactions  of 188 

Basts 141 

Bates  Big  Boll  cotton 418 

Favorite  cotton 4rS 

Baukinia  racemosa 133 

Bave 99 

Bearded  sheep 10 

Beard-balr  of  sheep 11 

Influence  of  cultivation  on 11 

Beatimontia  fibres 133 

grandiflora 351,  360 

Belgium  flax,  grades  of 973 

Belle  Creole  cotton 418 

Benders  cotton 190 

Bengal  cotton 183.  191 

hemp 197 

Ben  Smith  cotton 418 

Ber^es  flax,  grades  of 371 

Bhatlal  jute a86 

Bhownuggar  cotton 191 

Bibliography  of  textile  fibres 431 

Bichu 337 

Big  Boll  cotton 41U 

Big-hom  sheep 10 

Bilatu  cotton 191 

Binders  of  wool 11 

Biuret  test 120 

Black-faced  sheep 10 

Black-fellow's  hemp 397 

Black  mildew  on  cotton 333 

seed  cotton 418 

silk,  analysis  of. 398 

Bleaching,  effect  of,  on  strength  of  cotton 333 

Blue  flax 373 

Bob  cotton 418 

Bob-silk  cotton 418 

Bob  White  cotton 418 

BShmeria  nivea 133,  391 

tenacisHma 133,  391 

BoUed-off  liquor 1 16 

Influence  of,  in  dyeing  silk 109 
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Bolivar  County  cotton 4t8 

Bologne  hemp 398 

Bolton  counts  of  cotton  yam 175 

Bombax  carolinitm 350 

ceiba a^g,  363 

cotton 141,  349,  374 

comparison  of.  with  cotton 349 


heptaphyUum 133,  949,  36 j 

malabaricum 349 

pentandrum 951 

rkodognaphalon 350 

viliosum 350 

Bombay  hemp 197 

Bombyx  cynthia 139 

jaidkerbi 119 

'"ori 9»,  loi,  119 

Borden  Prolific  cotton 418 

Bolrytis   bassiana 101 

taveila loi 

Bourbon  cotton 191 

Bourette  silk ii» 

Boweds  cotton 190 

Bowstring  hemps 143.  »97.  33o 

Boyd  Prolific  cotton 418 

Brady  cotton 419 

Bragg  Long  Staple  cotton 419 

Brazier  Peterkln  cotton 419 

Brazilian  sheep 10 

Brick-red  mildew  on  cotton 131 

"Brilliant"  yams J 

Brins 99 

Broach  cotton 183,  190 

Broad-tailed  sheep )  o 

Bromelia   argenliua 331 

jaituosa 331 

fibres 14a.  ^ii 

karalas >33.  33' 

iti^i'n 134.  33' 

botany  of 33B 

Pila ■ 333 

Sagenaria 33» 

serra 331 

sylveslris 331 
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Bromtlia  syhfstris,  botany  of 333 

Bromln,  action  of,  on  wool 4S 

BroolcE  Improved  cotton 419 

Broom-com  fibre 139 

Broom-grass 134 

Broom-root  fibre 139 

Brown  cotton 419 

Egyptian  cotton i8a,  189 

hemp *97 

mildew  on  cotton 339 

Brush  fibres 138 

Bush  cotton 419 


Cabul  sheep 10 

Cadilla  fibre 318 

Casar  weed 143,  318 

Cago  sheep 10 

Calabria  cotton 191 

Calcium  oxalate,  occurrence  of.  In  vegetable  fibres ijt 

Calclno loi 

Calcutta  hemp 397 

Calender  finish  on  cotton  cloth 348 

Calf-hair 87 

Calotropis  giganiea 133,  a $3,  361 

bast  fibre  from 353 

f^ocera 333.  3'''.  374 

Camel-hair 83 

medulla  in 17 

microscopy  of 84 

Canadian  flax 173 

Canapa  piccola 198 

Cannabis  giganlea 198 

satii-a 133,  198 

Caraguala  fibre 333 

Carbohydrates 130,  314 

Carbon  dlsulphide,  action  of,  on  cotton 330 

Carbon  percent^e,  determination  of,  In  vegetable  fibres 156 

Carbonization,  process  of 71 

Carded  silk 103 

Carolina  Pride  cotton 419 

Carthagena  cotton 190 

Caryota  urens 139 

Cashmere 77 

microscopy  of jj 
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Catacaos  cotton 419 

Catawba  cotton 419 

Cat-hair 87 

microscopy  of 88 

Caustic  alkalies,  action  of  concentrated  solutions  of,  on  cotton 219 

potash  solution,  preparation  of 337 

soda,  action  of,  under  pressure  on  cotton 229 

solution,  preparation  of. 337 

Cebuhcmp ?97,  314 

Ceara  cotton 185,  189 

Celba  cotton »49,  363 

"Cellestlon'"  silk 367 

Celluloid 117 

Cellulose ai3 

acetate aio 

aceto-sulpbate 331 

acetyl  dwlvative  of 317 

action  of  acetic  anhydride  on 317 

action  of  caustic  alkalies  on 319 

act  on  of  sulphuric  add  on 117 

action  of  vanadium  salts  on 231 

action  of  zinc  chloride  on 3  iS 

as  basis  of  vegetable  fibres 130 

benzoate 31a 

chemical  constitution  of. 309 

chemical  reactions  of 317 

dinitrate ai& 

filaments 318 

hexanltrate. 335 

hydrate 334. 

In  vegetable  fibres,  detemUnatlon  of 155 

Isolation  of,  from  vegetable  fibres 315 

nitrated  products  of 335 

nitrates 330 

pentanitrate 336 

proposed  chemical  formulas  for 916 

sulphate ato 

use  of,  for  arUficia!  silk »6» 

tetracetate 320 

preparation  of 330 

tetranltrate 336 

thlocarbonate 319 

trinitrate 336 

xanthate 319 

Cell-wall  of  cotton  fibre,  comparison  of,  with  bast  fibres 171 

Century  plant 320 

Chamber's  cotton 419 
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Champion  Cluster  cotton 419 

Chappe  silk m 

Chardonnet  silk J56 

practical  manufacttire  of 359 

Chemical  reactions  of  chief  fibres 336 

Cherry  Cluster  cotton 419 

Cherry  Long  Staple  Prolific  cotton 419 

Chicru 327 

Chief  vegetable  fibres,  analytical  review  of 373 

Cblna  hemp apS 

grass 39».  365 

analysis  of. jq7 

Chinese  cotton 185,  190 

jute 384 

Chlorln.  action  of,  on  wool 4S 

water,  preparation  of 337 

Chlorinated  wool,  bleaching  of. 49 

preparation  of. 48 

properties  of 48 

reducing  harshness  of 48 

uses  of. 48 

Cholesterol 39 

Chorisia  insignis 351 

speciosa 951 

Chrysalis  of  silkworm 96 

ChrysotUe S 

CiboHutn  barometz. 353 

chamissoi 353 

gtaucum 351 


Citric  acid,  action  of.  on  cotton 138 

Classification  of  fibres 1 

wool  fibres 33 

Climatic  conditions,  influence  of,  on  American  wools 30 

Ouster  cotton 419 

Coarse  bast  fibres 141 

Cobweb  cotton 419 

Cochineal  tincture,  preparation  of 335 

reaction  of  fibres  with 336 

CachiospermHttt  gossypium 351,  364,  374 

Cochran  cotton 420 

Extra  Prolific  cotton 410 

Short-limbed  Prolific  cotton 430 

Cocoanada  cotton 191 

Cocoanut  fibre , 130 

Cocons  cocoons 98 
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448 


Cocoon,  amovuit  of  fibre  available  from 9S 

difierence  In  layers  of 103 

IdlUngof  pupa  in 110 

method  of  reeling 110 

proportion  of  silk  In 98 

thickness  of  filaments  In 98 

Cocoi  tttuifera 134 

Coir  fibre 130.  144.  373 

microscopy  of. 334 

uses  of 315 

Collodion 317 

sUk,  first  attempts  at  making 355 

ColloldaJ  nature  of  fibres 1 

Colorado  hemp 307 

River  hemp 197 

Coloring-matters,  action  of,  on  cotton 931 

action  of,  on  wool 49 

Colthorp  Eureka  cotton 430 

Pride  cotton 410 

Combed  wool ag 

CommerdaJ  varieties  of  American  cotton 417 

C™>»m™a(™,m .9, 

Common  hemp 398 

Compound  celluloses 321 

Comptah  cotton 183,  190 

Conditioned  weight  of  textiles,  table  for  calculating 68 

Conditioning  apparatus 56 

calculations  involved  in 58 

houses 54 

methods  of 54 

of  wool 53 

system  adopted  at  Bradford 54 

test,  method  of  conducting 57 

Congo  sheep 10 

Conkanee  hemp 306 

Cook  cotton 420 

Copper  sulphate  solution,  preparation  of 337 

sulphide,  action  of,  on  cotton 130 

CoTckorus  caf/sularis 133,  1S4 

decetnangulatus JS4 

/'<^r«' 184 

oHforiiis 133,  284 

Cordage  fibres 137 

breaking  strain  of 311,  322,  336 

Cordia  lalifolia 133 

Cordonnet  silk iia 
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Cork  tissue 151 

Cortical  layer  of  wool 34 

cells  In 24 

Coryftka  umbraculifera 134 

Cosmos  fibre 71 

Cotted  fleeces 38 

Cotton,  absorbent,  quality  of 308 

absorption  of  acids  by 330 

absorption  of  alkalies  by 930 

acetylatlon  of 931 

action  of  acid  dyes  on 931 

action  of  acid  salts  on 931 

action  of  ammonlacal  copper  oxide  on 199 

action  of  basic  dyes  on 931 

action  of  basic  salts  on 131 

action  of  coloring-matters  on 131 

action  of  dilute  sulphuric  acid  on 224 

action  of  enzymes  on 939 

action  of  high  temperatures  on 929 

action  of  hydrochloric  acid  on 914 

action  of  hydrofluoric  acid  on 127 

action  of  metallic  salts  on 131 

action  of  mineral  acids  on 923 

action  of  natural  dyes  on 931 

action  of  nitric  add  on 134 

action  of  organic  acids  on 927 

action  of  oxidizing  agents  on 931 

action  of  saliva  on 939 

action  of  Schweitzer's  reagent  on 999 

action  of  strong  sulphuric  acid  on 993 

action  of  substantive  dyes  on 131 

actjlon  of  zinc  chloride  on 993 

active  chemical  groups  In 931 

albuminous  matter  in 319 

botany  of 160 

chemical  constitution  of 909 

chemical  reactions  of 931 

coloring-matter  In 910 

diameter  of  different  varieties  of. 187 

dry  distillation  of 339 

effect  of  bleaching  on  strength  of.  .  .  ., 933 

effect  of  mercerizatlon  on  strength  of. 938 

estimation  of,  In  fabrics 378,  379.  389 

fermentation  of 931 

first  cultivation  of,  in  America r6o 

grading  of.  as  to  value 179 

historical  data  concerning 157 
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Cotton,  hygroscopic  quality  of 906 

influence  of  chemical  properties  of,  in  dyeing; 33 1 

influence  of  moisture  on  strength  of 30S 

Introduction  of,  Into  China 1 5S 

introduction  of,  Into  Europe 157 

introduction  of,  Into  Japan i$H 

length  of  dlSerent  varieties  of 187 

mention  of,  by  Herodotus 157 

microscopic  classification  of 303 

microscopical  properties  of 301 

mineral  matter  In 309.  3 1 1 

names  given  to.  in  various  countries 173 

natural  Impurities  in 209 

origin  and  growth  of 160 

pectin  compounds  in sir 

phosphoric  acid  in 311 

physical  changes  in,  by  mercerizing 336 

phjisical  properties  of 903 

physical  structure  of. 186 

regain  in  conditioning 107 

thermochemlcal  reactions  of 230 

time  for  sowing 163 

use  of,  by  early  American  races 159 

use  of,  in  Egypt 159 

use  of,  in  India 157 

use  of,  in  Peru 160 

Cotton  and  Unen,  distinction  between 34a 

Cotton  fabrics,  analysis  of 408 

Cotton  fibre 365,  373 

analysis  of 313 

conditions  Influencing  quality  of 171 

development  of .^ 169 

elasticity  of 304 

microchcmical  reactions  of 30a 

microscopy  of 360 

physiological  development  of 168 

structural  parts  of 198 

tensile  strength  of 304 

twist  In 300 

Cotton  grass 144,  357 

Cotton  plant 161 

analysis  of 166 

best  soil  for  cultivation  of 17a 

best  temperature  for  growth 171 

chemical  constituents  of 168 

cross-fertililation  of 178 

cultivation  of i6a 
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Cotton  plant,  fertilizing  constituents  in 167 

Influence  of  weather  on  growth  of 171 

list  of  species  of. 173 

time  required  tor  maturity  of 165 

varieties  of 173 

Cotton-tree 249 

Cotton-wax 309 

Cotton  yams,  tensile  strength  of 105 

Cottoniied  lamle I4S,  193 

Cottonseed,  constituents  of 168 

Count  of  cotton  yams,  method  of  ascertaining i8o 

Courtral  flax,  grades  of. 373 

Cow-hair 85 

microscopy  of 83 

Cox  Royal  Arch  Silk  cotton 430 

Crawford  Premium  cotton 430 

Peerless  cotton 430 

Cr6ping  of  silk  fabrics 135 

Cretan  hemp 397 

Crimean  sheep 10 

Crin  vigitaU 136,  144 

Crossland  cotton 430 

Croiolaria  juncea 133,  397.  306 

rrti*ia 308 

sericea 308 

striata 308 

tenmfolia 333.  *98 

Cryptostemma  caienduUtceum ; 356 

hairs 358 

Cuba  bast 138 

Cuban  hemp sgS,  306 

Cuprammonlura  silk 363 

solution,  preparation  of 363,  341 

reaction  of  fibres  with 340 

Cuprlc  sulphate,  reaction  of  fibres  with 336 

Curumbar  sheep 10 

CutosE 151,  lar 

Cycada  macroxamia 355 

Cyprian  gold  thread 7 

Cystisus  scoparius : 343 


Dacca  cotton 17; 

Dalkeith  Eureka  cotton 43c 

Datisca  canTtabina 39; 

"Dead"  cotton iSC 
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Dean  cotton 410 

Dearlng  cotton 410 

D«ccan  she«p 10 

Degumming  of  silk 116 

Denier 112 

International 113 

Denleis,  conversion  tables  for. 114,  115 

varieties  of iia 

Deo  cotton 174 

Deora  jute a86 

Deal  jute 1S6 

Deswal  jute 286 

Dharwar  cotton 183,  iqo 

Dhollerah  cotton 183,  191 

Diamond  cotton 420 

Dlazotlzed  wool  45 

add  number  of 4j 

action  of  phenols  on 45 

lodln  number  of 45 

Dickson  Cluster  cotton 430 

cotton 410 

Improved  cotton 410 

Dicotyledonous  fibres 368 

plants 134 

Discharging  silk 116 

Dixon  cotton '. .  .  420 

Doe-hair 17 

Domestic  sheep 10 

Double  silk  cocoons ■ 9S 

Drake  Cluster  cotton 410 

Drought-proof  cotton 410 

Drying  of  wool 53 

Dukliun  sheep 10 

Duncan  cotton 410 

Mammoth  cotton 420 

Dutch  flax,  grades  of 271 

Du  Vlvler's  silk a6o 

Dyeing,  influence  of  chemical  groups  in  wool  in 49 

structure  of  wool  fibre  with  reference  to 38 


Early  Carolina  cotton 4»i 

East  cotton 411 

Improved  Georgia  cotton 421 

Echappe  silk 112 

Economic  classification  of  fibres ; 137 
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Edgeworlhia  papyrijera 141 

Edlsto  Sea  Island  cotton iSg 

Edridon  vigitaU aji 

Egyptian  cotton 175 

B&mla  variety  of. 181 

use  of,  for  mercerizing 143 

Elairerin 39 

Elais  guineensis 134 

Elasticity  of  wool  fibre JS 

Elephant  grass 144 

Ellsworth  cotton 421 

Embroidery  silk 112 

Enzymes,  action  of,  on  cotton aj2 

Epidermal  scales,  absence  of,  in  wool 16 

arrangement  of,  on  wool it 

number  of,  on  wool  fibres 22 

Eria  silk 102 

EriodendrOtt  anfracluosum '5i<  3^^ 

Eriophontm  angustifolium 357 

latifolium 356 

Esparto 134,  368 

grass 133 

Estimation  of  cotton  in  fabrics 378,  379,  38a 

moisture  in  fabrics 38a 

wool  In  fabrics 378,  38a 

Ethridge  cotton 431 

Eupatorium  cannabinum 198 

Eureka  cotton 431 

"Excelsior" 136 

Excelsior  cotton 411 

Exogens 134 

Extra  Early  Carolina  cotton 421 

Extract  wool 70,  71 


Fabric  fibres 137 

Pagara  silk loa 

False  hemp agS 

sisal  hemp 398,  3 19 

Farrar  Forked  Leaf  cotton 421 

Prolific  cotton 4ai 

Feather  grass :34 

substitutes :40 

Fehllng's  reagent,  preparation  of 394 

Felting,  cause  of,  in  wool 19 

Fermentation  of.  In  cotton 233 
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Penlc  sulphate,  reaction  of  fibres  with 336 

solution,  preparation  of 337 

Fezzan  sheep 10 

Fibre-cells,  method  of  Isolating 341 

Fibre  sections,  method  of  preparing 341 

Fibre-testing  machine 415 

Fibroin 116 

action  of  polarized  light  on 1 23 

amonnt  of,  in  raw  silk 118 

chemical  composition  of ' iiS 

chemical  reactions  of iso 

comparison  of,  with  Iceratln 119 

composition  of lao 

decomposition  products  of. 119 

preparation  of  pure itS 

presence  of  amldo  group  In 119 

Fibrovascular  fibres 134 

Fiji  sea-Island  cotton iSi,  1S9 

Fimble  hemp agS 

Finishing  materials,  estimation  of,  in  fabrics 38a,  407 

Flacherie 100 

Flax,  commercial  (i^adcs  of 371 

coimtries  cultivating 371 

cultivation  of,  in  America 371 

dimension  of  fibre  elements  in 978 

methods  of  retting 373 

Flax  cellulose,  isolation  of  pure 378 

fibre,  bast  cells  of 380 

properties  of  the  wax  on 181 

strength  of 379 

Flax-like  fibres 141 

Flax  plant,  cultivation  of,  for  seed 371 

description  of. 273 

species  of 371 

Flax-retting,  chemistry  of. 376 

Fleece,  amount  of  fibre  in 33 

Flemish  fiax 371 

Florettc  silk.  , ti» 

Florida  bowstring  hemp 330 

sea-island  cotton iSi,  189 

Floss  silk 98,  III 

French  flax,  grades  of 378 

Friesland  flax,  grades  of 373 

Prisonnets  silk 98 

Frisons  silk 98 

Fruit  fibres T31,  143 

Fuchsln   reaction  of  fibres  with 336 
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Puchsm  solution,  preparation  of 336 

''" 9 

spinning  of <j 

Furcraa  cubensts jgS 

jatida 318 

gigantea 30S 

Fumes  flax,  grades  of 173 


Galletame  silk gS 

Galllnl  cotton 181 

Egyptian  cotton i8g 

sea-Island  cotton ' 181 

Gambo  hemp 308,  369,  375 

Garar  sheep 10 

Garber  cotton 411 

Gattlne 100 

Gelatin  sUk 267 

Georgia  Prolific  cotton 411 

Giant  asctepias 143,  153 

hemp 298 

Uly 306 

Ginestra  fibre 143 

Ginning  cotton 165 

Glass  threads,  fineness  of 6 

Glovers'  wool 39 

Goat-hair 78 

microscopy  of 78 

Goitred  sheep 10 

Gold  Dust  cotton 4»i 

Gold  thread 7 

Gossypittm  aeumtKalunt 133 

album 173 

arboreum 133,  173,  177 

barbadense 133,  173,  174,  180 

botany  of 174 

bratiliense 173.  184 

ckinense 173 

conglomeratMm 133 

eroceum 173 

tgtandulosum 173 

tlattim r73 

fruetescens 173 

fuscutn :73 

gtabntm 173 
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Gossypinm  glandulosutH i  ^  ^ 

herbaceum 133.  173,  ,75,  ,ga 

botany  of 175 

kirsMlum 173,  ,;7,  ,83 

botany  of jjj 

indicum j^j 

jamaicense ,»3 

jmianicum j«3 

Uaifolium J73 

Uoniman ,73 

macedonicum 171 


moUe 173 

nanking ,73 

ntgUctufti 173 

botany  of 176 

nigrum 1^3 

oblusifoliHtn 1^3 

oligospermum ,73 

paniculatum 173 


p€ruvianum 173,  ,78.  ,84 

polycarpum 181 

pitnclatHm 173 


religiosum 173 

roxburghianum 17^ 

sandwiehense. 178 

fiamtnse 174 

**'''*^* >74 

slrtctum X74 

stocksii 174 

takiUns* I  j8 


tricuspidatum j  74 

vitifolium ,74 

wightianum 174 

botany  of 176 

Grass  cloth. 394 

Grass-like  fibres 135 

Grass  papers 140 

Grasserle , 10 1 

Gray  cotton,  motes  In t68 

Grayson  Early  Prolific  cotton 4  ji 

Grease  in  fabrics,  determination  of 406 

Green  miMew  on  cotton 333 
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Green  ramie 191 

Gif^gesUk tit 

Griflin  cotton 41 1 

Guinea  sheep 10 

Guncotton 411 


Hair  fibres 8 

follicle 13 

Hawkins  cotton 433 

Extra  Prolific  cotton 411 

Hay's  China  cotton 411 

Haytl  hemp 398 

Health  of  sheep,  Influence  of,  on  wool  fibre 31 

Heat  conductivity  of  animal  and  v^;etable  fibres 3 

retaining  value  of  clothing  tnaterlals 3 

Hemp 297,  366 

analysis  of 305 

comparative  strength  of 307 

hygroscopic  quality  of. 305 

microchemical  reactions  of 301 

microscopy  of 301 

retting  of 199 

uses  of. 305 

Hemp-seed  oil 300 

Henequen 316,  32a 

Herlong  cotton 41a 

Hibiscus  canHobinus 133,  197,  308 

elaius 138 

etcuientui 308 

labdariffa 998 

tiUaceus 309 

Hightower  cotton 4jj 

HlUiard  cotton   42» 

Hlndoostan  dumba  sheep 10 

Hingunghat  cotton 183,  190 

Hogan  cotton 413 

HoUingshead  cotton 4i« 

Hohptftia  inlegrifolia. 133 

Honduras  sllk^rrass 333 

Hoonlah  sheep 10 

Hop  fibre 134 

Hornblende  4 

Horse-hair 87 

microscopy  of S7 

Howell  cotton 411 
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Hoya  viridifiora 361 

Humphrey  Eureka  cotton 4S» 

Hnmulus  lupidus 134 

Hunnlcutt  C.iolce  cotton 42* 

Hydrated  cellulose 317 

Hydrocellulose  117 

preparation  of 117 

Hydrolysis  of  vegetable  fibres IJS 

Hygienic  flannels 154 

Hygroscopic  moisture  In  various  fibres 53 

In  wool 5a 


lf6  hemp 398,  329 

Impregnating  cloth 71 

Improved  Long  Staple  cotton > 411 

Prolific  cotton 423 

Index  Kefvemii 178 

Indian  hemp 198,  306 

okra  fibre 309 

sheep 10 

lodln  and  sulphuric  acid  reagent,  reaction  of  fibres  with 340 

ztnc  chloride  reagent,  preparation  of 341 

reaction  of  fibres  with 340 

lodln  solution,  preparation  of 338 

lodln-sulphuric  acid  reagent,  reactions  of  vegetable  fibres  with.  .151,  342 

Irish  flax,  grades  of 27a 

Iron  siJphide,  action  of,  on  cotton 130 

Isocholesterol 39 

Istle 311,  3^°-  3'6 

J 

Jaeger  cloth 84 

Jaggery  palm 139 

Jangipurl  jute 186 

Japanese  braids 139 

hemp 198 

papers 140 

Jaumave  ieckuguilla 316 

istU 3*6 

Javanese  sheep lo 

J.  C.  Cook  cotton 4" 

Jenkins  cotton 421 

Poor  Man's  Friend  cotton 4'» 
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Jethro  cotton 41^ 

Jones  Herlong  cotton 41a 

Improved  cotton 433 

Long  Stapled  cotton 433 

No.  I  cotton 413 

Jower's  cotton 413 

Jubbolpore  cotton 998 

Jumbo  cotton 413 

Jute  384,368,375 

analysis  of 188 

chemical  composition  of 187 

chemical  properties  of. tSg 

compounds  present  In 988 

distinction  of,  from  Box.  and  hemp 347 

distinction  of,  from  New  Zealand  flax 347 

hygroscopic  quality  of a88 

Introduction  of.  Into  Europe 184 

Isolation  of  cellulose  from 187 

Jongipuri a86 

microscopy  of. 186 

uses  of 989 

Jute  butts 386 

cuttings 386 

Jute-like  fibres 141 


Kapok 351 

Karatas  plumtfri 333 

botany  of 333 

Karimganjt  jute 386 

Kelly  cotton 413 

Kemps 38 

Keratin 36 

composition  of 36 

Khandelsh  cotton 191 

Kidney  cotton 173,  1S4 

Kieth  cotton 413 

King  cotton 4^3 

KittuI  fibre 139 

Kurrachee  cotton 191 

Kydia  ealycina  133 


Lace-bark  tree 138 

Lagieunt  spaHum 134 

Lagetia  lintearia 134.  '38 
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Lagoa  cotton 190 

La  Goayran  cotton 190 

Layia  del  tamhor 15a 

vigitaU 350 

Laportea  gigas 398 

Lanuglnic  acid,  preparation  of 4a 

properties  of 43 

Lasiosypkon  speciostis i  J3 

Lead  acetate  solution,  preparation  of. 337 

saltB,  use  of.  In  halr-dyelng 34 

Leaf  fibres 143,  367 

Lechuguilla  fibre 313 

Lehner's  silk 361 

Lesser  cotton  grass 356 

Levant  cotton 191 

Lewis  Prolific  cotton 413 

Lleberman's  test  for  animal  and  vegetable  fibres 33S 

Ligneous  matter,  detection  of 348 

Llgnlfied  fibre,  definition  of 149 

Llgnin,  test  for 131 

Llgnocelluloses » i 

Linden  bast 133 

Linen 371,  364,  376 

action  of  chemical  regents  on 338 

action  of  Schweitzer's  reagent  on 379 

analysis  of 381 

chemical  properties  of 378 

color  of 379 

commercial  uses  o( 177 

distinction  of,  from  cotton 341 

distinction  of,  from  hemp 347 

heat  conductivity  of 380 

history  of 371 

hygroscopic  moisture  In 383 

lustre  of 379 

microscopy  of 377,  380 

physical  properties  of 37S 

preparation  of 371 

regain  allowed  in  conditioning i8» 

retting  of 171 

use  of,  by  American  Indians 371 

use  of,  by  ancient  Egyptians 271 

use  of.  by  Swiss  Lake  Dwellers 371 

world's  production  of 371 

Linen  fibre,  ash  of 381 

differences  from  hemp sgt 
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Linen  yams,  count  of.  * 383 

count  of  bleached... 379 

grading  of 383 

Linseed  oil 273 

Llntera ifiS.  190 

LinuiH  angustifolium 371 


tuitatissimum 133,  371 

Little  Brannon  cotton 423 

Llama  fibre 7g,  83 

microscopy  of 83 

Locks  of  wool II 

Louisiana  cotton 413 

Lumen  of  vegetable  fibres.  .  > 131 

Lustra-cellulose    156 

action  of  reagents  on a6$ 

properties  of 365 

Lustre,  cause  of,  In  wool 23 

of  wool,  conditions  affecting 23 

Lustring  cotton  cloth  by  calendering 14S 

use  of  silk  solutions  for 370 

Lyon's  gold  thread 7 


McAllister  Peerless  cotton 424 

McBrlde  cotton 434 

McCall  cotton 434 

Mclver  cotton 424 

Maceo  cotton 1S5,  iSg 

Machine  for  determining  tensile  strength  of  fibre 414 

Madagascar  sheep 10 

Madder  tincture,  preparation  of 335 

reaction  of  fibres  with 336 

Madra  hemp 307 

Madras  cotton ipi 

Magruder  Marvel  cotton 413 

XL  cotton 433 

Maguey 3  rS 

Hajagua  fibre 309,  357 

Makko-Jumel  cotton i8» 

Mallno  fibre 318 

Mallns  Prolific  cotton 433 

Mammoth  Cluster  cotton 433 

Prolific  cotton 433 

Manila  hemp. 998,  313,  370 
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Manila  hemp,  chemical  composition  of ; 316 

distinction  of,  from  sisal 347 

microscopy  of 315 

uses  of 314 

Many-homed  sheep to 

MaotUia  puya »qS 

Marabout  silk iii 

Maranhams  cotton 1S5,  189 

Marsdenia  fibres 1 33 

Marston  cotton , 414 

Martin  Prolific  cotton 434 

Mastodon  cotton 434 

Matthews  cotton 434 

Matting  fibres 139 

Mattis  cotton 414 

Mauriiia  fiexuosa 134 

Mauritius  hemp   318 

microscopy  of 319 

uses  of 318 

Maxey  cotton 414 

Median  layer  In  fibres 146 

Medulla  of  wool 36,  37 

MeliloMs  alba 134,  343 

Memphis  cotton 190 

Menouffieh  Egyptian  cotton 189 

Mercury  nitrate  solution,  preparation  of 336 

reaction  of,  with  fibres 336 

Merino  sheep id,  12 

Mercerized  cotton 334 

action  of,  with  dyes 336 

bleaching  of 347 

cause  of  lustre  on 337 

Herbig's  experiments  on 941 

microscopy 346 

physical  form  of 336 

production  of  scroop  in 343 

properties  of 936,  345 

strength  of 338 

wool,  action  of  dyes  on 47 

Mercerizing     939 

action  of  caustic  soda  In 135 

application  of  tension  In 341 

conditions  of. 939 

discovery  of,  by  John  Mercer 334 

effect  of  degree  of  twist  in 345 

effect  of  tension  in 335 

effect  of  waslilng  In 335 
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4«3 


Herceiizlng,  formation  of  alkaU-cellulose  In 33s 

Importance  of  washing  process  In 143 

Influence  of  character  of  fibre  In 943 

influence  of  temperature  on 140 

meaning  of  term 134 

patents  relative  to 343 

physical  changes  during 336 

preparation  of  cotton  for »43 

proper  density  of  caustic  soda  for 139 

stretching  force  required  in 343 

time  required  for 241 

use  of  Bctds  for  washing  in 343 

use  of  alcohol  In 240 

use  of  alkaline  sulphides  in 240 

use  of  ammonia  for  washing  in 343 

use  of  carbon  disulphlde  In 240 

Uic  of  Egyptian  cotton  for 343 

use  of  glycerol  in 24a 

use  of  metallic  salts  In 339 

use  of  mineral  acids  for 339 

use  of  resists  in 344 

use  of  sea-island  cotton  for 343 

use  of  short-stapled  fibres  for 344 

use  of  various  reagents  for 139 

use  of  zinc  oxide  in 140 

Mercerizing  effect  produced  by  calendering 348 

in  pattern  by  printing 344 

of  cotton  cloth 24^ 

action  of  sizing  materials  In 247 

liquors,  additions  of  various  chemicals  to 240 

of  vegetable  fibres  as  a  chemical  test 1 5O 

patents,  recent  decisions  on 345 

process,  phases  of 234 

Metallic  salts,  action  of,  on  cotton 231 

action  of.  on  wool : 49 

relative  power  of  fixation  of,  by  fibres 49 

threads 7 

Meta-pectic  acid 276 

Meta-pectin 276 

Mexican  Burr  cotton 424 

cotton 434 

Meyer's  cotton 434 

Micro-analytical  tables  for  vegetable  fibres 355 

Microscopic  analysis  of  fabrics 411 

Mikado  yellow,  reaction  of  fibres  with 336 

Hltdew,  formation  of,  on  cotton 233 

formation  of,  In  wool 51 
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Hlldew  in  wool,  nature  of 51 

on  cotton,  conditions  favoring 153 

varieties  of 131 

Milkweed,  bast  fibre  from 151 

vegetable  silk  from 151 

Millon's   reagent 130 

preparation  of 336 

reaction  of  fibres  with 336 

Mineral  fibres 4 

Minor  hair  fibres 75,  87 

Minter  cotton 434 

Mlrganjl  jute 3S6 

Mitafifi  cotton 183 

Egyptian  cotton 189 

Mixed  fibres,  systematic  analysis  of 348 

Mixes 74 

Mobile  cotton 184,  189 

.   Mohair 75 

character  of  American  and  fore^ j6 

microscopy  of 76 

"Bes  of 75 

Moina  cotton 434 

Moisture  in  vegetable  fibres,  determination  of 155 

Molisch's  test  for  vegetable  fibre 338 

Money  Bush  cotton 434 

Monkey-bass 139 

Monocotyledonous  fibres 369 

Moon  cotton 434 

MoarvaSbTe 330 

Morocco  sheep 10 

Alorvant  de  la  chine 10 

HotchcnetE  flax 171 

Mottts  muUicaitlis 93 

Mountain  sheep 9 

Muga  silk 119 

Mulberry  silk 139 

Multlbolus  cotton 435 

Multlflora  cotton 435 

Mummy  cloths 371 

Mungo 70 

Murumuru  palm 144 

Musa  cavendishii 316 

^sele 316 

mindanensis 315 

paradisiaca '34,315 

sapienMm 315 

Mxtilis 134,  397,  398,  313 
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465 


MuskmaUow  fibre 369 

Mysore  sbeep lo 


Nankin  cotton 185 

Xarainganji  jute 186 

Natural  dyestuffs,  action  of,  on  cotton 831 

textures 13a 

Nep  on  cottonseed x6i 

Nepal  paper 143 

Xcpkila  Madagascarimsis joi 

Nequen 316 

Neri  silk 98 

Xeuelgam 338 

XesseUtn:k 318 

Netting  fibres 137 

Nettle  fibre 326 

microscopy  of 328 

New  Zealand  flax 310,  370,  373 

chemical  composition  of 313 

distinction  of,  from  jute,  hemp,  and  linen 346 

mlcFoscopy  of 311 

uses  of 313 

hemp 39s 

Nitrated  ceUulose 366 

viscosity  of  solutions  of, 367 

solvents  tor 956,  267 

microscopy  of 266 

Nitration  of  cotton 226 

vegetable  fibres  as  a  cbemicat  test 156 

Nitrocellulose »ao 

Nitrogen,  presence  of,  in  wool 34 

Norfolk's  cotton , igo 

Nurma  cotton 174 


Oats  cotton 425 

Ochroma  lagopus »S''3^J 

Oidiitm  auTantiacum  on  cotton 233 

Oil  in  fabrics,  determination  of 406 

Okra  cotton. 435 

fibre 303 

leaf  cotton 425 
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Oomrawutt«e  cotton 183,  190 

Orsanzine  silk tii,  119 

Orleans  cotton 183,  189 

Orsey  sUk in 

OuaU  vifgdlaU. 151 

Ovis  atntiton 9 

ammon  guineensis 10 

aries  angottnsis 10 

arits  congsHsis to 

aries  munitdtt 10 


brevicaitdattts. . 


gutneensts 

hispanium 

laticaudatus. , , 
iongicaudatus.  . 


polyceratui 


itrepsiceros 10 

Oxalic  acid,  action  of,  on  cotton 328 

Oxidizing  agents,  action  of,  on  cotton 331 

OxycelliUose 135.  331 

Ozier  cotton 435 

SUk  cotton 425 


P 

Paina  Hmpa 34.9 

Palm  papers 143 

Palma  pita 316 

samandota '. 316 

Palmetto  fibre >3r, 

Palmyra  fibre 139 

Panama  hats       139 

Pandanus  fibres 14a 

odoratissimiis 133 

Pangane  hemp 398,  319 

Paper  material 14a 

miUberry  fibre 134 

Paraiba  cotton 189 


byGoO'^lc 


Para-pectlc  add aj6 

Pora-pectln 376 

Parenchyma j 

Parisian  artificial  silk 36a 

Pattts  d«  lUvn 351 

Pauly'ssllk a6a 

Pearce  cotton 425 

Peat  fibre 71,  141 

Pebiine 99 

Pecticadd »76 

Pectin 976 

matters  in  flax. 376 

Pectocelluloses lai 

Pectose 3ii,  »j6 

Pectoric  add 376 

Peeler  cotton igo,  415 

Peerless  cotton 425 

PenictUium  glaucum  on  cotton 332 

Perces  cocoons 98 

Pemambuco  cotton 185,  189 

Peruvian  cotton 175,  435 

sea-island  cotton 183 

Peterkln  cotton 415 

Limb-clust«r  cotton 436 

New  Cluster  cotton 426 

Petit  Gulf  cotton 426 

Phloem 131 

Phloroglucol,  reaction  of  fibres  with. 340 

reagent,  preparation  of 341 

Pkanix  dtutylijtra 134 

Pkormiwn  Unax 133.  198,  310 

Physiology  of  wool  fibre 13 

Plassave  fibre 142,  150 

Picric  add  solution,  preparation  of 336 

Piedmontese  hemp 296 

Pigment  matter  in  wool 27 

Pil:  fabrics,  analysis  of. 388 

Ptfta  cloth 323 

Pineapple  fibre 134,  3*3.  368 

microscopy  of 313 

Pink  mildew  on  cotton 233 

Piques  cocoons 98 

Pita  fibre 3''' 

uses  of 323 

hemp 298,  371,  373 

Htt  Prolific  cotton 46* 
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Pittman  cotton 416 

Extra  Prolific  cotton 416 

Plaiting  fibres 139 

Plantain 316 

Plant-cells a 

Pliability  of  wool  fibre 24 

Plumose  fibres 144 

Plush  fabrics,  analysts  of 388 

Poll  silk MS 

Pollock  cotton 416 

Polyvoltlne  <»coon8 93 

Pool-retting  of  flajt 3^3 

Poor-man's  Relief  cotton 4a6 

Poplar  cotton 3j9 

Potash  salts  In  raw  wool 35 

Potassium  oxalate,  action  of ,  on  cotton aaS 

Prolific  cotton 4»6 

Protein  matter. a 

Proteold  of  wool 35 

Prout  cotton 415 

Pseudo  fibres ,3,5 

hemps ,43 

i'l" 369.37s 

Pua  hemp a^g 

Puccinia  gramitiis J3a 

Pucha  sheep j^ 

Pulled  wool an 

Pulu  fibre aSi.35S 

Purple  mildew  on  cotton a^^ 

Pyro«ne 4 

Pyroxylin,  alcohol-ether  solvent  for, a  jg 

preparation  of,  tor  Chardonnet  silk ajg 

hydrate ,58 

silk,  basis  of aj5 

denltration  of ago 

infiammablllty  of. a-- 

manufacture  of, aso 

recovery  of  solvent  In  making a6o 


varieties  of.  . 


*S6 


Q 


Qualitative  analysis  of  fibres ,-. 

tests  for  textile  fibres ,,- 

Quality  of  cotton  fibre,  conditions  influencing ,., 

wool,  conditions  Influencing ,0 
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Quantitative  analysis  of  fibres 37S 

Queen  cotton 436 

Queensland  cotton 190 

hemp 398 


Rabbit-hair 88 

microscopy  of 89 

Raffia 144 

fibre 330 

Rameses  cotton 416 

Ramie 391,  365 

analysis  of 997 

antiquity  of 19a 

decortication  of 394 

microscopy  of 196 

properties  of 191 

strength  of 192 

Rangoon  cotton 191 

hemp agS 

Raphla  fibre 330 

Raphia  rafjia 330 

Ustigera 134 

vinifera 141 

Raw  silk lit 

classification  of 1 1 1 

microscopic  appearance  of 104 

Raw  wool,  analysis  of 33 

Red  Peruvian  cotton 189 

silk  cotton 3$o 

Reed-mace  hair 3s8 

R^aln  in  condith»)lng 53 

allowed  by  U.  S,  Government 56 

at  Bradford 54 

at  Philadelphia 55 

at  Roubaix 55 

fixed  by  International  Congress $S 

Regenerated  cellulose 319 

Retting  of  flax,  action  of  micro-organisms  in 176 

Rhea  fibre »9i 

Rhus  lypkina 198 

Richardson  Improved  cotton 436 

Rlcottl  silk 98 

Rigidity  of  wool  fibre S4 

Rio  Grande  cotton 1S9,  436 

Rippling  of  flax 371 
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Roa  fibre 365 

Roanoke's  cotton 190 

Rod  Smith  35-cent  cotton 416 

Roe  Early  cotton , 416 

Roselle  hemp 998 

Rough  Peruvian  cotton 184,  189 

weaving  fibres 139 

Rugginose  cocoons 98 

n  flax,  dlSerent  grades  of 271 


Saccharum  offkinatt 359 

Saliva,  action  of,  on  cotton 333 

Saiix  alba 134,  343 

Samuella  canterosana 316 

Sansetiieria  cylindrica 298,  339 

fibre 134,  143,  339,  370 

guineensis 397,  339 

kirkii.., 398,  339 

longiftora 397,  330 

Toxburgkiana 397,  330 

Eeylattica 330 

Santos  cotton 184,  186 

Sarothamn'us  vulgario 13^ 

Satitmia  cecropia 353 

polyphemus 353 

^P""' 350 

Saxony  Electoral  merino 13 

Scab,  influence  of.  on  wool  fibre 31 

"Schreiner"  finish  on  cotton  cloth 348 

Schweitier's  reagent,  preparation  of 136,  337 

reactions  of  vegetable  fibres  with 153 

Scinde  cotton 183,  191 

Schlerenctiymous  fibres 146 

Scroop  of  silk  no 

method  of  producing no 

Sea-grass  fibre 130,  330 

Sea-island  cotton  175,  iSo,  436 

points  of  superiority  in 180 

use  of,  for  mercerizing ^43 
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CraodaU'a  Text-book  on  Geodear  and  Leaal  Squarea 

DooUttle'a  Trealiae  on  Practical  Aatronomr. 

Gore'a  Elementa  of  Oeodeay. 

Harlord'a  Text-book  of  Geodetic  Aatronomr. 

Herrlauui'a  Elemeota  of  Predae  Surrerlns  and  Oeodeay. 

•  Hiciiie  and  Hailow'i  Practica]  Aatronomy 

*  Whlta'a  Elamenti  ol  Thooretlcal  and  Sncrlptive  Aatronomy  , . 


Davenport'a  Statliticai  H 


BOTAITY. 
B,  with  Special  Refetenc 


»  Blok>|lcal  VartaHon. 
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CHEMISTRY. 

•  AbcH'i  Thwrr  ol  ElKtrOIytlc  DLiiAclBtlOD.    (Voa  Etide.) 

Adriancc'a  Labonlorr  Cilculitloiu  and  Spicidc  Grtvlty  TKblts. 

Alcnreff'a  General  PfiociplM  of  Organic  Srnthoii.     (Mitthcm.).    .....  Svn, 

AlUn'*  T«b]»i  (or  Iron  AnilTll*-  ...■...- 

Arnold*!  Compcndlnm  of  Chamlsttt.     (lUndil.) Sou 

Aiuten'i  ITotH  for  Chunlcal  9tn<J*iil« 

Beroadou's  Smokaleaa  Powder.— Hitro-ctllnlott,  and  ThaoiT  of  the  CeDuloae 

HoWcuk 

*  Bimmlni'a  Introductlixi  to  the  Rarer  Elaawott. 

Bmah  and  PanflaU'i  IfanDal  of  DetenninatlTa  Hioaralofj. ..,,...-.. 

•  Claaaaui'B  Bnt-mcat  Haaofacliua.     (Ball  and  RoUe.). 

CbuMD't  QuaatlUtlTe  Cbemlcal  AnatjiU  br  EltctrolraiB.    (Boltvood.).  .8ts, 
Colui'a  IndicatoiB  and  Tavt-papera. 

Teft«  and  Reacentt. 

Cralta'a  Sbort  Counit  In  QoalilatlTa  Chamlcal  AaalT«ls-  (Scbaaflcr.). . . 

*  Danneel'i  ElectrochenilalrT-     (Herrlam.) 

Dolezalek'i  Theory  of  the  Lead  Accumulator  (Storac*  Batterr). 

Ende.) 

DnchHl'a  Chemical  Reactions     (HerriU.) 

I>uhem'i  ThennadToamiu  and  ChemlatiT.     (Boicen.). 

SiHler*a  Hodem  Hiih  £iploalT€L 

EBront'*  Etuym**  and  their  AppUcatioD*.     (Pretcott.) Bro,    ; 

ErdnMuo't  Introduetian  to  Chemical  Preparationi.     (Dunlap.) iimo, 

Flatchat'i  Practical  Initrnctloiu  in  Qnaotitatln  AMarioc  with  the  Bloviripe, 
lamo,  morocco, 

Fowlar'i  Sevace  Work*  AnalyMi 

Preaenlui'i  Uannal  ol  OnaHtadre  Chemical  Analjila-     (Welb.) 

Manual  of  Qualiutiie  Cbeoilca]  Analril*.  Part  L  DeicrlpllTe.  (  WcUl)  Sto, 
Srttem  of   Inatnicdon    in   QuanUtatlTe   Cbenkal  Analftla.      (Cohn.) 


Purmaa'a  Manual  of  Practlcai  Aauylnc 

•  Oetman'i  Eierciiet  In  Pbyilcal  Chemistir. . 
Olll'i  Gu  and  Fuel  Analyili  for  EntflDeera.  .  . 

•  Goocb  and  Browninc'i  Outlines  of  QualitallTe  Chemical  Anatrtla.  Small  Sto, 
Orotanfell'e  Priaclpls  of  Hodsm  Oairr  Practice.  (WoU.). . 
Orath'a  Introduction  to  Chemical  Crratallocrapby  (I' 
Haminar¥iea'i  Teit-book  of  Pb^ological  Chambtiy. 
Helm's  Principle!  of  Mathematical  Chemiibr-  (Horgi 
Haring'a  Ready  Reference  Tablet  (Convenion  Facton). 
Eind'e  Inorganic  Cbemiatry 

•  LaboratoiT  Manual  for  Student! 

Honeman'i  Text-book  of  Inorganic  ChemiilTT.     (Cooper.). Sto, 

Teit-book  of  Orgnnic  Chemiilry.     (Walker  and  Matt).  . 

•  Laboritorr  Hacuii  of  Organic  Chamiitry.     (Walker.).., 

Hopkin!*!  Oil-cbemiili'  Handbook 

IddlocB'B  Rock  Hlnerali .  .    

Jackaon**  Dtiecttoiu  for  LaboratDiy  Work  in  Phyiiologkal  O 

Keep'*  Caat  Icon. 

Ladd'!  Manual  of  OuantitatiTe  Chemical  Asalyijt. . 

Landauer'i  Gpectnun  Analyiii.     (Tingle.) S*a.    3 

•  Langworthy  and  Auotes.        The  Occurrence  of  Atumialam  in  Vegatabl* 

Producta,  Animal  Product!,  and  natural  Wan 
Laiur-Cohs'!  AppUcadon  ol  Some  General  Reaction!  to  InveatigBtioot  in 

Organic  Chemiitry.     ITIngle.) I1Q»,    : 

Leach'!  The  InipectlDn  and  Analyslt  of  Food  with  Special  Reference  to  Sute 

ContioL 

Lob'!  Blecttoctaeniiftr;  ol  Organic  Compoiudt.     (Lorani.). .. 
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todft'i  HDtM  on  Juujiiig  uid  Hctalhuilul  Liboi 

Lov'i  TschnlMl  Method  ot  Ore  Amlyiii ( 

Lance's  Techno-chamlcal  AnilyBii.     (Cobn.l u 

*  McKay  lod  Luiaa'a  Principle*  uid  Practice  of  Butler-maklDt I 

Nviilel'i  Bandbook  (or  Blo-chemical  LaboratDTT 11 

*  Martin'!  Laboialorr  Guide  to  QualilatiKAnal7>li«itb  the  B)oirplp«'    " 
Mmod's  Wald-tuppl;.     ICouldeiniJ  Priacipally  from  a  Sanitary  Standpoi 

3d  Edition,  Rewiitten I 

BiaminatioD  of  Water.     (Chemical  asd  BacteriologioiL) u 

Matthew'B  The  Textile  Fibrei. I 

Msyer'i  Delermioalloii  of  Radicle*  in  Carbon  Compound*.     (Tlatla.).  .11 

Miller'i  Manual  of  Aaaarinc 11 

Cjaaide  Procea* i» 

Hlnef  *  Production  ot  Ahunlnum  and  it*  Induitiial  n*e.     (Waldo.) 11 

Miller'*  Elenuatarr  Tut-book  of  Chemiilfy. 11 

Morfin'i  An  Outline  of  th«  Ttaeor}  of  Sohitlon*  and  iti  Reault* 11 

Elemiot*  of  Phjalcal  Cbemlatrr. II 

•  Pbfiical  Chemiatiy  for  Blectllcal  Enclneen 11 

Mona'i  Cakulatloni  uaed  in  Cane-niiar  Factoriei .  .i6inD,  moro 

*  Huir'aHiBtory  of  Chemical  Theorle*  and  Lam I 

Holliken'*  General  Method  for  the  Ideotlflcalion  of  Pure  Oi 

VoLl Large 

O'Bilne'i  Laboratorr  Guide  Is  Chaolcal  AnalTii*. 

O'Diiseoll'B  Notn  on  tb«  Tcaatmeat  at  Gold  Ore*. 

Oitwald'*  Connnatlon*  on  ChemlitiT.     Part  Oi».     (Ramaer-) 11 

PaitTwo.     (TumbulL) u 

*  Pauli'i  PbTiicalChamiitrr  In  the  Serrlctot  Medicine.     (Kfcbar.) 11 

*  PenfleM'*  Note*  on  DetcnnlnatiTe  HlncrakiKT  and  Record  of  Mineral  Teat*. 

Plctet'*  The  Alkaloid*  and  their  Chemical  ConaUtution.     iBIddl*.) . ..  .  Bto, 

Pinner'i  IntraducHoD  to  Oixanic  ChemlatiT.     (Aiiatan.). lamOi 

Poole'i  QaoriBc  Power  of  Fuel*. »yOi 

PTe*con  and  Wia*lo«'i  Elemeat*  of  Water  Bacterlolofr,  with  Special  Rafar- 
ance  to  Sanitary  Water  Analyai*. 

*  Reiiic'i  Guide  to  Piecc-dyilng Bto, 

Richard*  and  Woodman'*  Air,  Watir,  and  Pood  rrom  a  Saoltarr  Standpoint.  .8*0 
Rlcketl*  and  Runell'a  Skeleton  Kote*  upon  Inorfanic  Chemiilrj.     (Pari  : 

Iloa-melalllc  ElemenU.) Bto,  morocco 

Rtckett*  aad  Miller'*  Tfote*  on  Ai*a7inE .gvo 

Rideal't  Sewace  and  the  Bacterial  Purification  of  Sevaie Sro 

Disinfection  and  the  Pro»erT»tion  of  Food. Sto 

RIei*'*  Elementary  Manual  for  the  ClLemical  Laboratory Sto 

Roblae  and  Lcii«lea'a  Cyanide  Isduitry,     |Le  Clerc.). Sio 

Kuddiman's  Incompatibilitiei  in  PreecriptioD* - ,Bro 

*  Why*  in  Pharmacy iimo, 

Sabin'i  Indualiial  and  Artistic  Technoloay  of  PabU  and  Varniah Sio 

Salkovaki'i  Phyiiok>Eical  and  Pathok>cical  Chemialry.     (Orndoril.) 8>o 

Scbimpf '■  Teil-book  of  Vohimetric  Analysli. iiino 

Eiaentialt  of  Volumetric  Anatysia. iliho, 

*  OualltatiTe  Chemical  Analyiii , 810, 

Smith'*  Lecture  Hole*  on  Chemiitry  lor  Dental  Student*. gvo, 

Spencer'*  Handbook  for  Cbemiati  of  Beet-*ugar  Houaes-  . . ,  .i4mo,  morocco, 

Handbook  tor  Cttat  Suior  Mauufacluren. 
Stockbridca'*  Rocks  and  Soil*. 


's  Elen 


eneral  Chemistry. . 81 

TreadweU's  OualitatlTC  Anaiysi*.     (Ball.) Si 

QuantiUtiTe  Analyili.     (Hal).) 8y 

4  Russell's  Public  Walar-auppllea 3* 
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Van  Daranla-'i  Plijilcal  Chemistrr  Ic 

•  Walk*'*  L«ttiT«  on  Blplodm. 

re  and  R*finlii< 


WaihinctDD'i  "■"v'  of  U»  Chemical  AnalyiU  of  Rocka. . 

TuTer'i  Military  ExplodTM. 

ValuiiDftnnic'*  Analrtii  and  Sof tanlni  of  Boiler  Pe*d-Watar  . . 
Welli'B  LaboratoTT  Oulds  In  QoalitatiTe  Chemical  Analful. .... 

Stioit  Couth  in  Inorganic  Oualilatl*a  Cluniical  Analyiii  loi  Bnciceerins 
Stndentt. 

Teit-book  of  Chemical  Arithmetic 

Whlpple'i  Xicioicopy  ot  DrlnUni-water. . 
Wileon'a  Cranide  Proceeaai 


Chkirii 


CIVIL  EHOHTEERUrO. 


Bakei'a  Encinnn'  :jiirTe:r 

Biibr'l  Graphical  Computini  Table Paper  Ip}  i<  14!  Is 

Breed  aod  Hoemei'*  PrinoiplM  and  Praelica  of  Sumjrlnf 

•  Burr*!  Aocienl  and  HoJerD  Bnclnearinc  and  the  Iithmian  Canal  ..... 

Cotniloek'i  Field  AitronoaiT  tor  Eoilnaert 

Ciandall't  TexC-book  on  (reodesy  (ad  Leut  Sqnaret 

DcTis'i  ElcTation  and  Stadia  Tablee 8n>, 

Ellioll'e  EnKincerinc  lor  Land  Drainace.  • 

Practical  Farm  Diainaca 

•Flebtser'a  Tteatiw  on  Ciiil  EnfiDeorioc S*o. 

Plemer'e  Photolopocraphlc  Uethodi  and  Inilmnwntt. Sro 

Potwell'e  Sewerage.     (Deninins  and  Halntenance.) 8td 

Freitas't  Architectural  Ensinnerinc.     3d  Edition,  ReHTittan Sio 

French  and  Iiei's  Stereotamy Svo 

Goodbuc'i  Hanicipal  ImproTementa. ....-..,.-.-.-. ----.-.  .lamo 

Gore'l  Elemeuli  of  GlodHy Btd 

Bayford'i  TFii-book  of  Geodetic  Aatronomy. Sro 

Bericc'i  Ready  Reference  Tablet  (Converaion  Faclon) i6au>,  morocco 

Howe's  Retaining  Walb  for  Earth , lamo 

•  Ivei'iAdjuatmentiof  thoEncinear'iTraniltaDdLeTel iSmo,  Bd*. 


i{J.  I 


islnSur 
I  Theory  and  Practice 


-veyini. Small  Sro, 


Laplace'iPtailoeophicalEiHy  on  Probabilities.    (Tmecott  and  Emory.). 

Mabao'a  Treatiae  on  Civil  Engineerins.     IiBtj.)     (Wood.) 

•       Deacripli™  Geometry 

■erriman'a  Elemeata  of  Preciae  Sorveying  and  Geodety. 

Merrimaa  and  Brooka'a  Handbook  lor  Surveyon. i6ma,  mo 

Hugaat'a  Plane  Surreyinf. 

OTden'i  Sever  Deil«n. 

Parsooa'a  Diapoaal  of  Hnnicipal  Rehua 

Patlon'i  Treatiae  on  Civil  Bngineerinc Svo  halt  leaihw. 

Seed'*  Topographic*]  Drawing  and  Skatehlnc  . . 

Rideal'e  Sewage  and  the  Bacterial  Purification  of  Sewage 8to, 

Slebert  and  Biggin'e  Modem 
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Smith'!  Hunul  cif  Topofnphlcal  Dnwinf.     (MclCUui. ) Bra,  a  50 

Sondirlcku'i  Onphic  Stitlca,  with  J^licattoni  to  1  nuMt,  Bwuni.uid  AicbM. 

Sto.  1  00 

Tarlor  mai  Tbompaoo'i  TmtlM  on  ConcnW,  Pklo  and  ReinionwL Sto,  s  •>a 

*  Tnntwliu'i  dril  Bntlheer'a  PockBt-booli. ifiino.  manKCo,  s  •» 

Vuiablt's  OatImci  Cmnaloiica  in  Amelia. 8*0.  1  00 

Valt'i  SnginHTins  and  ArcUtactnnl  JviiagnOmet. Sto  6  oo 

Law  of  Oparatloiu  PtaUmlnary  to  Coutnictlan  In  Enfinasilnt  and  Archl- 

Shatpi  s  SO 

Law  of  CoQttacU. 8to,  3  oo 

Wamn'i  Slerwtamr— ProblcDu  in  Stono-cutliat. 8»o,  1  50 

Wabb'a  Problama  in  the  Dn  and  Adjuatnunt  of  En^inearinc  Inatnunonta. 

ihaOt  morocco,  i  35 

Wllaon'i  Topoarapliic  SnmTlni. Sto,  3  50 


BRIDGES  AND  ROOFS. 


I  Koof  TruEiu,  A.ih 


Computation!. . . 


Bollai'i  Practical  Tnatlia  on  tlio  Conatraclion  of  lion  Highmr  Bridiei . . 

•       Thamea  Rirar  Brid|> 4U>.  pa 

Buit'i  Couth  on  the  Streiws  in  Bridsta  ai 

Suapenaion  Bridfa* 

BiuT  and  Fallt'a  iDBusnce  Linaa  for  Bridca  and 

Daoisn  and  Conatmctlon  of  UetalLc  Bridfr 

Du  Boia'a  MocbaDica  of  Bnniasiiring.     Vol  II 

Foatei'a  TrealUs  on  Woodan  Treatla  Bildeca. , . 

Fgwler'a  DrdiDai7  Foundationa 

Oreona'a  Eooi  Tnaaea. 

Biidfa  Tniaaei. 

Arcliaa  Id  Wood,  Iron,  and  Stona 

Hawe'e  Trcatlte  on  Arebaa. 

D«aicn  of  Smpla  Roof-tmaaea  in  Wood  and  SteaL  . . 

Symnutrlcal  Vaaoni^  Archea. 

Joliaaon,  Brjan.  and  Tuniaaara'i  Thcoiy  and  Pnctica 

■odgm  Franud  Structucas. 

Hetriman  and  Jacobr*!  Text-book  an  Rooft  and  Bridgm: 

Part  I.     Stcasaaa  in  Smpla  Tmaaea. 

Part  n.    Graphic  Statlca. 8to, 

Part  m.  Bridge  Dcalj^a 

P«rt  IV.  Higher  Structuret 8to, 


I  Kempbla  Bridge.  , 


'9  De  Pontibua.  a  Pocket-book 

*  Speciflcatloiu  (or  Sleei  Brid^ea. 

Wright*!  Dealgning  of  Draw-apana.     Two  part* 


Bridge  Engioeera. .  iteio,  morocco. 


HYDRATfLICS. 


Barnea'a  Ice  Ponnatian 

Baiin'a  Eiperimentg  upoo  tlie  ContractEoD  of  th*  Liquid  Vein  L 

an  Otiflce.     (Trautwine.) 

BoTCT'a  Trealiie  oo  HTdrauUca. 


Dlagrama  of  Kean  Velocity  of  Wi 

Hydraulic  Motor*. 

CofBn'i  Graphical  Sohitloa  of  Brdrr.ulic  Problema. 
Plather'a  I>yn«mom*t*rB,  and  the  ~~ 


in  Open  Chanoeli. . 
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Fotwcll'i  Walcr-nipply  BncloMrlDf. 

Friiell'i  W«toT-pow»r. 8»o, 

riHItM'l  WaUr  uil  PubUc  Health.  .   

Water-aitTatlon  Worka. 

Oansuillx  and  Kutuc'a  GaDcntl  PonUDla  for  Iba  Onifonn  Flow  of  Vatar  In 

RiTcra  and  Othar  Chanuh.     (Hsrina  »oi  TraDt<rlii& ). 

Halm's  nUratian  of  Pablk  Watar-aupptr 

Baikhnnfi  Towan  and  lanki  for  Vator-warki. , 

Bancbal'i  ■  is  EipMimoBtf  on  tlia  Cttrfint  Catasltr  of  LaiVe.  Rlntal,  MMal 

Coniliilti 

llaaon'a  Watai-tupptr.     (Conaidarwl  PrincipallT  horn  a  Sanitarr  Standpoint.) 

Harriman't  TrsatiM  OB  HydrauKca 

•  Hichic'i  Elamaula  of  Analrtlcal  Hachulci. 

ScbuTlBT'i  RsHrroln  for  InisatioD,  Valv-powai.  and  [iDDWitie  Watar- 

aupplr Larga  8*<)i     I 

•  Thomai  and  Watt's  Impioremant  of  Riven 

TnrDaauie  and  RuntU'i  Public  Watei-auppUaa 

Vofmann'a  Deaiin  and  ConBtrucdon  of  Dama. 

Valai-nipplT  ot  tha  City  of  Haw  Tork  from  1658  to  1805. . 

Wb<ppl*'a  Value  of  Pure  Tatar Laisa  lamo, 

WilHuu  and  Haioa'i  HrdnnUc  Tablea. 

Wlhon'i  IrrlfBtlon  Bnciaaerlnc SmailSro, 


MATERIALS  OF  EHGHrEERIHG. 
Bakar'a  Traatlu  on  Haaonrr  Conatniction 

Black'a  Dnltad  States  Public  Works Oblonc4lo. 

•  BoTer**  Strenftb  of  Hateilali  asd  ThwHT  of  Structures.  . 
BuR-'a  Bkstlcitr  and  Roslttanca  of  tha  Katarlala  of  Encino 
BTine's  Hifhwaj  Conitrucliou 8to, 

Inspection  ot  the  Matariala  and  Workmanihip  Ei 

Church's  Mecbanici  of  EnciDsering , , , 

]>u  Bias's  Heehanlcs^of  Bngineeilnc.     VoL  L 

•Bckel-s  Cements,  Limes,  and  Pkiters 

JabDBoa'a  Materials  ot  Conitruction 

Towlsr'i  Ordinary  Foundations. Sro, 

Oravee'i  Forest  Msoiurstion E 

•  Greene's  Structural  Hecbanlcs. i 

Keep'i  Cart  Iron.  .  , t 

Unia'a  Applied  Hechanlca f 

Harten'a  Handbook  ou  Teatinc  Hateriala.     (Henninf.)     >  vols. E 

Msurer'i  Teihoieal  MethsnicB.  ,    .  t 

HeniU'I  Slonea  (or  Building  and  Decoration t 

Merriman'a  Hecbsaki  of  Materiala t 

•  Slrenph  of  Hateriab li 

Hetcalf'a  Steel.     A  Hanua]  for  Steel-a«n ui 

Palton'a  Practical  Treatise  00  FoundatioDi. t 

Ricturdaon'a  Modem  Aaphah  PaTrments t 

Richer'a  Handbook  for  Superintendents  of  CDBstruetlon .i6no,  in 

•  Htes'a  Clays:  Their  Occurrence.  Properties,  and  Daea. ( 

Roekwell'a  Roada  and  Pavements  to  France. in 
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Skbln't  ludoMtUl  and  Aftbtic  T*chsoloor  of  PiiaM  acd  Ttalata^ , . . . . 

SoiHb'i  lUtuUh  of  MachlDH. 

Snow'i  Piiscipal  Special  ef  Wood. 

SpaUlnc'i  HTdrauUc  Csmant 

Tcit-book  on  Road*  iDd  TaTtnunb. 

TaTtor  and  Thompion'i  TmliH  on  Conciata.  Plain  and  Rdaforcad. . . . 
Ihunton'a  MaUriab  of  BosiiuulnB.     3  Pa/ta. 

Pait  L     RoD-mataUic  Hataiiak  el  Es^neaiinc  and  Hatalhnsr. , . 

Part  Q,     Iran  and  ElaeL 

Part  m.    A  ItMtii*  on  Bcanai,  Bnniaa,  and  Ottwr  AUoti  and  tboii 


TilkoD's  Stital  PaTeauaM  and  Patini  Matariak. 

WaddeU'iDe  Poatilnu.    |A  Pockst-book  for  Bride*  Bo(lDa«ia.).  .i6ma,Dioi 

•         Spadflcalioni  foi  SUal  Brldan. iiDi< 

Wood'*  (De  V.)  TraatUa  on  the  RgalgtaDcc  ot  HaWriala,  and  an  Appandlz  a 

tht  Pr«a«rTation  of  Timbar 8ti 

Wood'!  (Da  V.)  ElamanB  ot  Analjrtical  Machanla. 8n 

Wood's  (H.  P.)  Rnatlaaa  Coatinca;   Coinalon  and  BlactiolTBia  of  Iron  ai 


RAILWAT  EIlOniEEKOTQ. 

AndNW"*  Handtook  foi  Stnat  Rallwar  Sntliiean. )xs  Inchaa,  mo 

B«tt*a  BnUdlnca  and  Stmctur**  of  Aowrican  Ballroada 

Bcoak'i  Handbook  of  Stnat  Raiboad  Lfiutloa. 16^,00 

Bstt-i  ajU  Bnclnair'i  Pleld-book 161110,  mo 

Crandall'a  Tranaltlon  Cum i6mo,Da 

RalhraT  and  Othai  EarthwoA  TablH. 

Dawion'a  "EnclBaariaf"  and  Blactric  Traction  Pockat  book-  .i6mo,  ma 

Drtdcs'a  Eldory  of  the  PaoniTtranla  Ralbnwl:   (1879) Papar, 

Plihai'iTabla  of  Cubic  VanU Caidboard, 

Oodwln'i  Railroad  BofliiKn'Flald-boakaiMlBiplocua'Oiilda.  ..i6mo, 
Budaon"!  Tabka  tor  Cakulatlnc  tb*  Cubic  Contanti  of  BnaTadoaa  and  Bm- 


HoUtoi  and  Beaid'a  Manual  for  Saaldant  EnfUiaara. . 
Rafia'i  PiaU  Hanual  for  Rallroa    ~ 
Phllbrlck's  Flald  Hanual  for  Bnclneen. . 


. .  iftno,  morocco. 


of  BicaTaUont  and 


Ralboad  SplnL 

laylor'a  Prlnuoldal  Pormulo  and  Bartbwork. 

•  Traotwlna'a  Method  of  Caleulatinc  the  Cube  Contenl 

Tha  Plaid  Praellca  of  Laylnf  Oat  Cinulai  Curna  fi 

Cnwlactlon  Sheet. 

Webb"!  Ralkoad  Conatiuctlon 

Economica  of  RaUroad  Comtniction. 

Eonomlc  Tbeorr  of  tha  Location  ot  Raltwayi Small  8*a, 


■  Bartlatt'i  Utchanlcal  Drawloc. . 
CooUdga't  Hannal  of  Dnwlni.  . . 
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PMtL 

Put  n.     Form,  SiTMxth,  and  PrapMttoai  ef  Putt. . 
IbcCoTd'B  Etemuti  of  DaieiliitlTa  Oasmatrr. 

Klmnwlfai;  or,  Practiul  MachaiiiHn. 

Machuiical  Dnwliw. 

VfllodtT  Diapam*- .  -  •  . .  - .  ^ .  ^ .  ^  - . .  ^  -  -    . .  ^ 

IbcLaod'i  OuKrljUin  OMuMrr. 

«  Ifajiui'i  DoacriptlTfl  Oaomatry  and  Stona-cutUac.  .,.,.- 

Indnnilal  Dnwinc.     (Tlumiiaoii.) 

Mcjwt't  DocilptlTt  OMunatty. 

Raad'i  Vopocnphical  Dibw1b(  and  ftatchlnt. 

Kald'a  ConnB  Is  Machanical  Drawliic. 

Tot-book  ot  Machanical  I>n«iiv  and  Blamantarr  BCachlna  Haalin  Bin. 
RahlBWD'*  PrinclplM  ol  Machanlam. . 


Smltfa'a  (R.  S.)  Manoal  of  TopOfTaphlcal  Drawlnc.     (lIcHUlan.). , 

Smith  (A.  v.)  and  Marx'a  Hachiaa  Dealcn. 

*  Tltiworth'i  ElenuDti  of  Mechanical  Dravlnc ObloncSro, 

Vairaa'a  Elemanta  ot  Plane  and  Solid  Fi 

Dnftiot  laattuaunti  and  OperalioDS, 

M^rn^^i  ot  Elamantary  Piojactlon  Drai 

"■""I  ol  Elamaolarr  Probluni  In  tha  Llaaar  PanpecllTa  of  Foim  and 
Shadow 

Plana  Probliini  In  Elamantary  Oaometrr 

Primary  Geonutry, 

Elemanti  of  Daacriptl**  Otomatry,  Shadow),  ai 

GvAaral  Problema  of  Sliadai  and  Shadowi  ^  ...... . 

Elamanta  of  Machine  CooitnictioD  and  Drawlna. . 

Pioblaoia,  Ttaeortnu,  and  Ei 
Welibaefa'i    Slnamatlci    and    Power    of    Tiai 


Wbelpley'i  Ptacctcal  lutmctian  in  the  Ai 
WilK>n'g  (H.  M.)  TopOEmphic  Surreying. 
Wibon'a  (V.  T.)  Ptae-hand  PerapectlyB. . 

Wilun-a  (V.  T.)  Free-hand  Letterinc 

Voolfa  Eltmentary  Couna  In  DeKiiptivi 


ELECTRICITY  AHD  PHYSICS. 

•  Abais'i  Theory  ot  Blectrotytic  DlnocUHon.     (Von  Ende.) iimo, 

Anthony  and  Brackett'i  Teit-book  ol  Physici.     (Hade.) Small  8vo. 

Anthony's  Lecture-notei  on  the  Thaoty  of  Electrical Heanuemanti . . .  .lima, 
Benjamin-i  Hiitory  of  Electricity. Sto, 

VolUicCelL Svo, 

CMnen')  QDantiUtive  Chemical  Analyai*  by  Electrolytli.     (Bottwood.)  .8*0, 

•  CoIUni'B  Manual  ol  Wireleaa  Telegraphy iimo, 

Crehore  and  Sqnier'i  Polarizlnc  Photo-chroaofiaph 8r), 

•  Danneel'i  Electrochemlitry.     [Herriain.) iimo, 

Savion'i  "Engincerins"  and  Electric  Traction  Pocket-book.  i6ma,  morocco, 
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Dokukk'i  TbMCT  of  Um  Lt»A  Atcomnklot   (8t(incB  Battarr).     <Voa 


OUbufi  Da  Kacnata.     (Mattakr.) 

HancbaH'B  Attenialins  Cananti  Biplatnad. 

Harlot'*  Kaadr  Raftranca  Tabic*  (ConTtnioa  Facton) i6ibo  ait 

Holmaa'i  Praciaion  of  Heuuanwnla, 

Tfltaacapic  Miim-iealB  Halbod,  Adjuitmsoti.  and  Tiata Lar[>  8*a, 

Klnibnumar'*  TnUdc  of  CoaUnnona-ciirTuit  Hacbio**. 

Landaacr'i  Spactnun  Analyil*.     (TEnck.). 

La  Chatalar'i  Hich-tempantnn  MuaoranuBlB.  (Baudnurd — Bnrfoa.) 
Lob*!  Bkctnchaadatrr  of  Otianlc  Gomponnd*.     (Lonai.) 8*0, 

•  LfBiiA  Tnatka  on  EkctTonuffntdc  Phanomana.   Vol*.  L  and  IL  Bto,  each, 

•  HkU*^  Bkmanta  o[  Wan  notion  Rakdnc  Id  Sonnd  and  Llcbt. 81 

maudaf a  Bknuntarr  Trutlia  on  Ekctilc  Battorita.     (FUhback.) im 

•  PanhallasdHobart'iEkctrlcMacUnaDaalcn 4to,  half  morocf 

KaaaBn*!  LocomotiTei :   Slmpk,  Com|Kinnd.  and  Electric     1  flew  Edition. 

Lars.  iimo. 

•  Roaenbarg'i  Bkeliica]  Encineeilna.     (Baldana  Oe« — Elmbnumar.}.  .  .8*0, 
"  ~  VoLL 8to. 


Thnnton'*  BUttoaarr  Staam-aosioa* 

a  lUiiiu'i  BkmentuT  Lmon*  In  Heat. 

Torr  and  Pitcbar**  Manual  of  Laboratorr  Pbyalt* 

Uka-*  Mo 


*Dudle7'>ltllltaiTLa3«DdtbgPTac«4tuaaiCoarta>martla] .. 

Manual  lor  Courta-martlaL i 

Walt* i  EoglBaarlDi  and  Aichitactonl  Jnrlipnidaoca. 


Lav  of  Operation*  PcalimisarT  to  Cooitmctloa  la  EDcioaarina  *i 


HAmTFACTURES. 

le  and  Thaorr  of  tba  CaHuloia 


d  DictloaU7  of  FoundiT  Tens*  Hied  in 


Bolknd'i  Iron  Founder.. . 
Tba  Itdd  FonndaTi" 
EDCTclopedl*  of  Foundin£  ai 

Piactica  of  HodMIds 

*  Clau*an>*  Beet-near  Hanufacture.    (Hall  and  Rolfc.) 

•  EckeFi  Cemenli,  Limea,  and  Pkiten 

Elnler'a  Modem  Hlch  Exidoiivea. 

Enronfi  Batrme*  and  their  AppUcaUoo*.     (Pmcott). . . 

Fltiicrali^'e  Boston  Hachlnlit 

Ford-*  Boikr  Maklnc  for  Boiler  Maker*. 

HopUa'*  Oil-cbeiaiit**  Haadbook 

Kaap'*  Cast  Iron. 

11 
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Lauli't  Hw  liMpMtioD  and  AiwIt>1>  of  Food  with  SpMlcl  Stttunu  to  SMU 

CostroL Luga  Sro, 

■  McKay  mud  Lanen'B  Piinclpla  ud  FiactiM  ol  Bnttw-makluc 

lUuhtwt-t  The  Tuilik  Flbrw. 

MiCciUf'i  St«L     A  IUdiuI  lor  Sl«l-nKn: 

HciciUlg'r  Cost  ol  Kmufacnuu — And  Che  Adminwtntion  of  WoAihoiK.STo,    ; 

Meyer'!  Modern  Locomolin  Conitniction. 

Mone'i  C«kiil«tioiu  uwd  in  Caoe-tucu  FMtoiio. lisao,  man 

*  RflUi^i  Guide  to  Pi«ce-d  jeinf . ..........  ^ .........  ^ 

Kice'i  Concrete -falock  MAoufACttire. 

Sabln'i  Induilml  and  Artlnic  TechDolocT  of  Palnti  and  Vtniiih. 

Bmlth'e  Prewwoikinx  of  Mat*)*. 

BpaUing*!  Hydnullc  Cement. i: 

Speocar*!  Handbook  for  CbamlMi  of  BHt-aufu-  Hoiuac. ....  i6niD  mati 

Handbook  tot  Cana  Sugar  Manufactnrere idmo  mori 

Taflor  and  Thompaon'a  Tnatlie  on  Concnte,  Plain  and  SaiBfOrccd. .... 
Thnnton'*  "'I""-'  Of  Staam-boUan,  thalr  Daaicni,  Conalmctlaa  and  Opara- 

*  Walke'a  Lacmra*  OD  EipkiiiiaL 

Ware'i  Baat-ancar  Haaafactura  and  Rednlag. Snail  Sn,   . 

Waanr'a  Military  EiploaiTai. 

Waafa  Anacican  Foundry  Practica. 

MouUer'f  Text-book. 

WoUfa  WtodmlU  aa  a  Prise  Horar 

Wood'i  Rnatlaw  CoaUmi;  Corroaion  and  Blaclralyalaoflron  aadStaal,  ,B*a, 


KATHEHATICS. 

Bakat**  BlUptic  FuBCtlona. 

•  Baaa'*  Slamanta  of  IHtlarantial  Cakulna. 13 

Btltsa**  Slamanta  of  Pkna  Analytic  Oaomatry u 

CompCOD'a  Manual  of  Loaarithmic  ComputaUona. ii 

I>BTla'*  IntTodnctioD  to  tlia  Lo|lc  of  Alcebra. 

•  DIckaon't  Colkce  Algebra Laifa  13 

•  Introduction  to  the  Thaory  of  Alsabfalc  Bqoatlona. Laraa  iimo, 

Snich'a  Introduction  to  Projactlva  Oaomatry  and  It*  Appbcationa. 8to 

Babned'i  Element*  of  Gaometry. 

antary  SyoCbatie  Oaomatry. 


Ration 


'■  (J.  B.)  Threa'PlBce  Locaiithmls  Tablaai  Veal-pocket  aiie. paper, 
loo  copla*  for 

•  Mounted  on  haaTj  cardboard,  SXio  ii 

10  copLei  for 
Joliaaoo*a  (W.  V.)  Blemantary  TrsatUa  on  I>lfl<rantlal  Cakuhu . . Email  Bro, 

Blemenlary  TreatI**  on  the  Intecral  Cakolua SmalfSn 

Johoaon'i  (W.  W.)  Cum  Tractni  la  Cartetiao  Co-ordlnatae. iinu. 

Jofanaon'i  (W.  W.)  Treatiga  on  Ordinary  and  PartiaT DiderenHal  Eqaatlona. 

Johnaon'i  (W.  W.)  Theory  of  Errors  and  the  Method  ol  Leait  Sqnaraa. 

•  Johnion'a  (V.  W.)  Theoretical  Mechanics. 

Laplace'a  Phitoaopbleal  Eiuy  on  ProbabiUtiea.    {Truacott  and  Emory.). 

*  LBdIow  and  Baai.     Element*  of  Trigonometry  atid  Locarlthmle  and  Other 

Tablaa. Bro, 

Trigonometry  and  Table*  publldiad  •eparately Each, 

*  Ludlow'*  Logarithmic  and  Trigonometric  Table*. 8*a 

M'""i"t>  Irrational  Humbar*  and  their  Representation  by  Sa«oancaa  and  Series 
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Mattaunatlc*)  MoDognptu.     Editsd  bj  KaiufleUl  Herrloum  and  Robcit 

S.  Woodirird. ....  Oetaro.  i 

llo.  I.  HUtorr  of  Hod«^  Hathanutin,  bj  Dn-rU  Emma  Smith. 
Ho.  1.  Sfnthatk  Piojactin  GcamatnF,  br  GMrta  Bnica  BalMad. 
Ho.  3.  Determtiuiiti,  bj  Laanu  Glfford  Wald.  Ho.  4.  Hnwi- 
bolic  Fimctiooa,  by  Jamaa  HcHahon.  Ho.  S  Haimonlc  Func- 
tloni,  br  William  £.  ByailT.  Ho.  6.  Omamann'a  Spsea  AnalTda, 
br  Bdwud  T.  Brda.  Ho.  7.  Probabllitr  and  Tbaot;  of  Bnon. 
by  Sobart  S,  Woodward.  Ho.  8.  yector  Analyila  and  Qnatemiona, 
bT  Alaiandar  Kaerarlane.  Ho.  g.  DUatantial  Equation*,  by 
WUUam  Woolaar  Johnaon,  Ho.  10.  Ib<  SohiUoa  of  Equattoal, 
by  Hanafleld  Herriman.  Ho.  11.  Fonclioo*  o(  a  Complai  Tartabla, 
by  Tbomai  S.  Flaln. 

■annr'a  Technical  Hechanica. I 

Haniman'i  Hattaod  o(  Leaat  Sqnaraa. I 

Sice  and  Johnaon'a  Elamaatary  TrMtita  on  the  Dlfftreotlal  Cakuhia. .  tei.  I 

DiSenotUl  and  Intecral  Calcnlua.     3  Tola.  In  OD* Small  I 

•  Tables  and  Lcmua'a  lutroductiDn  to  the  Real  lUJnlMitmal  Aoalyili  of  I 
VnrUbH 

Vood'a  Elementa  of  Co-ordinate  Oeonwtry. I 

Tliconomatry:  Aui^tlca),  Plane,  and  Spherical ta 


HECHUnCAL  EITGIHEERinO. 

KATBRIALS  OP  BHODIEBRIHO.  STBAM-BH0IHE8  AHD  BOILBItS. 

Bacon'a  Forfe  Practice. 

Baldwin'!  Steam  Beatins  lor  Buildlnfa. 

Barr'i  EinMnatic*  of  Hachinarr 

*  Ba/tlett'a  Mechanical  Drawinc. 

•  *■  "  "       AbrUcedEd.. 

Baalamin'i  WrlnUai  and  Keclpei. 

Caipentar*!  Eiperimantal  EfijiliiMriac.  ...  .... 

Heatlnc  aad  Ventilatinc  BaUding* 

Clerk'i  Ga>  and  Oil  Engine SdmU  8va, 

Coolldge'a  Manual  of  Dra 

Coolidie  and  Freeman'a  Elemantt  of  Oanaial  Dnftlnc  (or  Hachanical  Eo- 

flneen OUoDC4to, 

CromweU'i  Treadae  on  toothed  Oaai 

TiMtlae  an  Belt*  and  Pulleyi. . . 
Itorley'a  ^nematlca  of  : "     " " 
Flather'i  Dyaamomelen 

Hope  DriTioj 

Om'a  Gaa  and  Fuel  Analylia  foi  BngineeR 

Ball'!  Car  Lubricatloo 

Berlng'i  Ready  Reference  Table*  (Conyenlon  Facton] 

Button's  The  0*a  Engine 

Jamlion'i  Mechanical  Drawing. 8to. 

Jonea'i  Machine  beiign: 

Parti.     Kinenuticaof  Machinery 

Part  n.     Form,  Strength,  and  Proportion!  of  Partt. . 

Kent'!  Hechaolcal  Engineer)*  Pocket-book 

lerr's  Power  1 


op,  Toola.  and  Methods.. 

*  Loreni'i  Uodem  BefHiBraliog  Machinery.    (Pope.  Hayaa.  a 

HacCord'B  Kinematlca ;  or.  Practical  Mechaniam 

Mechanical  Drawing 

Velocity  DUgruna. 

18 


byGoo'^lc 


■acParluid'B  Standard  Rsductloa  Futon  for  Outs. Bro,  i  SQ 

Uahui'i  Induttrlal  Drawint.     (Thomptan.) 8n>  3  50 

Pwla-i  Calorific  Power  a(  FuIl 8n,  3  00 

Rald'a  Coma  in  Machanlcal  Dmrinc Bv>,  >  00 

ItTt-boak  of  Bechanleal  Dinirini  and  BkmtatUT  M»«.lttiiy.  Dadcn.Svo,  3  oa 

Richard'!  CompTMMd  Ait iiraa.  i  so 

KoUnaon'i  Piinclplaa  of  Hecbanito. Svo,  3  oo 

Bcbwaub  aad  MairUl'i  Elanwnti  of  Hachanba. 8*0,  3  ao 

Smith'a  (O.)  PrMt-worklDc  of  Ifetala. .S*a  3  o» 

Smith  (A.  V.)  and  Kan'*  KacblDa  Didcn. Bro,  3  oo 

ThnntOD-*  Traatjaa  on   Frictian  and   Loit  Work   Id  HicUimct  and  MiU 

Work Sn,  3  '»' 

Animal  ta  a  Mar hina  and  Prima  Motor,  and  the  Law>  of  En«n««tci.  lama,  i  00 

TOlaoii'i  Compkit  Autonuibila  loitntctor i6mo,  1  s» 

Vatnn'i  Elamanti  of  Machine  Conitnietlon  and  Dniwini. Sn,  7  50 

Welabacb'a   Kinematlo  and   tha   Power  of   TraonniNiDn.    (Herrmann — 

Klain.) 8td,  5  00 

MachineiT  of  Tranamiarien  and  Goiemon.     {HemnaDO — Klein.).  .8to.  s  eo 

WeWi  Wlndmln  »t  a  Prim*  Morer. Bn,  3  <w 

Wood'*  Toibinaa. Snii  a  so 


MATERIALS  OP  ElTGinEERIRG. 

■  Bony'i  Strenctb  of  Maletlak  and  Theory  of  StractDre*. 

BuiT'a  Blaitlcitr  and  Raalatance  of  the  Hateriak  el  Bncineerlnt.    6th  B< 

Reaet. 

Churcb'a  Mechanics  of  Enclneerlns. 

*  Graene*a  Sbuctuial  Uechanlca -..,.-.- , 

Johiuon'i  Haieriala  of  Conalnutlon. 

Keep'i  Caat  Iron 

Lania'a  AppUad  Mechanic!. 

Marteos't  Handbook  on  Taitlna  Material!.     (Hannins.) 

Maurer'i  Technical  Mechanic*. 

Marrinian'!  Mechanic!  of  Material! -..-,-..- 

•  Slrencth  of  Malerlab 

HetcalTi  StnL     A  Manual  for  Sleel-Daen. 

Sabio'i  Induatrlaland  Artistic  TectmokifT  of  Paint!  and  Vamlah. 

Smith'!  Materials  of  Macbinas. 

Thunton'i  Materialg  of  Eii(laa*rlnc. jToli.,  Sto, 

Pari  n.     Iron  and  SteeL Srt 

Pact  m.     A  Treatise  on  Brasses,  Btonies,  and  Other  Alloys  and  the! 

Constituent! 8*1 

Wood's  (De  V.)  Treatise  on  the  Riaietance  of  Materials  and  an  Appendix  on 

the  Preserratlon  of  Timber. 8to, 

Elements  of  AnalytJcal  Machanlca. Sto. 

Wood's  (M.  P.)  Rostlee*  Coatlnfst  Corroaion  and  Electrolysl*  of  Iron  and 
Steel 8to, 

STEAM-ENGIHES  AND  BOILERS. 


Dawson*!  "Engini 


It  Practice  and  Steam-engine  Economy . . 
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Honda's  HachanUal  EncioMrbw  of  Power  nuti. 

H«At  And   Wmmt-mnglrmm ,.,....... ,  . 

XMlf*  StMUB  boUcr  BcoDomr. 

Kowb'i  Practka  and  HtBorr  of  Um  Injactoi. 

KacCotd'*  SlU*-nlna. .  

HarCt  MadBn  LucomoUn  ContnicllaD 

Pubody^  M»nn>l  of  tb*  SW*ai-Bi(iiH  Indicator. 

TablM  of  Um  PropeRi**  of  Satmtsd  SUam  and  Otiut  Varon   . . 

TtumuHlTiiaznl^a  of  tho  Steam-cnclDA  and  Othar  H«at-«iiffiiHa. . . 

ValTe-t<an  for  Stuam-anciDo. 


Prar^  TwantT  Taan  wltli  tlu  Indicator. . 


Kaafan'i  LocomotiTci:   Kmpla,  Comixmid,  and  Elactrlc. 

Roctffvii**  Prindpka  of  ThermodTnamica.  (l>a  Bala.). . . . 
9nclair'i  LocoBotiT*  En^ne  Rnnnlnc  aad  Kaaaseinaiit. . 
Smait'i  Handbook  of  EoffnMriiic  Laboratory  Prmctlca.  -  - . 

Snov'i  Staam-boiler  Practica 

Spanalar'B  Vahe-iaan. 


homaa'*  Sleam-tuibinaa 

Thnnlan'a  Handr  Tablea. 

»f""-'  of  the  Steam-eacloa. i  Tola.,  Bra,  i 

Part  L     Hlitorr,  Structure,  and  Thaorr Sv 

Part  □.     Dealin,  Conatructioa,  and  Operation 8t 

Handbook  of  Enfins  and  Boiler  Triak.  and  the  Oaa  of  the  Indicator  ai 

the  Prony  Brake St 

StatlonarT  Steam-cTi^inea. 81 

Bteam-boiler  EipkMioni  In  Thaoty  and  In  Practice tan 

Manual  of  Stpam-boUen.  their  Dealcna,  CoDttructlon,  and  Operation  Bro. 
Wehrenfenniiit's  Analyiia  and  Softeoins  of  BoUer  Faed-water  (Pattanon) 
Weiibacfa'l  Heal,  Steam,  and  Slaam-cnalnea.     (Dn  Boia.) 


^Vood'a  Theimodynamica, 


1.  and  Refriceratinc  MacUatt. .  .Std. 


HECHAHICS  AUD  HACHUIERY. 

Bair*!  Kinematica  of  Hubincrr 

*  BoTey'i  Strencth  of  Xaleriali  and  Theory  of  Strocturaa 

Chaie'i  The  Art  cJ  Pattern-making 

Cbureh-B  Heehanlca  of  Eoaiaecrior 

notai  and  Eiamplei  In  Hechanica. 

Complon'i  Firit  Leeaona  in  KaUI-worklnc 

Compton  and  De  Groodt's  The  Speed  Lathe 

CtomwalTi  Treatiaa  on  Toothed  Gaaiint 

Tteattaa  on  BeRi  and  Pulleya. 

Dani'i  Teit-book  of  Elanuntary  Hcdunica  for  Collaaea  and  Scbooh, . : 

DlDtey'a  Hachloaty  Pattern  Hakinc 

Dredie't  Record  of  the  Traniportatioa  Bihlblti  Bnlldinc  of  the  WorM'a 

Columbian  EipoailioD  of  i8«]. 4tolialf  mo 

Dd  Bola'i  Elemeotary  Mncipka  of  lUcbanlc*; 


VoL 


nalles. . 


VoL    n.     Statlca. Sto 

Hechanica  of  Englaeerlnc     VoL    I Small  4I0 

VoL  IL Small  4to 

Dnrley'i  Klnematlci  of  Hachlnea. Sto 
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le  MtHUHiunt  of  Power. . 


ntiE«nld'>  Bo(ton  Kuhlnbt  . . 
Fkthet'B  Drumonu 

Rop«  Drivliic. iimo, 

Oon'a  LacomallTe  SptrkL 810 

Lotomolivo  PBrfornunc*. Sto 

*  Otmim'i  StniGtunl  If echanicf. , . 8m> 

H«ll'«  Cm  Lubiitatlon. iimo 

HoUr'*  Alt  of  Sew  Filing iSmo 

Juatt't  KineuMtici  ol  ■  Polnl  aod  tb*  Raticnal  Ibcluuilc*  of  >  Paitlclb 

SmaUflTo 

■  Jobonn't  (W.  W.)  Thtoratletl  Htcluuilca iimo 

Johnun'i  (L.  J.)  Static*  by  GnphU  aail  Algebnlc  MctbodL gn> 

Jodm'i  Macblne  Dcclcn: 

Part    I.     Kinanuitlcs  of  HichinnT Bto 

Put  n.     Porm,  Strcocth,  and  Pioportloiu  of  PartL Sro. 

Kerr'*  Power  and  Pow      -  ■    ■ 

Laoxa'i  Applied  HcchimlCB Bra, 

Leonard-a  HacblDc  Shop,  Tool*,  and  Methoda. . 

•  Loreni*!  Hadaro  Rafrlieiatlac  Kachlnerj.     (Pope,  HaTCD.  and  I>*ao.).STo, 
HujCord'aKiMinatlo;  or,  Practical  lUcbaiiiam. 

Velocity  Dlacianu. 

•  HaRlfl'a  Ten  Book  on  Mechanic*,  VoL  t,  SuUca. 11 

Hanrer'i  Technical  Mechanlca.  -  - 

Meiiiman'i  Mechanic!  of  Materiala. 

•  Elemenla  of  Uechanici. Ij 

•  Hichle'a  Blementi  ol  Analrtlcal  Hechanlca. 

•  PanhaUandHobart'i  Electric  Machine  Diucn ^to,  half  non 

Raacan'i  Lacomotlv** :  Simple,  Compound,  and  Electric,     Hew  Edition 

Seld'e  Count  In  Mechanical  Diawioc 

Tert-book  of  Mechanical  Drawina  and  BlamentaiTllBchiiie  Declgn.Svo, 

Ricbaida's  Compreeeed  Ait 

Robinioa'i  Piinciplea  of  Mechanlam, ^ ........ . 

Ryan.  HDirla,  and  Hoiie'i  Electrical  Machiaerr-     VoL  L  . . 

Sanbom'a  Mechanic*:  Problema Larse  iimo, 

Schwamb  and  HanlU'a  Element*  ol  Mechaniara 


Smith'*  (O.)  Piea-woikini  of  Metala 8to, 

Smith-*  (A.  W.  >  Material*  of  Haehlne*. ilmo, 

Sadtta  (A.  W.)  and  Man's  Machine  Deilcn 8to 

Span£ler,  Greene,  and  MarahaU's  Elementm  of  Steam-eDcineerln^- .  - .  - .  -  .Sro, 
ThuntoQ's  Treatise  oo  FilctioQ  and  Loal  Work  In    Hachinetr  and    Mil 


TlIkoD'a  Complete  Auiotnobile  Inattuctor  . 

Wairen'*  Elementi  of  Machine  Canatructioi 
Veiabach-a  Xlnematic*  and  Power  of  Tt 

Machlnerr  of  Tran*mi*«Dn  *nd  Govenu 
Wood'*  Element*  of  Analytical  Mechanic*.  . . 

Principle*  of  ElementBJT  Mechanic* 

Turbinea 

The  Torld'i  Cohimblan  Eiposldon  of  i8p3  . 


ir,  and  the  Lawc  of  Enerfietic*.  i 


De  Furaae'a  Manual  of  Pgychlatiy.     (Rosanoflaod  CoUint.) Large  iimo, 

BhrUch'l  Collected  Studie*  on  Immunity.     (Bolduan.) Bro,   < 

Hammantea'a  Ten-book  00  Pby*ioli>|lcal  Chemiatiy.    (HandeL) Sro,  . 
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Lumt-CoIid's  PracUul  Urlnair  Aiulrtli.    (LflrsDi.) i 

•  I>aaU'i  Pbrdei]  OumtetiT  Id  <lw  Strrlct  ot  MedlciiM.     (Puchei.)-   ' 

•  Paul-Escofi  TbiToiliixiidVsnonu  and  their  Antlbodia.     (Cobn.)-  ] 

Sntoiki's  Scrum  DUgBMU.     (Bolduiui.) i 

Salkowiki's  Physlaloikal  ud  Patholoilul  Chemiitir.     (Omdoill.) . . . 

•  SitMrlM-s  Oatlincs  of  Humui  EmfcrTOlojj i 

StHl'i  Tnatiu  on  th«  DImum  of  Uu  Doc. 

Von  Behrinc't  SupprtvtoD  of  TubcrcoloiU.     (Boldou. ) i 

VuuimaDii'iImniiuu  Sen'  Hamolrila,  Cjrtotoiiiu,  and  Preclpidni. 

WoadhnU'i  Hotel  on  HUitaJT  Hnluw : 

■  PtrKinal  HrEl«iw i 

Vnllinc'i  An  Elemeiitary  Conns  In  Inoriinic  Phumaceiitical  and  HhUciI 
Chamlktri' hdu, 


HETALLUROT. 

Bctoton'i  IbtalhucT  el  Wnr,  Gold,  and  Mercnir: 

Vol.    I     ailT»r 

VoL  n.     OoM  and  UerciiiT. 

Qoaial'i  Wacmb  and  lUtala:     A  Ralamea  Book. 

*  llea'l  Laad-amellinc 

Kmp'i  Caat  Iron 

Knnhardt'i  Practlc*  of  Or*  Drea^nc  In  Eumpa. 

Le  ChateUai'a  Hlch-tamparatuia  1 
HatcalPa  StML     A  Manna)  lo 

Hilkr-a  Cyanide  Proceia. 

Hlnet'l  Productton  of  AhUBlnuBi  and  !ta  IndBItrU)  TTu.     (Waldo.).. . 

Robin*  and  Lencten'*  CT*a>d«  ladsftrr.     (La  Clerc.). 

Sndtb'a  Hatariak  of  Hacblnaa. 

Tburiton'a  Hateriali  of  Snclnearlnt.     In  Three  Part*. 

Part   n.     Iron  and  SteeL 

Part  m.     A  Treatiae  on  Sraaaea,  BcoDiea,  and  Other  AUoft  and  their 


Dike'*  Modem  EUctroljrtlc  Copper  ReBnlnc. . 


. .B»o, 


HINERALOGY. 

BanlDiai'*  Deacrlptlon  of  Kloeral*  of  Coamarclal  Vain*.   Oblonc,  morocco, 
Boyd'*  Reaource*  of  Soulhweit  Vlrslnla 

Map  of  Soathwait  VIrltDla. Pockat-bool 

Brtnta'B  Manual  of  D*t*rmlnatlT«  HlneralocT-     (PenfieM.) 

Cheater*!  Cataloiuc  ol  Mtnerala. 8to 

Cloth, 

Dictionarr  of  the  ITama*  of  Mineral*. 8v(t 

Dana'*  STflem  of  UlnerakiEy Ijuvo  8to,  half  lealbei.  i 

Flnl  Appendix  to  Dana 'a  Hew  "Sntam  of  HlneraloiT." Larie  Bio 

Text-book  of  Hlneraloir 8*0. 

Kineiali  and  Bow  to  Study  Thani iimo. 

Catalogue  of  Aourican  LocaUtlea  of  Mineral*. Larie  Sto, 

Manual  of  Hlnemlory  and  Pelrocraphy iimo 

Doualai'*  IjDtecbnlcal  Addreom  on  Technical  Subject*. la 

Eakle-*  Mineral  Tablea. I 

B|lMton'i  Catalocue  of  Hlnerali  and  STKonTmi. I 

Ooeael'*  Mineral!  and  Metala:     A  Relereoce  Book i&na,ii 

Oroth'i  latmdnctlon  to  Cliemlcal  CrynallogTaphT  IManhaip lai 
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Udinit-i  Sock  Mlmrlt. Bro,   i 

Uatrill'i  Hoo-aeUDlc  Hlncnli;  Thtlr  Ocgoitcdci  kad  Umi. Sto,    , 

*  Penfidd'i  note*  on  D^MrmlaadTc  Hluenlocr  and  lUcotd  of  HlMtrnt  TMti. 

Stq,  papa, 

*  Rlclurda'f  Sriuipiii  of  Hlncnl  Cbancten. iimo.monxeo, 

*  RiH'i  CliTi:  Ttacii  Occuinnu,  pTop«rtlM,  and  UiM.. Sto.    ; 

SoMDbtuch'i  Hlcroicoplcil  Pb7*ia(Taplir  of  thi   Rock-maklnc  Uiunk. 


[Id 
*  TlUman'*  Ttzt-book  o(  Important  Mbunla  ai 


MinUTG. 


Bojrd'i  RMonrca  of  Soathwat  Vliijnla. 

Hap  of  SootbWBM  Vlrglala. 

DouglM'i  DDtecholcBl  Addn«a  on  Technical  SnbJKti. 

Ebalu*!  Modern  BUh  EiploilTe*.      

ODeatriHineraliandHetali:     A  Refwanca  Book . .      i« 

Ooodnw'a  Coal-mlnai  of  tha  Wstani  Coaat  of  the  Dnitod  Statw.. . 

Ihhcn«'l  Maniud  of  Mlniai. 

*  Um*!  Laad-unettina. ..........    

KunlUTdf  ■  PiBctlce  of  Or>  DniHlii(  In  Bonipa. 

Miller'i  Cyanida  Proun 

OIlrlKoU'i  Kolai  on  tha  TnaDnent  of  Gold  Otm. 

Robina  and  L«n|len'a  Cfanlda  IndutUT.     (!■*  Clare). 

■  Walka'i  Lectoraa  on  EipkMlTca. 

VuTcr'a  MilitBTT  Eiploalfea. 

WUaoQ'i  Cranlde  Procllaea. 

Chlorloatlon  PmceN. 

HTdraoUc  and  Placar  Kinlnc 

Traatii*  on  Practkal  and  Thaorallcal  Hlna  VantUatton. 


SAWITART  SCIEITCE. 


Baahora'a  Sanitation  of  a  Couatrr  Houaa 

•       Outlinot  of  Praetical  Sanilatlon 

Pohreira  Saverage.     (Dealgnlnt,  ConatructloD,  a 

Water-aupplj  Engineeriof 

Fowler'i  Sawafa  Works  Analru* 


ir-flltrition  Worki 

Gerhard*!  Guide  to  Sanltarr  HouiC'inipection iCimo, 

Hazen'i  Flhratlon  of  PtiblU  Witei-tupplUt 8to, 

Leacb'i  The  Inipection  and  Analfiia  of  Pood  with  Special  Reference  to  Stata 

Control 

Haaoa's  WaCer-Bupplr.  (Cooaldated  prinelpallTfrom  a  Sanltair  Standpoint)  Sio. 
Eiamlnatlon  of  Water,     I  Chamical  and  BaclcrloloEicaL) 

*  Hemman'i  EbmieTiti  of  Sanitary  Eocineerlng 

Osden'i  Sewet  DeBifo.  ,  . 

Preecotl  and  Wliuknf'i  Element*  of  Water  Bactarlolocy,  with  Special  Reftr- 

enee  to  Sanitary  Water  Analysia. 

•  Price'*  Handbook  on  Sanitation 

Richards'i  Coat  of  Food.     A  Stody  In  Dietarle* 

Coat  of  LlTinc  a*  Kodlfled  by  Sanitary  Scienca. .  .T 


Coat  ot  SbaKar. . 
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Rlchardi  uul  Woodmi 
poipl, 


•  Richu-ds  *ad  Wiltunu')  The  Dlctuy  Computar. . 
Rldeal'a  Scvuse  mil  BtcKrial  Putiflcallon  of  S«ww 
Turnnun  and  Ra»U>  Public  Walcr-iuppUM.  , . , 
Von  Behrini'B  Suppreuioa  of  Tubercukxii.     (Soldi 

Whipple'!  MicrouopT  of  DrlnlElnE-mler 

Wlnlon'i  HIcroocopT  of  VeieUble  Food! 

Woodhull'B  natH  on  Hililary  Hygicn*. 

*  PmciuU  Hygicn*. 


Bmmoui'i  Gcologlul  Guldt-book  of  ths  RockT  Vonalala  Sicnnlon  of  tba 

Internatloiul  CoD^ttM  of  G«ok)(lit»^ ...  ^ ,,......,,.. .  .Luc*  Zve,    i 

FHnl'B  Popular  Trull»  en  Ihe  Wlndi. Sn>,    , 

GuDctt'i  Suttitiol  AbBlriul  of  Ibe  World  ]4mo, 

BaiDca'i  Amcciun  Railwii/  UmuteniBaL iimD,    : 

RickeCn'E  History  ol  RcniKliier  PolytcctiDlc  Initilute  iSm-iBm.. Small Bto, 

Ralhsrluuii't  Emphulicd  Nbv  Te*tam«DL L«rt>BTa, 

The  World'i  Cohimbiui  xiposltion  of  iSp3 4ta,    g 

Wlailow'i  EltouDtt  of  Appliod  Hicioacop; iimo,    i 


HEBREW  ARD  CHALDEE  TEXT-BOOKS. 

Otmo'i  EluncnUiT  Hebrew  Oiunmar. iimo,  i  13 

Hebrew  Cbratoauthr B*o,  a  00 

nmenliii'B  Hebrew  end  ChaJdee  LeilcoD  to  the  Old  Taatamenl  Bcrlpturea. 

(Ttecellei.) 8mill4to,  half  morocco,  s  00 

URarli't  Hobrew  Bible. 8to,  a  aj 
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